
US 20140325000A1 

(19) United States 
(12) Patent Application Publication (10) Pub. No.: US 2014/0325000 A1 

LORCH et al. (43) Pub. Date: Oct. 30, 2014 

(54) ICONIC COMMUNICATION (30) Foreign Application Priority Data 

(71) Applicant: Zango Ltd., Tel-Aviv (IL) Jan. 16, 2006 (IL) .......................................... 1731.69 

(72) Inventors: Yoav LORCH, Herzlia (IL); Ehud Publication Classification 
Spiegel, Petach-Tikva (IL); Amir Yagil, 
Tel-Aviv (IL); Andrew Weinstein, Efrat (51) Int. Cl. 
(IL) H04L 2/58 (2006.01) 

(52) U.S. Cl. 
(21) Appl. No.: 14/324,925 CPC .............. H04L 51/063 (2013.01); H04L 51/04 

(2013.01) 
(22) Filed: Jul. 7, 2014 USPC .......................................................... 709/206 

(57) ABSTRACT Related U.S. Application Data 
(63) Continuation of application No. 12/087,782, filed on 

Jul. 15, 2008, now Pat. No. 8,775,526, filed as appli 
cation No. PCT/IB2007/050143 on Jan. 16, 2007, 
which is a continuation-in-part of application No. 
PCT/IL2006/000061, filed on Jan. 16, 2006, which is a 
continuation-in-part of application No. PCT/IL2006/ 
000062, filed on Jan. 16, 2006. 

A method of controlling an external display using a personal 
communication device, comprising: 

providing an external display; 
processing an iconic message on a personal communica 

tion device to generate at least one instruction for said 
display; 

transmitting said at least one instruction from said personal 
communication device to said external display respon 

(60) Provisional application No. 60/807,855, filed on Jul. sive to said processing; and 
20, 2006, provisional application No. 60/807,863, displaying on external display in response to said at least 
filed on Jul. 20, 2006. one instruction. 

- i{C 4 is 
\ MCBE DEVCE 
COMMN:CANG 

iiSER NTERACE 

MA SKWER 

-5 1 i5 1.^ 5 i ; 
OMANCA ON 

3CCK USR 3 

Network , , \, is S.S. CONS REPOSITOR 
\. r- . 
407 y APECA CN: 

(ON SE: 
3 

:NTERFACE 80CK NBOX/{iji E3 - 

    

    

  

    

  

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 1 of 22 Patent Application Publication 

%800B1VO%800HIVO   

  

  

  

  

  

    

  

  

  

    

  

  

    

  

  

  

  

  

    

    

  

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 2 of 22 Patent Application Publication 

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 3 of 22 Patent Application Publication 

}} }} W} {}{},\ 33S } \\{}{} }}}}}} }}{{}{} 
  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 4 of 22 Patent Application Publication 

o?º ( 2008 SS38007 NOHyoriday W. 

  

  

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 5 of 22 Patent Application Publication 

/ 

|---------H3)3S 30,3S] 
{}{} 

  

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 6 of 22 Patent Application Publication 

TOEWAS AHO?Elwoºns ?i TOGNAS (003 ?ºo [II] 

@ @ @ 

| vagy BoySSEN 

  

  



O 

US 2014/0325000 A1 

TOG WAS MAIOOBIVOans ?i TOG WAS ÅHOOGIwo [,] 

Oct. 30, 2014 Sheet 7 of 22 Patent Application Publication 

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 8 of 22 

rr 

Patent Application Publication 

NOOI IBS O TOEWAS AHOO!!!!08ns [ ] HOGWAS \HOOGIwo [,] 

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 9 of 22 Patent Application Publication 

3d,\; { d \{0C}} }}$() Baxi z? NOOI ES CÀ 
NOOI IBS (() 

TO@WAS AJO05 ?vogns ?i TOEWAS MHOOGIwo […] 

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 10 of 22 Patent Application Publication 

----\------ 

-----* 

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 11 of 22 Patent Application Publication 

.. 
{} 
<3 
f 
f 

. 

...} 
{ 
C 

s 
2 

ti. 

  

  

  



US 2014/0325000 A1 Oct. 30, 2014 Sheet 12 of 22 Patent Application Publication 

+--------------------------------------------~--~~~~--~~~~~--~~~~--~~~~--~~~~~--~~~~--~~~~); 
? 

f 

| 83AB03, 
}×AHES »WE 

------------------------------------------------------! O| 
| 301A (BS 

Y 

}×GNES 

  

    

  

  



Patent Application Publication 

ARPANE 

ABER 

Ai. 

AWAYS 

AN 

ANG... 

ANC 

APASE 

ARY 

ASK 

EAC-S 

3A) 

GCS 

BEAC 

3RAY 

Oct. 30, 2014 Sheet 13 of 22 

2 3COM 

22 3ORNG 

23 3CYFRN 

24. 3RO-R 

2S, MOVE 

28 R;S 

27 3. 

28 CA 

23 CA. 

O CAN 

5: (CAR 

33 AN/AS 

33 CA 

34. CA 

35 C-CKN 

36 CASS 

CO\} \Af N. CON NA&AE N. CONE NAME 
4 

42 : 

43 

AA CONACS 

45 COW 

46 CRAAY 

47 CRY 

ANCMG 

NFO 

DAY 

SAR 

C-ER 

OW 

FRENT 

DOWN 

RNK 

FIG 13A 

US 2014/0325000 A1 

  

  

  

  



Patent Application Publication Oct. 30, 2014 Sheet 14 of 22 US 2014/0325000 A1 

NAME N. CON NAME 

GR FRIEND 101 it y 

GW 102 MPORTN 

E-MA;i. 83 3O.COM O3 NBOX 

OTHER 84 COO 104 A.O.S 

EVENING | 85 GOOD 105 K 
GRASS OS KSS 

EXIT 87 HAPPY 107 KNOW 
EXPENSIVE 88 AR 
FAMILY 89 AJG 
FAST 90 
A. 91 OS 

NEGATIVE 92 HERE 121 LOVE 
NGER 93 H-BYE 122 

FINISH 94 -ONEY 23 

FLOWER 95 -O- 

FOOD 98 -O 25 MA 

FORWAR 97 OUSE 28 FAv Y-- 

-UG 127 vAvA 

R.N. 99 EA 28 MARLYN 

WAYSE { | 100 re. 129 
a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a-a- FIG 13B T 

  
  

  

  

  

  

  

  

  

  

  

  

  

  

    

  

  

  



Patent Application Publication Oct. 30, 2014 Sheet 15 of 22 US 2014/0325000 A1 

NAV 

& ESCRIPTIONS PARTY 

? CUCMBER 

MEE EO 

G 

PAS 

X-XXX-XXX-XXX-X 86 x: OS 

167 PREVIOUS 
NO.. CCN PRCSE? 

NOOM UB 

MCN KEY RAX 

if{}R^NC REPY 

OER RESRAN 

yOWE ROAC 

PO SAD 

ACES SAME 

8, C- CBOX SAVE 

SC PAN SAY 

WAROjS 6O is: PAPA SCOO 

FG, 3C 

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

    

  



Patent Application Publication Oct. 30, 2014 Sheet 16 of 22 US 2014/0325000 A1 

CON NAME NA&E 

SORRY NUES 

SAR ME 

STOP RVATE 

SU MONS 

AYS ODAY 

SURPRISE O 

SWEE 2MORROW 

AKE OC: 

ASE city 

AX RAN 

TEACHER - 

DOY ESRE 

SO ANKYO; TV 

S&A.. -RE 

SMAR; -Y GY 

MY-3OX -N 

SM NGS US 

Siyi OK -\G A. 

SOWE NK WAN 

SOON 22O : . 240 x . 

FIG.13D 

  

  

  

  

  

  

  

  

    

    

  

  



Patent Application Publication Oct. 30, 2014 Sheet 17 of 22 US 2014/0325000 A1 

WASS 

W-A-W-Y 

QUESIONS 

W-EN 

R 

AA 

W 

W-O 

WORK 

COMOOSE 

OSIVE 

YSERDAY 

YC 

YOUR 

ZANGO 

FG.3E 

  



Patent Application Publication Oct. 30, 2014 Sheet 18 of 22 US 2014/0325000 A1 

- 14 OO p 
  



Patent Application Publication Oct. 30, 2014 Sheet 19 of 22 US 2014/0325000 A1 

F.G. 6G. FG 6H FG 16 

  



Patent Application Publication 

NAE 

Oct. 30, 2014 Sheet 20 of 22 US 2014/0325000 A1 

8- s 

ENE CON 
it -- 

y 
W an 

SEARCH 1706 
Y; 7OS 

--f Zi ( 

site. -1712 

lavao; SAY ANOSE ANYTHEN 
Acis w RE 

O 

FG 

G-: 2A-GO CON ANCACE 

g" 
  

      

  

  

  



Patent Application Publication Oct. 30, 2014 Sheet 21 of 22 US 2014/0325000 A1 

A&O's SAY AS ANY-NC- AGO CON ANGAGE S&S.S. 
i- PEPE 

s 
83 CB; 

ASS : FS E F: s ESCSE 

Enco E J J G L Q S 2 G \? s % f 
--~ r w -Y- w w S.-----.S. 
M 

y 

waw M. --- V 17O6 1714 \\ 

& : & 8 & *:: 
EA DRNK CA. S{O WA. OPE KNOW SEE -EAR EASE SAE CC 

FGB 

  

  

  

  



Patent Application Publication Oct. 30, 2014 Sheet 22 of 22 US 2014/0325000 A1 

SELECT EC EX 
STANDARD CON s ENRY 

  



US 2014/0325000 A1 

CONIC COMMUNICATION 

RELATED APPLICATIONS 

0001. This application is a continuation of U.S. patent 
application Ser. No. 12/087,782 filed on Jul. 15, 2008, which 
is a National Phase of PCT Patent Application No. PCT/ 
IB2007/050143 having International filing date of Jan. 16, 
2007, which claims the benefit of priority under 119(e) of 
U.S. Provisional Patent Application Nos. 60/807,855 filed on 
Jul. 20, 2006 and 60/807,863 filed on Jul. 20, 2006. 
0002 PCT Patent Application No. PCT/IB2007/050143 is 
also a Continuation-in-Part (CIP) of PCT Patent Application 
No. PCT/IL2006/000061 having International filing date of 
Jan. 16, 2006. 
0003. PCT Patent Application No. PCT/IB2007/050143 is 
also a Continuation-in-Part (CIP) of PCT Patent Application 
No. PCT/IL2006/000062 having International filing date of 
Jan. 16, 2006. 
0004 PCT Patent Application No. PCT/IB2007/050143 
also claims the benefit of priority of Israel Patent Application 
No. 173169 filed on Jan. 16, 2006. 
0005 PCT Patent Application No. PCT/IB2007/050143 is 
also related to Israel Patent Application No. 166322 filed on 
Jan. 16, 2005. 
0006 PCT Patent Application No. PCT/IB2007/050143 is 
also related to PCT Patent Application Nos. PCT/IB2007/ 
050142 having International filing date of Jan. 16, 2007 and 
PCT/IB2007/050141 having International filing date of Jan. 
16, 2007. 
0007. The contents of the above applications are all incor 
porated by reference as if fully set forth herein in their 
entirety. 

FIELD OF THE INVENTION 

0008. This invention relates to the field of communication. 
In some embodiments thereof, the present invention relates to 
using iconic sets Suited for mobile communication devices. 

BACKGROUND OF THE INVENTION 

0009. The popularity of mobile communication has pro 
foundly improved the way people communicate, stay in touch 
with each other and access information around the globe. 
0010. However, the success of mobile communication is 
limited by inherent shortcomings of mobile devices, such as 
limited capabilities of text input and display, limited memory 
and limited bandwidth available for communication. 

0011 PCT Publication WO 97/50264, the disclosure of 
which is incorporated herein by reference, discloses a mobile 
telephone with integrated multiple communication function 
alities. 

0012. PCT Publication WO 03/067418, the disclosure of 
which is incorporated herein by reference, discloses a graphic 
user interface using icons and provided on a mobile tele 
phone. 
0013 U.S. Patent Application publication 2002/0184309, 
the disclosure of which is incorporated herein by reference, 
discloses systems and methods for reducing the amount of 
input a user is required to enter for an electronic message. 
0014 Beardon, C. Iconic Communication, Third Interna 
tional Conference on Iconic Communication, Bristol, 1999, 
http://www.cs.Wpi.edu/~nemleem, the disclosure of which is 
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incorporated herein by reference, Suggests that a problem of 
linguistic diversity may be overcome with the help of iconic 
languages. 
0015 U.S. Pat. No. 5,742,779, the disclosure of which is 
incorporated herein by reference, discloses a method of com 
munication using sized icons, text, and audio wherein lan 
guage oriented information is communicated to and from a 
user by the use of a computer with a dynamic graphics dis 
play, having a pointing device for visually indicating a posi 
tion through a cursor on the display. The description includes 
marking an indicated icon, auto projecting an icon when it is 
activated, changing the icon image to denote its terminal node 
status, varying the play back speed of an audio/visual aspect 
of an icon, moving between different layers of a hierarchical 
database, and text searching and matching with icons. 
(0016 U.S. Patent application 2002/0140732, the disclo 
sure of which is incorporated herein by reference, discloses a 
method, system and storage medium for an iconic language 
communication tool. The system includes a host system for 
generating an iconic language communication template for 
receiving a user icon selection, presenting the iconic language 
communication template and receiving the user icon selec 
tion from the iconic language communication template. A 
network and a database are in communication with the host 
system. 

SUMMARY OF THE INVENTION 

(0017. A broad aspect of some embodiments of the inven 
tion relates to iconic communication for example using lim 
ited interface communication devices, for example devices 
with limited Screen and/or input resources such as cellular 
telephones, satellite telephone and DECT telephone. In an 
exemplary embodiment of the invention, the use of iconic 
communication facilitates improved mobile communication. 
In some embodiments, iconic icon sets are used to assist in 
overcoming language barriers. It should be noted that in some 
embodiments of the invention, iconic communication is used 
with devices that are less limited, for example, laptop or 
handheld computers. Intermediate devices, such as PDAs 
may also be supported. 
0018. In an exemplary embodiment of the invention, the 
iconic language includes more than 100 and/or fewer than 
1000 viewable symbols that are accessible by a user at any 
given time. It should be noted that a number of available 
visualizations and/or animations may be greater, for example, 
by a factor of 2, 5, 10, 50 100 or intermediate or greater 
factors. 

0019. An aspect of some embodiments of the invention 
relates to usingaportable communication device to control an 
external display. In an exemplary embodiment of the inven 
tion, the external display is directly controlled by the device, 
for example, using a Bluetooth wireless link. In some 
embodiments, the contents on the external display are differ 
ent from that on a display of the device. Optionally, the 
external display includes a processor which generates a dis 
play according to commands and/or data sent to it by the 
device. 

0020. In an exemplary embodiment of the invention, an 
iconic language and/or instructions are used to control a non 
display device or a device whose main function is not display. 
For example, the message "cook 10 can be sent to a micro 
wave and have it turn on for 10 minutes. The message “tomor 



US 2014/0325000 A1 

row 1000' can be sent to analarm clock to set analarm for the 
next day at 10:00. These devices optionally use a Bluetooth 
communication system. 
0021. In an exemplary embodiment of the invention, the 
display is controlled via a network, for example, a wireless 
network, for example a cellular network. Optionally, the dis 
play downloads one or more libraries of symbols using the 
network. Optionally, a separate server is provided to control 
the display, optionally taking into account commands/dis 
plays from different sources. 
0022 Optionally, the display includes a visual and/or 
audio display. Optionally, the display is a non-graphical 
visual display, for example consisting of a plurality of inde 
pendently controllable sparklers or other ornaments that are 
worn by a user. 
0023. In some embodiments of the invention, the display is 
a site on the internet or another network, for example, a WAP 
site. 

0024. An aspect of some embodiments of the invention 
relates to modifying the visualization and/or behavior of one 
or more icons based on neighboring icons and/or the content 
of an iconic message including the one or more icons. In an 
exemplary embodiment of the invention, the modifying 
includes modifying one or more of a static visual, color(s), 
spacing, animation type, animation behavior, animation tim 
ing, merging behavior, alternating behavior, Sounds, text sec 
tion and/or label. 

0025. In an exemplary embodiment of the invention, a 
composite icon or icon phrase is generated, for example, '2' 
without a space between it and an icon forgo” or alternating 
icons of house and book (e.g., to mean “library.’”). Optionally, 
an icon phrase includes more than two icons, for example, 
three, four or more icons. 
0026. In an exemplary embodiment of the invention, the 
behavior of icons when adjacent or when they meet (e.g., in 
Snapshot animation) is defined in an editing session. Alterna 
tively or additionally, a dictionary of icon pairs and/or pair 
behavior is provided. Optionally, a user can select behavior 
from the dictionary, for example, to apply to a particular 
message, for example, “overlap', 'alternate” and “kern”. 
0027. In an exemplary embodiment of the invention, the 
icon behavior is transmitted to a receiver as one or more hints 
which Suggest that icons be treated as a pair (or longer phrase) 
and/or what the behavior could be. Optionally, a user defines 
pairing behavior parameters for his system. Alternatively or 
additionally, hint interpretation is shared by a group of users. 
Optionally, a remote dictionary is used to interpret hints. 
Optionally, a same dictionary service (e.g., one or more 
shared servers) is used for interpreting hints and for person 
alizing visuals. 
0028. In an exemplary embodiment of the invention, the 
behavior modification comprises synchronizing the anima 
tion of a series of icons. In one example, when five icons are 
shown, the animation of each icon is completed in turn before 
the next icon starts, or with some temporal overlap, instead of 
simultaneous animation of all the icons. Optionally, a desir 
able synchronization between animations of icons is pre 
defined. In one example, it may be defined that “me” and 
'you' icons, when side by side, point at each other in Syn 
chrony. In another example, the behavior is generic. Option 
ally an icon may have associated with it a desirable timing for 
synchronizing to an externally applied animation timing pro 
file (Such as a wave propagating along the message). 
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0029. In an exemplary embodiment of the invention, the 
methods of modifying display and/or behavior of icons are 
applied to non-language icons and/or to characters, for 
example, being applied to letters, pictograms, ideograms and/ 
or emoticons. 

0030. An aspect of some embodiments of the invention 
relate to icon editing. In an exemplary embodiment of the 
invention, when an icon is edited it is saved into a particular 
logical location in the structure of the language, for example, 
into a hierarchical location. In an exemplary embodiment of 
the invention, the image, text, sound, animation and/or other 
behavior of an icon depend on the method of accessing an 
icon via the hierarchy. For example, a same icon with a same 
meaning may be associated with a different animation, based 
on its selection method. In an exemplary embodiment of the 
invention, the different behavior of an icon is provided by 
associating a code with the icon. Optionally, the code over 
rides a default behavior of the icon. In an exemplary embodi 
ment of the invention, during editing, a user is optionally 
limited to the abilities of his system (e.g., display resolution, 
colors, sound quality). Optionally, a user can select to gener 
ate icon behavior for systems of different capabilities. 
Optionally, a user edits an icon using a regular computer and 
uploads the icon to his telephone and/or to a server associated 
with his telephone, a user group and/or the icon-management 
system. 
0031. An aspect of some embodiments of the invention 
relates to using real images as icons to represent symbols in an 
iconic language. In an exemplary embodiment of the inven 
tion, the images comprise at least 20%, at least 50% or more 
of the symbols in the language. Optionally, the language 
includes fewer than 1000 symbols, fewer than 500 symbols or 
fewer than 300 symbols. Optionally, the symbols are trans 
mitted as codes, rather than as image data, for example, as 
codes offewer than 6 bytes. Optionally, at least some images 
are transmitted as images. Optionally, commands to modify 
images are transmitted as part of a message, for example, 
color instructions and/or animation instructions. Optionally, 
at least 10, at least 30, at least 50 or intermediate numbers of 
icons are graphical and not pictorial. 
0032. In an exemplary embodiment of the invention, the 
images used are stored on a user device and are optionally 
different for each user device. Optionally, a user can select 
what images are used at a receiver. Optionally, a server is 
accessed by the receiver to download image data for display 
ing the images. Optionally, a local cache is managed at a 
receiver telephone for recently used images. 
0033) Optionally, different image resolutions are used for 
different applications, for example, for Small icons, for regu 
lar sized icons and for full-screen icons. Optionally, graphics 
are Substituted for images at least for some icon sizes and/or 
depending on the sender and/or receiver capabilities (e.g., 
memory, bandwidth and/or resolution). 
0034. Optionally, animation is provided for images, for 
example, one or more of short video sequences, sets of alter 
nating images, images intermixed with graphical icons and/or 
image manipulation instructions. 
0035. In an exemplary embodiment of the invention, sets 
of symbols including images are standardized and optionally 
sold or rented, for example, sets where one or more celebrities 
portray the ideas illustrated by the symbols or where a tal 
ented photographer acquired and/or processed the images. 
Optionally, a royalty is collected each time an image is used. 
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0036. In an exemplary embodiment of the invention, a user 
can upload images and modify them for use as a symbol. 
Optionally, the client application on a cellular telephone 
includes the ability to process a downloaded and/or acquired 
image, for example, cropping and iconizing. 
0037. An aspect of some embodiments relates to auto 
matic translation of text into a series of symbols of an iconic 
language. In an exemplary embodiment of the invention, the 
text comprises an SMS message or a section thereof. In an 
exemplary embodiment of the invention, a private dictionary 
is provided to a user or group of users, so that some words are 
translated in a non-standard manner. For example, the word 
“teacher may be translated as the icon for “devil' in a stu 
dent’s dictionary. Optionally, the dictionary used depends on 
the intended recipient. Optionally, words for which there are 
no translations are flagged as they are typed and optionally 
appear as plain text inside the message. Optionally, the client 
device and/or a server Suggest one or more possible icons, for 
example, using methods known in the art of spell-checkers 
and thesauruses, or randomly. Optionally, the translation is 
automatic for incoming SMS messages. In some cases, trans 
lation uses a standard, non-personalized language dictionary. 
Optionally, the private dictionary includes only a subset of 
words and is used to override the standard dictionary. Option 
ally, a dictionary (e.g., for translation, animation, etc.) may be 
shared by a group of users and/or transmitted from one user to 
another. Optionally, a user can create and/or edit Such a dic 
tionary on his communication device and/or on a home com 
puter (e.g., via software or by connection to a remote server). 
Optionally, a shared dictionary is provided and accessed, for 
example, at a server, or downloaded as needed. 
0038. In an exemplary embodiment of the invention, the 
dictionaries are used for reverse translation from icons into 
text. 

0039. In an exemplary embodiment of the invention, a 
dictionary is used for converting icons into icons, for 
example, replacing the icon for “love' with the icon for 
"happy'. In another example, icons are converted across 
countries, for example, “honey” from the USA is converted 
into “cake” in Bulgaria. Alternatively or additionally, the 
name of the icon is changed by the dictionary and displayed 
along the icon. Optionally, a user can request to see an origi 
nal text and/or image. Conversion can be, for example, by a 
server, by a receiving device and/or by a sending device, for 
example, based on an identification of or a profile of a sender 
or receiver. 

0040. An aspect of some embodiments of the invention 
relates to using an iconic language (e.g., as described herein) 
not only for communication between cellular telephones but 
also for user interface needs, optionally as an alternative for 
internationalization and/or for communication between users 
with different spoken languages. In an exemplary embodi 
ment of the invention, the iconic language is used for com 
municating using instant messenger programs, such as ICOM 
or a dedicated instant messaging software. In an exemplary 
embodiment of the invention, the iconic language is used for 
instructions and/or for communication in web-based game 
rooms, for example for players of chess, checkers, poker 
and/or role-playing games. 
0041. In an exemplary embodiment of the invention, a user 
interface (e.g., of a program or operating system) which uses 
words, for example in menus, is modified so that icons or 
animated series of icons replace the words. In an exemplary 
embodiment of the invention, at least 50% of the replacement 
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icons form part of a complete language. Optionally, existing 
icons of the program are also used. In an exemplary embodi 
ment of the invention, at least 10% of the alphabetic interac 
tions (e.g., menu items, system messages and/or window 
titles) are replaced. Optionally, at least 30% of the alphabeti 
cal interactions are replaced. Optionally, help messages are 
not replaced. 
0042. In an exemplary embodiment of the invention, icons 
and/or animated icons are used to provide feedback, for 
example, informing a user that data is being sent. 
0043. An aspect of some embodiments of the invention 
relates to a method of updating contact information, in which 
contact information is updated upon receipt of a reply from 
the contact. In an exemplary embodiment of the invention, 
when a user sends a message to a contact not on a contact list 
(e.g., either directly or when sending a message to a group of 
users, some on his private list and some not), a note is auto 
matically made of the lack of contact record. Optionally, the 
recipient is notified in the message and has the option of 
replying with contact information. Optionally, the reply is 
automatic. When the reply is received the contact record is 
optionally updated automatically. Optionally, the sender is 
asked for permission to update by Software on his device. 
0044. In an exemplary embodiment of the invention, this 
mechanism is used for automatic updating by the recipient. 
Optionally, when a sender sends a message, the message 
includes a checksum of the personal information of the recipi 
ent. The recipient checks this checksum (or other indication 
of the data being up-to-date, such as a date stamp) and sends 
updated information with the recipient’s answer if the check 
sum does not match the checksum of the data by which the 
recipient would like to be identified. Optionally, a recipient 
and/or a sender can optionally disable the function of contact 
information updating. 
0045 An aspect of some embodiments of the invention 
relates to a method of distributing a client application for a 
communication program. Optionally, the client program, or 
at least part thereof is distributed in a peer-to-peer manner, for 
example using a short range link such as IR or Bluetooth. In 
an exemplary embodiment of the invention, the transmission 
is selectively of symbol sets, animations and/or other capa 
bilities, for example, java applets that enhance the client 
ability, for example, a chat application, rather than the client 
as a monolithic unit. In an exemplary embodiment of the 
invention, a user device can broadcast its desire to obtain new 
icons and/or send existing icons. This may be used, for 
example, for a user to distribute a personally designed icon set 
to persons that are in regular physical contact with him, for 
example, fellow classmates. 
0046. An aspect of some embodiments of the invention 
relates to generating and sending icon images and/or other 
media properties as a combination of components. In an 
exemplary embodiment of the invention, an icon image is 
formed by the overlap and/or blending of multiple image 
components. When transmitting the image, what is transmit 
ted, are instructions on how to assemble the icon, optionally 
from components stored at the recipient. Optionally, the 
recipient can modify the appearance of one or more compo 
nents to personalize his experience. Alternatively or addition 
ally, an identification of the sender is used to determine what 
components to use. 
0047. In an exemplary embodiment of the invention, the 
components are arranged to be parts of a face. Optionally, a 
combination of components is used to generate a face of a 
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user or other person (e.g., teacher, parent), optionally to be 
used in messages from, to and/or about the user. 
0048. An aspect of some embodiments of the invention 
relates to an interface for common message generation, in 
which as a user progresses through the hierarchy, message 
components are added to the message. In an exemplary 
embodiment of the invention, an upper-level display of the 
hierarchy includes icons which most commonly start the most 
common messages. Lower levels progressively show icons 
used for the second icon of the message given that a particular 
first icon was chosen, etc. Alternatively or additionally, an 
upper level display includes icons that start message accord 
ing to category (or just a category). The second level may be 
first icons according to the common messages in that category 
or second icons, if the first shown icon is also used as part of 
the message. In some embodiments of the invention, a list is 
shown. For example, the second level can be lists of items, 
eachitem being a complete (or part of) message. Alternatively 
or additionally, the top level may be a list of categories, for 
example: “Good Thing”, “Bad Thing”, “Now Say' (urgent) 
and/or “My Question'. 
0049. It should be noted that rather than icons, words may 
be displayed. This may be used for combining words into an 
icon message or for regular text messages (e.g., Sms or 
e-mail). Alternatively or additionally, the hierarchy may be 
used for presenting other media types, such as sounds and 
animation, e.g., in composing a message or an animation 
sequence. In some cases, the composed message includes 
only non-image items, for example, sounds. 
0050. In an exemplary embodiment of the invention, the 
hierarchy is populated by analyzing actually sent messages. 
Optionally, the messages are analyzed by category (e.g., 
manually) or by geographical or other groupings, for 
example, to match up the hierarchy with the needs of particu 
lar users. 
0051. In an exemplary embodiment of the invention, auto 
matic categorization is provided. For example, optionally 
only short messages (e.g., 2-4 icons) are selected. Then the 
first icon that is not a pronoun (e.g., me/you/him/name) is 
detected. Often this icon indicates the category. Alternatively 
or additionally, other icons may be filtered out of the mes 
Sages, for example, common icons, using uncommon icons to 
indicate the category. Optionally, when a user selects an icon 
to be added, commonly associated “pronouns' or other icons 
are suggested to the user. 
0052 Optionally, the hierarchy is used for entering 
phrases not at a start of a message or following an otherwise 
entered icon and/or to select a preceding icon according to 
common usage. 
0053 An aspect of some embodiments of the invention 
relates to a sparse iconic set, including one or both of limited 
number of elements and limited grammatical tools. In an 
exemplary embodiment of the invention, the limited number 
of elements comprises fewer than 800 elements, fewer than 
600 elements, fewer than 300 elements or intermediate num 
bers. Optionally, at least 100 or at least 200 icons are pro 
vided. Optionally, the elements are disproportionately 
selected from one or more categories, such as emotions, self 
and leisure, which may be associated with a user of the icon 
set. In an exemplary embodiment of the invention, the limited 
grammatical tools reduce the possible complexity of sen 
tences. In an exemplary embodiment of the invention, the 
icon set is constructed based on concepts in an existing lan 
guage. Such as English, German or Chinese, by selecting a 
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small subset of words. However, in some embodiments of the 
invention at least some of the symbols, for example 50 or 
more are not chosen from words or ideographs of a standard 
written or spoken language. In some embodiments of the 
invention, the total number of available icons, including com 
posite and personal icons is much higher. However, the num 
ber of icons available to any particular user, at any given time 
is optionally small, for example, fewer than 2000 or fewer 
than 1000. In an exemplary embodiment of the invention, the 
basic icon set includes fewer than 600 icons and a user may 
add groups of icons having fewer than 100 icons each, for 
example, 10 groups. In an exemplary embodiment of the 
invention, the base language includes 200-300 icons and 
additional groups comprise fewer than 20 or 10 additional 
groups at any time (e.g., per message), each with, for 
example, fewer than 30, 20 or 10 icons. In an exemplary 
embodiment of the invention, the complete image set of the 
icon fits within 100K, within 50K, within 10K, within 5K, 
within 2K or smaller memory sizes. 
0054. In an exemplary embodiment of the invention, the 
icons include color, for example, at least Some of the icons 
including at least two, three or more colors other than a 
background color (which is optionally transparent). 
0055. In an exemplary embodiment of the invention, some 
oral icons of the set are associated with names, in some cases 
a single name per icon and in Some more than one name. In an 
exemplary embodiment of the invention, the names may be 
displayed for example, when composing, previewing and/or 
reading a message. Optionally, multiple names are provided 
for a single icon. Optionally, the names reflect different 
human languages. 
0056. In an exemplary embodiment of the invention, a 
Small number of icons are provided for general use, for 
example, fewer than 2'+1, fewer than 2+1, fewer than 2+1 
or intermediate values. Optionally, special groups or indi 
viduals may have additional personal icons, for example, 50. 
100 or smaller, greater or intermediate numbers. 
0057. In an exemplary embodiment of the invention, text 
segments can be mixed with the icons. 
0058. In an exemplary embodiment of the invention, the 
set and/or an interface to the set is arranged by categories. 
Optionally, the number of categories and/or items in a cat 
egory is limited, for example, to match to cellular telephone 
abilities and/or simplify learning. In an exemplary embodi 
ment of the invention, a relatively shallow menu structure is 
provided for accessing at least most of the icons commonly 
used. 

0059. In an exemplary embodiment of the invention, a 
message is composed using the set by identifying one or more 
related concepts to be conveyed and selecting icons that 
match those concepts. 
0060. In an exemplary embodiment of the invention, trans 
lation between languages is provided by a user composing a 
message in one language, by simplifying the message to fit 
the limited icon set and then translating the icons into words 
in a target language. 
0061. In an exemplary embodiment of the invention, icons 
are used to enter non-alphabetic messages in a system that 
only Supports alphabetic languages. 
0062. In an exemplary embodiment of the invention, the 
icon set acts a pidgin language. In some embodiments, the 
icon set meets one or more of the following criteria: it is not 
a regional language, not a natural language, not an official 
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language of any country or institute, not a language spoken by 
at least 100,000 persons, not a spoken language and/or is not 
an accepted human language. 
0063. In an exemplary embodiment of the invention, the 
use of a limited icon set is used for mass-cooperation, for 
example, for generating enhanced answers to polls. Option 
ally, a poll is requested to be answered using an icon from a 
preset category optionally used as part of a living language, 
for example, emotions, so that the number of possible 
answers is relatively small, for example, fewer than 20 or 
fewer than 10, but more than 2 and not merely numbers on a 
numerical scale. 

0064. In an exemplary embodiment of the invention, the 
contents of the icon set are controlled, for example, by a 
central location. Optionally, this control allows concepts to be 
added or removed from the set, including from the systems 
which use the set. Optionally, the use of an icon and/or color 
based set make usage of the icon set difficult without software 
Support, so the form and/or scope of the set is optionally 
controlled by controlling the software. Optionally, this allows 
the set to be maintained as a condensed set of icons. 

0065. In an exemplary embodiment of the invention, the 
actual graphic used for an icon depends, for example, on 
screen resolution, on promotions (e.g., a set of icons or a 
screen for the world cup) and/or available colors. 
0066. In an exemplary embodiment of the invention, the 
icons are entered using an interface that is directed at icon 
entry. Such direction can take several forms, for example, the 
interface being icon based, options for entering plain text 
comprising a small part (e.g., less than 50%, less than 30% or 
less than 10% of the control options) of the interface, the 
interfacing starting out in icon mode and/or screen utilization 
dependent on icon sizes and not text sizes. When text is 
entered, the icon entry is optionally resumed at a point where 
it was stopped. 
0067. Optionally, the mobile device includes a separate 
text entry interface, for example, for SMS entry or for e-mail 
entry. Such an interface may include the option to insert one 
or more images, for example, by selection from a list. 
0068 An aspect of some embodiments of the invention 
relates to providing rich media services over a limited link, 
such as SMS. In an exemplary embodiment of the invention, 
the services comprises one or more of icons, formatted text, 
Sounds, images and animations. Optionally, the instructions 
are encoded into a text format and decoded at a target. Option 
ally, if the target cannot decode, a server decodes and provides 
the message in another format. Optionally, the message 
includes an indication of an image, provided by the server. In 
an exemplary embodiment of the invention, the rich media 
comprises a slide show. 
0069. In an exemplary embodiment of the invention, the 
slide show is used to communicate with one or more persons 
near a person using a mobile device, for example by those 
persons viewing the slideshow on the mobile device, option 
ally from a distance of several meters. 
0070. In an exemplary embodiment of the invention, the 
rich media comprises images that move on a screen of the 
target. 
0071. In an exemplary embodiment of the invention, a 
displayed rich media presentation is captured using a cellular 
telephone camera, optionally edited and transmitted on (e.g., 
as a movie, images and/or icon message). Optionally, the 
editing comprises converting the images/captured video into 
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a series of icons, for example, by searching for patterns 
matching known icons in the images/captured movie. 
0072 An aspect of some embodiments of the invention 
relates to icon and/or text services. In an exemplary embodi 
ment of the invention, an icon-based message includes text 
segments intended to compensate for an intentional simplifi 
cation of an icon set. 

0073. In an exemplary embodiment of the invention, text 
is automatically converted to an icon, or vice versa. 
0074. In an exemplary embodiment of the invention, auto 
completion and/or guessing of input of icons is selected 
according to a previous message and/or according to an 
incomplete sequence of entry of inputs (e.g., incomplete 
menu selection sequence). 
0075. In an exemplary embodiment of the invention, 
names are associated with the icons and are optionally dis 
played, for example on demand. In an exemplary embodi 
ment of the invention, the names selected for display are 
varied, for example, to support learning of the association of 
the name(s) with the icons. 
0076. In an exemplary embodiment of the invention, icon 
messages are displayed in a two dimensional array of icons, 
with each icon representing an icon selected from a different 
icon message. 
0077. An aspect of some embodiments of the invention 
relates to management of user preferences on a cellular sys 
tem, in connection with communication between users of the 
system. In an exemplary embodiment of the invention, a user 
communicates using a reduced set of indications and these 
indications are translated, if needed, to a display according to 
a target of the communication. Optionally, the translation is 
by a server intermediate the user and the target. 
0078. In an exemplary embodiment of the invention, users 
are organized in groups, with optional overlap in membership 
and the indication is translated according to the sendergroup 
membership. 
0079. In an exemplary embodiment of the invention, there 

is provided a computer application for use in a mobile device 
for iconic message communication, wherein said application 
comprising, 

0080 a) a repository comprising at least one symbol of 
category associated with at least one set icon; 

0081 b) a user interface functionally associated with an 
input interface and a display of the mobile device and 
adapted to compose an iconic message containing at 
least one set icon; 

0082 c) a network interface functionally associated 
with the network interface of the mobile device and 
adapted to transmit the composed iconic message via a 
message service network; and 

0.083 d) a processor coupled to said repository, user 
interface and network interface and adapted to facilitate, 
in functional association with the user interface, select 
ing at least one set icon via a symbol of associated 
category for composing an iconic message and display 
ing the composed message within a predefined region on 
the display of the mobile device. 

I0084. In an exemplary embodiment of the invention, there 
is provided a method for iconic communication via a mobile 
device comprising 
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0085 a) composing an iconic message having iconic 
based message component, said composing containing: 
0086 i. for each component of a message, selecting a 
category symbol associated with a category to which 
the component belongs; 

I0087 ii. selecting a set icon generally correlated to 
the message component; and 

I0088 iii. displaying the composed message within a 
predefined region on the display of the mobile device; 

I0089 b) once an iconic message is composed, transmit 
ting the message to a recipient via a transmitter func 
tionally associated with the mobile device. 

0090. In an exemplary embodiment of the invention, there 
is provided an application for use in a communication device 
for composing an iconic message, wherein said application 
comprising, 

0091 a. a repository comprising at least one symbol of 
category associated with at least one set icon; 

0092 b. a user interface functionally associated with an 
input interface and a display of the communication 
device and adapted to compose the iconic message con 
taining at least one set icon; 

0093 c. a network interface functionally associated 
with the network interface of the communicating device 
and adapted to transmit the composed iconic message; 
and 

0094 d. a processor coupled to said repository, user 
interface and network interface and adapted to facilitate, 
in functional association with the user interface, select 
ing at least one set icon via a symbol of associated 
category for composing iconic message and displaying 
the composing message within a predefine region on the 
display of the communicating device. 

0095. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of sending a 
message on a mobile communication network, comprising: 
activating an icon entering interface on a mobile device, the 
interface including at least 50 icons, at least 25 of which 
include an associated name stored on the mobile device; 
entering a message including at least three consecutive icons, 
using the activated interface; and transmitting the message to 
a remote communication device. In some exemplary embodi 
ments of the invention, the method further comprises display 
ing names associated with the icons as part of at least one of 
a preview before sending and of displaying when receiving 
the transmission. Optionally, the displaying comprises selec 
tively displaying. Optionally, selective displaying comprises 
toggling display. Optionally, displaying comprises display 
ing in a predetermined position on a screen, relative to the 
icons. Optionally, displaying comprises displaying simulta 
neously for all the icons. Optionally, displaying comprises 
displaying sequentially. Optionally, displaying comprises 
displaying as the message is entered. Optionally, at least two 
different names are associated with at least 10 icons of the 
interface. In some exemplary embodiments of the invention, 
the method further comprises automatically selecting which 
of the different names to display in a displaying act. Option 
ally, automatically selecting comprises selecting according to 
newness of a name. Optionally, automatically selecting com 
prises selecting according to context. In some exemplary 
embodiments of the invention, the method further comprises 
receiving votes from users including an association of at least 
one name with at least one icon. Optionally, the different 
names have different meanings. Optionally, the different 
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names are in different languages. In some exemplary embodi 
ments of the invention, the method further comprises select 
ing the names to be phonetically distinguished. Optionally, 
the message includes at least 10 icons. Optionally, the mes 
sage includes at least sequence of alphanumeric symbols. 
Optionally, the icons are not standard representations of a 
spoken language. Optionally, the icons are non-language 
icons. Optionally, the icons include at least 10 icons whose 
meaning does not follow intuitively from their image, but is 
memorable after the icon and its name are known. Optionally, 
the icons include at least 5 icons representing people. Option 
ally, the icons include at least 5 icons representing time. 
Optionally, the icons include at least 5 icons representing 
emotions. Optionally, the icons include at least 5 icons rep 
resenting places. Optionally, the icons include at least 5 icons 
representing actions. Optionally, the icons include at least 5 
icons representing leisure activities or places. Optionally, the 
icons include at least 5 icons each of concepts Suitable for 
Subjects, actions and receipts of actions. Optionally, the icons 
do not include more than 5 icons indicating a relationship 
between icons. Optionally, the icons include at least 3 abstract 
concepts. Optionally, the concepts include “soon”, “want” 
and “finish. Optionally, the icons include at least 5 motifs, 
each of the motifs is used as a basis for at least 5 icons. 
Optionally, the icons include at least 5% but less than 50 icons 
relating to emotions and body. Optionally, the interface 
arranges the icons in categories. In some exemplary embodi 
ments of the invention, at least 4 and fewer than 20 categories 
are displayed at any time. Optionally, the categories are 
mapped to input keys. Optionally, the categories are arranged 
as a 3x3 matrix. In some exemplary embodiments of the 
invention, at least 3 icons serve both as categories and as 
individual icons. Optionally, the interface is arranged to mini 
mize input actions for selecting frequently used icons. 
Optionally, at least 3 icons and their negatives are arranged 
Such that an icon and its negative occupy a same screen 
location and are Switched. Optionally, the categories include 
standard categories and at least one personal category shared 
by a group of users. Optionally, the interface comprises a 
store of icon and/or text phrases. Optionally, entering com 
prises automatic completion of an entry. Optionally, entering 
comprises entry by menu navigation. Optionally, entering 
comprises entry by alphanumeric symbol entry. Optionally, 
the interface allows entry of at least 100 icons with fewer than 
4 inputs. Optionally, the interface allows an escape from icon 
entry to a temporary text entry mode. Optionally, the mobile 
device is not programmed to Support data entry in a non 
alphabetic language. Optionally, entering comprises defining 
at least one of formatting and animation for an icon or a text 
segment. In some exemplary embodiments of the invention, 
the method further comprises setting a motion of a display 
element. In some exemplary embodiments of the invention, 
the method further comprises setting a size of a display ele 
ment. In some exemplary embodiments of the invention, the 
method further comprises showing a slide show of display 
elements. Optionally, transmitting comprises converting the 
icons into identification codes each Smaller than 4 bytes. 
Optionally, transmitting comprises transmitting the codes 
over an SMS protocol and decoding the codes at a receiver. 
Optionally, transmitting comprises downloading at least one 
icon image from a server responsive to the code, at a receiver. 
0096. There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile communication 
device, comprising: a display Smaller than 10x10 cm; a trans 
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mitting circuit; a memory storing therein images for at least 
50 icons and associated names for at least 25 of the icons and 
associated therewith; and a processor configured to allow 
entry of the icons and display of the names in association 
therewith. 
0097. There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile communication 
device, comprising: a display Smaller than 10x10 cm; a trans 
mitting circuit; a memory storing therein images for at least 
50 icons; and a processor configured to include a first, text 
message entry mode and a second, icon message entry mode, 
wherein the icon entry mode includes an option to enter text 
in addition to icons. 
0098. There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile communication 
device, comprising: a display Smaller than 10x10 cm; a trans 
mitting circuit; a memory storing therein images for at least 
50 icons; and a processor configured to include a message 
entry mode that is predominantly icon entry mode, character 
ized in that the mode include at least as many input manipu 
lation commands for icon entry and selection as for text entry 
and selection. Optionally, the message entry mode has a 
default state of icon entry. 
0099. There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile device adapted 
for entry of a message having non-alphabetic images, com 
prising: a display Smaller than 10x10 cm; a transmitting cir 
cuit; a memory storing therein images for at least 50 icons; 
and a processor configured to access the icons as members of 
categories, such that at least 4 different functional categories 
are provided. Optionally, the images comprise language 
images. Optionally, the images comprise non-language 
images. Optionally, at least one of the categories comprises 
times. Optionally, at least one of the categories comprises 
people. Optionally, at least one of the categories comprises 
actions. Optionally, at least one of the categories comprises 
places. Optionally, at least 9 categories are provided. 
0100. There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile device adapted 
for entry of a message having non-alphabetic images, com 
prising: a display Smaller than 10x10 cm; a transmitting cir 
cuit; a memory storing therein images for at least 50 icons, at 
least 10 of the icons being non-intuitive and memorable; and 
a processor configured to access the icons. Optionally, the 
icons include at least 5 different motifs with 5 icons according 
to each motif. Optionally, the icons include at least 5 icons 
with associated opposites icons. 
0101 There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile device adapted 
for entry of a message having non-alphabetic images, com 
prising: a display Smaller than 10x10 cm; a transmitting cir 
cuit; a memory storing therein images for at least relatively 
fixed 50 icons; an updateable memory storing therein at least 
updatable 10 icons; and a processor configured to access 
icons in the memory and the updatable memory as part of a 
single message. Optionally, at least some of the updatable 
icons are accessed by the processor as belonging to a different 
functional category form the fixed icons. 
0102 There is thus provided in accordance with an exem 
plary embodiment of the invention, a mobile device adapted 
for entry of a message having non-alphabetic images, com 
prising: a display Smaller than 10x10 cm; a transmitting cir 
cuit; a memory storing therein images for at least 50 icons 
divided into at least 2 groups, each of the groups utilizing a 

Oct. 30, 2014 

different color map; an updateable memory storing therein at 
least updatable 10 icons; and a processor configured to access 
the icons as part of a message. Optionally, the icons are 
divided into at least 4 groups. 
0103) There is thus provided in accordance with an exem 
plary embodiment of the invention, an iconic communication 
system, comprising: a first communication device which 
sends a message including non-language icons selected from 
a set of at least 100 icons, as icon codes; and a second com 
munication device which receives the message and decodes 
the message using at least 90% of the same icons for display, 
as for the sending. In some exemplary embodiments of the 
invention, the system further comprises a server adapted to 
convey the message between the communication devices. 
Optionally, the server Supports missing icon capability at the 
second communication device. 
0104. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of showing an 
icon message on a mobile communication device, compris 
ing: activating an icon displaying interface on a mobile 
device; displaying a message including at least three consecu 
tive icons, using the activated interface; and displaying text 
names associated with the three icons at least temporally 
adjacent the icons. 
0105. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of sending a 
message on a mobile communication network, comprising: 
activating an icon entering interface on a mobile device, the 
interface including at least 100 icons, at least 10% of which 
are animated; entering a message including at least three 
consecutive icons, using the activated interface; transmitting 
the message to a remote communication device; and display 
ing the icons in an animated form on the remote communica 
tion device. 
0106 There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of sending a 
message on a mobile communication network, comprising: 
activating an icon-language interface on a mobile device; 
entering a message including at least one icon, using the 
activated interface; defining an animation for at least one of 
the at least one icon; transmitting the message to a remote 
communication device; and performing the animation at the 
remote communication device. Optionally, the animation 
comprises a slide show. Optionally, the animation comprises 
motion of the icon. Optionally, the animation comprises 
resizing of the icon. Optionally, the animation comprises 
changing an image of the icon. In some exemplary embodi 
ments of the invention, the method further comprises defining 
a Sound in association with the animation. 
0107 There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of sending a rich 
media message on a mobile communication network, com 
prising: activating a rich media interface on a mobile device; 
entering a message including at least one of a non-text symbol 
or at least one of a formatting command, using the activated 
interface; encoding the entry using an ID code for the entry; 
transmitting the message to a remote communication device; 
and performing the message at the remote communication 
device. Optionally, the non-text symbol comprises an image. 
Optionally, the non-text symbol comprises a sound. Option 
ally, the formatting command comprises a text formatting 
command. 
0108. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of icon entry, 
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comprising: entering at least one input; automatically con 
Verting the input into an icon indication from a selection of at 
least 50 icons; and automatically changing the converting 
according to further entering. Optionally, the entering com 
prises a code. Optionally, the converting comprises guessing 
an intended icon. Optionally, the converting comprises con 
Verting using a table of shortcuts. Optionally, the converting 
comprises converting using a conversion cache. 
0109 There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of translating, 
comprising: entering a message using a limited icon set, by a 
person conversant with a first language and not conversant 
with a second language; and automatically converting the 
icons into text symbols of the second language using a dic 
tionary that matches the icons and the second language. 
Optionally, the entering comprises entering into a mobile 
communication device. 
0110. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of adaptive 
client generation, comprising: determining by a server a 
parameter comprising at least one of a data entry method and 
a display size of a client; and automatically generating an icon 
entry and display application for the client adapted for the 
determined parameter. 
0111. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of mass coop 
eration comprising: sending an iconic message by each at 
least 50 mobile communication devices; and performing an 
aggregate action response to the messages. Optionally, the 
aggregate action comprises treating the messages as a Voting 
on icons to add to software on the mobile devices. Optionally, 
the aggregate action comprises treating the messages as a 
Voting on icon meanings to add to Software on the mobile 
devices. Optionally, the aggregate action comprises generat 
ing a public display. 
0112 There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of centralized 
control of usage of an icon set, comprising: providing at least 
1000 mobile devices connected to at least one server adapted 
to provide icon updates to the mobile devices; and enforcing 
a usage of at least 50% of an icon set to be common between 
the mobile devices. Optionally, the enforcing comprises 
updating icon sets on the mobile devices. Optionally, the 
enforcing comprises controlling a voting on the icon set by 
the mobile devices. 
0113. There is thus provided in accordance with an exem 
plary embodiment of the invention, a method of selecting an 
icon, comprising: displaying a plurality of icons, at least one 
of which including an indication that it has an opposite; 
selecting an icon with an opposite by a user; and toggling an 
image of the selected icon with an opposite thereof. 
0114. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of controlling 
an external display using a personal communication device, 
comprising: 
0115 providing an external display; 
0116 processing an iconic message on a personal commu 
nication device to generate at least one instruction for said 
display; 
0117 transmitting said at least one instruction from said 
personal communication device to said external display 
responsive to said processing; and 
0118 displaying on external display in response to said at 
least one instruction. 
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0119. In an exemplary embodiment of the invention, trans 
mitting comprises transmitting directly from said personal 
communication device to said external display. 
I0120 Alternatively or additionally, said transmitting com 
prises transmitting to a mediator System. 
I0121. In an exemplary embodiment of the invention, dis 
playing comprises displaying in response to instructions 
received from a plurality of personal communication devices. 
I0122. In an exemplary embodiment of the invention, said 
at least one instruction comprises an iconic message. 
I0123. In an exemplary embodiment of the invention, said 
at least one instruction comprises an instruction associated 
with at least one icon of said processed iconic message. 
0.124. In an exemplary embodiment of the invention, said 
external display includes thereon images for display in 
response to said instructions. 
0.125. In an exemplary embodiment of the invention, said 
external display comprises a visual display. 
I0126. In an exemplary embodiment of the invention, said 
external display comprises an audio display. 
I0127. In an exemplary embodiment of the invention, said 
external display comprises a worn display. 
I0128. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of setting the 
behavior of icons in an iconic message, comprising: 
0.129 providing a series of icons as an iconic message; and 
0.130 automatically determining a display behavior of at 
least one of said icons based on at least one of an identification 
of another icon in said message and a behavior of another 
object in said message. 
I0131. In an exemplary embodiment of the invention, 
determining comprises determining prior to a sending of said 
message. 
0.132. In an exemplary embodiment of the invention, 
determining comprises determining after receiving and prior 
to displaying of said message. 
I0133. In an exemplary embodiment of the invention, 
determining comprises determining in response to an identi 
fication of said another object. 
I0134. In an exemplary embodiment of the invention, 
determining comprises determining in response to an anima 
tion associated with said another object. 
I0135) In an exemplary embodiment of the invention, 
determining comprises synchronizing animation of said at 
least one icon and said another object. 
0.136. In an exemplary embodiment of the invention, 
determining comprises combining said icon and said another 
object. Optionally, said another object comprises an alphanu 
merical character. 
0.137 In an exemplary embodiment of the invention, 
determining comprises generating a behavior code for send 
ing with said iconic message. 
0.138. In an exemplary embodiment of the invention, com 
prising downloading a new visualization from a server based 
on said determining. 
0.139. In an exemplary embodiment of the invention, said 
icons for part of an iconic language with fewer than 1000 
symbols. 
0140. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of modifying an 
iconic language set, comparing: 
0141 providing, by a user, a visualization for an iconic 
symbol of an icon language; 
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0142 associating, by said user, said visualization with at 
least one symbol of said iconic language; and 
0143 saving said association into a hierarchical structure 
of Said iconic language. 
0144 Optionally, said association is associated with a 
manner of navigating said hierarchy to access said symbol by 
a U.S. 

0145 There is also provided in accordance with an exem 
plary embodiment of the invention, an iconic language com 
prising fewer than 1000 symbols, wherein at least 10 of said 
symbols are represented by acquired images or image 
sequences and at least 10 of said symbols are represented by 
graphical icons. 
0146) Optionally, the method comprises sending at least 
90% of said acquired images by sending codes that represent 
the images. Optionally, said symbols are associated with dif 
ferent images at different communication devices sharing the 
iconic language. Optionally, the method comprises editing at 
least one of said images by a user of a communication device. 
0147 There is also provided in accordance with an exem 
plary embodiment of the invention, a method of translating 
text messages, comprising: 
0148 identifying a string of symbols as a text message 
word; and 
0149 replacing said word by one or more iconic symbols. 
0150. In an exemplary embodiment of the invention, 
replacing comprises using two dictionaries, a standard dic 
tionary shared by a plurality of users and a personalized 
dictionary shared by a subset of said users. 
0151. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of communi 
cating using an iconic language, comprising: 
0152 sending an iconic message from a first user to a 
second user, said sending not usingaportable communication 
device; and 
0153 displaying a human language interpretation of at 
least part of said message at at least one of said first user and 
said second user. 
0154) In an exemplary embodiment of the invention, send 
ing comprises sending as part of instant messaging. 
0155. In an exemplary embodiment of the invention, send 
ing comprises sending between users who do not have a 
shared human language other than said iconic language. 
0156. In an exemplary embodiment of the invention, send 
ing comprises sending as part of a game interaction. 
0157. There is also provided in accordance with an exem 
plary embodiment of the invention, a method ofuser interface 
usage, comprising: 
0158 providing a system using an alphabetic language for 
interaction with a user; and 
0159 replacing at least 10% of alphabetic language inter 
actions with iconic language interactions, wherein the iconic 
language includes fewer than 1000 symbols. 
0160. In an exemplary embodiment of the invention, 
replacing comprises replacing with animated icons or icon 
series. 
0161 In an exemplary embodiment of the invention, 
replacing comprises replacing menu items. 
0162. In an exemplary embodiment of the invention, 
replacing comprises replacing system notification items. 
0163 There is also provided in accordance with an exem 
plary embodiment of the invention, a method of updating 
contact information, comprising: 
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0.164 sending a message from a first user to a second user; 
0.165 determining by the second user that contact infor 
mation at the first user is not up to date; 
0166 sending updated contact information from said sec 
ond user to said first user as part of a user initiated response, 
by said second user, to said message; and 
0.167 updating said contact information at a device of said 

first user. 
0.168. In an exemplary embodiment of the invention, said 
sending a message comprises sending an indication of cur 
rentness of contact information. 
0169. In an exemplary embodiment of the invention, said 
sending a message comprises sending an indication of exist 
ence of contact information. 
0170 There is also provided in accordance with an exem 
plary embodiment of the invention, a method of peer-to-peer 
updating of a client communication application, comprising: 
0171 sending from a first communication device only a 
portion of a communication client; and 
0172 receiving and installing said portion at a second 
communication client. 
0173. In an exemplary embodiment of the invention, said 
portion comprises visualization data. 
0.174. In an exemplary embodiment of the invention, send 
ing comprises sending by a direct link. 
0.175. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of transmitting 
an iconic image as part of an iconic message, from a first 
station to a second station, comprising: 
0176 (a) generating a message at a first station, the mes 
sage including at least an indication of an icon image portion 
and at least one instruction to modify the display of said icon 
image portion; 
0177 (b) receiving said message at a second station; and 
0.178 (c) displaying said message at said second station, 
said displaying including modifying said display according to 
said instruction. 

0179. In an exemplary embodiment of the invention, 
modifying comprises animating. Alternatively or addition 
ally, modifying comprises combining at least two icon image 
portions into a single icon image. Optionally, said single icon 
image represents a face. 
0180. In an exemplary embodiment of the invention, said 
indication comprises an icon code. 
0181. In an exemplary embodiment of the invention, the 
method comprises interpreting said instruction according to 
an identity of said first station. Alternatively or additionally, 
the method comprises interpreting said instruction according 
to a personalization of said second station. 
0182. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of icon method 
processing, comprising: 
0183 (a) receiving a first iconstream including at least one 
icon or other language word in addition to at least one icon; 
0.184 (b) replacing said at least one icon or word; and 
0185 (c) display the icon message with the replaced icon 
or word. 

0186. In an exemplary embodiment of the invention, said 
icon or word are replaced by another icon or word, based on 
a fixed dictionary. Optionally, said dictionary is personalized. 
Alternatively or additionally, said icon or word are replaced 
by a composite icon. Optionally, said composite icon com 
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prises an icon representing a face related to the icon or word. 
Optionally, said icon or word comprises a pronoun or corre 
sponding language part. 
0187. There is also provided in accordance with an exem 
plary embodiment of the invention, a method of entering an 
message, comprising: 
0188 (a) displaying a plurality of language elements 
including icons or words; 
0189 (b) selecting at least one language element; and 
0.190 (c) in response to said selection, displaying a second 
plurality of language elements or icons for selection and 
addition to a message including said selection, 
0191 wherein at least one of said plurality and said second 
plurality are provided according to a frequency of use in 
COInteXt. 
0.192 Optionally, said second plurality comprises at least 
5 icons most often used in conjunction with said selection. 
Alternatively or additionally, said plurality comprises at least 
5 most common phrase starting icons. 
0193 In an exemplary embodiment of the invention, the 
method comprises before (a) selecting a category. 
0194 Alternatively or additionally, said elements com 
prise individual icons. 
0.195. In an exemplary embodiment of the invention, 
selecting at least one language icon or said selection and 
adding comprise selecting a series of icons. 
0196. There is also provided in accordance with an exem 
plary embodiment of the invention, a communication device 
programmed with an iconic language comprising fewer than 
1000 symbols, wherein at least 100 of said symbols are fixed 
and fewer than 300 of said symbols are user-modifiable. 
0197) In an exemplary embodiment of the invention, said 
user-modifiable symbols are arranged in groups offewer than 
30 icons each. Alternatively or additionally, fewer than 50% 
of said symbols represent emotions. Optionally, the device is 
programmed to obtain user-modifiable icons from at least one 
external location. 
0198 In an exemplary embodiment of the invention, the 
above described external device comprises a networked site 
accessible by a plurality of personal communication devices. 
Optionally, said site comprises a web site. Alternatively or 
additionally, said site comprises a WAP site. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0199 Certain embodiments of the invention will now be 
described, with reference to the accompanying drawings, in 
which: 
0200 FIG. 1 illustrates a schematic structure of an iconic 
set for mobile communication in accordance with certain 
embodiments of the invention; 
0201 FIGS. 2 and 3 illustrate exemplary phrases and dia 
logs in accordance with certain embodiments of the inven 
tion; 
0202 FIG. 4 illustrates a generalized block diagram of an 
exemplary functional architecture of a computer application 
product for incorporation in a mobile device, in accordance 
with certain embodiments of the invention; 
0203 FIG. 5 illustrates a generalized block diagram of 
exemplary functional architecture of a computer application 
product for incorporation in a mobile device and the system 
comprising said application in accordance with certain 
embodiments of the invention; 
0204 FIGS. 6A-6C, 7A-7D, 8A-8D, 9A-9D and 10A 
10D illustrate schematically exemplary basic screens for 
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composing iconic messages in accordance with certain 
embodiments of the invention; 
0205 FIG. 11 illustrates a generalized flow diagram show 
ing the principal steps of converting an iconic message in 
accordance with certain embodiments of the invention, 
implemented for SMS communication; 
0206 FIG. 12 illustrates a generalized flow diagram show 
ing the principal steps of iconic message based communica 
tion via SMS network in accordance with certain embodi 
ments of the invention; 
0207 FIGS. 13 A-13E show an exemplary set of icons, for 
use in accordance with exemplary embodiments of the inven 
tion; 
0208 FIG. 14 is a schematic block diagram of a configu 
ration including an external display, in accordance with an 
exemplary embodiment of the invention; 
0209 FIG. 15 is a schematic showing of a data structure 
Suitable for representing a modification dictionary, in accor 
dance with an exemplary embodiment of the invention; 
0210 FIGS. 16A-161 show exemplary components for 
face-icon generation, in accordance with an exemplary 
embodiment of the invention; 
0211 FIGS. 17A-17B illustrate exemplary interfaces for 
usage with an instant messaging application, in accordance 
with an exemplary embodiment of the invention; and 
0212 FIG. 18 is a flowchart of a method of message entry 
using a common-message hierarchy, in accordance with an 
exemplary embodiment of the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

Overview 

0213 Cellular telephones are used for communications, 
for example, by sending Voice, text and/or images. In an 
exemplary embodiment of the invention, an iconic set is pro 
vided for use when communicating using cellular telephones. 
In some embodiments, the iconic set is designed to fit the 
particular needs and/or abilities of cellular telephones and/or 
other mobile communication devices. 

Exemplary Iconic Set Structure 

0214 FIG. 1 illustrates a schematic structure of an iconic 
set for mobile communication in accordance with certain 
embodiments of the invention. 
0215. In accordance with certain embodiments of the 
invention, the iconic set comprises a limited number of 
atomic constituents represented by Stylized graphical images 
and will be referred to hereinafter as “set icons' while in some 
cases this set is formed from a language and/or may act as a 
language, this is not essential to all embodiments of the inven 
tion. The set icons may represent, for example, objects, 
actions, abstract concepts, emotions, and/or other conceptual 
items. Set icons may be arranged into structures (hereinafter 
"iconic messages') that are analogous to linguistic structures 
(e.g. sentences, phrases, etc.) but are optionally composed in 
compliance with set semantics rather than with linguistic 
rules. 

0216. In some embodiments of the invention, the set icons 
are composed in the iconic messages with no use of gram 
matical rules and/or prepositions. A potential benefit of some 
embodiments of the invention is that an individuals capabil 
ity to compose and/or read the iconic messages may related to 
an individual’s cognitive abilities in the process of assigning 
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meaning to the icons and icons' group (rather than linguistic 
abilities, which may be generally impaired or impaired for a 
specific language). 
0217. In some embodiments of the invention, the iconic 
messages may convey a cluster of ideas, possibly without a 
textual correspondence. In some cases, the non-textual mean 
ing is strong, for example, the icons and/or colors selected 
may be used to set a mood for the message. In certain embodi 
ments of the invention the iconic messages includes one or 
more also text segments (e.g. letters, numbers, words), 
optionally in a natural language. 
0218. Referring to FIG. 1, in accordance with certain 
embodiments of the invention, the set icons are organized 
under a plurality of categories (11). These categories may be 
used, for example, for learning the set, recalling the set, 
entering icons of the set and/or understanding the set. Option 
ally, icons with a related meaning have similar graphical 
motifs, for example, a person icon using a pointing finger to 
indicate “me”, “you” or “him depending on the direction of 
the finger. 
0219. The categories do not necessarily relate to linguistic 
characteristics as nouns, verbs, etc. In particular, in an exem 
plary embodiment of the invention, at least 50% of the cat 
egories include items which would be considered, based on 
their meaning, as belonging to actions, relationships and 
OS. 

0220 While each set category contains at least one set 
icon; a set icon may be categorized, directly or indirectly, in 
one or more categories. For example, ambiguous icons and/or 
commonly used icons belong to more than one category. Such 
multiple categorizations may be for ease of input and/or for 
reasons of the icon having multiple uses and/or meanings in 
the iconic set. In another example, a telephone icon can be 
used to represent the device and to represent the idea of 
communication. For example, an icon “kiss' can exist in 
categories “actions” and “things'. In certain embodiments of 
the invention the meaning of a set icon in iconic message does 
not depend on the category (and/or Sub-category). In other 
embodiments of the invention higher hierarchical levels may 
influence the meaning of icons. One example is that the icon 
“kiss' can mean “kiss” or it can mean'send a kiss” (e.g., fond 
regards). Optionally, the actual shape of the icon (e.g., at the 
target device) may depend on the selection method, even if in 
the sender device, no visual differentiation is made. Alterna 
tively or additionally, the selection method may change the 
text name shown associated with the icon and/or translation 
thereof (as described below). It should be noted that a same 
icon can be used in various ways, for example “car can be 
both an action (drive) and a place? object. 
0221. It should be noted that in the message as entered 
and/or as sent, there may be included items that are not strictly 
icons, for example, display instructions, for example as 
described below. 

0222. A set icon categorized in a respective iconic cat 
egory is hereinafter referred to as 1 level set icon (111, 115, 
116). A category may alternatively or additionally have one or 
more sub-categories (112) containing one or more set icons. 
A set icon categorized in a respective Sub-category, is here 
inafter referred to as 2" level set icon (113, 114, 117). In 
certain embodiments of the invention, an iconic category may 
contain two or more tiers of hierarchically-related iconic 
Sub-categories, however, this may not be desired in some 
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embodiments or for most of the icons. Optionally, an iconic 
category simultaneously contains set icons of 1 and 2" 
levels. 

0223) In an exemplary embodiment of the invention, an 
iconic category and/or Sub-category may have associated 
graphical image, hereinafter referred to respectively as a cat 
egory symbol and a sub-category symbol. In some cases, a 
same graphical image may also serve as a set icon, for 
example, for a set icon Subordinated to it. In some cases, a 
message may use a category or Sub-category as a set icon in 
part of a message. 
0224. As will be described below, a set icon and/or cat 
egory may have multiple graphical images associated there 
with, for example, for use by different users or by a same user. 
The images may carry the same meaning and/or be associated 
with a same name. 

0225. In an exemplary embodiment of the invention, in 
use, Some of set icons (e.g. related to feelings and mental 
actions such as to love, know, need; quantity and degree of 
characteristics, such as much, very, etc.) may intensify their 
meaning by being repeated. Some of the set icons with oppo 
site or related meanings (e.g. love? “no love', gof"no go’, 
always/never, yes/no, please? thanks, etc.) may be grouped in 
pairs wherein the pair may have an associated set icon (114. 
115, each shown as a pair of icons). In an exemplary embodi 
ment of the invention, Such pairs occupy only a single space 
in a display and are toggled as needed. 
0226. In an exemplary embodiment of the invention, the 
iconic set is designed so that there is a relative bias towards 
icons relating to emotions, leisure, self and/or other catego 
ries of Subjects/concepts. In an exemplary embodiment of the 
invention, this is based on the premise that for some uses. Such 
as teenage interpersonal communications, a major part of the 
content is related to a limited number of fields. 

0227. In accordance with certain embodiments of the 
invention, the set icons may have an associated name or 
several names explaining the icon to the user. In some 
embodiments, it should be noted that a set icon can carry more 
meanings and associations than the associated name(s). The 
set icons may have different names in different natural lan 
guages. Such as Latin, Cyrillic, pictographic, ideographic 
and/or phonetic languages. In an exemplary embodiment of 
the invention, the different names are provided based on the 
operator and/or based on the original telephone settings (e.g., 
for roaming). Optionally, the icon changes, for example based 
on a cultural context. In a particular example for the concept 
ofa bus, in London, a double-decker bus icon is shown, and in 
New-York, a single-decker bus is shown. 
0228. In an exemplary embodiment of the invention, the 
set icons may have a personalized appearance, for example, a 
same icon having different images for different users, user 
groups and/or cultures. In one example, a graphical image for 
“luck” in the US is money coming out of a slot machine and 
in China it is a dragon. 
0229. The following Table 1 illustrates a particular imple 
mentation of the iconic set, organized by categories and Sub 
categories. The ID column indicates the number of the icon. 
0230. The category ID indicates what category (e.g., icon 
ID) the icon is associated with. “0” means it is a top level 
category. 
0231. The type indicates if the icon is “Category”, “Leaf 
or “Special. “Special icons have a complimentary or oppo 
site meaning icon. 
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0232. The position is a position on a telephone keyboard 
arrangement of the icon in a 3x3 matrix on the screen. Option 
ally, a position of “-1 indicates that an “X” (or other symbol) 
should be overlaid on the root special icon (e.g., according to 
the category ID) to support negation. In some embodiments, 
for example, for special icons, the position indicates a loca 
tion in a special icon sheet to obtain the image from (rather 
than an “X” mark). Other negative numbers can be used for 
other overlays. 
0233. The name is the text associated with the icon and 
Sometimes displayed along with it, optionally as a 5 pixel 
high text with one pixel separation from the icon. It can also 
be overlaid on the icon. The name printed width is optionally 
limited to the icon Width. Optionally, the names are selected 
to match the designated screen area for names. In some 
embodiments, the "+" indicates the icon serves both as a 
“category' and as a “leaf. Some icons have no name. The 
names are optionally not sent with an icon from a sender to a 
receiver, as part of regular messaging. Optionally, if multiple 
meanings are associated, a Small number of bits (e.g., 1,2,3.) 
may be used to indicate which meaning in a list of meanings 
the receiver should assign. The file name provided in the table 
can help associate such an icon with FIG. 13. In the actual 
client, the icons are optionally not arranged in separate files. 
0234 Width is the actual width of the icon in pixels, which 
can be used for centering the icon. In this example the height 
is generally 32 pixels (for 32x32 pixel icon displays). 
0235 FIGS. 13 A-E show an exemplary set of icons which 
generally matching the following table. 

TABLE 1. 

Cate 
gory 

I.D. ID Name Type Position Width File name 

1 O People C 1 7 m-people.png 
2 O Actions C 2 17 m-actions.png 
3 O Places C 3 19 m-places.png 
4 O Heart C 4 19 m-heart.png 
5 0 Time C 5 21 m-time.png 
6 O mind C 6 21 m-mind.png 
7 O General C 7 20 m-general.png 
8 O Descriptions C 8 18 m-description.png 
9 O Various C 9 19 m-various.png 
10 1 me 1 27 me.png 
11 1 you 2 32 you.png 
12 1 us S 3 32 us.png 
13 12 they 3 31 they.png 
14 1 he 4 13 he.png 
15 1 she 5 13 she.png 
16 1 people 6 32 people.png 
17 1 family-- C 7 27 mama.png 
18 1 my S 8 27 my.png 
19 18 your 8 32 your.png 
2O 1 other C 9 32 devil.png 
21 17 mama 1 27 mama.png 
22 17 papa 2 19 papa.png 
23 17 friend 3 24 friend.png 
24 17 brother 4 17 brother.png 
25 17 sister 5 27 sister.png 
26 17 girlfriend 6 32 girlfriend.png 
27 17 family 7 32 family.png 
28 17 baby 8 15 baby.png 
29 17 boyfriend 9 32 boyfriend.png 
30 20 devil 1 32 devil.png 
31 20 god 2 32 god.png 
32 20 angel 3 30 angel.png 
33 20 Osama 4 28 Osama.png 
34 20 marilyn 5 27 marilyn.png 
35 20 albert 6 29 albert.png 

12 

I.D. 

36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 
S4 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
8O 
81 
82 
83 
84 
85 
86 
87 
88 
89 
90 
91 
92 
93 
94 
95 
96 
97 
98 
99 
1OO 
101 
102 
103 
104 
105 
106 
107 
108 

Cate 
gory 
ID 

2O 
2O 
2O 
2 
2 
2 

41 
2 

43 
2 
2 

46 
2 
2 
2 

48 
48 
48 
48 
48 
50 
50 
50 
50 
50 
50 
50 
50 
50 
3 

87 

Name 

teacher 
honey 
doctor 
go-come 

finish 

OSC 

work 
C8 

lee. 

city 
lee. 

restrant 
School 
class 
Other 
movie 
mall 
oilet 
cafe 
army 
pub 
beach 
shop 
party 
OWe 

hate 

nappy 
KISS 

hug 
augh 
miss-you 
cry 
Positive 
Sad 
Negative 
yeah 
dancing 
applause 
hot 
luck 
crazy 
Surprise 
party 
beautiful 
finger 
shut-up 
boring 
pain 
shit 
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TABLE 1-continued 

Type Position Width 

S 

c 

30 
26 
22 
22 
32 
30 
30 
27 
32 
28 
27 
27 
29 
32 
32 
29 
29 
29 
28 
29 
32 
27 
32 
17 
32 
32 
32 
32 
32 
31 
32 
32 
22 
32 
25 
31 
30 
32 
32 
32 
31 
26 
24 
30 
27 
28 
17 
32 
32 
32 
24 
27 
15 
32 
25 
32 
32 
24 
21 
32 
32 
29 
24 
32 
32 
29 
32 
32 
21 
31 
28 
31 
27 

File name 

teacher.png 
honey.png 
doctor.png 
go-come.png 
do.png 
Say.png 
ask.png 
take.png 
give.png 
call.png 
eat.png 
drink.png 
See.png 
meet.png 
sleep.png 
See.png 
near.png 
Smell.png 
Ouch.png 
aste.png 
sleep.png 
kiss.png 
wait.png 
shop.png 
relax.png 
kill.png 
make-out.png 
finish.png 
Work.png 
house.png 
Work.png 
car.png 
here.png 
OWn.png 
here.png 

restaurant.png 
school.png 
class.png 
movie.png 
movie.png 
mall.png 
toilet.png 
cafe.png 
army.png 
pub.png 
beach.png 
shop.png 
party.png 
love.png 
hate.png 
happy.png 
kiss.png 
hug.png 
laugh.png 
miss-you.png 
cry.png 
yean.png 
Sad.png 
finger.png 
yean.png 
dancing.png 
applause.png 
hot.png 
luck.png 
crazy.png 
Surprise.png 
party.png 
beautiful.png 
finger.png 
shut-up.png 
boring.png 
pain.png 
shit.png 
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TABLE 1-continued TABLE 1-continued 

Cate- Cate 
gory gory 

.D. ID Name Type Position Width File name .D. ID Name Type Position Width File name 

09 94 despair 6 30 despair.png 82 70 - 7 21 yes.png 
10 94 jealous 7 24 jealous.png 83 8 good S 1 25 good.png 
11 94 anger 8 32 anger.png 84 83 bad 1 25 bad.png 
12 94 sick 9 32 sick.png 85 8 much S 2 32 much.png 
13 5 now 1 32 now.png 86 85 little 2 21 little.png 
14 5 always 2 29 always.png 87 8 beautiful S 3 32 beautiful.png 
15 5 newer 3 29 never.png 88 87 ugly 3 24 ugly.png 
16 5 earlier 4 29 earlier.png 89 8 Smart S 4 32 Smart.png 
17 5 Minutes C 5 29 time.png 90 89 stupid 4 32 stupid.png 
18 5 later 6 29 later.png 91 8 big S 5 32 big.png 
19 5 Days C 7 31 Sun.png 92 91 small 5 14 Small.png 
2O 5 soon 8 28 soon.png 93 8 importint 6 32 important.png 
21 5. Other C 9 32 evening.png 94 8. Amount C 7 23 a-bit.png 
22 7 time 1 29 time.png 95 8 same S 8 31 same.png 
23 7 — 2 29 clock2.png 96 95 different 8 31 different.png 
24 7 — 3 29 clock10.png 97 8. Other C 9 31 new.png 
25 7 — 4 29 clock15.png 98 94 a-bit 1 23 a-bit.png 
26 7 — 5 29 clock30.png 99 94 Some 2 23 some.png 
27 7 — 6 29 clock45.png 2OO 94 lots 3 31 lots.png 
28 7 — 7 29 clocké0.png 2O1 94 all 4 32 all.png 
29 7 — 8 31 clock120.png 2O2 97 new 1 31 new.png 
30 9 — 1 31 Sun.png 2O3 97 old 2 32 old.png 
31 9 — 2 31 mon.png 204 97 fast 3 32 fast.png 
32 9 — 3 31 tue.png 205 97 fat 4 29 fat.png 
33 9 — 4 31 wed.png 2O6 97 thin 5 17 thin.png 
34 9 — 5 30 thu.png 2O7 97 slow 6 32 slow.png 
35 9 — 6 31 fri.png 208 97 expensive 7 31 expensive.png 
36 9 — 7 31 Sat.png 209 97 cheap 8 21 cheap.png 
37 9 birthday 8 31 birthday.png 210 97 Sweet 9 32 Sweet.png 
38 9 day 9 31 day.png 211 9 Leisure C 1 31 tv.png 
39 21 yesterday 1 31 yesterday.png 212 9 zlango 2 32 Zly.png 
40 21 today 2 31 today.png 213 9 Things C 3 32 thing.png 
41 21 2morrow 3 32 tomorrow.png 214 9 money 4 30 money.png 
42 21 morning 4 32 morning.png 215 9 time 5 29 time.png 
43 21 noon 5 31 noon.png 216 9 food 6 32 food.png 
44 21 evening 6 32 evening.png 217 9 private C 7 32 tits.png 
45 21 night 7 32 night.png 218 9 Move C 8 32 buss.png 
46 6 think S 1 30 think.png 219 9 Animals C 9 32 cat.png 
47 46 hope 1 32 hope.png 22O 211 tw 1 31 tv.png 
48 6 want 2 32 want.png 221 211 movie 2 32 movie.png 
49 6 know 3 32 know.png 222 211 music 3 32 music.png 
50 6 problem S 4 32 problem.png 223 211 Smoke 4 31 Smoke.png 
51 50 no-prob 4 32 no-problem.png 224 211 Zlango 5 32 Zly.png 
52 6 can 5 32 can.png 225 211 grass 6 32 grass.png 
53 6 start S 6 29 start.png 226 211 e-mail 7 32 e-mail.png 
S4 53 stop 6 29 stop.png 227 211 im 8 30 im.png 
55 6 sorry 7 32 sorry.png 228 211 call 9 28 call.png 
56 6 thankyou 8 22 thank-you.png 229 213 thing 1 32 hing.png 
57 6 please 9 29 please.png 23O 213 boom 2 32 boom!!!.png 
58 7 hi-bye S 1 29 hi-bye.png 231 213 idea 3 27 idea.png 
59 158 wasSup 1 32 whaSSup.png 232 213 nothing 4 32 nothing.png 
60 7 — S 2 17 question.png 233 213 gift 5 31 gift.png 
61 16O - 2 11 exclamation.png 234 213 flower 6 20 flower.png 
62 7 — S 3 27 no.png 235 217 lemons 1 32 its.png 
63 162 - 3 21 yes.png 236 217 peaches 2 31 ass.png 
64 7 Where 4 29 where.png 237 217 make-out 3 32 make-out.png 
65 7 — 5 7 dot.png 238 217 cucumber 4 31 penis.png 
66 7 — 6 28 type.png 239 217 eggs 5 31 balls.png 
67 7 Questions C 7 29 when.png 24O 218 bus 1 32 buss.png 
68 7 with S 8 26 with.png 241. 218 car 2 32 car.png 
69 168 without 8 32 without.png 242 218 airplane 3 32 aeroplane.png 
70 7 Other C 9 31 ok.png 243 218 train 4 32 train.png 
71 167 when 1 29 when.png 244, 218 taxi 5 32 axi.png 
72 167 who 2 11 who.png 245 219 cat 1 32 cat.png 
73 167 wasSup 3 32 whaSSup.png 246 219 shark 2 32 shark.png 
74 167 what-why 4 31 what-why.png 247 219 cow 3 32 cow.png 
75 167 where 5 29 where.png 248 219 teddy 4 32 eddy.png 
76 170 Ok 1 31 ok.png 249 219 chicken 5 22 chicken.png 
77 17O and 2 27 and.png 250 219 roach 6 32 roach.png 
78 170 maybe 3 29 maybe.png 251 219 pig 7 32 pig.png 
79 170 but 4 32 but.png 252 219 bitch 8 31 bitch.png 
8O 170 or 5 32 or.png 253 219 monkey 9 32 monkey.png 
81 170 if 6 32 if.png 
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0236. In an exemplary embodiment of the invention, the 
positions of the icons on the screen depend on the preferred 
data entry methods. For example, for a scrolling based data 
entry method, a most commonly used icon is optionally posi 
tioned underneath the location of its parent category or at a 
default location on the screen (e.g., center). For key-mapping 
based input, the most commonly used icon is preferably 
mapped to the same key as used to select its parent category, 
so that a double-click can select that key. 
0237. In an exemplary embodiment of the invention, the 
icon for the category/sub-category is selected to be the most 
commonly used on in the level below or a nicest one or one 
which has a significant differentiation form other icons 
expected to be on a screen at a same time. 
0238 FIG. 2 illustrates an exemplary dialog in accordance 
with an embodiment of the invention and set icons illustrated 
in Table 1 (and FIG. 13). The dialog contains several iconic 
messages (left side of the figure) and their likely translation 
into English (right side of the figure). FIG. 3 illustrates, in a 
similar manner, another exemplary dialog in accordance with 
an embodiment of the invention and a set of icons, in which a 
short text segment 'oe' is used as part of the dialog. 

Mobile Devices 

0239. In an exemplary embodiment of the invention, the 
icon set is used on mobile devices that are characterized by a 
relatively small screen and a relatively small number of entry 
keys. However, some mobile devices and/or other devices 
which can be used with embodiments of the invention are not 
limited in Screen size and/or keyboard. In an exemplary 
embodiment of the invention, the number of keys is smaller 
than 70, Smaller than 20 or intermediate numbers and the 
screen size is less than 10x10 cm, less than 6x6 cm, less than 
4x4 cm or intermediate numbers. In an exemplary embodi 
ment of the invention, Substantially Smaller screen sizes are 
Supported, for example, 3x3 cm Screen sizes. In an exemplary 
embodiment of the invention, the screen is large enough to 
show a 3x3 matrix of icons, with a resolution of at least 8 or 
at least 16 pixels on a side. Screen resolution is optionally less 
than 500x500, less than 200x200, less than 100x100 or 
Smaller or intermediate sizes. Non-square screens may be for 
some embodiments of the invention, the shape of the screen 
may determine, for example, if a message is displayed as a 
new icon is being selected for it or not. 
0240. In some embodiments of the invention, the mobile 
devices have a larger screen, for example, 15x15 cm, 20x20 
cm or larger and/or include a projector or other means to 
emulate a larger screen. Optionally, the weight of the mobile 
device is smaller than 500 gram, 300 gram, 100 gram or 
intermediate values. Alternatively or additionally, the volume 
of the mobile device is less than 500 cc, 300 cc, 200 cc, 100 cc 
or intermediate Volumes. 
0241. In an exemplary embodiment of the invention, icon 
resolution (e.g., size and/or color) is modified according to 
the target device. Optionally, a sender can view an effective 
message size on a target device. Optionally, information 
about the target device is stored in a contacts listoris provided 
by a server. Optionally, a message can be sent to a server for 
modification to what a target can received and preview by the 
sender, prior to confirming sending by the sender. Optionally, 
icons are drawn in several sizes, including, for example, one 
or more of 16x16,32x32 and 48x48, and/or in several colors, 
for example, one or more ofb/w, gray-scale, low-res colorand 
hi-res color. Optionally, icon size may be changed within a 
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message or depending on the viewing ability. Non-rectangu 
lar icon images may be used as well. 
0242. It should be noted that smaller screens can be useful 
in the practice of the invention. In one example, a single icon 
display is provided, for example, on a watch. Icons are option 
ally shown sequentially. Alternatively, Smooth scrolling is 
provided. In some cases, for example, when the display is 
non-graphical, icon IDs and/or names may be displayed. 
Alternatively or additionally, icons may be displayed, but 
selection is by key entry or non-graphical menus. 
0243 In an exemplary embodiment of the invention, a 
limited input is used, for example, as few as two distinct input 
keys may be used: one for selecting a next item and one for 
traversing a menu tree. Once a leaf is reached, it is selected. 
Optionally, a greater number of input keys is provided, for 
example “clear” and back'. 
0244 Optionally, an icon menu is used for sending text 
message by a user selecting icons from a menu and then text 
and/or audio being sent instead of or in addition to icons. 

Exemplary Considerations for Set Simplification and 
Structure 

0245 An icon set can be generated and/or used in various 
ways. In an exemplary embodiment of the invention, the icon 
set is used to present concepts, some of which may have a 
cultural or personal meaning and some of which may have a 
cross-cultural meaning. In some embodiments of the inven 
tion, the icon set reflects a restricted form of an existing 
language, for example, English or Chinese. For Chinese, 
existing pictograms may be used as icons, optionally embel 
lished and/or colorized. Optionally, however, icons that are 
not found as pictograms in the language are used. For English, 
icons are optionally selected to match the cultural meaning 
thereof. 
0246. In an exemplary embodiment of the invention, the 
icon set has the complexity and/or other characteristics of a 
pidgin language. 
0247. In some embodiments of the invention, the icon set 
serves as a limited alphabet or hieroglyphics, which allows 
various words of a language to be written but is limited in that 
that a significant portion of the language cannot be written, 
for example, at least 90% or at least 70% or 80% of the nouns, 
verbs and/or adjectives of the language may be missing. 
0248 Following are a list of rules, one or more of which 
are optionally used to pare down and/or construct an icon set 
for limited communications. As noted, the rules and/or orga 
nization methods may also be used for simplifying existing 
languages. Such as Chinese and languages that use ideographs 
and/or pictographs. 
0249 (a) Identify core concepts and include such concepts 
in the set. 
0250 (b) Select concepts to sparely cover a semantic 
space. Optionally, extra concepts are selected (e.g., higher 
density) for areas of greater importance in communications, 
for example, as used in SMS communications between teen 
agers. As described below, in an exemplary embodiment of 
the invention, the set specifically includes icons relating to 
people, places and/or times, which may assistin coordinating 
between people and/or coordination of meetings. One par 
ticular example is the icon “soon', which is useful for coor 
dinating meetings. 
0251 (c) Core concepts arranged in a relatively small 
number of categories, for example, between 5 and 20, for 
example, 13 or less. Optionally the rule of 7+2 (that a person 
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can only recall 7+2 items in working memory) is followed, 
Such that 9 concept categories are used and each concept 
category has 9 concepts and/or Sub-categories therein. This 
may assist in remembering the structure of the set and/or help 
in searching a screen for concepts. In some cases, Personal 
concepts/icons may be provided as separate categories. 
0252 (d) At least some core concepts arranged in a hier 
archal manner, Such that concept can stand on its own (e.g., 
family) and also be specified more clearly (e.g., father). 
Optionally, a same icon is used both for concept and for one 
of its specific examples. 
0253 (e) Select core concepts and/or their icons to follow 
body parts and/or body language, such as pointing, emotion 
and showing size with hands. 
0254 (f) Provide an escape mechanism text symbol 
strings for example, to Support concepts and details not pro 
vided in the set. Such symbols may also be used to reduce 
ambiguity. 
0255 (g) Remove all or part (e.g., at least 50%) of one or 
more grammatical structures that remove ambiguity by link 
ing Words or sentence parts, e.g., using time, sex, social 
standing, plural indicators, particles, punctuation marks (el 
lipse, hyphens, commas, semi-colons) and/or relation words. 
0256 (h) Provide time indications using a separate set of 
time indicators. 
0257 (i) Provide plural indicators using repetition (e.g., 
mama mama->grandma) or separate amount indicators. 
0258 () Resulting verbs do not need conjugation. Option 

ally, such verbs are used as concepts that may also be used as 
nouns and modifiers. 
0259 (k) Focus on concepts that support descriptions of 
the form X actionY”. This also relates to simplifying the set 
so that complex sentences cannot be constructed with it. In an 
exemplary embodiment of the invention, icons are selected so 
that sentences can be formed to include Subject, action and 
recipient of the action. However, optionally many messages 
actually constructed are not of this form and/or in this order. 
0260 (1) By avoiding/reducing sufficient tools that nor 
mally remove ambiguity in communications, the possibility 
of generating grammatically incorrect sentences is consider 
ably reduced or negated. This is typically a different tradeoff 
from typical languages where the tradeoffbetween ambiguity 
and grammar is different—a more complex grammar is pro 
vided, so as to reduce ambiguities to where desired. 
0261 (m) Names selected for use with icons are optionally 
selected to be as broad as possible. For example, choosing 
“query' as a concept instead of separate “what' and “why” 
concepts. As noted herein, users may be educated in the broad 
meaning of concepts by being provided with examples on the 
go, for example, multiple alternating names may be displayed 
for a single icon. 
0262 (n) Names are selected for concepts in a manner 
which will emphasize the non-standard aspects of the set, for 
example, selecting names that will probably not form a cor 
rect sentence. One example is “me” “no” “want instead of 
“I” “don’t”“want'. While this is in some parta direct result of 
reducing conjugates, this can serve to focus the reader/writer 
on the concepts, rather than on grammar. 
0263. In an exemplary embodiment of the invention, one, 
two, three, four or more of the following categories are used. 
It is noted that depending on the usage, Sub categories may be 
elevated to categories or vice versa, optionally with catego 
ries converted into Sub-categories depending on the number 
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of instantly displayed categories and/or relative frequency of 
use of icons from each category: 
0264 (a) emotions; 
0265 (b) people: 
0266 (c) time: 
0267 (d) self (and parts); 
0268 (e) basic actions—daily and/or emotionally related 
actions, such as eat and kiss; 
0269 (f) common places (home, school); 
0270 (g) mental (thank you, want, can, hope, stop/go); 
0271 (h) miscellaneous (optionally including language 
parts and modifiers); 
0272 (i) descriptors (big, small, ugly): 
0273 () animals; 
0274 (k) leisure activities; 
(0275 (1) things that move: 
0276 (m) private (icons that hint at human body private 
parts); and/or 
0277 (n) user defined category. 
0278. In an exemplary embodiment of the invention, a 
small number of icons is used, for example, fewer than 256 
icons cover 80%, 90% or more of the icons used in icon 
communications. Smaller sets, such as 200, 100 or interme 
diate numbers may be used as well. 
0279. In an exemplary embodiment of the invention, these 
and/or other statistical definitions of icon usage are defined 
over a Suitably large set of messages. In some cases, such 
statistics may be defined over a single user or server and/or a 
time period, for example, 1000, 10000 or more messages 
and/or within 20 minutes, 1 hour or 30 days. 
0280. In an exemplary embodiment of the invention, the 
icons are selected to have a relatively low screen resolution, 
for example 32x32 pixels. 

Message Input Example 
0281 An exemplary process of selecting the desired set 
icons and composing an iconic message is further illustrated 
in FIGS. 6-10. In this example, the selection of a set icon is 
facilitated through the selection of a category. Special short 
cuts may be implemented, for example, one or more of 
0282 (a) doubling an icon (e.g., a short press on a scrolling 
joystick, while a curser is at the edit strip); 
0283 (b) selecting an icon within a pair of icons (e.g., 
toggling between pairs of icons using a short click; and/or 
0284 (c) end of phrase icons (e.g., selecting between mul 
tiple punctuation marks by pressing the “*” key. 
0285. The method of selecting optionally include one or 
more of a key for “select”, a key for “cycle' or “negate' 
and/or a key that show meaning. Other common operations 
may also have special keys or other shortcuts (e.g., push 
joystick up while pressing a key). 
0286. In certain embodiments of the invention the number 
of concurrently displayed category symbols is not larger than 
a number of input keys in the input interface of the mobile 
device, and each displayed category is associated with an 
input key on a one-to-one correspondence. Optionally, the 
screen is mapped to the input keys in a visual matching where 
the layout of the screen is mapped to the layout of the input 
keys used. In some embodiments, the total number of cat 
egory symbols may exceed the number of the input keys and 
the user may scroll to the desired category symbol(s) with the 
help of displayed navigation commands or/and with the help 
of the navigation keys of the input interface. Alternatively or 
additionally, Some keys such as the 0 key are assigned to 
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display community (e.g., group) or private icons/categories 
(e.g., a cache). Alternatively or additional, multiple clicks or 
a long clicks may be used to select different categories using 
the same key. This may be useful, for example, to select 
between two sets of icons associated with a same category 
(e.g., short click is the first set or click Soon after pervious 
click means “next set) or for providing mapping of multiple 
categories to a single key. Such mapping may be used to 
elevate Sub-categories to the level of categories. For example, 
replace “various' with sub-categories of “leisure' and 
“school', with a placeholder of “things we do’, that can, for 
example, toggle (e.g., manually or automatically) between 
“school and “leisure’. 
0287 FIGS. 6 through 10 sequentially and schematically 
illustrate by way of non-limiting examples exemplary screens 
of a message composing process, in accordance with certain 
embodiments of the invention. The process may also include 
navigation, control and/or edit commands not illustrated in 
the drawings. In an exemplary embodiment of the invention, 
the editing screens have a similar look and logic and may 
differ by the represented commands. In particular, the mes 
sage being entered may or may not be available while select 
ing a new icon, for example, responsive to available screen 
space and/or icon size. 
0288 All the illustrated screens display the results initi 
ated by the user via the input interface and facilitated by the 
user interface, which is functionally associated with the input 
interface and the display of the mobile device, in conjunction 
with the processor coupled with the application modules as 
described in FIG. 4. 
0289 FIG. 6A provides an initial view of a composing 
screen representing category symbols. In certain embodi 
ments of the invention, the number of concurrently displayed 
category symbols is not more than the number of input keys in 
the input interface of the mobile device and each displayed 
category is associated with an input key in a one-to-one cor 
respondence. In the illustrated example, the number of con 
currently displayed categories is limited to 9 (the number of 
keys). Specific user interface buttons may be used for “level 
up' and “level-down/select functions. Alternatively or addi 
tionally, Scrolling buttons or joysticks are used for Such func 
tions. 
0290 Optionally, a touch-screen, pen interface and/or 
other user interface mechanisms are used to select icons/ 
categories. Optionally, the number of displayed icons is lim 
ited by the screen, rather than by the number of keys. 
0291. Optionally, the total number of category symbols 
and/or simultaneously available set icons may exceed the 
number of input keys. Optionally, a user can Scroll to the 
desired category symbol(s) with the help of displayed navi 
gation commands or/and with the help of navigation keys (or 
joystick) of the input interface. Optionally, the keys are re 
assigned to icons/categories as the screen scrolls. 
0292. In an alternative input method, a joystick or scroll 
keys are used to scroll a “selection' indicator (e.g., a frame or 
brackets) between the icons/categories. Selection is option 
ally by pressing a Suitable key and/or by waiting. In some 
embodiments, the “selection' indicator is permanent and the 
icon set is scrolled so that the indicator covers a particular 
item. In some embodiments, rather than a visual indicator, 
indication is provided by changing a size, color and/or other 
display attributes of the currently selected icon. 
0293. In an exemplary embodiment of the invention, icons 
are provided in multiple sizes and/or qualities. In some uses, 
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the icons are shown at a lower resolution and/or quality and 
when a particular icon is selected, that icon increases in 
size/resolution. This may be used for screens where a user is 
expected to be familiar with the contents and the lower reso 
lution icons serve as reminders. One example of interfaces 
where Small icons may serve as mnemonics are menus (which 
optionally enlarge the icons ifa user does not select anything). 
Another example is a message that the user just composed. 
This mechanism of icon size modification may be used, for 
example, in linear and in two dimensional displays of icons. 
0294. In certain embodiments of the invention, a user can 
configure the composing screen to display the most fre 
quently used category and/or icon symbols. In certain 
embodiments of the invention, a display configuration to 
match usage frequency is provided by default and/or be 
updated (constantly or periodically) by the application, for 
example, based on the user's experience and/or on other 
users. Optionally, a user has the option of accepting a change 
in display configuration. 
0295 The selection of a category symbol leads to present 
ing the next tier of graphical images. 
0296 FIG. 6B provides a view of a composing screen after 
selection of category #3, wherein 1 the next tier (in the 
illustrated case) has no subordinated Sub-categories and con 
tains only level set icons. 
0297. In certain embodiments of the invention, a message 
area (illustrated at the upper parts of the screen) representing 
the composing or editing message may be presented by all 
screens or by part of the screens, for example, according to 
user's convenience considerations (e.g., available display 
area) and/or settings. Coordinates (including size) of the 
screen specified for message area optionally differ, e.g. in 
different or same mobile device models, for example inaccor 
dance with user and/or service provider preferences and/or in 
accordance with utilization ability and/or need of available 
space. In an exemplary embodiment of the invention, Soft 
ware (e.g., at the mobile device) is used to read the display 
size from the device. Alternatively, a user sets display settings 
according to his preferences. 
0298 FIG.6C (and the same screen illustrated in FIG. 7A) 
provides a view of a composing screen representing category 
symbols and a message area after the user has selected set 
icon #4 (from the category #3). 
0299 Selection of set icon (in any screen) optionally leads 
to its representation in the message area as part of the iconic 
message. Optionally, a Sound, for example a speech element, 
associated with the icon is sounded when the icon is indicated 
and/or selected. Alternatively or additionally, an animation of 
the icon is provided for Such icons. Sequentially selected set 
icons are optionally sequentially represented within the 
iconic message. Optionally, movement keys or a scrolling 
mechanism are provided to allow the user to edit the message, 
for example, to delete, insert and/or move icons within a 
message. Optionally, the editing is provided in a separate 
mode. 

0300 FIG.7B provides a view of a composing screen after 
the selection of category #8, wherein the next tier (in the 
illustrated case) contains Subordinated Sub-categories as well 
as 1 level set icons. The selection of sub-category symbol 
(#1) leads to presenting the next tier of graphical images 2" 
level set icons as illustrated in FIG. 7C. FIG. 7D (the same 
screen is illustrated in FIG. 8A) provides a view of a compos 
ing screen representing category symbols and a message area 
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after the user selection of set icon #2 (from the sub-category 
#1 subordinated to category #8). 
0301 As indicated above, in an exemplary embodiment of 
the invention, the number of concurrently displayed graphical 
images (category symbols, Sub-category symbols, set icons 
or their combination) does not exceed the number of input 
keys in the input interface of the mobile device and each 
concurrently displayed graphical image is associated with an 
input key in a one-to-one correspondence. In the illustrated 
example the number of concurrently displayed graphical 
images is limited by 9 and each of them is associated with 1 
through 9 alphanumerical keys respectively. 
0302. In some embodiments, the total number of concur 
rently displayed graphical images may exceed the number of 
the input keys. Optionally, the user scrolls to the desired 
image (e.g., symbol or set icon) with the help of displayed 
navigation commands or/and with the help of the navigation 
keys of the input interface. In certain embodiments of the 
invention, a user may configure the composing screen to 
display the symbols and icons most in use. In certain embodi 
ments of the invention, this configuration may be provided 
and constantly and/or periodically updated by the applica 
tion. Optionally, user approval is required for updating a 
display configuration. 
0303. The icons may be arranged to increase the speed of 
use. For example, putting the main icon of a Sub category on 
the same place as its mother icon allows the user to use 
double click to select Such an Icon (e.g., “mother is the same 
icon image as “family’). Another option is to toggle a key for 
selecting the correcticon from few alternatives that belongs to 
the same general use, such as *. 2 and (e.g., punctua 
tion). 
0304 FIG. 8B provides a view of the composing screen 
after selection of “text segment” option. “Text segment' 
option may be activated and ended with the help of a desig 
nated key (e.g. “if” key in the illustrated case) or with the help 
of managing commands. The screen may contain a text box 
for writing and editing text in a manner facilitated by the 
mobile device (FIG. 8C). In certain embodiments of the 
invention, the text box may occupy the full screen while in 
other embodiments the size and placement of the text box 
may be customized. The text segment may be further incor 
porated in the iconic message as illustrated in FIG. 8D. The 
text segment may contain date and time. Activation of “insert 
time & date' option is provided in a similar manner and 
allows the user to insert time and/or date in a designated 
format. 
0305 The text segment may contain any text elements, 
Such as letters, numbers, words, punctuation marks, etc. and 
be positioned at any place within the iconic message, e.g. 
before, between and/or after the set icons. 
0306 Depending on the size of the message area, set icons 
and fonts as well as on the user's preferences, the text segment 
may be displayed in one line or in a wrapped manner (e.g. 2 
lines as illustrated in FIG. 9A), the set icons in the iconic 
message may be condensed or the message may be repre 
sented partly (with scrolling capability). 
0307. In an exemplary embodiment of the invention, an 
icon message can be of varying length, for example, 1 icon, 
more than 3 icons, more than 10 icons, more than 30 icons or 
intermediate numbers. In some cases, a single message may 
be limited in length, for example, as SMS messages are. 
Optionally, chained messages are used to overcome length 
limitations. 
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0308 Optionally, one or more text attributes may be set by 
the user, for example, setting in general, settings for the 
message, settings for a text section and/or settings for a text 
symbol. Optionally, the setting are implemented by sending 
an attribute setting code or stream of codes in the data stream 
of the message, when sent. Optionally, the settings are applied 
by a user using one or more of the following methods: to 
selected text or for following entered text or for just entered 
text. 

0309. In an exemplary embodiment of the invention, text 
symbols and set icons are modifiable by a same or overlap 
ping sets of attributes, including, for example, one or more of 
font type, size, color, blinking, position, animation and/or 
other effects as described herein. In an exemplary embodi 
ment of the invention, a scaling factor is specified to dynami 
cally resize the set icons and/or iconic message. Optionally, 
the factor is provided during composing and/or editing the 
iconic message. Optionally, Such a factor is used during com 
posing and/or editing, for example, to emphasize the cur 
rently edited icon. 
0310 Optionally, the text rendering using the attributes is 
based on fonts that are pre-stored in the target device. Alter 
natively, other methods, such as suggested herein for unsup 
ported icons, are used. In particular, the interpretation of 
format settings may be left to the target device, for example, 
changing colors according to a local preferred colorset, blink 
rate and/or size (e.g., relative to a target display size). 
0311. In an exemplary embodiment of the invention, the 
ratio of icons to text is relatively large. For example, over a set 
of messages including 1000 symbols, it may be expected that 
at least 50%, at least 70%, at least 90%, at least 95% or 
Smaller, greater or intermediate percentages of the symbols 
be icons, rather than text symbols. Optionally, text segments 
are delimited by special “start” and “end” symbols. Alterna 
tively, a symbol and a length counter may be used. Alterna 
tively, a standard symbol delimiter may be provided after a 
text sequence. Alternatively or additionally, the icon set may 
include letters as part of the icons. 

Icon Alternate Sets, Pairs and Combinations 

0312 FIG.9B illustrates a case where some of the set 
icons are grouped in pairs, wherein each pair has an associ 
ated set icon (P2 type), as set icon 6-8 in the illustrated case. 
Selection of this set icon may lead to presentation of both set 
icons contained in the pair (FIG.9C). In certain embodiments 
of the invention, one of the icons may be configured as default 
set icon and be selected automatically if the user has not 
selected the other within a certain period of time. In some 
embodiments of the invention, only the default icon from the 
pair may be presented while the other may be further selected 
(e.g. by double pressing on the input key associated with the 
“pair set icon). In certain embodiments illustrated in FIG. 
9D the selection of the first icon in the pair may be provided 
by pressing “0” or waiting, selection of the second icon from 
the pair may be provided by pressing “8” again, and then 
pressing “0” or waiting. 
0313. One example is opposite meanings, such as “love/ 
“hate' and “good'/'bad', which may be provided as pairs and 
toggled between. Another example is punctuation which may 
be provided as a set of more than 2 alternate punctuation 
symbols. 
0314 FIG. 10 (A-D) illustrates a case when some of the set 
icons provided as pairs, for example, where a second icon of 
the pair is the combination of the first icon with the “NO icon 
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(P1 type). These pairs have no special icon associated with the 
pair and a specially marked first icon (6-9 in the illustrated 
case) is displayed as a pair icon. After selection of such icon 
(FIG. 10C) user may select the opposite meaning icon, e.g., 
by pressing again the same input key and waiting. 
0315. In some embodiments, one or more icons are desig 
nated as modifier icons, such as “not” and may be applied 
(e.g., overlaid) on an existing icon, for example, a previous 
entered icon, for example, by double clicking. Another type 
of modifier icon operates by overlaying two icons at a dis 
placement, for example, a “mother icon overlaying a 
“father icon, at an offset of 3 pixels or more. 
0316. In an exemplary embodiment of the invention, some 
icon pairs (or larger sets) are predefined to be visually differ 
ent when provided in sequence. For example, “me” followed 
by “you” may be graphically presented by the two icons 
holding hands. 
0317. In an exemplary embodiment of the invention, text 
symbols are allowed to flow into icons, for example, when 
text symbol “2 is provided after “go', the space between the 
symbols is diminished. Optionally, a user uses the icons and/ 
ortextin a phonetic manner, so that the icon-text combination 
has a new meaning. Such text may appear before and/or after 
an icon or vice versa. 

0318. In an exemplary embodiment of the invention, col 
ors of icon and/or text combinations are matched, for 
example, to give a sense of unity and/or provide a contrast as 
compared to the rest of the message. 
0319. The above serve as some examples of modifying the 
behavior of one icon based on neighboring icons or other 
symbols. In some embodiments, the modifying is based on 
non-neighboring icons, for example, selecting an animation 
for an icon based on the length of the animation as compared 
to the lengths of animation available for other icons. In 
another example, the animation depends on standard text 
modifiers, for example, making the display time and/or ani 
mation time for an icon vary according to its location in a 
message and the use of punctuation, such as “and"?” which 
typically affect the emphasis on an entire message. In an 
exemplary embodiment of the invention, a profile of timing 
changes (e.g., increased or reduced time based on relative 
position in a message) is defined for several icons and applied 
to a message if the icon appears in the message. Optionally, an 
icon has a different animation (or other visual or audio effect) 
associated with it for use with different such sentence modi 
fiers. 

0320 In an exemplary embodiment of the invention, the 
modifying based on neighboring icons and/or the content of a 
message includes modifying one or more of a static “visual 
(of one or more icons), color(s), animation type, animation 
behavior, animation timing, spacing, merging behavior, alter 
nating behavior, size, Sounds, text section and/or label. 
0321. In an exemplary embodiment of the invention, an 
icon has associated with it multiple visuals relating to differ 
ent situations, optionally defined as aparameter. For example, 
a 3D effect can beachieved, if an icon has different visuals for 
being mapped on different parts of a 3D object. Optionally, an 
icon is associated with a visual according to the parameter of 
3D mapping of nearby icons, so that a desired effect is 
achieved, for example that of a message being mapped on a 
bump. In another example, the animation comprises an icon 
changing visuals to effect a 3D effect. 
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0322. In an exemplary embodiment of the invention, the 
modification is accomplished using one or both of two 
mechanisms, namely hints and dictionaries. 
0323. In a “hints' mechanism, a message includes one or 
more hints, which may be, for example, symbol codes that are 
not meant to be displayed. For example, a code may be 
provided between two symbols, before them or after them. In 
Some cases, the hints are provided for a whole message. In an 
exemplary embodiment of the invention, the hints describe 
the modification to be applied, for example, spacing, overlay 
ing, color modification or alternating. In some cases, the hints 
include a link to a more complex instruction, for example, a 
Script of graphical commands for merging two icons, or a link 
to an image. In some cases the hints are less specific. For 
example, a hint may be “use happy animation' and the exact 
animation used depends on the association of animation for 
an icon (or message) with a “happy” property. 
0324. In an exemplary embodiment of the invention, the 
hint is interpreted at the receiver device and/or at an interme 
diate server. Optionally, a user can define how different hints 
are to be interpreted. Additional examples of usage of hints 
are provided in the section on rich media. 
0325 In a “dictionary' mechanism, the message is 
scanned in reference to one or more dictionaries that define 
behavior to be applied in certain circumstances, such as adja 
cent symbols. In an exemplary embodiment of the invention, 
the dictionary or dictionaries to be used are provided as part of 
the message. Optionally, the definitions of one or more of the 
hints are provided in one or more dictionaries. 
0326 In an exemplary embodiment of the invention, the 
dictionary is applied by a receiver, for example, even if a 
non-animated message is received. Alternatively or addition 
ally, the dictionary is applied by a sender, for example, to 
automatically add hints to a message. Alternatively or addi 
tionally, the dictionary is applied by an intermediate server. 
Optionally, the receiver receives an interpretation of the hint 
from a server, optionally as a dictionary input. It should be 
appreciated that a same message sent to several recipients 
may be displayed differently by each one, for example, based 
on definitions stored at the sender as to which dictionaries to 
use, based on personalization definitions at a receiver for 
interpreting hints and/or using dictionaries and/or based on 
modifications applied by a server. Dictionaries and/or person 
alization may be associated with groups. A particular type of 
personalization is a decision as to which icon image to show. 
In an exemplary embodiment of the invention, a user is 
charged for use of personalizations. Such charging may be 
based, for example, on the contents of the dictionary (e.g., pay 
per use or per month) and/or based on the receiver (e.g., 
whether the personalization is applied). In an exemplary 
embodiment of the invention, the changing includes distrib 
uting at least some payment directly to a creator of part or all 
of the dictionary. Optionally, the creator is paid in kind, in 
access to various features of the iconic language system. 
0327 FIG. 15 shows an exemplary structure for a dictio 
nary 1500. This structure may be used for other uses besides 
pairing of icons. It should be noted that this illustration is 
schematic and a dictionary may be implemented in other 
ways (e.g., as a linked list or a tree or in the form of the 
repositories described below). In addition, other structures 
having similar functionality with respect to lining icons and 
modifications, may be used. 
0328. Dictionary 1500 optionally includes general dictio 
nary information 1502 and a plurality of records (one shown). 
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A different number of fields than shown may be used. In 
general, the fields used and their interpretation depends on the 
implementation and the options provided to the user(s), so the 
fields are nearly all optional. In addition, in Some embodi 
ments, a multiplicity of a field may be provided, for example, 
multiple image fields. 
0329. In an exemplary embodiment of the invention, the 
general information includes one or more of dictionary code, 
a mask defining what groups of senders/recipients to apply 
the dictionary to, dictionary name, version & date and/or 
classification (e.g., relating to cost such as free/cost, related to 
distribution, Such as unlimited/limited, related to access Such 
as child-content rating, and/or related to user approval Such as 
user ratings, optionally distinguished by demographics or 
other properties of who applied the ratings. Optionally, one or 
more items of dictionary information is available from a 
server and is not distributed with the library. 
0330. As shown, record 1504 includes an ID field 1506, 
used to identify the symbol to which the record applies. In 
use, the symbols may be scanned against this field, to deter 
mine if there are any modifications to apply. 
0331. An optional situation/ID field 1508 is provided to 
identify particular situations where the record is applied. 
Optionally, the field comprises a script to be executed (or a 
link thereto), for example, in Java. Optionally, the field 
includes an ID of a next symbol which acts as a pair with the 
symbol of field 1506. Any scripts, image data and/or other 
data of non-standard size are optionally provided at the end of 
the dictionary as a separate section. 
0332 An optional image field 1510 defines one or more 
images (or links thereto) to use for displaying the icon. It is 
noted that a default dictionary may be provided, with an 
image for each icon. 
0333. An optional visualization field 1512 indicates (e.g., 
as a code) how the image should be displayed, for example, 
kerning and overlaying. 
0334. An optional animation field 1514 indicates an ani 
mation to apply to a symbol or symbol pair. 
0335. An optional billing field 1516 defines how a user is 
to be billed for using the feature of the dictionary, for 
example, per use for sending, per upload, and/or per applica 
tion when receiving. 
0336 An optional time field 1520 defines timing for dis 
playing the symbol, for example, duration, time delay and/or 
temporal handles for symbols displayed as a series of images. 
This may be useful when synchronizing the animation of 
multiple symbols. 
0337. An optional instruction field 1518 is used to store 
instructions to be sent to an external display upon processing 
of the symbol. 
0338 An optional text field 1524 includes the label to be 
shown and/or alternative labels. Optionally, the field is in the 
form of a bitmap or other graphical representation, for 
example, for Chinese where the number of different labels 
needed for labeling the iconic language is considerably 
Smaller than the language, or where display space needs to be 
optimized. 
0339. One or more other fields 1522 may be provided as 
well. Such a field may define behavior when two icons collide 
during an animation sequence. Alternatively or additionally, 
the field may be to define Sounds, for example, special sounds 
to be made when two icons are adjacent. In general, the 
various personalized behaviors may include a sound dimen 
S1O. 
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0340. A particular example of whole message animation is 
a wave, in which each icon in its turn moves up and down. In 
another example, when two icons are side by side, and each 
has its own animation, the symbol animations are optionally 
synchronized to coincide at a particular time, for example, at 
the beginning of the first or third frame of the respective 
animations. The animation of a symbol is optional paused 
and/or stretched to match the animation of a neighboring 
symbol. 
0341. In an exemplary embodiment of the invention, a 
dictionary is used to relate whole messages, like “me home 
tomorrow', to animations, etc. 
0342. In an exemplary embodiment of the invention, a 
dictionary is used to store sets of animations or other visual 
properties in association with hints or other formatting 
instructions, rather than in association with symbol IDs. 
0343. In an exemplary embodiment of the invention, a 
reduced capability dictionary is provided as an icon list, 
which matches up icon visuals or numbers with symbol num 
bers. Alternatively or additionally, other data may be associ 
ated with icon numbers, for example, text labels. In a particu 
lar example, a dictionary associates characters of an alphabet 
with icon images (e.g., a phonetic matching), and a user may 
use that matching to write alphanumeric messages. In another 
example, different names (e.g., of teachers or friends) are 
each associated with different icons, for example, emotion 
icons and may be replaced by or alternated with the icon when 
a message is sent or received. 
0344. In an exemplary embodiment of the invention, a user 
can publish a dictionary to a server and/or to other users, for 
example as described below. 
0345. In an exemplary embodiment of the invention, a user 
can edit an image of an icon on a cellular telephone or on a 
home computer. Optionally, the editing is actually carried out 
on a server, after which the edited image is optionally down 
loaded to the telephone (or other user communication 
device). In an exemplary embodiment of the invention, a user 
edits using a software on a home computer and uploads the 
edited icons and/or animation to a telephone and/or a server. 
0346. In an exemplary embodiment of the invention, when 
editing on a cellular telephone a user can see the icon in a 
full-screen mode. Optionally, the user can define parts of an 
image to be copied from other icons. Additional editing 
options are described herein. 
0347 In an exemplary embodiment of the invention, an 
image or other symbol property is saved directly to a place of 
its symbol in a hierarchy of the iconic language. Optionally, 
different behavior may result depending on the navigation of 
the hierarchy during editing and/or during access. For 
example, a same symbol may be provided in two different 
parts of a hierarchy tree. The text label associated with the 
symbol and/or animation thereof (if applied, for example, by 
a receiver) may depend on how the icon was accessed, which 
may indicate an underlying shade of meaning by the sender. 
Similarly, such shades may be identified when an icon is a 
one-to-one translation of a word into a graphical icon. 
Optionally, the method of access of the icon is provided as a 
hint. 

Phrases and Alternative Entry Methods 
0348. In an exemplary embodiment of the invention, a 
single icon is used to represent a series of icons and/or text 
symbols. In one example, a user selects an icon and this is 
expanded into a series of icons and/or text symbols, as part of 
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the outgoing message. Optionally, the series includes place 
holders (e.g., for a user to add one or more icons or symbols), 
or elements which are interpreted on the fly, for example, a 
clock element which turns into time as a series of text sym 
bols. Another example, is a hand waving hello, as three alter 
nating graphical images of different hand positions. In an 
exemplary embodiment of the invention, if a placeholder is 
provided, when the icon is expanded into the phrase, the 
insertion cursor skips to the placeholder. 
0349. In some embodiments, the conversion of icon into a 
series of icons/text symbols is carried out at a server and/or at 
a target user. Optionally, the server determine if a target user 
device Supports the particular phrase icon, and if not, it per 
forms the expansion. 
0350. In an exemplary embodiment of the invention, such 
phrase icons are used by a user or group of users as shorthand 
for various situations, for example, “me home”, “See you 
later. 
0351. In an exemplary embodiment of the invention, the 
phrase icons may be arranged as a special category (e.g., a 
“Smarties' category or a “mybox” category) having its own 
category symbol and the “smarties' icons may be treated in a 
manner similar to the set icons. 
0352. In an exemplary embodiment of the invention, the 
series of icons are entered into the “smarties' category by 
direct input and/or by copying of composed or received mes 
sages or parts thereof. 
0353. In an exemplary embodiment of the invention, a 
phrase icon can relate solely to non-symbols, for example, be 
a series of formatting instructions. 
0354. In an exemplary embodiment of the invention, the 
icon phrases category doubles as a storage location for user 
generated messages, user entered icon strings, user entered 
formatted/combined icons and/or user entered text. Option 
ally, the icon phrases category is arranged as a cache with 
most recently used items stored first. Alternatively or addi 
tionally, the arrangement is alphabetical, by length and/or by 
the names of the second icon. In an exemplary embodiment of 
the invention, a user generates Some typical text segments, for 
example names of significant others and/or friends. Option 
ally, a user associates an icon with each of one or more of the 
text icons. Optionally, the user designs such icons and/or 
downloads them, for example, from a server or a computer. 
Optionally, these icons are not sent as such to a target user, but 
rather only used for local user interface. Alternatively or 
additionally, the segment is selected using a list. Alternatively 
or additionally, the segment is selected using a numerical 
and/or text sequence, for example, o' for 'joseph'. Option 
ally, one or more graphics of icons are transmitted by SMS, 
for example, as single messages or as chains of messages. 
Optionally, an icon is sent as fewer than 200 bytes. 
0355. In an exemplary embodiment of the invention, one 
or more set icons may be entered by a user using other meth 
ods than selection from a graphical menu. In one example, 
each icon is associated with one or more names and text typed 
by the user is replaced by the icon as soon as it is identified. 
Optionally, an initial identification is made (e.g. “teacher' 
when a user types a “t') and then changed as the user types 
more text (e.g., changes to “Thursday' when a user type san 
“h”) or activates a scrolling mechanism. Alternatively or 
additionally, a number sequence (optionally the same as the 
category menu) is associated with each icon. Optionally, the 
guessing of an icon by the input mechanism is dependent on 
the previously entered icon and/or text. For example, a plu 
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rality of commonly used phrases may be stored and as a user 
enters icons oran indication for an icon, the input mechanism 
guesses (initially) that the user is completing one of the com 
mon phrases. Optionally, a cache is used to store and/or 
update most used icons. Optionally, in order to be provided as 
a shortcut, a minimum usage frequency (optionally user set 
table) is required. Such frequency may be detected by the 
client and/or server by analyzing sent messages. 
0356. In an exemplary embodiment of the invention, an 
SMS translator is provided which automatically translates 
SMS messages into icon messages. For example, a dictionary 
may be provided which matches one or more words or 
phrases into icons or series of icons. In some cases, some 
words will remain unaltered and provided in the icon message 
as a series of text symbols. Optionally, text is converted into 
icons as it is types. Optionally, non-language text sections are 
automatically recognized as indicating icons based on the 
sequence of keys indicated by the letters or based on entered 
numbers or keystrokes. Alternatively or additionally, one or 
more short cuts (e.g., 2 or 3 letters) may be associated with 
each icon. Alternatively or additionally, the names of the 
icons are replaced by the icons as typed. 
0357. In an exemplary embodiment of the invention, a 
general auto-completion mechanism is provide for icons, for 
example, in some ways similar to those known in SMS mes 
sages (e.g., T9), with the text being replaced by an icon name, 
as soon as it is identified and/or a next icon is being inputted. 
Optionally, an icon is changed as further text is inputted. It is 
noted that an icon may have multiple names, one or more of 
which may be accessed using Such a mechanism. 
0358. In an exemplary embodiment of the invention, icons 
are presented to a user in an order consistent with commonly 
entered messages. For example, ifa top-level display shows 9 
icons (other numbers, such as 12, 7, 5, 4, greater or Smaller 
may be provided depending, for example, on display size and 
resolution), these 9 icons are selected to be the 9 most com 
mon starting icons. Optionally, this mode is accessed by a 
menu selection (or key, e.g., “0”). Alternatively or addition 
ally, this mode is selected by selecting a Suitable icon in a 
'standard' icon display, optionally after starting to enter a 
message, optionally even while editing a message (e.g., for 
inserting a phrase between two icons). Optionally, the 9 com 
mon icon display includes at least one icon which selects to 
switch to a “standard” and/or other display (and thus possibly 
fewer than 9 common icons are shown). In an exemplary 
embodiment of the invention, the top-level icons represent 
categories of messages, within which common starting icons 
are shown (e.g., in a display once the category icon is 
selected). Optionally, the display is a mixture of category 
icons and common starting icons. In an exemplary embodi 
ment of the invention, at least at Some levels, message options 
are provided as lists of messages (e.g., several icons in a row) 
or message parts (e.g., common phrases). 
0359. In an exemplary embodiment of the invention, the 
display includes 7 category icons, one icon for text entry and 
one icon for composing according to language (rather than 
message) categories. In an exemplary embodiment of the 
invention, the categories include meetings, greeting and ques 
tions. Additional exemplary details are provided below. 
0360 FIG. 18 is a flowchart of a method 1800 of message 
entry using a common-message hierarchy, inaccordance with 
an exemplary embodiment of the invention. 
0361. At 1802 a user is shown a display with icons for 
various categories and the user selects one. Once an icon is 
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selected the display is replaced (1804) by the 9 icons which 
most often follow that icon. Optionally, one of the icons or a 
menu selection allows other icons to be selected (1814), text 
to be entered (1810) and/or the message terminated (1812). 
0362 Selecting a second icon (1806) allows a third icon to 
be selected from a display (1808) and so on. Optionally, the 
icons are presented according to their frequency of use in 
messages. When a message commonly ends (or as one of the 
'standard options'), an option of choosing no icon (e.g., a 
blank space or an “end symbol' or a period) is optionally 
provided. Alternatively or additionally, messages may be pre 
defined to have a fixed length and fixed number of levels in a 
hierarchy. Alternatively or additionally, a user can pre-specify 
the length. This length may affect the icons shown in the 
hierarchy. After stopping, a user is optionally presented with 
the options of one or more of sending the message, editing the 
message and/or adding more icons at its end. Optionally, 
editing includes selecting an appropriate animation for the 
message. 
0363. In an exemplary embodiment of the invention, the 
above method may be started in the middle of a message. For 
example, a user enters an icon and then requests the common 
following icons. Optionally, the client has stored thereon 
probabilities and sequences of icons. Alternatively or addi 
tionally, the hierarchy is generated on the fly from a stored list 
of common messages. Alternatively or additionally, the hier 
archy or part of it is downloaded from a server. Optionally, the 
beginning of the hierarchy is locally stored and the rest is 
downloaded as need, for example, in the time it takes the user 
to select an icon. Optionally, the list is downloaded using an 
IP connection. Alternatively, it may be sent by SMS or down 
loaded by wap or i-mode browsing. Optionally, a user can 
select to see commonly preceding icons, instead of or in 
addition to commonly following icons. Optionally, a user can 
ask to see icons that commonly go between two icons. 
0364. In an exemplary embodiment of the invention, a 
similar hierarchical scheme is used to select animation for a 
message. For example, once a message (or series of icons) is 
entered and/or selected, a user can browse animations, Sounds 
and/or other media commonly used for those icons (or gen 
erally used without respect of a particular icon or icon series) 
by other users. In the display, the selected series of icons is 
shown animated using the first animation step of the 9 com 
mon animation steps used for that series (or icon). In the next 
level, the next animation is shown. Thus, the display can 
include multiple copies of the same icon, each one behaving 
differently. Optionally, the animations are downloaded from a 
server. Optionally, a creator (e.g., first registered or noted 
user) of a commonly used animation (or even a message) is 
credited (e.g., money, respect or services) for his animation 
being used. 
0365. In an exemplary embodiment of the invention, a 
common exchange space is provided by the server to allow a 
user to take advantage of creations of other users or/and 
content providers, or/and automated content provided (e.g., 
content generated by statistically analyzing messages and/r 
usage patterns). 
0366. Optionally, at least some of the icon options shown 
comprise a plurality of icons, for example, two or three. 
Alternatively or additionally, at least one of the icons com 
prises an animated display Swapping two or more icons, to 
present a series of icons of the message. Alternatively or 
additionally, animated icons are shown as such, for example, 
being animated and/or an associated Sound played when a 
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selector is “over them. Such features may also be used in 
other icon display and/or selection methods. 
0367. In an exemplary embodiment of the invention, the 
hierarchy of "common icons and messages are generated by 
collecting statistics on commonly sent message of other 
users. Optionally, the common messages are selected across 
the entire population of users. 
0368. Alternatively or additionally, the messages are 
selected by voting. Alternatively or additionally, the mes 
sages are selected based on a Sub-population. In one example, 
if a user is serviced by a certain provider and/or lives in a 
certain country, the “common messages' for that user are 
decided by what other users serviced by that provider and/or 
living in that country are sending. Optionally, a more focused 
matching between the user and the usage of messages is 
provided, for example, based on demographics and/or 
belonging to groups and/or partners with which that user 
typically exchanges messages (or sends or receives from). 
0369. In an exemplary embodiment of the invention, the 
following categories are used: 
0370 (a) Sentiments: I love you, I miss you; 
0371 (b) Coordination/Scheduling questions: You house, 
you come now, please call; 
0372 (c) Coordination/Scheduling statements: me love 
go-come, me meet, me go eat now; and 
0373 (d) Greetings: Good day, good evening, Hi/bye, 
Wassup. 
0374. In an exemplary embodiment of the invention, 
popular categories are split up, for example, sentiments into: 
0375 (a) Love Me love you, Love you honey; 
0376 (b) Miss You—Missyou much; and 
0377 (c) Negative Me anger you. 
0378. Alternatively or additionally, Coordinating/Sched 
uling is split into: 
0379 (a) Movement Inquiries—you go-come sleep, you 
go-come house; and 
0380 (b) Requests/Feeling Inquiries please call, when 
eat, you want eat. 
0381. Optionally, categories are created or merged respon 
sive to the statistics of use. For example, if more greeting 
messages are sent, categories Such as Holidays and family 
events, may be created. Optionally, these statistics are ana 
lyzed manually, by collecting common messages and divid 
ing them into categories. Optionally, icons, such as "love' and 
“time' are used for at least a first automatic categorization. 
Optionally, automatic categorization is provided by selecting 
a set of messages (e.g., by length), removing pronouns and 
other common icons and search for the first or most common 
language category or icon in the remainder of the message. 
Other statistical methods may be used as well. 
0382. In an exemplary embodiment of the invention, mes 
sages are classified (e.g., a category or Sub-category) accord 
ing to whether the messages are typically uni-directional or 
typically part of a bi-directional conversation. A same mes 
sage may be in both Sub-categories. Optionally, the categories 
shown to a user and/or messages therein depend on a most 
recently received message or an on-going dialog (e.g., in a 
chat). For example, if the received message is a coordination 
message, the top-level shown to the user is all coordination 
messages. Optionally, the commonly shown messages 
depend on typical or most common answers to the previous 
message, for example, of the current user or of other users. 
0383) Optionally, the categories are provided to support a 
certain group activity, for example, football fans may have 
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one or more category of 'game-related messages' Such as 
“nice goal and “umpire bad. Optionally, when a user 
receives a message in a new category, his communication 
device adjusts the Suggested answers according to that cat 
egory. Details of the message statistics for the category may 
be downloaded on-demand from a server, or be provided in 
the mobile device, for example. Optionally, a category is 
automatically activated, for example, based on a location 
(e.g., detecting a mobile device is near a game field using 
location based services or GPS) or based on time (e.g., a 
known game time). Optionally, a user notifies the server 
which games/teams he is a fan of Alternatively or addition 
ally, a third party can track these preferences and send a 
category-setup message to the user's device. Optionally, Such 
a setup message also changes icons and/or other defaults 
(e.g., themes). 
0384. In an exemplary embodiment of the invention, the 
hierarchy is not updated without the user agreement. Alter 
natively or additionally, the hierarchy is changed periodically. 
Optionally, when the user enters the common icon display, at 
least for the first time after a change, and it has been changed, 
the fact that a change was made is noted and/or changes 
highlighted. Optionally, a feedback is provided to a user when 
he selects an icon that is not the same as in a previous version, 
for example, a graphical display or a sound. Optionally, a 
memory is provided which stores indications of changes 
between a current version and a previous version. Optionally, 
this memory is populated by the user's device, by the device 
comparing a newly downloaded and/or generated hierarchy 
with a previous one and noting changes. Alternatively, a 
server may provide the hierarchy with indications of changes. 
0385. In an exemplary embodiment of the invention, 
changes are made in manner which reduces user habit disrup 
tion, for example, without reordering icons on a display page 
when one of the icons is replaced by another icon. 
0386. In an exemplary embodiment of the invention, 
instead of entry using selection or typing of numbers, an icon 
is entered using voice input. Optionally, the names of the 
icons are selected to be phonetically distinct, to simplify 
Voice recognition. From a Voice recognition system point of 
view, certain Sounds are very similar, e.g. ad and had pose 
difficulties for Voice recognition, and also crate and great. 
In an exemplary embodiment of the invention, this is avoided 
by selecting names (per language) that will not have names 
similar to them in the language. For example, here and 
hear are hard to distinguish. They can be named, instead, 
here and listen. In an exemplary embodiment of the inven 

tion, many (or most) icons each have a plurality of words that 
map to it, allowing a user to speak in a more natural manner. 
For example, each icon may have between 2 and 10 words, 
with, for example, an average of 2-5 or 3-5 words per icon, for 
at least 50% of the icons. Optionally, a user can customize the 
recognition of his voice, by training the telephone to recog 
nize icon names. Optionally, a user trains his telephone using 
a web utility and then downloads the tags to the telephone. 
Optionally, the telephone is used as an interface also in web 
training, with the analysis and/or user interface being done on 
a web site and/or using a personal computer. Alternatively or 
additionally, each icon is provided with one or more preset 
Voice tags, to provide recognition. Optionally, a user can 
change one or more of these tags, or add new ones. Option 
ally, learning methods (e.g., detecting manual correction of 
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icons after Voice input) are used to automatically correct the 
Voice tags and/or parameters of a Voice recognition method 
used. 
0387. In an exemplary embodiment of the invention, icon 
entry is by handwriting and letters or other marks (e.g., sym 
bols representing icons) are translated into icons on the fly or 
by first being translated into text and then translated into 
1COS. 

0388. In an exemplary embodiment of the invention, the 
icons, categories, texts, images and/or shortcuts are stored on 
a server and accessed by the client as needed. 
0389. In an exemplary embodiment of the invention, data 
entry is designed to minimize key strokes and/or scrolling 
actions. In an exemplary embodiment of the invention, at least 
90% of the available icons can be selected using four strokes 
or less. Optionally, at least 90% of the times an icon is 
selected, it is selected using four strokes or less. Optionally, 
the percentages are at least 50%, at least 75% or greater or 
intermediate numbers. Optionally, a larger number of strokes 
is allowed, for example, five, or fewer, for example three. 
Optionally, double-clicking and/or scrolling are counted as a 
single stroke. 
0390. In an exemplary embodiment of the invention, when 
a user sets out to create an iconic message, that user, starts out 
by selecting concepts that have representations in the iconic 
set. Optionally, if a concept is missing oran ambiguity arises, 
the user can insert a text segment. Optionally, the user 
becomes proficient enough in the iconic set that he can think 
in a manner limited by the constraints of the set. 

Exemplary Mobile Architecture Including an Exemplary 
User Interface 

0391 FIG. 4 illustrates a generalized block diagram of 
exemplary functional architecture of computer application 
product for incorporation in a mobile device, in accordance 
with certain embodiments of the invention. 
0392 A computer application for communication with the 
help of iconic messages (IM) (401) is optionally incorporated 
in a mobile device (400). The application may be provided in 
various ways, for example, pre-loaded in the mobile device or 
loaded into the mobile device in a way conventionally used 
for downloading a mobile application, such as over the air 
(e.g., for mobile games, dictionaries, etc.) and activated in a 
conventional manner (e.g. by selection from application 
menu and/or options menu, using a shortcut and/or a quick 
key of the mobile device). In certain embodiments of the 
invention the application is activated, for example, after a user 
selects "compose (write) message' or “read message' 
options in a manner conventional for the mobile device. In 
Some embodiments of the invention the application is auto 
matically activated, for example, when a user indicates his 
intention (e.g., entering code words representing icons into an 
SMS message, starting an SMS message with “Z” (or other 
selected symbol or symbol sequences), or following an event 
triggering to do so. Such as an alerting SMS or an incoming 
icon message. Some automatic activation is illustrated in FIG. 
12. 

0393 A Network Interface (407) is optionally function 
ally associated with a Network 
0394 Interface Block (408) of the mobile device and is 
capable of communicating via this Block (408) with a Service 
Center (411) communicating with at least one communicat 
ing device (412). The communicating device (412) may be 
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any device capable of receiving or originating messages to a 
mobile device (e.g. PC, PDA, cellular phone, pager, etc.). 
0395. The user may operate the application via a User 
Interface (402) which is functionally associated with display 
and input interface of the mobile device and is connected to a 
Processor (403). 
0396. In an exemplary embodiment of the invention, the 
user interface of the mobile telephone does not support non 
alphabetic languages. Optionally, the telephone does not Sup 
port non-Latin languages. Optionally, the telephone does not 
Support font images of ideographic or pictographic lan 
guages, such as Chinese, Japanese and Korean. 
0397. In an exemplary embodiment of the invention, the 
processor facilitates selecting and retrieving graphical 
images (e.g. categories and Sub-categories symbols, set icons 
and/or textual elements or/and fonts) from a repository (de 
scribed below) via the user interface and representing the 
resulting iconic message at specified coordinates of the dis 
play (hereinafter “message area'). The user interface enables 
this selection with the help of associated input keys and/or 
with the help of navigation keys (commands) and controlling 
commands. All the entries necessary for operating the appli 
cation are optionally activated via any conventional interface 
(e.g. push-button interface, touch screen interface, pen-inter 
face, graphical user interface, etc.). 
0398. Optionally, the user interface in conjunction with 
the mobile device provides interactive screens representing 
organized information which may include, for example, 
graphical images retrieved from an icon repository, message 
area, iconic message, notification and menu symbols (e.g. 
new message alert, phone book, etc.), navigating, operating 
and/or editing commands typical for the mobile device (e.g. 
select, add, back, clear, option, send, open, help, exit, etc.), 
etc. The user interface optionally facilitates activation of 
these commands via the input interface of the mobile device, 
for example, for composing, editing, transmitting, receiving 
or reading iconic message. The user's experience of operating 
the user interface may be similar to the convenient experience 
of operating the mobile device. The user interface may also 
contains elements indicating a new or/and un-read message 
or/and the details of the sender or target recipient. Such indi 
cation is optionally dynamically updated in response to 
important events, e.g., changing from showing the sender 
name of a previously received message to a highlighted name 
of the sender of a just-arrived message. 

Exemplary Top-Level Display 

0399. In an exemplary embodiment of the invention, a top 
level display shows a plurality of icons, one for each of 
common tasks, for example, one (typically several) or more 
of: 
04.00 (a) write—enters a compose message screen, for 
example as described above; 
04.01 (b) read enters an inbox screen which optionally 
allows to edit a received message; 
0402 (c) invite-a-friend—generates a message (e.g., Sms, 
icon language, e-mail m or other) to a friend to join. The 
friend may be, for example, a cellular-telephone user or a 
computer user; 
0403 (d) contacts—enters a contacts list screen; 
0404 (e) tours—allows to select between one or more 
tours of the icon set system; 
04.05 (f) Others—opens a screen with other options, such 
as “sent” and “help'; and 
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0406 (g) common messages—for example as described 
above with respect to phrases. 
Icon and/or Data Repository 
0407 Optionally, the processor is coupled to an icons 
Repository (404) containing graphical images, which are 
optionally arranged in hierarchical, relational or other data 
base format. Alternatively, the arrangement is flat, with no 
specific hierarchy or a hierarchy with only two levels. The 
repository contains the category symbols directly or indi 
rectly (e.g., via the hierarchy) associated with the set icons. 
The graphical images may also comprise Sub-category sym 
bols Subordinated to the category symbols and associated 
with the set icons. 
0408. In certain embodiments of the invention, each set 
icon has a unique identification number (ID) assigned to the 
set icon and stored in repository 404. The processor is capable 
of processing and managing the data stored in the repository 
and related to the set icons (e.g. icon names, ID, user group— 
described below, etc.). Processor 403 is also capable of 
encoding the iconic message (including text segments when 
relevant) to facilitate transmitting in a format compatible with 
the standards of a message service (e.g., SMS) and decoding 
the received message to iconic message format. The process 
ofencoding/decoding iconic messages is further illustrated in 
FIG. 11, below. 
04.09. In accordance with some embodiments of the inven 
tion the icon repository may be updated. Optionally, Such 
updating can be performed without updating some or all the 
program which accesses the repository. In an exemplary 
embodiment of the invention, the icon repository may be 
locate in an memory area that is preserved upon Software 
updates. 
0410 The repository may be updated in part or in full, for 
example, according to individual icons or categories. Option 
ally, such updating is by a message from a server indicating 
new data and a location for the data in the repository. Option 
ally, update is requested by the client. Optionally, the server 
notifies the client (for example by sending a bit flag) if and/or 
when an update is available. Optionally, each update has an 
associated updating code. Optionally, the server and/or client 
keep track of the applied updates. Optionally, a separate 
repository area is provided for icons and/or other data over 
loaded by the user, for example, user-customized icons. 
Optionally, a user is notified when Such an icon clashes with 
an updated icon/data. 
0411 Optionally, the icon repository or additional one or 
more repositories store other items, such as icons indicating 
control activities (e.g., save, store) and/or textual elements 
Such as pre-maid textual graphical representation of the icons 
names or the fonts that they are composed of. Alternatively or 
additionally, a repository is used for storing help text and/or 
usage instructions. 
0412 Optionally, the client stores multiple variations of 
one or more icons and/or text settings, for example, for use 
depending on display size, identification of the actual tele 
phone used by a user and/or user preferences. Optionally, 
such variants are stored on the server and downloaded to the 
client as needed or as part of an update package and/or initial 
installation, in response to a query that indicates the telephone 
capabilities. Optionally, when downloading the client soft 
ware, a bootstrap activity is carried out, where the initial 
downloaded code is executed and reports of telephone capa 
bilities and/or user preferences are made to the server, so the 
server can select and/or compile a personalized client pack 
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age of Software and icons. Optionally, the Software is the 
same for all telephones, but this need not be the case, for 
example, higher quality Sound and/or graphics code may be 
provided where supported by the telephone. 
0413 Alternatively or additionally, multiple-language 
elements are stored, for example, icon names or meanings in 
Various languages. 
0414 Optionally, the icon repository is arranged in a man 
ner which enhances performance when displaying icons and/ 
or enhances memory utilization. 
0415. In an exemplary embodiment of the invention, at 
least some of the data in the icon repository is arranged to 
match the various categories screens as presented to the user. 
In an exemplary embodiment of the invention, screen pages 
are provided. Such that each screen page includes graphical 
data arranged in a manner that matches an expected display. 
This may enhance data retrieval and/or display performance. 
Optionally, similar arrangements are used for the text labels, 
for example, for Chinese labels. Optionally, for Chinese lan 
guage or other large (or relatively square) format labels, the 
icon image is alternated with the label. 
0416) In an exemplary embodiment of the invention, per 
formance is enhanced by storing only the Smallest square (or 
other shape) that bounds an icon with a defined size and then 
positioning the icon on the display according to its defined 
S17C. 

0417. In an exemplary embodiment of the invention, per 
formance is enhanced by storing the icon names as images 
(e.g., bitmaps). In systems where font rendering is fast and 
memory is at a premium, the storage may be in the form of 
text strings. Optionally, a dedicated font, for example, a 5 
pixel font is provided for the names. 
0418. In an exemplary embodiment of the invention, stor 
age requirements are reduced by arranging the icons in sheets 
according to their color structure. In an exemplary embodi 
ment of the invention, the total number of colors allowed for 
the icons is minimized, for example, being fewer than 100, 
fewer than 20, fewer than 10. Alternatively or additionally, 
space Savings are realized by grouping icons in groups 
according to the color set used for each icon. For example, 
Some icons may be based on red, green and blue. Other icons 
may be based on gray, red, yellow and purple. In an exemplary 
embodiment of the invention, each icon group has its own 
color map and a very small number of bits may be used to 
index into the color map. Optionally, when a new icon is 
designed, the designer selects from available color sets. 
Optionally, for telephones with limited memory, similar col 
ors are combined into same colors. In an exemplary embodi 
ment of the invention, fewer than 40 color sets, fewer than 20 
sets, fewer than 10 sets or intermediate number of sets are 
used. Optionally, at least 50% of the icons have fewer than 10 
colors. 

0419. The arrangement of the icon repository and the 
screen rendering methods is optionally selected to match the 
limitations and capabilities of the specific handset, for 
example, its screen size, implementation language (e.g., 
J2ME, BREW) supported graphics routines, run-time 
memory, Extra/shared storage memory, maximum program 
download memory and/or number of colors. In some cases, 
there are other considerations, for example, language. In Chi 
nese, for example, as the word representing the icon name is 
an entity by itself it may be more efficient to store the names 
as graphical elements attached to or separate from the icons 
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images themselves. This information may be provided to the 
server when downloading and/or updating the client applica 
tion. 

Icon Names 

0420. In accordance with certain embodiments of the 
invention, the category symbols, Sub-category symbols and/ 
or set icons optionally have associated names explaining the 
icon (or other symbol) to the user. 
0421. The processor may facilitate displaying the names 
via the user interface in different ways, e.g. continuously 
while composing and/or while reading the message, for a 
short period of time after selecting symbol or icon, on-de 
mand (optionally toggled) after the user presses a pre-defined 
key and/or for various durations and/or in response to various 
triggers. The names may be presented for a single "current 
icon' or for all the icons displayed. Optionally, the name is 
presented serially for the icons in order. 
0422 Optionally, the names text is stored separately from 
the icons. Different languages are optionally provided for 
different devices and/or users. Optionally, the same language, 
but different indications may be provided based on a user 
group affiliation and/or user preferences. 
0423 Optionally, the location of the names presented in 
relation to the icon is configured to match the capabilities of 
the specific handset or/and the used language. For example, if 
there is enough space between icons, their names may be 
presented below the icons. If sufficient space is not available, 
the names can be composed to partially or fully cover the icon 
space itself. This overlap feature may be necessary for lan 
guages that needs relatively large pixels-count to represent 
the icon name. Such as Chinese that typically needs afont-size 
of 11 pixels or larger, unlike English fonts that may be imple 
mented using a font-size of 5 pixels. Optionally, instead of 
overlapping, the icons are shrunk when the text is shown, 
optionally momentarily or for a duration of a key-press. 
0424. In certain embodiments of the invention, some of the 
set icons may have multiple names (e.g. “big”, “a lot. 
“much for the same icon). Optionally, the names are selected 
for display randomly or in accordance with a predefined 
queue. In an exemplary embodiment of the invention, the 
display may be selected to be context dependent, e.g. if “Hi’ 
and “Bye' are the multiple names for the same icon, the 
processor may display 'Hi' for the icon at the beginning of 
the iconic message, “Bye' for the icon at the end and “HiBye’ 
for the icon in the middle of the iconic message. Optionally, 
pattern recognition rules are used to determine if an icon is 
probably with one meaning or with another. 
0425 Optionally, at least 5, at least 10, at least 20 at least 
30 or more or intermediate numbers of icons have multiple 
names, for example, 2, 3, 4 or more names each. Optionally, 
multiple languages are provided on a same device. Option 
ally, the provision of one language or another, optionally 
mixed in a message, is a means to help a user learn a language. 
Optionally, the processor ensures that each name is shown a 
minimum number of times. 

0426 In an exemplary embodiment of the invention, the 
display of names is used to familiarize the user with the 
various meanings an icon can have. Optionally, the processor 
tracks the display of names to ensure that each name is dis 
played often enough and/or for long enough, so that a user can 
learn its variable meanings. Optionally, the display times for 
different names is equal. Alternatively, the display time is in 
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inverse relationship to the newness of the meaning or typical 
usage (e.g., as provided manually, e.g., via a server). 
0427. In an exemplary embodiment of the invention, users 
can definefassociate new meanings to icons, for example, 
within a group (as described below). Alternatively or addi 
tionally, users can provide Suggestions to a central server 
and/or vote on new meanings for exiting icons and/or vote on 
desired changes to icons. Alternatively or additionally, to user 
Submission, a system administrator may contact a focus 
group or groups, use polls and/or analyze messages to iden 
tify usage patterns and/or new meanings for words. Such 
newer meanings may be presented more often, as noted 
above. 

0428. In an exemplary embodiment of the invention, vot 
ing is via an iconic message which may be captured and/or 
analyzed by a server. Optionally, messages and/or group 
membership indicate to the server to whom to transmit the 
Voting result/requests. In an exemplary embodiment of the 
invention, Voting is by a server sending a message including 
new potential icons and/or names to a user and a user respond 
ing with a message in which only desired icons and/or names 
are maintained. 

0429. In certain embodiments of the invention the names 
of set icons may be tailored for specific user groups (e.g. 
natural language of icons' names) or self-customized by the 
group. The user group may also have a dedicated set of set 
icons available to the group members only. These dedicated 
set icons may be contained in generally available categories 
as well as in special categories dedicated to the user group. 
Different user groups may have different sets of dedicated 
1COS. 

0430. In certain embodiments of the invention the names 
may be defined in a phonetically distinct way to facilitate 
recognition of icon's name by a Voice recognition system. 
Such distinctive names of icons may be used for voice-based 
input and/or voice-based composition of iconic messages. 

Exemplary Selection of Icon Images 

0431. In an exemplary embodiment of the invention, 
images for icons are drawn, for example, using icon genera 
tion tools as known in the art. Optionally, the icons are 
selected to have a minimal number of colors and/or to be in 
groups each of which has a small number of same colors. 
0432. In an exemplary embodiment of the invention, some 
icons are made meaningful and/or more meaningful through 
the use of colors, for example, stop and go can be green and 
red lights and/or walking and standing pedestrians. Option 
ally, at least 10 icons have the property of enhanced meaning 
due to color. Alternatively or additionally, optionally at least 
5 icons receive their meaning from color. In an exemplary 
embodiment of the invention, a hint may be used to modify 
the colors used. Optionally, the colors are defined using a 
color palette, so that the hint may be applied by changing the 
palette of the icons. 
0433. In an exemplary embodiment of the invention, at 
least Some of the icons are not intended (as a main objective) 
to be intuitive. Rather, what is more important is that once 
learned a user can easily forman association between the icon 
and its meaning(s). 
0434 In an exemplary embodiment of the invention, non 
intuitive and/or concrete icons are provided, for example, 
“soon” and “want’. In an exemplary embodiment of the 
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invention, at least 10, at least 30 or intermediate numbers of 
icons represent concepts that are not objects and/or physical 
manifestations. 
0435. In an exemplary embodiment of the invention, a 
consideration in selecting icons is that they be differentiated 
form other icons and/or be amusing. Optionally, this reduces 
the number of icons provided by motifs. Motifs are optionally 
provided for related icons. Such as time measurement icons 
and people indicating icons. 
0436. In an exemplary embodiment of the invention, at 
least 10 icons are generated from images. 
0437. In an exemplary embodiment of the invention, at 
least 10 icons are generated from sign language of the hearing 
impaired. Optionally, animation for at least 10 icons is based 
on Such sign languages. 
0438. In an exemplary embodiment of the invention, at 
least 50% of the icons are arranged in a relatively small 
number of motifs (e.g., 3, 5, 10 or intermediate or greater 
numbers), such as “people”, “clock” and “heart', where by 
modification of a base icon, various meaning can be conveyed 
(e.g., “me”, “you”, “they’, are all modifications of a person 
icon). In one example, icons conveying specific time quanti 
ties are framed by an alarm clock. In another example, icons 
depicting days of the week have the same design and vary by 
color and short name of the day of the week. Optionally, at 
least 50% of the icons in the set do not follow specific motifs. 

Picture and Graphics Based Icons 
0439. In an exemplary embodiment of the invention, the 
icons used to represent symbols are pictures (e.g., acquired 
and optionally processed). In general, icons may be generated 
in various ways, including scanning, editing, using cameras 
and/or as combinations of types. 
0440. In an exemplary embodiment of the invention, a user 
can personalize his experience using picture images to 
replace graphical images. In some embodiments, at least one 
icon is replaced by a picture animation sequence and/or by a 
graphical animation sequence. 
0441. In an exemplary embodiment of the invention, pic 
ture based icons have a size of about 48x48 pixels or 60x60 
pixels. Multiple images may be provided, for example, for 
different resolutions and/or color control. Some of the images 
may be of a different type (e.g., graphic as compared to 
photograph). 
0442. In an exemplary embodiment of the invention, sets 
of picture based icons are provided as dictionaries, which 
may be shared, for example, as described herein. In an exem 
plary embodiment of the invention, a set of icons may be 
purchased or rented, for example, a set based on a theme. In 
one example, emotions are provided by a comedian making 
faces. In another example, celebrities or animated characters 
(e.g., Walt Disney characters), optionally in special poses are 
used to represent ideas. Picture specific animations may be 
described, including, for example, movement of icons rela 
tive to another as part of an animation. 
0443) In an exemplary embodiment of the invention, a user 
can purchase a prepaid Sum of units allowing him a certain 
number of uses of special icons or icon sets. Alternatively or 
additionally, the usage is billed to the user's bill or used as a 
promotion. 
0444. In an exemplary embodiment of the invention, the 
server serves as a rights management system in that it pre 
vents the transmission of abilities if money is not paid or if the 
distribution is otherwise restricted. In an exemplary embodi 
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ment of the invention, the server includes a list of users and 
associated rights and/or accounts. The accounts are option 
ally updated according to messages sent and/or received, 
elapsed time and/or number of special effects used. Option 
ally, a user can increase his account by publishing content 
used by others. Optionally, the server sends a request to a user 
to pay an amount or give other billing instructions (or forfeit) 
if the user tries to use a feature that costs money and billing is 
not arranged in advance. 
0445. In an exemplary embodiment of the invention, a user 
can manage a personalized set of icons as follows. On a 
WWW page a user can view some or all of the icons, as 
images, symbol numbers, text labels and/or an indication of a 
version. Optionally, the version information includes general 
version information, for example, a system wide version 
number and/or personal version numbers. Optionally, at least 
Some icon images are set up to be automatically updated when 
the system version gets updated. In some embodiments, a user 
may freeze the image definitions to resist Such an update. As 
noted above, in some embodiments, a user generates a per 
Sonalized dictionary which overloads a standard dictionary, 
so the actual personalized dictionary can be relatively small 
and may not include all the icons. 
0446. In an exemplary embodiment of the invention, the 
web site includes a tool for trimming, coloradjusting and/or 
resolution adjusting of images from the client. Optionally, the 
editing is carried out on a user telephone or PDA. 
0447. In an exemplary embodiment of the invention, once 
the manipulation of the personalized dictionary is complete, a 
user may ask a server for the dictionary to be converted into a 
format Suitable for his telephone, optionally replacing an 
existing dictionary and/or being provided as a new integrated 
client including the new dictionary. Optionally, a user can 
instruct the server to mark the dictionary as private or public. 
0448. In an exemplary embodiment of the invention, a user 
may define an icon that represents himself and share this icon 
with his friends. Optionally, when a friend sends him a mes 
sage saying "you' this is replaced by the personal icon. 
Optionally, the icon is not actually sent, but is replaced using 
a “hint. Optionally the hint is added by a server which has 
registered thereon the existence of a personalized image at a 
receiver. Optionally, a user group defines image numbers for 
group members, so that a message can include an image of 
any group member by providing his code number. For 
example, 100 or 200 images may be allowed in a group. 
Optionally, the images of a whole group (or more than one 
group) are stored locally, at the user telephone. 

Composite Icons Images 

0449 In an exemplary embodiment of the invention, an 
icon image, Sound, animation and/or other behavior can be 
edited by a user and/or a new image (or other properties) 
generated for a new icon. Optionally, well known editing 
techniques may be used, for example (for images), bit map 
graphics, vector graphics and/or editing an image as being 
formed of separate layers. 
0450. In an exemplary embodiment of the invention, an 
icon image can be a composition generated from multiple 
(e.g., 2, 3, 4, 5, 6, 10 or intermediate or greater numbers of) 
iconsorimage portions, which may or may not be provided as 
separate layers (some components may each have several 
layers and/or be composites themselves). In an exemplary 
embodiment of the invention, Such components (or layers) 
may be blended, combined (e.g., side by side or using other 
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combination templates) or merged. Optionally, merging 
includes combining components using definitions associated 
with the components, for example, two images are merged by 
the images being moved together until their outer pixels 
touch. Optionally, part of a component may be defined as 
transparent (or semi-transparent for purposes of blending. 
Similarly, different components may have different pre 
defined Z-values (e.g., depth positions or relative layer num 
bers), or Such values assigned during editing. In one example, 
hair is made to look darker by placing it in front of a dark face 
with a certain blending factor and optionally also putting hair 
behind the face, with a blending factor (a same component 
type optionally may be used more than once in a composite 
icon). Alternatively or additionally, hair is duplicated at an 
offset. 
0451. In some embodiments of the invention, the com 
posed icon image is saved as a new image. In other embodi 
ments of the invention, the composed image is saved as a set 
of components (or indications thereof) and instructions on 
how to combine them. 
0452. In an exemplary embodiment of the invention, the 
icon is an icon of a face, optionally meant to represent a real 
person. In an exemplary embodiment of the invention, the 
components are designed using methods known in the art of 
police portrait artists, optionally reducing the options to 9, 16 
or other Small number, including, for example: hair, face 
wear (e.g., beard, mustache), eyes, eyebrows, nose, mouth, 
hair wear (e.g., hats, beads), face shape and eye wear (e.g., 
glasses). Optionally, the number of categories of components 
is maintained at 9, 16 or other Small number corresponding to 
simultaneous display of the icons and/or a user interface. An 
alternative exemplary set of categories (some optionally with 
sub-categories) is “Woman face shape'. “Man face shape'. 
“Face color”, “Hair”, “Hair color”, “Eyes”, “Eyes color, 
“Nose Ears and Lips”, “Beard and Moustache”. Optionally, 
color is provided using the components mechanism or by 
separately selecting a color. Optionally, a component comes 
with a default color(s) thereof. 
0453. In an exemplary embodiment of the invention, the 
components define relative placement thereof, for example, 
placement of eye-glasses relative to eye location and relative 
to face shape. Optionally, each component has defined loca 
tions relative to a base component, in this case, optionally the 
face shape. Optionally, components automatically resize to 
match the base shape. Optionally, at least Some components 
each have predefined animation and/or have an animation to 
apply to a composite face icon (e.g., to other components). 
0454 FIGS. 16A-16I show exemplary components for 
face-icon generation, each arranged in a 3x3 matrix in accor 
dance with an exemplary embodiment of the invention. 
0455. In an exemplary embodiment of the invention, com 
posed face icons are used instead of images of people. In a 
first exemplary use, these icons are used to indicate contacts, 
for example in contact lists or in incoming messages. Option 
ally, the face icons are used to replace pronouns (e.g., you, 
me) in messages. Alternatively or additionally, the replace 
ment is based on names, for example, names in a contact list. 
Alternatively or additionally, a user can generate a dictionary 
mapping names to face icons, for example, using a "new 
icon' mechanism. Optionally, the correct image to use is 
determined based on the sender and/or recipient IDs. Option 
ally, different face images (e.g., fun, business) of a user are 
shown to different recipients, for example, based on pre 
definitions by the user. Optionally, when a message is for 
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warded or used in a chat, the face identification is frozen and 
does not change. Optionally, faces are used instead of emoti 
cons, for example, instead of showing a generic happy icon, a 
Smiling face-icon of the user is used. Such icons may be 
generated automatically or manually. Optionally, a name is 
also sent with the face icon, for use in Systems that do not 
Support a composite icon. Alternatively or additionally, in 
Such systems the face icon is rendered as an image which may 
be sent or available for download from a server (e.g., as a 
WAP link). Optionally, one of the components of the com 
posite icon is the ID (or telephone number) of the sender 
(and/or receiver). This ID may be used to determine which 
face icon to show (e.g., if the face compositions are stored on 
a server) or otherwise interpret a received icon instruction or 
determine which icon or composite icon to send. 
0456. In an exemplary embodiment of the invention, com 
posed icons are used to overload a standard icon. Alterna 
tively or additionally, a user may define different combination 
behavior and/or component behavior than provided in a stan 
dard icon combination, for example, changing the relative 
opacity of combined icons. 
0457. Optionally, a user can select an existing or a new 
name (or more than one name) for a newly added icon. 
0458 In an exemplary embodiment of the invention, one 
or more icon components sets are provided on a client device 
and take up less than 100 KB, optionally less than 10 KB, 
optionally less than 5 KB, or intermediate values. 
0459 Optionally, the server stores copies of user face icon 
definitions so that the server can replace faces in messages 
that go though the server. Optionally, the server updates a user 
definition used for user web presence, for example, IM or 
e-mail signature files. For example, the e-mail signature may 
include a link to a location supported by the server in which 
the combination icon or an image thereof is accessible. 
0460. In an exemplary embodiment of the invention, face 
icons are generated semi-automatically or automatically by 
finding a best correlation between face components and an 
image provided by a user. Optionally, as a component is 
matched, the image is updated to show the standard compo 
nent rather than the image portion. Optionally, a game is 
provided in which users vie to best and/or fastest match a 
provided face image using pre-determined components. 
0461. In an exemplary embodiment of the invention, com 
ponents can be manually edited, Scanned in, cut out of 
acquired images, downloaded and/or otherwise modified or 
provided by a user. 
0462 Optionally, icon sets other than face icons can be 
generated, for example, clothing icons (e.g., body shapes and 
exemplary wardrobes) and animals. Optionally, users can 
download families of base icons and optional components. 
Optionally, not all component types need to be provided for 
each combination icon. Optionally, multiple icons can be 
placed side by side (or animated), for example a complete 
figure can include a face icon, a torso icon and a legs icon. 
Optionally, when the icon is animated, the animations of the 
various components are coordinated (e.g., optionally defined 
to be coordinated when used together), for example, to allow 
sleeves to move with arms or a mustache with a mouth. 
0463 Optionally, combination icons are used for language 
purposes, for example, to reduce memory storage for related 
icons, such as time icons (e.g., the clock can be shared). In 
another example, glyphs such as used in Chinese can be 
entered as a combination icon, formed of Sub-strokes, each 
one of which is a combination. 
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Rich Media 

0464. The above description has focused on messages that 
are composed and displayed as a sequence of symbols which 
are displayed simultaneously on a receiving device and 
optionally scrolled if the screen of the receiving device is not 
large enough. In an exemplary embodiment of the invention, 
the display of an icon-based message is enhanced by one or 
both of additional media and dynamic presentation. 
0465. In an exemplary embodiment of the invention, 
media, including, for example, both icons and text may be 
enhanced by formatting instructions, such as size changing, 
rotation and color changes. 
0466. In an exemplary embodiment of the invention, col 
ors are changed on a relative basis (e.g., relative to other 
icons). Optionally, one or more possible color maps are stored 
at the sender, server and/or receiver and/or are optionally 
transmitted. Optionally, a color change instruction affects a 
color map and/or is based on user preferences. Optionally, a 
user can modify the color map, so that the effect is different 
from the intended effect by the sender and/or to match other 
user preferences, for example, background color. 

Slide Show 

0467. In a first example of dynamic presentation, the mes 
sage is shown as a slide show, with each icon, symbol and/or 
sequence of text symbols being presented as a single icon that 
is enlarged, optionally, to fill the screen. Optionally, this mode 
may be used to show a message to a user not holding the 
mobile telephone. 
0468. Optionally, in order to distinguish between repeated 
cycles, a separator Such as a big dot mark is implanted 
between consecutive cycles. Optionally, in order to separate 
repeated icons or/and all or some icons, blank periods (i.e. 
white screen or other type of separator) may be used. In an 
exemplary embodiment of the invention, the rate of icons 
change may be controlled, for example, based on sender 
settings, based on receiver settings and/or based on message 
settings. Optionally, a different delay may be associated with 
Some icons and/or pairs of icons. For example, two icons that 
act as a pair, may be shown with a shorter delay, shown 
alternating once or more or shown simultaneously. Option 
ally, a message composer can select specific delays (e.g., 
absolute or relative to other icons) from one or more inter 
icon delay. Text symbols may be enlarged as well, either 
presented letter-by-letter or by groups of letters such as com 
plete or partial words. Optionally, the enlargement is such that 
a whole segment (and two consecutive segments may be 
provided as well) fit on a screen. While all icons are generally 
of a same size, in some embodiments of the invention, at least 
Some of the icons have a non-standard size and settings may 
be provided to selectively enlarge the icons to the full screen 
or to maintain a fixed magnification factor. Optionally, for 
Some devices, icon details are added when the icon is mag 
nified. 
0469 Similarly, user settings may be provided for setting 
the Zoom factor of the icons, Zoom type (e.g., full screen) 
and/or number of icons to show simultaneously. 
0470 Scrolling, slide shows and/or other rich media fea 
tures are optionally available for whole messages and/or parts 
of messages. 
0471 Optionally, a user can select if a message he sends 
has a default setting of rich media/slide show or not. Simi 
larly, a receiver may have such a setting. Optionally, when a 
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message is received, if it includes rich media directives, a user 
is allowed to selected whether to block such settings or allow 
them. 
0472. In an exemplary embodiment of the invention, only 
part of the message is shown as a slide show, for example a 
section selected by a receiver or when a pre-set portion of the 
message is indicated with a cursor or by other means (such as 
being scrolled to). Optionally, a user can select part or all a 
message and select an “animate option, which applies an 
animation defined for the message or a default animation. 
0473. In an exemplary embodiment of the invention, these 
(e.g., slide show, enlarge, delay two seconds) and other non 
displayed directives can be selected from list, using icons, or 
using other input methods. Such as known in the art. Option 
ally, previously used display directives and/or their inverses 
(e.g., “stop X’, is stored if “X” was recently applied) are 
stored in cache. 
0474. Not all the icons need be enlarged. Optionally, a 
composer can select how much to enlarge each icon if at all. 
Optionally, intermediate enlargement is provided and the 
message is provided as a scrolling streamer, for example, with 
2, 3 or more icons on the screen at a time. Optionally, the 
scrolling is Smooth (e.g., with icon portions shown as the 
icons scroll). Optionally, the icons are animated as they are 
enlarged, for example, shaken, rotated and/or following a 
path around the screen. Such animation may also be provided 
after enlargement and/or if no enlargement is provided. 
Default animations may be associated with each icon. In an 
exemplary embodiment of the invention, the animation or 
other “rich' property may be associated with one or more of 
user, telephone, user group, language (e.g., a culture group) 
and/or system. 

Sound 

0475. In an exemplary embodiment of the invention, a 
Sound may be associated with an icon or series of icons. 
Optionally, an iconic message includes a directive to play a 
Sound, for example a series of notes, a Sound string or a Sound 
file located at the receiver, for example, standard Sounds. In an 
exemplary embodiment of the invention, Sound is synchro 
nized to one or more of message opening, icon positions, icon 
appearance, Snapshot (described below) or other events. 
Optionally, Sound can be repeated until the message is com 
pleted. Optionally, a Sound indication can include a start 
location and/or an end location and/or a repeat location in the 
file. One or more sound parameters, such as pitch, special 
effect, speed and instrument, are optionally provided. 
0476. In an exemplary embodiment of the invention, the 
client and/or a server include a function of converting and 
optionally exporting a series of Sounds associated with a 
message as a ring-tone or as a Voice message. 

Non-Icon Visual Enhancement 

0477 As noted above, an icon message may be enhanced 
using text symbols. Optionally, graphical items are provided, 
for example, graphical images stored on the sender or 
received device and/or drawings created on the sender device. 
Optionally, the enhancement is an image, for example, one 
captured by a sender's telephone-mounted camera. Alterna 
tively or additionally, the enhancement comprises a video 
clip, optionally captured by the user camera. In an exemplary 
embodiment of the invention, the image data is transmitted 
separate from the icon message and is downloaded by the 
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receiver. In an exemplary embodiment of the invention, the 
sender sends the data to a server, including a code which is 
expected to be unique, for example, including the senders 
telephone number and/or received by the server, and sends the 
code inside the message. Optionally, if the target device does 
not support the media, the server generates a WAP page with 
the message. These mechanisms may also be used for images 
that are stored both on the user's telephone and on the server 
(or only on the server), for example, if the server acts as a 
picture backup. Optionally, the sender indicates the enhance 
ment as a URL to a web location which is retrieved by the 
SeVe. 

Animation 

0478. In an exemplary embodiment of the invention, an 
icon animation includes modifying the icon. For example, the 
icon 'you' may be animated showing a finger pointing 
towards the reader and increasing in size (e.g., getting closer). 
In another example, a bowing person is animated showing the 
bow and indicating thank you. Such animation may use a 
Small number of alternating icon images, for example, 2, 3 or 
4 and/or replacement of image parts. 
0479. In an exemplary embodiment of the invention, when 
an icon has a predefined animation, a user may see the icon as 
static, but when in message view mode (e.g., preview or 
receive) the icon is animated. 
0480. In an exemplary embodiment of the invention, pairs 
of icons are animated, for example a pair of icons “not” and 
“go' are animated by alternating them and/or by overlaying 
the “not” on the “go”. 
0481. In an exemplary embodiment of the invention, an 
icon is animated by moving the icon on the screen. For 
example, a path, speed and/or direction of motion may be 
defined for an icon. 
0482 In an exemplary embodiment of the invention, ani 
mation for an icon is defined as a set of icon images and 
positions which are run through as a sequence. 
0483. In another example of animation, an icon is given a 
different meaning by animation. For example, a “hi/bye' icon 
moving away or shrinking in size can mean "bye', and Vice 
versa for “hi’. 

Icon Position and Snapshot Animation 
0484. In an exemplary embodiment of the invention, ani 
mation is provided by generating a plurality of Screen Snap 
shots and showing the screens in sequence. In an exemplary 
embodiment of the invention, the positions of an icon on each 
screen is set using one or both of positioning directives (op 
tionally entered using a scroll key to move the icon and/or a 
marker, optionally relative to a position on a previous screen) 
and spacing symbols. For example, spacing symbols may 
include one or more of “space”, “backspace' and “new line'. 
A "new page' directive may be used to mark a new Snapshot. 
Optionally, the directives are provided in the symbol stream. 
Alternatively or additionally, they are manually entered by a 
user. Optionally, the directives are compressed into a more 
compact format. For example, 2 “new lines' and one “space' 
may be converted into “MOVE, “2,1”, where “2.1” is an 8bit 
pattern. Alternatively, positioning using a joystick or scroll 
keys are converted into “space' and “new line' directives. 
Exemplary directives include changing the display mode 
(e.g., to text entry), changing display orientation, Spaces, 
different size of spaces, expand icon, rotate icon, flash icon 
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on and off (or inverse), align (e.g., center, right-align, left 
align), change font information, and/or adding shimmering or 
movement to an icon. 
0485 Optionally, a sound, size and/or delay are associated 
with each Snapshot. 
0486 In another example, three lines and three screens are 
used. Screen 1: “go --”. Screen 2: “- go -”. Screen 3: “-go 
home”. Screen 4: “- - home', with "- meaning a space. 
Shown in sequence a visual message indicating a scrolling 
"go home' is generated. 

Additional Animation Options 
0487. In an exemplary embodiment of the invention, 
screen positioning and/or other animation instructions are 
provided pericon, for example, treating each icon as an object 
to which commands are applied. Optionally, a plurality of sets 
may be provided, each set including one or more icons, each 
with one or more commands to carry out. Optionally, actions 
are defined for when icons meet on the screen, for example, 
“overlay”, “elastic collision”, “gobble', “transition' and/or 
sliding into and/or out of the frame (which optionally wraps). 
In an exemplary embodiment of the invention, action defini 
tions known to be used for sprites may be used for the icons. 
0488. In an exemplary embodiment of the invention, loop 
ing commands are provided, for example indicating a con 
tinuous loop, a time limited loop or iteration number limited 
loop on one or more Snapshots and/or sets. 
0489 Optionally, transition between icons is by fading. 
Alternatively or additionally, the transition is abrupt. Alter 
natively or additionally, other transition effects known in the 
art of transition may be used. 
0490. In an exemplary embodiment of the invention, icons 
are animated in turn. Optionally, a time delay may be defined 
for each icon to indicate its relative animation time. Option 
ally, triggers are defined, in that a starting and/or finishing 
animation of one icon, triggers a next icon. Optionally, a 
default behavior is that icons in a message are animated in 
sequence. Optionally, animation of a previous icon is contin 
ued after animation of a next icon starts. 
0491. In an exemplary embodiment of the invention, the 
interface for defining animation comprises two levels and/or 
category. A first type includes basic placement (e.g., direct 
indication of Screen location, new line, new screen and/or 
space(s). A second type is movements. Optionally, a move 
ment command comprises a set of commands from the first 
type, for example, multiple spaces. In another embodiment, a 
“change' command is provided, where after or before the 
change command is inputted, the placement commands are 
interpreted as movement commands. 
0492. In an exemplary embodiment of the invention, when 
a message is received, it can be shown as a slideshow using a 
long press. Optionally, pressing any of the number keys will 
terminate the slide show. In an exemplary embodiment of the 
invention, the timing and/or relative timing of icon display 
and/or animation may be different for different viewing 
modes (e.g., slide show and regular view) and/or be set (e.g., 
at the sender or at the recipient) to be different for different 
recipients. Optionally, these differences are set during edit 
ing. 
0493. In an exemplary embodiment of the invention, when 
sending a message to multiple recipients, where each recipi 
ent is to view different visuals and/or animations, a server 
(rather than the sender) optionally modifies the message 
which is passed on to the recipient. Optionally, the server 
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applies one or more preferences set by the recipient regarding 
himself and/or by a sender regarding certain recipients or 
groups of recipients. Such setting is optionally via a WWW 
interface. 
0494. In an exemplary embodiment of the invention, rich 
media is provided in the form of annotated images. In an 
exemplary embodiment of the invention, an image may be 
annotated by placing icons or icon components and/or ani 
mation on it. Optionally, the image is treated as an icon 
composition as described above. Optionally, as parts of the 
image are annotated, corresponding parts of the image are 
deleted. Optionally, a user can select to automatically match 
(e.g., using image matching methods known in the art) parts 
of the image to one or more icons or icon components from an 
icon set provided by the user or from a server. Optionally, the 
user ID is used to assist a receiver and/or a server to correctly 
interpret the icon instructions into icon images, for example, 
as described above. Optionally, the image is modified to 
replace its bit values by bit values from the icon images. 
Integration with Telephone Functions 
0495. In an exemplary embodiment of the invention, the 
icon messaging is integrated with other telephone functions, 
for example being provided as an alternative to or instead of 
text-based SMS messaging and/or MMS messaging. 
0496. In an exemplary embodiment of the invention, the 
logic of the interface is the same or similar for icon messaging 
and for other telephone functions. 
0497 Iconic messages to be transmitted and/or received 
iconic messages, are optionally stored for future review and/ 
or editing in Inbox/Outbox Block (409, FIG. 4) connected to 
the processor (403). The processor optionally has editing 
capabilities, optionally functionally associated with display 
ing and/or navigating capabilities of the mobile device. In 
certain embodiments of the invention, the processor is con 
nected with a text and/or multimedia messages Inbox incor 
porated in the mobile device, thus facilitating integrated noti 
fication about incoming messages. An exemplary inbound 
process is further illustrated in FIG. 12. In certain embodi 
ments of the invention, the icon messaging application uses 
the Outbox (not shown) of the mobile device for out-bound 
functions. 
0498. In some embodiments of the invention a separate 
input and/or output box (406) is provided for the iconic mes 
Sages. 
0499. In an exemplary embodiment of the invention, when 
a message is received, the details of the sender are saved in a 
contacts list, optionally being downloaded from the server. 
Optionally, the user is queried before Such saving. 
0500. In certain embodiments of the invention the “inbox' 
messages are displayed in a manner similar to displaying the 
set icons. 
0501. The received message may be presented by the first 
icon of the received message, with the name and/or number of 
the sender displayed on the icon or next to it. Optionally, if the 
second icon is a text element, it may be displayed instead. 
Optionally, the text is truncated or shrunk to fit a space equiva 
lent to an icon size. Optionally, if the second element is a 
blank, the next non-blank element is displayed. Optionally, if 
there is only a single element in the message, the icon and the 
text below it will represent the same element. In a text display, 
the “name' of the first icon may be displayed. 
0502. In an exemplary embodiment of the invention, the 
messages are displayed in a matrix form, with each element of 
the matrix representing one message. Optionally, if an asso 
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ciation is provided between senders and icons or images, an 
SMS, MMS or other non-icon message is shown in the space 
reserved for an icon. Optionally, the number of concurrently 
displayed messages in the inbox is limited by the number of 
input keys in the input interface of the mobile device and each 
displayed message is associated with an input key in a one 
to-one correspondence. Optionally, a scrolling function is 
provided, to Scroll between first icons. In an exemplary 
embodiment of the invention, when in a first message, say at 
icon 3, a scroll right moves to the same icon location in a next 
message. Optionally, the messages are arranged by sender. 
0503. In an exemplary embodiment of the invention, an 
icon or more are used (e.g., for display) as a Subject for the 
message. 
0504. In an exemplary embodiment of the invention, a user 
has the option to reply to a message by editing a received 
message. 
0505 Similar mechanisms are optionally applied to the 
Outbox and/or phrase icons. For the Outbox the phone num 
ber and/or the name of the target recipient are optionally 
displayed bellow the icon representing the message. For icon 
phrases, the text can represent the first icon name. 
0506 Optionally, the listing method of icons is a FIFO 
type, for example, for limited space and/or including a 
mechanism to ask a user if a message needs to be erased 
before inputting a new message. Combined methods may be 
provided, for example, an automatic FIFO for Inbox and 
Outbox, and asking the user to erase if needed for the phrase 
icons of a new message. 
0507. The implementation of a phone/address book 
optionally depends on the mobile device. Some devices 
already contain a phone/address book Software application 
and allow third party programs to interface with this phone 
book. In such embodiments the processor (403) may be con 
nected to a phone/address book (410) of the mobile device. In 
certain embodiments of the invention the processor may be 
also connected to a phone/address book (405) within the 
iconic message application. This address book may contain 
an address directory where receivers addresses may be tele 
phone numbers, emails, IP addresses, Instant Messaging 
addresses, etc. The user interface in conjunction with the 
processor may facilitate the maintenance (e.g. operations to 
store, copy, erase, etc.) and operation (e.g. selection of entry) 
of the address book (405) in a manner conventional for the 
mobile device. Optionally, the messaging application allows 
direct entry of addresses, via input methods of the telephone, 
so a phone\address book is optional. 
0508. In an exemplary implementation, the user is 
requested to enter his nick-name or/and contact details when 
sending a message, for example, if not otherwise available on 
the telephone. Alternatively or additionally to using the 
phone/address book, a contact list using nicknames or input 
contact details may be used. Optionally, the nick-name is sent 
embedded in the message, and the recipient may enterit along 
with using the phone number of the sender as revealed in the 
message details, as the sender details for a contact list. 
Optionally, a “save sender option is provided at the receiver. 
Optionally, missing information is provided by the server, 
providing Such information is indicated by the sender as 
non-private. 
0509. In an exemplary embodiment of the invention, the 
messaging application allows access to telephone operation 
while it is active and/or vice-versa. For example, a call may be 
placed and/or answered while composing a message. In 
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another example, a message may be composed while a call is 
being made. Optionally, multiple messages and/or message 
types may be composed in parallel, for example, an SMS 
message and an icon message. 
0510. In an exemplary embodiment of the invention, the 
messaging application utilizes phone settings for its opera 
tion. In one example, menu language, icon names and/or 
background colors are based on user preferences. In another 
example, the direction (e.g., left to right, right to left, top to 
bottom, etc.) of message display and/or entry is dependent on 
telephone settings. Optionally, the direction is automatically 
selected based on the telephone language, country and/or 
language of added text symbols. Optionally, an arrow or other 
indication indicating message reading direction is provided 
on the display. 
0511. In an exemplary embodiment of the invention, the 
portable communication device (e.g., a telephone) uses icons 
and/or icon sequences and/or animations as a means for com 
munication with a user. For example, system messages, alerts 
and/or menus may include one or more icons. 
0512. In one example, an “options' menu is shown as a 
junction sign or as the “whaSSup' icon. 
0513. A main menu is optionally provided as follows, 
arranged in a 3x3 matrix: 
0514 (a) Inbox—a two icon sequence first the Zlango 
icon, then a down arrow. 
0515 (b) Outbox—a two iconsequence first the Zlango 
icon, then an arrow going up. An alternative is a multi-icon 
sequence showing the same icon (e.g., the Zlango icon), 
moving and slowing down and “landing on the grid. 
0516 (c) My-box (templates)—an open box alternating 
with a plurality of icons, or the “mall' icon alternating with 
the “me” icon. 
0517 (d) Send the Zlango icon alternating with an arrow 
pointing up. If dedicated icons are provided, an animation 
sequence showing a Zlango icon being fired out of a cannon 
may be used. Optionally, the animation defines the overlap 
and/or relative transparency of the icons. 
0518 (e) Zlap—an animation sequence showing three or 
more alternating icons, optionally overlaid on a screen. It is 
noted that the telephone may provide a graphical background 
for the animation, for example, that of a screen, in this case. 
0519 (f) Exit an animation sequence showing “stop' 
and 2. 
0520 (g) Help a Zlango icon sinking in a sea. 
0521 (h) Contact lists—alternating icons of various 
people. 
0522 (i) Save—on the background of a wire, one existing 
Zlango icon moving slowly and a new icon being added. This 
can be, for example, a three or four frame animation. Option 
ally, the animation defines a frame outside of which the ani 
mated icons are clipped. 
0523 As an example of message animation, in an exem 
plary embodiment of the invention, while a telephone is send 
ing a message, the telephone shows a short animation of a 
Zlango icon or of the message itself going through a door or 
window. 

Contact Management 

0524. In an exemplary embodiment of the invention, the 
system, optionally including a server (below) assists in man 
aging contact data. 
0525. In an exemplary embodiment of the invention, when 
a user sends a message to a contact which is not listed in the 
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user's contact list, the reply to the message include updated 
contact information. Optionally, the sender includes a code to 
the recipient indicating that contact information is missing. 
The recipient, for example, either automatically or upon per 
mission by the human recipient, includes contact information 
in the reply. 
0526 In an exemplary embodiment of the invention, a 
similar mechanism is used for updating contact information. 
In an exemplary embodiment of the invention, each user can 
decide what information about him should be publicly avail 
able. When sending a message to Such a recipient (e.g., or 
periodically), the sender includes an indication of the current 
ness of the data regarding that recipient, for example, a date 
stamp or a checksum of the data. If the recipient identifies that 
newer data is available it sends it as a same message or as a 
new message. 
0527. In an alternative embodiment, the server keeps track 
of when a message was answered and provides user data at 
that time. Optionally, the server also keeps track of changes in 
user data (e.g., using a checksum mechanism, to match a user 
checksum to a server checksum) and updates recipients and/ 
or a server-database accordingly. 

Exemplary Server 
0528. In an exemplary embodiment of the invention, no 
server is needed. Instead, the messages are sent from one 
mobile device to the other, with the target device analyzing 
the received message (e.g., a first few symbols thereof) to 
determine if it is a regular text message or an icon message. 
For example, all icon messages may start with “HS'. Alterna 
tively, when a user sees Such a message start, he activates the 
application for viewing icon messages. Alternatively, the 
messages are sent as application triggering messages which 
cause the execution of a target application at the receiver. 
0529. In an exemplary embodiment of the invention, the 
application is incorporated in a system operating in a client 
server mode, as illustrated in FIG. 5, where a server interfaces 
between client mobile devices. In the embodiment schemati 
cally illustrated in FIG. 5, by way of non-limiting example, 
the mobile device (400) illustrated in FIG. 4 is connected with 
an IMA (iconic message application) server (500) via Service 
Center (411). The IMA server is not necessarily a single 
and/or stand-alone computer and may be distributed among 
several different computers running several applications (e.g. 
SMSC, MMSC, etc.). 
0530. The IMA server optionally contains a User Data 
base (511) for storing data related to registered users (e.g., one 
or more of software version, personal data, Subscription infor 
mation, group membership, billing information, type of 
device used, operator, contact lists, icons). In certain embodi 
ments of the invention the User Database also contains data 
related to user groups (e.g. names of groups, users’ group 
membership, etc.). The IMA server may contain an interface 
that allows users to create a new group and control member 
ship (e.g., one or more of send invitations to others to join, 
approve or deny requests to join, remove members, have 
administrator privileges over the group, grant such privileges 
to others). The processor (514) optionally supports different 
types of processes inside the group, e.g., interactive “demo 
cratic' or centralized decisions concerning, for example, one 
or more of new member, new icons and icon names, and/or 
tailored graphical images of “common-use icons. 
0531. The IMA server optionally contains a Message 
Database (512) for storing some or all of the messages sent 
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via IMA sever. Optionally, the IMA or other computer ana 
lyzes sent messages for various purposes, for example, for 
acquiring combined statistics of icons used by all users. 
Optionally, once analyzed, the messages are discarded. 
0532. In certain embodiments of the invention, the IMA 
server contains an optional DB (513) which is used for cen 
tralized storage and maintenance of the data related to the 
iconic set (e.g., one or more of categories, set icons, ID. 
graphical images and/or icon names). This database may also 
contain different versions and customizations of the iconic 
set. In certain embodiments of the invention database 513 
contains data related to user groups (e.g. sets of dedicated set 
icons for each group) in which optionally only members of a 
particular group are authorized to download the dedicated set 
icons. Authorization is optionally implemented via Standard 
mechanisms of authorized downloading from IMA server, 
e.g., the applications contact the IMA server via TCP/IP with 
a request for downloading, the server identifies the requesting 
device and approves or denies the respective download. 
0533. In an embodiment providing special icons and/or 
users group, the server optionally manages the assignment of 
the icons to the specific users, for example, by using the user 
telephone number or other ID. Optionally, the client supports 
the assignment. Optionally, each group name is associated 
with an ID number and a special icon, message or message 
section can be prefixed with the ID. Optionally, message 
sections to be treated specially (e.g., formatting, icon group) 
are delimited with a “start” and an “end” symbol. Optionally, 
such delimitations may be nested. Optionally, the formatting 
prefixes or postfixes one or both delimiters. Optionally, the 
association of group codes or formatting codes is managed by 
the server. Thus, for example, a user may use 8 bits to select 
between 256 groups, while the server can Support a Substan 
tially infinite number of groups by storing a table mapping the 
real group ID to the client limited subset. 
0534. The special icons groups can use dedicated keys or 
other selection for insertion into a message. For example, the 
groups can be mapped as described in conjunction with Table 
1 above, while the group ID upon downloading a new icons 
group will be interpreted as a command to map the group into 
Such selections means. An exemplary implementation is 
using keys 1-9 to select the general categories, key 0 is 
assigned to special categories, in which each new category 
added will be mapped underit (i.e. the first one will use 0-1 for 
selection, the second will use 0-2, etc.). 
0535 Processor 514 is optionally coupled with these data 
bases for processing and management of the stored data. The 
processor is optionally coupled with a communication block 
(515) to facilitate communication with a server and/or other 
and communicating devices. Processor 514 may also perform 
protocol translations and use different forwarding schemes 
(e.g. push vs. pull as further described in FIG. 12) in order to 
support a multitude of different devices, with different abili 
ties, on different networks. The processor optionally incor 
porates statistic tools capable of aggregating and analyzing 
data stored in above databases. 

0536. In certain embodiments of the invention the IMA 
server translates between different types of networks, such as 
between a CDMA mobile network to a GSM mobile network. 
In exemplary implantations, the message body itself is the 
same, but the message header is different between the various 
networks. An example is using a J2ME port number for the 
GSMJ2ME implementations, versus Class ID in the CDMA 
BREW-based implementations. In further embodiments 
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some clients may have different values of headers, and the 
server may translate between them. 
0537. In certain embodiments of the invention the IMA 
server may facilitate composing and originating of sending an 
iconic message in a manner similar to the messages origi 
nated by a mobile device. This capability may be used for 
sending system-originated messages of different types, e.g. 
for mobile advertising, personalized content services, update 
alerts, etc. 
0538. In certain embodiments of the invention, database 
(513) and/or icon repository (404) contain at least one special 
category (hereafter "system category') and at least one 
graphical image associated with this category (hereafter'sys 
tem icon'). The graphical images contained in the system 
category may be, for example, set icons, trademarks, logos, 
other commercial graphical images. Optionally, these system 
icons are not available for a user while composing a message 
via mobile device, but may be included in messages origi 
nated by IMA server and/or 3" party server. These system 
icons may be received and read by the user. 
0539. The IMA server may also facilitate overall mainte 
nance of iconic mobile communication process including, for 
example, one or more of Subscriptions management, billing, 
version management, set updates and/or promotion. (The 
overall maintenance optionally includes push- and/or pull 
upgrades of application and parts thereof incorporated in the 
communicating devices). 
0540 Those skilled in the art will readily appreciate that 
the scope of the invention is not necessarily bound by the 
configuration of FIGS. 4 and 5; equivalent and/or modified 
functionality may be consolidated or divided in another man 
ner. Some particular details of implementing a server and/or 
a client in accordance with some embodiments of the inven 
tion are described in application entitled “Communications 
Network System and Methods for Using Same' filed in the 
Israel Receiving Office of the PCT, serial number PCT/ 
IL2006/000062, and to the application entitled “Communi 
cations Network System and Methods for Using Same' filed 
in the Israel Patent Office, serial number 173169, and to an 
provisional application 60/807,855 entitled “Communica 
tions Network System and Methods for Using Same' filed on 
Jul. 20, 2006, the disclosures of which are incorporated herein 
by reference. 

Exemplary Message Conversion Process 

0541 FIG. 11 illustrates, by way of non-limiting example, 
a generalized flow diagram showing the principal steps of 
converting an iconic message, in accordance with certain 
embodiments of the invention, implemented for SMS com 
munication. 

0542. In certain embodiments of the invention, each set 
icon has a unique identification number (ID) assigned to the 
set icon and stored in the repository (404, FIG. 4). For the 
purpose of the example, these IDs are not necessarily as 
shown in table 1 and FIG. 13, but generally will be. After an 
iconic message is composed and a user activates its transmis 
Sion, the processor facilitates encoding the message (1101). 
Encoding may be implemented in different ways, e.g. using 
ASCII-based codes with special symbols separating the num 
bers associated with different IDs as illustrated in FIG. 11, 
coding each icon's ID in a binary format offixed length (e.g., 
8 bits), or using other methods known in the art of symbol 
transmission and formatting. 
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(0543 Network Interface (407, FIG. 4) facilitates convert 
ing the encoded message into a message complying with a 
service transmission protocol. For example, for complying 
with SMS service the network interface converts an encoded 
message into the SMS payload (1102). For this purpose the 
network interface may be designed, for example, by imple 
menting J2ME Wireless Toolkit supporting the Java Technol 
ogy for the Wireless Industry specification (see, e.g. http:// 
java. Sun.com/products/2mewtoolkit?, the disclosure of 
which is incorporated herein by reference). The J2ME (Java 2 
Platform, Micro Edition) Wireless Toolkit is a toolbox for 
developing wireless applications designed to run on cell 
phones, mainstream personal digital assistants, and other 
small mobile devices. The toolkit generally includes emula 
tion environments, performance optimization and tuning fea 
tures. The toolkit may include the Wireless Messaging API 
(WMA) that provides platform-independent access to wire 
less communication resources like Short Message Service 
(SMS). 
0544 The message transmission for SMS communication 
may have different implementations for client-client and cli 
ent server modes of operation. In client-client mode (illus 
trated in FIG. 4) the message contains a standard SMS header 
(e.g. as used in GSM, CDMA, etc.) including a destination 
phone number, and an IMA-designated port number of a 
mobile device (typically different from the default or other 
“well known” port numbers; in CDMA BREW it may be 
called a “Class ID'), and an encoded iconic message as the 
SMS payload. In a client-server mode (illustrated in FIG. 5), 
the message optionally contains a standard SMS header (e.g. 
as used in GSM, CDMA, etc.) with the destination number of 
the IMA server, while the SMS payload contains the IMA 
header (including destination URI) attached by the applica 
tion to the encoded iconic message. 
0545. Destination URI may be in various formats, for 
example, one or more of: 
0546 a. To another phone, e.g.: tel://phone number, e.g. 
tel://+972544550135; 
0547 b. To an email, e.g.: email://email address, e.g. 
email://abcGaol.com; 
0548 c. Direct to an IP, e.g.: udp://ip address:port, e.g. 
udp://127.0.0.1:8009; 
0549 d. To a cellular telephone (e.g., on a same or differ 
ent message); and/or 
0550 e. To an Instant Messaging user. 
0551 Optionally, an icon message can be sent to a set of 
contacts simultaneously. Optionally, the client and/or server 
determine which transport method to use for each recipient. 
0552. The SMS Center optionally recognizes the standard 
SMS headers, handles the rest of the message as payload and 
forwards it as-is to the destination device (IMA server in a 
case of client-server mode). IMA header is extracted by IMA 
server to define where to deliver the message. Upon receiving 
the SMS-formatted message, the operation system of the 
receiving device extracts the SMS header (1103) and for 
wards the rest of the message to the iconic message applica 
tion. The SMS-formatted message is further decoded to an 
iconic message to be displayed in the receiving device (1104), 
for example as further illustrated in FIG. 12. 
0553 FIG. 12 is a schematically illustrated generalized 
flow diagram showing by way of non-limiting example the 
principal steps of iconic messages-based communication via 
Short Message Service (SMS) network in accordance with 
client-server embodiment of the invention. It should be noted 
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that other messaging Sub-systems may be used, for example, 
MMS, i-mode or a dedicated messaging system. 
0554. After a user has composes an iconic message, the 
user selects a receiver and presses “SEND' (or activates the 
transmitting process in any other way convenient to the 
mobile device and/or user) (1201). The processor (403, FIG. 
4) encodes the message in a format compatible with a stan 
dard message service (e.g. as illustrated in FIG. 11 for SMS 
service) and via the network interface (407, FIG. 4) sends the 
message to the service center (e.g. SMS Center) (1202). After 
receiving the iconic message the service center parses the 
message header, recognizes iconic message perspecial mark 
(e.g. port number) and forwards the message to IMA server 
(1203). 
0555 Old generations Handsets J2ME implementations 
might be lacking a module called WMA (Wireless Messaging 
API, JSR 120) that provides the option of generating an SMS 
from the application. In such cases the client would initiate an 
IP (typically HTTP or WAP) session with the server and will 
then communicate the message to the server. 
0556. Upon receiving the message the IMA server identi 

fies the receiver and obtains the receiver related information 
from the user database (1204). 
0557. If the receiver's device is not empowered by an 
Iconic Message Application or there is any other reason why 
the receiver is absent in the users’ database, the IMA server 
may notify the sender via Service Center about delivery fail 
ure. In certain embodiments of the invention, the IMA server 
may translate the iconic Message to a format acceptable by 
the receiver (e.g. MMS) and send the re-formatted message to 
the receiver via the Service Center. Alternatively or addition 
ally the server can create a WAP page with a rendered image 
of the message. Optionally, the WAP page is match to various 
common screen sizes, and using continuation links the ren 
dered message can be divided into consecutive pages, in case 
the target device is limited in presenting a large page. Addi 
tionally, the target device handset may be identified by a 
stored profile or ID carried by the WAP transaction protocol 
by the UA-Profor?and UA-Header, or based on information 
otherwise available to the server and/or cellular operator. 
Then a suitable WAP page is optionally rendered to match the 
target display and/or browsing capabilities. The WAP page(s) 
optionally contains link to download the matching client soft 
ware from a download server. 

0558 Optionally, the Server notifies users who do not have 
a suitable handset and/or software that they cannot see the 
message. Alternatively or additionally, the server translates 
the message into a text message. Alternatively or additionally, 
the server places arendered message at a certain Web location 
and directs the target user to view the page using a suitable 
means such as a PC connected to the internet. Alternatively or 
additionally, the server sends the message over email. 
0559. Upon identifying the receiver, the IMA server 
optionally determines a type of receiving device contained in 
the users’ database and translates the message format in order 
to fit this type. For example, if a message is sent to an e-mail 
address the IMA server can decode the received encoded 
iconic message, create an image file with the appropriate 
icons, and send an email message to the target email address 
via SMTP, with the image file as an attachment to this mes 
sage (or as HTML or RTF mail). In this manner standard 
e-mail clients can receive iconic messages without needing 
installation of any specific Software. Similarly, to Support 
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instant messaging, e.g. ICO, the server may send the message 
via the ICO protocol, as if it were sent from another ICO 
client, etc. 
0560. Further to assist in identifying the sending handset, 
a client-type ID may be implanted in the software that is 
downloaded to the server. As part of the installation or an 
automated post-installation phase, the client will generate an 
activation message that is sent to the server and informs the 
server about the new Supported handset. This activation mes 
sage can contain the client type ID and/or other parameters 
Such as the client Software version, version, name of the 
operator, and a user name that is input by the user. Such an 
activation message may be re-transmitted for updating the 
server in case of various events, such as changing the user 
name, installing special icons packages, transferring the SIM 
card in case of GSM service to a different handset, etc. 
Optionally, the activation message allows instant service 
if/when an external download server is used, and adds a 
significant delay in generating reports on new certified users 
and passing Such reports to the server. Optionally, an activa 
tion message is used to prevent the Software from being used 
without registration. Optionally, the application Software 
requires periodic (and automatic) activation, which activation 
ensures that an authorized server is being used for iconic 
messaging and/or to prevent non-transmitting uses of the 
software. 

0561. On old generations J2ME handsets that are lacking 
a WMA (Wireless Messaging API, JSR 120), the client 
optionally initiates an IP (typically HTTP or WAP) session 
with the server to communicate the activation message. 
0562. If the iconic Message is sent to a mobile device, the 
IMA server optionally determines the target device and what 
method it can use for receiving messages. The method can be, 
for example, the CDMA BREW or the GSM Mobile Infor 
mation Device Profile (MIDP) or another method. FIG. 12 is 
based on MIDP, but a similar implementation may be used for 
other types. The IMA server optionally determines which 
MIDP (1205) is supported by the receiver. These determina 
tions are optionally by using data stored at the server or 
cellular operator or based on a query to the target and a 
response therefore. MIDP is a J2ME implementation for 
handheld devices (see detailed description, e.g., at www.jcp. 
org, the disclosure of which is incorporated herein by refer 
ence). Most of the currently available mobile devices support 
MIDP1 version (specificationJSR-37) while the new genera 
tion supports MIDP2 version (specification JSR-118). One 
difference between the versions, as far as the certain embodi 
ments of the present invention are concerned, is that MIDP 2 
allows an application to register as a default handler of SMS 
messages that are received on a specific port, whereas MIDP 
1 does not allow that. Thus, on MIDP 2 devices it is possible 
to send IMA messages in push mode, and have the device OS 
transfer them automatically to the IMA application to handle, 
whereas on MIDP1 devices an IMA application can work in 
pull mode in order to ensure that it handles the IMA mes 
sages, and not the default messaging software on the device. 
0563 An Iconic Message to a mobile device supporting 
MIDP1 (but not only) is optionally stored in IMA server 
(1206). In certain embodiments of the invention, the server 
informs the receiver regarding a new message by sending a 
notification message (e.g., ordinary SMS sent to the receiv 
er's device) or other alert. To get a new message, the receiver 
activates the iconic Message application and downloads the 
message (1207) from the message database (pull mode), 
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optionally, by polling. If the receiving device Supports 
MIDP2 version, the IMA server may send the iconic Message 
to a designated port of the device (1208). The iconic Message 
application will be automatically activated and the receiver 
will receive a notification and may read the iconic Message 
(1209) in a manner similar to a regular message. 

Matching of Icon Codes, Icon Images and Icon Text and User 
Groups 

0564. The sender and receiver of the iconic message may 
have different preferences of, e.g., graphical images, to be 
used for the icons expressing Substantially the same concept. 
In certain embodiments of the present invention, set icons 
with different appearance have different IDs and the decoding 
process may \include a replacement of original ID with a new 
ID (and, accordingly, a new graphical image) in accordance 
with a pre-defined correspondence. For example, if origi 
nated message contains a slot machine (IDA) as a graphical 
image for “luck” while the receiver prefers a dragon (IDB) 
as a graphical image for “luck”, the application incorporated 
in the receiving device may further contain a predefined rule 
to replace ID=A with ID=B after decoding and before dis 
playing. In other embodiments, the same ID is used but each 
associates different images with the ID. 
0565. As noted above, in some embodiments of the inven 
tion, the iconic set is used for mobile communication inside 
Some community (e.g. stock brokers, sports fans, etc.). The 
members of Such community (hereinafter “user group’) may 
personalize the look and meaning of existing set icons, add 
and/or delete set icons, categories and Sub-categories in 
accordance with their internal needs and preferences. For 
example, go in FIG. 2 can mean walk, or kick in rustlings 
sport aspect. 
0566. Optionally, new icons are generated with the group 
and voted on, alternatively or additionally, to Voting on other 
preferences, such as word meanings. Such mechanism may 
also be used for system wide definitions. 
0567 Some of the textual elements such as the icons 
names or/and the Help text may also be different between 
various languages. Optionally, same languages are set as 
separate groups, for example to indicate different cultures, for 
example, Irish vs. Scottish. 
0568. Optionally, the server stores a set of “regions” or 
groups that exist in the system, optionally organized accord 
ing to one or more of a geographical key, demographic key 
and/or alphabetic key. Optionally, a user can belong to mul 
tiple groups. Optionally, a group to be used for a message 
depends on one or more of the target recipient, icons used in 
the message (e.g., category 0-3, as described above) and/or is 
manually selected. Optionally, only a part of the message is 
affected by group settings. Alternatively, the whole message 
is, for example, modifying font type and direction according 
to the group. 
0569 Optionally, each handset type can have its own 
matching parameters; for example stored icons sized to match 
its screen resolution or/and different mapping of the key’s for 
the application functions and options controls, per the avail 
ability of such keys on the specific handset. Another set of 
parameters may be related to the memory structure and usage 
scheme of the specific handset; upon availability the user 
name or contact list and inbox/outbox/phrase icons and spe 
cial icons if installed are better saved in a persistent memory 
that is not erased upon Software upgrade. Optionally, Such 
memory is used to store part of the graphics. Optionally, if the 
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memory is shared between applications, it can also be used to 
separately upload graphics content, for example for special 
personal packages. An example for Such memory is the RMS 
available in some J2ME handsets. 
0570. Other methods, possibly useful when a memory for 
storing additional graphics is available, may be used. Such as 
uploading missing icons directly from the Sender (e.g., using 
SMS) or from the server (e.g., using session or an SMS). An 
automated mechanism may be used, in which, if an Icon or a 
whole category are not presented, they can be fetched form 
the server. Such methods may be may used to build virtual/ 
dynamic repositories on the handsets. Optionally, this allows 
handsets with very limited Storage memory can be used, for 
example, less than 200 KB for the application, less than 100 
KB for the application, less than 50 KB for the application, or 
less than 20 KB for the application. Optionally, by using the 
server and/or sender as a virtual memory (e.g., paged memory 
downloaded upondemand), a range of handsets with different 
memory abilities can be supported. Optionally, the local 
memory is used as a cache. 
0571. As noted above, dictionaries may be used for over 
loading other dictionaries, especially standard dictionaries. 
Optionally, a message includes a code which indicates what 
dictionaries to use in interpreting the message. In an exem 
plary embodiment of the invention, the dictionaries are used 
to store instructions for message/icon modification, and thus 
include records matching codes (e.g., hints) and instructions 
and/or images. Optionally, all the icons are provided as dic 
tionaries, including the basic icon set included with a client 
Software package. 

Additional Applications 
0572. In certain embodiments of the invention the iconic 
set may be used for mobile advertising, mobile content Ser 
vices, mobile games, and/or other activities that are not pure 
person to person messages. 
0573. In an exemplary embodiment of the invention, a 
promoter can send to a service provider a list of names a 
message should be sent to. This message is then sent to the 
clients. Optionally, dedicated icons for the promoter may be 
added to the icon set, for example, on a temporary or perma 
nent basis. Optionally, the icons IDs are added by the serverto 
exiting message traffic. Alternatively or additionally, the 
icons cannot be seen and/or entered by a user. 
0574. Optionally, the client application supports surfing to 
a web or WAP or other external data source, responsive to the 
icon. Optionally, such associations are stored at the client 
and/or server. 
0575. In an exemplary embodiment of the invention, a 
slideshow or other animation can be used as a screen saver. 
Optionally, a screen-saver mechanism on the mobile device 
activates the client application in a view mode and when a key 
is pressed, control is returned to the mobile device and not the 
application. 
0576 Optionally, the server or other provider can convert 
an animation into a JAVA or other stand-alone executable. 
0577. In an exemplary embodiment of the invention, a 
ring-tone is created by reading out of messages by a known 
person, such as an actor. Optionally, whole messages are read 
out. Alternatively, individual icons are read out and assonated 
audio files are available for download. Optionally, such an 
icon message may be sent to a voice mailbox. 
0578. In another example of promoting the iconset, games 
may be provided where the icons serve as play pieces. Option 



US 2014/0325000 A1 

ally, a user can starta game forman existing message, with the 
pieces shown serving as play pieces for the instant play. 
0579. In an exemplary embodiment of the invention, icon 
communication is used for mass cooperation. One potential 
advantage overpolling is that while a wide range of responses 
is available, the number of different icons possible (e.g., in a 
one icon response) is quite limited. This is in contrast to 
language based polls where a poll typically gives a limited list 
of options or allows free-hand answers, even if only a single 
word, that can easily result in thousands of possibilities for a 
large poll. Using icons, while the response set is bounded, a 
user can Succinctly express emotion and/or opinion. 
0580. In an exemplary embodiment of the invention, mul 

tiple users can combine to send a single message. For 
example, three people at a football match, creating a com 
bined message with three telephones: (user 1): Referee (user 
2): Go (user3): Home. 
0581. In one example, during a sports event, the audience 
(e.g., at the game and/or at home) can select an icon or two to 
indicate their instant feeling (e.g., a response to a goal). The 
most common icon can be used as the representative 
response. 
0582. In an exemplary embodiment of the invention, icon 
messages are used by users to express emotions, for example, 
while watching sport events. Optionally, for a given sports 
event, a user may download (e.g., form the internet or from a 
cellular provider or via memory card) a set of Suitable icons, 
for example, the names of team players and “referee'. 
Optionally, the visuals are adapted to the particular match. 
Optionally, shortcuts to player icons are provided according 
to shirt numbers of the players. 
0583 Optionally, for example to enhance ambiance, the 
“standard' icon set is modified to fit the mood of a match, for 
example, replacing people's heads with Soccer balls. 
0584 Optionally, a set of icons, animations, sounds and/or 
background colors are packaged as a theme which are option 
ally downloadable. Optionally, a user can edit Such a theme 
set. Optionally, a user can select when to activate Such a 
theme, for example, at a time and/or place near a football 
match. Optionally, the theme includes default setting and/or 
message templates. 
0585. In an exemplary embodiment of the invention, a 
theme includes a set of rules matching a background color (or 
animation) of a message to contents of the message. For 
example, the color may depend on one or more of sender ID, 
recipient ID, icons included in image and/or time of day. 
Optionally, a theme is selected to match user vision limita 
tions, for example, ensuring enhanced contrasts (e.g., by 
color selection and/or icon design). In another example, 
larger icons (and fewer icons at a time) are shown. Optionally, 
a theme is used to express a setting, for example, a more 
“respectable' setting, with fewer colors, for a businessman. 
0586 Optionally, a billboard is provided at the sport event 
and/or as part of a TV display on which an indication of the 
user's messages are displayed, for example, an opinion of the 
referee or of a current ball holder. 
0587. In an exemplary embodiment of the invention, a 
spectator battle is provided, in which spectators of the bill 
board send messages to the billboard. For example, the bill 
board can show two figures, with spectators choosing if to 
Support one figure or the other. The figures may represent 
teams. Optionally, special icons for moves by the figures (e.g., 
kicks) are provided. Optionally, the majority icon message is 
followed. 
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0588 FIG. 14 shows a configuration 1400 which may be 
used for example for a billboard, inaccordance with an exem 
plary embodiment of the invention. 
0589. A telephone 1402 may directly control an external 
display 1404, such as a billboard or a blackboard, via a link 
1406. Optionally, the display comprises a computer screen, 
for example, in a room. Optionally, the display comprises a 
personal computer. Examples of direct links are Bluetooth 
and IR. 
0590. In an exemplary embodiment of the invention, the 
display instructions are direct iconic messages. Alternatively 
or additionally, an intermediate mediator system 1408 (e.g., a 
server) interprets the instructions into display commands. 
Optionally, the icons are available on server 1408 and/or 
display 1404. Optionally, server 1408 mediates for multiple 
telephones, for example, telephone 1402 and an additional 
telephone 1410. 
0591 Another example of a display device is a billboard as 
shown, for example at train stations, showing arrival and 
departure times. Optionally, the control consists of setting 
one or more icons which are to be shown while the displayed 
data (e.g., time tables) is being updated. Optionally, the dis 
played icons are shown as image sequences. 
0592 Another example of a display is an audio display, 
which, for example, Sounds out the icons or music sounds 
with them. 
0593 Optionally, the server and/or client device commu 
nicate with multiple displays. In the example of a server, the 
server may control the displays to show a coherent message, 
for example, Some icons on a first display and more icons with 
matching animation timing in a second display. 
0594. Another example of a display is a worn display. 
Optionally, this display is not an image display. A particular 
example of a controlled worn display is a small wireless 
sparkler 1412 which includes a receiver 1414, for example, a 
Bluetooth receiver and circuitry 1416 which selectively pow 
ers a light (e.g., a LED) 1418. Optionally, the sparkler is 
shaped as a plug to be inserted into pre-formed holes in an 
upper side of a shoe. Optionally, specific sparkle instructions 
are defined for different icons. 
0595. In an exemplary embodiment of the invention, a chat 
application is provided, where users can exchange icon mes 
sages with each other and/or be located in a chat room. 
Optionally, the room environment is supported by the server 
or by a separate server. Optionally, icon messages are trans 
lated into text for non-supporting telephones. Optionally, 
each user sees the chat room in his own language. Optionally, 
text messages are translated into icon messages on the fly. 
0596 Alternatively or additionally, icons are used for 
posting messages on a community page. Optionally, multiple 
communities are Supported, for example as known in the art 
of on-lien communities. Optionally, the community page is a 
WAP site. Optionally, a service provider monitors and/or 
filters content on the site. Optionally, analysis of traffic on the 
site is used by the service provider to update icon preferences. 
0597. In an exemplary embodiment of the invention, the 
messaging application screens are provided as WAP (or XML 
or HTML or other tagged language) pages and a user selects 
categories or icons by entering numbers or selecting a line or 
URL representing a category or icon. For example, each 
image of an icon may have the icon name near it, which name 
also serves as a URL. 
0598. In an exemplary embodiment of the invention, the 
iconic language is used for multi-user games on the internet 
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and/or between cellular telephones. A particular advantage of 
the icon language is that players can chat as they play without 
a shared human language. Optionally, the instructions, menu 
and/or alerts for the game are provided as iconic images 
and/or animations. 

0599. In an exemplary embodiment of the invention, an 
existing software is internationalized by replacing text dis 
play instructions with icon display instructions. Optionally, 
the icons used for replacement are personalized, for example, 
using a dictionary as described above. In some embodiments 
of the invention, the personalization is only to the visualiza 
tion of the icons, not to the series of symbols used. 
0600. In an exemplary embodiment of the invention, an 
automatic translation from text to icon message is provided. 
Optionally, words that do not exist in the icon set, Such as 
“the and “by” are deleted. Then, existing text sequences are 
translated using a dictionary. Words not in the dictionary are 
optionally provided as text. For multi-lingual uses, a direct 
language-to-language translation may be used. 
0601. In an exemplary embodiment of the invention, one 
or more personalized dictionaries are provided in which text 
words are translated in a non-standard way, for example, the 
name of a common enemy may be translated as the “hate' 
icon. In some embodiments, a word is replaced by more than 
one icon, for example, two, three or more. Optionally, a word 
is replaced by a series of icons, each representing one letter of 
the word. In another example, only part of a word is replaced 
by an icon. 
0602. In an exemplary embodiment of the invention, a 
plurality of visuals are available for a symbol or word and the 
visual is selected randomly. 
0603. In an exemplary embodiment of the invention, the 
iconic set is used as a translation tool. A user enters a message 
in the icon set. Then the user requests translation into a target 
language, for example, using a locally stored dictionary or 
using a server. This message is shown to a target user. A 
potential advantage of using an iconic set is that the original 
message is distilled by the user in order to express it in the 
icon set. Then ambiguity of translation may be reduced. 
Optionally, idioms (intentional or not) may be reduced in this 
manner. While the above apparatus and methods have been 
described focusing on iconic sets, the above methods may 
also be used for other data, for example data that is transferred 
using the SMS or MMS protocol. One example is transmit 
ting of formatted text (e.g., including size, font, angulation, 
etc.). Another example is arranging a chess board, in which 
each chess piece is indicated by an icon, which is arranged in 
an 8x8 matrix. Optionally, each Such icon has associated 
therewith a screen position. Another example is building a 
basket-ball team, where a user sends a message including 
only five icons, out of a set of 15 sent to the user. This message 
may be used to track spectator desires in some games. 
0604. In another example, icons or pictures are used. For 
example, a wife sending her husband (or child) to do shop 
ping, prepares a list which includes icons or images of the 
products to buy. Optionally, these images are captured at 
home or in the store (or downloaded). 
0605 Personal to business applications may be provided 
as well, for example, a user sending a shopping list using a 
message composed of pictures, codes (where known) and text 
(when codes and pictures/icons) not available. Another 
example, is voting on a “best player” in a sports match, for 
example, by entering the player number or icon. 
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0606 An example of a business to personal application is 
messages from a bank or broker (e.g., an icon indicating a 
recommendation for a three-letter stock indicator). 
0607 An example of a game is “pass', where a user needs 
to send an icon message to another user not previously in the 
chain, for example within a time limit. The server can watch 
the chain and make Sure it does not loop (e.g., by rejecting 
addresses that are in a chain. Optionally, the chain has a 
theme, for example “supporters of Manchester United'. 
0608. The above mechanism of determining most used 
icons and generating caches may also be used for other data 
on cellular telephones, for example, text fonts and/or emoti 
COS. 

0609 Optionally, an on-going optimization process is pro 
vided. Optionally, icons that are not used often enough are 
discarded from the set. Similarly, icons and/or Sub-categories 
may change in level and/or category according to their use. 
0610. In an exemplary embodiment of the invention, 
iconic communication and/or user interface is used for non 
TextSMS applications, for example, for an instant messenger 
application and/or as an interface when using a personal 
computer. 
0611. In an exemplary embodiment of the invention, peer 
to-peer networking is used to propagate the client Software 
and/or dictionaries and/or other portions thereof. In an exem 
plary embodiment of the invention, a telephone can broadcast 
(e.g., using Bluetooth or other short range wireless link) a 
desire to download dictionaries and/or other forms of anima 
tion and/or graphics or images. Alternatively or additionally, 
a telephone can broadcast a desire to share such dictionaries. 
A user, identifying a desire to download or a desire to upload 
may selectively approve the upload. Optionally, the user is 
provided, via the client with the ability to sample the offered 
dictionary or other data. Optionally, the dictionary is down 
loaded as a restricted dictionary, for example, as a dictionary 
which the software client refuses to transmit on or as a dic 
tionary which is automatically deleted after a while. Option 
ally, if a user decides to accept the dictionary, the sender is 
optionally reimbursed by transfer of funds between the 
accounts of the sender and the receiver. 
0612 Optionally, a server is used to track the various 
accounts and/or rights to access content of different users. 
0613. In an exemplary embodiment of the invention, dic 
tionaries, icon lists and/or other information are sent using 
cellular messaging methods, for example, MMS or SMS. In 
an exemplary embodiment of the invention for MMS, the 
images are transferred as parts of the MMS image and data 
regarding the symbols is transmitted using color variations to 
encode data. In SMS, a hexadecimal dump may be sent. These 
methods may also be used for other communication methods, 
Such as ringtone messages, e-mails with pictures and instant 
messages. 

0614 The above mechanism of groups may be extended to 
fields other than icon sets. For example, user display settings, 
font settings and/or colors (or formatting instructions) may be 
Supported by groups. The above mechanism of translating at 
the receiver based on the group he belongs to may be used as 
well. 

PC-Type Interfaces 

0615. In an exemplary embodiment of the invention, the 
interfaces provided for more robust devices, such as PC com 
puters are different from those provided to cellular tele 
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phones, for example, to take advantage of larger displays, 
keyboards and/or better processing power. 
0616) In an exemplary embodiment of the invention, when 
entering icons in a PC computer, Stickers are provided to a 
user to stick onto keyboard buttons and indicate which button 
will generate which icon. Optionally, a keyboard button is 
mapped to multiple icons. Alternatively or additionally, the 
numeric key-pad is used in lieu of the cellular telephone 
keypad. Optionally, the layout of icons (or Screen mapping) is 
maintained to be compatible with those of a cellular tele 
phone, even though the arrangement of numbers is different. 
Alternatively or additionally, an icon is selected by entering 
its name (or a synonym thereof). Optionally, word processing 
Software is provided with a pop-up menu Suggesting to 
replace a word with an icon and/or providing translation of 
the words one by one into icons. Optionally, words that have 
a corresponding icon, are marked accordingly. Alternatively 
or additionally, a thesaurus tool is provided to matchup words 
and icons. Alternatively or additionally, a separate application 
is provided which identifies selected words on the screen and 
can recommenda replacementicon. Such technology is in use 
currently for translation and for Voice read-out, and can use, 
for example, OCR from the screen or hooking of the windows 
display function calls. Alternatively or additionally, icons are 
selected by mouse, for example, from a 3x3 matrix or from a 
larger matrix. As shown below, one or more levels may be 
collapse into a single level and displayed simultaneously on a 
PC display. 
0617 FIGS. 17A-17B illustrate exemplary interfaces for 
usage for icon entry on a PC computer, for example with an 
instant messaging application, in accordance with an exem 
plary embodiment of the invention. 
0618. In the example shown a window 1702 is provided 
for conversation and a window 1704 is provided for compos 
ing a new message, for example a mixed icon and text mes 
Sage. 
0619 Various functional buttons are shown as well, in 
particular (FIG. 17A), a search button 1706. When pressed, 
this button opens a search window including a text entry field 
1708 for entering a name or a category of icon being searched 
for, a control 1712 for showing a category of a found icon and 
a graphical display 1710 of the found icon. Fixed category 
buttons 1714 are shown as well. 
0620 FIG. 17B shows the effect of selecting such a fixed 
category button 1714, in that a window 1716 is opened 
including all the icons in that category. It should be noted that 
in a PC computer 10, 20, 30 or more icons can be shown 
simultaneously, together with identifying text. Similarly, a 
rollover text display function in a PC computer can be easier 
to use than in a mobile device, due to the size and/or stability 
of the interface. 
0621 Not shown are, for example, optional template but 
tons, personal icon sets, themes, animation generation tools 
and displaying of icon name alternatives. 

General 

0622. It is to be understood that the invention is not nec 
essarily limited in its application to the particular details set 
forth in the description contained herein or illustrated in the 
drawings. The invention is capable of other embodiments and 
of being practiced and carried out in various ways. Hence, it 
is to be understood that the phraseology and terminology 
employed herein are for the purpose of description and should 
not be regarded as necessarily limiting. 
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0623. It will also be understood that the invention further 
contemplates a machine-readable memory and/or circuitry 
and/or firmware tangibly embodying a program of instruc 
tions executable by a machine for executing the method of the 
invention. Also contemplated is a suitably programmed gen 
eral purpose machine. 
0624 Those skilled in the art will readily appreciate that 
various modifications and changes can be applied to the 
embodiments of the invention as hereinbefore described 
without departing from its scope, defined in and by the 
appended claims. 
0625. In the above detailed description, numerous specific 
details are set forth in order to provide a thorough understand 
ing of the invention. However, it will be understood by those 
skilled in the art that the present invention may be practiced 
without these specific details. In other instances, well-known 
methods, procedures, components and circuits have not nec 
essarily been described in detail so as not to obscure the 
present invention. 
0626. Unless specifically stated otherwise, as apparent 
from the above description, it is appreciated that throughout 
the specification discussions utilizing terms such as, “pro 
cessing”, “computing, "calculating”, “determining, or the 
like, refer to the action and/or processes of a computer or 
computing system, or processor or similar electronic comput 
ing device, that manipulate and/or transform data represented 
as physical. Such as electronic, quantities within the comput 
ing system's registers and/or memories into other data, simi 
larly represented as physical quantities within the computing 
system's memories, registers or other such information stor 
age, transmission or display devices. In some cases, such 
actions may be carried by a user, for example, deciding on an 
icon to insert. 

0627 The term mobile device used in this patent speci 
fication should be expansively construed to cover any kind of 
mobile device with communications capabilities and includes 
cellular phones, two-way pagers, radio telephones, PDA, TV 
remote control devices, DECT, and wireless information 
devices. There is a particular emphasis on Some types of 
mobile devices, such as those with limited Screen, memory 
and/or inputabilities, in Some embodiments of the invention. 
The term includes devices able to communicate using mobile 
radio such as GSM or UMTS and any other wireless commu 
nications standard, system and/or protocol, e.g. Bluetooth 
and WiFi. According to some embodiments of the present 
invention, the mobile device may communicate with another 
mobile device or with other devices (e.g. personal computers) 
via various networks such as, e.g. cellular networks, broad 
band networks, fixed line network, data communication net 
works (such as LAN and WAN) and Internet networks, and/or 
within various services (e.g. messaging services like SMS, 
MMS, instant messaging, IMS and others, mobile advertising 
and mobile-content service). 
0628 Embodiments of the present invention may use 
terms such as, processor, computer, apparatus, System, Sub 
system, module, unit, device (in single or plural form) for 
performing the operations herein. This may be specially con 
structed for the desired purposes, or it may comprise a general 
purpose computer selectively activated or reconfigured by a 
computer program stored in the computer. Such a computer 
program may be stored in a computer readable storage 
medium, Such as, but not limited to, any type of disk including 
floppy disks, optical disks, CD-ROMs, magnetic-optical 
disks, read-only memories (ROMs), random access memo 
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ries (RAMS), electrically programmable read-only memories 
(EPROMs), electrically erasable and programmable read 
only memories (EEPROMs), magnetic or optical cards, or 
any other type of media suitable for storing electronic instruc 
tions, and capable of being coupled to a computer system bus. 
0629. Where a single device is described, multiple devices 
may be provided. For example, a server can comprise mul 
tiple servers at a same or distributed locations, and operated 
by a same or different operators. Conversely, multiple com 
ponents may be combined into a single component. 
0630. The processes/devices (or counterpart terms speci 
fied above) and displays presented herein are not necessarily 
inherently related to any particular computer or other appa 
ratus. Various general purpose systems may be used with 
programs in accordance with the teachings herein, or it may 
prove convenient to construct a more specialized apparatus to 
perform the desired method. In addition, embodiments of the 
present invention are not described with reference to any 
particular programming language. It will be appreciated that 
a variety of programming languages may be used to imple 
ment the teachings of the inventions as described herein. 
Currently, particular languages are used for cellular tele 
phones, but this should not be considered an essential limita 
tion for all embodiments. 
0631 Where software is described as including compo 
nents, it should be noted that components can be combined 
and/or implemented in various ways and single components 
may be broken apart, without leaving the spirit of some 
embodiments of the invention. 
0632. It should be understood that features and/or steps 
described with respect to one embodiment may be used with 
other embodiments and that not all embodiments of the inven 
tion have all of the features and/or steps shown in a particular 
figure or described with respect to one of the embodiments. 
Section heads are provided for ease of navigation and do not 
necessarily limit the disclosure therein to the subject of the 
section title. 
0633. It is noted that some of the above described embodi 
ments may describe the best mode contemplated by the inven 
tors and therefore may include structure, acts or details of 
structures and acts that may not be essential to the invention 
and which are described as examples. Structure and acts 
described herein are replaceable by equivalents which per 
form the same function, even if the structure or acts are 
different, as known in the art. Therefore, the scope of the 
invention is limited only by the elements and limitations as 
used in the claims. When used in the following claims, the 
terms “comprise”, “include”, “have and their conjugates 
mean “including but not limited to”. 
What is claimed is: 
1. A method of controlling an external display using a 

personal communication device, comprising: 
providing an external display; 
processing an iconic message on a personal communica 

tion device to generate at least one instruction for said 
display; 

transmitting said at least one instruction from said personal 
communication device to said external display respon 
sive to said processing; and 
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displaying on external display in response to said at least 
one instruction. 

2. A method according to claim 1, wherein transmitting 
comprises transmitting directly from said personal commu 
nication device to said external display. 

3. A method according to claim 1, wherein said transmit 
ting comprises transmitting to a mediator system. 

4. A method according to claim 1, wherein displaying 
comprises displaying in response to instructions received 
from a plurality of personal communication devices. 

5. A method according to claim 1, wherein said at least one 
instruction comprises an iconic message. 

6. A method according to claim 1, wherein said at least one 
instruction comprises an instruction associated with at least 
one icon of said processed iconic message. 

7. A method according to claim 1, wherein said external 
display includes thereon images for display in response to 
said instructions. 

8. A method according to claim 1, wherein said external 
display comprises a visual display. 

9. A method according to claim 1, wherein said external 
display comprises an audio display. 

10. A method according to claim 1, wherein said external 
display comprises a worn display. 

11. A method of setting the behavior of icons in an iconic 
message, comprising: 

providing a series of icons as an iconic message; and 
automatically determining a display behavior of at least 

one of said icons based on at least one of an identification 
of another icon in said message and a behavior of 
another object in said message. 

12. A method according to claim 11, wherein determining 
comprises determining prior to a sending of said message. 

13. A method according to claim 11, wherein determining 
comprises determining after receiving and prior to displaying 
of said message. 

14. A method according to claim 11, wherein determining 
comprises determining in response to an identification of said 
another object. 

15. A method according to claim 11, wherein determining 
comprises determining in response to an animation associ 
ated with said another object. 

16. A method according to claim 11, wherein determining 
comprises synchronizing animation of said at least one icon 
and said another object. 

17. A method according to claim 11, wherein determining 
comprises combining said icon and said another object. 

18. A method according to claim 17, wherein said another 
object comprises an alphanumerical character. 

19. A method according to claim 11, wherein determining 
comprises generating a behavior code for sending with said 
iconic message. 

20. A method according to claim 11, wherein comprising 
downloading a new visualization from a server based on said 
determining. 


