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UNITED STATES PATENT OFFICE, a 
GEORGE W. HAPPLE AND HUGO MAY, OF FORT was HINGTON, MARYLANaggaf 

FounTAIN-BRUSH. . 
1,049,863. 
To all whom it may concern; 
Beit known that we, GEORGE W. 

and Hugo MAY, citizens of the United States, residing at Fort Washington, in the 
5 county of Prince Georges, and State of . 
Maryland, have invented; new, and useful 
Improvements in Fountain Brushes, of 

... which the following is a specification... . 

10 intended to be used for blacking'shoes, or the 
like, the main object being the provision of 
a housing for the material container adapted 
to serve as a handle for the brush and so 
constructed as to permit easy access to the 
container for the purpose of operation or 

12 is an absorbent pad 14 adapted to hold a 
ision of a cap for the r 

15 
... renewal of the same. 

An object is the prov, 
brush head carrying means for maintaining 
the bristles in soft pliable condition and fur 20 ther means for closing the feed duct when 

: the brush is not in use. ; : - 
A further object of the invention is the 

provision of rheans carried by the brush 
head by which the bristles may be com 
pressed to permit ready insertion of the 
same into the cap without injuring the 
bristles. 

iFurther objects of the invention will ap 
30 pear as the following specific description is 

drawings which form a part of the applica 
tion, and in which :- 

Figure 1 is a side elevation of the device 
showing the cap removed and the royable 
portion of the handle in extended position; 
Fig. 2 is a transverse sectional view.online 
3-3 of Fig. 1: Fig. 3 is a longitudinal sec 
tional view of the device showing the cap in 
applied position; Fig. 4 is a bottom plan 

40 view of the same; Fig. 5 is a perspective 
view of the movable portion of the handle: 
and Fig. 6 is a transverse sectional view 
taken on line 6-6 of Fig. 3. 

Referring now to the drawings, the nu 
meral 1 designates a brush head which com 
prises a hollow body 2, preferably con 
structed of metal, and having its bottom 
open so as to receive the holder 3 for bristles 
3. Integrally formed with the head 1 is a 

50 rearwardly extending fixed portion 4 of the 
handle which is semi-cylindrical in shape 
and hollow so as to receive the collapsible 
material container 5. A feed duct 6 leads 
from an opening 7 in the rear wall 8 of the 
brush head through an opening 9 in the 

bristle holder 8 to a dischargiSES 
HAPPLE the holder 3. The lower E. R. 

I handleportion 4 are bent inwa 
yardly to form flanges 4 which 

handleportion 10, as clearly showii 
2. This is to permit slidable 

... Our invention relates to fountain brushes 

read in connection with the accompanying 

engagement with the fixed portion. 4, the 

Yiri fries?i 
8 aei 

is givsH. 
Specification of Letters Patent. Patented Jaafisis)i&. 6. 

. Application filed February 6, 1912. Serial No. 675,710. aid A. 
grid 8 E. 

Af s 

E.E.E.E. E.E.E.E.E. downwardly bent upper edges of 3V 
aSat 

4. . . . . . if . . . . . . . gereiff' . 

the portion 10 to unmask the co, E. 9, tainer 5 which is threaded itääät 
opening 7. The discharge end of the feed 
duct is flared outwardly and bested to sign 
a seat 11 for the closure 12 carried by the . 

65 

cap 3 when the cap is in applied position. 
Within the cap and surrounding the closure 70. m 

suitable. moistening liquid which will main 
tain the bristles in soft pliable condition 
while the brush is not in use. A bridle ring . . . 
15 encircles the bristles and has the extrem. 75 
ities of its upwardly extending arms 17 and 
16 inbent to form stops 18 and 19 respec 
tively which engage the guide brackets 20 
and 21 to prevent undue downward motion 
of the bridle. Application of the cap 13 is 80 
facilitated by the use of this bridle which, 
when in lowered position, compresses the 
bristles so that they may be readily inserted 
in the cap. The head1 is provided adja 
cent its lower edge with pins 22 which are 85. 
received by the angular slots. 23 in the cap 
So as to lock the cap in position upon slight 
rotation of the same. . . . . . . . 
The movable handle portion 10 is pro 

vided with an internal guide bracket 24 in 90 
which is slidably mounted the shank of a 
wrench 26, the inner end of the shank 25 
being upturned to form a stop 27. This 
stop 27 is adapted to engage the inner edge 
of the guide bracket 24 and prevent exces-95. 
sive outward movement of the wrench 
through the opening 28 provided in the end 
of the movable portion 10. When the nav 
able portion 10 is removed from its sliding 

00 
wrench 26 may be projected through the 
opening 28 and used to screw the container 
5 into position by applying the wrench to 
its angular neck 29. 
When it is desired to use the brush, the 

cap 13 is removed and the bridle 15 pushed 
up into inoperative position. Then the 
movable portion 10 is slid outwardly to ex 
pose a sufficient length of the collapsible 
container 5, which is then compressed by the 110 



2 

fingers. to force the semi-fluid material 
therein through the feed duct to the bris 
ties 3. 

10 

5 

Having thus described our invention what. 
we claim as new is:- 

1. A brush of the class described com 
prising a brush head, a fixed handle portion 
formed on said head a movable handle por 
tion slidably secured to said fixed portion, 
a flexible container removably secured with 
in the receptacle formed by said handle por 
tions and extending longitudinally therein, 
and means for conducting semi-fluid mate 
rial from said container to the bristles of the 
brush. 

2. A brush of the class described com 
prising a brush head, a collapsible container 
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detachably secured to said head, means for 
conducting a semi-fluid material from said 
container to the bristles of the brush, a fixed 
handle portion formed on said head and 
adapted to house partially the said con 
tainer and a movable handle portion slid 
ably associated with said fixed portion and 
adapted to house the remainder of the con 
tainer. 

In testimony whereof we affix our signa 
tures in presence of two witnesses. 

GEORGE W. HAPPLE. 
HUGO MAY. 

Witnesses: 
E. EDMONSTON, Jr., 
D. B. HowARD. 

five cents each, by addressing the “Commissioner of Patents, 
Washington, D. c." 
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