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ABSTRACT 

Circuit arrangement embodiments that use relative group 
ings of energy pathways that include Shielding circuit 
arrangements that can Sustain and condition electrically 
complementary energy confluences. 
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ARRANGEMENT FOR ENERGY CONDITIONING 

0001. This application is a continuation-in-part of co 
pending application Ser. No. 10/115,159, filed Apr. 2, 2002, 
which is a continuation-in-part of co-pending application 
Ser. No. 09/845,680, filed Apr. 30, 2001, which is a con 
tinuation-in-part of co-pending application Ser. No. 09/815, 
246 filed Mar. 22, 2001, which is a continuation-in-part of 
co-pending application Ser. No. 09/777,021 filed Feb. 5, 
2001, which is a continuation-in-part of co-pending appli 
cation Ser. No. 09/594,447 filed Aug. 3, 2000, which is a 
continuation-in-part of co-pending application Ser. No. 
09/594,447 filed Jun. 15, 2000, which is a continuation-in 
part of co-pending application Ser. No. 09/579,606 filed 
May 26, 2000, now issued as U.S. Pat. No. 6,373,673, which 
is a continuation-in-part of co-pending application Ser. No. 
09/460,218 filed Dec. 13, 1999, now issued as U.S. Pat. No. 
6,331,926, which is a continuation of application Ser. No. 
09/056,379 filed Apr. 7, 1998, now issued as U.S. Pat. No. 
6,018,448, which is a continuation-in-part of application Ser. 
No. 09/008,769 filed Jan. 19, 1998, now issued as U.S. Pat. 
No. 6,097,581, which is a continuation-in-part of application 
Ser. No. 08/841,940 filed Apr. 8, 1997, now issued as U.S. 
Pat. No. 5,909,350. 

TECHNICAL FIELD 

0002. In addition, this application claims the benefit of 
U.S. Provisional Application No. 60/302.429, filed Jul. 2, 
2001, U.S. Provisional Application No. 60/310,962, filed 
Aug. 8, 2001, U.S. Provisional Application No. 60/349,954, 
filed Jan. 8, 2002, and U.S. Provisional Application No. (Not 
assigned), filed Jun. 12, 2002. 
0003. This application relates to balanced shielding 
arrangements that use complementary relative groupings of 
energy pathways, Such as pathways for various energy 
propagations for multiple energy conditioning functions. 
These shielding arrangements may be operable as discrete or 
non-discrete embodiments that can Sustain and condition 
electrically complementary energy confluences. 

BACKGROUND 

0004 Today, as the density of electronics within appli 
cations increases, unwanted noise byproducts of the 
increased density may limit the performance electronic 
circuitry. Consequently, the avoidance of the effects of 
unwanted noise byproducts, Such as by isolation or immu 
nization of circuits against the effects of the undesirable 
noise is an important consideration for circuit arrangements 
and circuit design. 
0005 Differential and common mode noise energy may 
be generated by, and may propagate along or around, energy 
pathways, cables, circuit board tracks or traces, high-Speed 
transmission lines, and/or bus line pathways. These energy 
conductors may act as, for example, an antenna that radiates 
energy fields. This antenna-analogous performance may 
exacerbate the noise problem in that, at higher frequencies, 
propagating energy utilizing prior art passive devices may 
experience increased levels of energy parasitic interference, 
Such as various capacitive and/or inductive parasitics. 
0006 These increases may be due, in part, to the com 
bination of constraints resulting from functionally or Struc 
turally limitations of prior art Solutions, coupled with the 
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inherent manufacturing or design imbalances and perfor 
mance deficiencies of the prior art. These deficiencies inher 
ently create, or induce, unwanted and unbalanced interfer 
ence energy that may couple into associated electrical 
circuitry, thereby making at least partial shielding from these 
parasitics and electromagnetic interference desirable. Con 
Sequently, for broad frequency operating environments, 
Solving these problems necessitates at least a combination of 
Simultaneous filtration, careful Systems layout having Vari 
ous grounding or anti-noise arrangements, as well as exten 
Sive isolating in combination with at least partial electro 
Static and electromagnetic Shielding. 
0007 Thus, a need exists for a self-contained, energy 
conditioning arrangement utilizing simplified energy path 
way arrangements, which may additionally include other 
elements, amalgamated into a discreet or non-discreet com 
ponent, which may be utilized in almost any circuit appli 
cation for providing effective, Symmetrically balanced, and 
Sustainable, Simultaneous energy conditioning functions 
Selected from at least a decoupling function, transient Sup 
pression function, noise cancellation function, energy block 
ing function, and energy Suppression functions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008 Understanding of the present invention will be 
facilitated by consideration of the following detailed 
description of the preferred embodiments of the present 
invention taken in conjunction With the accompanying draw 
ings, in which like numerals refer to like parts and in which: 
0009 FIG. 1 is a relative location compass operable for 
determining relative locations of the various pathway exten 
Sions disclosed; 

0010 FIGS. 1A-1C show relative locations of the vari 
ouS pathway extensions disclosed according to an aspect of 
the present invention; 
0011 FIG. 2A shows a circuit schematic of the plan view 
of an embodiment of 2B according to an aspect of the resent 
invention; 

0012 FIG. 2B is a plan view of an embodiment accord 
ing to an aspect of the present invention; 
0013 FIG. 3A shows a circuit schematic of the plan view 
of an embodiment of 3B according to an aspect of the 
present invention; 
0014 FIG. 3B is a plan view of an embodiment accord 
ing to an aspect of the present invention; 
0.015 FIG. 3C shows a plan view of a shield according 
to an aspect of the present invention; 
0016 FIG. 4A shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0017 FIG. 4B shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0018 FIG. 4C shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0019 FIG. 4D shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0020 FIG. 4E shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
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0021 FIG. 4F shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0022 FIG. 4G shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0023 FIG. 4H shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0024 FIG. 4I shows a relative plan view of an embodi 
ment according to an aspect of the present invention; 
0.025 FIG. 5A shows a stacked multiple, circuit network 
including groups of pathways according to an aspect of the 
present invention; 
0.026 FIG. 5B shows a stacked shield according to an 
aspect of the present invention; 
0027 FIG. 5C shows a relative plan view of a stacked 
multiple, non-Shared circuit network having VIAS including 
groups of pathways according to an aspect of the present 
invention; 
0028 FIG. 6 shows a relative plan view of circuit 
arrangement variant according to an aspect of the present 
invention; and, 
0029 FIG. 7 shows a relative plan view of circuit 
arrangement variant according to an aspect of the present 
invention; 

DETAILED DESCRIPTION 

0030 This application is a continuation-in-part of co 
pending application Ser. No. 10/115,159, filed Apr. 2, 2002, 
which is a continuation-in-part of co-pending application 
Ser. No. 09/845,680, filed Apr. 30, 2001, which is a con 
tinuation-in-part of co-pending application Ser. No. 09/815, 
246 filed Mar. 22, 2001, which is a continuation-in-part of 
co-pending application Ser. No. 09/777,021 filed Feb. 5, 
2001, which is a continuation-in-part of co-pending appli 
cation Ser. No. 09/594,447 filed Aug. 3, 2000, which is a 
continuation-in-part of co-pending application Ser. No. 
09/594,447 filed Jun. 15, 2000, which is a continuation-in 
part of co-pending application Ser. No. 09/579,606 filed 
May 26, 2000, now issued as U.S. Pat. No. 6,373,673, which 
is a continuation-in-part of co-pending application Ser. No. 
09/460,218 filed Dec. 13, 1999, now issued as U.S. Pat. No. 
6,331,926, which is a continuation of application Ser. No. 
09/056,379 filed Apr. 7, 1998, now issued as U.S. Pat. No. 
6,018,448, which is a continuation-in-part of application Ser. 
No. 09/008,769 filed Jan. 19, 1998, now issued as U.S. Pat. 
No. 6,097,581, which is a continuation-in-part of application 
Ser. No. 08/841,940 filed Apr. 8, 1997, now issued as U.S. 
Pat. No. 5,909,350, each of which is incorporated by refer 
ence herein. 

0031. In addition, this application claims the benefit of 
U.S. Provisional Application No. 60/302.429, filed Jul. 2, 
2001, U.S. Provisional Application No. 60/310,962, filed 
Aug. 8, 2001, U.S. Provisional Application No. 60/349,954, 
filed Jan. 8, 2002, and U.S. Provisional Application No. (Not 
assigned), filed Jun. 12, 2002, each of which is incorporated 
by reference herein. 
0032. It is to be understood that the figures and descrip 
tions of the present invention have been Simplified to 
illustrate elements that are relevant for a clear understanding 
of the present invention, while eliminating, for the purpose 
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of clarity, many other elements found in typical energy 
conditioning Systems and methods. Those of ordinary skill 
in the art will recognize that other elements and/or Steps are 
desirable and/or required in implementing the present inven 
tion. However, because Such elements and Steps are well 
known in the art, and because they do not facilitate a better 
understanding of the present invention, a discussion of Such 
elements and Steps is not provided herein. The disclosure 
herein is directed to all Such variations and modifications to 
Such elements and methods known to those skilled in the art. 
Additionally, it will be apparent to those skilled in the art 
that terms used herein that may include a whole, or a portion 
of a whole, Such as “energy”, “system', circuit, and the like, 
are contemplated to include both the portions of the whole, 
and the entire of the whole, as used, unless otherwise noted. 
0033 AS used herein, an “energy pathway' or “pathway” 
may be at least one, or a number, of conductive materials, 
each one operable for Sustained propagation of energy. 
Pathways may be conductive, thereby better propagating 
various electrical energies as compared to non-conductive or 
Semi-conductive materials directly or indirectly coupled to, 
or adjacent to, the pathways. An energy pathway may 
facilitate propagation of a first energy by allowing for 
various energy conditioning functions, Such as conditioning 
functions arising due to any one or a number of aspects, Such 
as, but not limited to, the Shielding, the orientation and/or the 
positioning of the energy pathways within the energy path 
way arrangement, which various arrangements having an 
orientation and/or positioning thereby allow for interaction 
of the first energy with propagating energies that are comple 
mentary to at least the first energy. An energy pathway may 
include an energy pathway portion, an entire energy path 
way, a conductor, an energy conductor, an electrode, at least 
one process-created conductor, and/or a shield. A plurality of 
energy pathways may include a plurality of each device or 
element discussed hereinabove with respect to energy path 
way. Further, as used generally herein, a conductor may 
include, for example, an individual conductive material 
portion, a conductive plane, a conductive pathway, a path 
way, an electrical wire, a via, an aperture, a conductive 
portion Such as a resistive lead, a conductive material 
portion, or an electrical plate, Such as plates Separated by at 
least one medium 801, for example. 
0034. A shield may include a shielding electrode, a 
Shielding pathway portion, a Shielded pathway, a shielded 
conductor, a shielded energy conductor, a shielded electrode, 
and/or at least one process-created Shielded pathway por 
tion. A plurality of Shields may include a plurality of the 
devices discussed hereinabove with respect to a shield. 
0035. As used generally herein, a pathway may be 
complementary positioned, or complementary orientated, 
with respect to a main-body 80, 81, having various pathway 
extensions, designated 79"X", 812"X", 811"X" and 99"X". 
Main-bodies 80, 81 may be in three-dimensional physical 
relationships individually, in pairs, groups, and/or pluralities 
as to distance, orientation, position, Superposition, non 
Superposition, alignment, partial alignment, lapping, non 
lapping, and partial lapping. Superposed main-body path 
way 80, may, for example include a pairing of physically 
opposing and oppositely orientated main-body pathways 80 
that are any one of, or any combination of, electrically null, 
electrically complementary, electrically differential, or elec 
trically opposite. 
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0036) A pathway arrangement may include at least a 
Shield at least partially shielding at least one energy path 
way, or a group of Shields forming a Shield structure that at 
least partially shielding, via a conductive shielding, at least 
a conductively isolated pairing of at least two energy path 
ways, Such as Vias, apertures or complementary paired 
pathways. 
0037. An exemplary embodiment may allow energy 
propagation on a conductively isolated pairing, Such as 
complementary paired pathways, causing energy propaga 
tion on common Shields, or at least one grouping of Shields, 
Serving an isolated circuit. This embodiment may allow a 
low inductance pathway to form among at least a single pair 
of isolated and Separate parallel pathways Serving at least 
one separate and distinct isolated circuit System. An exem 
plary embodiment may allow for the development of at least 
low inductance pathway for utilization of energy propagat 
ing on at least one parallel pathway of at least two sets of 
isolated and Separate parallel pathways and the development 
along at least one parallel pathway of at least one other low 
inductance pathway for utilization of energy propagating 
along at least one other Separate and distinct isolated circuit 
System. 

0.038 An exemplary embodiment utilized as part of a 
circuit assembly may have at least one pathway of relatively 
lower inductance, while other pathways may be electrically 
coupled to an energy Source or an energy load. A pathway of 
a Second plurality of pathways may have a lower impedance 
operable for portions of energy to be taken away from either 
of the same at least one energy Source or at least one energy 
load of the circuit assembly. This same pathway of low 
impedance may not be electrically directly coupled to either 
the same at least one energy Source or at least one energy 
load of the circuit assembly as the one pathway of lower 
inductance. A System may have both a pathway of least 
inductance and a pathway of least impedance which are not 
the same pathway. 
0039. In contrast to capacitors found in the industry 
wherein an equivalent Series inductance (ESL) of a capacitor 
device is normally size dependant, in the present invention 
the pathway of least impedance and the pathway of least 
inductance for a circuit for energy conditioning may be 
achieved independent of the physical size of the device. 
These aspects depend on a predetermined capacitance devel 
oped by a predetermined layers in the present invention. 
0040 Arranging the pathways allows the resistance of the 
conductive material of the pathways to primarily determine 
the energy delivery, or relative efficiency or effect between 
at least one Source of energy and one energy utilizing load 
of an integrated circuit, for example. The ESL may be a 
negligible factor, rather than a primary factor for delivery 
outcome or decoupling Void of debilitating inductances. 
0041. In an illustrative pathway arrangement illustrated 
in FIGS. 1A, 1B, 1C, 5A and 5B, wherein the various 
propagating energies may be complementary, the pathway 
arrangement, upon placement into a circuit arrangement, 
may allow for energy propagation within or along certain 
energy pathways of the pathway arrangement, thereby 
allowing for the mutual interaction of opposite portions of 
pathway-soured magnetic fields produced by the propaga 
tion of energy field currents emanating outwardly from each 
Set of the complementary conductors. This mutual interac 
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tion maybe a mutual cancellation in embodiments wherein 
certain pathways may be partially or totally physically 
Shielded from other complementary pathways, and may be 
placed within an influencing distance of those other comple 
mentary pathways. Further, a Substantial Similarity in size 
and shape of the respective complementary pathways, 
including the Spaced-apart relationship and the interposi 
tioning of a Shielding between pathways, and the conduc 
tively isolated relationship of the pathways, may contribute 
to this mutual cancellation effect. Additionally, the Shielding 
operations may be predicated on a relative positioning of a 
mating of the paired pathways relative to the conductive 
electroStatic Shielding. At least the complementary energy 
conditioning functions and electroStatic shielding dynamics 
discussed herein may operate on various energy propagating 
in various directions along various predetermined pathways, 
and may operate on circuits having dynamic operation 
utilizing the pathway arrangement. 
0042. A sub-combination of electromagnetically/electro 
Statically actuated impedance States may develop along or 
within a pathway arrangement, or along or within a closely 
coupled external conductive portion conductively coupled to 
Separate or multiple groupings of Shields, to thereby form an 
energy conditioning circuit. These electromagnetically/elec 
troStatically actuated impedance States may develop, for 
example, because of the energization of one paired Set of 
pathways of one circuit portion, but not necessarily develop 
on another paired Set of pathways from another circuit 
portion, for example. 
0043. According to an aspect of the present invention, 
each shield may include a main-body 81. Main-bodies 81 
may collectively and conductively couple to one another and 
at the same time may Substantially immure and Shield the 
main-body 80 of the energy pathways. In other embodiments 
of the present invention, the collective Shielding main-body 
81 may only partially immure or shield the pathway main 
body 80s in at least one portion of the shielding. 
0044 According to an aspect of the present invention, a 
balanced, Symmetrical, pathway arrangement may result 
from the Symmetry of certain Superposed shields, from 
complementary pathway sizing and Shaping, and/or from 
reciprocal positioning and pairing of the complementary 
pathways. Manufacturable balanced or Symmetrical physi 
cal arrangements of pathways, wherein dynamic energy 
propagation, interactions, pairings or match-ups of various 
dynamic quantities occur, may operate at less than a funda 
mental limit of accuracy of testing equipment. Thus, when 
portions of these complementary energy quantities interact 
Simultaneously, the energy may be beyond the quantifiable 
range of the typical testing equipment. Thus, the extent to 
which the measurement may be obtained may employ 
increased controllability, and thereby the electrical charac 
teristics and the effect on electrical characteristics may be 
controlled, Such as by predetermining the desired measur 
ability, behavior or enhancement to be provided, and by a 
correspondent arrangement of the elements, Such as Specifi 
cally by an arrangement of the elements to provide the 
desired measurability or effect. For example, a desired 
electrical characteristic may be predetermined for a desired 
enhancement by varying at least a portion of the comple 
mentary balance, size, shape, and Symmetry of at least one 
pathway paring, as Set forth herein below and as illustrated 
in FIGS. 1A, 1B, 1C, 5A and 5B, for example. 
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004.5 Thus, the extent of energy interactions, mutual 
energy propagation timings and interferences, for example, 
may be controlled by tolerances within the pathway arrange 
ment. A manufacturing process, or computer tolerance con 
trol, Such as Semiconductor proceSS control, may control 
these tolerances, for example. Thus, the pathways of an 
embodiment may be formed using manufacturing processes, 
Such as passive device processes, apparent to those skilled in 
the art. Mutual energy propagation measurements may 
thereby be cancelled or Suppressed by the formation, and 
process of formation, of the pathway arrangement. 
0046) A pathway arrangement may, as set forth herein 
above, include a Sequentially positioned grouping of path 
ways in an amalgamated electronic Structure having bal 
anced groupings of pathways. The balanced grouping may 
include a predetermined pathway architecture having a 
Stacked hierarchy of pathways that are Symmetrical and 
complementary in number, and that are positioned comple 
mentary to one another, thereby forming pairs, each of 
which pair is Substantially equidistant from each Side of a 
centrally positioned Shield, wherein each Shield may provide 
a Symmetrical balancing point for both each pair pathway 
and the overall pathway hierarchy as depicted in FIGS. 1A 
to 4I, for example. Thus, predetermined identically sized, 
shaped and complementary positioned pathways may be 
present on either Side of a centrally positioned Shield for 
each Separate circuit portion. A total circuit may have its 
complementary portions Symmetrically divided into a 
complementary physical format including a reverse-mirror 
image positioning of paired Shielded, complementary sized 
and shaped pathways, Sandwiching at least one interposing 
shield. 

0047 According to an aspect of the present invention, 
each pathway may be, for example, a first interconnect 
Substrate wrapping around, or holding, an integrated circuit 
wafer, a deposit, an etching, or a resultant of a doping 
process, and the Shield may be, for example, a pathway 
Substrate, an energy conditioning embodiment or energy 
conditioning Substrate, a deposit, an etching, a resultant of a 
doping process, and may have, for example, resistive prop 
erties. Additional elements may be utilized, including con 
ductive and nonconductive elements, between the various 
pathways. These additional elements may take the form of 
ferromagnetic materials or ferromagnetic-like dielectric lay 
ers, and/or inductive-ferrite dielectric derivative materials. 
Additional pathway Structural elements may be utilized, 
including conductive and nonconductive multiple pathways 
of different conductive material compositions, conductive 
magnetic field-influencing material hybrids and conductive 
polymer sheets, various processed conductive and noncon 
ductive laminates, Straight conductive deposits, multiple 
Shielding pathway pathways utilizing various types of mag 
netic material Shields and Selective shielding, and conduc 
tively doped and conductively deposited on the materials 
and termination Solder, for example, in addition to various 
combinations of material and structural elements, to provide 
a host of energy conditioning options. 

0.048. Non-conductor materials may also provide struc 
tural Support of the various pathways, and these non-con 
ductor materials may aid the overall energized circuit in 
maintaining the Simultaneous, constant and uninterrupted 
energy propagation moving along the pathways. Dielectric 
materials for example, may include one or more layers of 
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material elements compatible with available processing 
technology. These dielectric materials may be a Semicon 
ductor material Such as Silicon, germanium, gallium arS 
enide, or a Semi-insulating and insulating material Such as, 
but not limited to any K, high K and low K dielectrics. 

0049 Pathway and conductor materials may be selected 
from a group consisting of Ag, Ag/Pd, Cu, Ni, Pt, Au, Pd and 
other Such conductive materials and metals. Combinations 
of these metal materials are Suitable for the purposes dis 
cussed herein, and may include appropriate metal oxides, 
Such as ruthenium oxide, which, depending on the exigen 
cies of a particular application, may be diluted with a 
suitable metal. Other pathways may be formed of a substan 
tially non-resistive conductive material. Any Substances and 
processes that may create pathways from conductive, non 
conductive, Semi-conductive material, and/or Mylar films 
printed circuit board materials, or any Substances or pro 
ceSSes that may create conductive areas Such as doped 
polysilicons, Sintered polycrystallines, metals, polysilicon 
Silicates, or polysilicon Silicide may be used within or with 
the pathway arrangement. 

0050. An exemplary embodiment of the present inven 
tion may utilize an internal Shield structural architecture to 
insure energy balancing configurations within the various 
arrangements, rather than a Specific external circuit balance. 
This balancing configuration is dependent upon the relative 
positioning of all the shields in relationship to the shared and 
centrally positioned shield, and the actual paired shields 
positioned in Specific quantities, to Simultaneously provide 
Shielding for the electrically opposing Shielded paired path 
ways utilized by propagating energy. This allows these 
electrically opposing complementary pathways to be located 
both electrically and physically on the opposite sides of the 
centrally positioned and shared common conductive shield. 
This interposition of the central and shared Shields may 
create a Voltage divider that divides various circuit Voltages 
in half and that provides, to each of the oppositely paired 
Shielded conductors, one half of the Voltage energy normally 
expected. The energized circuitry, including Shielded con 
ductors, may be balanced electrically or in a charge-oppos 
ing manner and with respect to a centrally positioned shield, 
to a common and shared pathway, or to each respective, 
isolated circuit System portion. Each common circuit mem 
ber of an isolated circuit System may be attached or coupled 
to a common area or common pathway, thereby providing an 
external common Zero Voltage. Thus, the embodiment may 
have multiple Sets of Shields electrically or physically 
located between at least one of the various electrically or 
charge opposing, Shielded pairs or grouped complementary 
pairs of pathways in an interposed Shielding relationship, 
Supported with additional Outer Sandwiching Shields, desig 
nated herein as-IM that are additionally coupled and, in 
part, form the Shielding Structure. 

0051. An exemplary embodiment may also be placed into 
one or more energy circuits that utilize different energy 
Sources and that may Supply one or more separate and 
distinct energy-utilizing loads. When energized for multiple 
energy conditioning operations and for providing Simulta 
neous and effective energy conditioning functions, Such as 
electromagnetic interference filtering, Suppression, energy 
decoupling and energy Surge protection, each Separate and 
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distinct circuit is utilizing the multiple commonly shared 
universal Shield Structure and circuit reference image, or 
node. 

0.052 According to an aspect of the present invention, 
energy-conditioning functions may maintain an apparent 
balanced energy Voltage reference and energy Supply for 
each respective energy-utilizing load within a circuit. This 
energized arrangement may allow for Specific energy propa 
gation utilizing a Single, or multiple, isolated pathway 
arrangement, and may not require balancing on a Single, 
centralized shield. A shield may be physically and electri 
cally located between one or multiple energy Sources and 
one or multiple energy utilizing loads, depending upon the 
number of Separate and isolated pathways. Thus shielding 
relative, centralized pathways may be in both co-planar and 
Stacked variants of exemplary embodiment. 
0.053 When the internally positioned paired shielded 
pathways are Subsequently attached, or conductively 
coupled, to externally manufactured pathways, the internally 
positioned paired shields may be Substantially enveloped 
within the cage-like Shield Structure, thereby minimizing 
internally generated energy Strays and parasitics that may 
normally escape or couple to an adjacent Shielded pathway. 
These shielding modes utilize propagating energy to the 
various pathways and may be separate of the electroStatic 
shield effect created by the energization of the shield struc 
ture. The propagating energy propagating in a complemen 
tary manner provides energy fields of mutually opposed, 
mutually cancelled fields as a result of the close proximity 
of opposite propagation. The complementary and paired 
pathways may provide an internally balanced opposing 
resistance load function. 

0054) A device according to an aspect of the present 
invention may mimic the functionality of at least one 
electrostatically shielded transformer. Transformers may be 
widely used to provide common mode isolation dependent 
upon a differential mode transfer acroSS the inputs in order 
to magnetically link the primary windings to the Secondary 
windings to transfer energy. As a result, common mode 
Voltage acroSS the primary winding is rejected. One flaw 
inherent in the manufacturing of transformerS is the propa 
gating energy Source capacitance between the primary and 
Secondary windings. AS the frequency of the circuit 
increases, So does capacitive coupling, until circuit isolation 
may be compromised. If enough parasitic capacitance exists, 
high frequency RF energy may pass through the transformer 
and cause an upset in the circuits on the other Side of the 
isolation gap Subjected to the transient event. A shield may 
be provided between the primary and Secondary windings by 
coupling to a common pathway reference Source designed to 
prevent capacitive coupling between the multiple Sets of 
windings. A device according to an aspect of the present 
invention improves upon, and reduces the need for, trans 
formers in circuits. The device may use a physical and 
relative, common pathway Shield to Suppress parasitics and 
also may use relative positioning of common pathway 
Shields, a complementary paired pathway layering, the Vari 
ous couplings of the pathway layering, and an external 
conductive coupling to a conductive area per isolated circuit 
System, in combination with the various external circuitry, to 
effectively function as a transformer. If an isolated circuit 
System is upset by transients, the electroStatically Shielded, 
transformer function of the device discussed herein may be 
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effective for transient Suppression and protection, and may 
Simultaneously operate as a combined differential mode and 
common mode filter. Each set of relative shields and relative 
conductors may be conductively coupled to at least the same 
external pathway to provide a transformer functionality for 
example, 
0055 Propagated electromagnetic interference may be 
the product of both electric and magnetic fields. A device 
according to an aspect of the present invention may be 
capable of conditioning energy that uses DC, AC, and 
AC/DC hybrid-type propagation, including conditioning 
energy in Systems that may contain different types of energy 
propagation formats and in Systems that may contain more 
than one circuit propagation characteristic. 
0056. In an exemplary embodiment, perimeter conduc 
tive coupling material for coupling or connecting, by con 
ductive joining, of external portions of a typical embodiment 
into an assembly may be accomplished by conductive or 
non-conductive attachments to various types of angled, 
parallel or perpendicular, as those terms apply relative to at 
least another pathway, conductors known as apertures or 
blind or non-blind VIAS, passing through, or almost through, 
portions respectively of an exemplary embodiment. Cou 
plings to at least one or more load(s), Such as a portion of an 
integrated circuit, for one aspect of the invention may 
involve a Selective coupling, or not, to these various types of 
conductors, Such as apertures and VIAS. 
0057 Fabricating a pathway may include forming one or 
more plated through hole (PTH) via(s) through one or more 
levels of a pathway. Electronic packages commonly include 
multiple interconnect levels. In Such a package, the inven 
tion may include layerings of patterned conductive material 
on one interconnect level that may be electrically insulated 
from patterned conductive material on another interconnect 
level, Such as by dielectric material layers. 
0058 Connections or couplings between the conductive 
material at the various interconnect levels may be made by 
forming openings, referred to herein as Vias or apertures, in 
the insulating portions or layers, that in turn can provide an 
electrically conductive Structure Such that the patterned or 
shaped conductive material portions or pathways from dif 
ferent levels are brought into electrical contact with each 
other. These structures can extend through one or more of 
the interconnect levels. Use of conductive, non-conductive 
or conductively-filled apertures and VIAS allows propagat 
ing energy to transverse an exemplary embodiment as if 
utilizing a by-pass or feed-through pathway configuration of 
an embodiment. An embodiment may serve as a Support, a 
System or a Subsystem platform that may contain both or 
either active and passive components layered to provide the 
benefits described for conditioning propagated energy 
between at least one Source and at least one load. 

0059 An aspect of the present invention may provide a 
conductive architecture or Structure Suitable for inclusion in 
a packaging or an integrated circuit package having other 
elements. Other elements may be directly coupled to the 
device for Simultaneous physical and electrical shielding by 
allowing Simultaneous energy interactions to take place 
between grouped and energized complementary conductors 
that are fed by other pathways. Typical capacitive balances 
found between at least one shielding pathway may be found 
when measuring opposite sides of the shared Shield Structure 
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per isolated circuit, and may be maintained at measured 
capacitive levels within this isolated circuit portion, even 
with the use of common non-specialized dielectrics or 
pathway conductive materials. Thus, complementary 
capacitive balancing, or tolerance balancing characteristics, 
of this type of electrical circuit due to element positioning, 
size, Separations and attachment positioning allow an exem 
plary embodiment having an isolated circuit System manu 
factured at 3% capacitive tolerance, internally, to pass to a 
conductively coupled and energized isolated circuit System 
a maintained and correlated 3% capacitive tolerance 
between electrically opposing and paired complementary 
pathways of each respective isolated circuit System, with 
respect to the dividing Shield Structures placed into the 
isolated circuit System. 

0060 An exemplary embodiment may allow utilization 
of relatively inexpensive dielectrics, conductive materials 
and various other material elements in a wide variety of 
ways. Due to the nature of the architecture, the physical and 
electrical dividing Structure created may allow the Voltage 
dividing and balancing among the grouped, adjacent ele 
ments, and may allow for the minimization of the effect of 
material hysteresis and piezoelectric phenomenon to Such a 
degree that propagating energy normally disrupted or lost to 
these effects may be essentially retained in the form of active 
component Switching response time, as well as instanta 
neous ability to appear to the various energy-utilizing loads 
as an apparent open energy flow Simultaneously on both 
electrical sides of a pathway connecting or coupling from an 
energy Source to a respective load, and from the load back 
to the Source. 

0061. A structured layer may be shaped, buried within, 
enveloped by, or inserted into various electrical Systems and 
Sub-Systems to perform line conditioning or decoupling, for 
example, and to aid in or to allow for a modifying of an 
electrical transmission of energy to a desired or predeter 
mined electrical characteristic. Expensive, Specialized, 
dielectric materials that attempt to maintain specific or 
narrow energy conditioning or Voltage balancing may no 
longer be needed for bypass, feed through, or energy decou 
pling operations for a circuit. 

0062) A device according to an aspect of the present 
invention may, as Set forth hereinabove, be placed between 
each isolated circuit and a paired plurality of pathways or 
differential pathways. This exemplary device may operate 
effectively acroSS a broad frequency range, as compared to 
a single discrete capacitor or inductor component, and may 
continue to perform effectively within an isolated circuit 
System operating beyond, for example, a GHZ. 

0.063 AS set forth hereinabove, the exemplary device 
may perform shielding functions in this broad frequency 
range. A physical Shielding of paired, electrically opposing 
and adjacent complementary pathways may result from the 
Size of the common pathways in relationship to the size of 
the complementary pathways, and from the energized, elec 
troStatic Suppression or minimization of parasitics originat 
ing from the Sandwiched complementary conductors and 
preventing external parasitics. Further, the positioning of the 
Shielding, relative to Shielding that is more conductive, may 
be used to protect against inductive energy and “H-Field” 
coupling. This technique is known as mutual inductive 
cancellation. 
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0064 Parasitic coupling is known as electric field cou 
pling. The Shielding function discussed hereinabove pro 
vides primary Shielding of the various Shielded pathways 
electroStatically against electric field parasitics. Parasitic 
coupling involving the passage of interfering propagating 
energy because of mutual or Stray parasitic energy originat 
ing from the complementary conductor pathways may be 
thereby Suppressed. A device according to an aspect of the 
present invention may, for example, block capacitive cou 
pling by enveloping oppositely phased conductors in the 
universal shield architecture with Stacked conductive hier 
archical progression, thereby providing an electrostatic or 
Faraday Shield effect with respect to the pathway positioning 
as to the respective layering and position, both vertically and 
horizontally, of the pathways. The shielding pathway archi 
tecture may be used to SuppreSS and prevent internal and 
external parasitic coupling between potentially noisy con 
ductors and victim conductors, Such as by an imposition of 
a number of common pathway layers that are larger than the 
Smaller paired complementary pathways, but that are posi 
tioned between each of the complementary pathway con 
ductor pairs to Suppress and to contain the Stray parasitics. 

0065. Further, as set forth hereinabove, positioning of the 
Shielding, relative to Shielding that is more conductive, may 
be used against inductive energy and “H-Field” coupling. 
This cancellation is accomplished by physically shielding 
energy, while Simultaneously using a complementary and 
paired pathway positioned to allow for the insetting of the 
contained and paired complementary pathways within an 
area Size correspondent to the shield size. A device accord 
ing to an aspect of the present invention is adapted to use 
Shields Separately as internal Shields or groupings, thereby 
Substantially isolating and Sandwiching pairs of electrically 
opposing complementary pathways, and thereby providing a 
physically tight or minimized energy and circuit loop propa 
gation path between each shield and the active load. Close 
proximity of Shields and non-shields may allow energy 
along Shields even if a direct electrical isolation exists 
because of 801 material type or the Spacing. 
0066 Flux cancellation of propagating energy along 
paired and electrically opposing or differential pathways 
may result from Spacing of pathways apart by a very Small 
distance for oppositely phased electrically complementary 
operations, thereby resulting in a simultaneous Stray para 
Sitic Suppression and containment function attributable to 
tandem Shielding, and thereby enhancing energy condition 
Ing. 

0067. In attaining minimum areas for various current 
loops in an isolated circuit System, additional Shielding 
energy currents may be distributed around component 
Shielding architectures. A plurality of Shields as described 
hereinabove may be electrically coupled as either an isolated 
circuit's reference node, or chassis ground, and may be 
relied on as a commonly used reference pathway for a 
circuit. Thus, the various groups of internally paired, 
complementary pathways may include propagating energy 
originating from one or more energy Sources propagating 
along external pathways coupled to the circuit by a conduc 
tive material. Energy may thus enter the device, undergo 
conditioning, and continue to each respective load. 

0068 The shielding structure may allow for a portion of 
a shield to operate as the pathway of low impedance for 
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dumping and Suppressing, as well as at least partially 
blocking return of unwanted electromagnetic interference 
noise and energy into each of the respective energized 
circuits. In an embodiment, internally located Shields may be 
conductively coupled to a conductive area, thereby adap 
tively utilizing Shielding Structure for low impedance dump 
ing and Suppressing and at least partially blocking return 
blocking of unwanted electromagnetic interference noise 
and energy. Additionally, another Set of internally located 
Shields may be conductively coupled to a Second conductive 
area, thereby utilizing shields for low impedance dumping, 
Suppressing and at least partially blocking the return of 
unwanted electromagnetic interference noise and energy. 
The conductive areas may be electrically or conductively 
isolated from one another. 

0069. Simultaneous suppression of energy parasitics may 
be attributed to the enveloping shielding pathway structure, 
in combination with the cancellation of mutually opposing 
energy fields, and may be further attributed to the electri 
cally opposing shielded pathway pathways and propagating 
energy along the various circuit pathways interacting within 
the various isolated circuits to undergo a conditioning effect 
taking place upon the propagating energy. This conditioning 
may include minimizing effects of H-field energy and 
E-field energy through Simultaneous functions, Such as 
through isolated circuits that contain and maintain a defined 
electrical area adjacent to dynamic Simultaneous low and 
high impedance pathways of Shielding in which various 
paired pathways have their respective potentials respectively 
Switching as a result of a given potential located on a 
Shielding and used instantaneously and oppositely by these 
pairings with respect to the utilization by energy found along 
paired routings of the low and high impedance shields. 
0070 The various distance relationships created by the 
positional overlapping of energy routings within the isolated 
circuits combine with the various dynamic energy move 
ments to enhance and cancel the various degrees of detri 
mental energy disruptions normally occurring within active 
components or loads. The efficient energy conditioning 
functions occurring within the passive layering architecture 
allow for development of a dynamic “0” impedance energy 
“black hole”, or energy drain, along a third pathway coupled 
common to both complementary pathways and adapted to 
allow energy to be contained and dissipated upon the Shield 
ing, within the various isolated circuits and attached or 
conductively coupled circuits. Thus, electrically opposing 
energies may be separated by dielectric material and/or by 
an interposition shield structure, thereby allowing dynamic 
and close distance relationship within a specific circuit 
architecture, and thereby taking advantage of propagating 
energy and relative distances to allow for exploitation of 
mutual enhancing cancellation phenomenon and an electro 
Static Suppression phenomenon to exponentially allow lay 
ered conductive and dielectric elements to become highly 
efficient in energy handling ability. 
0071 According to an aspect of the present invention, a 
device may utilize a single low impedance pathway or a 
common low impedance pathway as a voltage reference, 
while utilizing a circuit maintained and balanced within a 
relative electrical reference point, thereby maintaining mini 
mal parasitic contribution and disruptive energy parasitics in 
the isolated circuit System. The various attachment Schemes 
described herein may allow a “0” voltage reference, as 

Jan. 27, 2005 

discussed hereinabove, to develop with respect to each pair 
or plurality of paired complementary conductors located on 
opposite Sides of the shared central Shield, thereby allowing 
a Voltage to be maintained and balanced, even with multiple 
Simultaneous Switching Operations States among transistor 
gates located within an active integrated circuit, with mini 
mal disruptive energy parasitics in an isolated circuit. 
0072 Shields may be joined using principals of a cage 
like conductive Shield structure to create one or more 
Shieldings. The conductive coupling of Shields together with 
a larger external conductive area may SuppreSS radiated 
electromagnetic emissions and as a larger area provides a 
greater conductive area in which dissipation of Voltages and 
Surges may occur. One or more of a plurality of conductive 
or dielectric materials having different electrical character 
istics may be maintained between Shields. A specific 
complementary pathway may include a plurality of com 
monly conductive Structures performing differentially 
phased conditioning with respect to a “mate', or paired, 
plurality of oppositely phased or charged Structures forming 
half of the total Sum of manufactured complementary path 
ways, wherein one half of the complementary pathways 
forms a first plurality of pathways, and wherein the Second 
half forms a second plurality of pathways. The sum of the 
complementary pathways of the first and the Second plural 
ity of pathways may be evenly Separated electrically, with an 
equal number of pathways used simultaneously, but with 
half the total Sum of the individual complementary pathways 
operating from, for example, a range of 1 degree to approxi 
mately 180 degrees electrically out of phase from the 
oppositely positioned groupings. Small amounts of dielec 
tric material, Such as microns or less, may be used as the 
conductive material Separation between pathways, in addi 
tion to the interposing shield, which dielectric may not 
directly physically or conductively couple to any of the 
complementarily operating shielded pathways. 
0073. An external ground area may couple or conduc 
tively connect as an alternative common pathway. Addi 
tional numbers of paired external pathways may be attached 
to lower the circuit impedance. This low impedance phe 
nomenon may occur using alternative or auxiliary circuit 
return pathways. 
0074 Ashield architecture may allow shields to be joined 
together, thereby facilitating energy propagation along a 
newly developed low impedance pathway, and thereby 
allowing unwanted electromagnetic interference or noise to 
move to this created low impedance pathway. 
0075) Referring now to FIGS. 1A through FIG. 5B, 
which generally show various common principals of both 
common and individual variants of an exemplary embodi 
ment configured in a co-planar variant (FIGS. 1A-4) and a 
stacked variant (FIGS. 5A and 5B). 
0076. In FIG. 1A, there are shown relative locations of 
the various pathway extensions disclosed according to an 
aspect of the present invention. A portion of a relative 
balanced and complementary-symmetrical arrangement uti 
lizing a center shielding pathway designated 8"XX"-"XM 
is adapted in the arrangement as the fulcrum of balanced 
conductive portions in a co-planar variant. A pathway 
arrangement including at least a first and a Second plurality 
of pathways, wherein the first plurality has at least one pair 
of pathways arranged electrically isolated from each other 
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and orientated in a first complementary relationship, is 
illustrated. Additionally, at least a first half of the second 
plurality is arranged electrically isolated from a Second half 
of the Second plurality, wherein at least two pathways of the 
Second plurality are electrically isolated from the pathways 
of first plurality. The pathway arrangement may also include 
a material having properties, Such as dielectric, ferromag 
netic, or varistor for example, Spacing apart pathways of the 
pathway arrangement. The pathways of the first half of the 
Second plurality are electrically coupled to one another, and 
the pathways of the Second half of the Second plurality are 
electrically coupled to one another. A total number of 
pathways of the first half of the second plurality may be an 
odd number greater than one, and a total number of path 
ways of a Second half of the Second plurality may also be an 
odd number greater than one. According to an aspect of the 
present invention, the pathways of the first half of the Second 
plurality are positioned in a first Superposed alignment, 
while the pathways of the second half of the second plurality 
are positioned in a Second Superposed alignment, with the 
first and Second Superposed alignments in a mutual Super 
posed alignment herein defined as a co-planar arrangement. 

0077. In a non co-planar arrangement, the pathways of 
the first half of the second plurality may be positioned in a 
first Superposed alignment, and the pathways of the Second 
half of the Second plurality may be positioned in a Second 
Superposed alignment, with the first and Second Superposed 
alignments in arrangement one atop the other. In one 
arrangement, at least four pathways are electrically isolated. 

0078. An illustrative embodiment of the present inven 
tion may include at least three pluralities of pathways, 
including a first plurality of pathways and a Second plurality 
of pathways. The first and Second pluralities of pathways 
may include pathway members of the first plurality having 
an equal and opposite pathway member found in the Second 
plurality of pathways. Members of the first and second 
pluralities of pathways may be Substantially the Same size 
and shape, and may be positioned complementary, and may 
also operate in an electrically complementary manner. Thus, 
the pairings of the first and Second pluralities of pathways 
may result in identical numbers of members of the first and 
Second pluralities of pathways. An exemplary embodiment 
may provide at least a first and a Second Shield allowing for 
development of individual isolated low circuit impedance 
pathways. Structurally, the Shields may be accomplished by 
a third plurality of pathways and a fourth plurality of 
pathways. Each shielding plurality may include Shields of 
equal size and shape. Each of the third and fourth plurality 
of pathways may be conductively coupled. Conductive 
coupling may be accomplished by a variety of methods and 
materials known to those possessing an ordinary skill in the 
pertinent arts. Thus, when the third and a fourth plurality are 
grouped as two sets of Shields utilizing the first and Second 
plurality receiving Shielding, the third and fourth pluralities 
may be coupled to a common pathway to develop a low 
circuit impedance pathway for energy propagation for con 
ditioning of the circuit energy. 

0079 Pathways may additionally be arranged in a bypass 
arrangement, Such that when placed face to face, main-body 
pathways 80 may be aligned Superposed, with the exception 
of any pathway extensions such as 812NNE, 811NNE, 

Jan. 27, 2005 

812SSW and 811SSW of the lower sub-circuit portion, for 
example, shown as mirror images depicted in FIG. 5A and 
FIG. 5B, for example. 

0080 Within the pluralities, individual pathway members 
may be of Substantially the same size and shape and may be 
conductively coupled. However, individual pathway mem 
bers of one plurality may not be conductively coupled to 
members of a different plurality of pathways. There may be 
Situations wherein members of one plurality may be con 
nected to members of a different plurality, Such as wherein 
a first plurality of Shields and a Second plurality of Shields 
are externally coupled to the same conductor. 

0081 Common elements may include energy flow in 
accordance with conceptual energy indicators 600, 601, 602, 
603 depicting the dynamic energy movements in co-planar 
shielded by-pass pathways, such as those shown in FIGS. 
1A-1C. An embodiment may provide for at least multiple 
shields for development of multiple isolated low circuit 
impedance pathways for multiple circuits. 

0082) Referring still to FIG. 1A, pathways may be 
Shielded by the relative, common pathways, and may 
include a main-body pathway 80 with at least one pathway 
extension 812"X". The shields shown include a main-body 
shield pathway 81 with at least one pathway extension 
designated 99"X"/79"X". The shields may sandwich and 
envelope the main-body 799, including a conductive inner 
pathway formed of conductive materials from the family of 
noble or base metals traditionally used in co-fired electronic 
components or conductive material, Such as Ag, Ag/Pd, Cu, 
Ni, Pt, Au, Pd, or combination materials. Such as metal oxide 
and glass frit. A capacitance and a resistance value may be 
achieved in one family of pathways, as described herein 
above, Such as by use of ruthenium oxide as the resistive 
material and Ag/Pd as the conductive material. Further, 
variations in pathway geometry may yield different resis 
tance and capacitance values. Variations may be achieved by 
altering the materials from which the pathways are made. 
For example, a conductive metal, Such as Silver, may be 
Selectively added to the metal oxide/glass frit material to 
lower the resistance of the material. 

0083) A plurality of pathways, 865-1 and 865-2, are 
shown positioned co-planar and Spaced apart on a same 
portion of material 801. Each pathway of the co-planar 
pathways 865-1 and 865-2, may be formed of conductive 
material 799, or a hybrid of conductive material and another 
material, herein designated as 799"x". Each co planar path 
way 865-1 and 865-2 may also be formed as a bypass 
pathway, wherein each pathway includes a main-body path 
way 80 having a corresponding main-body edge and perim 
eter, 803A and 803B, respectively and at least one pathway 
contiguous extension 812"X". Each co-planar pathway 
865-1 and 865-2, may include at least one pathway contigu 
ous extension 812SSW and 811SSW with a portion of the 
main-body edge 803A and 803B extending therefrom. 
Extension 812"X" is a portion of the pathway material 
formed in conjunction with a main-body pathway 80 from 
which it extends. Main-body pathway 80, an 812"X" may be 
found as an extension of material 799 or 799"x" extending 
beyond an accepted average perimeter edge 803"X". Exten 
sions 812"X" and 79"X" may be found respectively posi 
tioned as a contiguous portion of the pathway from which it 
is formed. Each main-body pathway may have edge 803A, 



US 2005/0016761 A9 

803B positioned relative and spaced apart a distance 814F 
from the embodiment edge 817 Embodiment edge 817 may 
include a material 801. Co-planar main-body pathway's 
edge 803"x" may be positioned and Spaced apart a distance 
814J. Pathway extensions 812SSW and 811SSW may con 
ductively couple a respective pathway main-body 80 to an 
outer pathway 890SSW and 891SSW, which may be posi 
tioned at edge 817. The co-planar arranged, main-body 
pathway 80 may be positioned “sandwiched “between the 
area of registered coverage of two layering of co-planar, 
main-body pathway 81s. 

0084 Combining mutually opposing fields causes a can 
cellation or minimization effect. The closer the complemen 
tary, Symmetrically oriented Shields, the better the resulting 
mutually opposing cancellation effect on opposing energy 
propagation. The more Superposed the orientation of the 
complementary, Symmetrically oriented Shields is, the better 
the resulting Suppression of parasitics and cancellation 
effect. 

0085) Referring still to FIG. 1A, the edges of the plural 
ity of co-planar Shields may be represented by dotted lines 
805A and 805B. Main-body pathways 81 of each of the 
plurality of Shields are larger than a Sandwiching main-body 
pathway 80 of any corresponding sandwiched pathway. This 
may create an inset area 806 relative to the positions of the 
shields and remaining pathways. The size of main-bodies 80 
and 81 may be Substantially similar, and thus the insetting 
positioning relationships may be minimal in certain embodi 
ments. Increased parasitic Suppression may be obtained by 
insetting pathways, including a main-body 80, to be shielded 
by larger pathway main-body 81.S. For example, an inset of 
a main-body 80 of pathways 865-1 inset may be separated 
a distance of 1 to 20+ times the Spacing provided by the 
thickness of the material 801 separating pathway 865-1 and 
adjacent center co-planar pathway 800-IM-1, as illustrated 
in FIG. 1B. 

0.086 Plurality of co-planar shield edges 805A and 805B 
may be positioned and Spaced apart a distance 814K, and 
may be a distance 814 relative to edges 805A and 805B and 
the edge 817. Other distances 814J relative from either edges 
803A and 803B may be provided. Further, distance 814F 
may be present between one 803"X" and an edge 817. Each 
coplanar Shield may include a plurality of contiguous path 
way extension portions, Such as, for example, portions 
79NNE, 79SSE, 99NNE and 99SSE, extending from the 
plurality of coplanar shield edges 805A and 805B. Plurality 
of co-planar Shields may include a plurality of outer pathway 
material 901NNE, 901SSE, 902NNE and 902SSE posi 
tioned at the edge 817. Conceptual energy indicators 602 
represent the various dynamic energy movements within the 
co-planar pathways 865-1 and 865-2. Unwanted energy may 
be transferred to the coplanar Shields in accordance with the 
provision by the Shields providing for a low impedance 
pathway, which shields may additionally be electrically 
coupled to another pathway or conductive area. 

0087. Referring now to FIGS. 1B and 1C, layer 
Sequences are illustrated for a first plurality of co-planar 
pathways 865-1, 865-2, a second plurality of co-planar 
pathways 855-1, 855-2, and a third plurality of co-planer 
pathways 825-1-IM, 825-2-IM, 815-1, 815-2, 800-1-IM, 
800-2-IM, 810-1,810-2, and 820-1-IM, 820-2-IM. The first, 
Second, and third pluralities may be Stacked to form an 
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embodiment 3199, 3200, 3201. The third plurality of co 
planar pathways may provide shielding. Main-bodies 81 of 
the plurality of co-planer shields 825-1-IM, 825-2-IM; 815 
1,815-2; 800-1-IM, 800-2-IM; 810-1,810-2; and 820-1-IM, 
820-2-IM may be substantially similar in size and shape, and 
may be spaced apart in co-planar locations on different 
layers of material 801. The first plurality of co-planar 
pathways 865-1 and 865-2 may have at least the correspond 
ing, opposing, and complementary Second plurality of co 
planar pathways 855-1 and 855-2. These first and second 
pluralities of co-planar pathways, when oriented face to 
face, may have main-body pathways 80s co-registered and 
aligned except for the various contiguous pathway exten 
Sions 812"X", 811"X". As shown in FIGS. 1B and 1C, a 
pair of outer co-planar pathways 820-1-IM, 825-1-IM may 
Serve as pathway Shields, thereby improving the Shielding 
effectiveness of the other conductively coupled pluralities of 
pathways with a main-body 81.S. 

0088 As illustrated in the varied embodiments 3199, 
3200, 3201, the location of extensions 79NNE, 79SSE, of 
shields 825-1-1M, 815-1, 800-1-IM, 810-1, and 820-1-IM 
and extensions 99NNE, 99SSE of the shields 825-2-IM, 
815-2, 800-2-IM, 810-2, and 820-2-IM, may be varied. In 
FIG. 1B, for example, extensions 79NNE and 99NNE may 
be arranged Spaced apart, diagonally from extensions 79.SSE 
and 99SSE and on opposite sides of shield main-body 81. In 
FIG. 1C, for example, extensions 79NNE and 99NNE may 
be arranged spaced apart in line with extensions 79.SSE and 
99SSE on opposite sides of shield main-body 81. In FIG. 
1B, extensions 812NNE and 811NNE may be arranged 
Spaced apart, extending toward the same edge 812 of layer 
of material 801, and extensions 812SSW and 811SSW may 
be arranged spaced apart, each extending toward the oppo 
site edge 812 of layer of material 801. In FIG. 1C, pathways 
865-1 and 865-2 may be mirror images, as discussed here 
inabove. Comparably to FIG. 1B, extensions 812NNE and 
811NNE may be arranged spaced apart, extending toward 
opposite edges 817 of layer of material 801. Extensions 
812SSW and 811SSW may be arranged spaced apart, 
extending toward the opposite edge of layer of material 801, 
Such that extensions 812NNE and 811SSW extend toward 
opposite edges 812'X' of the respective layer of material 
801. 

0089 Referring now to FIGS. 2A and 2B, FIG. 2A 
illustrates a Schematic plan View of a an embodiment of 
FIG. 2B according to an aspect of the present invention. 
FIG. 2B depicts a pathway arrangement including a layout 
of a first, a Second, a third, a fourth, a fifth, a Sixth, a Seventh, 
a eighth, a ninth and a tenth pathway, wherein at least the 
third and the fourth pathway, for example, may be co-planar 
and arranged spaced apart from each other. FIG. 2B illus 
trates the first and the Second pathway arranged below the 
third and the fourth pathway, and the fifth and the sixth 
pathway arranged above the third and the fourth pathway, 
and the Seventh and the eighth pathway arranged above the 
fifth and the sixth pathway, and the ninth and the tenth 
pathway, arranged above the Seventh and the eighth path 
way. These pathways have various respective internal con 
tiguous pathway extensions 812"X", 811"X", 79"X" and 
99"X", and may be discrete components having the same 
minimal numbers of layering. Internal contiguous pathway 
extensions 812"X", 811"X", 79"X" and 99"X", and conduc 
tively coupled external pathways 890"X", 891"X"802"X" 
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and 902"X", may be coupled to the inner pathway of the 
plurality of co-planar pathways of the main-body pathway 
80 and 81. 

0090 Referring now to FIGS. 3A and 3B, in FIG. 3A 
there is shown a Schematic plan view of an embodiment of 
FIG. 3B, wherein outer pathways may be selectively con 
ductively coupled in at least two isolated circuit portions. 
FIG. 3B depicts an pathway arrangement including a mini 
mal layout of a first, a Second, a third, a fourth, a fifth, a 
Sixth, a Seventh, a eighth, a ninth and a tenth pathway, 
wherein at least the third and the fourth pathway, for 
example, are co-planar and arranged spaced apart from each 
other. The device shown in FIG. 3B may have the first and 
the second pathway arranged below the third and the fourth 
pathway, and the fifth and the Sixth pathway arranged above 
the third and the fourth pathway, and the seventh and the 
eighth pathway arranged above the fifth and the Sixth 
pathway, and the ninth and the tenth pathway arranged 
above the Seventh and the eighth pathway. These pathways 
have various respective internal contiguous pathway exten 
sions 812"X", 811"X", 79"X" and 99"X", and may be 
discrete components having the Same minimal number of 
layering. 

0091 Referring now to FIG. 3C, a plan view of a shield 
according to an aspect of the present invention is illustrated. 
The embodiment depicted in FIG. 3C includes at least one 
additional pathway, as compared to the device of FIG. 3B 
This additional pathway 1100-IM"X" may be one of at least 
a plurality of Shields in the Stack of pathways, which shields 
may span across the two circuit portions. Pathway 1100 
IM"X" may be one of at least two outer sandwiching shields 
in the Stack of pathways. Shields may span across the two 
circuits by adding a centrally arranged 1100-IM"X" pathway 
electrically coupled to the outer 1100-IM"X" shields. Path 
ways 1100-IM"X" may have at least one extension, and are 
illustrated with two extensions 1099NNE and 1099SSE, and 
may allow for Sandwiching Shields for all of the pathways 
within the present invention. At least three shields may be 
coupled together and may include a centering Shield divid 
ing an energy load or energy Source of an isolated circuit or 
dividing two isolated circuits. 

0092. A shield 00GS may be electrically isolated from 
other shields and may be arranged to effect an energy 
propagation of an isolated circuit. An isolated circuit may be 
sandwiched by a shield. A shield may be electrically coupled 
to a conductive area that is isolated from any other conduc 
tive areas thereby effecting an energy propagation. 

0093 FIGS. 4A-4 depict assembled components of 
various embodiments according to aspects of the present 
invention. The arrangements of FIG. 4A to FIG. 4I may 
include minimal layouts of a first, a Second, a third, a fourth, 
a fifth, a Sixth, a Seventh, a eighth, a ninth and a tenth 
pathway, wherein at least the third and the fourth pathway, 
for example, are co-planar and arranged spaced apart from 
each other. The first and the Second pathway may be 
arranged below the third and the fourth pathway, and the 
fifth and the sixth pathway may be arranged above the third 
and the fourth pathway, and the Seventh and the eighth 
pathway may be arranged above the fifth and the Sixth 
pathway, and the ninth and the tenth pathway may be 
arranged above the Seventh and the eighth pathway. These 
pathways have various respective internal contiguous path 
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way extensions 812"X", 811"X",79"X" and 99"X", and may 
be an assembled final discrete component, for example. 

0094) Referring to FIG. 5A, there is shown a stacking of 
multiple, non-shared circuits including groups of pathways 
according to an aspect of the present invention. Included in 
FIG. 5A is a marker 1000 showing a continuation of the 
stacking arrangement to the next column of FIG. 5A. 
Conceptual energy indicators 600, 601, 602, 603 indicate 
energy flow. Material 799 may be deposited on material 801 
for component 6900 shields designated 815-1, 800-1, 810 
1-IM, 815-2, 800-2-IM, and 810-2. Shields 810-A and 
810-B are separated shields of at least part of an isolated 
circuit system. Shields 815-A and -B are separated shields of 
at least part of an isolated circuit system. Shields 820-A and 
820-B are separated shields at least part of an isolated circuit 
system. Shields 825-A and 825-B are separated shields at 
least part of an isolated circuit system. Conductors 855-1 
and 855-2 are separated and shielded pathways in bypass 
configuration. Conductors 865-1 and 865-2 are separated 
and shielded pathways in bypass configuration. In FIG. 5A, 
a pathway arrangement is depicted including at least Six 
orientations of pathways of two types of pathways, wherein 
each orientation of the pathways of the at least Six orienta 
tions of pathways provides conductive isolation from the 
remaining orientations of pathways. 

0.095 Referring to FIG. 5B, there is shown a stacked 
Shield Structure according to an aspect of the present inven 
tion. FIG. 5B depicts an embodiment similar to that of FIG. 
5A, wherein two sets of 855"X" and 865"X" pathways are 
omitted for purposes of clarity, and wherein the Shields of 
FIG. 5A are oriented in flip-flop for each relative set of 
855"X" and 865"X" pathways. The 79"X" pathway exten 
sions may be rotated 90 degrees relative to the various 
pathway extensions 811"x" and 812"X". A dynamic result of 
this configuration, as illustrated by the conceptual energy 
indicators, may be enhanced by nulling the extensions of the 
two sets of 855"X" and 865"X" pathways of the two isolated 
circuits, and by relatively positioning the Shield of each 
isolated circuit pairing 855A and 865A approximately 90 
degrees null to the various pathway extensions of 855B and 
865B. 

0096 Referring to FIG. 5B, there is shown a stacked 
Shield Structure according to an aspect of the present inven 
tion. FIG. 5B depicts an embodiment similar to that of FIG. 
5A, wherein two sets of 855"X" and 865"X" pathways are 
omitted for purposes of clarity, and wherein the Shields of 
FIG. 5A are oriented in flip-flop for each relative set of 
855"X" and 865"X" pathways. The 79"X" pathway exten 
sions may be rotated 90 degrees relative to the various 
pathway extensions 811"x" and 812"X". A dynamic result of 
this configuration, as illustrated by the conceptual energy 
indicators, may be enhanced by nulling the extensions of the 
two sets of 855"X" and 865"X" pathways of the two isolated 
circuits, and by relatively positioning the Shield of each 
isolated circuit pairing 865B and 865A approximately 90 
degrees null to the various pathway extensions of 865B and 
865A. 

0097 As discussed hereinabove, in an embodiment of the 
present invention, multiple complementary or paired 
Shielded pathways may include the first and Second plurali 
ties of pathways. Energy may utilize the various paired, 
feed-through or bypass pathway layers in a generally par 
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allel and even manner, for example. Pathway elements may 
include non-insulated and conductive apertures, and con 
ductive through-VIAS, to provide propagating energy and 
maintain a generally non-parallel or perpendicular relation 
ship, and additionally maintain a separate electrical relation 
ship with an adjoining circuit. These pathways may maintain 
balance internally, and may facilitate an electrical opposition 
along opposing complementary pairings. This relationship 
among complementary pairs of pathways may occur while 
the pathways and the energy are undergoing an opposite 
operational usage within the Shielding Structure attached 
externally. 

0.098 Referring now to FIG. 5C, there is shown a 
relative plan view of a Stacked multiple, non-shared circuit 
network having VIAS and including groups of pathways 
according to an aspect of the present invention. The device 
according to an aspect of the present invention depicted in 
FIG. 5C includes a hole-through energy conditioner. Hole 
through energy conditioners may be formed Such that many 
of the energy propagation principals disclosed herein are 
retained, including the use of multiple Sets of Shields for 
energy conditioning possessing. FIG. 5C, further depicts 
null pathway sets with pathway arrangement 6969. Pathway 
arrangement 6969 is similar to FIG. 5B, with the absence of 
pathway extensions 79"X", 811"x" and 812"X", and with the 
substitution of 8879"X", 8811"X" and 8812"X" VIAS func 
tioning from a different direction relative to the main-body 
80 and 81. 

0099 Referring still to FIG. 5C, during the manufactur 
ing process, conductive holes 912, VIAS or conductive 
apertures may be used to interconnect 8806 an integrated 
circuit, and may be formed through one or more pathway 
layers using mechanical drilling, laser drilling, etching, 
punching, or other hole formation techniques. Each Specific 
interconnection 88.06 may enable various pathways to be 
electrically connected or insulated. Each specific intercon 
nection 88.06 may extend through all layers of pathway 
arrangement 6969, or may be bounded above or below by 
one or more layers. Pathway arrangement 6969 may include 
an organic Substrate, Such as an epoxy material, or patterned 
conductive material. If an organic Substrate is used, for 
example, Standard printed circuit board materials. Such as 
FR-4 epoxy-glass, polymide-glass, benzocyclobutene, 
Teflon, other epoxy resins, or the like could be used in 
various embodiments. In alternate embodiments, a pathway 
arrangement could include an inorganic Substance, Such as 
ceramic, for example. In various embodiments, the thickneSS 
of the levels may be approximately 10-1000 microns. Inter 
connections 8806 between the various conductive layers 
may also be formed by Selectively removing dielectric and 
conductive materials, thereby exposing the conductive mate 
rial of the lower conductive layers 904, and by filling the 
holes so formed by the removal with a conductive paste 
799A or electrolytic plating 799B, for example. 
0100 Interconnections 88.06 may couple exposed con 
ductive layers to a relative side of the pathway arrangement 
6969. Interconnections 88.06 may take the form of pads or 
lands to which an integrated circuit may be attached, for 
example. Interconnections 88.06 may be formed using 
known techniques, Such as by filling the Selectively removed 
portions of dielectric with conductive paste, electrolytic 
plating, photolithography, or Screen printing, for example. 
The resulting pathway arrangement 6969 includes one or 
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more layers of patterned conductive material 904, separated 
by non-conducting layers, and interconnected by intercon 
nects 8806. Different techniques may be used to interconnect 
and isolate the various layers of patterned conductive mate 
rial 799. For example, rather than forming and selectively 
removing portions of the various conducting 799 and non 
conducting layerS 801, openings between the various layers 
may be included by Selectively adding the desired portions 
of the conducting 799 and non-conducting layers 801. 
Removal techniques, Such as chemical mechanical pla 
narization, may be used to physically abrade away multiple 
layers of different types of conducting and non-conducting 
materials, resulting in the desired openings for various 
interconnects. 

0101 Pathway arrangement 6969 may be configured 
using a multi-aperture, multilayer energy conditioning path 
way Set, with a Substrate format adapted to condition propa 
gating energy. Pathway arrangement 6969 may condition 
propagating energy by utilizing a combined energy condi 
tioning methodology of conductively filled apertures, known 
in the art as VIAS 8879"X", 8811"X" and 8812"X", in 
combination with a multi-layer common conductive Faraday 
cage-like Shielding technology with immured propagational 
pathways. Interconnecting pathway arrangement and an IC 
may be achieved with wire bonding interconnection, flip 
chip ball-grid array interconnections, microBall-grid inter 
connections, combinations thereof, or any other Standard 
industry accepted methodologies. For example. a "flip chip' 
type of integrated circuit, meaning that the input/output 
terminations as well as any other pathways on the chip may 
occur at any point on its Surface. After the IC chip is 
prepared for attachment to pathway arrangement 6969, the 
chip may be flipped over and attached, by Solder bumps or 
balls to matching pads on the top Surface of pathway 
arrangement 6969. Alternatively, an integrated circuit may 
be wire bonded by connecting input/output terminations to 
pathway arrangement 6969 using bond wires to pads on the 
top surface of pathway arrangement 6969. 
0102) The circuits within pathway arrangement 6969 
may act as a Source to load pathway arrangement requiring 
capacitance, noise Suppression, and/or Voltage dampening. 
This capacitance may be provided by formation of the 
capacitance developed and embedded within pathway 
arrangement 6969. This capacitance may be coupled to the 
integrated circuit loads using a paired pathway and the 
Shield, as described above. Additional capacitance may be 
provided to a circuit electrically coupled to an integrated 
circuit to provide Voltage dampening and noise Suppression. 
Close proximity of off-chip energy Sources may provide a 
capacitance each along the low inductance path to the load. 
Common shielding pathways may be utilized as the “0” 
Voltage circuit reference node for both off-chip energy 
Sources the common conductive interposer energy pathway 
configurations. 

0.103 Pathway arrangement 6969 may be connected to an 
integrated circuit by commonly accepted industry connec 
tion methods and couplings 799A and 799B, including 
Bumpless Build-Up Layer (BBUL) packaging. This tech 
nology enables higher performance, thinner and lighter 
packages, and lowers power consumption. In a BBUL 
package, the Silicon die or IC is embedded in a package with 
a pathway arrangement operable as a first level interconnect. 
Thus, the BBUL package as a whole is not just attached to 
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one Surface of the IC. For example, electrical connections 
between the die and one or more of the various shields and 
the package may be made with copper lines, not necessarily 
C4 Solder bumps. These features combine to make the 
package thinner and lighter than other IC packages, while 
delivering higher performance and reducing power con 
Sumption. BBUL may enhance the ability of a manufacturer 
to couple multiple Silicon components to pathway arrange 
ment 6969. Shielded pathways 8811,8812, and 8879 may be 
electrically connected between respective energy Sources 
and respective load of the IC by common industry method 
ologies, thereby allowing for conditioning of propagating 
energy. Shields 8879 may conductively coupled to a shield 
including 1055-2. A shield and its other conductive portions 
including 8811 and 8812 may be electrically coupled to a 
respective complementary pathway which poses no polarity 
charge of Significance before hook-up, thereby preventing 
each layer 8811 and 8812 from changing energy propagation 
direction functions, such preventing layer 8811 and 8812 
from changing from input and output to output and input, 
respectively, as is understood by those possessing an ordi 
nary skill in the pertinent arts. 

0104 For stacked variants depicted in FIGS.5A, 5B and 
5C, adding three pathways 1100-IM-“X”, including one 
between 810-1 and 815-2, designated as 1100-IM-“C”, may 
bisect a balanced Symmetry of the total number of pathways 
located into equal numbers on opposite sides of 1100-IM 
“C”. The addition of 1100-IM-1 and 1100-IM-2, electrically 
coupled to 1100-IM-C, creates a common or a shield struc 
ture (not all shown). Shields of a shield structure may be of 
Substantially the same size or not. Shields may or may not 
be physically isolated from any other shields for any one or 
more embodiments of the present invention. Thus, shields 
may or may not be electrically or conductively isolated from 
any other Shields for any one or more embodiments of the 
present invention. 

0105. An odd number of shields may be coupled together 
thereby allowing formation of a common reference or node 
utilizing all other shields. The number of shields 1100-IM 
“X” is not confined to using extensions 1099NNE and 
1099SSE such as shield 00GS, as any number of extensions 
in almost any direction may be used to facilitate a coupling. 
A relative balanced and complementary-symmetrical 
arrangement may be formed with respect to a center shield 
8"XX" or shield 800/800-IM for a as the arrangement 
fulcrum of balanced conductive portions. At least a partial 
flux field cancellation of energy propagating along or 
between paired and electrically opposing complementary 
pathways occurs in this balanced but shifted embodiment. 
Further, Simultaneous Stray energy parasitics, complemen 
tary charged Suppression, physical and electrical Shielding 
containment and a faraday effect may also occur. This result 
is achieved because the magnetic flux energies travel at least 
partially along the shield wherein the RF return path is 
parallel and adjacent to a corresponding pathway. Thus, the 
magnetic flux energy may be measured or observed relative 
to a return 

0106 Shifted pathways may be in relative balance and 
complementarily and Symmetrically positioned with respect 
to center shields, such as shields 800/800-"X"-IM, and may 
include a relatively shifted, balanced, complementary, and 
Symmetrical arrangement of predetermined shields and 
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pathways complementarily Sandwiched around a centrally 
positioned shield, such as 800/800-IM, for example. 
0107 The exemplary embodiments of FIGS. 1A, 1B, 1C, 
through FIG. 41, for example may include these shifted 
embodiments. These shifted embodiments may include a 
multiplicity of layerS having a Shielding, a pathway, a 
Shielding, an pathway, and a shielding. Each of these mul 
tiplicity of layerS may be centered and complementary about 
a center shield 800/800-"X"-IM, such as for co-planar 
variants, and the entire multiplicity of layerS may be cen 
tered about a main center shield. Complementarity and 
balance may be maintained about the center shield, and the 
main center Shield, although individual Shields may be 
shifted to create discrete imbalances as between a given 
matched pathway pair, for example. Shifting may expose a 
portion of at least one pathway outside the perimeter of the 
Superposed Shielding, thereby allowing for parasitics and 
thereby varying, for example, impedance characteristics. 
0.108 For example, a given pathway may be shifted 5 
points to the left. This shifting may be accounted for in the 
matched pairs about a center Shield, and, consequently, 
either an adjacent matched pair pathway of opposing polar 
ity may be shifted 5 points, or 5 adjacent pathways of 
opposite polarity may each shift 1 point, thereby maintain 
ing complementarity and balance. Further, pathways may 
remain within the perimeter of the Superposed shielding, and 
nonetheless be shifted thereunder. Such a shifting under the 
Shielding may, nonetheless, make desirable a balancing. 
However, certain exemplary embodiments not shown may 
include Situations wherein pathways are pulled toward the 
center of a shield, and remain under the Shield evidencing 
differing electrical characteristics, Such as inductive behav 
ior, in a balanced or unbalanced State. 

0109 Referring now to FIG. 6, there is shown a stacked 
multiple circuit including embodiment 6900, conductive 
energy pathways, isolated energy Sources, isolated energy 
utilizing loads, and isolated common conductive pathways. 
The conductive energy pathways may be conductively 
coupled to embodiment 6900 by a conductive coupling 
material, Such as, for example, by a Solder or industry 
equivalent. Vias 315, conductive pathways continuing below 
the Surface of the Substrate, may couple to the conductive 
pathways, and may include conductive material that Serves 
as a contiguous conductive pathway for propagating ener 
gies. The isolated common conductive pathways may not be 
directly coupled to the isolated energy Sources or the isolated 
energy-utilizing loads. AS discussed hereinabove, embodi 
ment 6900 may include four pluralities of pathways includ 
ing electrodes and shields, with each plurality electrically 
isolated. The shields may be conductively coupled. The 
conductively coupled Shields may be externally coupled to 
an isolated common conductive pathway, which is not 
directly conductively coupled to the electrodes, using a 
conductive coupling material. As shown in FIG. 6 an 
electrode, 815-1, 800-1-IM and 810-1, may be conductively 
coupled to 802GA, 802 GB. A shield, 815-2, 800-2-IM, and 
810-2, may be conductively coupled to 902GA and 902 GB. 
These couplings may not be conductively coupled to the first 
plurality of electrodes or the Second plurality of electrodes. 
In this configuration, both isolated circuits may be utilizing 
the isolated and Separate Voltage references and an isolated 
common impedance path such as REF 1 and REF 2 in FIG. 
6. 
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0110 Referring now to FIG. 7, there is shown a stacked 
co-planar multiple circuit including embodiment 3210, con 
ductive energy pathways, isolated energy Sources, isolated 
energy-utilizing loads, and isolated common conductive 
pathways. The conductive energy pathways may be conduc 
tively coupled to embodiment 3210 by a conductive cou 
pling material. Vias 315, conductive pathways continuing 
below the Surface of the Substrate, may couple to the 
conductive pathways and may include conductive material 
that Serves as a contiguous conductive pathway for propa 
gating energies. The isolated common conductive pathways 
may not be directly coupled to the isolated energy Sources or 
the isolated energy-utilizing loads. AS discussed herein 
above, embodiment 3210 may include four pluralities of 
pathways including electrodes and Shields, with each plu 
rality electrically isolated. The conductively coupled shields 
may be externally coupled to an isolated common energy 
pathway, which is not directly conductively coupled to the 
first or the Second plurality of electrodes in this co-planar 
arrangement. A third plurality of electrodes, 815-1, 800-1- 
IM and 810-1 may be conductively coupled to 802GA, 
802GB, 815-2 and 800-2-IM, and also, may be conductively 
coupled to 902GA, 902GB, and may not be conductively 
coupled to the first plurality or the Second plurality. In this 
configuration, both isolated circuits may be utilizing a 
Separate and a respective isolated and Separate Voltage 
reference and a separate and a respective isolated impedance 
path, a separate and a respective isolated common imped 
ance path and at least one Separate and respective low 
inductance pathway such as REF 1 and REF 2 in FIG. 7. 
0111 Referring now to FIG. 4A thru to FIG. 7, the 
termination electrodes 890A, 890B, and 891A, 891B, 
802GA, 802GB, and 902GA, 902GB, may be monolithic or 
multi-layered. Termination electrodes 802GA, 802GB, 
902GA, 902GB, may be located at other respective portions 
of a sintered body. Each main body electrode layers 81 or 80, 
and the associate electrode extensions 99/79G"X" or 
812"X", may define an electrode which extends to, and 
conductively couples to, the associated termination elec 
trodes 802GA, 802GB, 902GA, 902GB and 890A, 890B, 
and 891A, 891B. 

0112 The present invention may be utilized for many 
energy conditioning functions that utilize commonly 
coupled Shielding Structure element for emulating a center 
tap of resistor/voltage divider network. This resistor/voltage 
divider network may be normally constructed using a ratio 
of various integrated circuit resistors. However, various 
integrated circuit resistors may be replaced by a device 
according to an aspect of the present invention, the device 
utilizing, for example, Specific conductive/resistive materi 
als 79.9A or naturally occurring resistance properties of 
pathway material 799, or utilizing a varied physical layout. 
A Voltage dividing function may be present as portions of a 
common and shared pathway Shield Structure are utilized to 
define a common Voltage reference located at both respec 
tive sides of the common pathway shield Structure. 
0113. In embodiments, whether initially stacked verti 
cally during a manufacturing proceSS, or in combination 
with a co-planar pairings as described hereinabove, the 
number of complementary pathways pairings may be mul 
tiplied in a predetermined manner to create a number of 
pathway element combinations of a generally physically or 
electrically parallel nature. 
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0114. Further, although not shown, a device of the present 
invention may be fabricated in Silicon and directly incorpo 
rated into integrated circuit microprocessor circuitry or 
microprocessor chip packaging. Any Suitable method for 
depositing electrically conductive materials may be used, 
Such as plating, Sputtering, Vapor, electrical, Screening, 
Stenciling, vacuum, and chemical including chemical vapor 
deposition (CVD). 
0115 While certain embodiments have been herein 
described in position as “upper” or “above”, or “lower” or 
“below', or any other positional or directional description, it 
will be understood that these descriptions are merely relative 
and are not intended to be limiting. 
0116. The present invention may be implemented in a 
number of different embodiments, including a energy con 
ditioning embodiment as an energy conditioner for an elec 
tronic assembly, an energy conditioning Substrate, an inte 
grated circuit package, an electronic assembly or an 
electronic System in the form of a energy conditioning 
System, and may be fabricated using various methods. Other 
embodiments will be readily apparent to those of ordinary 
skill in the art. 

1. A device, comprising: 
at least a first and a Second plurality of pathways, 
wherein Said first plurality further comprises at least: two 

pathways arranged electrically isolated from each other 
and orientated in a first complementary relationship; 

wherein at least a first number of pathways of Said Second 
plurality is arranged electrically isolated from a Second 
number of pathways of Said Second plurality; and 

wherein the at least two pathways of Said Second plurality 
are electrically isolated from Said first plurality. 

2. The device of claim 1, wherein at least two pathways 
of Said first number of pathways of Said Second plurality are 
electrically coupled to one another; and 

wherein at least two pathways of Said Second number of 
pathways of Said Second plurality are electrically 
coupled to one another. 

3. The device of claim 1, wherein said first number of 
pathways of Said Second plurality is an odd number greater 
than one; 

wherein Said Second number of pathways of Said Second 
plurality is an odd number greater than one; 

wherein at least two pathways of said first number of 
pathways of Said Second plurality are electrically 
coupled to one another; and 

wherein at least two pathways of Said Second number of 
pathways of Said Second plurality are electrically 
coupled to one another. 

4. The device of claim 1, further comprising a spacing 
material that at least Spaces apart two pathways of Said 
circuit. 

5. The device of claim 4, wherein Said spacing material 
comprises a dielectric. 

6. The device of claim 1, wherein said first number of 
pathways of Said Second plurality are in a first alignment; 
and 
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wherein Said Second number of pathways of Said Second 
plurality are in a Second alignment. 

7. The device of claim 1, wherein said first number of 
pathways of Said Second plurality are in a first Superposed 
alignment; and 

wherein Said Second number of pathways of Said Second 
plurality are in a Second Superposed alignment. 

8. The device of claim 6, wherein the first alignment and 
the Second alignment are in a Superposed alignment. 

9. The device of claim 7, wherein the first and the second 
Superposed alignment are in position at least one on top of 
the other. 

10. The device of claim 1, wherein at least two pathways 
of Said first number of pathways are arranged electrically 
coupled to one another in a first alignment; 

wherein at least two pathways of Said Second number of 
pathways are arranged electrically coupled to one 
another in a Second alignment; 

wherein said first number of pathways is an odd number 
of pathways greater than one, and wherein Said Second 
number of pathways is an odd number of pathways 
greater than one; and 

wherein a total number of pathways of said first plurality 
is at least an even number greater than two. 

11. The device of claim 1, wherein at least two pathways 
of Said first number of pathways of Said Second plurality are 
arranged in a first Superposed alignment electrically coupled 
to one another; 

wherein at least two pathways of Said Second number of 
pathways of Said Second plurality are arranged in a 
Second Superposed alignment electrically coupled to 
one another; 

wherein a total number of pathways of Second plurality is 
an odd number greater than one; and 

wherein a total number of pathways of said first plurality 
is pat least an even number greater than two. 

12. The device of claim 10, further comprising a spacing 
material that at least Spaces apart pathways of Said circuit 
arrangement. 

13. The device of claim 11, wherein four pathways of the 
circuit arrangement are electrically isolated from one 
another. 

14. The device of claim 1, wherein said first plurality of 
pathways is a plurality of Shielded pathways, and 

wherein Said Second plurality of pathways is a plurality of 
shielding pathways. 

15. An electrical arrangement comprising: 

at least a first and a Second plurality of pathways, 

wherein the first plurality includes at least one pair of 
pathways electrically isolated from each other and 
arranged in mutual complementary position; 

wherein at least a first number of pathways of Said Second 
plurality is arranged electrically isolated from a Second 
number of pathways of Said Second plurality, and 
wherein Said Second plurality includes at least two 
pathways electrically isolated from Said first plurality; 
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wherein at least two pathways of said first number of 
pathways of Said Second plurality are electrically 
coupled to one another; and 

wherein at least two pathways of Said Second number of 
pathways of Said Second plurality are electrically 
coupled to one another. 

16. The electrical arrangement of claim 15, further com 
prising a spacing material that at least Spaces apart pathways 
of Said circuit arrangement. 

17. The electrical arrangement of claim 15, wherein at 
least four pathways of the circuit arrangement are electri 
cally isolated from one another. 

18. The electrical arrangement of claim 15, wherein at 
least sip: pathways of the circuit arrangement are electrically 
isolated from one another. 

19. The electrical arrangement of claim 15, wherein said 
Second plurality includes at least two pathways arranged 
co-planar to one another; and 

wherein at least four pathways of the circuit arrangement 
are electrically isolated from one another. 

20. The electrical arrangement of claim 15, wherein said 
Second plurality includes at least two pathways arranged 
co-planar to one another; and 

wherein at least four pathways of the circuit arrangement 
are electrically isolated from one another. 

21. The electrical arrangement of claim 15, wherein Said 
first and said Second plurality are arranged in a non co-planar 
Stacking, and 

21. The electrical arrangement of claim 15, wherein Said 
first and Said Second plurality are arranged in a non co-planar 
Stacking, and 

wherein four pathways of the circuit arrangement are 
electrically isolated from one another. 

22. The electrical arrangement of claim 15, wherein Said 
first plurality of pathways comprises a plurality of Vias, and 

wherein Said Second plurality of pathways is a plurality of 
shielding pathways. 

23. A device comprising: 
at least four pluralities of pathways, 
wherein only respective pathways of each one plurality of 

Said pluralities are electrically coupled to one another; 
and 

wherein at least two pluralities of Said at least four 
pluralities provide shielding for at least two other 
pluralities of Said at least four pluralities of pathways. 

24. A device comprising: 

at least a first, a Second, a third and a four plurality of 
pathways, 

wherein only respective pathways of each Said plurality 
are electrically coupled to one another; 

wherein Said first plurality Shields Said Second plurality; 
and 

wherein said third plurality shields said fourth plurality. 
25. A circuit arrangement comprising: 
at least a first and a Second plurality of Shielding path 

ways, 
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at least a first and a Second plurality of Shielded pathways, 
and 

wherein Said shielding pathways and Said Shielded path 
ways are alternately arranged within Said circuit 
arrangement, 

wherein only respective pathways of each Said plurality 
are electrically coupled to one another; and 

wherein each of Said pluralities of Said circuit arrange 
ment are electrically isolated from one another. 

26. A System, comprising: 
an integrated circuit package having at least one inte 

grated circuit, 
a plurality of pathways conductively coupled together; 
a first plurality of Shields conductively coupled together; 
a Second plurality of Shields conductively coupled 

together and electrically isolated from at least Said first 
plurality; and 

wherein each of Said shields and Said pathways are 
alternately arranged, and wherein Said Shields develop 
at least one low impedance pathway Suitable for energy 
propagation away from Said integrated circuit; and 

wherein Said pathways develop a low inductance pathway 
Suitable for energy propagation within Said integrated 
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circuit package, Said energy propagation being condi 
tioned by at least said plurality of shields. 

27. The system of claim 26, wherein said first and said 
Second pluralities of Shields are respectively in a Substan 
tially coplanar relationship. 

28. The system of claim 26, wherein said first and said 
Second pluralities of Shields are respectively in a Substan 
tially coplanar relationship. 

29. The system of claim 26, wherein one of said first or 
Said Second plurality of Shields comprises a centering one of 
Said Shields, and wherein Said first arid Said Second plurali 
ties of Shields and Said pathways are arranged in a Substan 
tially balanced and complementary Symmetrical arrange 
ment about Said centering one. 

30. The system of claim 26, wherein one of said first or 
Said Second plurality of Shields comprises a centering one of 
Said shields, and wherein Said first and Said Second plurali 
ties of Shields and Said pathways are Substantially aligned 
about Said centering one. 

31. The system of claim 26, wherein each of said first 
plurality and Said Second plurality of Shields comprises an 
odd number of shields. 


