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To all whom it may concern: 
Beit known that I, FRANKA. BARY, a citi 

zen of the United States, residing at New 
E. in tie county of Campbell and State of 
entucky, have invented a new and useful 

Improvement in Self-Inking Proof-Rollers, 
of which the following is a specification. 

This invention relates to a self-inking 
proof roller and the object of tie invention is 
a device of this kind provided with means for 

Pink to tie rollers, and a 
further object of the invention is a device of 
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ti,is kind in which a number of rollers are 
employed in combination with a suitable 
-reservoir, the proof roller being adjustable 
with respect to the inking roller. 
The invention consists of tile novel features 

of construction hereinafter described, pointed 
out in the claims and shown in the accom 
panying drawings in which 

Figure 1 is a perspective view of the com 
plete device. Fig. 2 is a sectional side eleva 
tion. Fig. 3 is an end elevation. Fig. 4 is a 
transverse section on the line 4-4 of Fig. 2. 
Figs. 5 and 6 are detail perspective views of 
reservoir plates, shown detached. J - 

In constructing my device I employ a cas 
ing 1 which is provided with a top 2 hinged 
at one end provided at the other end 
with an overlapping flange 3 to prevent en 
trance of dust to the casing 1. Tie top 2 also 
serves as a cover for an ink reservoir the sides 
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and bottom of which are formed by two 
separate plates 4 and 5 the upper edges of 
said plates being bent upon themselves as stown at 6, forming flanges winich engage tile 
sides of tie casing 1. These plates are ar 
ranged within the casing and converge 
toward each other, their lower ends being 
angled as shown at 7 and 8 to overlap. Ti.e 
casing 1 is also preferably made with down 
wardly converging sides wiich, however, are 
slightly spaced apart at tieir lower edges, 
and from the ends of said casing depend 
standards 9. The side plate 4 of the reser 
voir is supported by suitable cleats 10 car 
ried by the ends of the casing 1, one of which 
is shown in Fig. 4. Tie-plate 5 as its angled 
portion 8 extending under the lower edge of 
the plate 4, and is supported by a set screw 
11. By adjusting this screw the distance 
between the lower portions of these plates 4 
and 5 may be regulated, thereby controlling 
the amount of ink escaping from the reser 
voir into the casing 1 between the converging 

edges of the side plates. A metal roller 12 
is journaled in fixed bearings formed in the 
standards 9, tie periphery of said roller ex 
tending into the lower portion of the casing 
1, and tie roller being in vertical alinement 
with the place of discharge of ink from the 
TeSeTWOl. 
A proof inking roller 13 of soft rubber is 

adjustably journaled in the lower end por 
tions of the standards 9 and between said 
roller 13 and the metal roller 12 is loosely 
mounted an idle roller 14, the ends of sai 
roller being reduced and resting loosely in 
grooves 9 formed on the inner faces of the 
standards 9. Coil springs 15 have their up 
per ends secured to the casing 1 and their 
lower ends are secured to the end portions of 
the roller 13 thus normally holding the same 
into frictional contact with the idler 14 and 
in turn holding said idler in engagement 
with the inking roller 12. I also provide the 
rollers 12 and 13 with gear wheels 16 and 17 
and upon one of the standards 9 I mount an 
idle gear 18 which intermeshes with the gears 
16 and 17, the springs 15 normally holding 
the gear 17 into engagement with the gear 
18, and the latter being at all times in en 
gagement with the gear 16. To disengage 
the gears 17 and 18 provide sliding bars 19 
at each end of the casing 1 which bars are bi 
furcated to straddle reduced end portions of 
the proof inking rollers 13, and are angled at 
their upper ends as shown at 19 for con 
venience of operation. I also provide the 
casing 1 with handles 20 at each end. It 
will also be obvious that by adjusting the 
screw 11 the flow of ink may be regulated to 
the roller 12 from which it will be distrib 
uted to the roller 14, which may be of any 
desired material and which in turn will serve 
as an inking roller for the proof roller 13. 
By depressing the bars 19 the proof roller 13 
may be moved away from the inking roller 
12, permitting the loosely mounted idle roller 
14 to also fall away from said inking roller. 
I also provide a crank handle 21 for the gear 
16, so that the gears may be rotated by hand 
when desired. s , 

In operating the device it is moved over 
the surface to be inked away from the oper 
ator with the parts in position shown in the 
drawings, and the bars 19 are then depressed 
and the device drawn back with the roller 13 
out of gear and rotating independently of the 
inking roller 12. 
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Having thus fully described my invention, 
what I claim as new and desire to secure by 
Letters Patent, is:- 

1. A device of the kind described compris 
ing a casing, said casing being downwardly 
open, a series of rollers journaled in vertical 
alinement with the opening of the casing, 
and an ink reservoir carried by said casing, 
said reservoir comprising sides secured at 
their upper edges to the sides of the casing 
and having their lower edges overlapping, 
fixed supporting means for one of said sides, 
and adjustable supporting means for the 
other side. 

2. In a device of the kind described, a cas 
ing substantially V-shape in cross section 
and opening downwardly, an ink reservoir 
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formed within said casing, said reservoir com 
prising side members, the upper edges of said 
members being bent over the upper edges of : 
the sides of the casing, the said reservoir 
sides being convergent, the lower marginal 
ortions of said sides being angled and over apping, an adjusting screw bearing upon one 

of said sides and holding it in its adjusted po 
sition with respect to the other, and a plu 
rality of rollers, supported from the casing 
and in vertical alinement with said reservoir, 
as and for the purpose set forth. 

FRANK. A. BARY. 
Witnesses: 

How ARD M. BENTON, 
LUCILLE GEISS. 
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