Title: INTRAOCULAR LENS FOR PROVIDING ACCOMODATIVE VISION

Abstract: An accommodating intraocular lens for providing a range of accommodative vision contains an optic (202,302) and a haptic (204,304). The optic is disposed about an optical axis (a) and includes an anterior surface and a posterior surface defining a clear aperture of the optic. The haptic is at least partially disposed inside the optic and includes an inner structure (208,308), an outer structure (210,310), and a plurality of arms disposed between and connecting the inner structure and the outer structure. The inner structure is circumferentially disposed about the optical axis, while the outer structure is circumferentially disposed about the inner structure and has an outer face. Each arm has proximal portion (214,314) adjacent the inner structure and a distal portion (216,316) adjacent the outer structure that is bifurcated in a radial direction from the proximal portion. The intraocular lens also has an outer surface defined by outer surfaces of the plurality of arms and an outer surface of the outer structure. The inner structure and at least a portion of the arms are disposed inside the clear aperture. The distal portion of each arm has a larger axial extent than an axial extent of the inner portion. The distal portion of each arm has a larger axial extent along the outer surface than an axial extent of the outer structure along the outer surface.
INTRAOCULAR LENS FOR PROVIDING ACCOMMODATIVE VISION

Claim of Priority

[0001] The present application claims priority under 35 U.S.C §119(e) to provisional application No. 61/230,914, filed on August 3, 2009 under the same title, which is incorporated herein by reference in its entirety. Full Paris Convention priority is hereby expressly reserved.

Background of the Invention

Field of the Invention

[0002] The present invention relates generally to intraocular lenses, and more specifically to intraocular lenses for providing accommodative vision to a human or animal subject.

Description of the Related Art

[0003] A human eye can suffer diseases that impair a person's vision. For instance, a cataract may increase the opacity of the lens, causing impaired vision or blindness. To restore the patient's vision, the diseased lens may be surgically removed and replaced with an artificial lens, known as an intraocular lens (IOL). An IOL may also be used for presbyopic lens exchange.

[0004] The simplest IOLs have a single fixed focal length, or, equivalently, a single fixed power. Unlike the eye's natural lens, which can adjust its focal length and/or axial location within a particular range in a process known as accommodation, these single focal length IOLs cannot generally accommodate. As a result, distant objects may appear in focus, while objects at closer distances appear blurred.

[0005] An improvement over fixed, single focal length IOLs is an accommodating IOL (AIOL), which can move axially and/or adjust its optical power within a particular range. As a result, the patient can clearly focus on objects in a range of distances away from the eye, rather than at a single distance. This ability to accommodate is of tremendous benefit for the patient, and more closely approximates the patient's natural vision than a single focal length IOL.

[0006] When the eye focuses on a relatively distant object, the lens power is at the low end of the accommodation range, which may be referred to as the "distant" or "far" power. When the eye focuses on a relatively close object, the lens power and/or position is at the high end of the accommodation range, which may be referred to as the "near" power. The accommodation
range or add power, as used herein, is defined as the actual or effective near power provided by a lens or optic (e.g., the natural lens or the optic of an IOL) minus the far power provided by the lens or optic. In general, an accommodation range of 2 to 4 Diopters is considered sufficient for most patients.

[0007] The human eye contains a structure known as the capsular bag, which surrounds the natural lens. The capsular bag is transparent, and serves to hold the lens. In the natural eye, accommodation is initiated by the ciliary muscle and a series of connective fibers known as zonules. The zonules are located in a relatively thick band mostly around the equator of the lens, and impart a largely radial force to the capsular bag that can alter the shape and/or the location of the natural lens and thereby change its actual or effective power.

[0008] In a surgery in which the natural lens is removed from the eye, a small opening is typically made in the front of the capsular bag through which lens material is typically broken up and vacuumed out of the eye, the rest of the capsular bag being left intact. The remaining capsular bag may be extremely useful for an accommodating intraocular lens, in that the eye's natural accommodation is initiated at least in part by an ocular force produced by the ciliary muscle, zonules, and/or capsular bag. The capsular bag may be used to house an accommodating IOL, which in turn can change shape or optical power of the IOL, and/or shift or axially move the optic of the IOL in some manner to affect the location of the image plane of the optic.

[0009] In general, the IOL includes an optic, which refracts and/or diffracts light that passes through it and forms an image on the retina, and a haptic or support structure, which mechanically couples the optic to the capsular bag. During accommodation, the zonules exert a force on the capsular bag, which in turn exerts a force on the optic. The force may be transmitted from the capsular bag directly to the optic, or from the capsular bag through a haptic to the optic.

[0010] A desirable optic for an accommodating IOL is one that changes shape or axially moves in response to an ocular force produced by a squeezing or expanding radial force applied largely to the equator of the optic (e.g., by pushing or pulling on or near the edge of the optic, circumferentially around the optic axis). Under the influence of an ocular force, the optic may bulge slightly in the axial direction, producing more steeply curved anterior and/or posterior
faces, and produce an increase in the power of the optic. Likewise, an expanding radial force may produce a decrease in the optic power by flattening the optic. This change in power is accomplished in a manner similar to that of the natural eye.

[0011] One challenge in providing an effective AIOL is that of effectively transferring a limited amount of ocular force available from the ciliary muscle or capsular bag of an eye to the optic of the AIOL. Typically, the available ocular force is transferred through a haptic or support structure that absorbs a certain amount of the available energy provided by the ocular force. There is a need to provide haptic or support structures in AIOLs that reduce the amount of energy transferred to that structure so that more of the available force may be converted to changing the shape and/or axial position of the optic portion of the AIOL.

Brief Description of the Drawings

[0012] Embodiments of the present invention may be better understood from the following detailed description when read in conjunction with the accompanying drawings. Such embodiments, which are for illustrative purposes only, depict novel and non-obvious aspects of the invention. The drawings include the following figures:

[0013] Figure 1 is a plan drawing of a human eye with a natural lens.
[0014] Figure 2 is a plan drawing of a human eye with an intraocular lens.
[0015] Figure 3 is a perspective view of an intraocular lens embodying features of this invention.

[0016] Figure 4 is a perspective view of an intraocular lens embodying features of this invention.
[0017] Figure 5 is a cross sectional view of an intraocular lens embodying features of this invention.
[0018] Figure 6 is a top plan view of a haptic embodying features of this invention.

[0019] Figure 7 is a perspective view of an intraocular lens embodying features of this invention.
[0020] Figure 8 is a perspective view of a haptic embodying features of this invention.
[0021] Figure 9 is a perspective view of a haptic embodying features of this invention.
[0022] Figure 10 is a cross sectional view of an intraocular lens embodying features of this invention.
[0023] Figure 11 is a cross sectional view of a portion of an intraocular lens embodying features of this invention.

**Detailed Description of the Drawings**

[0024] Referring to FIG. 1, an eye 10 is illustrated that includes a retina 12 for receiving an image produced by a cornea 14 and a natural lens 16 from light incident upon eye 10. Natural lens 16 is disposed within a capsular bag 20 which separates anterior and posterior chambers of eye 10. Capsular bag 20 is made of a resilient material that changes the shape and/or location of natural lens 16 in response to ocular forces produced when ciliary muscle 22 contracts and stretches natural lens 16 via zonules 24 disposed about an equatorial region of capsular bag 20. This action flattens natural lens 16, thereby producing a relatively low optical power for providing distant vision in an emmetropic eye. To produce intermediate and/or near vision, ciliary muscle 22 relaxes, thereby relieving tension on zonules 24. The resiliency of capsular bag 20 provides an ocular force that reshapes natural lens 16 to increase its curvature and provide a relatively high optical power suitable for intermediate and/or near vision.

[0025] Referring to FIG. 2, natural lens 16 may be removed either in a refractive lens exchange or due to a disease such as cataracts. Natural lens 16 is generally removed via an opening in the anterior wall of the capsular bag 20 (a so called "capsulorhexis"). Natural lens 16 may then be replaced by an IOL or AIOL 100 to provide vision to the subject. IOL 100 includes optic 102 for forming an image on the retina and haptics or support structure 104 for centering optic 102 and, in the case of an AIOL, transferring ocular forces from ciliary muscle 22, zonules 24, and/or capsular bag 20 to optic 102 to changes its shape, power, and/or axial location relative to the retina 12.

[0026] Referring to FIGS. 3-6, an AIOL 200 according to an embodiment of the present invention is shown disposed about an optical axis A. AIOL 200 comprises an optic 202 and a haptic or support structure 204 configured to effectively transfer an ocular force from a human or animal eye to the optic 202 so as to produce a range of powers in response to the ocular force. Haptic 204 includes an inner structure 208 and outer structure 210 and a plurality of arms 212 connecting or coupling structures 208, 210 to one another in a way that efficiently and effectively transfers ocular forces. Haptic 204 thus changes the shape and/or axial location of the optic 202, thereby providing a change in optic power and/or focal plane location of optic.
202. Arms 212 each include a proximal end 214 coupled or connected to inner structure 208 and distal end 216 coupled or connected to outer structure 210.

[0027] Optic 202 may be molded directly onto haptic 204. Alternatively, optic 202 may be formed or fabricated separately from haptic 204, and then attached to haptic 204. In certain embodiments, haptic 204 is first machined or molded, and then optic 202 is molded and/or machined over or on top of haptic 204.

[0028] Optic 202 is preferably made from a relatively soft material, so that it can deform or change shape readily under the limited deforming forces produced by the capsular bag and/or ciliary muscle. An exemplary material is a relatively soft silicone material, although other suitable materials may be used as well. The stiffness of optic 202 may be less than 500 kPa, preferably from 0.5 kPa to 500 kPa. In some embodiments, the stiffness of optic 202 is between 25 kPa and 200 kPa or between 25 kPa and 50 kPa.

[0029] In contrast with optic 202, at least portions of haptic 204 (e.g., arms 212) are generally made of a relatively stiffer material than optic 202 material, so that haptic 204 can efficiently transmit ocular forces to optic 202. An exemplary material is a relatively stiff silicone material, although other suitable materials may be used as well, such as acrylic, polystyrene, or clear polyurethanes. The stiffness of haptic 204 may be greater than or equal to 500 kPa, or greater than or equal to 3000 kPa.

Arms 212 protrude or extend into optic 202 that include the clear aperture of optic 202. As used herein, the term "clear aperture" means the area of a lens or optic that restricts the extent of a bundle of rays from a collimated source or a distant light source that can imaged or focused by the lens or optic. The clear aperture is usually circular and is specified by its diameter. In some embodiments, the clear aperture has the same or substantially the same diameter as the optic. Alternatively, the diameter of the clear aperture may be smaller than the diameter of the optic, for example, due to the presence of a glare or PCO reducing structure disposed about a peripheral region of the optic.

[0030] Since inner structure 208 and the proximal ends 214 of arms 212 are located inside optic 202 and within the clear aperture thereof, at least these portions of haptic 204 are beneficially transparent or nearly transparent, so that it does not substantially block or scatter any light transmitted through optic 202. In addition, these portions of haptic 204 may have a
refractive index that matches the refractive of optic 202 material so that interfaces between optic 202 and haptic 204 do not produce significant reflections or refractions that might produce scattered light within the eye, which might appear as a glare or haze to the patient.

[0031] A numerical example may be used to illustrate the effect of mismatch of refractive indices on reflected power. For a planar interface at normal incidence between air (refractive index of 1) and glass (refractive index of 1.5), 4% of the incident power is reflected at the interface. For such an interface between air and glass, there is no attempt to match refractive indices, and this 4% reflection will merely provide a baseline for comparison. If, instead of 1 and 1.5, the refractive indices differ by 4%, such as 1.5 and 1.56 or 1.5 and 1.44, there is a 0.04% reflection, or a factor of 100 improvement over air/glass. Finally, if the refractive indices differ by only 0.3%, such as 1.5 and 1.202 or 1.5 and 1.495, there is a 0.00028% reflection, or a factor of over 14000 improvement over air/glass. In practice, tolerances such as the 0.3% case may be achievable, and it is seen that a negligible fraction of power may be reflected at the interface between a haptic and an optic whose refractive indices differ by 0.3%. Note that the above base value of 1.5 was chosen for simplicity, and that haptic 204 and optic 202 may have any suitable refractive index.

[0032] Thus, the refractive indices of optic 202 and at least portions of haptic 204 inside optic 202 are equal or essentially the same. For the purposes of this document, "essentially the same" means that their refractive indices are equal to each other at a wavelength within the visible spectrum (i.e., between 400 nm and 700 nm). Note that haptic 204 and optic 202 may optionally have different dispersions, where the refractive index variation, as a function of wavelength, may be different for the haptic and the optic. In other words, if the refractive indices of haptic 204 and optic 202 are plotted as a function of wavelength, they may or may not have different slopes, and if the two curves cross at one or more wavelengths between 400 nm and 700 nm, then the refractive indices may be considered to be essentially the same or essentially equal.

[0033] The extension of arms 212 into optic 202 generally allows more effective transfer of radial forces along arms 212 to optic 202, since the inner diameter of inner structure 208 is less than the overall or outer diameter of optic 202. The relatively small "active area" of optic 202 located inside inner structure 208 allows ocular forces to be distributed over a smaller peripheral
zone about the active area than if the same force were distributed over a periphery of the outer
diameter, or a larger diameter, of optic 202. Since ocular forces are effectively concentrated
over a relatively small area in the illustrated embodiment, this increases the pressure near the
center of optic 202, which in turn increase the amount of curvature change or optical power
change induced for a given amount of radial force on outer structure 210 and arms 212. As a
result, the limited ciliary muscle or capsular bag force may produce a greater accommodative
power change and/or axial translation optic 202. As used herein the term "active area" of an
optic means a pupil of an optic over which a clinically significant change in optical power
occurs in reaction to an ocular force generally sufficient to produce near vision in a human eye
(e.g., an ocular force of 10 grams force).

[0034] The inner diameter of inner structure 208 is generally selected to be at least large
enough that the active area of optic 202 can provide a change in optical power under scotopic
lighting conditions (e.g., with a pupil diameter of the eye of 2 millimeters to 3 millimeters). For
example, when intraocular lens 200 is used in a human eye, the active area is generally
sufficiently large when the inner diameter of inner structure 208 is between 2 millimeters and 4
millimeters, or between 2.5 millimeters and 3.5 millimeters, or 3 millimeters plus or minus 0.25
millimeters.

[0035] In some embodiments, the axial thickness of inner structure 208 portion between
arms 212, and/or overlapping proximal ends 214, is relatively large, for example, to help
distribute more radial force on outer structure 210 into forces that change the shape of the
anterior and posterior surfaces of optic 202. In some embodiments, the ratio of the optic center
thickness to the axial thickness of inner structure 208 is less than or equal to 2. In other
embodiments, greater accommodative power change in optic 202 is provided when the ratio of
the optic center thickness to the axial thickness of inner structure 208 is less than 1.8 or less
than 1.5.

[0036] Inner structure 208 may be in the form of a continuous ring and may generally have a
radial thickness that is from 0.1 millimeters to 0.2 millimeters or of about 0.15 millimeters (e.g.,
0.15 millimeters plus or minus 0.03 millimeters). While the continuous ring form of inner
structure 208 favorably helps to maintain the figure of optic 202 when deformed during
accommodation, it has been discovered that a relatively small radial thickness of inner structure
208 reduces the stiffness of inner structure 208, so that more of the radial forces transferred from arms 212 and are focused on changing the shape and accommodative optical power of optic 202. In some embodiments, outer structure 210 is broken at predetermined locations.

[0037] As seen in FIG. 6, arms 212 may be bifurcated or split at their distal ends 216 to form openings 218. Openings 218 may have a triangular shape, as shown in the illustrated embodiment. Alternatively openings 218 may have a different shape, for example, an oval shape (e.g., see FIG. 9). Opening 218 may be configured to reduce the mass of haptic 204, help direct radial forces toward inner structure 208, and/or control the shape of outer structure 210 during accommodation (e.g., help avoid bending or buckling). In some embodiments, some or all openings 218 are replaced regions of reduced axial thickness relative to a characteristic axial thickness of the remaining portions of arms 212. In other embodiments, outer structure 210 is either broken in the regions of openings 218 or has a reduced axial thickness relative to the axial thickness of the remaining portions of outer structure 210.

[0038] Outer structure 210 of haptic 204 mechanically couples intraocular lens 200 to capsular bag 20. Outer structure 210 may be in the form of a continuous ring and may generally have an axial thickness that is large enough to engage the equatorial region of capsular bag 20 over an area that is large enough to prevent tearing of the bag and to effectively couple ocular forces produced by capsular bag 20 to optic 202. In this regard, outer structure 210 may have an axial thickness that is from 0.5 millimeters to 1.0 millimeters or about 0.75 millimeters (e.g., 0.75 millimeters plus or minus 0.10 millimeters). In some embodiments, outer structure 210 has a radial thickness that is from 0.1 millimeters to 0.2 millimeters or about 0.15 millimeters (e.g., 0.15 millimeters plus or minus 0.03 millimeters). While the continuous ring form of outer structure 210 favorably helps to prevent buckling of AIOL 200, it has been discovered that a relatively small radial thickness reduces the stiffness of outer structure 210 so that radial forces are more effectively transferred along arms 212 and into the active area of optic 202.

[0039] Referring to FIG. 5, at least one of the edges of outer structure may have a discontinuity or sharp edge corner 222, for example, to help prevent PCO. Generally, sharp edge corner 222 has a radius that is less than 500 nanometers, preferably less than 200 nanometers. Additionally or alternatively, the side wall of optic 202 intersects the anterior face
or posterior face of optic 202 to form a discontinuity or sharp edge corner that generally has a
radius of curvature that is less than 500 nanometers, preferably less than 200 nanometers.

[0040] Outer structure 210 may be configured to have two outer diameters D1, D2, where
D2 is greater than D1. In the illustrated embodiment, D1 is the outer diameter of outer structure
210 along opposite pairs of arms 212, while D2 is the outer diameter of outer structure 210
between adjacent pairs of arms 212. D1, D2 are advantageously selected to allow the AIOL 200
to accommodate a range of capsular bag sizes that is generally superior to a substantially
equivalent outer structure that is circular or even oval in shape, or that includes indents that
protrude inwardly toward the center of the intraocular lens. For example, the larger diameter D2
provides for at least portions of a capsular bag having a diameter of, or about equal to, D2 to
contact the outer structure 210 when the eye is in a disaccommodative state, whereby
accommodative forces may be effectively transmitted to optic 202. Alternatively, if the capsular
bag has a diameter of, or about equal to, D1, then the capsular bag will contact the outer
structure about its entire circumference. The capsular bag may be slightly taut over portions of
ring 202 having the diameter D2, but the overall stress on the capsular bag is less than that
experienced for a ring having a constant outer diameter of D2. Accordingly, the outer structure
210 of AIOL 200 is favorably configured to accommodate a larger variation of bag sizes than a
substantially equivalent intraocular lens having an outer structure with a constant outer
diameter. In certain embodiments, the outer diameter D2 is between 20 microns and 500
microns greater than the outer diameter D1, preferably between 40 microns and 250 microns
greater than the outer diameter D1.

[0041] In certain embodiments, optic 202 is a multifocal optic, changes from a monofocal
optic to a multifocal optic, depending upon the amount of ocular force on haptic 204 and/or the
state of accommodation of the eye into which AIOL 200 is inserted.

[0042] Referring to FIGS. 7-11, an AIOL 300 according to an embodiment of the present
invention is shown that comprises an optic 302 and a haptic or support structure 304 configured
to effectively transfer an ocular force from a human or animal eye to optic 302 so as to produce
a range of powers in response to an ocular force. Haptic 304 includes an inner structure 308 and
an outer structure 310 and a plurality of arms 312 connecting or coupling structures 308, 310 to
one another so as to efficiently and effectively transfer the ocular force to changing the shape
and/or axial location of optic 302, thereby providing a change in optic power and/or focal plane location of optic 302. Arms 312 each include a proximal end 314 coupled or connected to inner structure 308 and distal end 316 coupled or connected to outer structure 310.

[0043] AIOL 300 is similar to AIOL 200 in many ways; however, also includes design features that are configured alter the way in which forces are transferred from haptic 304 to optic 302, or to otherwise alter performance and/or function. Where appropriate, structures and features of AIOL 200 discussed above may be incorporated into AIOL 300. For example, AIOL 300 may be made of the same or similar materials as those discussed for AIOL 200. Except where indicated otherwise, dimensions of AIOL 200 may be incorporated into embodiments according to AIOL 300 (e.g., the thickness or other dimensions of inner structure 308 may be the same or similar to those illustrated and discussed for inner structure 208; the shape and/or size of at least portions of arms 312 may be the same or similar to those illustrated and discussed for arms 212; and the like).

[0044] Arms 312 have a general shape that is similar to that of arms 212 of haptic 202, for example, including a bifurcated distal ends 316. Outer structure 310 comprises a series of arcuate ribbons 330 connecting individual arms 312 to one another. In the illustrated embodiment, ribbons 330 curve outwardly away from optical axis OA, so that portions of ribbons 330 between arms 312 are disposed at a greater radial distance from optical axis OA than portions of ribbons 330 that are coupled or connected to arms 312. Distal ends 316 of arms 312 generally bulge axially compared to the proximal end 314. Distal ends 316 of arms 312 are also curvaceous and void of sharp edges or discontinuities. In order to reduce PCO, the anterior and posterior faces of optic 302 contain sharp edges, similar or equal to those described above with regard to optic 202.

[0045] Referring to FIGS. 10 and 11, outer structure 310 notably has a peripheral region 320 that is generally arcuate in cross-section, for example, to engage a larger portion of the capsular bag than outer structure 210 of AIOL 200. In some embodiments, outer structure 310 has an axial thickness in the vicinity of peripheral region 320 that is from 1.8 millimeters to 2.2 millimeters or about 2.0 millimeters (e.g., 2 millimeters plus or minus 0.1 millimeters). It has been discovered that the relatively large axial thickness of peripheral region 320 (or, large axial extent measured as the distance of the portion of the arm along an axis that is normal to the
optical axis) is effective in transferring much of the forces produced by capsular bag 20 and/or zonules 24, since capsular bag 20 is engaged over a large axial extent. Thus, outer structure 310 engages a large extent or area of capsular bag 20, while also providing skeletal structure with a relatively low mass. The low mass of outer structure 310 results in a relatively low stiffness, thus allowing it to conform to changes in the shape of capsular bag 20 during accommodation. This, in turn, allows more of the forces produced by the changing shape of capsular bag 20 to be coupled into haptic 304 and transferred into changing the shape and optical power of optic 302.

Peripheral region 320 has an arcuate shape in a plane parallel to, and passing through, the optical axis OA that is convex. The arcuate shape is characterized by a radius of curvature R. In certain embodiments, radius of curvature R is equal to a radius of curvature of an average capsular bag of a population. For example, radius of curvature R may be 1.13 millimeters plus or minus 0.02 millimeters. In certain embodiments, radius of curvature R is greater than a radius of curvature of an average capsular bag of a population. For example, radius of curvature R may be 1.16 millimeters plus or minus 0.02 millimeters or greater than 1.16 millimeters. A radius of curvature of a peripheral region of haptic 204 may be similarly configured.

Referring to FIG. 11, in some embodiments, the relatively thick optic 302 (or optic 202 of IOL 200) comprises a peripheral region 322 that includes, in cross section, a counter taper that is configured to reduce glare from light incident on optic 302. The counter taper may have an angle from the horizontal plane that is from -3 degrees to -7 degrees. Thus, the angle formed in cross section at the juncture of peripheral region 322 and other portions of the adjacent optic 302 surface is less than 180 degrees.

The above presents a description of the best mode contemplated of carrying out the present invention, and of the manner and process of making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the art to which it pertains to make and use this invention. This invention is, however, susceptible to modifications and alternate constructions from that discussed above which are fully equivalent. Consequently, it is not the intention to limit this invention to the particular embodiments disclosed. On the contrary, the intention is to cover modifications and alternate constructions coming within the spirit and scope of the invention as generally expressed by the following claims, which particularly point
out and distinctly claim the subject matter of the invention.
WHAT IS CLAIMED IS:

1. An accommodating intraocular lens, comprising:
   a optic disposed about an optical axis including an anterior surface and a posterior surface defining a clear aperture of the optic;
   a haptic at least partially disposed inside the optic comprising:
   an inner structure circumferentially disposed about the optical axis;
   an outer structure circumferentially disposed about the inner structure having an outer face;
   a plurality of arms disposed between and connecting the inner structure and the outer structure, each arm having a proximal portion adjacent the inner structure and a distal portion adjacent the outer structure that is bifurcated in a radial direction from the proximal portion; and
   an outer surface defined by outer surfaces of the plurality of arms and an outer surface of the outer structure;
   the inner structure and at least a portion of the arms disposed inside the clear aperture;
   the distal portion of each arm having a larger axial extent than an axial extent of the inner portion;
   the distal portion of each arm having a larger axial extent along the outer surface than an axial extent of the outer structure along the outer surface.

2. The intraocular lens of Claim 1, wherein each arm comprises a first arcuate portion and a second arcuate portion, the first and second arcuate portions having an axial extent in the anterior and posterior directions, the first and second arcuate portions at least partially bounding an area of reduced thickness of the corresponding arm.

3. The intraocular lens of Claim 2, wherein the first and second arcuate at least partially bound an opening between the arms.

4. An intraocular lens, comprising:
   an optic disposed about an optical axis including an anterior surface and a posterior surface;
   a haptic at least partially disposed inside the optic comprising:
an inner structure circumferentially and continuously disposed about the optical axis;
a plurality of arms having a proximal portion adjacent the inner structure and a distal portion extending away from the inner structure to an outer structure;
the outer structure of the distal portion of each arm having a larger axial extent than an axial extent of the inner portion

5. The intraocular lens of Claim 5, wherein the distal portion of each arm comprises a larger axial extent along the outer surface than an axial extent of a portion of the haptic that extends between the outer structures of adjacent arms.

6. The intraocular lens of Claim 5, wherein the haptic comprises an outer structure circumferentially disposed about the inner structure having an outer face

7. The intraocular lens of Claim 5, wherein the arms are bifurcated in a radial direction away from the proximal portion.

8. The intraocular lens of Claim 5, where at least a portion of the arms is disposed inside the optic within a clear aperture thereof.

9. An intraocular lens, comprising:
an optic disposed about an optical axis including an anterior surface and a posterior surface;
a haptic at least partially disposed inside the optic comprising:
an inner structure circumferentially disposed about the optical axis;
an outer portion configured to engage a capsular bag, the outer portion being disposed about the optical axis; and
a plurality of arms having proximal portion adjacent the inner structure and a distal portion extending away from the inner structure, the distal portion at least partially bounding an area of reduced thickness of the haptic;
the outer portion of the haptic having a larger axial extent than an axial extent of the inner portion.
10. The intraocular lens of Claim 9, wherein the inner structure is continuous about the optical axis and is configured to maximize the transfer of deforming force from the arms to the optic.

11. The intraocular lens of Claim 9, wherein the arms are bifurcated in a radial direction away from the proximal portion.
A. CLASSIFICATION OF SUBJECT MATTER
INV. A61F2/16
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
A61F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>WO 2005/115278 A1 (HUMANOPTICS AG [DE]; MESSNER ARTHUR [DE]) 8 December 2005 (2005-12-08) page 2, line 16 - page 4, line 5 page 7, line 22 - page 8, line 18; figures 1,4</td>
<td>2,3</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

Date of the actual completion of the international search

27 October 2010

Date of mailing of the international search report

04/11/2010

Name and mailing address of the ISA/
European Patent Office, P B 5818 Patentlaan 2 NL - 2280 HV Rijswijk Tel (+31-70) 340-2040, Fax (+31-70) 340-3016

Authorized officer

Lega, A
Claims Nos.: 5

Claim 5 is completely unclear (Art. 6 PCT), since it is not clear which outer surface is meant, how can an outer surface have an axial extent, which portions of the haptics are meant, where can be found this portion that should extend between the outer structures of adjacent arms. It should be noted that these features have not been defined in claim 4 from which claim 5 should depend (and not on itself).

The applicant's attention is drawn to the fact that claims relating to inventions in respect of which no international search report has been established need not be the subject of an international preliminary examination (Rule 66.1(e) PCT). The applicant is advised that the EPO policy when acting as an International Preliminary Examining Authority is normally not to carry out a preliminary examination on matter which has not been searched. This is the case irrespective of whether or not the claims are amended following receipt of the search report or during any Chapter II procedure. If the application proceeds into the regional phase before the EPO, the applicant is reminded that a search may be carried out during examination before the EPO (see EPO Guideline C-VI, 8.2), should the problems which led to the Article 17(2) declaration be overcome.
### Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. **Claims Nos.** Because they relate to subject matter not required to be searched by this Authority, namely

2. **Claims Nos.** Because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically
   - *see FURTHER INFORMATION sheet* PCT/ISA/210

3. **Claims Nos.** Because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 64(a)

### Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

1. **As all required additional search fees were timely paid by the applicant** this international search report covers all searchable claims
2. **As all searchable claims could be searched without effort justifying an additional fees** this Authority did not invite payment of additional fees
3. **As only some of the required additional search fees were timely paid by the applicant** this international search report covers only those claims for which fees were paid, specifically claims Nos.
4. **No required additional search fees were timely paid by the applicant** Consequently, this international search report is restricted to the invention first mentioned in the claims, it is covered by claims Nos.

**Remark on Protest**

- The additional search fees were accompanied by the applicant’s protest and, where applicable, the payment of a protest fee
- The additional search fees were accompanied by the applicant’s protest but the applicable protest fee was not paid within the time limit specified in the invitation
- No protest accompanied the payment of additional search fees
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA 2673829 A1</td>
<td>10-07-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2099388 A2</td>
<td>16-09-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010198349 A1</td>
<td>05-08-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008082855 A2</td>
<td>10-07-2008</td>
</tr>
<tr>
<td>WO 2005115278 A1</td>
<td>08-12-2005</td>
<td>DE 102004025305 A1</td>
<td>08-12-2005</td>
</tr>
</tbody>
</table>