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This invention relates to transmission sys 
tems...and, more particularly, to improve 
ments in signaling arrangements adapted to 
be associated with the lines of such systems. 
The signaling arrangements of the inven 

tion are particularly adapted for use on lines 
to which a plurality of stations are connected 
such, for example, as a party telephone line. 
One of the objects of the invention consists 

10; in providing signaling means at each of the 
stations on the line operable whenever One 
station establishes a connection with the line 
to indicate at one or all of the stations that 
the line is in use. A further object of the 

15, invention consists in providing means at the 
various stations which will prevent them 
from establishing connections with the line 
when one of the other stations has already 
established a connection with the line. Other 

20 objects and features of the invention Will 
appear more fully from the detailed descrip 
tion hereinafter given. 

in the arrangements of the invention, as . 
applied to party telephone lines for purposes 

25 of illustration, a cold cathode discharge tube 
such as a neon lamp is provided at One or all 
of the subscribers’ stations. The full open 
circuit voltage of the line battery will nor 
mally oppose the voltage of the battery in 
circuit with the neon lamp, so that the volt 
age across the lamp will be below the break 
down value and the lamp will not operate. 
When a subscriber removes his receiver from 
the switchhook the line battery is discon 

3. 
which may be of equal voltage compared 
with the line battery will oppose the voltage 
of the battery in circuit with the neon tube. 
However, as the talking battery circuit is 

40 closed at the station thru a comparatively 
low resistance subscriber set circuit when 
the receiver is off the switchhook, the voltage 
at the station, due to the talking battery is 
considerably less than that due to the full 
voltage of the line battery when the receiver 
is on the hook. Consequently the net Voltage 

45 

across the tube will be increased so, that it. 
will break down and operate. This will give 

50 a signal at each subscriber's station provided 

nected from the line and the talking battery 

with the device that the line is in use. When 

the receiver is restored to the switchhook the 
full voltage of the line battery will again. 
cause the net voltage across the lamp to be 
so reduced that it will be extinguished. Re 
lay means may be provided in circuit with 
the neon tube to short circuit the receiver at 
the subscriber's station so that the subscriber 
at Such station may not listen in on the line 
when it is in use. . . . . . . 
The invention may be more fully under 

stood from the following description to 
gether with the accompanying drawing in. 
Figures 1 and 2 of which the invention is 
illustrated. In Fig. 1 is shown a circuit dia 
gram illustrating the arrangements of the 
invention as applied to a party telephone 
line. In Fig. 2 is a curve illustrating, the 
voltage characteristics of the currents applied 
to the signaling devices under various condi 
tions. , 

In Fig. 1 is shown a party telephone line 
L. A plurality of subscribers stations may be 
connected to this line. Two such stations 
are shown namely, station 1 and station 2. 
The telephone line L. may terminate at a 
central office in the jack J. An operator's 
cord circuit 3 terminating in the plug P 
adapted to cooperate with the jack J is shown 
included in the operator's cord circuit 3 
would be the talking battery 4. This might s 
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have a voltage of approximately. 24 volts. 
ASSociated with the line L at the central office 
Would be the line relay 5 having connected 
thereto the line battery 6. The line battery 
might have a voltage of 24 volts for purposes 
of illustration, althouse of a 48 volt battery 
provides additional operating margin. Con 
trolled by the line relay would be a signal 
lamp 7. A relay S in the sleeve circuit is also 
provided. At station 1 is shown the ringing 
apparatus 9 connected to the ring side of the 
line. Bridged across the line is the subscrib 
er's telephone apparatus comprising the in 
duction-coil 12, the receiver 10 and the trans 
mitter. 11. Bridged across the line, would be 
provided a cold cathode discharge tube such 
as the neon lamp 13. A battery 14 would be 
provided in series with the lamp. At station 
2 is shown the ringing apparatus 15 connect 
ed to the tip side of the line. Bridged across 100 



the line is the subscriber's telephone appa 
ratus comprising the induction coil 18, the 
receiver 16 and the transmitter i7. Connect 
ed across the line is a cold cathode discharge 

5 tube 19 in series with the battery 20. A relay 
21 is also provided in series with the tube 19. 
This relay may control a short circuit 22 
across the subscriber's talking set. 
The operation of the arrangements of the 

invention is as follows: When the subscrib 
er's telephone instrument at station 1 is on 
the switchhook the full open circuit voltage 
of the line battery 6 will oppose the voltage of 
battery 14, so that the Voltage across the tube 
13 will be below the minimum voltage needed 
to break the tube down and cause it to oper 
ate. The tube 13 will thus be extinguished. 
When the subscriber removes his instrument 
from the switchhook in response to a ringing 
signal the following circuit will be completed. 
From ground, battery 6, right-hand winding 
of relay 5, right-hand contact of relay 8, over 
the ring side of the line, through the sub 
scriber's telephone set to the tip side of the 
line, over conductor 23, left-hand contact of 
relay 8, winding of relay 5, to ground. This 
will operate relay 5 and light the signal lamp 
7. The operator's cord circuit 3 will then be 
connected with the line L to extend the con 
nection. This will close a circuit. Over the 
sleeve of cord 3 and line L through the wind 
ing of relay 8, and will operate relay 8. The 
operation of relay 8 will break the previously 
traced circuit from the line battery 6 through 
the line relay 5, and will disconnect the line 
relay 8 from the line. Accordingly, the full 
open circuit voltage of the battery 6 will no 
longer oppose the voltage of the battery 14. 
The only voltage which will now oppose the 
battery 14 will be the voltage across the line 
L which is due to the talking battery 4. As 
has been pointed out, the voltage of the line 
battery 6 might be either 24 or 48 volts and 
under normal line insulation conditions the 
full amount of the voltage is available under 
the open circuit conditions in opposition to 
the battery 14. However, the 24 volt talking 
battery 4 is subject to considerable voltage 
drop in the central office equipment and line 
resistance, and consequently only about 10 
volts is available at the station to oppose the 
battery 14. Accordingly, the net voltage 
across the tube 13 will be increased and the 
tube will operate. At station 2 the discharge 
tube 19 is bridged across the line L in the 
following manner: from the ring side of the 
line over the conductors 24 and 25, winding 
of relay 21, through tube 19 and battery 20, 
Over conductor 26 to the tip side of the line. ' Accordingly, when the subscriber's instru. 
ment at station 1 remains on the switchhook 
and the line battery voltage is applied to the 
line, the voltage of the battery 20 will be so 
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reduced by the voltage of the line battery 6. 
' that the tube 19 will not operate. However, 
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when the removal of the subscriber's instru 
ment at station 1 from the Switchhook re 
moves the line battery from the line and con 
nects thereto the talking battery 4, the volt 
age across the line at the station is reduced 
considerably, and the net voltage across the 
tube 19 Will be increased so that the tube will 
break down and operate. This will give a 
visual signal to the subscriber at station 2 that 
the line L is in use. When the tube 19 breaks 
down the relay 21 will operate. This will 
change the circuit for the tube 19 at station 2 
So that it will be completed as follows: From 
the ring side of the line, over conductor 27, 
contact and armature of relay 21, tube 19, 
battery 20, and conductor 26 to the tip side 
of the line. The tube will thus remain oper 
ated under such conditions. The operation of 
the relay 21 will also close a short circuit 22 
across the receiver of the subscriber at sta 
tion 2 so that the subscriber at station 2 can 
not listen in on a connection on the line L. 
while the subscriber at station i is talking. 

In a manner similar to that heretofore de 
Scribed, if the subscriber at station 2 removes 
his instrument from the switchhook the net 
Voltage across the discharge tubes at each of 
the stations will be increased so that they 
will operate. The subscriber at station 1 
Wiil thus get a visual indication that the line 
is in use by Some other subscriber such as the 
Subscriber at station 2. A relay such as the 
relay 21, and a short circuit such as the short 
circuit 22 might also be provided at station 1, 
if desired. Provision might also be made to 
disconnect a station by means of the relay 21 
to prevent connection to the line when it is in 
U.S. 

When the telephone instrument at station 1 
is again restored to the switchhook, current 
ceases to flow over the line and the full volt 
age of the central office talking battery is in 
opposition to the battery 14 which will re 
duce the voltage across the tube 13, so that 
it will be extinguished. Subsequently, when 
the operator's cord circuit 3 is disconnected 
from the line L, line battery 6 will again be 
connected to the line L and will oppose the 
voltage of the battery 14. 
In Fig. 2 is shown a curve A illustrating 

the Voltage applied to the lamp under various 
Conditions. The dotted line X indicates the 
breakdown voltage of the neon lamp. The 
dotted line Y indicates the maximum volt 
age needed to maintain the lamp in an oper 
ating condition after discharge. The volt 
age applied to the lamp by the battery 14 is 
indicated by the line B. The opposing volt 
age of the line battery 6 is indicated by the 
line C. Thus, before the receiver is removed 
from the Switchhook, or in other words, be 
tween the points E and F, the voltage applied 
to the lamp will be below the dotted line Y 
and the lamp will not operate. When the 
receiver is removed from the switchhook as 
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at the point F, the voltage of the line battery 
6 is removed and the voltage of the talking 
battery 4 opposes the voltage of battery 14. 
The opposing voltage of the talking battery 
is indicated by the line D. This will increase 
the net voltage applied to the lamp by the 
battery 14 to a point such as shown on the 
curve A. As this point is above the dotted 
line X, or above the voltage needed to break 
down the tube, the tube will break down and 
operate. When the receiver is again restored 
to the switchhook such as the point G, and the 
open circuit voltage of the talking battery 
and subsequently of the line battery is again 
connected to the line, the net voltage ap 
plied to the lamp will again drop below the 
dotted line Y and the lamp will be extin 
guished. 
While the invention has been disclosed as 

embodied in certain specific arrangements 
which are deemed desirable, it is understood 
that it is capable of embodiment in many and 
other widely varied forms without depart 
ing from the spirit of the invention as defined 
by the appended claims. 
What is claimed is: 
1. A telephone line connected to a central 

office and extending to a plurality of Sub 
scribers’ stations, a talking circuit connected 
across the line at each station and a signaling 
circuit connected across the line at each sta 
tion, a cold cathode discharge tube and a bat 
tery in each of said signaling circuits, a line 
battery at said central office opposed to the 
voltage of the batteries in said signaling cir 
cuits and adapted to be connected to said 
line when the line is idle, the voltage of the 
line battery being such that when connected 
to the line the voltages across said tubes will 
be so reduced that they will not operate, and 
a talking battery at said central office op 
posed to the voltage of the batteries in said 
signaling circuits and adapted to be con 
nected to said line when the line is in use, 
the voltage across the line at the station due 
to the talking battery with the line in use 
being less than that of the line battery so 
that when connected to the line, the voltages 
across said tubes will be sufficient to cause 
them to operate. 

2. A telephone line connected to a central 
office and extending to a plurality of sub 
scribers' stations, a signaling circuit con 
nected across the line at each of said stations, 
a cold cathode discharge tube and a source 
of potential therefor in each of said signaling 
circuits, a line battery at the central office 
adapted to be connected to said line when it 
is idle and disconnected therefrom when it is 
in use, a talking battery at the central office 
adapted to be connected to said line when in 
use and disconnected therefrom when idle, 
and means for utilizing the different voltages 
at the station of said line and talking bat 

3 

teries to control the voltage applied to said 
tubes in said signaling circuits. 

3. A telephone line connected to a central 
office and extending to a plurality of sub 
scribers' stations, a signaling circuit connect 
ed across the line at each of said stations, a 
cold cathode discharge tube and a source of 
potential therefor in each of said signaling 
circuits, line and talking batteries of ap 
proximately equal open circuit voltages 
adapted to be connected to said line at the 
central office, and means for utilizing the dif 
ference in open circuit potential of said bat 
teries across the line when the line is not in 
use and the closed circuit potentials when 
the line is in use to control the effective volt 
ages of said sources of potential in said sig 
naling circuits. 

4. A telephone line connected to a central 
office and extending to a plurality of sub 
scribers' stations, a signaling circuit con 
nected across the line at each of said sta 
tions, a cold cathode discharge tube and a 
source of potential therefor in each of said 
signaling circuits, a central office battery 
adapted to be connected to said line at the 
central office under different circuit condi 
tions, means for utilizing the different volt 
ages across the line at said stations due to 
said different circuit conditions to control 
the effective voltages of said sources of po 
tential in said signaling circuits, and relay 
means in one of said signaling circuits oper 
ative when the discharge tube therein func 
tions for controlling the operativeness of the 
subscriber's talking set thereat. 
In testimony whereof, I have signed my 

name to this specification this 26th day of 
June, 1931. 

WILLIAM H. EDWARDS. 
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