
(19) United States 
US 2002O110638A1 

(12) Patent Application Publication (10) Pub. No.: US 2002/0110638A1 
Boire et al. (43) Pub. Date: Aug. 15, 2002 

(54) SUBSTRATE WITH A PHOTOCATALYTIC 
COATING 

(75) Inventors: Philippe Boire, Paris (FR); Xavier 
Talpaert, Paris (FR) 

Correspondence Address: 
OBLON SPIVAK MCCLELLAND MAIER & 
NEUSTADT PC 
FOURTH FLOOR 
1755JEFFERSON DAVIS HIGHWAY 
ARLINGTON, VA 2.2202 (US) 

(73) Assignee: SAINT GOBAIN GLASS FRANCE, 
Paris (FR) 

(21) Appl. No.: 10/079,483 

(22) Filed: Feb. 22, 2002 

Related U.S. Application Data 

(63) Continuation of application No. 10/000,503, filed on 
Dec. 4, 2001, which is a continuation of application 
No. 09/615,910, filed on Jul. 13, 2000, now patented, 
which is a continuation of application No. 09/029, 

WZZ 

855, filed on May 28, 1998, now patented, filed as 371 
of international application No. PCT/FR96/01421, 
filed on Sep. 13, 1996. 

(30) Foreign Application Priority Data 

Sep. 15, 1995 (FR)............................................ 95/10839 

Publication Classification 

(51) Int. Cl. ............................ B05D 3/02; C23C 16/00; 
B05D 5/12; B05D 5/06; B05D 1/36 

(52) U.S. Cl. ............. 427/126.2; 427/376.2; 427/255.36; 
427/255.391; 427/126.3; 427/419.2; 

427/446 

(57) ABSTRACT 

The Subject of the invention is a glass-, ceramic- or vitro 
ceramic-based Substrate (1) provided on at least part of at 
least one of its faces with a coating (3) with a photocatalytic 
property containing at least partially crystalline titanium 
oxide. 

It also relates to the applications of Such a Substrate and to 
its method of preparation. 
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SUBSTRATE WITH A PHOTOCATALYTIC 
COATING 

0001. The invention relates to glass-, ceramic- or vitro 
ceramic-based Substrates, more particularly made of glass, 
in particular transparent Substrates, which are furnished with 
coatings with photocatalytic properties, for the purpose of 
manufacturing glazing for various applications, Such as 
utilitarian glazing or glazing for vehicles or for buildings. 
0002 There is an increasing search to functionalize glaz 
ing by depositing at the Surface thereof thin layers intended 
to confer thereon a specific property according to the tar 
geted application. Thus, there exist layers with an optical 
function, Such as So-called anti-glare layers composed of a 
stack of layers alternatively with high or low refractive 
indices. For an anti-Static function or a heating function of 
the anti-icer type, it is also possible to provide electrically 
conducting thin layers, for example based on metal or doped 
metal oxide. For an anti-Solar or low-emissivity thermal 
function for example, thin layers made of metal of the Silver 
type or based on metal oxide or nitride may be used. To 
obtain a “rain-repellent” effect, it is possible to provide 
layers with a hydrophobic nature, for example based on 
fluorinated organosilane and the like. 
0003. However, there still exists a need for a substrate, 
particularly a glazing, which could be described as “dirt 
repellent', that is to say targeted at the permanence over time 
of the appearance and Surface properties, and which makes 
it possible in particular to render cleaning less frequent 
and/or to improve the visibility, by Succeeding in removing, 
as they are formed, the dirty marks which are gradually 
deposited at the Surface of a Substrate, in particular dirty 
marks of organic origin, Such as finger marks or volatile 
organic products present in the atmosphere, or even dirty 
marks of condensation type. 
0004. In point of fact, it is known that there exist certain 
Semiconductive materials based on metal oxides which are 
capable, under the effect of radiation of appropriate wave 
length, of initiating radical reactions which cause the oxi 
dation of organic products, they are generally referred to as 
“photocatalytic' or alternatively “photoreactive' materials. 
0005 The aim of the invention is then to develop pho 
tocatalytic coatings on a Substrate which exhibit a marked 
“dirt-repellent” effect with respect to the substrate and which 
can be manufactured industrially. 
0006 The object of the invention is a glass-, ceramic- or 
Vitroceramic-based Substrate, in particular made of glass and 
transparent, provided on at least part of at least one of its 
faces with a coating with a photocatalytic property contain 
ing at least partially crystalline titanium oxide. The titanium 
oxide is preferably crystallized “in situ” during the forma 
tion of the coating on the Substrate. 
0007 Titanium oxide is in fact one of the semi-conduc 
tors which, under the effect of light in the visible or 
ultraViolet range, degrade organic products which are depos 
ited at their Surface. The choice of titanium oxide to manu 
facture a glazing with a "dirt-repellent effect is thus par 
ticularly indicated, all the more So Since this oxide exhibits 
good mechanical Strength and good chemical resistance: for 
long-term effectiveness, it is obviously important for the 
coating to retain its integrity, even if it is directly exposed to 
numerous attacks, in particular during the fitting of the 
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glazing on a building site (building) or on a production line 
(vehicle) which involves repeated handlings by mechanical 
or pneumatic prehension means, and also once the glazing is 
in place, with risks of abrasion (windscreen wipers, abrasive 
rag) and of contact with aggressive chemicals (atmospheric 
pollutants of SO type, cleaning product, and the like). 
0008. The choice has fallen, in addition, on a titanium 
oxide which is at least partially crystalline because it has 
been shown that it had a much better performance in terms 
of photocatalytic property than amorphous titanium oxide. It 
is preferably crystallized in the anatase form, in the rutile 
form or in the form of a mixture of anatase and rutile, with 
a degree of crystallization of at least 25%, in particular of 
approximately 30 to 80%, in particular close to... the surface 
(the property being rather a Surface property). (Degree of 
crystallization is understood to mean the amount by weight 
of crystalline TiO2 with respect to the total amount by weight 
of TiO2 in the coating). 
0009. It has also been possible to observe, in particular in 
the case of crystallization in anatase form, that the orienta 
tion of the TiO2 crystals growing on the Substrate had an 
effect on the photocatalytic behaviour of the oxide: there 
exists a favoured orientation (1, 1, 0) which markedly 
promotes photocatalysis. 
0010. The coating is advantageously manufactured so 
that the crystalline titanium oxide which it contains is in the 
form of “crystallites”, at least close to the Surface, that is to 
Say of monocrystals, having an average size of between 0.5 
and 100 nm, preferably 1 to 50 nm, in particular 10 to 40 nm, 
more particularly between 20 and 30 nm. It is in fact in this 
Size range that titanium oxide appears to have an optimum 
photocatalytic effect, probably because the crystallites of 
this size develop a high active Surface area. 
0011 AS will be seen in more detail subsequently, it is 
possible to obtain the coating based on titanium oxide in 
many of ways: 

0012 by decomposition of titanium precursors 
(pyrolysis techniques: liquid pyrolysis, powder 
pyrolysis, pyrolysis in the vapour phase, known as 
CVD (Chemical Vapour Deposition), or techniques 
asSociated with the Sol-gel: dipping, cell coating, and 
the like), 

0013 by a vacuum technique (reactive or non-reac 
tive cathodic Sputtering). 

0014. The coating can also contain, in addition to the 
crystalline titanium oxide, at least one other type of inor 
ganic material, in particular in the form of an amorphous or 
partially crystalline oxide, for example a silicon oxide (or 
mixture of oxides), titanium oxide, tin oxide, Zirconium 
oxide or aluminium oxide. This inorganic material can also 
participate in the photocatalytic effect of the crystalline 
titanium oxide, by itself exhibiting to a certain extent a 
photocatalytic effect, even a weak effect compared with that 
of crystalline TiO, which is the case with tin oxide or 
amorphous titanium oxide. 
0015. A layer of “mixed” oxide thus combining at least 
partially crystalline titanium oxide with at least one other 
oxide can be advantageous from an optical viewpoint, very 
particularly if the other oxide or oxides are chosen with a 
lower index than that of TiO: by lowering the “overall” 
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refractive index of the coating, it is possible to vary the light 
reflection of the Substrate provided with the coating, in 
particular to lower this reflection. This is the case if, for 
example, a layer made of TiO/Al2O, a method for the 
preparation of which is described in Patent EP-0,465,309, or 
made of TiO/SiO is chosen. It is necessary, of course, for 
the coating to contain however a TiO2 content which is 
Sufficient to maintain a Significant photocatalytic activity. It 
is thus considered that it is preferable for the coating to 
contain at least 40% by weight, in particular at least 50% by 
weight, of TiO, with respect to the total weight of oxide(s) 
in the coating. 
0016. It is also possible to choose to superimpose, with 
the coating according to the invention, a grafted oleophobic 
and/or hydrophobic layer which is stable or resistant to 
photocatalysis, for example based on the fluorinated orga 
nosilane described in U.S. Pat. Nos. 5,368,892 and 5,389, 
427 and on the perfluoroalkylsilane described in Patent 
Application FR-94/08734 of Jul. 13, 1994, published under 
the number FR-2,722,493 and corresponding to European 
Patent EP-0,692,463, in particular of formula: 

0017 in which n is from 0 to 12, m is from 2 to 5 and X 
is a hydrolysable group. 
0.018 To amplify the photocatalytic effect of the titanium 
oxide of the coating according to the invention, it is possible 
first of all to increase the absorption band of the coating, by 
incorporating other particles in the coating, in particular 
metal particles or particles based on cadmium, tin, tungsten, 
Zinc, cerium or Zirconium. 

0019. It is also possible to increase the number of charge 
carriers by doping the crystal lattice of the titanium oxide by 
inserting therein at least one of the following metal ele 
ments: niobium, tantalum, iron, bismuth, cobalt, nickel, 
copper, ruthenium, cerium or molybdenum. 
0020. This doping can also be carried out by surface 
doping only of the titanium oxide or of the combined 
coating, Surface doping carried out by covering at least part 
of the coating with a layer of metal oxides or Salts, the metal 
being chosen from iron, copper, ruthenium, cerium, molyb 
denum, Vanadium and bismuth. 
0021 Finally, the photocatalytic phenomenon can be 
accentuated by increasing the yield and/or the kinetics of the 
photocatalytic reactions, by covering the titanium oxide, or 
at least part of the coating which incorporates it, with a noble 
metal in the form of a thin layer of the platinum, rhodium, 
Silver or palladium type. 
0022. Such a catalyst, for example deposited by a 
Vacuum technique, in fact makes it possible to increase the 
number and/or the lifetime of the radical entities created by 
the titanium oxide and thus to promote the chain reactions 
leading to the degradation of organic products. 
0023. In an entirely surprising way, the coating exhibits 
in fact not one property but two, as Soon as it is exposed to 
appropriate radiation, as in the visible and/or ultraViolet 
field, Such as Sunlight: by the presence of photocatalytic 
titanium oxide, as already Seen, it promotes the gradual 
disappearance, as they are accumulated, of dirty marks of 
organic origin, their degradation being caused by a radical 
oxidation process. Inorganic dirty marks are not, them 
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Selves, degraded by this process: they therefore remain on 
the Surface and, except for a degree of crystallization, they 
are in part easily removed Since they no longer have any 
reason to adhere to the Surface, the binding organic agents 
being degraded by photocatalysis. 

0024 However, the coating of the invention, which is 
permanently Self-cleaning, also preferably exhibits an exter 
nal Surface with a pronounced hydrophilic and/or oleophilic 
nature which results in three very advantageous effects: 

0025 a hydrophilic nature makes possible complete 
wetting of the water which can be deposited on the 
coating. When a water condensation phenomenon 
takes place, instead of a deposit of water droplets in 
the form of condensation which hampers visibility, 
there is in fact a continuous thin film of water which 
is formed on the Surface of the coating and which is 
entirely transparent. This “anti-condensation” effect 
is in particular demonstrated by the measurement of 
a contact angle with water of less than 5 after 
exposure to light, and 

0026 after running of water, in particular of rain, 
over a Surface which has not been treated with a 
photocatalytic layer, many drops of rainwater remain 
Stuck to the Surface and leave, once evaporated, 
unattractive and troubleSome marks, mainly of inor 
ganic origin. Indeed, a Surface exposed to the Sur 
rounding air is rapidly covered by a layer of dirty 
marks which limits the wetting thereof by water. 
These dirty marks are in addition to the other dirty 
marks, in particular inorganic marks (crystallizations 
and the like), contributed by the atmosphere in which 
the glazing bathes. In the case of a photoreactive 
Surface, these inorganic dirty marks are not directly 
degraded by photocatalysis. In fact, they are in Very 
large part removed by virtue of the hydrophilic 
nature induced by the photo catalytic activity. This 
hydrophilic nature indeed causes complete spreading 
of the drops of rain. Evaporation marks are therefore 
no longer present. Moreover, the other inorganic 
dirty marks present on the Surface are washed, or 
redissolved in the case of crystallization, by the 
water film and are thus in large part removed. An 
“inorganic dirt-repellent effect is obtained, induced 
in particular by rain, 

0027 in conjunction with a hydrophilic nature, the 
coating can also exhibit an oleophilic nature which 
makes possible the “wetting of the organic dirty 
marks which, as with water, then tend to be deposited 
on the coating in the form of a continuous film which 
is less visible than highly localized “stains”. An 
“organic dirt-repellent” effect is thus obtained which 
operates in two ways: as Soon as it is deposited on the 
coating, the dirty mark is already not very visible. 
Subsequently, it gradually disappears by radical deg 
radation initiated by photocatalysis. 

0028. The coating can be chosen with a more or less 
Smooth Surface. A degree of roughneSS can indeed be 
advantageous: 

0029 it makes it possible to develop a greater active p pag 
photocatalytic Surface area and thus induces a greater 
photocatalytic activity, 
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0030 it has a direct effect on the wetting. The 
roughness in fact enhances the wetting properties. A 
smooth hydophilic Surface will be even more hydro 
philic once rendered rough. "Roughness” is under 
stood to mean, in this instance, both the Surface 
roughness and the roughneSS induced by a porosity 
of the layer in at least a portion of its thickness. 

0031) The above effects will be all the more marked when 
the coating is porous and rough, resulting in a Superhydro 
philic effect for rough photoreactive Surfaces. However, 
when exaggerated, the roughneSS can be penalizing by 
promoting incrustation or accumulation of dirty marks and/ 
or by bringing about the appearance of an optically unac 
ceptable level of fuZZiness. 
0032. It has thus proved to be advantageous to adapt the 
method for deposition of TiO2-based coatings So that they 
exhibit a roughness of approximately 2 to 20 nm, preferably 
of 5 to 15 nm, this roughness being evaluated by atomic 
force microScopy, by measurement of the value of the root 
mean Square or RMS over a Surface area of 1 Square 
micrometer. With Such roughnesses, the coatings exhibit a 
hydrophilic nature which is reflected by a contact angle with 
water which can be less than 10. It has also been found that 
it is advantageous to promote a degree of porosity in the 
thickness of the coating. Thus, if the coating consists only of 
TiO, it preferably exhibits a porosity of the order of 65 to 
99%, in particular of 70 to 90%, the porosity being defined 
in this instance indirectly by the percentage of the theoretical 
relative density of TiO, which is approximately 3.8. One 
means for promoting Such a porosity comprises, for 
example, the deposition of the coating by a technique of the 
Sol-gel type involving the decomposition of materials of 
organometallic type: an organic polymer of polyethylene 
glycol PEG type can then be introduced into the solution, in 
addition to the organometallic precursor(s): on curing the 
layer by heating, the PEG is burnt off, which brings about or 
accentuates a degree of porosity in the thickness of the layer. 
0033. The thickness of the coating according to the 
invention is variable; it is preferably between 5 nm and 1 
micron, in particular between 5 and 100 nm, in particular 
between 10 and 80 nm, or between 20 and 50 nm. In fact, 
the choice of the thickneSS can depend on various param 
eters, in particular on the targeted application of the Sub 
Strate of the glazing type or alternatively on the size of the 
TiO2 crystallites in the coating or on the presence of a high 
proportion of alkali metals in the Substrate. 
0034. It is possible to arrange, between the substrate and 
the coating according to the invention, one or a number of 
other thin layers with a different or complementary function 
to that of the coating. It can concern, in particular, layers 
with an anti-Static, thermal or optical function or promoting 
the crystalline growth of TiO in the anatase or rutile form 
or of layerS forming a barrier to the migration of certain 
elements originating from the Substrate, in particular form 
ing a barrier to alkali metals and very particularly to Sodium 
ions when the Substrate is made of glass. 
0035) It is also possible to envisage a stack of alternating 
“anti-glare’ layers of thin layers with high and low indices, 
the coating according to the invention constituting the final 
layer of the Stack. In this case, it is preferable for the coating 
to have a relatively low refractive index, which is the case 
when it is composed of a mixed oxide of titanium and of 
Silicon. 
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0036) The layer with an anti-static and/or thermal func 
tion (heating by providing it with power leads, low-emis 
Sive, anti-Solar, and the like) can in particular be chosen 
based on a conductive material of the metal type, Such as 
Silver, or of the doped metal oxide type, Such as indium 
oxide doped with tin ITO, tin oxide doped with a halogen of 
the fluorine type SnO:F or with antimony SnO:Sb or zinc 
oxide doped with indium ZnO:In, with fluorine ZnO:F, with 
aluminium ZnO:All or with tin ZnO:Sn. It can also concern 
metal oxides which are Stoichiometrically deficient in Oxy 
gen, Such as SnO or ZnO with x<2. 
0037. The layer with an anti-static function preferably 
has a surface resistance value of 20 to 1000 ohms.square. 
Provision can be made for furnishing it with power leads in 
order to polarize it (feeding Voltages for example of between 
5 and 100 V). This controlled polarization makes it possible 
in particular to control the deposition. of dust with a size of 
the order of a millimeter capable of being deposited on the 
coating, in particular dry dust which adheres only by an 
electroStatic effect: by Suddenly reversing the polarization of 
the layer, this dust is “ejected”. 
0038. The thin layer with an optical function can be 
chosen in order to decrease the light reflection and/or to 
render more neutral the colour in reflection of the Substrate. 
In this case, it preferably exhibits a refractive indeX inter 
mediate between that of the coating and that of the Substrate 
and an appropriate optical thickneSS and can be composed of 
an oxide or of a mixture of oxides of the aluminium oxide 
Al-O, tin oxide SnO, indium oxide In-O or Silicon oxy 
carbide or oxynitride type. In order to obtain maximum 
attenuation of the colour in reflection, it is preferable for this 
thin layer to exhibit a refractive indeX close to the Square 
root of the product of the Squares of the refractive indices of 
the two materials which frame it, that is to say the Substrate 
and the coating according to the invention. In the same way, 
it is advantageous to choose its optical thickness (that is to 
Say the product of its geometric thickness and of its refrac 
tive index) similar to lambda/4, lambda being approximately 
the average wavelength in the visible, in particular from 
approximately 500 to 550 nm. 
0039 The thin layer with a barrier function with respect 
to alkali metals can be in particular chosen based on Silicon 
oxide, nitride, Oxynitride or oxycarbide, made of aluminium 
oxide containing fluorine Al-O.F or alternatively made of 
aluminium nitride. In fact, it has proved to be useful when 
the Substrate is made of glass, because the migration of 
Sodium ions into the coating according to the invention can, 
under certain conditions, detrimentally affect the photocata 
lytic properties thereof. 
0040. The nature of the substrate or of the sublayer 
furthermore has an additional advantage: it can promote the 
crystallization of the photocatalytic layer which is deposited, 
in particular in the case of CVD deposition. 
0041. Thus, during deposition of TiO by CVD, a crys 
talline SnO:FSublayer promotes the growth of TiO, mostly 
in the rutile form, in particular for deposition temperatures 
of the order of 400 to 500 C., whereas the Surface of a 
Soda-lime glass or of a Silicon oxycarbide Sublayer rather 
induces an anatase growth, in particular for deposition 
temperatures of the order of 400° to 600° C. 
0042 All these optional thin layers can, in a known way, 
be deposited by vacuum techniques of the cathodic Sputter 
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ing type or by other techniques of the thermal decomposition 
type, Such as Solid, liquid or gas phase pyrolyses. Each of the 
abovementioned layers can combine a number of functions 
but it is also possible to Superimpose them. 

0.043 Another subject of the invention is “dirt-repellent” 
(organic and/or inorganic dirty marks) and/or “anti-conden 
sation' glazing, whether it is monolithic or insulating mul 
tiple units of the double glazing or laminated type, which 
incorporates the coated Substrates described above. 

0044) The invention is thus targeted at the manufacture of 
glass, ceramic or vitroceramic products and very particularly 
at the manufacture of "Self-cleaning glazing. The latter can 
advantageously be building glazing, Such as double glazing 
(it is then possible to arrange the coating “external Side” 
and/or “internal Side', that is to Say on face 1 and/or on face 
4). This proves to be very particularly advantageous for 
glazing which is not very accessible to cleaning and/or 
which needs to be cleaned very frequently, Such as roofing 
glazing, airport glazing, and the like. It can also relate to 
vehicle windows where maintenance of visibility is an 
essential Safety criterion. This coating can thus be deposited 
on car windscreens, Side windows or rear windows, in 
particular on the face of the windows turned towards the 
inside of the passenger compartment. This coating can then 
prevent the formation of condensation and/or remove traces 
of dirty finger mark, nicotine or organic material type, the 
organic material being of the Volatile plasticizing type 
released by the plastic lining the interior of the passenger 
compartment, in particular that of the dashboard (release 
Sometimes known under the term "fogging”). Other vehicles 
Such as planes or trains can also find it advantageous to use 
windows furnished with the coating of the invention. 
0.045. A number of other applications are possible, in 
particular for aquarium glass, shop windows, greenhouses, 
Verandas, or glass used in interior furniture or Street furniture 
but also mirrors, television Screens, the Spectacle field or any 
architectural material of the facing material, cladding mate 
rial or roofing material type, Such as tiles, and the like. 
0046) The invention thus makes it possible to function 
alize these known products by conferring on them anti 
ultraViolet, dirt-repellent, bactericidal, anti-glare, anti-Static 
or antimicrobial properties and the like. 
0047 Another advantageous application of the coating 
according to the invention consists in combining it with an 
electrically controlled variable absorption glazing of the 
following types: electrochromic glazing, liquid crystal glaz 
ing, optionally with dichroic dye, glazing containing a 
System of Suspended particles, viologen glazing and the like. 
AS all these glazing types are generally composed of a 
plurality of transparent Substrates, between which are 
arranged the “active’ elements, it is then possible advanta 
geously to arrange the coating on the external face of at least 
one of these Substrates. 

0.048. In particular in the case of an electrochromic 
glazing, when the latter is in the coloured State, its absorp 
tion results in a degree of Surface heating which, in fact, is 
capable of accelerating the photocatalytic decomposition of 
the carbonaceous Substances which are deposited on the 
coating according to the invention. For further details on the 
Structure of an electrochromic glazing, reference will advan 
tageously be made to Patent Application EP-A-0.575,207, 
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which describes an electrochromic laminated double glaz 
ing, it being possible for the coating according to the 
invention preferably to be positioned on face 1. 

0049 Another subject of the invention is the various 
processes for obtaining the coating according to the inven 
tion. It is possible to use a deposition technique of the 
pyrolysis type which is advantageous because it in particular 
makes possible the continuous deposition of the coating 
directly on the float-glass Strip when a glass Substrate is 
used. 

0050. The pyrolysis can be carried out in the solid phase, 
from powder(s) of precursor(s) of the organometallic type. 
0051. The pyrolysis can be carried out in the liquid phase, 
from a Solution comprising an organometallic titanium pre 
cursor of the titanium chelate and/or titanium alcoholate 
type. Such precursors are mixed with at least one other 
organometallic precursor. For further details on the nature of 
the titanium precursor or on the deposition conditions, 
reference will be made, for example, to Patents FR-2,310, 
977 and EP-0.465,309. 

0052 The pyrolysis can also be carried out in the vapour 
phase, which technique is also denoted under the term of 
CVD (Chemical Vapour Deposition), from at least one 
titanium precursor of the halide type, Such as TiCl, or 
titanium alcoholate of the Ti tetraisopropylate type, Ti(O- 
iPr). The crystallization of the layer can additionally be 
controlled by the type of Sublayer, as mentioned above. 
0053. It is also possible to deposit the coating by other 
techniques, in particular by techniques in combination with 
the “Sol-gel'. Various deposition methods are possible, Such 
as "dipping, also known as "dip coating', or a deposition 
using a cell known as “cell coating. It can also concern a 
method of deposition by “spray coating” or by laminar 
coating, the latter technique being described in detail in 
Patent Application WO-94/01598. All these deposition 
methods in general use a Solution comprising at least one 
organometallic precursor, in particular titanium of the alco 
holate type, which is thermally decomposed after coating the 
Substrate with the Solution on one of its faces or on both its 
faces. 

0054. It can be advantageous, moreover, to deposit the 
coating, whatever the deposition technique envisaged, not in 
a single Step but via at least two Successive Stages, which 
appears to promote the crystallization of titanium oxide 
throughout the thickness of the coating when a relatively 
thick coating is chosen. 

0055 Likewise, it is advantageous to subject the coating 
with a photocatalytic property, after deposition, to a heat 
treatment of the annealing type. A heat treatment is essential 
for a technique of the Sol-gel or laminar coating type in order 
to decompose the organometallic precursor(s) to oxide, once 
the Substrate has been coated, and to improve the resistance 
to abrasion, which is not the case when a pyrolysis technique 
is used, where the precursor decomposes as Soon as it comes 
into contact with the Substrate. In the first case, as in the 
Second, however, a post-deposition heat treatment, once the 
TiO2 has been formed, improves its degree of crystallization. 
The chosen treatment temperature can in addition make 
possible better control of the degree of crystallization and of 
the crystalline nature, anatase and/or rutile, of the oxide. 
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0056. However, in the case of a substrate made of soda 
lime glass, multiple and prolonged annealings can promote 
attenuation of the photocatalytic activity because of an 
excessive migration of the alkali metals from the Substrate 
towards the photoreactive layer. The use of a barrier layer 
between the Substrate, if it is made of Standard glass, and the 
coating, or the choice of a Substrate made of glass with an 
appropriate composition, or alternatively the choice of a 
Soda-lime glass with a Surface from which alkali metals have 
been eliminated make it possible to remove this risk. 
0057. Other advantageous details and characteristics of 
the invention emerge from the description below of non 
limiting implementational examples, with the help of the 
following figures: 

0.058 FIG. 1: a cross-section of a glass substrate pro 
Vided with the coating according to the invention, 
0059 FIG. 2: a diagram of a sol-gel deposition tech 
nique, by So-called "dip coating the coating, 
0060 FIG. 3: a diagram of a so-called “cell coating” 
deposition technique, 
0061 FIG. 4: a diagram of a so-called “spray coating” 
deposition technique, 
0.062 FIG. 5: a diagram of a deposition technique by 
laminar coating. 
0.063 AS represented very diagrammatically in FIG. 1, 
all the following examples relate to the deposition of a 
So-called “dirt-repellent coating 3, essentially based on 
titanium oxide, on a transparent Substrate 1. 
0064. The substrate 1 is made of clear soda-lime-silica 
glass with a thickness of 4 mm and a length and width of 50 
cm. It is obvious that the invention is not limited to this 
Specific type of glass. The glass can in addition not be flat 
but bent. 

0065. Between the coating 3 and the Substrate 1 is found 
a thin optional layer 2, either based on Silicon oxycarbide, 
written as SiOC, for the purpose of constituting a barrier to 
the diffusion of the alkali metals and/or a layer which 
attenuates light reflection, or based on tin oxide doped with 
fluorine SnO:F, for the purpose of constituting an anti-Static 
and/or low-emissive layer, even with a not very pronounced 
low-emissive effect, and/or a layer which attenuates the 
colour, in particular in reflection. 

EXAMPLES 1 TO 3 

0.066 Examples 1 to 3 relate to a coating 3 deposited 
using a liquid phase pyrolysis technique. The operation can 
be carried out continuously, by using a Suitable distribution 
nozzle arranged transversely and above the float-glass Strip 
at the outlet of the float-bath chamber proper. In this 
instance, the operation is carried out non-continuously, by 
using a moveable nozzle arranged opposite the Substrate 1 
already cut to the dimensions shown, which Substrate is first 
heated in an oven to a temperature of 400 to 650 C. before 
progressing a constant Speed past the nozzle Spraying at an 
appropriate Solution. 

Example 1 

0067. In this example, there is no optional layer 2. The 
coating 3 is deposited using a Solution comprising two 
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organometallic titanium precursors, titanium diisopropoxide 
diacetylacetonate and titanium tetraoctyleneglycolate, dis 
solved in a mixture of two solvents, the latter being ethyl 
acetate and isopropanol. 

0068. It should be noted that it is also entirely possible to 
use other precursors of the same type, in particular other 
titanium chelates of the titanium acetylacetonate, titanium 
(methyl acetoacetato), titanium (ethyl acetoacetato) or alter 
natively titanium triethanolaminato or titanium diethano 
laminato type. 

0069. As soon as the substrate 1 has reached the desired 
temperature in the oven, i.e. in particular approximately 
500 C., the substrate progresses past the nozzle which 
Sprays at room temperature, using compressed air, the mix 
ture shown. 

0070 ATIO layer with a thickness of approximately 90 
nm is then obtained, it being possible for the thickness to be 
controlled by the rate of progression of the Substrate 1 past 
the nozzle and/or the temperature of the said substrate. The 
layer is partially crystalline in the anatase form. 

0071. This layer exhibits excellent mechanical behaviour. 
Its resistance to abrasion tests is comparable with that 
obtained for the Surface of the bare glass. 

0072. It can be bent and dip coated. It does not exhibit 
bloom: the Scattered light transmission of the coated Sub 
Strate is less than 0.6% (measured according to the Dis 
illuminant at 560 nm). 

Example 2 

0073. Example 1 is repeated but inserting, between the 
Substrate 1 and coating 3, an SnO:Flayer 2 with a thickness 
of 73 nm. This layer is obtained by powder pyrolysis from 
dibutyltin difluoride DBTF. It can also be obtained, in a 
known way, by pyrolysis in the liquid or vapour phase, as is 
for example described in Patent Application EP-A-0,648, 
196. In the vapour phase, it is possible in particular to use a 
mixture of monobutyltin trichloride and of a fluorinated 
precursor optionally in combination with a “mild” oxidant of 
the HO type. 

0074 The index of the layer obtained is approximately 
1.9. Its Surface resistance is approximately 50 ohms. 

0075. In the preceding Example 1, the coated substrate 1, 
mounted as a double glazing So that the coating is on face 1 
(with another substrate 1' which is non-coated but of the 
Same nature and dimensions as the Substrate 1 via a 12 mm 
layer of air), exerts a colour Saturation value in reflection of 
26% and a colour Saturation value in transmission of 6.8%. 

0076. In this Example 2, the colour Saturation in reflec 
tion (in the goldens) is only 3.6% and it is 1.1% in trans 
mission. 

0.077 Thus, the SnO:F sublayer makes it possible to 
confer, on the Substrate, anti-Static properties due to its 
electrical conductivity and it also has a favourable effect on 
the colorimetry of the Substrate, by making its coloration 
markedly more “neutral', both in transmission and in reflec 
tion, which coloration is caused by the presence of the 
titanium oxide coating 3 exhibiting a relatively high refrac 
tive indeX. It is possible to polarize it by providing it with a 
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Suitable electrical Supply, in order to limit the deposition of 
dust with a relatively large size, of the order of a millimeter. 
0078. In addition, this sublayer decreases the diffusion of 
alkali metals into the photocatalytic TiO2 layer. The photo 
catalytic activity is thus improved. 

Example 3 
0079 Example 2 is repeated but this time inserting, 
between Substrate 1 and coating 3, a layer 2 based on Silicon 
oxycarbide with an index of approximately 1.75 and a 
thickness of approximately 50 nm, which layer can be 
obtained by CVD from a mixture of SiH and ethylene 
diluted in nitrogen, as described in Patent Application EP-A- 
0.518,755. This layer is particularly effective in preventing 
the tendency of alkali metals (Na", K") and of alkaline-earth 
metals (Ca") originating from the Substrate 1 to diffuse 
towards the coating 3 and thus the photocatalytic activity is 
markedly improved. AS it has, like SnO:F, a refractive 
index intermediate between that of the substrate (1.52) and 
of the coating 3 (approximately 2.30 to 2.35), it also makes 
it possible to reduce the intensity of the coloration of the 
Substrate, both in reflection and in transmission, and overall 
to decrease the light reflection value R of the Said Substrate. 
0080. The following Examples 4 to 7 relate to depositions 
by CVD. 

EXAMPLES 4 TO 7 

Example 4 
0081. This example relates to the deposition by CVD of 
the coating 3 directly on the Substrate 1 using a Standard 
nozzle, Such as that represented in the above-mentioned 
Patent Application EP-A-0,518,755. Use is made, as pre 
cursors, either of an organometallic compound or of a metal 
halide. In this instance, titanium tetraiSopropylate is chosen 
as organometallic compound, this compound being advan 
tageous because of its high volatility and its large working 
temperature range, from 300 to 650 C. In this example, 
deposition is carried out at approximately 425 C. and the 
TiO, thickness is 15 nm. 
0082 Tetraethoxytitanium Ti(O-Et) may also be suit 
able and, as halide, mention may be made of TiCl. 

Example 5 

0.083. It is carried out similarly to Example 4, except that, 
in this instance, the 15 nm TiO2 layer is not deposited 
directly on the glass but on a 50 nm SiOC sublayer deposited 
as in Example 3. 

Example 6 

0084. It is carried out as in Example 4, except that, in this 
instance, the thickness of the TiO layer is 65 nm. 

Example 7 

0085. It is carried out as in Example 5, except that, in this 
instance, the thickness of the TiO2 layer is 60 nm. 
0.086 From these Examples 4 to 7, it is found that the 
Substrates thus coated exhibit good mechanical behaviour 
with respect to the abrasion tests. In particular, no delami 
nation of the TiO layer is observed. 
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Example 8 

0087. This example uses a technique in combination with 
the Sol-gel using a deposition method by "dipping, also 
known as "dip coating”, the principle of which emerges 
from FIG. 2: it consists in immersing the substrate 1 in the 
liquid Solution 4 containing the appropriate precursor(s) of 
the coating 3 and in then withdrawing the SubStrate 1 
therefrom at a controlled rate using a motor means 5, the 
choice of the rate of withdrawal making it possible to adjust 
the thickness of Solution remaining at the Surface of the two 
faces of the Substrate and, in fact, the thickness of the 
coatings deposited, after heat treatment of the latter in order 
both to evaporate the Solvent and to decompose the precur 
Sor or precursors to oxide. 
0088 Use is made, for depositing the coating 3, of a 
solution 4 comprising either titanium tetrabutoxide Ti(O- 
Bu), stabilized with diethanolamine DEA in the molar 
proportion 1:1, in an ethanol-type Solvent containing 0.2 mol 
of tetrabutoxide per liter of ethanol, or the mixture of 
precursors and of Solvents described in Example 1. (Another 
precursor, Such as titanium (diethanolaminato)dibutoxide, 
can also be used). 
0089. The substrates 1 can contain SiOC sublayers. 
0090. After withdrawal from each of the solutions 4, the 
Substrates 1 are heated for 1 hour at 100° C. and then for 
approximately 3 hours at 550°C. with the temperature raised 
gradually. 

0091. A coating 3 is obtained on each of the faces, which 
coating is in both cases made of highly crystalline TiO2 in 
the anatase form. 

Example 9 

0092. This example uses the technique known as “cell 
coating”, the principle of which is recalled in FIG. 3. It 
relates to forming a narrow cavity, delimited by two Sub 
stantially parallel faces 6, 7 and two seals 8,9, at least one 
of these faces 6, 7 consisting of the face of the substrate 1 
to be treated. The cavity is then filled with the solution 4 of 
precursor(s) of the coating and the Solution 4 is withdrawn 
in a controlled way, So as to form a wetting meniscus, for 
example using a peristaltic pump 10, leaving a film of the 
Solution 4 on the face of the Substrate 1 as this solution is 
withdrawn. 

0093. The cavity 5 is then maintained for at least the time 
necessary for drying. The film is cured by heat treatment. 
The advantage of this technique, in comparison with "dip 
coating”, is in particular that it is possible to treat only a 
single one of the two faces of the substrate 1 and not both 
Systematically, unless a masking System is resorted to. 
0094. The substrates 1 comprise thin layers 2 based on 
silicon oxycarbide SiOC. 
0095 Example 6 uses respectively the solutions 4 
described in Example 8. The same heat treatments are then 
carried out in order to obtain the TiO2 coating 3. 
0096. The coating 3 exhibits good mechanical durability. 
0097. Under an SEM (scanning electron microscope), a 
field effect appears in the form of "grains” of monocrystals 
with a diameter of approximately 30 nm. The roughness of 
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this coating induces wetting properties which are enhanced 
with respect to a non-rough coating. 

0098. These same solutions 4 can also be used to deposit 
coatings by “spray coating, as represented in FIG. 4, where 
the Solution 4 is sprayed in the form of a cloud against the 
Substrate 1 Statically, or by laminar coating, as represented 
in FIG. 5. In the latter case, the substrate 1, held by vacuum 
Suction against a Support 11 made of StainleSS Steel and 
Teflon, is passed over a tank 12 containing the Solution, in 
which Solution is partially immersed a Slotted cylinder 14, 
and the combined tank 12 and cylinder 14 are then moved 
over the whole length of the Substrate 1, the mask 13 
preventing excessive evaporation of the Solvent from the 
Solution 4. For further details regarding this latter technique, 
reference will advantageously be made to the abovemen 
tioned Patent Application WO-94/01598. 
0099 Tests were carried out on the substrates obtained 
according to the above examples in order to characterize the 
coatings deposited and to evaluate their “anti-condensation' 
and “dirt-repellent” behaviour. 

0100 Test 1: This is the test of the condensation 
aspects. It consists in observing the consequences of 
the photocatalysis and of the Structure of the coating 
(level of hydroxyl groups, porosity, roughness) on 
the wetting. If the Surface is photoreactive, the 
carbonaceous microcontaminants which are depos 
ited on the coating are continually destroyed and the 
Surface is hydrophilic and thus anti-condensation. It 
is also possible to carry out a quantitative evaluation 
by Suddenly reheating the initially coated Substrate, 
stored in the cold or simply by blowing over the 
Substrate, by measuring if condensation appears and, 
in the affirmative, at what time, and by then mea 
Suring the time necessary for the disappearance of 
the Said condensation. 

0101 Test 2: It relates to the evaluation of the 
hydrophilicity and the oleophilicity at the surface of 
the coating 3, in comparison with those of the Surface 
of a bare glass, by measurement of contact angles of 
a drop of water and of a drop of DOP (dioctyl 
phthalate) at their Surfaces, after having left the 
Substrates for one week in the Surrounding atmo 
Sphere under natural light, in the dark and then 
having subjected them to UVA radiation for 20 
minutes. 

0102 Test 3: It consists in depositing, on the Sub 
Strate to be evaluated, a layer of an organosilane and 
in irradiating it with UVA radiation So as to degrade 
it by photocatalysis. AS the organosilane modifies the 
wetting properties, measurements of contact angle of 
the Substrate with water during the irradiation indi 
cate the State of degradation of the grafted layer. The 
rate of disappearance of this layer is related to the 
photocatalytic activity of the Substrate. 

0103) The grafted organosilane is a trichlorosilane: octa 
decyltrichlorosilane (OTS). The grafting is carried out by 
dipping. 
0104. The test device is composed of a turntable rotating 
around from 1 to 6 low pressure UVA lamps. The test 
Specimens to be evaluated are placed in the turntable, the 
face to be evaluated on the side of the UVA radiation. 
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Depending on their position and the number of lamps 
Switched on, each test Specimen receives a UVA irradiation 
varying from 0.5 W/m' to 50 W/m . For Examples 1, 2, 3, 
8 and 9, the irradiation power is chosen as 1.8 W/m and, for 
Examples 4 to 7, as 0.6 W/m . 
0105 The time between each measurement of the contact 
angle varies between 20 min and 3 h, depending on the 
photocatalytic activity of the test Specimen under consider 
ation. The measurements are carried out using agoniometer. 

0106 Before irradiation, the glasses exhibit an angle of 
approximately 100. It is considered that the layer is 
destroyed after irradiation when the angle is less than 20. 
0107 Each test specimen tested is characterized by the 
mean rate of disappearance of the layer, given in nanometers 
per hour, that is to Say the thickness of the organosilane layer 
deposited divided by the irradiation time which makes it 
possible to reach a final stationary value of less than 20 
(time for disappearance of the organosilane layer). 
0.108 All the preceding examples pass Test 1, that is to 
Say that, when the Substrates coated with the coating are 
blown on, they remain perfectly transparent, whereas a 
highly visible layer of condensation is deposited on non 
coated Substrates. 

0109 The examples were subjected to Test 2: the coated 
Substrates, after exposure to UVA radiation, exhibit a contact 
angle with water and with DOP of not more than 5. In 
contrast, a bare glass under the Same conditions exhibits a 
contact angle with water of 40 and a contact angle with 
DOP of 20. 

0110. The results of the substrates coated according to the 
above examples in Test 3 are combined in the table below. 

Test 3, of wetting, 
at 1.8 W/m2 UVA 

Substrate (in nm/h) 

Example 1 (TiO2 on bare glass) O.O3 
Example 2 (TiO, on SnO:F) O.1 
Example 3 (TiO, on SiOC) O.2 
Example 8 (TiO, on 50 nm SiOC) 5 
Example 9 (TiO, on 50 nm SiOC) 5 
Bare glass O 

Test 3, of wetting, 
at 0.6 W/m UVA 

Substrate (CVD) (in nim/h) 

Example 4 (TiO2 on bare glass) <0.05 mm/h 
Example 5 (TiO, on SiOC) 4 
Example 6 (TiO2 on bare glass) 9 
Example 7 (TiO, on SiOC) 19.5 

0111. From the table, it can be seen that the presence of 
Sublayers, in particular of SiOC, promotes the photocatalytic 
activity of the coating containing the TiO, by its barrier 
effect to alkali metals and alkaline-earth metals which can 
migrate from the glass (comparison of Examples 4 and 5 or 
6 and 7). 
0.112. It is also observed that the thickness of the coating 
containing the TiO2 also plays a role (comparison of 
Examples 1 and 3): for a TiO2 coating with a thickness 
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greater than the mean size of the monocrystals or “crystal 
lites”, a better photocatalytic effect is obtained. 
0113 Indeed, it could be observed that the TiO2 coatings 
obtained by CVD exhibit the most advanced crystallization, 
with crystallite sizes of the order of 20 to 30 nm. It can be 
seen that the photocatalytic activity of Example 6 (65 nm of 
TiO) is markedly 20 greater than that of Example 4 (15 nm 
of TiO, only). It is therefore advantageous to provide a TiO, 
coating thickness at least two times greater than the mean 
diameter of the crystallites which it contains. Alternatively, 
as in the case of Example 5, it is possible to retain a TiO2 
coating with a thin thickneSS but then to choose to use a 
Sublayer of an appropriate nature and with an appropriate 
thickness for promoting as far as possible the crystalline 
growth of TiO from the “first” layer of crystallites. 
0114. It could be observed that the crystallization of the 
TiO2 was Somewhat less advanced for the coatings deposited 
by a technique other than CVD. Here again, however, 
everything is still a matter of compromise: a leSS advanced 
crystallization and an a priori lower photocatalytic activity 
can be “compensated for by the use of a deposition proceSS 
which is less expensive or leSS complex, for example. 
Moreover, the use of an appropriate Sublayer or the doping 
of the TiO2 can make it possible to improve the photocata 
lytic behaviour, if necessary. 
0115. It is also confirmed, from the comparison of 
Examples 2 and 3, that the nature of the Sublayer influences 
the crystallization form and, in fact, the photocatalytic 
activity of the coating. 

1. Glass-, ceramic- or vitroceramic-based Substrate (1), 
provided on at least part of at least one of its faces with a 
coating (3) with a photocatalytic property with a thickness 
between 5 and 50 nanometers and containing at least par 
tially crystalline titanium oxide obtained by a pyrolysis 
technics from at least one precursor, notably an organo 
metallic or a metallic halide component. 

2. Substrate (1) according to claim 1, characterized in that 
the crystalline titanium oxide is in the anatase form, in the 
rutile form or in the form of a mixture of anatase and rutile. 

3. Substrate (1) according to claim 1 or claim 2, charac 
terized in that the titanium oxide is crystalline with a degree 
of crystallization or at least 25 nm, particular of between 30 
and 80%. 

4. Substrate (1) according to one of the preceding claims, 
characterized in that the crystalline titanium oxide S in the 
form of crystallites with an average size of between 0.5 and 
60 nm, preferably 1 to 50 nm, in particular 10 to 40 nm. 

5. Substrate (1) according to one of the preceding claims, 
characterized in that the coating (3) also contains an inor 
ganic material, in particular in the form of an amorphous or 
partially crystalline oxide or mixture of oxides of the Silicon 
oxide, titanium oxide, tin oxide, Zirconium oxide or alu 
minium oxide type. 

6. Substrate (1) according to one of the preceding claims, 
characterized in that the coating comprises additives capable 
of accentuating the photocatalytic phenomenon due to the 
titanium oxide, in particular by increasing the absorption 
band of the coating and/or by increasing the number of 
charge carriers by doping the crystal lattice of the oxide or 
by Surface doping the coating and/or by increasing the yield 
and kinetics of the photocatalytic reactions by covering at 
least part of the coating with a catalyst. 
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7. Substrate (1) according to claim 6, characterized in that 
the crystal lattice of the titanium oxide is doped, in Particular 
by at least one of the metal elements from the group 
comprising niobium, tantalum, iron, bismuth, cobalt, nickel, 
copper, ruthenium, cerium and molybdenum. 

8. Substrate (1) according to claim 6, characterized in that 
the titanium oxide or the coating (3) in its entirety is coated 
with a catalyst, in particular in the form of a thin layer of 
noble metal of the platinum, rhodium, Silver or palladium 
type. 

9. Substrate (1) according to claim 6, characterized in that 
the coating incorporates metal elements, in particular in the 
form of particules, targeted at increasing its absorption band, 
elements chosen from tin, cadmium, tungsten, cerium or 
Zirconium. 

10. Substrate (1) according to claim 6, characterized in 
that the Surface doping ofte titanium oxide or of the coating 
which contains it is carried out by covering at least part of 
the Said coating with a layer of metal oxide or Salts, the metal 
being chosen from iron, copper, ruthenium, cerium, molyb 
denum, bismuth or Vanadium. 

11. Substrate (1) according to one of the preceding claims, 
characterized in that the Surface of the coating (3) is hydro 
philic, with in particular a contact angle with water of leSS 
than 5 after exposure to light radiation, and/or oleophilic. 

12. Substrate (1) according to one of the preceding claims, 
characterized in that the RMS roughness of the coating (3) 
is between 2 and 20 nm, in particular between 5 and 20 nm. 

13. Substrate (1) according to one of the preceding claims, 
characterized in that at least one thin layer (2) with an 
anti-Static, thermal or optical function or forming a barrier to 
the migration of the alkali metals originating from the 
Substrate (1) is arranged under the coating (3) with a 
photocatalytic property. 

14. Substrate (1) according to claim 14, characterized in 
that the thin layer (2) with an anti-static, optionally with 
controlled polarization, and/or thermal and/or optical func 
tion is based on conductive material of the metal type or of 
the doped metal oxide type, such as ITO, SnO:F, ZnO:In, 
ZnO:F, ZnO:Al, ZnO:Sn or metal oxide which is stoichio 
metrically deficient in Oxygen, Such as SnO2- or ZnO 
with x<2. 

15. Substrate (1) according to claim 13, characterized in 
that the thin layer (2) with an optical function is based on an 
oxide or on a mixture of oxides with a refractive index 
intermediate between that of the coating and that of the 
Substrate, chosen in particular from the following oxides: 
Al-O, SnO, In-O, Silicon oxycarbide or Silicon oxyni 
tride. 

16. Substrate (1) according to claim 13, characterized in 
that the thin layer (2) with a barrier function with respect to 
alkali metals is based on Silicon oxide, nitride, Oxynitride or 
oxycarbide, on Al-CO: For on aluminium nitride. 

17. Substrate (1) according to claim 13, characterized in 
that the coating (3) constitutes the final layer of a stack of 
anti-glare layers. 

18. Monolithic, multiple unit of the double glazing type or 
laminated “dirt-repellent and/or anti-condensation' glazing 
incorporating the Substrate (1) according to one of the 
preceding claims. 

19. Application of the substrate (1) according to one of 
claims 1 to 17 in the manufacture of anti-condensation 
and/or dirt-repellent "self-cleaning glazing, where the dirty 
marks are of organic and/or organic type, in particular 
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glazing for buildings of the double glazing type, windows 
for vehicles of the automobile windscreen, rear window or 
Side window type, trains or planes or utilitarian glazing Such 
as aquarium glass or glass for Shop windows, for green 
houses, for inter-or furniture or for Street furniture, or 
mirrors, television Screens, or glazing with electrically con 
trolled variable absorption. 

20. Process for obtaining the substrate (1) according to 
one of claims 1 to 17, characterized in that the coating (3) 
with a photocatalytic property is deposited by liquid phase 
pyrolysis, in particular from a Solution comprising at least 
one organometallic titanium precursor of the titanium che 
late and/or titanium alcoholate type. 

21. Process for obtaining the Substrate (1) according to 
one of claims 1 to 17, characterized in that the coating (3) 
with a photocatalytic property is deposited by a Sol-gel 
technique, with a method of deposition of the dipping or dip 
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coating, cell coating, Spray coating or laminar coating type, 
from a Solution comprising at least one organometallic 
titanium Precursor of the titanium alcoholate type. 

22. Process for obtaining the Substrate (1) according to 
one of claims 1 to 17, characterized in that the coating (3) 
with a photocatalytic property is deposited by vapour phase 
pyrolysis, CVD, from at least one titanium precursor of the 
halide or organometallic type. 

23. Process according to one of claims 20 to 22, charac 
terized in that the coating (3) with a photocatalytic properly 
is deposited in at least two Successive Stages. 

24. Process according to one of claims 20 to 23, charac 
terized in that the coating (3) with a photocatalytic property 
is Subjected, after deposition, to at least one heat treatment 
of the annealing type. 

k k k k k 


