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To all whom it may concern: 
Beit known that I, JAMES P. KENNEDY, a 

citizen of the United States, residing at 
Brooklyn, county of Kings, State of New 

5 York, have made a certain new and useful 
Invention in Package Openers, of which the 
following is a specification. 
This invention relates to an improvement 

in a cord cutting and package opening de 
10 vice, for effectively and quickly cutting 

cords and twine for opening packages and 
for other purposes. 
A further object of my invention includes 

the provision of a cutting device which is 
l6 inexpensive, is readily and conveniently 

carried, and which is always ready for in 
stant use. 

It is a further purpose of my invention to 
provide the construction wherein the cutting 

20 blade is quickly and cheaply replaced and 
wherein it is fully protected against acci 
dental cutting and damage. 
Other objects will appear hereinafter, and 

I attain these objects by the devices illus 
2 trated in the accompanying drawing, in 
which 

Fig. 1 is a plan view of a construction em 
bodying my invention. 
Fig.2 is a sectional view taken on lines 

30 2-2 of Fig. 1. - 
Fig. 3 is a view showing my construction 

when the top plate has been removed. 
Fig. 4 is a plan view of another form of 

construction embodying my invention. 
Fig. 5 is a sectional view taken on lines 

55 of Fig. 4; and 
E.g. 6 is a view of the type of cutter blade 

SeO. 
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Similar numerals throughout the different 
40 views are employed to represent similar 

parts. - 
It is the prime purpose of my invention to 

provide a self-contained cutting device in 
which waste safety razor blades may be used. 

4. These blades are employed as the cutting ele 
ment and are so located as to be effective 
for cutting cords, for example, yet are fully 
protected against accidental damage. To 
this end I provide suitable holder plates 

80 comprising a face holding plate 10 and a 
baseholding plate 11, between which a cut 
ter blade 12 is securely held in any suitable 
lane 
In a preferred form of construction, I 

employ as a holding means bosses 13. These 
bosses may be integral with the base holding 
plate and of sufficient length to extend into 
recesses 14 in the face plate. The position 
of the bosses on the base plate is designed to 
be of such extent as to properly fit the outer 
openings 15 in the cutter blade. At a point 
intermediate the distance becween these 
bosses there is provided a screw thread open 
ing 16 to coincide with the central opening 
17 of the cutter blade. Within this screw 
thread opening 16 is fitted a screw 27 which 
may have a counter-screw head 28 to neatly 
fit with the surface of the face holding plate. 
The general form of the two holding 

plates is identical. In my preferred form. I 
provide on each side thereof a guard finger 
18. The inner surface 19 of this guard fin 
ger is substantially parallel with the edge 20 
of the body of the holding plates. The outer 
extremity of the guard finger 18 tapers, as 
shown in 21 to serve as a package opener 
and for the purpose of readily guiding the 
cord or other object to be cut and force it 
against the slanting cutter edge 22 of the 
cutter blade. The cutter blade is positioned 
diagonally by the fact that the bosses in the 
base plate are offset from the center, as is 
best shown in Figs. 1 and 3. By this ar 
rangement a cutter blade is held in a secure 
position and is fully protected at all times. 
I also provide an anchor 23 for the pur 

pose of attaching a chain or cord in order to 
fasten the package opener to a watch-chain 
or a buttonhole or to the work bench, thus 
preventing loss or displacement. 
In place of the form described above, it is obvious that only a single guard finger, for 

guarding the single exposed edge of the cut 
ter blade may be used. Such form is dis 
closed in Figs. 4 and 5. This form has the 
advantage of having only one side and can 
be made right-handed or left-handed, as may 
be preferred. It also has the advantage of 
having one side of the cutter blade fully 
protected and as soon as the used cutter edge 
becomes dull, the blade may be reversed, 
thereby securing a keen cutting edge when 
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needed. In either case would it be possible 
to quickly provide a new blade by simply un 
screwing the holding screw 27, removing the 
cutter blade, and inserting a new one in its 
place. 

It will be seen that my construction is very. 

10. 
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convenient and useful for cutting strings to 
open packages and for other purposes. 

It may also be conveniently used for open 
ing envelopes by simply inserting the guard 
finger in the edge of the envelope and slit. 
ting it open. 

Having now described my invention, what 
I claim, therefore, as new and useful and of 
my own invention and desire to secure by 
Letters Patent is:- -/ 

1. In a cord cutting and package opening 
device, a main body member comprising a 
pair of flat plates and having a cutter blade. 
secured therebetween, holding projections on 
one of said plates, and a pair of protecting 
fingers flanking said main body member in 
opposite directions to guide elements to be 
severed into contact with the opposite cut 
ting edges of said blade. 

2. In a cutting and package opening de 
vice, a main body comprising a pair of flat 
plates having slots cut therein to form guard 
fingers, a cutter blade held between said 
plates, said blade having opposite cutting 

553,449 

edges exposed in said slots, and means for 
holding said plates and blade together. 

3. A self-contained twine cutter, compris 
ing a pair of flat plates of similar magnitude 
and having recesses formed along opposite 
sides of said plates to form guarding and 
guiding means, and a cutter element secured 
between said plates and having cutting edges 
inclined at an angle to said guarding and 
guiding means from opposite directions. 

4. A self-contained cord cutter and pack 
age opener comprising a main body of sub 
stantially rectangular shape, guard fingers 
on said body, said guard fingers extending in 
opposite directions, a cutter blade in said 
bodv and having cutting edges exposed di 
agonally opposite said fingers, the extremi 
ties of the fingers being tapered to serve as 
twine guide and package opener. 
In testimony whereof I have hereunto set 

my hand on this seventeenth day of Sep 
tember A. D. 1923. 

JAMES P. KENNEDY. 
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