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To all whom it may concern: 
Beit known that I, ROBERTH. WILES, a citi 

Zen of the United States of America, residing 
at Freeport, in the county of Stephenson and 
State of Illinois, have invented certain new 
and useful Improvements in Spring-Hinges, 
of which the following is a description. 
My invention relates to the class of spring 

hinges which are known as “double-acting,' 
and which are designed to support a door so 
as to allow it to be opened in either direction 
and to return the door to its closed position 
When released. Hinges of this class as here 
tofore constructed pmay be divided into three 
Sub-classes. 
what are known as “three-leaf”hinges, which 
consist, merely, of an ordinary hinge having 
one leaf secured to the door-casing and the 
other leaf extending between the door-casing 
and the door and having a third leaf pivoted 
to its free end and secured to the door. This, 
it will be seen, is the combination of two sim 
ple hinges applied to the door so that one al 
lows it to be opened in one direction and the 
other in the other direction, said hinges be 
ing so united that neither interferes with the 
operation of the other. 
classes a spring is applied to each of the two 
simple hinges in such a manner as to tend to 
keep these hinges closed, so that this class 
presents a combination of two single-acting 
Spring-hinges. These hinges are objection 
able for two reasons: First, the cost of the two 
springs and the attachment of the same to 
the hinges renders the latter unnecessarily 
expensive, and, secondly, the springs are ar 
ranged on either side of the door, where they, 
or a bulky casing in which they are inclosed, 
are exposed to view and make the hinge ap 
pear clumsy. In the other sub-class the mid 
dle leaf of the hinge is divided into two por 
tions arranged one at Some distance above 
the other and opening in opposite directions, 
and a single spring is applied to the two por 
tions of this middle leaf, so as to constantly 
tend to bring the three leaves together. In 
this hinge as the door is opened one of the 
portions of the middle leaf is carried with the 
door, and the end of the Spring attached to 
said portion is twisted out of position, so that 
when the door is completely opened one end 

Of these Sub - classes two are 

In one of these sub 

of the spring is held upon the casing and the 
other end upon the edge of the door, thus 
forcing the two ends of the spring a consid 
erable distance out of a vertical line. To en- 55 
able this to be done and to insure the return 
of the spring to its normal position, it is nec 
essarily made of considerable length, which 
length must be, of course, added to the hinge 
itself. Besides this disadvantage, the bend- 6o 
ing of the spring in this Way causes an un 
necessary strain upon it and is liable to upset 
the wire and destroy the tension of the spring. 
The third sub-class of double-acting hinges 
stands alone and has been more extensively 65. 
applied to gates and similar structures, which 
it is not necessary to close tightly, than to 
doors. In this class the door swings both ways 
upon the same pivot, and the spring is soapplied 
that as the door passes its closed position in to 
swinging from one side to the other the engage 
ments of the two ends of the spring are re 
spectively shifted-one from the casing to the 
door and the other from the door to the cas 
ing-which, it will readily be seen by any one 75 
familiar with the properties of a coiled spring, 
reverses the action thereof. To swing the 
door either way upon a single pivot, it is nec 
essary either to leave a space between the 
door and its casing or round off either one or 8o 
the other to prevent them from either bind 
ing or separating in certain positions, and 
even when this is done the door can only be 
given a limited swing in one or both direc 
tions. Hence it will be seen that this sub- 85 
class also has certain unavoidable and objec 
tionable features. 

It is my purpose to remove all of the ob 
jections that have been stated as being at 
tendant upon any or all of these three sub- 9o 
classes of hinges without the loss of the ad. 
vantages possessed by any one of them. 
To this end my invention consists in the 

combination, in a double-acting spring-hinge, 
of two leaves adapted, respectively, for at- 95 
tachment to the door and casing and pivoted 
together at each side of the door, so that 
either pivot may yield when the door is 
swung away from it, but not when swung to 
ward it, and a coiled spring provided with Ioc 
suitable connections with the two leaves to ap 
ply the torsion of the Spring at all times to 
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bring said leaves together without at any time 
forcing the spring out of a straight axial line. 
Agreat variety of constructions may be made, 
all of which contain the broad features of my 
invention. 
My preferred construction is shown in the 

drawings presented herewith, in which 
Figure 1 shows the hinge opened wide with 

the pivots at one side removed to allow the 
different parts of the hinge to take a position 
where they can all be clearly seen. Figs. 2 
and 3 are cross-sections taken in line 22 of 
Fig. 1, but showing the hinge as it appears 
when all of the pins or pintles are in place. 
Fig. 2 shows the position of the hinge when 
the door is half open, and Fig. 3 when it is 
closed. 

Referring to the different parts of the hinge 
by means of letters applied thereto, A and A' 
are two plates adapted for attachment, one 
to the door and the other to the casing, the 
central portions of which are cut away, ex 
cept at the edges, to make room for rods or 
pintles B B', and the swinging arms C C'C' 
C, pivoted upon said pintles and extending 
in opposite directions therefrom, and also 
pivoted together-CC at c c' by means of 
pintle B°, and C°Catcc by means of a pintle 
B-so that the four arms form a quadrilateral 
the sides of which are pivoted together at the 
four corners. When the door, which we will 
suppose is attached to the plate A' in Fig. 2, is 
swung to the right, as seen in the figure, the 
plates A A' engage with the arms C°C, spread 
ing said arms apart upon the pivot B, and at 
the same time the pivots B B as they sepa 
rate draw the pivots B° toward the pivot B, 
which can be done until the arms C C strike 
the arms C'C'. As it is necessary to enlarge 
these arms somewhat at the ends where they 
encircle the pivots, the pivots BB' are placed 
back of the faces of the plates A A', as seen 
in Fig. 2, and the pivots Bare separated and 
placed at opposite ends of the hinge, so that 
by shortening the pivot Band arranging it 
at the middle portion of the hinge the en 
larged portions c c of the arms C° C may 
swing between the enlarged portions c c' of 
the arms C C. 
Upon the pintle B', I mount a coiled spring 

D, bearing at its opposite ends upon the arms 
C°C, respectively, so that its tension tends 
to spread, these arms as far apart as their at 
tachment will permit. This spring, unless 
resisted, brings the different parts of the 
hinge into the position shown in Fig. 3, which 
is the position they assume when the door is 

closed. It is obvious that the spring might 
be applied to any one of the pintles B B'B' 
B°, so as to bring the four arms and the two 
plates into the same position. It is entirely 
immaterial whether it is placed upon the One 
or the other of the pintles B B; but the same 
cannot be said of the pintles BB, inasmuch 
as the placing of the spring upon either of the 
latter would expose it to view when the door 

, is closed, and thus make one side of the hinge 
The four arms cumbersome and unsightly. 

C C C C are preferably made of the same 
length from pivot to pivot; but this is notab 
solutely essential, the only difficulty in mak 
ing them of different lengths being either 
that the door could not be opened to its full 
est extent in one or the other direction or that 
unnecessary material would be used in their 
construction. 

Fig. 1 illustrates a very important advan 
tage possessed by my improved hinge in its 
preferred form-namely, the ease with which 
said hinge can be applied to the door and cas 
ing. To do this the pintles, B* B* B should 
be first removed. The torsion of the spring 
is then sustained by the arms C C, which 
rest upon the edges of the plate A, as is 
shown in Fig. 3. The plates A A' may now 
be attached to the door and casing, respect 

; ively, and after they are so...attached the door 
may be lifted into position and the pintles B° 
BB' inserted with the same ease as if an or-. 
dinary hinge without a spring Were employed. 

I claim as new and desire to secure by Elet 
ters Patent 

1. The combination, in a double-acting 
hinge, of four arms pivoted together in the 
form of a flexible quadrilateral, and two 
plates pivoted, respectively, to opposite cor 
ners of said quadrilateral and adapted for at 
tachment, respectively, to the door and casing, 
substantially as described. 

2. In a double-acting hinge, the combina 
tion of two plates adapted for attachment, re 
spectively, to the door and casing, four arms 
jointed together in the form of a flexible 
quadrilateral having opposite corners piv 
oted to said plates, respectively, and a spring 
applied to one of the corners of said quadri 
lateral and engaging With the two arms piv 
oted at said corner, So as to tend to bring the 
plates together, substantially as described. 

ROBERT H. WILES. 
Witnesses: 

H. BITNER, 
S. LUNDEEN. 
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