Title: DOUBLE-WALL VENTED BRAZED HEAT EXCHANGER

Abstract: A double-wall heat exchanger includes a plurality of heat exchange plate pairs. Each heat exchange plate pair forms a double-wall structure including two heat exchange plates that are at least partially separated by a leak space. At least one weep hole is disposed through the plurality of heat exchange plate pairs and intersects the leak spaces of the plurality of plate pairs to channel leaking fluid from the leak spaces to a location outside of the heat exchanger. At least one weep hole is positioned on a surface of the heat exchanger at a location that is spaced from a side boundary of the heat exchanger thereby enabling an operator of the heat exchanger to observe a leakage on the surface of the heat exchanger.

Declarations under Rule 4.17:

— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))

Published:

— as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(in))

— with international search report (Art. 21(3))
DOUBLE-WALL VENTED BRAZED HEAT EXCHANGER

TECHNICAL FIELD

The present invention relates to a double-wall, vented heat exchanger.

BACKGROUND OF THE INVENTION

Heat exchangers are traditionally used to heat or cool potable or process critical fluids using non-potable fluids while providing a physical, mechanical boundary to prevent contact between the respective fluid streams.

Heat exchangers, as with all mechanical devices, have finite operating timeframes at the end of which the devices fail for one or more reasons. One typical failure mode for heat exchangers is an external leak in which one or both fluids escape to the outside environment or atmosphere. Another typical failure mode for heat exchangers is an internal leak in which one or both fluids mix with one another without escaping to the outside environment. Internal leaks are not observable from the exterior of the heat exchanger, whereas external leaks may be visually evident.

To avoid an internal leak, which may not be readily observed by an operator of a single-wall heat exchanger, it is desirable to provide a vented, double-wall boundary that exhausts the leaking fluid to the outside environment or atmosphere in lieu of having the respective fluids mix inside the heat exchanger while the heat exchanger continues to operate. A double-wall heat exchanger is one in which the boundary separating the two fluids is comprised of two separate surface layers, rather than one. Thus, if the first surface layer fails to provide a fluid tight barrier, the second layer should remain intact, causing the leaking fluid to flow between the surface layers to a location where the leaking fluid can be detected externally of the heat exchanger. The double-wall construction is intended to be a safety feature to prevent cross-contamination of the fluids. A double-wall heat exchanger is disclosed for example, in U.S. Patent Application Publication No. 2007/0169916 to Wand, which is incorporated by reference herein in its entirety.

The double-wall heat exchanger disclosed in Pub. '916 to Wand is vented, i.e., it includes an aperture that channels internal leaks to an exterior surface of the heat exchanger. The aperture is defined on the boundary edge of the heat exchanger. Any leakage that forms on the boundary edge of the heat exchanger may be difficult to observe. In view of the foregoing, it is preferable to direct the leaking fluid to a location on the heat exchanger where the leaking fluid can be readily detected so that the faulty heat exchanger can be removed from service.
SUMMARY OF THE INVENTION

According to one aspect of the invention, a double-wall heat exchanger includes a plurality of heat exchange plate pairs. Each heat exchange plate pair forms a double-wall structure including two heat exchange plates that are at least partially separated by a leak space. At least one weep hole is disposed through the plurality of heat exchange plate pairs and intersects the leak spaces of the plurality of plate pairs to channel leaking fluid from the leak spaces to a location outside of the heat exchanger. The at least one weep hole is positioned on a surface of the heat exchanger at a location that is spaced from a side boundary of the heat exchanger thereby enabling an operator of the heat exchanger to observe a leakage on the surface of the heat exchanger.

According to another aspect of the invention, a double-wall heat exchanger includes a plurality of heat exchange plate pairs. Each heat exchange plate pair forms a double-wall structure comprising two heat exchange plates that are at least partially separated by a leak space. At least one fluid port is defined on each plate pair through which a heat exchange fluid is distributed either into or out of a fluid channel that is defined between two adjacent plate pairs. Two adjacent plate pairs are mated together at a boundary of the at least one fluid port. A port vent groove is defined between the two adjacent plate pairs at a location surrounding the at least one fluid port. The port vent groove intersects and is in fluid communication with a leak space of one of the two adjacent plate pairs. At least one weep hole is disposed through the plurality of heat exchange plate pairs and intersects the leak spaces of the plurality of plate pairs to channel leaking fluid within one of the leak spaces or the port vent groove to a location outside of the heat exchanger.

BRIEF DESCRIPTION OF THE FIGURES

The invention is best understood from the following detailed description when read in connection with the accompanying drawing. Included in the drawing are the following figures:

FIG. 1 depicts an exploded perspective view of a double-wall, vented heat exchanger, according to an exemplary embodiment of the invention.

FIG. 2 depicts an exploded perspective view of one plate pair of the heat exchanger of FIG. 1.

FIG. 3 depicts a front elevation view of the heat exchanger of FIG. 1.

FIG. 4 depicts a truncated cross-sectional side elevation view of the heat exchanger of FIG. 3 taken along the lines 4-4.

FIGS. 4A and 4B depict detailed views of the heat exchanger of FIG. 4.

FIG. 5 depicts a cross-sectional side elevation view of the heat exchanger of FIG. 3 taken along the lines 5-5 and rotated 90 degrees counterclockwise.
FIG. 5A depicts a detailed view of the heat exchanger of FIG. 5.

FIG. 6 depicts a cross-sectional side elevation view of the heat exchanger of FIG. 3 taken along the lines 6-6 and rotated 90 degrees counterclockwise.

DETAILED DESCRIPTION OF THE INVENTION

Although the invention is illustrated and described herein with reference to specific embodiments, the invention is not intended to be limited to the details shown. Rather, various modifications may be made in the details within the scope and range of equivalents of the claims and without departing from the invention. In the figures, like item numbers are used to refer to like elements.

FIG. 1 depicts an exploded perspective view of a double-wall, vented heat exchanger, according to an exemplary embodiment of the invention, which is denoted by numeral '10.' The heat exchanger 10 comprises a series of stacked double-walled heat transfer plate pairs 12(1), 14(1), 12(2), 14(2) and 12(3). Heat transfer plate pairs 12(1), 12(2), 12(3), which are structurally equivalent, are referred to collectively as plate pairs 12. Heat transfer plate pairs 14(1) and 14(2), which are also structurally equivalent, are referred to collectively as plate pairs 14. Heat transfer plate pairs 12 and 14 are structurally equivalent, however, plate pairs 14 are rotated by approximately 180 degrees with respect to plate pairs 12 (note the orientation of ports A-D) in FIG.1.

Each heat transfer plate pair 14 is sandwiched between two heat transfer plate pairs 12, and each plate pair 12 is positioned against at least one plate pair 14.

The stack of plate pairs 12 and 14 are sandwiched between a rear plate 15 and a faceplate assembly 18. The faceplate assembly 18 includes a seal plate 16, a faceplate 19 and a series of fluid connectors 20, 22, 24 and 26, which are fixedly mounted through ports defined on the interior plate 16 and the faceplate 19. The seal plate 16 is an optional component of the faceplate assembly 18. The fluid connectors 20, 22, 24 and 26 are configured to distribute fluid either into or out of the internal flow channels of the heat exchanger 10, as described hereinafter.

The plate pairs 12 and 14 are stacked and brazed together to create two discrete and isolated fluid flow passageways 'E' and 'F'. The fluid flow passageway 'E' is defined by the fluid connector 20, the flow channel 28 that is defined between plate pairs 12(1) and 14(1), the flow channel 30 that is defined between plate pairs 12(2) and 14(2), and the fluid connector 22. The fluid flow passageway 'F' is defined by the fluid connector 24, the flow channel 32 that is defined between plate pairs 14(1) and 12(2), the flow channel 34 that is defined between plate pairs 14(2) and 12(3), and the fluid connector 26.

Referring now to FIGS. 1 and 5, in operation, separate fluid streams are distributed through the discrete fluid flow passageways 'E' and 'F' of the heat exchanger
10 to exchange thermal energy with each other. One fluid stream is delivered through
the connector 20 of the flow passageway 'E', directed through the two fluid flow channels
28 and 30 of the flow passageway 'E', and expelled out of the heat exchanger 10
through the fluid connector 22 of the flow passageway 'E'. Another fluid stream is
delivered through the fluid connector 24 of the flow passageway 'F', directed through the
two fluid flow channels 32 and 34 of the flow passageway 'F', and expelled out of the
heat exchanger 10 through the fluid connector 26 of the flow passageway 'F'.

Those skilled in the art will recognize that the position of the fluid
connectors 20, 22, 24 and 26 may vary from that shown and described without altering
the operation of the heat exchanger 10. As one alternative, the fluid connectors 20, 22,
24 and 26 may be positioned on the rear plate 15. As another alternative, some of the
fluid connectors 20, 22, 24 and 26 may be positioned on the faceplate 19 while the
remaining fluid connectors 20, 22, 24 and 26 are positioned on the rear plate 15. For
example, the fluid connectors 20, 24 and 26 can be positioned on the faceplate 19 (as
shown) while the fluid connector 22 is positioned on the rear plate 15 at either port 'B' or
port 'C' of the plate pair 12(3) without significantly altering the operation of the heat
exchanger 10. In that example, a fluid stream is delivered through the connector 20 on
the faceplate 19, directed through the two fluid flow channels 28 and 30 of the flow
passageway 'E', and expelled out of the heat exchanger 10 through the fluid connector
22 on the rear plate 15.

Referring back to FIGS. 1 and 5, the brazings between the plates of the
plate pairs 12 and 14 prevent the fluid streams within adjacent fluid flow passageways E
and F from combining together (see FIG. 5). In other words, by virtue of the brazings,
the flow channel 28 is maintained in fluid communication with flow channel 30, but the
flow channel 28 is fluidly isolated from the flow channels 32 or 34 to prevent the fluid
within passageway 'F' from entering passageway 'E'. Furthermore, the flow channel 32
is maintained in fluid communication with fluid channel 34, but the flow channel 32 is
fluidly isolated from the flow channels 28 or 30 to prevent the fluid within passageway 'E'
from entering passageway 'F'.

To prevent fluid within passageway 'F' from entering passageway 'E', the
ports 'A' and 'D' of plate pair 12(1) are brazed to ports 'C' and 'B' of plate pair 14(1),
respectively, and ports 'A' and 'D' of plate pair 12(2) are brazed to ports 'C' and 'B' of
plate pair 14(2). To prevent fluid within passageway 'E' from entering passageway 'F',
the ports 'D' and 'A' of plate pair 14(1) are brazed to ports 'C' and 'B' of plate pair 12(2),
respectively, and ports 'D' and 'A' of plate pair 14(2) are brazed to ports 'C' and 'B' of
plate pair 12(3), respectively. Additionally, the entire side boundary 46 of the plate
pairs 12 and 14 (see FIG. 3) is sealed by brazings to prevent the escapement of fluid at the boundary of the heat exchanger 10.

FIG. 2 depicts an exploded perspective view of a heat transfer plate pair 12 of the heat exchanger 10. The details of the plate pair 12 that are described hereinafter also apply to the plate pair 14. As stated previously, the plate pairs 12 and 14 are the same, with the exception that the plate pairs 14 are rotated 180 degrees with respect to the plate pairs 12 in an assembled form of the heat exchanger 10.

Each plate pair 12 includes two plates 36 and 38 that are brazed together to form a double-wall structure. The benefits of a double-wall structure are described in the Background Section. The plates 36 and 38 may be formed from stainless steel, for example, or other metallic or polymeric materials. Each plate 36 and 38 is substantially rectangular and includes a centrally-located chevron area 44. The term 'chevron area' will be understood by those of ordinary skill in the art. The chevron area 44 is an undulating surface that promotes heat transfer. The geometry, size, shape and orientation of the chevron area 44 may differ from that shown without departing from the scope or the spirit of the invention.

Copper braze material 40, which is positioned between the plates 36 and 38, is utilized to braze the plates 36 and 38 together. Copper braze material 42, which is positioned on the outer face of the plate 38, is utilized to braze the plate 38 to the plate 36 of an adjacent plate pair (not shown). As best shown in FIGS. 2, 5, 5A and 6, the areas of the plate pairs 12 and 14 which are not brazed by the braze materials 40 and 42 are the chevron area 44, the ports A-D, the weep holes 50 and 52 and the leak passageways which will be described in greater detail hereinafter. Before brazing, a substance is applied to the chevron area 44 of the plate 38 to prevent wetting of the braze material 40 in that area.

Four ports, which are labeled 'A' through 'D', are openings that are defined on the outer corners of the plates 36 and 38. The ports 'A' through 'D' of plate 36 are positioned in alignment with the ports 'A' through 'D' of plate 38 upon assembling and brazing the plate pair 12.

Each plate 36 and 38 includes two weep holes 50 and 52. Weep hole 50 is positioned at the top end of each plate, whereas weep hole 52 is positioned at the bottom end of each plate 36 and 38. The weep holes 50 of the plates 36 and 38 are positioned in alignment upon assembling and brazing the plate pair 12. The weep holes 52 of the plates 36 and 38 are also positioned in alignment upon assembling and brazing the plate pair 12.

Referring now to FIGS. 1 and 3, upper weep holes 50 and lower weep holes 52 are defined through every plate of the heat exchanger 10. As will be described
in greater detail later, the weep holes 50 and 52 are fluidly connected with leak passageways that are defined throughout the interior of the heat exchanger 10 such that any leaking fluid within the leak passage ways is expelled through the weep holes. The weep holes 50 and 52 are optimally defined on the surfaces of the rear plate 15 and the faceplate 19 at locations that are spaced from the side boundary 46 (see FIG. 3) of the heat exchanger 10. Such locations are better suited for visualizing a leaking fluid than a weep hole that is positioned on the boundary edge of a heat exchanger such as that disclosed in Pub. '916, for example.

The heat exchanger 10 includes leak passageways which channel internal leaks that occur within the heat exchanger 10 to the weep holes 50 and 52 of the heat exchanger 10. The leak passageways are fluidly isolated from the fluid passageways E and 'F'. The leak passageways of the heat exchanger 10 comprise an network of channels, pockets and grooves that are interconnected to the weep holes 50 and 52 to channel internal leakages out of the heat exchanger. Further details of the leak passageways are described hereinafter.

Referring now to FIGS. 4 and 6, an upper weep hole 50 and a lower weep hole 52 are defined through every plate of the heat exchanger 10. The weep holes 50 and 52 are passages through which leaking fluid within the interior of the heat exchanger 10 is expelled. The upper weep hole 50 intersects an upper central vent pocket 66 that is defined between the plates 36 and 38 of every plate pair 12 and 14. The lower weep hole 52 intersects a lower central vent pocket 66' that is defined between the plates 36 and 38 of every plate pair 12 and 14.

Referring now to FIGS. 2, 4, 5, 5A and 6, two central vent pockets 66 and 66' are formed between the plates 36 and 38 of every plate pair 12 and 14. Specifically, as shown in FIGS. 2, 5 and 5A, an upper central vent pocket 66 is a narrow channel that is formed between a wall 67 of plate 36 and a wall 68 of plate 38. As shown in FIG. 4, each upper central vent pocket 66 extends between the chevron area 44 of the plates and the upper weep hole 50 of every plate pair 12 and 14. Each upper central vent pocket 66 intersects a leak space 60 that is defined between chevron areas 44 of the plates 36 and 38 (see FIG. 4) of a plate pair. Each upper central vent pocket 66 also intersects an upper port leak groove 64 that is defined between the plates 36 and 38 of a plate pair, as shown in FIG. 6 (also note the intersection of groove 64 and wall 68 of plate 38 in FIG. 2).

As shown in FIGS. 5 and 5A, the lower central vent pocket 66' is a narrow channel that is formed between a lower wall 67' of plate 36 and a lower wall 68' of plate 38 of each plate pair. As shown in FIG. 4, the lower central vent pocket 66' extends between the chevron area 44 of the plates and the lower weep hole 52. The lower
central vent pocket 66' intersects a leak space 60 that is defined between the chevron areas 44 of the plates 36 and 38 (see FIG. 4) of a plate pair. The lower central vent pocket 66' also intersects a lower port leak groove 64' of a plate pair (note the intersection of groove 64' and wall 68' of plate 38 in FIG. 2).

Referring now to FIGS. 4A and 4B, a leak space 60 is defined between chevron areas 40 of the plates 36 and 38 of each plate pair. The leak spaces 60 may be non-continuous, as shown in FIG. 4B, along the chevron areas 44 of the plates 36 and 38. The leak spaces 60 intersect two central vent pockets 66 and 66' that are formed between the plates 36 and 38 of each plate pair 12 and 14.

Referring now to FIGS. 2 and 6, two port leak grooves 64 and 64' are formed between the plates 36 and 38 of each plate pair. The upper port leak groove 64 of each plate pair is a substantially straight and narrow channel that extends between an upper central vent pocket 66 and a port vent groove 62 that surrounds port 'B'. The lower port leak groove 64' of each plate pair is a substantially straight and narrow channel that extends between a lower central vent pocket 66' and a port vent groove 62 that surrounds port 'C'.

Referring now to FIGS. 5 and 5A, each port vent groove 62 is an annular channel that is defined at a location surrounding the brazed ports of adjacent plate pairs 12 and 14. More particularly, each port vent groove 62 surrounds an annular brazing where the ports of adjacent plate pairs 12 and 14 are sandwiched together. In operation, upon failure of a brazed joint at one of the ports, leaking fluid collects in the port vent groove 62 that extends from that failed brazed joint. A port vent groove 62 surrounds the following port brazings: the brazing between port 'A' of plate pair 12(1) and port 'C' of plate pair 14(1); the brazing between port 'D' of plate pair 12(1) and port 'B' of plate pair 14(1); the brazing between port 'D' of plate pair 14(1) and port 'B' of plate pair 12(2); the brazing between port 'A' of plate pair 14(1) and port 'C' of plate pair 12(2); the brazing between port 'A' of plate pair 14(2) and port 'C' of plate pair 12(2); the brazing between port 'D' of plate pair 12(2) and port 'B' of plate pair 14(2); the brazing between port 'D' of plate pair 12(2) and port 'B' of plate pair 14(2); the brazing between the brazing between port 'A' of plate pair 14(2) and port 'C' of plate pair 12(3); and the brazing between port 'A' of plate pair 14(2) and port 'C' of plate pair 12(3).

As noted previously, the leak spaces 60, port vent grooves 62, port leak grooves 64/64' central vent pockets 66/66', and weep holes 50/52 of the leak passageway are all interconnected together to channel a leaking fluid out of the interior of the heat exchanger through the weep holes 50 and/or 52. In summary, the weep holes 50 and 52 intersect central vent pockets 66 and 66', respectively, that are defined directly between the plates of every plate pair 12 and 14. The central vent pockets 66 and 66' intersect leak spaces 60 that are defined directly between the chevron areas 44.
of the plates of every plate pair. The central vent pockets 66 and 66' also intersect port leak grooves 64 and 64', respectively, that are defined directly between the plates of every plate pair. The port leak grooves 64 and 64' intersect port vent grooves 62 that are defined directly between adjacent plate pairs 12 and 14 at a location surrounding where the brazed ports of adjacent plate pairs 12 and 14. Leaking fluid can travel from a port vent groove 62 to port leak grooves 64/64', then to central vent pockets 66/66', and then to the weep holes 50/52. Leaking fluid can also travel from a leak space 60 to central vent pockets 66/66', and then to the weep holes 50/52.

For example, if the brazing 42 at location ‘Y’ (see FIG. 6) fails, then the fluid in passageway ‘F’ will migrate through the failed brazing 42 and into the port vent groove 62 at the intersection of plate pairs 12(1) and 14(1). The leaking fluid will fill the annular channel defined by port vent groove 62 and travel into the port leak groove 64 of plate pair 14(1) that intersects the port vent groove 62. The leaking fluid will then travel into the central vent pocket 66 of the plate pair 14(1) that intersects the port leak groove 64. The leaking fluid will then travel into the weep hole 50 that intersects the central vent pocket 66 of the plate pair 14(1). The leaking fluid will ultimately exit out of the weep hole 50 at the front and rear surfaces of the heat exchanger 10 at a location that is spaced from the side boundary 46 of the heat exchanger 10.

As another example, if a hole or crack were to form at location ‘Z’ (see FIG. 4B) of the chevron area 44 of the plate 36 of plate pair 12(3), then the fluid within fluid passageway ‘F’ will leak through the crack and enter the leak space 60 that is defined between plates 36 and 38 of plate pair 12(3). The double-wall construction of the heat exchanger 10 will prevent the leaking fluid of the fluid passageway ‘F’ from mixing with the fluid within the fluid passageway ‘E’. The leaking fluid will then migrate by capillary action through the leak space 60 of the plate pair 12(3) and enter the central vent pockets 66 and 66' (see FIG. 4A) of plate pair 12(3). The leaking fluid will then travel into the weep hole 50 that intersects the central vent pocket 66 of the plate pair 14(1), and/or travel into the weep hole 52 that intersects the central vent pocket 66' of the plate pair 14(1). The leaking fluid will ultimately exit out of the weep holes 50 and/or 52 at the front and rear surfaces of the heat exchanger 10 at a location that is spaced from the side boundary 46 of the heat exchanger 10.

Although the invention is illustrated and described herein with reference to specific embodiments, the invention is not intended to be limited to the details shown. Rather, various modifications may be made in the details within the scope and range of equivalents of the claims and without departing from the invention. For example, the number of flow channels and plate pairs may vary from that shown and described.
What is Claimed:

1. A double-wall heat exchanger comprising:
   a plurality of heat exchange plate pairs, each heat exchange plate pair forming a double-wall structure comprising two heat exchange plates that are at least partially separated by a leak space; and
   at least one weep hole that is disposed through the plurality of heat exchange plate pairs and intersects the leak spaces of the plurality of plate pairs to channel leaking fluid from the leak spaces to a location outside of the heat exchanger,
   wherein the at least one weep hole is positioned on a surface of the heat exchanger at a location that is spaced from a side boundary of the heat exchanger thereby enabling an operator of the heat exchanger to observe a leakage on the surface of the heat exchanger.

2. The double-wall heat exchanger of claim 1, wherein the surface is a front facing surface or a rear facing surface of the heat exchanger.

3. The double-wall heat exchanger of claim 1, wherein the side boundary of the heat exchanger is sealed to prevent escapement of fluid at the side boundary.

4. The double-wall heat exchanger of claim 1, wherein adjacent plate pairs are separated by a fluid channel, and the fluid channels are fluidly isolated from the leak spaces.

5. The double-wall heat exchanger of claim 4, wherein adjacent fluid channels are fluidly isolated from each other.

6. The double-wall heat exchanger of claim 4, wherein alternating fluid channels are fluidly communicated with each other.

7. The double-wall heat exchanger of claim 1 further comprising two weep holes disposed on opposing sides of each plate pair.

8. The double-wall heat exchanger of claim 1, wherein each plate includes a series of undulations to facilitate heat transfer.

9. The double-wall heat exchanger of claim 1, wherein the heat exchange plate pairs are structurally equivalent, and adjacent heat exchange plate pairs are rotated with respect to each other by approximately 180 degrees.

10. The double-wall heat exchanger of claim 1 further comprising at least one fluid port defined through each plate pair with in which a heat exchange fluid is distributed either into or out of a fluid channel that is defined between adjacent plate pairs, wherein two adjacent plate pairs are mated together at a boundary of the at least one fluid port.

11. The double-wall heat exchanger of claim 10 further comprising a port vent groove defined between the two adjacent plate pairs at a location surrounding the
boundary edge of the at least one fluid port, wherein the port vent groove intersects and is in fluid communication with a leak space of one of the two adjacent plate pairs.

12. The double-wall heat exchanger of claim 10, wherein the at least one fluid port is fluidly isolated from the at least one weep hole.

13. A double-wall heat exchanger comprising:

- a plurality of heat exchange plate pairs, each heat exchange plate pair forming a double-wall structure comprising two heat exchange plates that are at least partially separated by a leak space;

- at least one fluid port defined through each plate pair with in which a heat exchange fluid is distributed either into or out a fluid channel that is defined between adjacent plate pairs, wherein two adjacent plate pairs are mated together along a boundary edge of the at least one fluid port;

- a port vent groove defined between the two adjacent plate pairs at a location surrounding the boundary edge of the at least one fluid port, wherein the port vent groove intersects and is in fluid communication with a leak space of one of the two adjacent plate pairs; and

- at least one weep hole that is disposed through the plurality of heat exchange plate pairs and intersects the leak spaces of the plurality of plate pairs to channel leaking fluid within one of the leak spaces or the port vent groove to a location outside of the heat exchanger.

14. The double-wall heat exchanger of claim 13, wherein the weep hole is defined on a front face and/or a rear face of the heat exchanger at a location that is spaced from a side boundary of the heat exchanger.

15. The double-wall heat exchanger of claim 14, wherein the side boundary of the heat exchanger is sealed to prevent escapement of fluid at the side boundary.

16. The double-wall heat exchanger of claim 13, wherein the fluid channel is fluidly isolated from the leak spaces.

17. The double-wall heat exchanger of claim 13, wherein adjacent fluid channels are fluidly isolated from each other, and alternating fluid channels are in fluid communication with each other.

18. The double-wall heat exchanger of claim 13 further comprising two weep holes disposed on opposing sides of each plate pair.

19. The double-wall heat exchanger of claim 13, wherein the at least one fluid port is fluidly isolated from the at least one weep hole.

20. The double-wall heat exchanger of claim 13, wherein the port vent groove is fluidly isolated from the fluid channel.
### A. CLASSIFICATION OF SUBJECT MATTER

INV. F28D9/00 F28F3/00

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

F28D F28F

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td></td>
<td>13-20</td>
</tr>
<tr>
<td>X</td>
<td>JP 2002 107089 A (HISAKA WORKS LTD) 10 April 2002 (2002-04-10) abstract; figure 2</td>
<td>13-20</td>
</tr>
<tr>
<td>A</td>
<td>WO 96/41995 AI (TETRA LAVAL HOLDINGS &amp; FINANCE [CH]; ENGSTROM ANDERS [SE]; BLOMGREN R) 27 December 1996 (1996-12-27) the whole document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>WO 2005/009669 AI (SWEP INT AB [SE]; RISSLER PER [SE]; NI LSSON PETER [SE]) 3 February 2005 (2005-02-03) the whole document</td>
<td>1-20</td>
</tr>
</tbody>
</table>

**Further documents are listed in the continuation of Box C.**

**See patent family annex.**

**X** Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason as specified

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search: 5 July 2012

Date of mailing of the international search report: 17/07/2012

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2

NL - 2280 HV Rijswijk

Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Authorized officer:

Bai n, Davi d

Form PCT/ISA2/210 (second sheet) (April 2005)
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DE 42 07 761 AI (WIDSCHWENDTER ARNULF [AT]) 17 September 1992 (1992-09-17) the whole document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>WO 86/06463 AI (ALFA LAVAL THERMAL [SE]) 6 November 1986 (1986-11-06) the whole document</td>
<td>1-20</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 2010300651 Al</td>
<td>02-12-2010</td>
<td>CN 102449420 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2435774 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010300651 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010138526 Al</td>
</tr>
<tr>
<td>JP 2002107089 A</td>
<td>10-04-2002</td>
<td>NONE</td>
</tr>
<tr>
<td>WO 9641995 Al</td>
<td>27-12-1996</td>
<td>AU 6021496 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1192266 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69611829 DI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69611829 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 832409 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0832409 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000515957 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5913361 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9641995 Al</td>
</tr>
<tr>
<td>WO 2005009669 Al</td>
<td>03-02-2005</td>
<td>AT 437722 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2004259614 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1812864 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 1648654 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1648654 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2330222 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4800941 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2006528559 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 2006090969 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MY 138402 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT 1648654 E</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 524307 C2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 0302127 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006225283 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005009669 Al</td>
</tr>
<tr>
<td>DE 4207761 Al</td>
<td>17-09-1992</td>
<td>AT 395354 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 4207761 Al</td>
</tr>
<tr>
<td>WO 8606463 Al</td>
<td>06-11-1986</td>
<td>AU 4636685 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0261103 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP S62502560 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 8606463 Al</td>
</tr>
</tbody>
</table>