Title: LIFTER AND METHOD FOR HANDLING A ROTOR BLADE, ROTOR BLADE FOR A WIND GENERATOR AND METHOD FOR MARKING A ROTOR BLADE, SYSTEM COMPRISING A LIFTER AND A ROTOR BLADE

Abstract: A lifter (2) and a method for handling of a rotor blade (16) of a wind turbine are provided. Furthermore, a rotor blade (16) for a wind generator and a method for marking the rotor blade (16) and a system comprising a rotor blade (16) and a lifter (2) are provided. The lifter (2) comprises at least one grabbing jaw (81, 82) having a pair of arms (81a, 81b, 82a, 82b) carrying pads (10) for contacting an outer surface of the rotor blade (16) in predetermined grabbing areas (20). Furthermore, the lifter (2) comprises a detector (14) for visual inspection of an invisible mark on a surface (18) of the rotor blade (16). The at least one mark indicates a position of the at least one grabbing area (20).

Fig. 1
Lifter and Method for Handling a Rotor Blade, Rotor Blade for a Wind Generator and Method for Marking a Rotor Blade, System Comprising a Lifter and a Rotor Blade

FIELD OF THE INVENTION

The invention relates to a lifter for handling of a rotor blade of a wind turbine and to a method of handling a rotor blade of a wind turbine. Furthermore, the invention relates to a rotor blade for a wind generator and to a system comprising a lifter and a rotor blade.

BACKGROUND

A rotor blade of a wind turbine, also referred to as a wind power plant or a wind energy converter, is a hollow structure having structural reinforcement members which are arranged inside the rotor blade. An outer surface of the rotor blade, which is mainly represented by a pressure side and a suction side, is not entirely supported by the structural reinforcement inside the rotor blade. Handling of a rotor blade has to be performed carefully to prevent the risk for damage of the rotor blade under its own weight. The rotor blade has to be grabbed at certain points or in certain area of the surface which are supported by the structural reinforcement members inside the rotor blade. In particular during installation of a rotor blade on a rotor hub of a wind generator, the rotor blade must be grabbed in these predetermined grabbing areas which are designed to support the weight of the rotor blade.
Two textile bands which are attached to a crane hook may be applied and represent the simplest tool for handling of the rotor blade. More complex handling devices allow a more flexible and convenient handling and positioning of the rotor blade. Such a device for handling of a rotor blade of a wind turbine is for example known from WO 2012/095112 A1. This rotor blade lifter comprises two grabbing jaws each having an antagonistic pair of arms carrying a plurality of pads for supporting the rotor blade. The pads contact a surface of the rotor blade in the predetermined grabbing areas.

Positioning of the handling device has to be performed precisely in order for the pads to grab the rotor blade exactly in the predetermined grabbing areas only. Today, the alignment of the lifter with respect to the rotor blade is performed by help of geometric measurements and/or by permanently visible positioning marks. A distance from the fixing flange of the rotor blade and a distance from the geometrical center of the rotor blade to a respective one of the grabbing areas is known from the manufacture of the rotor blades. The handling tool is adjusted with respect to the fixing flange and the geometrical center, for example by help of optical distance measurements of the permanently visible marks. This is however a rather complex procedure representing a time consuming step during handling of the rotor blade. Furthermore, a marking system comprising permanently visible marks, depending on the size of the marks, is not always in accordance with the blade marking standards, mainly related to air flight regulations.

The situation becomes even more complicated if a rotor blade should be removed from a wind generator. In particular for offshore wind generators, positioning of the handling tool may be hardly possible due to wind and motion of the sea even under ordinary weather conditions.

SUMMARY

It is an object of the invention to provide a lifter for handling of a rotor blade of a wind turbine and a method for handling of a rotor blade of a wind turbine and furthermore, to provide a rotor blade for a wind generator, method of marking a rotor blade of a wind generator and a system comprising a lifter and a rotor blade which are improved with respect to the deficiencies in the prior art.

In one aspect of the invention, a lifter for handling a rotor blade of a wind turbine is provided. The lifter comprises at least one grabbing device, for example a grabbing jaw, for contacting an outer surface of the rotor blade in a predetermined
grabbing area. The grabbing jaw may have arms, for example a pair of arms. The grabbing jaw may carry at least one pad for contacting an outer surface of the rotor blade in a predetermined grabbing area. In particular, the grabbing jaw may have an antagonistic pair of arms. The rotor blade comprises at least one invisible mark which indicates a position of the at least one grabbing area.

Within the context of this specification, a mark is referred to as being invisible, if the mark is invisible to the naked human eye under rather normal conditions as for example daylight and from a distance of more than one or several meters. In particular, the mark is invisible to the naked human eye under daylight illumination with respect to its color. The term "invisible" indicates that the mark may blend into the outer surface of the rotor blade. The mark may have a rather similar color in the visible range as the rotor blade. In particular, this is considered in daylight illumination. The mark may also be transparent in the visible range. The term invisible can also imply that the mark is (substantially) invisible when regarded from a certain distance. The invisible mark may be detectable - even when inspected with the naked eye - from a very close distance (less than a meter or less than 10 centimeters). The mark might be detectable from a very close distance due to a specific characteristic of the surface of the mark). However, in the context of this specification, the term "invisible" rather relates to a distance between the human eye and the mark of more than for example one, five, ten or tens of meters.

Furthermore, the lifter can comprise a detector for detecting the invisible mark, in particular a position and/or characteristic of the mark. This means that the detector is configured to evaluate or use a characteristic of the mark in a manner that it becomes detectable. The detector is configured for visual inspection of the blade in order to detect the mark. For example, this detector may be a camera, in particular a digital camera or a video camera which may be suitable for a detection of visible light. The detector may be provided with an optical filter for visualizing the invisible mark. The filter may be arranged in front of the camera.

The lifter may further comprise at least one light source which is configured for emission of light for visualizing the invisible mark. In particular, the light source may be configured for emission of light having a wavelength outside the visible spectrum. For example, the light source may be a UV lamp. However, it may be suitable to provide the lifter with a light source which is suitable for emission of light having a wavelength in the IR-region or in any other region of the electromagnetic spectrum outside the visual range. Commonly, the visual range of the
electromagnetic spectrum ranges from 380 nm to 780 nm. The at least one light source is further configured for illumination of an area of the surface of the rotor blade which comprises at least one of the grabbing areas. The detector is configured for capturing image data in said illuminated area which includes the grabbing area.

The lifter according to aspects of the invention is in particular suitable for handling of a rotor blade for a wind generator according to aspects of the invention. Such a rotor blade has a surface comprising at least one grabbing area. Furthermore, there is an invisible mark on the surface of the rotor blade, wherein the mark is indicative of a position of the grabbing area. The mark may comprise fluorescent and / or luminescent material, for example the mark is a fluorescent and / or luminescent paint and / or an adhesive label which comprises a fluorescent and / or luminescent color. The mark may even be generated by painting or spraying the paint or ink on the surface of the rotor blade. However, even a suitable pen or permanent marker may be applied. The grabbing area may be marked by this fluorescent and / or luminescent material. For example, the mark surrounds the grabbing area or is located in the vicinity of the grabbing area.

The lifter according to aspects of the invention, to be more precise, the light source of the lifter, exposes the mark to light having a wavelength which may be outside the visual spectrum. However, the emission spectrum of the light source may overlap the visible spectrum or may be even arranged completely inside the visible spectrum as long as the emission of the light source is suitable for activation of a stimulated emission of the mark. In other words, the color or the pigments of in the mark may be activated or stimulated by the emission of the light source. The mark will emit a detectable optical signal which may be either in the visible range or in the invisible optical range. However, the lifter does not necessarily comprise a light source. The detector for visual inspection may be provided with an optical filter which may be suitable for conversion of light. For example, an optical emission of the mark outside the visual spectrum may be converted into light having a wavelength inside the visual spectrum. Behind the optical filter, the emitted light is detectable by the detector. In this particular case, the emission of the mark is stimulated by daylight. However, the mark is invisible in that its emission is not visible to the naked eye. For example, the mark may emit light in the UV- or in the IR-range of the electromagnetic spectrum. The filter is may be suitably selected in that, it converts the emission of the mark into visible light. According to this aspect
of the invention, the light source is dispensable, however, the mark remains invisible under daylight.

The mark may comprise fluorescent and/or luminescent material which absorbs light having a wavelength outside the visual spectrum and shows a fluoresce and/or a luminescence effect. In particular, the fluorescent and/or luminescent material converts the light having a wavelength outside the visual spectrum and emits light in the visual spectrum. The detector detects this visible light and a pad of the lifter may be aligned with respect to the grabbing area of the rotor blade. According to an embodiment of the invention, the fluorescent and/or luminescent material of the marks is a UV-active or IR-active material, for example a UV-paint or an IR-paint, and the detector is for detection of visual light which is due to the fluorescence and/or luminescence of the mark.

By a detection of the marks which are indicative of the position of the grabbing areas, a subsequent alignment of the pads with respect to said grabbing areas may be performed. For example, the pads may be aligned by inspection of a live picture of a video transmission showing both, the pad and the fluorescent and/or luminescent mark of the grabbing area.

Advantageously, this may be performed using a remote control. For example, an operator can control and adjust the lifter from a control desk on the ground while the lifter operates at a reasonable height of several meters. Within a short time and without a need for any further measurement or measurement tools for aligning the lifter with respect to the rotor blade, the rotor blade may be grabbed by the lifter very precisely. In particular, rotor blades which are installed on the rotor hub of a wind turbine may be grabbed by the lifter according to aspects of the invention without an need for the workers to be lifted up to the rotor blade. Operation and control of the lifter may be performed from a secure point outside the hazard area.

Furthermore, the fluorescent and/or luminescent material may have a color which is similar or equal to a color of the remaining surface of the rotor blade when the color is considered under illumination in daylight and with the naked eye. The fluorescent and/or luminescent material, for example the paint or the adhesive label may be pigmented using fluorescent and/or luminescent pigments and pigments which provide a color according to a desired color of the rotor blade. As a result, the marks are invisible under normal circumstances which means in daylight and during normal operation of the wind generator.
According to an advantageous embodiment of the invention, the lifter comprises one detector for visual inspection per pad. In other words, there is one detector for each pad of the lifter. Each detector may be configured for capturing image data of a grabbing area which is assigned to the pad. Furthermore, the detector and the pad may be mounted on a same arm and said arm further carries the pad. There may be one light source per detector and the light source and the detector which are assigned to a pad are mounted on a same arm carrying said pad. Advantageously, the alignment of the pad with respect to the grabbing areas may be performed very precisely and reliable if there is a single illumination source and a single detector for visual inspection of a single pad.

According to another embodiment of the invention, the lifter comprises a proximity sensor which is configured for capturing a value which is indicative of a distance between the pad and the surface of the rotor blade. For example, the proximity sensor may be an ultrasonic proximity sensor or any other suitable proximity sensor. The value which is indicative of a distance between the surface of the rotor blade and the pad may be processed by a control unit which may be further configured to activate the light source and the sensor for visual inspection if this value exceeds (in particular is lower than) a predetermined threshold. Thus the control comes from a control unit, it can be activated during the complete process as an emergency procedure to detect a process as de-grabbing, high accelerations or unstable conditions. The lifter may be a battery powered device. A delayed activation of the light source and the detector will help saving energy. Furthermore, the control unit may be configured for de-activation of the light source and the camera after positioning of the pads and grabbing of the rotor blade. For example, the light source and the camera may be switched off after a predetermined time span, for example after and hour or half an hour, which is a typical time span during which grabbing of the rotor blade is done under normal circumstances.

Furthermore, the lift may comprise an inclination and/or an acceleration sensor for measuring an inclination and/or an acceleration of the lifter. These sensors may be operated similar to the proximity sensor, i.e. for activating and deactivating the sensor and/or the light source when the value of the inclination and/or the value of the acceleration exceed certain thresholds. This operation of the light source and the detector may be carried out with the inclination sensor and/or with the accelerometers, because the speed and inclination of the grabbing and de-grabbing is made at very specific angles and speeds which are perfectly known, and therefore identifiable.
According to another aspect of the invention, a method for handling of a rotor blade of a wind turbine is provided. An area of a surface of the rotor blade may be illuminated using light having a wavelength outside the visible spectrum. The illuminated area comprises a grabbing area of the rotor blade. A displacement between a pad of a lifter and the grabbing area may be detected by means of a detector for visual inspection. In particular, a displacement between a mark which is indicative of a position of the grabbing area may be detected. The lifter is configured for handling of a rotor blade of a wind turbine and comprises at least one grabbing jaw having a pair of arms. Each arm carries at least one pad for contacting an outer surface of the rotor blade in a predetermined grabbing area. At least one pad of the lifter is positioned with respect to the grabbing area. Positioning is performed based on information of the displacement between the pad and the grabbing area. After alignment of the lifter, the rotor blade is grabbed by establishing a contact between the pad and the grabbing area.

Same or similar advantages which have been already mentioned with respect to the lifter for handling of a rotor blade and with respect to the rotor blade of a wind turbine apply to the method of handling the rotor blade in a same or similar way and are therefore not repeated.

According to an advantageous embodiment of the invention, at least one of the grabbing areas on a surface of the rotor blade is marked using a fluorescent and / or a luminescent material. In particular, the fluorescent and / or luminescent material absorbs light having a wavelength outside the visible spectrum. For example a UV-fluorescent paint or adhesive label may be applied onto the surface of the rotor blade. However, the fluorescent and / or luminescent material is not restricted to UV-active material. For example, a material which absorbs light in the IR-spectrum may be applied. Furthermore, the emission spectrum is not limited to the visible spectrum. The fluorescent and / or luminescent material may emit light in the UV- or in the IR-range. Furthermore, the fluorescent and / or luminescent material is a long term stable material which is applied directly onto the surface of the rotor blade. In other words, the marks are configured to remain on the surface of the rotor blade for a long period of time, in particular, the mark may reside the surface of the blade for the whole lifetime of the rotor blade. Advantageously, the mark is available each time the rotor blade should be handled - even after a long time of operation.
According to an advantageous aspect of the invention, a method of marking at
least one predetermined grabbing area on a surface of the rotor blade is provided.
A mark may be generated on the surface of the rotor blade by applying a long term
resistant invisible paint or label directly on the surface of the rotor blade. According
to an advantageous embodiment of the invention, a dummy pad is positioned in a
grabbing area of the rotor blade. Marking of this grabbing area may be performed
by applying fluorescent and / or a luminescent material onto the surface of the rotor
blade so as to generate a mark which surrounds the grabbing area. In particular,
the mark may be a contour of the grabbing area and the dummy pad. For example,
the mark may be generated by simply spraying a UV-paint over and around the
dummy pad. No particular attention with respect to color application is necessary.
Advantageously, the paint is invisible under normal operation conditions of the rotor
blade and the application of the paint may be performed very quickly.

According to still another aspect of the invention, a system comprising a lifter
according to aspects of the invention and a rotor blade according to aspects of the
invention is provided.

Further advantages of the method and the system according to aspects of the
invention are similar to the advantages which have been already mention above
and are therefore not repeated.

BRIEF DESCRIPTION OF DRAWINGS

Further aspects and characteristics of the invention ensue from the following
description of preferred embodiments of the invention with reference to the
accompanying drawings, wherein

FIG. 1a is a simplified perspective view showing a lifter according to an
embodiment of the invention and

FIG. 1b is a simplified side view of a rotor blade according to an embodiment of
the invention.

DETAILED DESCRIPTION OF EXAMPLE EMBODIMENTS

In FIG. 1a, there is a lifter 2 for handling a rotor blade of a wind turbine. The
lifter 2 comprises a yoke 4 having a hook 6 for carrying the lifter 2, for example by a
crane any other suitable lifting device. Furthermore, there is a first and a second
grabbing jaw 81, 82. The first grabbing jaw 81 comprises a pair of antagonistic
arms, namely a first arm 81a and a second arm 81b. The second grabbing jaw 82
comprises a second pair of antagonistic arms, namely a first arm 82a and a second arm 82b. The antagonistic arms 81a, 81b and 82a, 82b are rotatably mounted on the yoke 4. They are pivotable so as to allow opening and closing of the first and second grabbing jaw 81, 82, respectively. According to the embodiment, each arm 81a, 81b, 82a, 82b carries two pads 10. The number of pads 10 may vary depending on a number of grabbing areas which are provided on a respective side of the rotor blade.

Furthermore, there is a light source 12 which is arranged between the pads 10 and which is mounted to a respective one of the antagonistic arms 81a, 81b, 82a, 82b. There is a single light source 12 for two pads 10 on each one of the antagonistic arms 81a, 81b, 82a, 82b. However, there may be additional light sources 12 and in particular, there may be an individual light source 12 for each pad 10, according to another embodiment of the invention. Furthermore, there is a detector 14 for visual inspection, for example a camera such as a digital camera or a video camera. The detector 14 is mounted on each one of the arms 81a, 81b, 82a, 82b. According to the embodiment in FIG. 1a, there is a single detector 14 for the two pads 10 on each arm 81a, 81b, 82a, 82b. However, each pad 10 may be provided with an individual detector 14 for visual inspection, according to another embodiment of the invention.

Each arm 81a, 81b, 82a, 82b of the grabbing jaws 81, 82 may be provided with a proximity sensor 11 for determination of a value for a distance between the pads 10 and the surface of the rotor blade. There may be a control unit 13 which is coupled to the proximity sensors 11 on the one hand and to the light source 12 and to the detector 14 on the other hand. The control unit 13 may be configured to activate the light source 12 and to the detector 14 if a distance between the pads 10 and the surface of the rotor blade is below a predetermined threshold. Furthermore, the control unit 13 may be configured to provide a wired or wireless data link to a control pad for operation of the lifter 2. This is to provide an operator of the lifter 2 with image data which is captured by the detectors 14 and to allow operation of the lifter 2 such as opening an closing of the grabbing jaws 81, 82. Motion of the grabbing jaws 81, 82 is illustrated by the double-arrows 26. However, this is not the only degree of freedom for movement of the lifter 2. The lifter 2 may be configured to have for example six degrees of freedom so as to allow grabbing of rotor blades in various positions.
In FIG. 1b, there is a rotor blade 16 according to an embodiment of the invention. By way of an example only, a suction surface 18 of the rotor blade 16 is shown. There is a plurality of grabbing areas 20 on the surface of the rotor blade 16. According to the embodiment of the invention, the rotor blade 16 comprises eight grabbing areas 20, which means four grabbing areas 20 on either side. There are two grabbing areas 20 near to the supporting flange 22 of the rotor blade 16 and a second pair of grabbing areas 20 which are near to the wing tip 23. Naturally, a pressure surface (not shown) of the rotor blade 16 comprises grabbing areas which are arranged on said pressure surface and which are in particular symmetrical to the grabbing areas 20 on the suction side 18. A supporting structure of the rotor blade 16 is configured in that the rotor blade 16 may be lifted by grabbing the rotor blade in said grabbing areas 20. A position of the grabbing areas 20 depends on the design of an internal supporting structure of the rotor blade 16.

Commonly, a position of a grabbing area 20 is defined by a length along a span of the rotor blade, which is D1 for the grabbing areas 20 near the wing flange 22 and D2 for the grabbing areas 20 near the wing tip 23. Furthermore, a position of the grabbing areas 20 is defined by a distance from a geometrical center of the blade which is E1 for the grabbing areas 20 near the tailing edge 25 of the wing 16 and which is E2 for the grabbing areas 20 near the leading edge 27 of the rotor blade 16. The parameters E1, E2, D1, D2 are typically known from a data sheet of the rotor blade 16.

Determination of the position of the grabbing areas 20 has to be performed once in a lifetime of a rotor blade 16, in an ideal situation. Marks are applied directly onto the suction surface 18 of the rotor blade so as to indicate a position of the grabbing areas 20. Naturally, the same applies to the grabbing areas 20 which are arranged on the opposite pressure surface (not shown) of the rotor blade 16.

According to an embodiment of the invention, the marks are generated by help of a dummy pad. This dummy pad is identical in size when compared to the pads 10 of the lifter 2. A dummy pad may be positioned at a respective one of the positions in the grabbing area 20 and a fluorescent paint may be applied on the surface 18 of the rotor blade 16. A mark 24, which are indicative of a position of the grabbing areas 20 may be provided. According to the embodiment in FIG. 1b, the mark 24 is a painted contour of the dummy pad. Preferably, a UV-paint is applied for generation of the markings 24.
For handling of the rotor blade 16 by help of the lifter 2, the antagonistic arms 81a, 81b, 82a, 82b are opened, as it is indicated by arrows 26. The lifter 2 is approximately positioned with respect to the grabbing areas 20, for example by a rough estimation of an operator of the lifter 2. Light sources 12 and the detectors 14 may be activated if the lifter 2 approaches the surface 18 of the rotor blade 16. In particular, this may be performed automatically, by help of the proximity sensors 11 which are mounted on the lifter 2. The fluorescent contour of the dummy pad, which is the mark 24, is visible in a video transmission. The lifter 2 and the grabbing jaws 81, 82 and in particular the pads 10 may be aligned with respect to the markings 24 and the grabbing areas 20. A contact between the pads 10 and the grabbing areas 20 of the rotor blade 16 is provided after successful alignment. This may be performed under permanent visual inspection or video control which is based on visual data that is captured by the sensors 14. The lifter 2 may be fixed to the rotor blade 16 within a short period of time even if the rotor blade 16 is mounted on a wind generator.

Although the invention has been described hereinabove with reference to specific embodiments, it is not limited to these embodiments and no doubt further alternatives will occur to the skilled person that lie within the scope of the invention as claimed.
CLAIMS

1. A lifter for handling a rotor blade of a wind turbine, the lifter comprising at least one device, in particular a grabbing jaw, for contacting an outer surface of the rotor blade in a predetermined grabbing area, wherein the outer surface of the rotor blade comprises at least one invisible mark which indicates a position of the at least one grabbing area, wherein the lifter further comprises a detector for detecting the invisible mark.

2. A lifter according to claim 1, wherein the detector is provided with an optical filter for visualizing the invisible mark.

3. A lifter according to claim 1 or 2, further comprising at least one light source which is configured for illumination of an area of the surface of the rotor blade which comprises at least one of the grabbing areas including the invisible mark which indicates the position of the at least one grabbing area, wherein the light source is configured for emission of light for visualizing the invisible mark.

4. A lifter according to anyone of the preceding claims, wherein the light source is configured for emission of light having a wavelength outside the visible spectrum.

5. The lifter according to claim 4, wherein the light source is a UV-lamp or an IR-lamp and the detector for visual inspection is a camera, in particular a camera for detection of light in the visible spectrum.

6. The lifter according to claim 4 or 5, further comprising a control unit which is configured to activate the detector for visual inspection and/or the light source when the value for a distance and/or a value for an acceleration and/or a value for an inclination exceeds a predetermined threshold.

7. A method of handling a rotor blade of a wind turbine, the method comprising the steps of:
   a) detecting a displacement between a grabbing device, in particular a pad of a lifter having a grabbing jaw, and a grabbing and an invisible mark which is indicative of a position of the grabbing area, wherein detection this is performed using a detector for visual inspection,
   b) positioning the grabbing device of the lifter in the grabbing area,
c) grabbing the rotor blade by establishing a contact between the grabbing device and the grabbing area.

8. The method according to claim 7, wherein the step of detecting a displacement by visual inspection further comprises arranging a filter in front of the detector for visual inspection so as to allow visualizing of the invisible mark.

9. The method according to claim 7 or 8, further comprising the step of: illuminating a surface area of the rotor blade, said area comprising the grabbing area and an invisible mark which is indicative of a position of the grabbing area.

10. A method of marking at least one predetermined grabbing area on a surface of a rotor blade, the method comprising the step of generating a mark on the surface of the rotor blade by applying a long term resistant invisible paint or label directly on the surface of the rotor blade.

11. The method according to claim 10, wherein a fluorescent and / or luminescent paint or ink is directly applied on the surface of the rotor blade and / or a long term resistant fluorescent and / or luminescent adhesive label is directly applied on the surface of the rotor blade.

12. The method according to claim 10 or 11, wherein the step of applying the mark on the surface of the rotor blade comprises, positioning a dummy pad in one of the predetermined grabbing areas and applying the paint or label on the surface of the rotor blade so as to generate a mark which surrounds the grabbing area and which is the contour of the dummy pad.

13. A rotor blade for a wind generator, the rotor blade having a surface comprising at least one grabbing area and at least one invisible mark which is indicative of a position of the at least one grabbing area.

14. The rotor blade according to claim 13, wherein the at least one mark comprises fluorescent and / or luminescent material.

15. A system comprising a lifter according to anyone of claims 1 to 6 and a rotor blade according to one of claim 13 or 14.
### INTERNATIONAL SEARCH REPORT

**International application No**

PCT/EP2013/069198

#### A. CLASSIFICATION OF SUBJECT MATTER

INV. B66C13/46 F03D1/00 B66C1/10

ADD.

According to International Patent Classification (IPC) into both national classification and IPC

#### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

F03D B66C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

#### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2011/050999 AI (SI EMENS AG [DE]; HI LLIGSOE PEDER R [DK]) 5 May 2011 (2011-05-05) page 2, line 31 - line 37 page 3, line 24 - line 32 page 8, line 14 - page 9, line 5 figures 1, 4, 8 -----</td>
<td>1-9, 13-15</td>
</tr>
</tbody>
</table>

- Further documents are listed in the continuation of Box C.
- See patent family annex.

**Date of the actual completion of the international search**

3 February 2014

**Date of mailing of the international search report**

10/02/2014

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax. (+31-70) 340-3016

**Authorized officer**

Lux, Ralph

Form PCT/ISA2/10 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DE 36 06 363 AI (KRUPP GMBH [DE] VULKAN KOCKS GMBH [DE]) 3 September 1987 (1987-09-03) col umn 2, line 44 - line 63 col umn 3, line 5 - line 13 figures 1, 4, 5, 6</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 2012/098283 AI (MAJ KARL AAGE [DK] ET AL) 26 April 1 2012 (2012-04-26) paragraphs [0001], [0028], [0035] figures 1, 2, 3</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>CN 102 135 776 B (ZEZIAO JI; HAOYUAN YI; XU WANG XI; ZEXIAO; HAOYUAN YI; XU WANG) 13 June 2012 (2012-06-13) the whole document</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (continuation of second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2011050999 A1</td>
<td>05-05-2011</td>
<td>DE 112010004168 T5</td>
<td>27-12-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011050999 A1</td>
<td>05-05-2011</td>
</tr>
<tr>
<td>US 2011067353 A1</td>
<td>24-03-2011</td>
<td>US 2011067353 A1</td>
<td>24-03-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013239491 A1</td>
<td>19-09-2013</td>
</tr>
<tr>
<td>US 2011067795 A1</td>
<td>24-03-2011</td>
<td>CN 102016297 A</td>
<td>13-04-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2283230 A2</td>
<td>16-02-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2385285 T3</td>
<td>20-07-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011067795 A1</td>
<td>24-03-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009109619 A2</td>
<td>11-09-2009</td>
</tr>
<tr>
<td>DE 3606363 A1</td>
<td>03-09-1987</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2012098283 A1</td>
<td>26-04-2012</td>
<td>CA 2760231 A1</td>
<td>04-11-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 102438932 A</td>
<td>02-05-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 2424811 T3</td>
<td>27-01-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2424811 A1</td>
<td>07-03-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 596684 A</td>
<td>28-03-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012098283 A1</td>
<td>26-04-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010124744 A1</td>
<td>04-11-2010</td>
</tr>
<tr>
<td>CN 102135776 B</td>
<td>13-06-2012</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>