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To all whog, it may concern: 
i.e. it known that I. JoHANN MLADER, a subject of the Emperor of Austria-ilungary, 

'esiding it i'ague, Kgl. Weinberge, in the 
fill pire of Austria-Hungary, have invented 
certain new and useful improvements in or 
Irelating to Electric Signaling, of which the 
following is a specification. 
This invention relates to a device for elec 

tric transmission at a distance of signs or 
signals by induction currents of opposite 
polarity (in pulses), and comprises a re 
ceiver in which a constant device, moved in 
a well known manner by induction currents 
f Opposite polarity maintains (owing to 

the 'esidual magnetism existing in the para 
imaginetic portions of the receiver) the al 
tel'ed state of the local circuit as long as no 
new indiction current influences the said 
contact device. The characteristic working 
feature of this receive as compared to the 
Ordinary relay is therefore the circumstance 
that the line carries current only at the be 
ginning and at the end of a signal, while 
thei'e is no cli'i'ent during the dilation of the signal. 

In the accompanying du'awings, Figures 1 
and 3 are Well known colnnection diagrahas 
for electric transmission at a distance, and 
Fig. 2 shows a construction of the receiver 
in closs-section. 
The said i.eceiver consists of a coil S in the 

inner Socket h of which is mounted a fixed 
iron cole e and an adjustable iron core f 
The two iron cores are connected by means 
of suitable wires to the local battery L or to 
the indicator apparatus. Between the two 
iron cores e and f is arranged a sensitive ad 
justable contact device, for instance, a spiral 
spring F. 
The working of the receiver apparatus is 

explained by the contact device occupying a 
position of l'est depending on the polar at 
traction due to the residual magnetism and 
on a counter force (for instance the elastic 
ity of the contact device itself, or of its sus 
pension mechanism etc.) a current impulse 
which for instance reduces the strength of 
the pole and therefore the attraction, bring 
ing the said contact device out of its posi 
tion of rest in such a manner that the oppo 
site poles al'e moved apart, and the contact 
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device is brought into a new position of rest 
depending, on the one hand, on the polar at 
traction reduced now by the decrease of the 
i'esidual magnetism, and the increase of the 
distance between the poles, and on the other 
hand, on the counter force already men 
tioned. The second current impulse in the 
opposite direction brings about the increase 
of the residual magnetism and of the polar 
attraction, by means of which the contact 
device is again brought into the original po 
sition of l'est. 

In one position of rest the local circuit is 
closed, and in the othel opened. 

in the construction shown in Fig. 2, the 
closing of the circuit in one position of rest 
is effected by the spiral spring contact rest 
ing direct against the cores e and f, and the 
interruption of cul'rent in the other position 
of rest is due to the contact device standing 
away from the two cores. 
According to Fig. 1, the line circuit com 

prises a battery B, a key T and an induction 
coil J the primary winding of which is con 
nected to the battery and the key, while the 
secondary winding is connected by means 
of the line to the receiver S. The induction 
coil can be replaced by a simply Wound coil 
of high self-induction connected in a suitable 
manner with the battery and the key in the 
line circuit. 

In the construction illustrated in Fig. 3, 
a current impulse in the line circuit is ob 
tained by bringing the key T. nearer to and 
faither away from an electromagnet E, so 
that the working movement here is similar 
to that of telegraph keys. 
What I claim as my invention and desire 

to secure by Letters Patent is:- 
1. In a receiver for electric transmission 

at a distance of signs and signals by in 
pulses of induced currents of opposite po 
larity the combination with the magnetic 
parts of the receiver of a sensitive easily 
springing contact device which is maintained 
by the residual magnetism of the magnetic 
parts of the receiver in the position given 
to it by a current impulse for the purpose of 
altering the state of the local circuit. 

2. The combination with a receiver for 
electric transmission at a distance of signs 
and signals by impulses of induced currents 
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of opposite polarity, and which comprises 
magnetic parts and a sensitive easily spring 
ing contact device maintained by the residual 
magnetism of the magnetic parts of the re 
ceiver in the position given to it by a current 
impulse, of apparatus for producing current 
impulses provided with one or more coils, 
and a key lever. 

In testimony whereof I have signed my 
name to this specification in the presence of 3 
two subscribing witnesses. 

JOHANN MLADEK. 
Witnesses: 

ADOLPH. FISCHER, 
ARTHUR SCHWEINBURG. 


