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4 Claims. (C. 211–89) 
This invention relates generally to holders and 

particularly to a holder for implements, Such as 
knives, Screwdrivers, chisels, auger bits and simi 
lar devices. 
Themain object ofthis invention is to provide 

an inexpensive form of holder which Will Securely 
hold implements of widely varying thickness. 
The Second object is to so construct the holder 

that it may hold a plurality of tools at the same 
time and that the Space in the holder Will be 

- divided among the various tools in proportion to 
the Space actually required by each tool. 
The third object is to So construct the holder 

that the implements may be inserted or with 
draWn Without injury to the implement or holder 
and with a uniform holding pressure being ex 
erted againstall of the implements. 
These and other objects are accomplished in 

the manner Set forth in the following Specifica 
tion aS illustrated by the accompanying draW 
ing, in Which: » 

Fig. 1 is a perspective View of a holder showing 
a ScrewdriVer being held thereby. 

Fig. 2 is a Section taken along the line 2–2 in 
Fig. 1. » 

Fig. 3 is a perspective view of one end holding 
unit. • 

Fig. 4 is a perspective view of one intermediate 
holding unit. 

Fig. 5 is a fragmentary view of one end of the 
holder base Showing the manner of inserting the 
endgate. * 

Like numbers of reference refer to the same or 
Similar parts throughout the several views. 
Referring in detail to the Grawing, there is 

Shown an elongated channel consisting of a bot 
tom i?t having Sides and inturned edges 2 
provided With notches 3. 

In Fig. 4 is shown the form of intermediate 
holding block i?t of Sponge rubber or other very 
resilient material, on opposite sides of which are 
Secured the face plates 5 whose Shanks 6 ex 
tend into the base between the sides I and the 
notches l engage the inturned edges 2. 
The jaw ends i8 of each plate 5 extend beyond 

the face 19 of the block 4 and are inclined some 
What from the face 5. 
The blocks 4 and their face plates 15 are 

Slidable within the channel Walls i. 
At each end of a row of blocks A is placed a 

block 20, as shown in Fig. 3, having but one face 
plate 5 although two may be used if desired. 
The blocks are held in the channel by the end 

gates 2I having the rounded end 22 which can 
paSS betWeen the Sides . 
The end 23 is provided with a hole 24 for a 

fastening Screw (not shown). The end 23 can 
PaSS doWNWardly through the notches 13 and the 
end 22 is bent inwardly, as shown in Fig. 5, to ex 
pOSethe hole 2. 
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It can be Seen that When an implement like a. 

Screw driver 25 is in Serted betWeel a pair Of face 
plates 5 they engage the screwdrivershank using 
the edges 26 as a line of contact. When this in 
sertion is made all of the other blocks 4 are 
moved slightly until the preSSure on all of the 
blocks is equalized. 
This insures a uniforn holding action On all 

of the tools or implements held in the holder. 
| claim: 

1. A. holder comprising an elongated channel 
having inturned edges, a plurality of resilient 
blocks Slidably mounted on Said channel and face 
plates having shanks with notches engaging the 
inturned edges of the channel Secured to Opposite 
sides of said blocks normal to Said channel, Said 
face plates having jaWs extending therefrom in 
clined away from the outer faces of the plates. 

2. A holder comprising an elongated channel 
having the edges of the Sides of the channel in 
turned, laterally notched face plates engaging 
Said inturneid edgeS and Slidable therebetWeen, re 
silient blocks between and Secured to each ad 
jacent pair of piates and means for confining said 
blocks and plates Within Said channel. 

3. A holder for implementSconprising a chan 
nel, a series of face plates slidable within said 
channel, resilient blocks between and Secured to 
pairs of adjacent plates, the plates of each pair 
flaring outWardly beyond the blocks and means 
for confining all of the blocks and plates Within 
Said channel. 
- 4. In a holder of the class deScribed, a channel 
having inturned edges, the inturned portions of 

5 each edge hawing notches cut therein near the 
end of the channel, and an endgate of ductile 
metal mounted in Said channel capable of paSS 
ing through Said notches and out of the end of 
the channel and to form a coSUre for the eld 
of Said channel. 
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