INVERTER APPARATUS FOR DRIVING A COMPRESSOR MOTOR AND A METHOD FOR MANUFACTURING THE APPARATUS

A rectifier circuit (3) and a switching circuit (6) are mounted on a board (30). The board (30) is contained in a case (10) along with one or more capacitors (4, 5). In particular, the capacitors (4, 5) are laid sideways in the case (10).
patent (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European patent (AT, BE, CH, CY, DE, DK, ES, FI, FR, GB, GR, IE, IT, LU, MC, NL, PT, SE), OAPI patent (BF, BJ, CF, CG, CI, CM, GA, GN, GW, ML, MR, NE, SN, TD, TG). For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.

Published:
— With international search report.
DESCRIPTION

INVERTER APPARATUS FOR DRIVING A COMPRESSOR MOTOR AND A METHOD FOR MANUFACTURING THE APPARATUS

Technical Field

The present invention relates to an inverter apparatus for driving a compressor motor, which is a component of a refrigerator, an air conditioner, or the like.

Background Art

An inverter apparatus is used to drive a compressor motor mounted in a refrigerator, an air conditioner, or the like.

The inverter apparatus comprises a board, a rectifier circuit mounted on the board, one or a plurality of smoothing capacitors mounted on the board, and a switching circuit mounted on the board.

The rectifier circuit rectifies the voltage of an AC power source. The smoothing capacitor smooths a DC voltage output from the rectifier circuit. The switching circuit converts the DC voltage smoothed by the smoothing capacitor to an AC voltage.

The board is contained in a case, and fixed thereto by screws. The case is contained in an electric component box.

Recently, the components constituting the rectifier circuit and the switching circuit described
above have been compact, and the heights of the
components on the board have been considerably reduced.

A cylindrical electrolytic capacitor is used as
the smoothing capacitor. Since the electrolytic
capacitor has a height greater than those of the
other components, it projects higher than the other
components, when it is mounted on the board. For this
reason, the height of the electric component box is
determined in accordance with the height of the
electrolytic capacitor. Therefore, although the
components of the rectifier circuit and the switching
circuit become compact, it is difficult to downsize the
apparatus as a whole, because of the existence of the
electrolytic capacitor.

Disclosure of Invention

An object of the present invention is to provide
an inverter apparatus with a low height, so that the
apparatus as a whole can be downsized.

An inverter apparatus of the present invention
comprises:

a board;

a rectifier circuit, mounted on the board, for
rectifying an AC voltage;

at least one cylindrical capacitor for smoothing
a voltage output from the rectifier circuit, the
capacitor having at a first end a gas-draining portion
which is opened when an internal gas pressure is
increased;

a switching circuit, mounted on the board, for converting the voltage smoothed by the capacitor to an AC voltage; and

a case having a first region for containing the board and a second region for containing the capacitor laid sideways, and ensuring in front of the gas-draining portion a space necessary for the gas-draining portion of the capacitor contained in the second region to open.

Brief Description of Drawings

FIG. 1 is a block diagram of an electric circuit of a first embodiment of the present invention;

FIG. 2 is an exploded perspective view of the first embodiment;

FIG. 3 is a top view showing the structure of the first embodiment;

FIG. 4 is a cross-sectional view taken along the line A-A in FIG. 3 as viewed from the direction of the arrow;

FIG. 5 is a perspective view showing a state in which the case of the first embodiment is filled with resin;

FIG. 6 is a perspective view showing a state in which the electrolytic capacitor is contained in the case of the first embodiment;

FIG. 7 is a perspective view showing the structure
of a main part of a second embodiment of the present invention;

FIG. 8 is a perspective view showing the structure of a main part of a third embodiment of the present invention;

FIG. 9 is a perspective view showing the structure of a main part of a fourth embodiment of the present invention;

FIG. 10 is a cross-sectional view taken along the line B-B in FIG. 9 as viewed from the direction of the arrow;

FIG. 11 is a perspective view showing the structure of a main part of a fifth embodiment of the present invention;

FIG. 12 is a perspective view showing the structure of a main part of a sixth embodiment of the present invention;

FIG. 13 is a perspective view showing the structure of a main part of a seventh embodiment of the present invention;

FIG. 14 is a perspective view showing the structure of a main part of an eighth embodiment of the present invention;

FIGS. 15 to 18 are cross-sectional views showing the structure of a main part of a ninth embodiment of the present invention.
Best Mode for Carrying Out the Invention

[1] A first Embodiment will be described.

As shown in FIG. 1, an inverter apparatus 2 is connected to a commercial AC power source 1. An output terminal of the inverter circuit 2 is connected to a compressor motor CM.

The inverter apparatus 2 comprises a rectifier circuit 3 for rectifying a voltage of the commercial AC power source 1; smoothing capacitors, for example, electrolytic capacitors 4 and 5, for smoothing an output voltage of the rectifier circuit 3; a switching circuit 6 for converting a DC voltage smoothed by the electrolytic capacitors 4 and 5 to a three-phase AC voltage by turning on and off a plurality of switching elements; a transformer 7 for stepping down the voltage of the commercial AC power source 1; a controller 8 operated by a voltage on the secondary side of the transformer 7; and a rotational position detecting sensor 9 for detecting a rotational position of a rotor of the motor CM.

The controller 8 turns on and off the switching elements of the switching circuit 6 in the order corresponding to a detection result of the rotational position detecting sensor 9. This drive control causes the switching circuit 6 to output a three-phase AC voltage of a predetermined frequency. The motor CM is operated by this output.
FIGS. 2 to 4 show a detailed structure of the inverter apparatus 2. FIG. 2 is an exploded perspective view, FIG. 3 is a top view, and FIG. 4 is a cross-sectional view taken along the line A-A in FIG. 3 as viewed from the direction of the arrow.

The rectifier circuit 3, the switching circuit 6, the transformer 7 and the controller 8 are mounted on a board 30 having a rectangular cutout portion 30a. An electrically conductive pattern for connecting the aforementioned electric components on the board 30 is printed on the lower surface of the board 30. The cutout portion 30a has a size substantially corresponding to the area occupied by the electrolytic capacitors 4 and 5 in the state where they are laid sideways.

The board 30 is contained in a case 10 along with the electrolytic capacitors 4 and 5.

The electrolytic capacitors 4 and 5 are cylindrical, and have, at first ends thereof, gas-draining portions 4a and 5a for discharging gas when the internal gas pressure is increased by a rise in ambient temperature, or the like. The gas-draining portions 4a and 5a are made of film members for closing the first ends of the electrolytic capacitors 4 and 5, each film member having a plurality of cuts extending from a central portion to the periphery. When the internal gas pressures of the electrolytic capacitor 4 and 5 are increased, the film members are elastically
deformed to open. Due to this opening, the high pressure gas in the electrolytic capacitor 4 or 5 is discharged out.

Lead wires 4b are drawn from the other end (bottom portion) of the electrolytic capacitor 4 and lead wires 5b are drawn from the other end (bottom portion) of the electrolytic capacitor 5.

The case 10 comprises a rectangular bottom plate 11; a frame-shaped side wall 12 formed on the periphery of the bottom plate 11; partition plates 13 and 14, formed on the bottom plate 11, for partitioning the upper surface of the bottom plate 11 into a first region 21 and a second region 22; and board supporting members 15 formed in the first region 21. An end of the partition plate 14 is fitted in a groove 13a of the partition plate 13, and the other end thereof is fitted in a groove 12a of the side wall 12, so that the partition plate 14 is retained.

The first region 21, for storing the board 30, has substantially the same shape as that of the board 30. When the board 30 is contained in the first region 21, it is supported by the board supporting members 15. By this support, a gap between the board 30 and the bottom plate 11 of the case 10 is maintained.

The second region 22, for containing the electrolytic capacitors 4 and 5 laid sideways, has substantially the same shape as that of the cutout
portion 30a of the board 30. After the electrolytic capacitors 4 and 5 are contained in the second region 22, the partition plate 14 is attached. A lower portion of the partition plate 14 has grooves 14a to allow passage of the lead wires 4b of the electrolytic capacitor 4 and the lead wires 5b of the electrolytic capacitor 5.

The lead wires 4b and 5b are guided to the first region 21 through the grooves 14a of the partition plate 14, bent at substantially right angles in the first region 21 and connected to the electrically conductive pattern of the board 30.

In the state where the electrolytic capacitors 4 and 5 are contained in the second region 22, a space 23 is provided in a position corresponding to the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5 (between the gas-draining portions 4a and 5a and the inner surface of the side wall 12). The space 23 has a depth D necessary for the film members constituting the gas-draining portions 4a and 5a to be elastically deformed and opened.

As shown in FIG. 5, resin, for example, urethane resin 24, is filled in the gap between the lower surface of the board 30 and the bottom plate 11 of the case 10 and above the board 30 to a certain thickness, for example, 1.6 mm or more. Some of the electric parts on the board 30 are buried in the urethane
resin 24.

Since the urethane resin 24 is filled as described above, the electric parts mounted on the board 30 can be protected from moisture and dust. In addition, the board 30 can be electrically insulated. Moreover, it is ensured that the board 30 is fixed to the case 10.

The lead wires 4b and 5b of the electrolytic capacitors 4 and 5 contained in the second region 22 are inserted in the first region 21 through the grooves 14a of the partition plate 14, and buried in the urethane resin 24, as shown in FIG. 6. Since the lead wires 4b and 5b are retained in this way on the side of the first region 21, the space 23 with the constant depth D is always maintained between the gas-draining portions 4a and 5a and the inner surface of the side wall 12. Owing to the existence of the space 23 with the constant depth D, the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5 can be opened to discharge the high-pressure gas at any time without fail.

In particular, since the electrolytic capacitors 4 and 5 are laid sideways in the case 10, the height of the electric component box for storing the case 10 can be reduced. Consequently, the apparatus as a whole can be downsized.

[2] A second embodiment will be described.

As shown in FIG. 7, a positioning member 25 is
formed integral with the upper end of a portion of the side wall 12, to which the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5 are opposed.

The positioning member 25 contacts with the circumferential surfaces of the electrolytic capacitors 4 and 5, thereby restricting flotation and positional deviation of the electrolytic capacitors 4 and 5. This restriction further ensures that the space 23 with the constant depth D is maintained.

The other structures and functions are the same as those of the first embodiment.

The positioning member 25 may be formed independent of the side wall 12, and attached to the side wall 12 when required.


As shown in FIG. 8, four electrolytic capacitors 41, 42, 43 and 44 are used in place of the electrolytic capacitors 4 and 5. In this embodiment, recesses 26 for respectively positioning the electrolytic capacitors are formed side by side in the second region 22. The recesses 26 have curved surfaces having curvatures the same as those of the circumferential surfaces of the electrolytic capacitors. The recesses 26 restrict movement of the electrolytic capacitors in radial directions.

The other structures and functions are the same as those of the first embodiment.

As shown in FIG. 9, the partition plates 13 and 14 are removed and the urethane resin 24 is filled also in the second region 22. The purpose of this structure is to fix the electrolytic capacitors 4 and 5 to the case 10.

In this case, the amount of the urethane resin 24 filled around the electrolytic capacitors 4 and 5 is restricted to ensure that the gas-dRAINING portions 4a and 5a of the electrolytic capacitors 4 and 5 are openable.

More specifically, as shown in FIG. 10, the thickness of the urethane resin 24 on the bottom plate 11 of the case 10 is set to a predetermined value ranging from 1.6 mm to about one thirds the diameter \( \phi \) of the electrolytic capacitors 4 and 5.

The other structures and functions are the same as those of the first embodiment.

[5] Fifth Embodiment

As shown in FIG. 11, a cap 27 is fit to an end (the gas-dRAINING portion 4a) of the electrolytic capacitor 4. As a result, a space 23 having a constant depth \( D \) is maintained between the gas-dRAINING portion 4a and the inner bottom of the cap 27. The same cap 27 is fit also to an end (the gas-dRAINING portion 5a) of the electrolytic capacitor 5. As a result, a space 23 having the constant depth \( D \) is maintained between the
gas-draining portion 5a and the inner bottom of the cap 27.

The electrolytic capacitors 4 and 5 with the caps 27 as described above are contained in the second region 22.

The partition plates 13 and 14 are not provided. Not only the first region 21 but also the second region 22 of the case 10 are filled with the urethane resin 24. The purpose of the urethane resin 24 filled in the second region 22 is to fix the electrolytic capacitors 4 and 5 to the case 10.

Even when the second region 22 is filled with the urethane resin 24, the urethane resin 24 does not enter the caps 27. The spaces 23 having the constant depth D necessary for the gas-draining portions 4a and 5a to open are maintained inside the respective caps 27.

The other structures and functions are the same as those of the first embodiment.

[6] Sixth Embodiment

As shown in FIG. 12, recesses 12b are formed in the side wall 12 of the case 10. The first ends (the gas-draining portions 4a and 5a) of the electrolytic capacitors 4 and 5 are respectively put in the recesses 12b.

The partition plates 13 and 14 are not provided. Not only the first region 21 but also the second region 22 of the case 10 are filled with the urethane resin
24. The purpose of the urethane resin 24 filled in the second region 22 is to fix the electrolytic capacitors 4 and 5 to the case 10.

Even when the second region 22 is filled with the urethane resin 24, the urethane resin 24 does not close the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5, since the first ends (the gas-draining portions 4a and 5a) of the electrolytic capacitors 4 and 5 are put on the recesses 12b and exposed to the outside of the case. Since neither the urethane resin 24 nor the side wall 12 is present in front of the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5, sufficient space to allow the gas-draining portions 4a and 5a to open is ensured.

The other structures and functions are the same as those of the first embodiment.

[7] Seventh Embodiment

As shown in FIG. 13, openings 12c are formed in the side wall 12 of the case 10. The first ends (the gas-draining portions 4a and 5a) of the electrolytic capacitors 4 and 5 are respectively fitted to the opening 12c.

The partition plates 13 and 14 are not provided.

Not only the first region 21 of the case 10 but also the second region 22 are filled with the urethane resin 24. The purpose of the urethane resin 24 filled in the
second region 22 is to fix the electrolytic capacitors 4 and 5 to the case 10.

Even when the second region 22 is filled with the urethane resin 24, the urethane resin 24 does not close the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5, since the first ends (the gas-draining portions 4a and 5a) of the electrolytic capacitors 4 and 5 are fitted to the opening 12c and exposed to the outside of the case. Since neither the urethane resin 24 nor the side wall 12 is present in front of the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5, sufficient space to allow the gas-draining portions 4a and 5a to open is ensured.

The other structures and functions are the same as those of the first embodiment.

[8] Eighth Embodiment

As shown in FIG. 14, an inclined member 28 which is gradually higher toward the side wall 12 is provided in the second region 22. The electrolytic capacitors 4 and 5 are mounted on the inclined member 28 such that a space 23 having a constant depth D is maintained between the side wall 12 and the electrolytic capacitors 4 and 5.

The partition plates 13 and 14 are not provided. Not only the first region 21 of the case 10 but also the second region 22 are filled with the urethane resin.
24. The purpose of the urethane resin 24 filled in the second region 22 is to fix the electrolytic capacitors 4 and 5 to the case 10.

Even when the second region 22 is filled with the urethane resin 24, the urethane resin 24 does not close the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5, since the first ends (the gas-draining portions 4a and 5a) of the electrolytic capacitors 4 and 5 are located on the highest portion of the inclined member 28. Therefore, sufficient space to allow the gas-draining portions 4a and 5a to open is ensured in front of the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5.

The other structures and functions are the same as those of the first embodiment.

[9] Ninth Embodiment

As a first step, the electrolytic capacitors 4 and 5 are contained in the second region 22, as shown in FIG. 15. In this case, a space 23 with the constant depth D is ensured between the first ends of the electrolytic capacitors 4 and 5 (the gas-draining portions 4a and 5a) and the inner surface of the side wall 12.

As a second step, a jig 40 is inserted in the space 23, as shown in FIG. 16. In this case, the jig 40 is fully pressed until the lower end of the jig 40 is completely brought into contact with the bottom
plate 11 of the case 10. The width of the jig 40 is equal to the depth D of the space 23.

As a third step, as shown in FIG. 16, the urethane resin 24 is filled in the first and second regions 21 and 22 of the case in the state where the jig 40 is fitted in the space 23. The purpose of the urethane resin 24 filled in the second region 22 is to fix the electrolytic capacitors 4 and 5 to the case 10.

As a fourth step, as shown in FIG. 18, the jig 40 is extracted, after the filled urethane resin 24 is completely cured.

After the jig 40 is extracted, space 23 containing no urethane resin 24 is provided. In other words, sufficient space to allow the gas-draining portions 4a and 5a to open is ensured in front of the gas-draining portions 4a and 5a of the electrolytic capacitors 4 and 5.

The other structures and functions are the same as those of the first embodiment.

[10] In the above embodiments, two or four electrolytic capacitors are used as smoothing capacitors. However, the number of electrolytic capacitors is not limited. Further, the resin filled in the case is not limited to urethane resin, but another kind of resin can be used.

The present invention is not limited to the above embodiments, but can be modified variously without
changing the gist of the invention.

Industrial Applicability

The present invention is applicable to not only driving a compressor motor but the motor of another kind of apparatus.
1. An inverter apparatus comprising:
   a board;
   a rectifier circuit, mounted on the board, for rectifying an AC voltage;
   at least one cylindrical capacitor for smoothing a voltage output from the rectifier circuit, the capacitor having at a first end a gas-draining portion which is opened when an internal gas pressure is increased;
   a switching circuit, mounted on the board, for converting the voltage smoothed by the capacitor to an AC voltage; and
   a case having a first region for containing the board and a second region for containing the capacitor laid sideways, and ensuring in front of the gas-draining portion a space necessary for the gas-draining portion of the capacitor contained in the second region to open.

2. An apparatus according to claim 1, further comprising resin filled in the first region of the case and in a portion above the board contained in the first region.

3. An apparatus according to claim 1, further comprising resin filled in the first region of the case and in a portion above the board contained in the first region to at least a predetermined thickness.
4. An apparatus according to claim 1, wherein the case has a rectangular bottom plate; a side wall surrounding a peripheral portion of the bottom plate; and partitioning plates, mounted on the bottom plate, for partitioning an upper surface of the bottom plate into the first region and the second region.

5. An apparatus according to claim 1, further comprising a positioning member for restricting flotation and positional deviation of the capacitor contained in the second region of the case.

6. An apparatus according to claim 1, further comprising resin filled in the second region of the case in a state where the capacitor is contained in the second region.

7. An apparatus according to claim 1, further comprising:
   a cap fitted to the first end of the capacitor, having a space therein necessary for the gas-draining portion of the capacitor to open; and
   resin filled in the second region of the case in a state where the capacitor is contained in the second region.

8. An apparatus according to claim 1, wherein the case allows the first end of the capacitor to be exposed outside the case in order to ensure the space necessary for the gas-draining portion of the capacitor contained in the second region to open.
9. An apparatus according to claim 1, further comprising:
   an inclined member, provided in the second region, for setting the first end of the capacitor contained in
   the second region higher than a second end thereof; and
   resin filled in the second region of the case in a state where the capacitor is contained in the second
   region.

10. A method for manufacturing the apparatus according to claim 1, comprising:
   a first step of containing the capacitor in the case;
   a second step of inserting a jig in the space provided in the case;
   a third step of filling the case with resin in a state where the jig is inserted; and
   a fourth step of extracting the jig after the filled resin is cured.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 H02M7/00

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols):
IPC 7 H02M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic data base consulted during the international search (name of data base and, where practical, search terms used):
EPO-Internal, WPI Data, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 675 223 A (YOSHIZAWA KOUKI ET AL) 7 October 1997 (1997-10-07) abstract; figures 1-4</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 5 610 493 A (WIELOCH CHRISTOPHER J) 11 March 1997 (1997-03-11) abstract; figure 5</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>EP 0 688 092 A (HITACHI LTD) 20 December 1995 (1995-12-20) abstract; figures 1,2</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 2 525 436 A (DRY CELL) 10 October 1950 (1950-10-10) the whole document</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

Documentary of the actual completion of the international search
Date: 26 October 2000

Date of mailing of the international search report
Date: 03/11/2000

Authorized officer
Thissel, S
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 745 521 A (DE LIMA FILHO MANOEL S) 17 May 1988 (1988-05-17) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 4 617 611 A (MIURA KENGI ET AL) 14 October 1986 (1986-10-14) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5675223 A</td>
<td>07-10-1997</td>
<td>JP 8322264 A</td>
</tr>
<tr>
<td>US 5610493 A</td>
<td>11-03-1997</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8066050 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8098529 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 190154 B</td>
</tr>
<tr>
<td>US 2525436 A</td>
<td>10-10-1950</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1280811 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 59063178 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 62031811 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3377956 D</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0120971 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 8401468 A</td>
</tr>
</tbody>
</table>