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To all, whon, it may concern: 
Be it known that I, WILLIAM. N. HUNTER, 

a citizen of the United States, residing at 
Pleasant Ridge, in the county of Hamilton, 
State of Ohio, have invented a certain new 
and useful Improvement in Sash-Fasteners, 
of which the following is a specification. 
My invention is designed to be applied to 

window-sashes which slide up and down in 
the Window-casing; and the object is to hold 
the Sash at any desired point, as well as to 
Securely lock it thereat or when it is fully up 
or down. 
The improvement will be fully understood 

from the description which I will give, coupled 
with a reference to the accompanying draw 
ings, forming a part of this application, in 
which 
Figure 1 is a central longitudinal cross 

Section taken through the window casing and 
Sashes and shows my fasteners in position. 
Fig. 2 is an enlarged front view of the lock 
thrown so as to prevent the sash from being 
lowered. Fig. 3 is a detached view of the lock 
thrown so as to prevent the sash from being 
raised. Fig. 4 is a side view of the fastener. 
Fig. 5 is a horizontal cross-section taken 
through the sash and casing on the line at a 
of Fig. 1. 
A represents the window-casing as a whole, 

and B and C the respective top and bottom 
Sashes contained therein in the usual manner. 
D represents the glass panes secured in the 

Sashes. 
E is a slotted plate, which is inserted in the 

bead of the sash, which is in longitudinal 
line with the Window-casing. This plate also 
has a side slot at each end of the long slot, 
as seen in Fig. 1, but particularly in Fig. 4. 
F is the plate which is fastened in the box 

ing of the casing, forming a part of the plate. 
In the rear thereof is a lug or shoulder G, 
which is provided with an eye. S is a spring 

arm, which extends outwardly from the said 
lug, its inner end being pivotally connected 
to an angular piece J, whose ends are pro 
vided with teeth or projections, which latter 
are, however, inclined in the opposite direc 
tions, as seen in the various figures. These 
various parts being attached and connected 
to the sash and casing, as seen in the draw 
ings, it will readily be seen that by operating 
the arm S up or down it will so act upon 
its pivotally-connected toothed piece as to 
cause the latter to be wedged up against the 
sides of the sash, thereby holding it firmly at 
any point desired, either up or down. The 
incline of the teeth in opposite directions, it 
will be readily seen, is for the purpose of af 
fecting the ascent or descent of the sash, one 
end holding the sash when pushed in one di 
rection, the other in the opposite direction. 
By the use of my invention cords and 

weights are dispensed with, while the ease 
and facility with which it can be applied to 
windows and the ready manner of operating 
it will recommend its use. The sides of the 
Sash may be provided with a rack to engage 
with the teeth of the angular piece J; but 
this is not a necessity, as in time ridges are ; 
formed in the sliding rail of the sash, which 
Will answer the same purpose just as effect 
ively. 

I therefore claim 
In a sash-fastener, the grooved plate E, pro 

vided with the secondary keepers, the attach 
ing-plate F, and its connecting-arm G, in com 
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bination with the arm S and the pivoted an 
gular lock J, having teeth on its ends oppo 
sitely inclined, substantially as shown and de 
scribed, and for the purposes specified. 

WILLIAM N. . HUNTER. 
Witnesses: 

D. P. CowL, 
T. R. SHEPPARD. 


