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(54) Multifunctional portable electronic device and method for transmitting a particular graphical 
user interface to the display of a multifunctional portable electronic device

(57) The present invention relates to a multifunction-
al portable electronic device (1) comprising: a display (2);
at least one separate sensor (3) for measuring physical
parameters; transmission means (14) for receiving the
measured physical parameters; a battery (15); at least
one separate fixating device (4); connection means (8)
to physically connect the multifunctional portable elec-
tronic device (1) with the at least one separate fixating
device (4); identification means (12) to recognise the at

least one separate fixating device (4) after or during fix-
ation of the multifunctional portable electronic device (1)
at the at least one separate fixating device (4); a storage
device (11) for storing different graphical user interfaces
(16); transmittal means (13) to automatically transmit the
graphical user interface (16) belonging to the recognised
fixating device (4) to the display (2). Furthermore a meth-
od for transmitting a particular graphical user interface
(16) to the display (2) of a multifunctional portable elec-
tronic device (1) is described.
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Description

�[0001] The present invention relates to a multifunction-
al portable electronic device. Furthermore the present
invention relates to a method for transmitting a particular
graphical user interface to the display of a multifunctional
portable electronic device.
�[0002] At present when people are exercising outside,
for example running or cycling, they often have several
information and communication needs, like knowing the
time, hearing music, having a emergency call opportuni-
ty, knowing the running or cycling speed or distance,
knowing their heart rate, etc.. These several information
and communication needs are at present addressed by
different devices, for example a watch, a heart rate mon-
itor, a mobile telephone or a mp3-�player. This results in
having to carry several devices that combined are con-
sidered heavy, constrain movements due to different
methods of attachment, and are often poorly integrated,
for example music does not switch of when the mobile
telephone rings.
�[0003] It is known that a portable electronic device, like
a mobile telephone, comprises sensor means or the port-
able electronic device builds the hub for sensor means.
Portable electronic devices comprise displays to present
known and/or measured data and parameters. A mobile
telephone for example can be used as bike tachometer
for presenting the speed or the distance of the bike during
a trip with the bike. Therefore the graphical user interface
of the mobile telephone can be adapted to the needs of
a bike tachometer. The user has to adjust the graphical
bike user interface out of a menu.
�[0004] Pulse monitors can be worn at the wrist of a
person by using a wristband. The same pulse monitor
can be fixed at a handle bar holder of a bike. Therefore
the wristband has to be fixed at the handle bar holder.
Pulse monitors can have the function of a tachometer,
as well. On the display of such a pulse monitor the heart
rate is shown in one part of the display and the speed or
the distance is shown in another part of the display. In
the prior art monitoring devices for athletes are known
which measure the heart rate of an exerciser during a
sports performance. Such a monitoring device is for ex-
ample described in EP°1°195°135°B1. The monitoring
device comprises an electrode belt placed on the chest
and a wrist-�wore device for processing the received sig-
nal and for display of the heart rate. An athlete can there-
by monitor his heart rate on the display during exercise.
�[0005] Further, mobile telephones are known, where-
by the display is detachable. The EP°1°318 650°B1 dis-
close a foldable mobile telephone with a detachable dis-
play. It is known that the detachable display stays in con-
tact with the main unit after being detached. The contact
can be wireless.
�[0006] The disadvantage of the known multifunctional
portable electronic devices is that the presented graph-
ical user interface has to be adapted by the user himself,
if the user wants to see something special on the display.

The other disadvantage is that too much information is
shown at the same time on the display.
�[0007] The problem underlying the present invention
is thus to provide a multifunctional portable electronic
device and a method for transmitting a particular graph-
ical user interface to the display of a multifunctional port-
able electronic device which are able to automatically
adjust the graphical user interface on the display to match
the specific activity of the user or the specific need of the
user.
�[0008] The invention is based on the finding that this
problem can be solved by providing specific multifunc-
tional portable electronic devices. The multifunctional
portable electronic device can be built in that way that
the display builds the main part of the device.
�[0009] According to a first aspect the present invention
relates to a multifunctional portable electronic device
comprising: �

- a display,
- at least one separate sensor for measuring physical

parameters;
- transmission means for receiving the measured

physical parameters;
- a battery;
- at least one separate fixating device;
- connection means to physically connect the multi-

functional portable electronic device with the at least
one separate fixating device;

- identification means to recognise the at least one
separate fixating device after or during fixation of the
multifunctional portable electronic device at the at
least one separate fixating device;

- a storage device for storing different graphical user
interfaces and

- transmittal means to automatically transmit the
graphical user interface belonging to the recognised
fixating device to the display.

�[0010] The core of the invention is that the graphical
user interface adjusts automatically to the fixating device
after or during the fixation of the multifunctional portable
electronic device at the fixating device. The identification
means recognises the separate fixating device. The
transmittal means of the multifunctional portable elec-
tronic device comprises comparator means to compare
the recognised separate fixating device with known fix-
ating devices and transmits a specific graphical user in-
terface belonging to the recognised fixating device to the
display. Therefore the user of the multifunctional portable
electronic device gets a specific graphical user interface
in dependency of the recognised separate fixating de-
vice. The multifunctional portable electronic device au-
tomatically adjusts a specific graphical user interface to
the needs of the user of the multifunctional portable elec-
tronic device.
�[0011] The multifunctional portable electronic device
comprises at least one separate sensor for measuring

1 2 



EP 2 098 165 A1

3

5

10

15

20

25

30

35

40

45

50

55

physical parameters. Furthermore the multifunctional
portable electronic device comprises transmission
means for receiving the measured physical parameters.
The transmission means are advantageously wireless
transmission means for a wireless transmission of the
measured data from the at least one sensor to the mul-
tifunctional portable electronic device. The electrical
power is been provided by a battery. After the automat-
ically adjustment of the graphical user interface to the
display of the multifunctional portable electronic device
the user gets information belonging to the recognised
separate fixating device. Advantageously the multifunc-
tional portable electronic device comprises two or more
different separate fixating devices. Depending on the
separate fixating device, to which the multifunctional port-
able electronic device is been physically connected, to
user gets a specific graphical user interface for the rec-
ognised separate fixating device on the display of the
multifunctional portable electronic device. Depending on
the presented graphical user interface these parameters
are presented which belong to the graphical user inter-
face.
�[0012] The advantage of the multifunctional portable
electronic device is the automatically adjustment of the
graphical user interface on the display of the multifunc-
tional portable electronic device in dependency of the
separate fixating device. The multifunctional portable
electronic device presents the desired needs to the user,
without the need for doing an adjustment by the user
himself. That means the user does not have to search a
menu of the multifunctional portable electronic device for
a certain graphical user interface. The multifunctional
portable electronic device can give the user a choice be-
tween two or more graphical user interfaces belonging
to he one recognised separate fixating device.
�[0013] The connection means to physically connect
the multifunctional portable electronic device with the at
least one separate fixating device can be different. The
connection can be tied positively, for example with a
clamping connection, screw connection or the like. The
connection can be form closed, as well.
�[0014] The identification of the separate fixating device
can be done in several different ways. According to one
embodiment, the multifunctional portable electronic de-
vice is characterized in that the at least one separate
fixating device comprises identification markings, where-
in each fixating device has a individual identification
marking, and the identification means comprises sensor
means to recognise the identification markings of the at
least one separate fixating device. The sensor means
can be for example a pulse-, a proximity-, a pressure-, a
position-, a photo-, a infrared or a measuring sensor. Fur-
thermore the sensor means can be a circuit. The identi-
fication marking can be for example a barcode, a specific
construction or a shortcut. Shortcuts can be read by cer-
tain circuits.
�[0015] Preferred is a multifunctional portable electron-
ic device, wherein the individual identification marking

are arranged at connector pins at the at least one sepa-
rate fixating device. The individual identification marking
can be shortcuts on the connector pins, which can be
read for example with a digital circuit. Each separate fix-
ating device has different shortcuts on the connection
pins representing the identification marking of that fixat-
ing device.
�[0016] Another preferred multifunctional portable elec-
tronic device is characterized in that the at least one sep-
arate fixating device comprises a RFID-�tag, which stores
an individual identification marking, and the identification
means of the multifunctional portable electronic device
comprises an antenna and a transceiver for reading out
the individual identification marking of the RFID-�tag.
RFID means Radio Frequency Identification. The anten-
na of the multifunctional portable electronic device emits
radio signals to activate the RFID-�tag of the separate
fixating device and to read data from the tag. The trans-
ceiver of the multifunctional portable electronic device
emits radio waves in ranges of anywhere from one inch
to 100 feet or more, depending upon its power output
and the radio frequency used. When the RFID-�tag of a
separate fixating device passes through the electromag-
netic zone of the antenna und and the transceiver, re-
spectively, it detects the transceiver’s activation signal.
The transceiver can decode the data encoded in the tag’s
integrated circuit and can pass the data to the multifunc-
tional portable electronic device for processing.
�[0017] RFID- �tags come in a wide variety of shapes and
sizes. RFID-�tags are categorized as either active or pas-
sive. Active RFID-�tags are powered by an internal bat-
tery. The battery-�supplied power of an active tag gener-
ally gives it a longer read range. That means each sep-
arate fixating device has a RFID-�Tag with it own battery.
�[0018] Passive RFID-�tags operate without a separate
external power source and obtain operating power gen-
erated from the transceiver. Passive tags are conse-
quently much lighter than active tags, less expensive,
and offer a virtually unlimited operational lifetime. The
trade off is that they have shorter read ranges than active
tags and require a higher-�powered reader. Read- �only
tags are typically passive and are programmed with a
unique set of data that cannot be modified.
�[0019] Therefore the RFID- �tag of a separate fixating
device is preferred a passive tag like a read-�only tag.
�[0020] The advantage of using a RFID- �tag is the non-
contact technology. The tags can be read through a va-
riety of substances such as snow, fog, ice, paint, crusted
grime, and other visually and environmentally challeng-
ing conditions, where barcodes or other optically read
technologies would be useless. The identification mark-
ing can be read out during or after the physically connec-
tion of the multifunctional portable electronic device with
a separate fixating device. Therefore, the user can get
the graphical user interface as soon as possible.
�[0021] The connection means of the multifunctional
portable electronic device according to one embodiment
comprises advantageously flexible spring, clip or clamp
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means.
�[0022] Preferably the multifunctional portable elec-
tronic device is characterized in that the at least one sep-
arate fixating device is a separate holder, like a wristband
or a holder for a handlebar or a belt or a chest belt. That
means the multifunctional portable electronic device can
be fixed at a wristband, at a holder for a handlebar, at
belt, in particular a chest belt, or the like. Depending on
the activity and the needs of the user the multifunctional
portable electronic device can be fixed at one of the dif-
ferent separate fixating devices. If the fixating device is
a holder for a handlebar of a bike, the identification means
of the multifunctional portable electronic device recog-
nises the holder for a handlebar of the bike and the trans-
mittal means transmits the appropriate graphical bike us-
er interface to the display of the multifunctional portable
electronic device. The display can show the measured
parameters belonging to the "graphical bike user inter-
face". The parameters measured by the different sensors
are received by the transmission means of the multifunc-
tional portable electronic device. The sensors transmit
the measured parameters and data preferably wireless
to the transmission means of the multifunctional portable
electronic device. The transmittal means picks these pa-
rameters out of a mass of parameters measured by sev-
eral different sensors which belong to the graphical user
interface presented on the display.
�[0023] Preferred is a multifunctional portable electron-
ic device, wherein the at least one graphical user inter-
face matches to the at least one separate fixating device.
It is possible that two or more graphical user interfaces
match to one separate fixating device. In that case the
user can choose between the graphical user interfaces.
The graphical user interface can provide for example only
the heard rate measured by a pulse sensor. On the other
hand a graphical user interface can provide the heart rate
of a person measured by a pulse sensor and the walking
speed of the person measured by a speed sensor. The
presentation of the data and measured parameters de-
pends on the different graphical user interfaces stored in
the storage device of the multifunctional portable elec-
tronic device.
�[0024] The multifunctional portable electronic device
comprises preferably a keypad. That allows the user to
interact with the multifunctional portable electronic de-
vice. The user can change or can choose a graphical
user interface by pressing a key. Based on a first graph-
ical user interface belonging to one certain fixating device
the user can vary the graphical user interface to his spe-
cific needs and wishes. For example, if the user rides a
bike and gets a specific bike graphical user interface, the
user can push a key to get only the speed parameters
instead if the speed and the distance parameters.
�[0025] The multifunctional portable electronic device
has the advantage that the display presents automatical-
ly the graphical user interface which belongs to the sep-
arate fixating device where the multifunctional portable
electronic device is fixed. If the multifunctional portable

electronic device is connected to a wristband of a watch
the graphical user interface provides for example the time
and the date. If the multifunctional portable electronic de-
vice is connected to a wristband of a pulse monitor the
graphical user interface provides the heartbeat, the
pulse, the blood pressure or the like. If connected to a
mobile telephone the graphical user interface provides
telephone details. Being connected to a handle bar of a
bike, the display presents automatically a graphical user
interface of a bike tachometer.
�[0026] According to a preferred embodiment of the
multifunctional portable electronic device, the multifunc-
tional portable electronic device comprises a main unit
comprising the at least one separate sensor, the trans-
mission means, the battery, the at least one separate
fixating device, and a detachable unit comprising a sec-
ond battery, the display, connection means to physically
connect the detachable unit with the at least one separate
fixating device, identification means to recognise the at
least one separate fixating device after fixation of the
detachable unit at the at least one separate fixating de-
vice, the storage device for storing different graphical us-
er interfaces and the transmittal means to automatically
transmit the graphical user interface belonging to the rec-
ognised fixating device to the display.
�[0027] The main unit, the detachable unit and the sen-
sors communicate with each other through a wireless
transmission of data. The detachable unit comprises
these parts, which are necessary for presenting the
graphical user interface. That means the detachable unit
is small and light and therefore can easily being connect-
ed to a separate fixating device, like a wristband, a watch
like holder, a handle bar holder, or the like. The detach-
able unit comprises mainly the display for providing the
graphical user interface. The display builds the biggest
part of the detachable unit. The detachable unit compris-
es a small battery for a stand-�alone operating. The de-
tachable unit comprises the connection means to phys-
ically connect the detachable unit with the at least one
separate fixating device and to the main unit. The main
unit is like a separate fixating device for the detachable
unit. Further, the detachable unit comprises the identifi-
cation means to recognise the at least one separate fix-
ating device after or during fixation of the detachable unit
at the at least one separate fixating device. The storage
device for storing different graphical user interfaces and
the transmittal means to automatically transmit the
graphical user interface belonging to the recognised fix-
ating device to the display are part of the detachable unit,
as well.
�[0028] A multifunctional portable electronic device like
this enables a very large use of the multifunctional port-
able electronic device. Normally a multifunctional porta-
ble electronic device providing a lot of different features
is a relatively large device and therefore can not be used
very easily. The advantage of this multifunctional porta-
ble electronic device is that the main unit can be worn in
a pocket near the body, while the detachable unit is fixed
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at a wristband or a holder of a handle bar, or the like. The
detachable unit makes the multifunctional portable elec-
tronic device much more flexible than an electronic de-
vice comprising all features in one solution. During the
connection or after being physically connected to the sep-
arate fixating device the display of the detachable unit
automatically adjusts the graphical user interface to the
separate fixating device to match the specific activity or
wishes of the user.
�[0029] The multifunctional portable electronic device
integrates several information and communication
needs, like playing music, calling, displaying a speed, a
distance, a heart rate, etc., in a single device with a de-
tachable unit that offers the relevant features in the right
context at the right position. The detachable unit contains
the display, a storage device for providing certain graph-
ical user interfaces and can be attached to different hold-
ers. For running the separate fixating device is a watch
like holder on the wrist, for cycling a handle bar holder.
When the detachable unit is secured in the separate fix-
ating device, the detachable unit automatically adjusts
the graphical user interface to match the specific activity.
The advantage is the reduction of the weight to be worn
at the separate fixating device and therefore at the wrist
or at the bike, for example. The multifunctional portable
electronic device allows much more mobility. Further-
more, the cost for acquisition of several different devices
can be saved. The only costs are the costs for the mul-
tifunctional portable electronic device, the several sen-
sors and the different separate fixating devices. But this
is still cheaper than the price for several different devices,
because only one display, one transmission means and
one storage means are needed.
�[0030] Furthermore a multifunctional portable elec-
tronic device like this can integrate all functions, for ex-
ample the music can be switched of if the telephone rings.
There are no complicated modes on an all purpose de-
vice. When the detachable unit is attached to a specific
separate fixating device, on a wristband for running or
on a handle bar for cycling, the detachable unit switches
automatically to the right mode for that separate fixating
device. Back in the main unit, the detachable unit switch-
es automatically back to the mode of the main unit. The
main unit is preferably a mobile telephone or a PDA (PDA
= Personal Digital Assistant).
�[0031] According to a preferred embodiment of the
multifunctional portable electronic device the detachable
unit further comprises means for being detachable fixat-
ed at the main unit. The means for connecting the de-
tachable unit to the main unit are advantageously the
same connection means to physically connect the mul-
tifunctional portable electronic device with the at least
one separate fixating device. The main unit is like a sep-
arate fixating unit to the detachable unit, with the differ-
ence that the main unit comprises more elements and
features than a separate fixating device. This can be the
main battery, the at least one separate sensor for meas-
uring physical parameters and the transmission means

for receiving the measured physical parameters.
�[0032] Preferred is further a multifunctional portable
electronic device, whereby the main unit is a mobile tel-
ephone or a PDA. The mobile telephone or the PDA can
be used as a multifunctional portable electronic device,
when being divided into main unit and a detachable unit.
The main unit provides all features of a normal mobile
telephone or PDA. But by detaching the detachable unit
comprising the display the device can be used for a lot
of other things, like a pulse monitor, a watch or a tachom-
eter.
�[0033] In another preferred embodiment of the multi-
functional portable electronic device, the storage device
for storing different graphical user interfaces is part of
the main unit or of the detachable unit. That reduces the
weight and the measures of the detachable unit. During
or after the fixation of the detachable unit at a separate
fixating device and after recognition of the separate fix-
ating device through the identification means of the de-
tachable unit, the detachable unit sends a request to the
main unit asking for the graphical user interface belong-
ing to the recognised separate fixating device. The main
unit looks for the graphical user interface in the storage
device and sends the relevant graphical user interface
to the detachable unit. After receiving the relevant graph-
ical user interface the transmittal means of the detacha-
ble unit transmits the received graphical user interface
to the display of the detachable unit. The detachable unit
has to fulfil following jobs: the connection with the differ-
ent separate fixating devices; the identification of the sep-
arate fixating devices; providing the graphical user inter-
face belonging to the recognised separate fixating device
to the display of the detachable unit. The detachable unit
can comprise the storage device for storing the different
graphical user interfaces belonging to the different sep-
arate fixating devices. The storage device can also be
part of the main unit.
�[0034] In another preferred embodiment of the multi-
functional portable electronic device, the multifunctional
portable electronic device comprises an acoustic output
interface.
�[0035] According to another aspect, the present inven-
tion relates to a method for transmitting a particular
graphical user interface to the display of a multifunctional
portable electronic device, wherein the multifunctional
portable electronic device is constructed like described
before, wherein the multifunctional portable electronic
device is physically connect to the at least one separate
fixation device, wherein after or during the connection
the identification means recognises the at least one sep-
arate fixating device and wherein after the recognition
the transmittal means automatically transmits the graph-
ical user interface belonging to the recognised separate
fixating device to the display.
�[0036] The multifunctional portable electronic device,
in particular the detachable unit of the multifunctional
portable electronic device, is being fixed at one of the
different separate fixating devices. During or after the
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connection the identification means of the multifunctional
portable electronic device, in particular of the detachable
unit of the multifunctional portable electronic device,
identifies the separate fixating device. After being iden-
tified the transmittal means of the multifunctional portable
electronic device, in particular of the detachable unit of
the multifunctional portable electronic device, transmits
the relevant graphical user interface belonging to the rec-
ognised separate fixating device to the display of the mul-
tifunctional portable electronic device, in particular of the
detachable unit of the multifunctional portable electronic
device. This method enables the automatically adjust-
ment of the graphical user interface to the display de-
pending on the separate fixating device, for example a
handle bar holder, a wristband or a belt. The user has to
do nothing by himself except for the fixation of the mul-
tifunctional portable electronic device, in particular of the
detachable unit of the multifunctional portable electronic
device, to one of the different fixating devices.
�[0037] During or after the connection of the multifunc-
tional portable electronic device, in particular of the de-
tachable unit of the multifunctional portable electronic de-
vice, to the separate fixating device, the identification
means looks for graphical user interfaces stored in the
storage means of the multifunctional portable electronic
device, in particular of the detachable unit of the multi-
functional portable electronic device, belonging to the
recognised separate fixating device. If a graphical user
interface matches to the recognised separate fixating de-
vice the transmittal means transmits this graphical user
interface to the display. The user gets therefore exactly
that what he wants to see. He does not have to do some-
thing by himself.
�[0038] Another preferred method is characterised in
that, that after the recognition of the separate fixating
device the detachable unit sends a request to the main
unit, asking for the graphical user interface belonging to
the recognised separate fixating device, and after receiv-
ing the request, the main unit sends the relevant graphical
user interface to the detachable unit, and after receiving
the relevant graphical user interface the transmittal
means automatically transmits the graphical user inter-
face belonging to the recognised separate fixating device
to the display.
�[0039] In this case the storage means, where the dif-
ferent graphical user interfaces are being stored, are part
of the main unit of the multifunctional portable electronic
device. The detachable unit has to ask for the relevant
graphical user interface at the main unit after recognising
the separate fixating device. The transmission of the re-
quest and the graphical user interface can be done by
the transmission means, which transmits the sensor
measured parameters to the detachable unit.
�[0040] A further preferred method is characterised in
that, that after the recognition of the separate fixating
device the detachable unit sends a request to the storage
device being part of the detachable unit, asking for the
graphical user interface belonging to the recognised sep-

arate fixating device, and after receiving the request, the
storage device sends the relevant graphical user inter-
face to the transmittal means, and after receiving the rel-
evant graphical user interface the transmittal means au-
tomatically transmits the graphical user interface belong-
ing to the recognised separate fixating device to the dis-
play.
�[0041] In this case the storage means, where the dif-
ferent graphical user interfaces are being stored, are part
of the detachable unit of the multifunctional portable elec-
tronic device. The detachable unit has to ask for the rel-
evant graphical user interface at his own storage means
after recognising the separate fixating device. The trans-
mission of the request and the graphical user interface
can be done by the transmission means, which transmits
the sensor measured parameters to the detachable unit.
Features and advantages described in context with the
multifunctional portable electronic device also apply to
the inventive method and vice versa.
�[0042] The invention will now be described again in
detail with reference to the enclosed drawings, wherein: �

Figure 1: shows a schematic depiction of a multifunc-
tional portable electronic device comprising
a main unit, a detachable unit and several
sensors;

Figure 2: shows a schematic depiction of a detacha-
ble unit and a separate fixating device;

Figure 3: shows a schematic depiction of an athlete
wearing a multifunctional portable electronic
device according to the present invention.

�[0043] Fig. 1 shows a schematic depiction of a multi-
functional portable electronic device 1 comprising a main
unit 6, a detachable unit 7 and several separate sensors
3. The main unit 6 comprises a keypad 5, connections
means 8 for fixating the detachable unit 7 at the main
unit 6, transmission means 14 for receiving the measured
physical parameters from the sensors 3, a battery 15 and
a storage device 11 for storing the different graphical
user interfaces 16 belonging to the several separate fix-
ating devices 14.
�[0044] The detachable unit 7 comprises a display 2 for
presenting the graphical user interface 16, a second
small battery 17 for stand-�alone- �operation of the detach-
able unit 7, connection means 8, which are not shown,
for the fixation of the detachable unit 7 at a separate
fixating device 4, keys or a keypad 9, identification means
12 for recognising the at least one separate fixating de-
vice 4 after or during the fixation of the detachable unit
7 at the at least one separate fixating device 4, and trans-
mittal means 13 to automatically transmit the graphical
user interface 16 belonging to the recognised fixating de-
vice 4 to the display 2. Further, the detachable unit 7
comprises an acoustic output interface 18, for example
a loudspeaker.
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�[0045] The advantage of the multifunctional portable
electronic device 1 is the automatically adjustment of the
graphical user interface 16 on the display 2 of detachable
unit 7 in dependency of the recognised separate fixating
device 4. The display 2 of the detachable unit 7 presents
the desired needs to the user, without the need for doing
an adjustment by the user himself. That means the user
does not have to search a menu of the multifunctional
portable electronic device 1 for a certain graphical user
interface 16. The date and parameters measured by the
sensors 3 are automatically presented at the graphical
user interface 16. That means only these data and pa-
rameters are presented which can be shown with the
elected certain graphical user interface 16.
�[0046] The multifunctional portable electronic device
1 has the advantage that the display 2 of the detachable
unit 7 presents automatically the graphical user interface
16 which belongs to the separate fixating device 4 where
the detachable unit 7 is fixed. If the detachable unit 7 is
connected to a wristband of a watch the graphical user
interface 16 provides for example the time and the date.
If the detachable unit 7 is connected to a wristband of a
pulse monitor the graphical user interface 16 provides
the heartbeat, the pulse, the blood pressure or the like.
If connected to a mobile telephone the graphical user
interface 16 provides telephone details. Being connected
to a handle bar of a bike, the display 2 presents automat-
ically a graphical user interface 16 of a bike tachometer.
�[0047] The main unit 6, the detachable unit 7 and the
sensors 3 communicate with each other through a wire-
less transmission of data. The detachable unit 7 is small
and light and therefore can easily being connected to a
separate fixating device 4, like a wristband, a watch like
holder, a handle bar holder, or the like. The detachable
unit 7 comprises mainly the display 2 for providing the
graphical user interface 16. That means the display 2
builds the biggest part of the detachable unit 7. The de-
tachable unit comprises a small battery 17 for a stand-
alone operating. The detachable unit 7 comprises con-
nection means 8 to physically connect the detachable
unit 7 to the at least one separate fixating device 4 or to
the main unit 6. The identification means 12 of the de-
tachable unit 7 recognises a separate fixating device 4
after or during the fixation of the detachable unit 7 at the
separate fixating device 4.
�[0048] The advantage of the multifunctional portable
electronic device 1 is that the main unit 6 can be worn in
a pocket near the body, while the detachable unit 7 is
fixed for example at a wristband, as shown in fig. 3. The
sensor 3 providing the data and parameters is a sensor
placed in a chest belt in this embodiment. The detachable
unit 7 makes the multifunctional portable electronic de-
vice 1 much more flexible than an electronic device com-
prising all features in one solution. During the connection
or after being physically connected to the separate fixat-
ing device 4 the display 2 of the detachable unit 7 auto-
matically adjusts the graphical user interface 16 belong-
ing to the separate fixating device 4 to match the specific

activity or wishes of the user.
�[0049] The detachable unit 7 can be attached to differ-
ent holders. As shown in fig. 2 the detachable unit 7 can
be connected to a wristband 4. The wristband 4 compris-
es connection means 8 for the physically connection of
the detachable unit 7 at the wristband 4. For running the
separate fixating device 4 can be a watch like holder on
the wrist and for cycling a handle bar holder.
�[0050] When the detachable unit 7 is attached to a spe-
cific separate fixating device 4 the detachable unit 7
switches automatically to the right mode for that separate
fixating device 4. Back in the main unit 6, the detachable
unit 7 switches automatically back to the mode of the
main unit 6. The main unit 6 is preferably a mobile tele-
phone or a PDA.
�[0051] The storage device 11 for storing different
graphical user interfaces 16 is in the embodiment shown
in fig. 1 part of the main unit 6. That reduces the weight
and the measures of the detachable unit 7. During or
after the fixation of the detachable unit 7 at a separate
fixating device 4 and after recognition of the separate
fixating device 4 through the identification means 12 of
the detachable unit 7, the detachable unit 7 sends a re-
quest to the main unit 6 asking for the special graphical
user interface 16 belonging to the recognised separate
fixating device 4. The main unit 6 looks for the graphical
user interface 16 in the storage device 11 and sends the
relevant graphical user interface 16 to the detachable
unit 7. After receiving the relevant graphical user inter-
face 16 the transmittal means 13 of the detachable unit
7 transmits the received graphical user interface 16 to
the display 2 of the detachable unit 7.
�[0052] The detachable unit 7 can also comprise the
storage device 11 for storing the different graphical user
interfaces 16 belonging to the different separate fixating
devices 4.

Reference Numbers

�[0053]

1 multiple portable electronic device

2 display

3 sensors

4 separate fixating device

5 keypad

6 main unit

7 detachable unit

8 connection means

9 keypad of detachable unit
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11 storage device
12 identification means
13 transmittal means
14 transmission means
15 battery
16 graphical user interface
17 battery of detachable unit
18 acoustic output interface

Claims

1. Multifunctional portable electronic device compris-
ing:�

- a display (2),
- at least one separate sensor (3) for measuring
physical parameters;
- transmission means (14) for receiving the
measured physical parameters;
- a battery (15);
- at least one separate fixating device (4);
- connection means (8) to physically connect the
multifunctional portable electronic device (1)
with the at least one separate fixating device (4);
- identification means (12) to recognise the at
least one separate fixating device (4) after or
during fixation of the multifunctional portable
electronic device (1) at the at least one separate
fixating device (4);
- a storage device (11) for storing different
graphical user interfaces (16);
- transmittal means (13) to automatically trans-
mit the graphical user interface (16) belonging
to the recognised fixating device (4) to the dis-
play.

2. Multifunctional portable electronic device according
to claim 1, characterized in that the at least one
separate fixating device (4) comprises identification
markings, wherein each separate fixating device (4)
has a individual identification marking, and the iden-
tification means (12) comprises sensor means to rec-
ognise the identification markings of the at least one
separate fixating device (4).

3. Multifunctional portable electronic device according
to claim 2, characterized in that the individual iden-
tification marking are arranged at connector pins at
the at least one separate fixating device (4).

4. Multifunctional portable electronic device according
to claim 1, characterized in that the at least one
separate fixating device (4) comprises a RFID-�tag,
which stores an individual identification marking, and
the identification means (12) of the multifunctional
portable electronic device (1) comprises an antenna
and a transceiver for reading out individual identifi-

cation marking of the RFID-�tag.

5. Multifunctional portable electronic device according
to anyone of claims 1 to 4, characterized in that
the connection means (8) comprises flexible spring,
clip or clamp means.

6. Multifunctional portable electronic device according
to anyone of claims 1 to 5, characterized in that
the at least one separate fixating device (4) is a wrist-
band or a holder for a handlebar or a belt or a chest
belt.

7. Multifunctional portable electronic device according
to anyone of claims 1 to 6, characterized in that
the transmission means (14) are means for wireless
transmission of data.

8. Multifunctional portable electronic device according
to anyone of claims 1 to 7, characterized in that at
least one graphical user interface (16) matches to
the at least one separate fixating device (4).

9. Multifunctional portable electronic device according
to anyone of claims 1 to 8, characterized in that
the multifunctional portable electronic device (1)
comprises a keypad (5).

10. Multifunctional portable electronic device according
to anyone of claims 1 to 9, characterized in that
the multifunctional portable electronic device (1)
comprises a main unit (6) comprising the at least one
separate sensor (3), the transmission means (14),
the battery (15), the at least one separate fixating
device (4), and a detachable unit (7) comprising a
second battery (17), the display (2), connection
means (8) to physically connect the detachable unit
(7) with the at least one separate fixating device (4),
identification means (12) to recognise the at least
one separate fixating device (4) after or during fixa-
tion of the detachable unit (7) � at the at least one
separate fixating device (4), the storage device (11)
for storing different graphical user interfaces (16) and
the transmittal means (13) to automatically transmit
the graphical user interface (16) belonging to the rec-
ognised fixating device (4) to the display (2).

11. Multifunctional portable electronic device according
to claim 10, characterized in that the detachable
unit (7) comprises means (8) for being detachable
fixated at the main unit (6).

12. Multifunctional portable electronic device according
to claim 10 or 11, characterized in that the main
unit (6) is a mobile telephone or a PDA.

13. Multifunctional portable electronic device according
to anyone of the claims 10 to 12, characterized in
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that the storage device (11) for storing different
graphical user interfaces (16) is part of the main unit
(6) or of the detachable unit (7).

14. Multifunctional portable electronic device according
to anyone of the claims 1 to 13, characterized in
that the multifunctional portable electronic device (1)
comprises an acoustic output interface (18).

15. Method for transmitting a particular graphical user
interface to the display (2) of a multifunctional port-
able electronic device (1), wherein the multifunction-
al portable electronic device (1) is constructed ac-
cording to one of the claims 1 to14, characterized
in that the multifunctional portable electronic device
(1) is being physically connected to the at least one
separate fixation device (4), that after or during the
connection the identification means (12) recognises
the at least one separate fixating device (4) and that
after the recognition the transmittal means (13) au-
tomatically transmits the graphical user interface
(16) belonging to the recognised separate fixating
device (4) to the display (2).

16. Method according to claim 15, characterized in that
after the recognition of the separate fixating device
(4) the detachable unit (7) sends a request to the
main unit (6), asking for the graphical user interface
(16) belonging to the recognised separate fixating
device (4), and after receiving the request, the main
unit (6) sends the relevant graphical user interface
(16) to the detachable unit (7), and after receiving
the relevant graphical user interface (16) the trans-
mittal means (13) automatically transmits the graph-
ical user interface (16) belonging to the recognised
separate fixating device (4) to the display (2).

17. Method according to claim 15, characterized in that
after the recognition of the separate fixating device
(4) the detachable unit (7) sends a request to the
storage device (11) being part of the detachable unit
(7), asking for the graphical user interface (16) be-
longing to the recognised separate fixating device
(4), and after receiving the request, the storage de-
vice (11) sends the relevant graphical user interface
(16) to the transmittal means (13), and after receiving
the relevant graphical user interface (16) the trans-
mittal means (13) automatically transmits the graph-
ical user interface (16) belonging to the recognised
separate fixating device (4) to the display (2).

Amended claims in accordance with Rule 137 �(2)
EPC.

1. Multifunctional portable electronic device, char-
acterized in that the multifunctional portable elec-
tronic device (1) comprises a main unit (6), compris-

ing at least one separate sensor (3) for measuring
physical parameters, transmission means (14) for
receiving the measured physical parameters, a bat-
tery (15), and at least one separate fixating device
(4), and comprises a detachable unit (7) comprising
a second battery (17), a display (2), connection
means (8) to physically connect the detachable unit
(7) with the at least one separate fixating device (4),
identification means (12) to recognise the at least
one separate fixating device (4) after or during fixa-
tion of the detachable unit (7) at the at least one
separate fixating device (4), a storage device (11)
for storing different graphical user interfaces (16) and
transmittal means (13) to automatically transmit the
graphical user interface (16) belonging to the recog-
nised fixating device (4) to the display (2).

2. Multifunctional portable electronic device accord-
ing to claim 1, characterized in that the at least one
separate fixating device (4) comprises identification
markings, wherein each separate fixating device (4)
has a individual identification marking, and the iden-
tification means (12) comprises sensor means to rec-
ognise the identification markings of the at least one
separate fixating device (4).

3. Multifunctional portable electronic device accord-
ing to claim 2, characterized in that the individual
identification marking are arranged at connector pins
at the at least one separate fixating device (4).

4. Multifunctional portable electronic device accord-
ing to claim 1, characterized in that the at least one
separate fixating device (4) comprises a RFID-�tag,
which stores an individual identification marking, and
the identification means (12) of the multifunctional
portable electronic device (1) comprises an antenna
and a transceiver for reading out individual identifi-
cation marking of the RFID-�tag.

5. Multifunctional portable electronic device accord-
ing to anyone of claims 1 to 4, characterized in that
the connection means (8) comprises flexible spring,
clip or clamp means.

6. Multifunctional portable electronic device accord-
ing to anyone of claims 1 to 5, characterized in that
the at least one separate fixating device (4) is a wrist-
band or a holder for a handlebar or a belt or a chest
belt.

7. Multifunctional portable electronic device accord-
ing to anyone of claims 1 to 6, characterized in that
the transmission means (14) are means for wireless
transmission of data.

8. Multifunctional portable electronic device accord-
ing to anyone of claims 1 to 7, characterized in that
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at least one graphical user interface (16) matches to
the at least one separate fixating device (4).

9. Multifunctional portable electronic device accord-
ing to anyone of claims 1 to 8, characterized in that
the multifunctional portable electronic device (1)
comprises a keypad (5).

10. Multifunctional portable electronic device ac-
cording to anyone of the claims 1 to 9, characterized
in that the detachable unit (7) comprises means (8)
for being detachable fixated at the main unit (6).

11. Multifunctional portable electronic device ac-
cording to anyone of the claims 1 to 10, character-
ized in that the main unit (6) is a mobile telephone
or a PDA.

12. Multifunctional portable electronic device ac-
cording to anyone of the claims 1 to 11, character-
ized in that the storage device (11) for storing dif-
ferent graphical user interfaces (16) is part of the
main unit (6) or of the detachable unit (7).

13. Multifunctional portable electronic device ac-
cording to anyone of the claims 1 to 12, character-
ized in that the multifunctional portable electronic
device (1) comprises an acoustic output interface
(18).

14. Method for transmitting a particular graphical us-
er interface to the display (2) of a multifunctional port-
able electronic device (1), wherein the multifunction-
al portable electronic device (1) is constructed ac-
cording to one of the claims 1 to 14, characterized
in that the multifunctional portable electronic device
(1) is being physically connected to the at least one
separate fixation device (4), that after or during the
connection the identification means (12) recognises
the at least one separate fixating device (4) and that
after the recognition the transmittal means (13) au-
tomatically transmits the graphical user interface
(16) belonging to the recognised separate fixating
device (4) to the display (2).

15. Method according to claim 14, characterized in
that after the recognition of the separate fixating de-
vice (4) the detachable unit (7) sends a request to
the main unit (6), asking for the graphical user inter-
face (16) belonging to the recognised separate fix-
ating device (4), and after receiving the request, the
main unit (6) sends the relevant graphical user inter-
face (16) to the detachable unit (7), and after receiv-
ing the relevant graphical user interface (16) the
transmittal means (13) automatically transmits the
graphical user interface (16) belonging to the recog-
nised separate fixating device (4) to the display (2).

16. Method according to claim 15, characterized in
that after the recognition of the separate fixating de-
vice (4) the detachable unit (7) sends a request to
the storage device (11) being part of the detachable
unit (7), asking for the graphical user interface (16)
belonging to the recognised separate fixating device
(4), and after receiving the request, the storage de-
vice (11) sends the relevant graphical user interface
(16) to the transmittal means (13), and after receiving
the relevant graphical user interface (16) the trans-
mittal means (13) automatically transmits the graph-
ical user interface (16) belonging to the recognised
separate fixating device (4) to the display (2).
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