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To all whom it may concern; 

playBoxes, of which the following is a 
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and to so arrange a receptacle 

Be it known that I, SAMUEL Moskow ITZ, 
a citizen of the United States, residing at . 
Brooklyn, New York, in the county of Kings 
and State of New York, have invented cer 
tain new and useful Improvements in Dis 
specification. 
This invention relates to portable roll 

front display box which may be used for dis 
playing watches, clock watches, lockets, 
bracelets, photographs, calendars, and other 
oi'namental articles. - 
The main object of this invention is to 

provide a novel, simple, durable, economical, 
efficient and ornamental display box espe 
cially designed for the display of jewelry, 

the box 
that the article intended to be displayed 
may be readily inserted or removed through 
the opening in the top portion of the box. 
A further object is to furnish a novel con 

struction of display box which will serve as 
a display for use on desks, in show cases and 
windows, or other suitable places, and is es 
pecially adapted for use by traveling sale 
men and others as a useful and ornamental 
means for displaying time pieces and jew 
elry of various kinds. The foregoing and such other objects as 
may occur from the ensuing description, are: 
attained by the means hereinafter more fully 
described, and by the construction, combina 
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tion, arrangement and location of the parts 
such as illustrated in the accompanying F w ings it will be seen that my slidable box drawings, and particularly set forth in the 
claims appended hereto. w 

Reference now being had to the accom 
panying drawings which form a part of this 
specification and in which similar letters of 
reference indicate like parts throughout the 
several views, it will be seen that: Figure 1,is 
a full size perspective view of the improved 
display box embodying my invention, show 
ing the box when opened and displaying a 
watch therein. Fig. 2, is a front view of the 
same, showing the box when closed. Fig. 3, 
is a vertical sectional view taken through 
the central portion of the display box, and 
Fig. 4, is a detail sectional view of a portion 
of the slidable and rolling cover. - . My improved display box may be made of 
any suitable material, but is preferably 
made mainly of wood and stiff card board 

covered by a thin sheet of leather, or col 
ored ornamental fabric or paper of a suit 
able, or desirable character. 
The numeral 1, designates the base por 

tion to which is rigidly secured at each end 
thereof a vertically projecting upright 2 
provided with an inwardly projecting sur 
face 2* between its outer edges terminating at 
its upper portion in a rounded or semi-cir 
cular form, and suitably, yet rigidly secured 
to the said inner inwardly projecting face 
portion 2* forming the inner portion of said 
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uprights is a vertically arranged receptacle. 
3, consisting of a padded rear portion or 
member 4, projecting slightly above - the 
front portion 5 provided with an opening 6, 
side members 7, and a bottom member, 15 for the purpose of holding for display any 
suitable article. 
The open front portion 8, the rounded top 

portion 9, and the rear wall 9 are preferably 
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formed from a single piece of material rig 
idly secured to the outer edges of the up 
right members 2 so as to form a groove or 
guideway 10 between the inner face of the 
front, top and rear walls of the box and the 
the inwardly projecting portion 2* of the 
uprights 2, so as to permit a slidable or roll 
ing top cover hereinafter more fully de 
scribed, to be manipulated back and forth 
within said groove or guideway in order to 
open or close the box and thus display the 
goods or inclose them from view. 
By reference to Figs 3 and 4 of the draw 

cover is made up of a series of wooden slats 
11, and cemented to the inner flat, face por 
tion of said slats in a thin piece of strong 
fabric 12, the outer rounded face of the slats 
being covered by a thin sheet of suitable ma 
terial 13, which is suitably secured to the 
said slats and to the fabric 12, between each 
of the slats thereby securing the series of 
slats together and forming a pliable slid 
able cover which may be manipulated around the guideway by a sliding or rolling 
movement by grasping the finger piece 14 
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outer upright and rounded edges, or walls of 
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rigidly secured to the outer end of said 
cover, whereby the cover is caused to as 
sume the closed position shown in Fig.2 or w Ns. the open position shown in Figs, 1 and 3. 

05 

The numeral 15 indicates the-base or bot 
tom piece of the receptacle 8, suitably se 
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cured to the upright portion 2', and beveled 
on its underside from the inner edge toward 
its front edge, and rigidly secured to the up 
rights and rear wall is a piece or member 
16, having its upper face beveled from the 
rear to its front edge, the said beveled pieces 
15 and 16 forming a guideway for permit 
ting the inner end of the cover to be moved 
into a position beneath the bottom of the 
receptacle and across and rest upon the in 
ner surface of the base, when the cover is in 
open position as shown in Fig. 3 of the drawings. 
17 designates a filling piece secured at each 

end to the uprights between the receptacle 
and front wall of the box which serves to 
add rigidity, and strength to the structure, 
and 18 is a metal plate or bar firmly secured 
to the lower edge of the portion 2' of the up 
rights and serves as an additional support 
for the bottom 15 of the receptacle, and at 
the same time adding greater rigidity to the 
box. 

It will be perceived that the box is open 
between the upright front walls 19, and that 
the opening extends upward through the top 
and into the rear wall of the box and termi 
inates at the point 20, a slight distance below 
the rounded or semi-circular top portion of 

30 

guideway 
35 

50 

55 

60 

the box, thus permitting an article to be 
placed in or removed from the receptacle 3 
through the top of the box, and a grooved 

is formed between the front, top 
and rear walls and the receptacle, extending 
substantially around the receptacle whereby 
the cover may be slidably manipulated or 
rolled around within said groove or guide 
way and its inner end be guided beneath 
and caused to rest below the receptacle when 
the cover is in its open position. 

It will be readily apparent that my im 
proved display box may be utilized for vari 
ous purposes such as displaying a time piece, 
picture or calendar, for use on a desk. 
table, bureau or other suitable location, and 
being portable and of light material may be 
carried by travelers, and by salesmen for dis 
playing samples of various kinds of jewelry and other articles. 

It will be understood that slight changes 
may be made in the details of the construc 
tion hereinbefore described without depart 
ing from the spirit of my invention. 
Having thus described my invention what 

I claim and desire to secure by Letters Pat 
ent is:- 

1. A display box comprising a base, a ver 
tically extending upright secured to each 
end of the base provided with an upper 
rounded end, a front, top and rear wall 
formed of a single piece secured to said up 
rights, and open at its front and top, and a 
vertically extended receptacle secured to the 
inner face of the uprights between the front 
and rear wall of the box. 

1,107,985 

2. A displaybox comprising a base, a ver 
tically projecting upright secured to each 
end of the base provided with an upper 
rounded end and an inwardly projecting 
portion, a front, top and rear wall formed 
of a single piece and secured to said up 
rights, and open at its front and top, and a 
vertically extended receptacle secured to 
the inner face of the inwardly projecting 
portion of Said uprights between the said 
front and rear wall. 
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3. A display box comprising a base, a ver 
tically projecting upright secured to each 
end of the base provided with an upper 
rounded end and an inwardly projecting 
portion, a front, top and rear wall secured 
to said uprights, and open at its front and 
top, a vertically extended receptacle secured 
to the inner face of said inwardly projecting 
portions, and an opening through the top 
wall of the receptacle whereby an article 
may be placed in or removed from the recep 
tacle through the top of the box. 

4. A display box comprising a base, a ver 
tically projecting upright secured to each 
end of the base provided with an upper 
rounded end and an inwardly projecting 
portion, a front, top and rear wall formed 
of a single piece secured to said uprights, 
and open at its front and top, a vertically 
extended receptacle located between said 
walls and secured to the inner surface of 
said inwardly projecting portion, said recep 
tacle having a display opening in the front 
portion, and an opening through the top 
whereby an article may be placed in or re 
moved from the receptacle through the open 
top portion of the box. 

5. A display box comprising a base, a ver 
tically projecting upright secured to each 
end of the base, said uprights having upper 
rounded ends and inwardly projecting por 
tions, a front, top and rear wall secured to 
said uprights, and open at its front and top, 
a vertically extended receptacle located 
within said walls and secured to the inner 
surface of said inwardly projecting portions, 
a guideway formed between said walls and 
the outer edges of the inwardly projecting 
portions, and a pliable slidable cover adapt 
ed to be moved around in said guideway in 
order to close or open the front, and top of 
the box. 

6. A display box comprising a base, a ver 
tically extended upright secured to eagh 
end of the base, each upright having an up 
per rounded end and an inwardly Rising 
portion, a front, top and rear wall formed 
of a single piece and secured to said up 
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rights, and open at its front and top, a ver- 125 
tically extended receptacle secured to the in 
ner face of said inwardly projecting por 
tion, the base portion of said receptacle be 
ing beveled on its under side, a beveled mem 
ber secured to said uprights and rear wall, 130 
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a guide-way formed between the said walls the box when the cover is in its opened posi 
and the outer edges of the inwardly project-tion. O 
ing portion, and a slidable cover adapted to In testimony whereof I affix my signature 
be moved around said guide-way in order in presence of two witnesses. 

5 to open or close the front and top of the box, SAMUEL MOSKOWITZ. 
the inner end of said cover being guided be- Witnesses: 
low the receptacle by said beveled members CHAs. L. DEPOLLIER, 
and caused to rest upon the base portion of CLARENCE R. SMITH. 

  


