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To all whom it may concern. 
Beit known that I, FRED B. CoREY, a citi 

zen of the United States, residing at Schenec 
tady, in the county of Schenectady, State of 
New York, have inventd certain new and use 
ful Improvements in Air-Brake Systems and 
Automatic Walves, of which the following is a 
specification. ... : . . . 

My invention relates to air-brake systems; 
and its object is to provide a novel system 
which possesses all t characteristic advan 
tages of the automatic air-brake system and in addition certain other advantages nothere 
tofore obtained, including means for obtain 
ing a graduated Epilot of the brakes and 
an operation of the 
amount of air. 
In the automatic system as ordinarily en 

ployed, in which the main reservoir is carried 
at one end of the train and air for the brakes. 
is transmitted from the main reservoir 
through the train-pipe to the several auxil 
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iary reservoirs, the trainpipe for long trains 
must be of considerable size, and conse 
quently a great amount of air is wasted in raising and lowering the train-pipe pressure 
in the ES of the brakes. On the other . 
hand, when each car is provided with its own 
source of compressed air, the reservoirs on the 
several cars being connected to a common 
train-pipe, it is necess 
less complicated means for synchronizing the 
overnors for the several compressors in or 
E. to distribute the work properly among 
the compressors. By my invention I pro 
vide eac com 
pressed air, but maintain the braking systems 
of the several cars independent of each other, 
so that no synchronizing meang for the gov 
ernors is required, and e pipe extending through the train by means 
of which an automatic valve on each caris 
controlled, so as to apply and release the 
brakes. Since this control-pipe does not 
carry air for the brakes, but merely operates 
an automatic or relay valve on each car, it may be made very small as compared with 
the usual train-pipe, and consequently a 
great economy of airin braking results. Fur 
thermore, I so arrange the automatic valves that they return automatically to lap posi 
tion whenever the pressure in the brake-cyl 
inder bears a certain relation to that in the 
train-pipe. Consequently by reducing the 

brakes with a very small 
- position whenever the pressure in the brake 

to provide more or 

car with its own source of com 

E. a'control 

pressure in the train-pipe step by step the 
ressure in the brake-cylinder is raised step 
y step, so as to obtain a graduated series of 

increases and reductions of braking force 
withouft an intermediate total release, as is 
required in an automatic system. . 
My invention, then, in one aspect consists 

in the combination with a train of cars of a 
source of compressed air on each car, a con 
trol-pipe extending through the train, and an 
.automatic valve on each car responsive to va 
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riations of pressure in the control-pipe and ar- . 
ranged to connect the brake-cylinder on the 
car to reservoir to apply the brakes or to at 
mosphere to release E. 
ing arranged to return automatically to lap 
cylinder bears a certain relation to that in 

t SEE ' More speci E. considered, my invention 
consists in a combination, as above stated, 
provided with automatic valves responding 
differentially to the pressures in the brake 
cylinders and control-pipe. 
Another feature of my invention consists 

in providing two reservoirs on each car 
charged from the same compressor, but sepa 
rated from each other by a check-valve O 
of the reservoirs being connected through the 
motorman's valve-to the control-pipe and the 
other being connected to the automaticy alve. 
With this arrangement it is evident that if 
the train breaks apart, exhausting the con 
trol-pipe, and if the motorman's valve has 
been left in release position-that s with the 
reservoir connected to the control-pipe, so 
that the reservoir itself is exhausted the 
check-valve between the two reservoirs will 
maintain the pressure in the second reservoir 
so that it will be available for applying the 
brakes. . . Another feature of my invention consists 
in the novel construction and arrangemento 
the automatic valve whereby the desired dif 
ferential action is obtained. 

Other features of my invention will appear 
in the following specification and accompany 
ingray, in which igure 1 shows diagrammatically the air 
brake system of one car of a train arranged 
in accordance with my invention, and Fig. 2 
shows a sectional view of the automatic valve. 

In Fig.1, Crepresents the compressor driven 

e brakes, the valve be 
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by the electric motor M. The governor (not - 
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shown) for the compressor is arranged to re- The piston 3 carries a valve 6, which nor 
spond to variatios in the pressure of reser- mally closes a port 19, leading to the brake 
voir R connected to the compressor, and to cylinder pipe connection ty. The other pilot 
control the circuit of the motor Min the usual valve 8 when raised from its seat establishes 

5 manner. No connection between the sev- a connection from chamber () to chamber 1 to eral governors on the train is required, as has and thence through port, 12 to atmosphere. 
been heretofore explained. The reservoir R Chamber 1 () is cl. sat its right-hant end by 
is connected to a reservoir-piper, extending the piston 13, winish is pressed into the posi 
the length of the car and connected at each tion shown by the spring 14. (haber 10 is 
end to the usual motorman's valve V, to connected through it restricted passage 20 in 75 
which is also connected the train-ine, t. The pist on 13 with the chain ber 16, which is in 
lot.orman's valves are arranged connect connection with the brake-pipe connection ly the train-pipe t to reservoir Ro: to atmos- through the passar 
here, so as to raise and lower the ressure in 

Is the traian-pipe it. Connected to the train 
pipet, through the connection t', s an auto 
matic valve A, which is also tonnected 
through the piper' to the second re..., rvoir R', 
which is connected to the first reservoir R 

20 through, a check-valve v. This check-valve 
is so arranged as to permit a free flow of air 
from reservoir R to reservoir R', but prevents 
a flow in the opposite direction, the purpose 
being, as heretofore explained, to prevent the 

25 lowering of pressure in reservoir R if reser 
voir R is exhausted by a breakage of the 
train-pipe. The automatic valve A controls 
the connection, as will be hereinafter ex 
plained, between the piper, leading to reser 

3o voir R, and the pipeb', leading to the brake 
B. The train-pipe is provided at each end 
with couplings, as shown, for connection with 
the other cars of the train, it being understood 
that the equipment of each car is a duplica 

35 tion of that shown in Fig. 1. 

i5. "Tie list on 13 car 
res the valve 17, nic'. ... en the piston is in 
the position shown closis the passage 18, lead- 8o 
ing to atmosphere. The several parts of the 
valve are thus shown in lap position. 
The operation is then as follows: With the 

several parts of tie auxiliary valve in the po 
isition shown if it is desired to apply the 85 
brakes the pressure in the control-ripe is re 
duced. The reduction of pressure between 
the diaphragms d and d allows the spring 9 
to Inove the diaphragms toward the left, 
so as to raise pilot - valve 1 from its seat. 9o 
Chamber 2 is consequently connected to 
brake-cylinder through passages 15 and pipe 
connection b', and since the brake-cylinder is 
at is timospheric pressure, the brakes being re 
lessed, the chamber 2 is exhausted. The re- 95 
stricted passage 4 in piston 3 is not sufficient 
to maintain an equality of pressure on its op posite sides, and consequently the reservoir 
pressure in chamber 5 pushes piston 3 to the 
right against the pressure of spring 21 mov- 1 oo 

The construction of the automatic valve A ing valve 6, so as to open port 19. This con 
is shown in Fig. 2. The co, nections to the nects the reservoir-pipe connection r" to the 
reservoir-pipe, the control-pipe, and the brake-pipe connection b' through chamber 5, 
brake-pipe are indicated by the letters r", t, and consequently the pressure in the rake 

4o and b. The connection t. to the control-cylinder is raised and an application of the 1 o5 
pipe opens into a chamber betwee; two rig-braies is secured. As the bri'i-e-pressure 
R -connected diaphragms d and d", the lat-risis the pressure is raised on thc uter side of 

ter being of greater effective area than the diaphragm d until a point is reached at 
former. The smaller diaphragm d is sub- which a pressure of spring 9 on the outer side 

: 45 jected on its outer side to the brake-cylinder of diaphragm d" is balanced, so that the dia, I Io 
pressure, to which it is connected through the phragms are moved back to lap psition, as 
passage 15 and the pipe connection b'. The shown, closing pilot - valve 1. When this 
diaphragm d is connected on its outer side to valve is closed, the pressure in chamber 2, is atuosphere through the hamber 11 and a quickly equalized with that of chamber 5, by 

so port 12, but is subjected to the pressure of the means of the passage 4, so that spring 2 is I 15 
pist on 7, which is pressed against the dia, allowed to push piston 3 back into position, phragm d' : y the compression-spring 9. 1 shown, breaking the connection between 
and S represe Int, two pring pressef pilot-pipes r" and b'. If it is desired to increase 
vauves, which are normally hell seated, as the brake pressure, the pressure in the con 

55 snown, by springs, but one of which is raised trol-pipe t is further reduced, and the opera 2o from its seat when diaphragms d and d move tion that has just been described is repeated: 
in one direction or the other. When the dia- In this manner a graduated application of 
phragms are moved toward the left, the the brakes may be obtained. Now if it Is de 
raising of pilot-valve 1 connects chamber 2 to sired partly to release the brakes the pressure 

6o brake-cylinder through passage 15 and pipe in the control-pipe is raised a certain almount 125 
ty. The chamber 2 is closed at the left-hand This increase of pressure on the inner side of 
on by the piston 3, but is connected through diaphragm d overpowers spring 9 and moves 

th the piston 7, so as to lift valve 8 from its seat. 
By this means chamber 10 is connected with 
chamber and thence through port 12 to I3o 

a restricted passage 4 in this piston to chan 
or 5 on the left of the piston, into which 

65 c inst lic connection '' to the reservoir-pipe. 
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"atmosphere. The piston 13is thus subjected 
to atmospheric pressure on one side, while on 
the other side it is subjected to the brake 
cylinder PE and the passage 20 is too 5 restricted to allow of an equalization of the pressures. The brake-cylinder pressure con 
sequently moves piston 13 to R left, com 
pressing spring 14 and moving valve 17 to 
uncover passage 18. The brake - cylinder 

Io is consequently connected to atmosphere 
through pipe connection b', passage 15, cham 
ber 16, and passage 18. The brake-cylinder 
pressure is consequently reduced until the 
ressure on the outer side of diaphragm d 

t5 falls a sufficient annount to allow spring 9 to push the diaphragms back into position 
shown. The valves is then seated, the pres 
sures on EE sides of piston 13 are quickly equalized by means of passage 20, 
and E. 14 pushes the piston back into the 
position shown, moving valve 17 to close pas 
sage 18. Further exhaust from the brake 
cylinder is thus prevented. By further in 
creasing the pressure in the control pipe more 
air is released from the brake-cylinder, and 
thus a graduated release is obtained. It will 
be seen that the train-pipe pressure exerts a 
resultant force on the GEN equal to 
the pressure multiplied by the difference in 
area between the two diaphragms and that 
the brake-cylinder pressure exerts a force in 
the same direction equalito'the brake-cylin 
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30 

der EE multiplied by the area of the 
smaller diaphragm - d. Furthermore, the 

35 valve automatically moves to the lap posi 
tion whenever the sum of these two forces is 
equal to the constant opposing pressure ex 
erted by the spring 9. If the difference in 
area between the two diaphragms were equal 
to the area of the smaller diaphragm, the 
train-pipe and brake-cylinder pressure would 
exert equal effective forces per pound of pres 
sure, and the valve weuld move to the lap 
position whenever sum of the train-pipe pres 
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45 sure and the brake-cylinder pressure was 
equal to a constant, and a variation in the train-pipe pressure would produce an exactly 
equal variation in the brake-pipe pressure. 
By making the difference in area between 
the two diaphragms greater than the area of 
the smaller E. it is evident that the 
train-pipe pressure exerts a greater effective 
force per pound than the brake-cylinder pres 
sure and that a given variation in train-pipe 

55 pressure will produce a greater variation in the brake-cylinder pressure. Consequently 
in order to vary, the brake-qylinder pressure 
from zero to full-reservoir pressure it is not 
necessary to reduce the train-pipe pressure 
to zero; but a reduction over a much smaller 
range is sufficient. Thus the amount of air required for raising and lowering the train 
pipe pressure is reduced and the efficiency of 
the system still further increased. p Obviously other arrangements of dia 
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phragms may be employed, the only requi 
site being that the sum of the train-pipe press Sle multiplied by a constant quantity and 
the brake-pipe pressure multiplied by a con 
stant quantity be opposed by a substantially 
constant force, which may be a spring or ary 
other suitable source of pressure. 

Obviously a breaking apart of the train, 
which would suddenly exhaust the control 
pipe, would produce an effective application 
of the brakes on all the train. Since the control-pipe must carry only the 
necessary amount of air for raising and low 
ering the pressure between the two dia 
phragms dandd, it is evident that it may be 
made much smaller than in systems in which 
it must carry air for the 
Consequently the amount of air required to 
raise and lower the pressure of the control 
pipe is very small. All the cars are entirely 

rake-cylinders. 

o 

75 

independent of each other as regards their . 
air-brake systems, except for the automatic 
valves, so that no synchronizing apparatus 
is required for the governors of the several 
reservoirs. 
The connection and arrangement of parts 

may be greatly altered and other forms of 
automatic valves may be employed, if de 
sired, and I aim in the E. claims to 
cover all modifications which are within the 
scope of my invention. 
What I claim as new, and desire a secure 

by Letters Patent of the United States, is 
1. In combination with a train of cars, an 

independent source of compressed air on each 
car, a control-pipe extending through the 
train, and an automatic valve on each car re 
sponsive to variations in the pressures both 
in the control-pipe and in the brake-cylinder, 
and adapted to connect the brake-cylinder to 
the source of pressure or to atmosphere. 

2. In combination with a train of cars, an 
independent source of compressed air on each 
car, a control-pipe extending through the 
train, and an automatic valve on each car 
connected to said control-pipe and adapted 
to connect brake-cylinder to the source of 
pressure or to atmosphere, said valve being 
arranged to return to lap position when the 
ressures in control-pipe and brake-cylinder 
ear a predetermined relation to each other. 
3. In a train of cars, an independent source 

of compressed air on each car, a control-pipe 
extending through the train, an automatic 
valve on each car responsive to variations of 
the pressures in both the control-pipe and the 
brake-cylinder and adapted to establish con 
nections for applying and releasing the 
brakes, and means for raising and lowering 
the pressure in the control-pipe. 

4. In a train of cars, an independent source 
of compressed air on each car, a control-pipe 
extending through the train, an automatic 
valve on each car comprising a moyable mem. ind valve controlled thereby adapted 
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to establish connections for applying and re leasing the brakes, means for impressing on 
said member two forces tending to move it in 
the same direction and proportional respec 
tively to the pressures in the control-pipe and 
in the brake-cylinder, means for impressing 
on said member a substantially constant op 
posing force, and means for raising and low 
ering the pressure in the control-pine. 

5. In a train of cars, an independent, source 
of compressed air on each car comprising two 
reservoirs, a control-pipe extending through 
the train, a manually-controit'd valve con 
necting, one of said reservoirs to said control 
pipe, an automatic valve connected to the 
control-pipe and adapted to connect brake 
cylinder to this second reservoir or to atmos 
sphere, and la: 'ans for preventing a flow of 
air from the sect nd to the first reservoir. 

6. In a train of cars, an independent source 
of compressed air on each car comprising two 
reservoirs, a control-pipe extending through 

- a - V the train, a manually-controlléd valve con 
necting one of said reservoirs to said control 
pipe, an automatic valve connected to the 
control-pipe and adapted to connect brake 
cylinder to the second reservoir or to atmos 
phere, and a check-valve inserted in the con 
nection between the two reservoirs. 

7. In a train of cars, a control-pipe extend 
ning through the train, a movable member re 
sponsive to variations in pressure in both the 
control-pipe and the brake-cylinder, two re 
lay-valves arranged to be , ferated respec 
tively by the movement of aid member in 
one direction or the other, as:nd two valves 
controlled by said relays and adapted and ar 
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ranged to establish connections respectively 
for applying and for releasing the brakes. 

8. In an air-brake system, a control-pipe 
extending through the train, two rigidly-con 
nected diaphragms, connections from the 
brake-cylinder to one side of one diaphragm, 
connections from the control-pipe to the cor 
responding side of the other diaphragm, 
means for impressing a SEE, (cy 
stant opposing force on said diaphragms, tw: 
relays arranged to be operated respectively by. 
the movement of said diaphragins in one di 
rection or the other, and two valves controlled 
by said relays and adapted and arranged re 
spectively to establish connections for apply 
ing and for releasing the brakes. 

9. ln an air-brake system, an independent 
source of compressed air on each car, a con 
trol-pipe extending through the train, two 
Fia. - connected diaphragms, connections 
from brake-cylinder to one side of one of said 
diaphragms from said control-pipe to the cor 
responding side of the other diaphragm, 
means for impressing a singiantia: '.' con 
stant opposing force on said diaphragms, two 
relay-valves arranged to be op' rated respec 
E. by the movement of said diaphragms 
in one direction or the other, and two valves 
controlled by said relays and arringed re 
spectively to connect brake-cylinder to said 
source of pressure and to atmosphere. 

In witness whereof I have hereunto set my 
hand this 14th day of September, 1904. 

FRED 3. COREY. 
Witnesses : 

BENJAMIN B. HUiL, 
HELEN ORF RD. 
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