The present invention is directed to a novel process of making water-sensitive products. In addition, the present invention is directed to water-sensitive products, which maintain their integrity and strength when in use, but dissolve or disperse when placed in contact with water, such as in a conventional toilet. Moreover, the present invention is directed to water-dispersible products, including flushable products such as release liners, product packaging, etc., which contain a water-sensitive film strategically coated with a discontinuous hydrophobic material to provide water protection to the film.
| AL | Albania          | ES | Spain          | LS | Lesotho       |
| AM | Armenia         | FI | Finland        | LT | Lithuania     |
| AT | Austria         | FR | France         | LU | Luxembourg    |
| AU | Australia       | GA | Gabon          | LV | Latvia        |
| AZ | Azerbaijan      | GB | United Kingdom | MC | Monaco        |
| BA | Bosnia and Herzegovina | GE | Georgia      | MD | Republic of Moldova |
| BB | Barbados        | GH | Ghana          | MG | Madagascar    |
| BE | Belgium         | GN | Guinea         | MK | The former Yugoslavia |
| BF | Burkina Faso    | GR | Greece         | ML | Mali          |
| BG | Bulgaria        | HU | Hungary        | MN | Mongolia      |
| BJ | Benin           | IE | Ireland        | MR | Mauritania    |
| BR | Brazil          | IL | Israel         | MW | Malawi        |
| BY | Belarus         | IS | Iceland        | MX | Mexico        |
| CA | Canada          | IT | Italy          | NE | Niger         |
| CF | Central African Republic | JP | Japan       | NL | Netherlands   |
| CG | Congo           | KE | Kenya          | NO | Norway        |
| CH | Switzerland     | KG | Kyrgyzstan     | NZ | New Zealand   |
| CI | Côte d'Ivoire   | KP | Democratic People's Republic of Korea | PL | Poland |
| CM | Cameroon        | KR | Republic of Korea | PT | Portugal |
| CN | China           | KZ | Kazakhstan     | RO | Romania       |
| CU | Cuba            | LC | Saint Lucia    | RU | Russian Federation |
| CZ | Czech Republic  | LI | Liechtenstein  | SD | Sudan         |
| DE | Germany         | LK | Sri Lanka      | SE | Sweden        |
| DK | Denmark         | LR | Liberia        | SG | Singapore     |
| EE | Estonia         | SI | Slovenia       | SK | Slovakia      |
|   |                 | SN | Senegal        | SZ | Swaziland     |
|   |                 | TD | Chad           | TG | Togo          |
|   |                 | TJ | Tajikistan     | TM | Turkmenistan  |
|   |                 | TR | Turkey         | TT | Trinidad and Tobago |
|   |                 | UA | Ukraine        |UG | Uganda        |
|   |                 | US | United States of America |
|   |                 | UZ | Uzbekistan     | VN | Viet Nam      |
|   |                 | YU | Yugoslavia      | ZW | Zimbabwe      |
SCREEN PRINTED COATING ON WATER-SENSITIVE FILM FOR WATER PROTECTION

FIELD OF THE INVENTION

The present invention is directed to a novel process of making water-dispersible products. In addition, the present invention is directed to water-dispersible products, which maintain their integrity and strength when in use, but dissolve or disperse when placed in contact with water, such as in a conventional toilet. Moreover, the present invention is directed to water-dispersible products, including flushable products such as release liners, product packaging, etc., which possess a tailored degree of water protection due to strategically placed hydrophobic coating material along one or more exterior surfaces of the product.

BACKGROUND OF THE INVENTION

Disposable products have revolutionized modern lifestyle and are of great convenience to society. Such products generally are relatively inexpensive, sanitary and quick and easy to use. Disposal of such products, however, is a concern as landfills close and incineration contributes to urban smog and pollution. Consequently, there is an urgent need for disposable products that can be disposed of without dumping or incineration. An ideal disposal alternative would be the use of municipal sewage treatment and private residential septic systems. Products suited for disposal in sewage systems that can be flushed down a conventional toilet are termed "flushable." An essential feature of flushable products is that they must have sufficient wet strength for their intended use, yet lose structural integrity upon contact with water.

Numerous attempts have been made to produce flushable fibers, fabrics, films and adhesives that retain their integrity and wet strength during use, yet can be disposed of via
flushing in conventional toilets. One approach to producing a
flushable product is to limit the size of the product so that it will
readily pass through plumbing without causing obstructions or
blockages. Such products have high wet strength, yet do not
disintegrate during flushing. Examples of this type of product
include baby wipes. This approach to flushability suffers the
disadvantage, however, of being restricted to small sized articles.
Many of the current flushable products are limited to such small
articles.

Another approach to producing a flushable product is
to manufacture a product that is normally insensitive to solutions
having a neutral pH such as water, but which disintegrates in the
presence of alkaline or acidic aqueous solutions. The end user is
provided with an alkaline or acidic material to add to the water in
which the product is to be disposed. This approach permits
disposal via normal plumbing systems of products substantially
larger than wipes, but suffers from the disadvantage of forcing
the user to perform the step of adding the dissolving chemical to
the water. A further disadvantage is that the inadvertent or
unintentional disposal of such a product in a conventional toilet
without the addition of the dissolving chemical can cause serious
obstruction of blockage of the plumbing system. The latter
disadvantage can, however, be overcome by incorporating the
dissolving acid or alkali into the article, but separate from the
dissolvable material while in use. The dissolving chemical is only
released upon contact with water during flushing.

Another approach to producing a flushable product is
to prepare products such as fibers, fabrics and films from water
soluble materials. Upon contact with water, the water soluble
material dissolves, reducing the structural integrity of the
product, and causing its disintegration, such that it will easily pass
through the plumbing system. Although the products prepared by
this approach are suitable for applications wherein the product
does not come in contact with water, these products are not suited
for applications wherein the product may come into contact with
even a relatively small amount of water. In applications where a
water-sensitive product is most likely to contact water during
normal use, the product must possess a degree of water protection. However, too much water protection negatively impairs the flushability of water-sensitive products.

One approach to protecting a water-soluble film from the contact of water is described in U.S. Patent No. 5,300,358, issued to Evers. Evers discloses degradable absorbent structures comprising a water-impervious backsheet, which rapidly dissolves in cold water. The backsheet comprises a water-soluble polymeric material, usually in the form of a film, coated with a hydrophobic material. The hydrophobic material forms a coating which provides "permanent" water protection, at least until the coating is made discontinuous, for example by tearing the coating with a drawstring, to expose the surface of the water-soluble film. Evers does not disclose or provide guidance regarding the relationship between degree of water protection and coating parameters such as coating pattern, coating thickness, and pore geometry.

What is needed in the art is a method of temporarily protecting a water-sensitive film from water contact so that the film can have optimum utility and yet still readily disperse when placed in a conventional toilet. Also, what is needed in the art is a method of determining optimum coating parameters (i.e., degree of coating, coating thickness, pore geometry, etc.) to maximize the water protection of the film without a continuous or permanent coating. Moreover, a method of producing water resistant, water-sensitive, coated films having tailored degrees of water resistance is also needed.

**SUMMARY OF THE INVENTION**

The present invention is directed to a novel process of making coated water-sensitive films. Hydrophobic polymers are coated in a discrete pattern of dots on a water-sensitive film using a hot-melt screen printing technique. The coating provides the film with protection from damage by water when the film is brought into contact with water on the coated side. The degree of protection can be controlled by varying the distance between dots. Maximum protection is achieved when the dots touch each other;
however, in some applications such as flushable articles, care must be taken to insure that the coating disperses sufficiently so as to not cause clogging during the flushing process of a conventional toilet.

In addition, the present invention is directed to the coated water-sensitive films and articles containing the coated water-sensitive films. Specifically, the coated films of the present invention are useful in connection with a variety of water-dispersible products, and especially absorbent products such as sanitary napkins, diapers, dressings and the like. The articles of the present invention exhibit adequate tensile strength and retain their structural integrity when in contact with body fluids, yet are readily dispersible in water so that the absorbent product may be flushed away after use.

Films are widely used as components of such disposable goods as sanitary napkins, diapers, bandages, and the like. Such films, if they are to function effectively, must maintain their structural integrity, as well as exhibit satisfactory tensile strength, when they are wet or damp with various body fluids such as blood, menstrual fluid and urine, with which they come into contact during use. It has been recognized that if such films, while retaining their strength in body fluids, were to lose substantially all their tensile strength when exposed to water and become readily dispersible therein, disposal problems would be substantially eliminated since the films could be easily and conveniently disposed of by contacting the film with water. The present invention provides a mechanism for eliminating disposal problems associated with various consumer products.

In a further embodiment of the present invention, the coated film may serve as a primer layer for additional coatings on the water-sensitive film, such as latex coatings. The primer layer provides enough water protection so that a water-base solution coating may be applied to the coated water-sensitive film, the water being subsequently removed prior to any degradation of the water-sensitive film layer. In most cases and applications, the coated water-sensitive film is flushable and dispersible because it
will disintegrate rapidly when exposed to water such as in a conventional toilet.

DETAILED DESCRIPTION OF THE INVENTION

The present invention is directed to a novel process of making coated water-sensitive films. Hydrophobic polymer is coated in a discrete pattern of dots on a water-sensitive film, such as a polyethylene oxide (PEO) film, using a hot-melt screen printing technique. The coating provides temporary protection for the film from damage by water when the film is brought in contact with water on the coated side. The degree of protection can be controlled by varying the average distance between dots. Maximum protection is achieved when the dots form a "jigsaw puzzle" pattern, wherein the dots touch each other; however, in some applications such as flushable articles, care must be taken to insure that the coating disperses sufficiently to prevent clogging during the flushing process of a conventional toilet. The screen printing process of the present invention is described below.

Molten hydrophobic polymer is delivered from a melting tank through a heated hose to a slot die located inside a screen cylinder. The temperature of the melting tank, hose and screen cylinder may vary depending upon the melt rheology of the hydrophobic polymer in the coating process. The molten polymer is distributed uniformly on the inner wall of the rotating screen cylinder, and then applied through screen holes, as discrete dots, directly onto the water-sensitive film, or alternatively, onto a carrier substrate outside and adjacent to the screen cylinder. The screen and film/carrier substrate may move at the same or different speeds depending upon the distortion of dot shape desired. When the screen and film/carrier substrate travel at the same speed, symmetrical dots are produced. When the screen and film/carrier substrate travel at different speeds, dots elongated in the machine direction are produced. Elongation of the dots results in bridging of some or all of the dots. Line speed may vary depending upon the "open time" of the hydrophobic
polymer. As used herein, the "open time" of a polymer refers to the amount of time required for the polymer to lose its tackiness.

In a transfer coating process, the coated carrier substrate moves further through the process and comes into contact with the water-sensitive film, which is properly aligned with the coated carrier substrate. The coating is transferred from the carrier substrate to the water-sensitive film under pressure as the film and carrier substrate pass through a nip roll. The dots spread out as a result of the nip pressure during the transfer process. The degree of spreading depends on the pressure, open time of the hydrophobic polymer resin, and the coating speed. Desirably, spreading should minimize the gap between dots without coalescence of the dots. In practice, optimum dot spacing is achieved by adjusting processing factors which include, but are not limited to, the hydrophobic polymer, the coating temperature, the screen pattern, the resin flow rate, screen speed, line speed, and the pressure applied at the nip roll.

In either the direct coating process or the transfer coating process, the adhesion of the dots to the water-sensitive film should be greater than the adhesion of the dots to the screen (direct coating) or the carrier substrate (transfer coating). The choice of hydrophobic polymer should take into consideration the desired adhesion properties of the hydrophobic polymer. Suitable hydrophobic polymers for use in the present invention include any processible polymer with appropriate melt rheology and adhesion properties for application by the above-described hot melt screen coating process. Suitable polymers include, but are not limited to, polyolefins, such as polyethylene, polypropylene, and ethylene/propylene copolymers, polyethylene-vinyl acetate, polystyrene, polyesters, polyamides, polyvinyl chloride, fluoropolymers, and silicones.

One or more of the hydrophobic polymers above may be combined to form the coating of the water-sensitive film. Further, the hydrophobic polymer may contain one or more of the following additives including, but not limited to, compatibilizers, processing aids, plasticizers, tackifiers, detackifiers, slip agents, and anti-microbial agents, as fabricating
agents or as modifiers depending on the specific properties desired in the coating and the final product.

Desirably, the hydrophobic polymer is an amorphous polyolefin having a melt viscosity of about 400 to about 10,000 cps at 190°C. Particularly suitable polymers are manufactured by the U.S. Rexene Company under the tradename REXTAC®. Three REXTAC® resins, RT2315, RT2535 and RT2330, are particularly suitable for the present invention. In a further embodiment, one or more REXTAC® resins are blended with a low molecular weight, highly branched polyolefin to reduce the tackiness of the hydrophobic polymer coating. A particularly suitable low molecular weight, highly branched polyolefin, VYBAR® 253, is manufactured by the Petrolite Corporation. Blends of REXTAC® and VYBAR® 253 provide good results as film coating materials. Desirably, the ratio of REXTAC® resin to VYBAR® 253 is from about 100/0 wt/wt to about 70/30 wt/wt. More desirably, the ratio of REXTAC® resin to VYBAR® 253 is from about 98/2 wt/wt to about 75/25 wt/wt. More desirably, the ratio of REXTAC® resin to VYBAR® 253 is from about 95/5 wt/wt to about 80/20 wt/wt. Particularly useful blends are RT2330/VYBAR® 253 (95/5 wt/wt) and RT2370/VYBAR® 253 (80/20 wt/wt).

The hydrophobic polymer may be coated directly onto the water-sensitive film or onto the carrier substrate and subsequently transferred to the water-sensitive film in the form of a plurality of dots. The dots may have any shape desired. Suitable shapes include, but are not limited to, circles, squares, rectangles, triangles, and hexagons. Desirably, the dot shape allows uniform coverage of the film and minimal spacing between adjacent dots. More desirably, the dots are present as substantially discontinuous interengaged shapes of hydrophobic polymeric material, resembling pieces of a jigsaw puzzle, adhered to and uniformly covering the water-sensitive film surface. As used herein, the phrase "substantially discontinuous" describes a coating wherein the dots are completely distinct from one another with no overlapping of the dots, and also a coating wherein some overlapping of the dots takes place. As used herein, the term
"interengaged" describes the relationship of the dots on the film surface such that the exposed surface area of the film is minimized.

Dot size and thickness may vary greatly depending upon the end use of the coated water-sensitive film-containing product. Desirably, dot dimensions should be less than about 100 mm for flushable films to avoid potential clogging in conventional toilets. Dot thickness should be minimized when possible to reduce product cost and to reduce the structural integrity of the coating so that the dots will readily disperse, especially in the case of flushable products. However, the dots should be thick enough to provide a gap between the film surface and the curved air/water interface in the pores between dots. Desirably, the size, thickness and spacing of the dots provide sufficient capillary forces for a given resin coating in order to temporarily provide water protection for the water-sensitive film.

The carrier substrate used in the above-described process may be any substrate which can transfer the hydrophobic polymer to the water-sensitive film. Suitable carrier substrates display little or no adhesion with the hydrophobic polymer relative to the adhesion between the water-sensitive film and the hydrophobic polymer. Suitable carrier substrates include, but are not limited to, release paper, release films, and release-coated substrates such as fabrics and/or belts. Desirably, the carrier substrate is a release paper. More desirably, the carrier substrate is an AKROSIL® High Release Paper.

Water-sensitive films for use in the present invention include any water-sensitive film capable of withstanding the above-described hot melt screen coating process. As used herein, the phrase "water-sensitive film" describes films, which degrade over time when in the present of water and includes, but is not limited to, water-soluble films and water-dispersible films. Suitable water-sensitive films have sufficient strength and adhesion properties for use in the above-described process. Suitable polymers include, but are not limited to, polyalkylene oxides, such as polyethylene oxide (PEO) and polypropylene oxide (PPO), ethylene oxide-propylene oxide copolymers,
polymethacrylic acid, polymethacrylic acid copolymers, polyvinyl alcohol, polyethyl oxazoline, polyvinyl methyl ether, polyvinyl pyrrolidone/vinyl acetate copolymers, methyl cellulose, ethyl cellulose, hydroxypropyl cellulose, hydroxypropyl methyl cellulose, ethyl hydroxyethyl cellulose, methyl ether starch, poly (n-isopropyl acrylamide), poly N-vinyl caprolactam, polyvinyl methyl oxazolidone, polyvinyl methyl oxazolidimone, poly (2-isopropyl-2-oxazoline), and poly (2,4-dimethyl-6-triazinyl ethylene).

The water-sensitive film of the present invention may be made entirely of water-sensitive polymeric material or may contain water-sensitive as well as water-insoluble materials so long as the film dissolves in water, such as in a conventional toilet. Additionally, water-sensitive films may also be made by mixing various different types of water-sensitive film materials. In some embodiments, it may be desirable to employ one or more additives into the water-sensitive film material including, but not limited to, compatibilizers, processing aids, plasticizers, tackifiers, detackifiers, slip agents, and anti-microbial agents, as fabricating agents or as modifiers depending on the specific properties desired in the film and the final product.

Desirably the water-sensitive film of the present invention comprises a polyalkylene oxide film or a polyvinyl alcohol film. More desirably, the water-sensitive film of the present invention comprises a polyethylene oxide film, a polypropylene oxide film, an ethylene oxide-propylene oxide copolymer film or a polyvinyl alcohol film. More desirably, the water-sensitive film of the present invention comprises a polyethylene oxide film or a polyvinyl alcohol film. The polyethylene oxide film is the most desirable film for the transfer coating procedure, while the polyvinyl alcohol film is the most desirable film for the direct coating procedure.

The thickness of the water-sensitive film may vary greatly depending upon the end use of the film-containing product. Film thickness should be minimized when possible to reduce product cost and to reduce the time necessary for the film to disperse, especially in the case of flushable products.
Desirably, the water-sensitive film thickness will be less than about 2.0 mil. More desirably, the water-sensitive film thickness will be from about 0.1 mil to about 1.4 mil. More desirably, the water-sensitive film thickness will be from about 0.1 mil to about 0.5 mil.

The barrier performance, or degree of water protection, of the coated water-sensitive film depends on a number of factors including, but not limited to, the dot pattern, dot size, the distance between dots, the dot thickness, the pore geometry, the water sensitivity of the film material, and the hydrophobic polymer material. Capillary forces on the surface of the coated film prohibit fluid, such as water, from entering the spaces between dots. The magnitude of capillary forces depends on the factors above and additionally the fluid surface tension, fluid pressure and fluid contact angle on the hydrophobic coating material. Theoretical guidelines for dot spacing may be estimated by reference to the Kelvin equation for a curved air/fluid in a cylindrical pore. The Kelvin equation is given below:

\[ \Delta P = P'' - P' \]

\[ \Delta P = 2\gamma \cos(180 - \theta) / r \]

wherein \( P'' \) is the fluid pressure; \( P' \) is the air pressure; \( \Delta P \) is the capillary pressure difference; \( \gamma \) is the fluid surface tension; \( \theta \) is the contact angle in degrees; and \( r \) is the radius of the pore. If the pressure on the fluid exceeds the sum of the air pressure in the pore and the capillary pressure difference, the fluid will enter into the pore. For example, theoretical calculations for a fluid with a fluid pressure of 0.5 psi, a surface tension of 40 dyne/cm, a non-wetting contact angle of 0° and a cylindrical pore suggests a preferred distance of less than 0.02 mm between the dots in order to keep the fluid out of the pore. In practice, tight spacing of the dots will result in a higher capillary pressure difference and increased temporary water protection.

The degree of water protection of a given coated water-sensitive film may be measured by a water attack test. In
the water attack test, a drop of water is placed on the surface of a coated water-sensitive film. The time that it takes for water to wet the water-sensitive film, which is indicated by a change in the appearance of the film, is measured. Desirably, the coated water-sensitive film can withstand a water attack using the above-described test for at least 15 seconds. More desirably, the coated water-sensitive film can withstand a water attack using the above-described test for at least 30 seconds. More desirably, the coated water-sensitive film can withstand a water attack using the above-described test for at least one minute.

With this temporary barrier performance, the screen-printed, coated water-sensitive films of the present invention have applicability in a number of flushable products including, but not limited to, feminine care products, diapers and training pants, bandages, packaging, release films, and the like. Further, the coated water-sensitive films of the present invention are suitable as a primer layer for subsequently applied latex coatings.

Those skilled in the art will readily understand that the coated water-sensitive films of the present invention may be advantageously employed in the preparation of a wide variety of products designed to be contacted with aqueous fluids. Such products may only comprise a single layer of the coated water-sensitive film or may comprise a coated water-sensitive film in combination with one or more additional layers such as coatings, films, fabrics, etc. Although the coated water-sensitive film of the present invention is particularly suited for personal care products, the coated water-sensitive film of the present invention may be advantageously employed in the preparation of a wide variety of consumer products other than personal care products.

The present invention is further illustrated by the following examples, which are not to be construed in any way as imposing limitations upon the scope thereof. On the contrary, it is to be clearly understood that resort may be had to various other embodiments, modifications, and equivalents thereof which, after reading the description herein, may suggest themselves to those
skilled in the art without departing from the spirit of the present invention and/or the scope of the appended claims.

**EXAMPLE 1**

Hydrophobic polymer, REXTAC® RT2315, was coated on a high release paper, using a 40 mesh screen, and subsequently transferred to a PEO film under the following conditions: tank temperature, 315°F; grid temperature, 324°F; hose temperature, 340°F; die temperature, 330°F; screen speed, 35 ft/min.; and line speed, 24 ft/min. Higher line speed facilitated the spreading of dots because of less temperature drop before the nip at pressure. At a line speed of 25 ft/min., coalescence of the dots started to occur. The average space between dots was about 0.1 mm on the release paper and about 0.05 mm on the PEO film. The dot spacing was reduced by increasing the nip pressure.

The effect of mis-matching of the speeds of the screen and the paper was also studied. When the screen was running at higher speed than the paper, flatter dots with less space between them were seen, but coalescence was limited. When the screen speed was slightly less than that of the paper, part of the dot was pulled off as a crescent-shaped wing on one side of the dot, again with little coalescence.

The coated PEO film stood up against droplets of water for 15-30 seconds, and dispersed readily in tap water. Although the coating did not provide long-term protection for the film against water, because of the larger gap between dots, it did protect the film against brief water exposure.

**EXAMPLE 2**

Hydrophobic polymer, REXTAC® RT2535, was initially coated on a high release paper, using a 40 mesh screen, and subsequently transferred to a PEO film under the following conditions: tank temperature, 330°F; grid temperature, 340°F; hose temperature, 345°F; die temperature, 350°F; screen speed, 35 ft/min.; and line speed, 24 ft/min. The dots were well separated; the average distance between dots was about 0.25 mm,
which provided little protection against water. The nip pressure had a profound effect on dot spreading. When the nip pressure was more than doubled, the average space between the dots was reduced to about 0.1 mm on the PEO film, and more coalescence was observed. The coated PEO film withstood water attack for about 15 seconds and dispersed readily when exposed to a large body of water. Increasing coating temperatures to as much as 375°F and mismatching the coating speed showed no significant influence on the dot spacing.

**EXAMPLE 3**

Hydrophobic polymer, REXTAC® RT2330, was coated on a high release paper, using a 40 mesh screen, and subsequently transferred to a PEO film under the following conditions: tank temperature, 336°F; grid temperature, 345°F; hose temperature, 344°F; die temperature 350°F; screen speed, 35 ft/min.; and line speed, 24 ft/min. Similar to hydrophobic polymer, Rexene RT2315, slight coalescence was observed but not enough for long term protection. Increases in the line speed and nip pressure did not significantly improve the barrier function. The coated PEO film again withstood water attack for 15-30 seconds, and dispersed readily in tap water.

**EXAMPLE 4**

To increase spreading capacity and to reduce the tackiness of the coating, 5 wt% of a low molecular weight highly branched polyolefin, VYBAR® 253, was added to the RT2330 resin. The blend was coated on a release paper and subsequently transferred to a PEO film under the following conditions: tank temperature, 335°F; grid temperature, 345°F; hose temperature, 345°F; die temperature, 354°F; screen speed, 35 ft/min.; and line speed, 24 ft/min. The dots were elongated and substantial coalescence occurred. The average space between dots was about 0.2 mm on the release paper and about 0.1 mm on the PEO film. The blend gave the PEO film better water resistance compared to the PEO films coated with RT2315 and RT2330. The film
withstood water attack for up to 1 minute, and dispersed readily in tap water.

To further reduce the gap between dots, a 50 mesh screen, which has less space between holes, was used. The dots produced with the 50 mesh screen were smaller and did not coalesce. An increased paper speed of 25 ft/min., while maintaining the screen speed at 35 ft/min., resulted in some pulling of dots, but no improvement in coalescence of dots. An increase in all the temperatures by 10 degrees showed no difference in dot coalescence.

**EXAMPLE 5**

A blend comprising 80 wt% hydrophobic polymer REXTAC® RT2730 and 20 wt% VYBAR® 253 was coated on a high release paper, using a 40 mesh screen, and subsequently transferred to a PEO film under the following conditions: tank temperature, 301°F; grid temperature, 303°F; hose temperature, 309°F; die temperature, 312°F; screen speed, 35 ft/min.; and line speed, 25 ft/min. Significantly lower processing temperatures were used because of the relatively large weight percentage of VYBAR® 253. The blend had good spreading capability. The dots appeared flatter, and more coalescence was observed. The average distance between dots was about 0.1 mm. The coated PEO film withstood water attack for over 5 minutes and dispersed readily when exposed to a large body of water.
CLAIMS

What Is Claimed Is:

1. A method of making a water-sensitive film having temporary protection from water, the method comprising:
   applying a plurality of substantially discontinuous interengaged shapes of hydrophobic polymeric material onto a surface of a water-sensitive film.

2. The method of Claim 1, further comprising the steps of:
   prior to the applying step:
   providing a hydrophobic polymeric material to a receiving surface of a rotating screen having a screen speed;
   contacting the water-sensitive film, having a film line speed, with an applying surface of the rotating screen; and
   following the applying step:
   separating the film discontinuously coated with hydrophobic polymeric material from the rotating screen.

3. The method of Claim 1, further comprising the steps of:
   prior to the applying step:
   providing a hydrophobic polymeric material to a receiving surface of a rotating screen having a screen speed;
   contacting a carrier substrate, having a carrier line speed, with an applying surface of the rotating screen;
   transferring the hydrophobic polymeric material from the carrier substrate to a water-sensitive film, having a film line speed, by contacting the coated surface of the carrier substrate with the water-sensitive film under pressure; and
   following the applying step:
   separating the carrier substrate from the film discontinuously coated with hydrophobic polymeric material.
4. The method of Claim 1, wherein the hydrophobic polymeric material is present on the film in the form of substantially discrete dots, the dots having an average spacing between the dots.

5. The method of Claim 4, wherein the average spacing between the dots is less than about 0.2 mm.

6. The method of Claim 2, wherein the water-sensitive film comprises polyvinyl alcohol.

7. The method of Claim 3, wherein the water-sensitive film comprises polyethylene oxide, polypropylene oxide, ethylene oxide-propylene oxide or a combination thereof.

8. The method of Claim 2, wherein the hydrophobic polymeric material comprises polyethylene, polypropylene, ethylene/propylene copolymers, polyethylene-vinyl acetate, polystyrene, polyesters, polyamides, polyvinyl chloride, fluoropolymers, silicones or a combination thereof.

9. The method of Claim 3, wherein the hydrophobic polymeric material comprises polyethylene, polypropylene, ethylene/propylene copolymers, polyethylene-vinyl acetate, polystyrene, polyesters, polyamides, polyvinyl chloride, fluoropolymers, silicones or a combination thereof.

10. The method of Claim 2, wherein the hydrophobic polymeric material comprises an amorphous polyolefin having a melt viscosity of about 400 to about 10,000 cps at 190°C.

11. The method of Claim 3, wherein the hydrophobic polymeric material comprises an amorphous polyolefin having a melt viscosity of about 400 to about 10,000 cps at 190°C.

13. A water-sensitive film having temporary protection from water comprising:
   a water-sensitive film; and
   a plurality of substantially discontinuous interengaged shapes of hydrophobic polymeric material on a surface of the water-sensitive film, the shapes having an average spacing between the shapes.

14. The water-sensitive film of Claim 13, wherein the average spacing between the shapes is less than about 0.2 mm.

15. The water-sensitive film of Claim 13, wherein the water-sensitive film is formed by a method comprising the steps of:
   providing a hydrophobic polymeric material to a receiving surface of a rotating screen having a screen speed;
   contacting a water-sensitive film, having a film line speed, with an applying surface of the rotating screen;
   applying a plurality of substantially discontinuous interengaged shapes of the hydrophobic polymeric material onto a surface of the water-sensitive film; and
   separating the film discontinuously coated with hydrophobic polymeric material from the rotating screen.

16. The water-sensitive film of Claim 13, wherein the water-sensitive film is formed by a method comprising the steps of:
   providing a hydrophobic polymeric material to a receiving surface of a rotating screen having a screen speed;
   contacting a carrier substrate, having a carrier line speed, with an applying surface of the rotating screen;
   transferring a plurality of substantially discontinuous interengaged shapes of hydrophobic polymeric material from the carrier substrate to a water-sensitive film, having a film line speed, by contacting the coated surface of the carrier substrate with the water-sensitive film under pressure; and
separating the carrier substrate from the film discontinuously coated with hydrophobic polymeric material.

17. The water-sensitive film of Claim 13, wherein the water-sensitive film comprises polyethylene oxide, polypropylene oxide, ethylene oxide-propylene oxide, polyvinyl alcohol or a combination thereof.

18. The water-sensitive film of Claim 13, wherein the hydrophobic polymeric material comprises polyethylene, polypropylene, ethylene/propylene copolymers, polyethylene-vinyl acetate, polystyrene, polyesters, polyamides, polyvinyl chloride, fluoropolymers, silicones or a combination thereof.

19. The water-sensitive film of Claim 13, wherein the hydrophobic polymeric material comprises an amorphous polyolefin having a melt viscosity of about 400 to about 10,000 cps at 190°C.

20. The water-sensitive film of Claim 13, wherein the water-sensitive film can withstand a water attack for at least 15 seconds.

21. The water-sensitive film of Claim 20, wherein the water-sensitive film can withstand a water attack for at least 30 seconds.

22. The water-sensitive film of Claim 21, wherein the water-sensitive film can withstand a water attack for at least 60 seconds.
### INTERNATIONAL SEARCH REPORT

**In international Application No**

PCT/US 98/15193

### A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>IPC</th>
<th>A61L15/62</th>
<th>A61L15/52</th>
<th>B05D7/02</th>
</tr>
</thead>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

**Minimum documentation searched (classification system followed by classification symbols)**

<table>
<thead>
<tr>
<th>IPC</th>
<th>A61L B05D C08J</th>
</tr>
</thead>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of database and, where practical, search terms used)

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4 186 233 A (ERICKSON ROBERT E ET AL)</td>
<td>1,12</td>
</tr>
<tr>
<td></td>
<td>29 January 1980</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 3 683 917 A (COMERFORD JOHN M)</td>
<td>1,12</td>
</tr>
<tr>
<td></td>
<td>15 August 1972</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>EP 0 079 248 A (UNILEVER NV) 18 May 1983</td>
<td>1,12</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>EP 0 461 484 A (UNITIKA LTD) 18 December 1991</td>
<td>1,12</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:
- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier document but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

**Date of the actual completion of the international search**

30 October 1998

**Date of mailing of the international search report**

10/11/1998

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 apo NL,
Fax: (+31-70) 340-3016

**Authorized officer**

Brothier, J-A
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4186233 A</td>
<td>29-01-1980</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 3683917 A</td>
<td>15-08-1972</td>
<td>CA 953889 A</td>
<td>03-09-1974</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 9022682 A</td>
<td>19-05-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 8206490 A</td>
<td>27-09-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1190465 A</td>
<td>16-07-1985</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3278073 A</td>
<td>10-03-1988</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2109706 A, B</td>
<td>08-06-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1024066 B</td>
<td>10-05-1989</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1539489 C</td>
<td>16-01-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 58087050 A</td>
<td>24-05-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT 75821 B</td>
<td>12-03-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4416791 A</td>
<td>22-11-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 8208235 A</td>
<td>27-06-1984</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5283090 A</td>
<td>01-02-1994</td>
</tr>
</tbody>
</table>