Abstract: An electrical wiring device has a longitudinal axis extending between a top surface and a bottom surface. The electrical wiring device includes at least one line phase wire terminal, at least one neutral terminal, at least one line phase electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the line phase wire terminal and the top surface or the bottom surface of the electrical wiring device and at least one neutral electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the neutral wire terminal and the top surface or the bottom surface of the electrical wiring device.
CROSS-REFERENCE TO RELATED APPLICATION

[001] The present disclosure is based on and claims benefit from co-pending U.S. Provisional Application Serial No. 62/084,798 filed November 26, 2014 entitled "Electrical Devices with Longitudinal Electrical Conductor Entries", the entire contents of which are herein incorporated by reference.

BACKGROUND

Field

[002] The present disclosure relates generally to electrical devices, and more particularly to electrical devices with longitudinal electrical conductor entries.

Description of the Related Art

[003] Electrical distribution systems deliver power throughout a building from a power source to electrical wiring devices. Electrical wiring devices are connected to the electrical distribution system by way of wiring terminals, and deliver power from the power source to a load, or control the power to a load. One or more electrical wiring devices can be mounted to a device box depending on the size of the device box. Once the electrical wiring device is installed inside a device box, a cover plate is disposed over the electrical wiring device to complete the installation. Electrical wiring devices may include, for example, receptacles, switches, fault circuit interrupters, such as ground fault circuit interrupters and arc fault circuit interrupters, transient surge suppressors, such as transient voltage surge suppressors, occupancy sensors, dimmers, timers, and low voltage devices, such as USB chargers, etc.

[004] Generally, the wiring terminals used to connect the electrical wiring devices to the electrical distribution system can be made via binding screws, which may be color coded to meet
electrical codes. There may be one or more binding screws for a line side phase (or hot) connections, one or more binding screws for a neutral connections, and a binding screw for a ground connection, which may be connected to the yoke or mounting strap of the electrical wiring device. As an example, for a duplex receptacle there would generally be two binding screws for the line phase connection, two binding screws for the neutral connection, and a binding screw on the yoke for the ground connection. In such duplex receptacles, the binding screws for the line side phase connection are generally on one side of the receptacle, and the binding screws for the neutral connection are generally on the other side of the receptacle. The line side phase binding screws connect to one or more line side phase conductors of the electrical distribution system, e.g. a household wiring system. The neutral binding screws connect to one or more neutral conductors of the electrical distribution system, and the ground binding screw connects to the ground conductor of the electrical distribution system.

[005] To connect the conductors to the wiring terminals, many commercially available electrical devices have apertures in a rear surface of the device for receiving such conductors for connection to the wiring terminals. As a result, conductors connected to the wiring terminal extend perpendicular to the longitudinal axis of the electrical wiring device creating a large, obtrusive device footprint making it difficult to use such electrical wiring devices in wiring boxes, wiring raceways or other spaces that are not sufficiently deep to easily install and retain the electrical wiring devices.

SUMMARY

[006] An electrical wiring device has a longitudinal axis extending between a top surface and a bottom surface. The electrical wiring device includes at least one line phase wiring terminal, at least one neutral wiring terminal, at least one line phase electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the line phase wiring terminal and the top surface or the bottom surface of the electrical wiring device and at least one neutral electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the neutral wiring terminal and the top surface or the bottom surface of the electrical wiring device.
An electrical wiring device has a longitudinal axis extending between a top surface and a bottom surface. The electrical wiring device includes a plurality of wiring terminals and a plurality of electrical conductor entries extending along the longitudinal axis of the electrical wiring device, wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and the top surface, and wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and the bottom surface.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete appreciation of the present disclosure and many of the attendant advantages thereof will be readily obtained as the same becomes better understood by reference to the following detailed description when considered in connection with the accompanying drawings, wherein;

Fig. 1 is a perspective view of an exemplary embodiment of an USB charger as an electrical wiring device according to an illustrative embodiment of the present disclosure;

Fig. 2 is a perspective view of the electrical wiring device of Fig. 1 according to an illustrative embodiment of the present disclosure with a cover separated from a base and separated from a yoke, the cover shown in partial cut-away view for description purposes only;

Fig. 3 is a perspective view of the electrical wiring device of Fig. 1, illustrating a USB cover in an open position and a USB connector ready for insertion into a USB charging assembly according to an illustrative embodiment of the present disclosure;

Fig. 4 is a front plan view of the electrical wiring device of Fig. 1 according to an illustrative embodiment of the present disclosure;

Fig. 5 is a view from a first side of the electrical wiring device of Fig. 1, illustrating line phase and neutral wiring terminals according to an illustrative embodiment of the present disclosure;
[0014] Fig. 6 is a view from a second side of the electrical wiring device of Fig. 1, illustrating a ground wiring terminal according to an illustrative embodiment of the present disclosure;

[0015] Fig. 7 is a view from the top of the electrical wiring device of Fig. 1, illustrating longitudinal electrical conductor entries according to an illustrative embodiment of the present disclosure;

[0016] Fig. 8 is a rear plan view of the electrical wiring device of Fig. 1 according to an illustrative embodiment of the present disclosure;

[0017] Fig. 9 is a perspective view of the first side of the electrical wiring device of Fig. 1, with portions removed to illustrate multiple longitudinal electrical conductor entries for connection of hot conductors to a line phase wiring terminal and multiple longitudinal electrical conductor entries for connection of neutral conductors to a neutral wiring terminal according to an illustrative embodiment of the present disclosure;

[0018] Fig. 10 is a perspective view of the electrical wiring device of Fig. 1, illustrating a line phase conductor in a longitudinal connection with a line phase wiring terminal, and a neutral conductor in a longitudinal connection with a neutral wiring terminal according to an illustrative embodiment of the present disclosure;

[0019] Fig. 11 is a perspective view of the electrical wiring device similar to Fig. 10, and further illustrating a line phase conductor in a perpendicular connection with the line phase wiring terminal, and a neutral conductor in a perpendicular connection with a neutral wiring terminal according to an illustrative embodiment of the present disclosure;

[0020] Fig. 12 is a side perspective view of an exemplary embodiment of a decorator switch as an electrical wiring device according to an illustrative embodiment of the present disclosure;

[0021] Fig. 13 is a perspective view of a first side of the electrical wiring device of Fig. 12 with portions removed to illustrate a single longitudinal entry for connection of a hot conductor to a line phase wiring terminal, and a single longitudinal entry for connection of a neutral conductor to a neutral wiring terminal according to an illustrative embodiment of the present disclosure;
Fig. 14 is a side perspective view of an exemplary embodiment of a duplex receptacle as an electrical wiring device according to the present disclosure according to an illustrative embodiment of the present disclosure; and

Fig. 15 is a perspective view of the first side of the electrical wiring device of Fig. 14, illustrating multiple longitudinal entries for connection of multiple neutral conductors to neutral wiring terminals according to an illustrative embodiment of the present disclosure.

DETAILED DESCRIPTION

The present disclosure relates generally to electrical devices, and more particularly to electrical devices with longitudinal wiring entries or what may be referred to as electrical devices with bi-directional clamp wiring. Figs. 1-11 provide an exemplary embodiment of an electrical wiring device configured with longitudinal entries so that electrical conductors can connect to wiring terminals in a path parallel to a longitudinal axis of the electrical wiring device. As described with respect to Fig. 3, the longitudinal axis (A-A) extends from a top surface 93 of the electrical device to a bottom surface 95 of the electrical device. Of course, top and bottom as used herein are for ease of description of the longitudinal axis and do not necessarily describe any particular physical orientation of the device in use.

According to an embodiment of the present disclosure, the electrical wiring device has a cover, and a base with at least one line phase wiring terminal and at least one neutral wiring terminal. The base has at least one line phase electrical conductor entry extending along a longitudinal axis of the electrical wiring device and extending between the line phase wiring terminal and a top or bottom surface of the electrical wiring device. The base may also have at least one neutral electrical conductor entry extending along a longitudinal axis of the electrical wiring device and extending between the neutral wiring terminal and a top or bottom surface of the electrical wiring device. Preferably, the at least one line phase electrical conductor entry extends between the line phase wiring terminal and the bottom surface of the electrical wiring device, and the at least one neutral electrical conductor entry extends between the neutral wiring terminal and the top surface of the electrical wiring device. In some embodiments, the at least
one line phase electrical conductor entry includes two line phase electrical conductor entries, and the at least one neutral electrical conductor entry comprises two neutral electrical conductor entries. According to an embodiment, the electrical wiring device may further include a yoke extending from one portion of the cover around an outer surface of the base to another portion of the cover, and including a ground terminal. The yoke can be snap fitted to the cover and base to at least partially secure the cover to the base.

[0026] In another embodiment, the electrical wiring device has a cover and a base having a plurality of wiring terminals and a plurality of electrical conductor entries extending along a longitudinal axis of the electrical wiring device, wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and a top surface of the electrical wiring device, and wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and a bottom surface of the electrical wiring device. In some embodiments, the plurality of wiring terminals may include line phase and load phase wiring terminals, and the plurality of electrical conductor entries may include at least one line phase electrical conductor entry and at least one load phase electrical conductor entry. In some embodiments the plurality of wiring terminals may include line phase and neutral wiring terminals, and the plurality of electrical conductor entries may include at least one line phase electrical conductor entry and at least one neutral electrical conductor entry. According to an embodiment of the present disclosure, the electrical wiring device may also include a yoke extending from one portion of the cover around an outer surface of the base to another portion of the cover, and including a ground terminal. The yoke can be snap fitted to the cover and base to at least partially secure the cover to the base.

[0027] According to an embodiment of the present disclosure, the electrical wiring device is a USB charger having two ports for facilitating connections between the USB charging assembly within the electrical wiring device and to two external USB devices. However, it should be appreciated that any electrical wiring device may be configured with the disclosed longitudinal entries for connecting electrical conductors to the wiring terminals. Examples of such electrical wiring devices include receptacles, switches, circuit interrupters (e.g., ground fault circuit interrupters and arc fault circuit interrupters), transient surge suppressors (e.g., transient voltage surge suppressors), occupancy sensors, dimmers, timers, low voltage devices, including the USB
charger disclosed herein, and combinations of the different devices, such as a combination receptacle and USB charger, etc.

[0028] Turning to the figures and in particular Figs. 1-3, the electrical wiring device 10 includes a cover 12, a base 14, and a yoke 16. The cover 12 in this embodiment includes a door 20 covering USB ports 22 and 24. The door 20 is capable of moving between a closed position (shown in Fig. 1) and an open position (shown in Fig. 3). In the closed position, door 20 helps protect the USB charging assembly within the electrical wiring device from damage. The USB charging assembly may include USB connectors and charging circuitry, which are known in the art and not shown. An example of a USB charging assembly in an electrical wiring device is described in U.S. Patent 8,758,031, which is incorporated herein in its entirety by reference.

[§029] Referring to Fig. 2, the cover 12 also has an open central interior portion 26 that forms in part an interior chamber that houses the internal components of the electrical wiring device, here the USB charging assembly, and will be described in more detail below. The cover 12 has one or more snap projections 28 configured to engage corresponding recesses 30 in base 14 such that when snap projections 28 are fully inserted into recesses 30, the cover 12 is at least partially secured to the base 14.

[0030] The cover 12 may also include an aperture 34 where an indicator 32 (e.g., an LED electrically connected to the charging circuitry) would be visible. For example, an illuminated LED may indicate that a device plugged into the USB charging assembly, via a USB cable including a USB connector 27 (Fig. 3) inserted into a USB port, e.g., port 22 or 24, is connected and charging. While the cover 12 for electrical wiring device according to this illustrative embodiment includes USB ports, it will be appreciated that the cover 12 can be configured in accordance with any type of electrical wiring device. For example, for a receptacle (e.g., a single or duplex receptacle), the cover will include apertures or slots configured to receive blades of a plug. For a switch, the cover will include an opening for the toggle arm of the switch assembly within the interior chamber to pass through the cover.

[0031] Referring to Figs. 2, 5 and 6, the base 14 and yoke 16 support the one or more wiring terminals that provide terminations for electrical conductors providing electrical power to the electrical wiring device 10. According to an embodiment of the present disclosure, the electrical
wiring device has three wiring terminals, a line phase terminal 50, a neutral terminal 52 and a ground terminal 54. The base 14 also includes an open central portion 56 which when combined with the open central portion 26 of the cover 12 form the interior chamber configured to support the internal components of the electrical wiring device. For example, in the exemplary embodiment of Fig. 1, the electrical wiring device is a USB charger, and thus the interior chamber supports the USB charging assembly including the connectors and electrical circuitry for the USB charger. Power to the electrical circuitry for the USB charger is provided via the wiring terminals. If the electrical wiring device were a receptacle, the interior chamber would support a set of female connector members, for example, female binding terminals (not shown), that would be capable of engaging the prongs of a male plug inserted through the cover 12 and into the female connector members. The female connector members would be electrically connected to the wiring terminals, such that power from electrical distribution system conductors connected to the wiring terminals would be available at the female connector members to provide power to the plug inserted into the receptacle. An example of a receptacle with female connector members is described in US Patent 4,271,337, which is incorporated herein in its entirety by reference. If the electrical wiring device were a switch, the interior chamber would support a switch assembly that includes for example a toggle arm that extends through the cover 12, bumpers, springs and electrical switch contacts that would be electrically connected to the wiring terminals.

[0032] As noted above, in an exemplary embodiment disclosed herein the electrical wiring device has three wiring terminals, a line phase terminal 50, a neutral terminal 52 and a ground terminal 54, and the wiring terminals are binding screws. The line phase terminal 50 and neutral terminal 52 are positioned on one side of the electrical wiring device, and are secured within channels 58 and 60 respectively in the base 14, as shown in Fig. 9. The ground wiring terminal 54 is secured within channel 62 in the base 14, as shown in Fig. 2. The ground wiring terminal 54 is part of flange 64 of yoke 16 (Figs. 2 and 9). It should be noted that binding screws are exemplary of the types of wiring terminals that can be used to provide electrical connections between the electrical distribution system conductors and the electrical wiring devices. Examples of other types of wiring terminals include set screws, pressure clamps, pressure plates, push-in type connections, pigtails and quick-connect tabs.
Referring to Figs. 2 and 8, the yoke 16, also referred to as a mounting strap, extends from the cover 2 at the top of the electrical wiring device 10, wraps around the perimeter of the base 14, and extends along to the cover 2 at the bottom of the electrical wiring device 10. The yoke 16 helps to secure the cover 2 to the base 14, and provides finishing ears 40 and mounting screws 42 to secure the electrical wiring device 10 to an electrical device box (not shown) when installed. The yoke 16 includes a pair of tabs 90 configured to mate with pockets 92 in cover 12, and slots 94 configured to mate with projections 96 in base 14. As noted above, when the cover 12 is connected to the base 14, snap projections 28 and recesses 30 at least partially secure the cover to the base. Further, when the cover 12 is connected to the base 14, and then the base is positioned within the yoke 16, the tabs 90 fit within pockets 92 and the projections 96 snap fit within the slots 94 to further secure the cover and base together and to the yoke 16.

Referring to Figs. 7 and 9, the longitudinal electrical conductor entries according to an embodiment of the present disclosure will be described. As shown, the base 14 can have one or more longitudinal electrical conductor entries 70 for the line phase wiring terminal, and one or more longitudinal electrical conductor entries 72 for the neutral wiring terminal. According to the illustrative embodiment of the present disclosure as depicted in Fig. 9, the longitudinal electrical conductor entries 70 for the line phase wiring terminal are elongated apertures extending along the longitudinal axis through the base 14 from the channel 58 toward the bottom surface of the electrical wiring device 10, as shown in Fig. 9. The longitudinal electrical conductor entries 70 are positioned within the base so that one or more electrical conductors 80 (hot conductors) inserted into longitudinal electrical conductor entries 70 from the bottom surface of the electrical wiring device 10 can be positioned for a secured connection to the wiring terminal 50. Similarly, the longitudinal electrical conductor entries 72 for the neutral wiring terminal are elongated apertures extending along the longitudinal axis through the base 14 from the channel 60 toward the top surface of the electrical wiring device 10, as shown in Fig. 9. The longitudinal electrical conductor entries 72 are positioned within the base so that one or more electrical conductors 82 (neutral conductors) inserted into longitudinal electrical conductor entries 72 from the top surface of the electrical wiring device 10 can be positioned for a secured connection to the wiring terminal 52. Referring to Fig. 8, the base 14 can also include perpendicular electrical conductor entries 66 and 68 for the line phase and neutral wiring.
terminal connections, respectively. In such a configuration, a line phase conductor 84 can be connected to the wiring terminal 50, and a neutral conductor 86 can be connected to the wiring terminal 52, as seen in Fig. 11.

[0035] Referring to Figs. 12 and 13, an electrical wiring device according to another illustrative embodiment of the present disclosure is shown. In this embodiment, the electrical wiring device is a decorator switch 100 with longitudinal electrical conductor entries. The electrical wiring device 100 includes a cover 112, a base 114 and a yoke 116 which is substantially similar to the yoke 16 described above. The face of cover 112 has an opening 120 for the toggle arm 122 of the switch assembly positioned within an interior chamber to pass through the cover. The cover 112 also has an open central interior portion similar to the open central interior portion described above that forms in part the interior chamber that houses the internal components of the electrical wiring device, here the decorator switch, and will be described in more detail below. Similar to the embodiment described above, the cover 112 may have one or more snap projections configured to engage corresponding recesses in base 114 such that when snap projections are fully inserted into recesses, the cover 112 is at least partially secured to the base 114.

[0036] The base 114 supports the one or more wiring terminals that provide terminations for electrical conductors providing electrical power to the electrical wiring device 100. In the embodiment disclosed herein, the electrical wiring device has three wiring terminals, a line phase terminal 130, a load phase terminal 132 and a ground terminal 134. Similar to the embodiment described above, the base 114 also includes an open central portion which when combined with the open central portion of the cover 112 form the interior chamber configured to support the internal components of the electrical wiring device. For example, in the exemplary embodiment of Figs. 12 and 13, the electrical wiring device is a decorator switch, and thus the interior chamber supports the switch assembly that includes, for example, a toggle arm 122 that extends through the cover 112, bumpers, springs and electrical switch contacts that would be electrically connected to the wiring terminals. Such switch assemblies are known in the art.

[0037] As noted above, in an exemplary embodiment disclosed herein the electrical wiring device has three wiring terminals, a line phase terminal 130, a load phase terminal 132 and a ground terminal 134, and the wiring terminals are binding screws. The line phase terminal 130
and neutral terminal 132 are positioned on one side of the electrical wiring device 100, and are secured within channels 140 and 142 respectively in the base 114, as shown in Fig. 13. The ground wiring terminal 134 is secured within channel 144 in the base 114. The ground wiring terminal 134 is part of flange 148 of yoke 116. As noted above, the use of binding screws as the wiring terminals is exemplary of the types of wiring terminals that can be used to provide electrical connections between the electrical distribution system conductors and the electrical wiring devices. Examples of other types of wiring terminals include set screws, pressure clamps, pressure plates, push-in type connections, pigtails, quick-connect tabs, etc.

In this embodiment, the base 114 can have one or more longitudinal electrical conductor entries 150 for the line phase wiring terminal, and one or more longitudinal electrical conductor entries 152 for the load phase wiring terminal. The embodiment shown in Fig. 13, illustrates one line phase longitudinal electrical conductor entry 150 and one load phase longitudinal electrical conductor entry. In this exemplary embodiment, the longitudinal electrical conductor entries 150 for the line phase wiring terminal are elongated apertures extending along the longitudinal axis through the base 114 from the channel 140 toward the top surface of the electrical wiring device 100, as shown in Fig. 13. The longitudinal electrical conductor entries 150 are positioned within the base so that one or more electrical conductors 160 inserted into longitudinal electrical conductor entries 150 from the top surface of the electrical wiring device 100 can be positioned for a secured connection to the wiring terminal 130. Similarly, the longitudinal entries 152 for the load phase wiring terminal are elongated apertures extending along the longitudinal axis through the base 114 from the channel 142 toward the bottom surface of the electrical wiring device 100, as shown in Fig. 13. The longitudinal electrical conductor entries 152 are positioned within the base so that one or more electrical conductors 162 inserted into longitudinal electrical conductor entries 152 from the bottom surface of the electrical wiring device 100 can be positioned for a secured connection to the wiring terminal 132.

An electrical wiring device according to another illustrative embodiment of the present disclosure is shown in Figs. 14 and 15. In this embodiment, the electrical wiring device is a duplex receptacle 200 with longitudinal electrical conductor entries. The duplex receptacle 200 includes a cover 212, a base 214 and a yoke 216 which is substantially similar to the yoke 16 described above. The face of cover 212 has apertures or slots 231, 233 configured to receive the
blades of a plug and apertures 235 to receive the ground prong of a plug. Similar to the embodiments described above, the cover 212 also has an open central interior portion that forms in part the interior chamber that houses the internal components of the electrical wiring device, here the duplex receptacle, and will be described in more detail below. Similar to the embodiments described above, the cover 212 may also have one or more snap projections configured to engage corresponding recesses in base 214 such that when snap projections are fully inserted into recesses, the cover 212 is at least partially secured the base 214.

[0040] The base 214 supports the one or more wiring terminals that provide terminations for electrical conductors providing electrical power to the electrical wiring device 200. In the embodiment disclosed herein, the electrical wiring device has five wiring terminals, two line phase terminals 230 electrically interconnected by a bridge similar to the bridge 234 seen in Fig. 15, two neutral terminals 232 electrically interconnected by bridge 234, and a ground terminal (not shown). The base 214 also includes an open central interior portion similar to the open central interior portion described with respect to the above embodiments, which when combined with the open central portion of the cover 212 form the interior chamber configured to support the internal components of the electrical wiring device. For example, in the exemplary embodiment of Figs. 14 and 15, the electrical wiring device is a duplex receptacle, and thus the interior chamber supports two sets of female connector members – one set for each receptacle. The female connector members may be, for example, female binding terminals (not shown), that would be capable of engaging the prongs of a male plug inserted through the cover 212 and into the female connector members. The female connector members would be electrically connected to the wiring terminals, such that power from electrical distribution system conductors connected to the wiring terminals would be available at the female connector members to provide power to the plug inserted into the receptacle. Such female binding terminals are known in the art.

[0041] As noted above, in this exemplary embodiment the electrical wiring device has five wiring terminals, two line phase terminals 230, two neutral terminals 232 and a ground terminal, and the wiring terminals are binding screws. The line phase terminals 230 are positioned on one side of the electrical wiring device (seen in Fig. 14), and are secured within channels 240 and 242 in the base 214. The two neutral terminals 232 are positioned on the other side of the electrical wiring device, and are secured within channels 244 and 246 in the base 214, as shown
in Fig. 15. The ground wiring terminal (not shown) is generally part of the yoke 216. As noted above, the use of binding screws as the wiring terminals is exemplary of the types of wiring terminals that can be used to provide electrical connections between the electrical distribution system conductors and the electrical wiring devices. Examples of other types of wiring terminals include set screws, pressure clamps, pressure plates, push-in type connections, pigtails and quick-connect tabs, etc.

[§042] According to the present embodiment, the base 214 can have one or more longitudinal electrical conductor entries 260 for the line phase wiring terminals (Fig. 14), and one or more longitudinal electrical conductor entries 262 for the neutral wiring terminals (Fig. 15). The embodiment shown in Figs. 14 and 15 illustrates four line phase longitudinal electrical conductor entries and four neutral longitudinal electrical conductor entries. In this exemplary embodiment, the longitudinal electrical conductor entries 260 for the line phase wiring terminals are elongated apertures, where two longitudinal electrical conductor entries extend along the longitudinal axis through the base 214 from the channel 240 toward the top surface of the electrical wiring device 200, and where two longitudinal electrical conductor entries extend along the longitudinal axis through the base 214 from the channel 242 toward the bottom surface of the electrical wiring device 200, as shown in Fig. 14. The longitudinal electrical conductor entries 260 are positioned within the base so that one or more electrical conductors 264 inserted into longitudinal electrical conductor entries 260 from the top and bottom surfaces of the electrical wiring device 200 can be positioned for a secured connection to the wiring terminals 230. Similarly, the longitudinal electrical conductor entries 262 for the neutral wiring terminals are elongated apertures, where two longitudinal electrical conductor entries extend along the longitudinal axis through the base 214 from the channel 244 toward the top surface of the electrical wiring device 200, and where two longitudinal electrical conductor entries extend along the longitudinal axis through the base 214 from the channel 246 toward the bottom surface of the electrical wiring device 200, as shown in Fig. 15. The longitudinal electrical conductor entries 262 are positioned within the base so that one or more electrical conductors 268 inserted into longitudinal wiring entries 260 from the top and bottom surfaces of the electrical wiring device 200 can be positioned for a secured connection to the wiring terminals 232.
By using electrical wiring devices with longitudinal conductor entries as disclosed herein, the electrical wiring devices can be easily wired and secured to device boxes and electrical raceways having minimal depths, while minimizing compression and sharp bends of electrical conductors connected to the electrical wiring devices.

It will be understood that various modifications can be made to the embodiments of the present disclosure without departing from the spirit and scope thereof. Therefore, the above description should not be construed as limiting the disclosure, but merely as embodiments thereof. Those skilled in the art will envision other modifications within the scope and spirit of the invention as defined by the claims appended hereto. For example, the electrical wiring devices contemplated by the present disclosure that may be configured with the longitudinal entries for connecting electrical conductors to the wiring terminals can include receptacles, switches, circuit interrupters (e.g., ground fault circuit interrupters and arc fault circuit interrupters), transient surge suppressors (e.g., transient voltage surge suppressors), occupancy sensors, dimmers, timers, low voltage devices, including the USB charger disclosed herein, and combinations of the different devices, such as a combination receptacle and USB charger, a combination receptacle, switch and USB charger, and a combination receptacle and switch. The types of wiring terminals contemplated by the present disclosure include binding screws, set screws, pressure clamps, pressure plates, push-in type connections, pigtails, quick-connect tabs and other known wiring terminals. And, the longitudinal entries contemplated by the present disclosure can include apertures, notches, channels, recesses and any other pathway for one or more conductors to pass along the longitudinal axis of the electrical wiring device to connect to one or more wiring terminals.
CLAIMS

What is claimed is:

1. An electrical wiring device having a longitudinal axis extending between a top surface and a bottom surface, the electrical wiring device comprising:
   at least one line phase wiring terminal;
   at least one neutral wiring terminal;
   at least one line phase electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the line phase wiring terminal and the top surface or the bottom surface of the electrical wiring device; and
   at least one neutral electrical conductor entry extending along the longitudinal axis of the electrical wiring device and extending between the neutral wiring terminal and the top surface or the bottom surface of the electrical wiring device.

2. The electrical wiring device according to claim 1, wherein the at least one line phase electrical conductor entry extends between the line phase wiring terminal and the bottom surface of the electrical wiring device.

3. The electrical wiring device according to claim 1, wherein the at least one neutral electrical conductor entry extends between the neutral wiring terminal and the top surface of the electrical wiring device.

4. The electrical wiring device according to claim 1, wherein the at least one line phase electrical conductor entry comprises two line phase electrical conductor entries,

5. The electrical wiring device according to claim 1, wherein the at least one neutral electrical conductor entry comprises two neutral electrical conductor entries.

6. The electrical wiring device according to claim 1, wherein the electrical wiring device comprises a low voltage device.
7. The electrical wiring device according to claim 6, wherein the low voltage device comprises a USB charger,

8. The electrical wiring device according to claim 1, wherein the electrical wiring device comprises a receptacle.

9. The electrical wiring device according to claim 8, wherein the receptacle comprises a duplex receptacle.

10. The electrical wiring device according to claim 1, wherein the electrical wiring device comprises a ground fault circuit interrupter.

11. The electrical wiring device according to claim 1, wherein the electrical wiring device comprises an arc fault circuit interrupter.

12. The electrical wiring device according to claim 1, wherein the at least one line phase wiring terminal, the at least one neutral wiring terminal, the at least one line phase electrical conductor entry and the at least one neutral electrical conductor are provided in a base.

13. The electrical wiring device according to claim 12, further comprising:
   a cover; and
   a yoke extending from one portion of the cover around an outer surface of the base to another portion of the cover, wherein the yoke is snap fitted to the cover and base to at least partially secure the cover to the base.

14. The electrical wiring device according to claim 13, wherein the yoke has a ground wiring terminal.

15. An electrical wiring device having a longitudinal axis extending between a top surface and a bottom surface, the electrical wiring device comprising:
   a plurality of wiring terminals; and
a plurality of electrical conductor entries extending along the longitudinal axis of the electrical wiring device, wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and the top surface, and wherein at least one of the plurality of electrical conductor entries extends between one of the plurality of wiring terminals and the bottom surface.

16. The electrical wiring device according to claim 15, wherein the plurality of wiring terminals comprise line phase and load phase wiring terminals,

17. The electrical wiring device according to claim 15, wherein the plurality of wiring terminals comprise line phase and neutral wiring terminals.

18. The electrical wiring device according to claim 15, wherein the plurality of electrical conductor entries comprise at least one line phase electrical conductor entry and at least one load phase electrical conductor entry,

19. The electrical wiring device according to claim 15, wherein the plurality of electrical conductor entries comprise at least one line phase electrical conductor entry and at least one neutral electrical conductor entry.

20. The electrical wiring device according to claim 15, wherein the plurality of electrical conductor entries comprise a plurality of line phase electrical conductor entries and a plurality of load phase electrical conductor entries.

21. The electrical wiring device according to claim 20 wherein the plurality of line phase electrical conductor entries comprise two line phase electrical conductor entries.

22. The electrical wiring device according to claim 20 wherein the plurality of load phase electrical conductor entries comprise two load phase electrical conductor entries.
23. The electrical wiring device according to claim 15, wherein the plurality of electrical conductor entries comprise a plurality of line phase electrical conductor entries and a plurality of neutral electrical conductor entries.

24. The electrical wiring device according to claim 23 wherein the plurality of line phase electrical conductor entries comprise two line phase electrical conductor entries.

25. The electrical wiring device according to claim 23 wherein the plurality of neutral electrical conductor entries comprise two neutral electrical conductor entries.

26. The electrical wiring device according to claim 15, wherein the electrical wiring device comprises a low voltage device.

27. The electrical wiring device according to claim 26, wherein the low voltage device comprises a USB charger.

28. The electrical wiring device according to claim 15, wherein the electrical wiring device comprises a receptacle.

29. The electrical wiring device according to claim 28, wherein the receptacle comprises a duplex receptacle.

30. The electrical wiring device according to claim 15, wherein the electrical wiring device comprises a switch.

31. The electrical wiring device according to claim 15, wherein the electrical wiring device comprises a ground fault circuit interrupter.

32. The electrical wiring device according to claim 15, wherein the electrical wiring device comprises an arc fault circuit interrupter.
33. The electrical wiring device according to claim 15, wherein the plurality of wiring terminals and the plurality of electrical conductor entries are provided in a base.

34. The electrical wiring device according to claim 33, further comprising:
   a cover; and
   a yoke extending from one portion of the cover around an outer surface of the base to another portion of the cover, wherein the yoke is snap fitted to the cover and base to at least partially secure the cover to the base.

35. The electrical wiring device according to claim 33, wherein the yoke has a ground wiring terminal.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>IPC(8)</th>
<th>CPC</th>
<th>USPC</th>
</tr>
</thead>
<tbody>
<tr>
<td>H01R 13/66 (2015.01)</td>
<td>H01R 13/66 (2015.12)</td>
<td>0900, 0902, 1300, 1306 (2015.01)</td>
</tr>
</tbody>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

<table>
<thead>
<tr>
<th>IPC(8)</th>
<th>CPC</th>
<th>USPC</th>
</tr>
</thead>
<tbody>
<tr>
<td>H01H 90/00, 90/2</td>
<td>H01R 13/00, 13/66 (2015.01)</td>
<td>0900, 0902, H01R 13/00, 13/66 (2015.12)</td>
</tr>
</tbody>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

USPC - 439/135, 493, 620.15, 620.2 (Keyword delimited)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

Orbit, Google Patents, Google, ProQuest

Search terms used: wiring device, low voltage, USB, hot, phase, neutral, terminal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search: 08 January 2016

Date of mailing of the international search report: 02 MAR 2016

Name and mailing address of the ISA/Attn: ISA/US, Commissioner for Patents P.O. Box 1450, Alexandria, VA 22313-1450 Facsimile No. 571-273-8300

Authorized officer: Blaine R. Copenheaver

Form PCT/ISA/210 (second sheet) (January 2015)