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This invention relates to methods and appa 
ratus for indicating the position of the decimal 
point in the numerical result of a problem Com 
puted within the working zone of slide rule mech 
anism. 

Usual simple slide rules are of two types, the 
flat slide rule and the endless slide rule. The 
flat slide rule comprises relatively movable pairs 
of juxtaposed scales having similar graduations, 
each scale being graduated in unequal divisions 
laid off in lengths which are proportional to the 
logarithms of the numbers appearing upon the 
scale and a runner having an indicator, usually 
in the form of a hair line Crossing both scales at 
right angles to the longitudinal axis, which can 
be slid along the scale to assist in positioning the 
scales relatively to each other when multiplying, 
dividing, or performing any other function with 
in the scope of the slide rule. 
The scales of usual flat slide rules in the sin 

ple form are graduated from an index 1, usually 
called the left index, to 10, (often incorrectly 
marked 1) called the right index, and form a 
working zone within which computations may be 
made within the limits of the relative movements 
of the scale members. The right index is the 
beginning of the next posterior Zone and is the 
left index of that Zohe. Since the usual slide rule 
includes only one zone, (although occasionally it 
includes two zones) and since no attempt has 
been made to keep track of the decimal point, it 
is not necessary for the worker of a slide rule 
to consider what lies beyond the indices of the 
rule when the computation is wholly within the 
working Zone. 
Now considering the location of the decimal 

point in the result as obtained from the rule, it 
becomes necessary to visualize the other 20nes, 
since every possible number having the decimal 
point similarly placed will be found in some 
zone, either in the working zone, or in some zone 
not located within the scale of the slide rule. 
The zone represented on the slide rule may be 

called the “Working zone' or the "Neutral zone", 
or the "O Zone', whichever designation conveys 
the most correct understanding at the moment. 
Within this zone all numbers have the decimal 
point at the right of the first digit. It is called 
the neutral zone since it is the only Zone used 
in the calculations where numbers may be en 
ployed without correction. It is the "O' zone for 
the same reason and also because the logarithm 
of the lowest number in this zone is 0, and it is 
obvious that it is called the working Zone be 
cause the numerical computations are made 
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within it. In the first posterior zone all num 
bers have two digits before the decimal point, 
that is one more than does the neutral zone to 
the left and one less digit before the decimal 
point than does the next posterior Zone to the 
right. Conversely, the first zone to the left of the 
working zone is the -1 zone or first anterior 
zone and the decimal point of all numbers lo 
cated in this zone have all the digits located in 
mediately after the decimal point. The same 
general description applies to other posterior 
and anterior zones which extend in opposite di 
rections from the working zone, figuratively into 
space and to distances limited only by the imag 
ination. 

In order completely to visualize the zones, it 
is necessary to recall that in no instance does 
the right hand index point belong to the zone; 
for example, 9.999 belongs to the neutral zone, 
but 10 belongs in the first posterior zone. 
There is no connection between the insignia or 

Zone numbers used to designate the decimal zones 
and the logarithm of any number in the zones, 
but it is convenient to have the insignia of the 
zone the same as is the logarithm of the lowest 
number in that Zone, and when in the description 
or in the claims we speaks of adding zone num 
bers we mean adding numbers which correctly 
represent the logarithm of the lowest number 
in the Zone represented by such zone number. 
The main advantage of so selecting the insignia 
will be apparent in the description of the so 
called "short-cut' method of placing the decimal 
point in accordance with the invention herein 
described. 

Suitable insignia are used to facilitate the lo 
cation of the decimal point. Thus, X, XX, etc. 
are employed to indicate integral decimal zones, 
and ..., .0X, etc. to indicate fractional zones. 
For example: 
X. is any number in O zone and the log. of lowest 
number (1) is 0. 

XX. is any number in 1-- zone and the log. of 
lowest number (10) is 

XXX. is any number in 2-- zone and the log. of 
lowest number (100) is 2 
X is any number in - Zone and the log. of 
lowest number (.1) is -1. 

.0X is any number in -2 zone and the log. of 
lowest number (.01) is -2 
In order to aid in explaining the present inven 

tion reference may be made to the use of logarith 
mic tables by means of which the operations of 
multiplication and division are replaced by those 
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of addition and subtraction. The integral part of 
a logarithm is called the 'characteristic' and the 
fraetional part the "mantissa'. As the base of 
the logarithmic tables is 10 the logarithms of all 
numbers in which the digits are the same, no 
matter where the decimal point may be, have the 
same mantissa. A change in the position of the 
decimal point amounts to multiplication or di 
vision by some power of 10, and this corresponds 
to the addition or subtraction of some integer 
in the case of a logarithm, the mantissa therefore 
remaining intact. In tables of logarithms of num 
bers to the base 10 the mantissa only is in gen 
eral tabulated as the characteristic of the loga 
rithm of the number can always be written down, 
the rule being that if the number is greater than 
unity the characteristic is less by unity than the 
number of digits in the integral portion of it, and 
that if the number is less than unity the char 
acteristic is negative and is greater by unity, than 
the number of ciphers between the decimal point 
and the first significant figure. Thus the char 
acteristic of any number from 1 to 999-- is 0. 
The characteristic of any number from 10 to 
99.99-- is 1. The characteristic of any number 
from 100 to 999.99 is 2, etc., the mantissa being 
the same in all cases. 

In the use of a slide rule the computations with 
in the neutral or working zone of a slide rule is 
comparable to the addition or subtraction of the 
mantissa of the logarithmic tables with the char 
acteristic 0. The insignia employed herein in 
computations made by the logarithmic lengths 
on the scales of slide rules may be said to indicate 
the respective decimal zones wherein the problem 
Wanders. 
The usual method of working any slide rule is 

essentially the same and makes no attempt to 
visualize the Wandering of the problem among the 
decimal zones and it is only in the very simplest 
problems that the location of the decimal point 
is apparent, it being usually necessary to make 
an additional rough arithmetical calculation to 
establish its location and such calculation does 
not give the same confidence in the location of 
the decimal point as does the working of the slide 
rule give confidence in the correctness of the 
digits obtained, as a result of the calculation. 
By the present method these so-called wanderings 
are kept track of, and if desirable the worker may 
know at any moment in just what decimal zone 
the problem so far worked is located, or if such 
close track is not necessary the method may be 
simplified by short-cut means which will correctly 
indicate the decimal point upon completion of 
the computation. Broadly speaking this method 
has for its object to keep track of the wanderings 
of the problem among the various decimal zones, 
and may be defined as a method of positioning 
the decimal point in the numerical result of a 
problem computed within the working zone of a 
slide rule mechanism which comprises providing 
insignia to represent zone values of the several 
equal length decimal zones, that is the working 
or neutral Zone, the posterior and anterior zones 
respectively, positive and negative to, and located 
On opposite sides of the working zone, successively 
adding the whole Zone values of the numbers used 
in the computation to the part zone values of the 
digits as located in the working zone of the slide 
rule, and placing the decimal point in the result 
in accordance with the insignia thus obtained, or 
alternatively in a short-cut method by adding the 
whole zone values of the numbers used in the . 
computation and to the same adding the syni of . 
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the part values of the same digits as located in 
the working zone of the slide rule, and placing 
the decimal point in the result in accordance with 
the insignia thus obtained. Another short method 
comprises adding the part zone values of the 
digits of the numbers used in the computation as 
located in the working zone of the slide rule, 
placing the decimal point in the result in ac 
cordance with the insignia thus obtained, adding 
the whole Zone values of the numbers used in the 
Computation, and changing the location of the 
decimal point thereafter in accordance with the 
insignia last obtained. 
The present invention comprises mechanism 

which can be operated to indicate directly the 
position of the decimal point of any computation 
made within the working or neutral zone of the 
slide rule, suitable indicia being used to, facilitate 
the location of the decimal point. The mech 
anism comprises means for actuating a dial hav 
ing a zone indicator by movements correlated to 
distances proportional to the logarithms of the 
numbers used in the computation, suitable op 
positely disposed multiplication and division scales 
being employed to measure the distance of the 
movement corresponding to the number employed 
in the computation. 
A preferred embodiment of the invention is 

illustrated in the accompanying drawing, in 
which 

Flg. 1 is a front elevation of a device adapted 
to be manually operated in conjunction with com 
putations made upon a slide rule of any type, and, 

Fig. 2 is a vertical central sectional view of the 
construction illustrated in Flg. 1. 
The device for determining and indicating the 

position of the decimal point in the result of a 
problem which is independently computed on a 
slide rule comprises a casing having a flat back 
83 having upper and lower intersecting cylin 
drical sections with continuous peripheral walls 
84 and 85, the upper wall being provided with 
a preferably integral front plate 86 having there 
in an arcuate window 87 through which a zone 
indicating Scale or dial 88 may be observed, with 
an index 88a at the center of the window which 
when the Zone on the dial is opposite it will des 
ignate the position of the decimal point. The dia 
is divided into equal radial divisions correspond 
ing respectively to the working or neutral zones 
and the posterior and anterior zones, and these 
zones are provided for convenience with an inner 
scale having a zero point and numerals --1, --2, 
etc., and -1, -2, etc. indicating the beginning 
of the respective posterior and anterior zones. 
The dial is also provided with an outer scale 
having the insignia X for the neutral zone, XX 
for the first posterior zone, and X and .0Xrespec 
tively for the first and second anterior zones, etc. 
The outer scale is also conveniently provided with 
numbers 1, 3, and 9, to designate the initial, mid 
dle and terminal numbers of each zone. 
The Zone indicating dial 88 is fixedly secured 

to a shaft 89 which is journaled in the front and 
rear walls of the casing and is provided with a 
knurled knob 90 by which the dial may be rotat 
ably positioned. A gear 9 is rotatably mounted 
upon the shaft 89 and is pressed toward the dial 
by a spring 92. Desirably a friction disk or 
washer 93, of leather, or other suitable material, 
is interposed between the gear 9 f and the rear 
face of the dial 88, and preferably also a smaller 
metal disk or washer 94 is interposed between 
the dial 88 and the front wall of the casing. The 
gear 9 f and dial 88 are thus normally connected 
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together, but may be disconnected and the dial 
initially set by drawing the knob outwardly to 
disengage the friction elements and rotating it 
in the proper direction. The lower cylindrical 
portion of the casing is somewhat wider than 
the upper cylindrical wall BS and the lower edge 
of the front plate B is provided with a flanged 
offset 95 to which is secured a narrow plate or 
bridge 96 which extends vertically and diametri 
cally across the lower cylindrical portion of the 
casing. The plate 6 is secured to the flanged 
Offset 95 by suitable screws and the opposite 
end of the plate is secured to the casing by 
screws 98. A shaft is rotatably mounted in a 
boss extending inwardly from the rear wall 
of the casing and in the central portion of the 
plate 96. A circular scale member ill, concen 
trio with the axis of the shaft SO, is fixedly 
secured relatively to the plate , and is pro 
vided with multiplication, and division scales 
which are graduated in unequal divisions laid of 
in lengths which are proportional to the loga 
rithms of the numbers appearing upon the scale 
and extend upwardly in opposite directions from 
index points at the respective lower edges of the 
plate 9. 
The shaft 9 has fixedly secured to it a disk 
2 which is provided adjacent its periphery with 

narrowly spaced indentations or apertures 
adapted to receive the end of a pencil, stylus, 
or other device, by means of which the disk may 
be polled downwardly until the stylus is arrested 
by the edge of the bridge plate which is lo 
cated at the index point of the scale, to position 
the decimal indicating dial. The shaft 9 also 
has fixedly secured to it a pinion 4 which 
meshes with the teeth of the gear . Desirably 
the ratio of the gear 9 to those of the pinion 
04 is 8 to 1, as with the gear ratio of 8 to 1 

the logarithmic scales may be conveniently made 
of a length of the circumference of the cir 
cular scale member lo l. This allows suficient 
space so that the indexes 1 of the respective 
oppositely graduated multiplication and division 
scales may be placed at the lower edges OS and 

6 of the plate and the complementary in 
dexes 1 or 10 at the opposite end of the respec 
tive scales at the edges f0, and of the upper 
portion of the plate 96, the plate in such instance 
acting as stops to limit the movement of the disk 
02 when rotated by polling. 

If then the dial is divided into 18 equal divi 
sions, each division corresponds to one complete 
zone as polled on the disk 2. If, for example, 
the disk 02 is polled twice at approximately 3.16, 
(which corresponds to the logarithm of .5), it is 
in effect multiplying 3.16X3.16, which makes ap 
proximately 10 for a complete zone, and the dial 
88 will be advanced one division. If this device 
were made with exçeeding accuracy with the di 
visions accurately engraved and on a sufficiently 
large diameter, it would serve as a complete slide 
rule with the decimal point indicated and for all 
substantial purposes would be the same as the 
construction shown in Fig. 1. However, it is 
purposely made less accurate as it is intended 
for a rough calculator to be used in conjunction 
with a more accurate slide rule of any type which 
does not have an automatic decimal indicator. 
In the operation of the device the proper zone 

space on the dial must first be set opposite its 
indicator to correspond to the assumptions made 
as to the decimal value of the numbers used in 
the computations. The dial is set in the man 
ner above described in reference to the setting 

3 
of the drum in the construction shown in Fig. 1. 
that is to say, all digits over and in excess of 1 
are counted as --, etc. The decimal point and 
each 0 in a decimal is counted as -1, whether 
numerator or denominator, and the sum of said 
digits transferred from the denominator to the 
numerator. After the dial is set to represent 
the zone number thus computed, each of the 
numbers of the problem is then polled by insert 
ing the end of the pencil in a depressiòn in prox 
inity to the value of the number, and the pencil 
or stylus then pushed downwardly until it en 
gages the edge of the plate , the rotation of 
numbers, or digits, to be multiplied being made 
upon the right half of the disk, and those to be 
divided upon the left half of the disk. Inasmuch 
as the computation thus hade upon the device 
corresponds to the computation of the numbers 
on the slide rule, the actuation of the indicator 
will accurately position the indicator scale so that 
the Zone on the indicator scale which is opposite 
the index at will indicate the position of the 
decimal point in the result of the problem in the 
manner above described. 
The circular scale member may be provided 

with any number of scales. The outer scale ill 
lustrated is the one most used, that is the scale 
to be used in ordinary problems of multiplication 
and division. In the drawing, a scale for aquare 
roots is also shown, this being exactly similar to 
the outer scale, only that it is one-half as long. 
The lower half and upper half have similar grad 
ulations. The digits, however, are marked dif 
ferently. A point in the upper half, correspond 
ing to 2 in the lower half, is marked 20, and each 
other location in the upper half is ten times that 
of similar markings in the lower half. These 
markings do not need further description since 
One skilled in the art of using a slide rule is fa 
miliar with them. A cube root scale, a recipro 
cal scale, or any of several other scales, may be 
added, the use of which are evident, and a de 
scription thereof is unnecessary to the under 
standing of the device. 

It will be understood that the particular em 
bodiment which is shown and described herein 
is of an illustrative character and not restrictive, 
and that other devices may be employed to per 
form the method herein described within the 
meaning and scope of the following claims. 

Having thus described the invention, what is 
claimed as new, and desired to be secured by Let 
ters Patent, is: 

1. A device for determining and indicating the 
position of the decimal point in the result of a 
problem which is independently computed on a 
slide rule which comprises a stationary index and 
a relatively movable dial graduated in equal zone 
divisions representing the normal zone of com 
putation of the slide rule and successive zones 
respectively anterior to and posterior tosaid nor 
mal Zone, each division being provided with in 
dicia representing the position of the decimal 
point characteristic of such zone, means for ac 
tuating said decimal point indicator comprising 
stationary multiplication and division scales ex 
tending in opposite directions from properly po 
sitioned index points and having graduations 
proportional to the logarithms of the numbers 
on said scales and an associated movable actuator 
member, means for transmitting the movements 
of said actuator member to said dial in amounts 
proportional to the movements of said actuator 
and means on said movable actuator adapted to 
be engaged by a polling device at a point corre 
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4. 
sponding to the number used in the computation 
and movable by said polling device to the index 
position of its scale, whereby successive move 
ments of said actuator will so rotate said dial as 
to position a decimal Zone on the dial opposite the 
stationary index which cooperates with said dial 
which will show directly where the decimal point 
should be placed in the numerical result com 
puted on the Slide rule. 

2. A device for determining and indicating the 
position of the decimal point in the result of a 
problem which is independently computed on a 
slide rule which comprises a stationary index and 
a relatively rotatable dial graduated in equal dec 
imal zone divisions representing the normal zone 
of computation of the slide rule and Successive 
zones respectively anterior to and posterior to 
said normal Zone, each division being provided 
with indicia representing the position of the deci 
mal point characteristic of such Zone, stationary 
circular multiplication and division scales extend 
ing in opposite directions from properly posi 
tioned index points and having graduations pro 
portional to the logarithms of the numbers on 
said scales, an associated rotatable actuator hav 
ing means located in proximity to said scales 
adapted to be engaged by a polling device at a 
point corresponding to the number used in the 
computation and movable by Said polling device 
to the normal index position of its scale, and 
means for transmitting the movements of said 
rotatable actuator to said dial in amounts pro 
portional to the movements of said rotatable ac 
tuator, whereby successive rotative movements 
of said actuator will so rotate said dial as to posi 
tion a decimal zone on the dial opposite the sta 
tionary index which cooperates with said dial 
which will show directly where the decimal point 
should be placed in the numerical result com 
puted on the slide rule. 

3. A device for determining and indicating the 
position of the decimal point in the result of a 
problem which is independently computed on a 
Slide rule which comprises a stationary index and 
a relatively rotatable dial graduated in equal Zone 
divisions representing the normal Zone of Con 
putation of the slide rule and successive Zones re 
spectively anterior to and posterior to Said nor 
mal zone, each division being provided with in 
dicia representing the position of the decimal 
point characteristic of such Zone, means for ini 
tially setting said dial in accordance with the 
algebraic Sun of the assumed decimal values of 
the numbers used in the computation, circular 
multiplication and division Scales extending in 
Opposite directions from properly positioned index 
points and having graduations proportional to the 
logarithms of the numbers on Said Scales, an actu 
ator disk concentric with Said Scales having means 
in proximity to said Scales adapted to be engaged 
by a polling device at a point corresponding to 
the number used in the computation, stops for 
arresting said polling device at the index of the 
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respective scales, and means for transmitting the 
movernents of said rotatable disk to Said dial pro 
portional to the movements of said rotatable disk, 
whereby Successive actuations of said rotatable 
disk in accordance with Successive computing 
numbers will So rotate said dial as to position a 
decimal Zone thereof opposite the stationary in 
dex which cooperates with said dial which will 
show directly where the decimal point should be 
placed in the numerical result computed on the 
slide rule. 

4. A device for determining and indicating the 
position of the decimal point in the result of 
a problem which is independently computed on a 
slide rule, comprising a casing, a dial shaft mount 
ed in Said Casing having a dial fixedly Secured 
thereto graduated in equal divisions provided with 
indicia representing the position of the decimal 
point, a gear rotatably mounted on Said shaft, 
means for connecting said gear to said dial, an 
actuator shaft mounted in said casing having an 
actuator disk Secured thereto provided with 
means to be engaged by a suitable polling device, 
stationary circular multiplication and division 
Scales located in proximity to the path of said 
polling device and extending in opposite direc 
tions from properly located index points and hav 
ing graduations proportional to the logarithms of 
the numbers on Said Scale, stops for said polling 
device at the index points of the respective Scales, 
and a pinion on said actuator shaft engaging the 
gear on said dial shaft and having a suitable ratio 
relatively thereto for so rotating said dial that 
by polling said actuator disk in accordance with 
Successive computing numbers on said Scale a 
decimal Zone on said dial will be positioned op 
posite the index which cooperates with said dial 
which will show directly where the decimal point 
should be placed in the numerical result com 
puted on the slide rule. 

5. A device for determining and indicating the 
position of the decimal point in the result of a 
problem comprising a casing, a dial shaft mounted 
in Said Casing having a dial fixedly secured 
thereto graduated in equal divisions provided 
with indicia representing the position of the 
decimal point, a gear rotatably mounted on said 
shaft, means for connecting said gear to said 
dial, an actuator shaft mounted in said casing 
having an actuator disk secured thereto provided 
with means to be engaged by a suitable polling 
device, Stationary circular multiplication and divi 
sion scales located in proximity to the path of said 
polling device and extending in opposite direc 
tions from properly located index points seven 
sixteenths of a complete circle and having 
graduations proportional to the logarithms of the 
numbers on Said Scale, stops for said polling device 
at the index points of the respective scales, and 
a pinion on said actuator shaft engaging the gear 
on Said dial shaft and having a ratio of to 8 
relatively thereto. 
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