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1. 
This invention relates to an attachment for 

toothbrushes to aid in massaging the gums, with 
out in any way interfering with the use of the 
bristles of the brush or making the use of the 
brush more difficult. 
The invention is developed in an attachment 

which is mounted on the brush and provides a 
plurality of massaging Surfaces on the sides of 
the brush head, which are located outwardly of 
the Scrubbing tips of the bristles, and is SO 
mounted that it can be easily detached from 
the brush head, but when imounted in place on 
the brush head, is capable of being applied to the 
gums so that they can be massaged without in 
jury and the duty of making a complete daily 
hygienic Supervision of the oral cavity properly 
completed with One implement. 
One of the objects of the invention is the pro 

vision of a massaging band of elastic rubber, 
which can be stretched on the head of a tooth 
brush, and which will present toothed sides for 
gum maSSaging. 
Another object of the invention is the pro 

vision of a toothbrush with an offset head having 
a massaging band of elastic rubber stretched 
thereon. 

For further comprehension of the invention, 
and of the objects and advantages thereof, ref 
erence will be had to the following description 
and accompanying drawing, and to the appended 3 
claim in which the various novel features of the 
invention are more particularly set forth, 
In the accompanying drawing forming a mate 

rial part of this disclosure: 
Fig. 1 is a top plan view of the combined rub 

ber massaging band and the toothbrush. 
Fig. 2 is a side elevation thereof, with por 

tions broken away to expose the coupling ends 
of the band. 

Fig. 3 is a front end elevation. 
Fig. 4 is a perSpective view of the massaging 

band detached. 
Fig. 5 is a croSS Sectional view, taken on line 

5-5 of Fig. 2, looking in the direction of the 
aOWS. 

Fig. 6 is a partial longitudinal Sectional view 
of a modified form of the invention. 

Fig. 7 is a fragmentary plan view of Fig. 6. 
Referring to the drawing, which illustrates 

the practical reduction of the invention to use, 
designates a conventional type of toothbrush, 

having a handle f l and a brush head 2 formed 
thereon, which is provided with the tufts 3 of 
any suitable bristle stock, hair or synthetic. 
On the brush head 2, a rubber band 4 is 
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2 . . 
stretched, and for this purpose a band is pro 
vided with a slot 5 in one end thereof, which 
slot is adapted to receive the handle , while 
the other end 6 is provided with a slot to slip 
Over the forward end of the brush head 2. 
This band is formed with massaging teeth IT 

On One side thereof, and massaging teeth 8 on 
the opposite side, which are of elastic rubber, 
natural or Synthetic. The teeth 8 are shown 
to be of V-shaped construction, and the teeth IT 
are shown to be cylindrical. 
The teeth 7 and 8 are backed by the side 

edges 2 and 2b of the brush head 2, which 
thereby prevents displacement of the sides of 
the rubber massaging band on the brush head, 
When the teeth on either side of the brush head 
are moved in massaging action back and forth 
Over the guns. - 
In moving the teeth 7 and 8 against the gums 

of the user, the sides of the rubber elastic band 
Will stretch. This stretching and the yielding of 
the elastic rubber teeth will give the gums a re 
freshing massaging action which will stimulate 
the flow of blood through the tissues. 
To prevent displacement of the massaging 

band on the brush and its more ready attach 
ment and removal, I provide a toothbrush 20 
With a brush head 2, having an offset integral 
block or base 22 on which the elastic rubber 
massaging band 23 is stretched. This base, 
shown in Figs. 6... and 7, is slightly shorter in 
length than the head 2 and is also narrower, 
So that the outer and upper marginal edge of 
the head provides a seat 24 for the rubber mas 
Saging band 23. The teeth fl' and 8' of this 
band project well outwardly of the head 2 f, so 
that the sides of the brush head and the scrub 
bing tufts 26 thereof will not obstruct the use 
of the massaging teeth fl' and 8'. 
In this form, these teeth are shown to be 

in the form of round projections and are also 
formed of elastic, and therefore, stretchable rub 
ber. 
By means of the invention, any standard tooth 

brush may be equipped with a rubber massaging 
unit Which can be Worked back and forth with 
any tooth paste, over the gums of the oral cavity 
of the user by grasping the handle and applying 
manual effort to it. 
When it is desired to clean the massaging band, 

it may be readily detached from the brush and 
Subjected to washing when so separated from the 
brush. 
While I have illustrated and described the pre 

ferred embodiments of my invention, it is to be 
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understood that I do not limit myself to the 
precise constructions herein disclosed, and the 
right is reserved to all changes and modifications 
coming within the scope of the invention as de 
fined in the appended claim. 

Having thus described my invention, What I 
claim as new and desire to secure by United States 
Letters Patent is: 

In a toothbrush having an elongated handle 
with a head member at one end thereof and 
bristles extended from One face of the head 
member, a base projected from the face of the 
head member opposed to the face from which the 
bristles extend, a continuous band of resilient 
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material engaged about the periphery of said 15 
base, and massaging teeth extended laterally out 
Ward from the Outer faces of the opposed sides 
of said band, said base being slightly smaller in 
peripheral measurement than the head member 
and extended concentrically from the head men- 20 
ber so that edge portions of the head member 
project beyond the edges of said base forming 

4. 
shoulders against which the adjacent edges of 
said band are abutted, said projecting edge por 
tions of said head member being of a width 
equal to the thickness of Said band so that the 
outer periphery of said band will be flush with 
the Outer periphery of said head, 
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