Title: Mutual Capacitance Touch Panel Device and Method for Creating a Mutual Capacitance Touch Panel Device

Abstract: A mutual capacitance touch panel device includes a substrate and an array of electrode elements formed on the substrate, each electrode element including a drive electrode and a pair of dual-function electrodes. In addition, the pair of dual-function electrodes of each electrode element are arranged substantially symmetrically around the drive electrode of the respective electrode element such that a first dual-function electrode of the pair is adjacent to the drive electrode and a second dual function electrode of the pair is separated from the drive electrode by the first dual-function electrode.

Fig. 14A

International Classification: G06F 3/041 (2006.01) G06F 3/044 (2006.01)

International Filing Date: 29 March 2013 (29.03.2013)

Priority Data: 13/435,898 30 March 2012 (30.03.2012) US

Applicant: SHARP KABUSHIKI KAISHA (JP); 22-22, Nagaike-cho, Abeno-ku, Osaka-shi, Osaka, 5458522 (JP).

Inventors: BROWN, Christopher James. COULSON, Michael Paul.

Agent: HARAKENZO WORLD PATENT & TRADEMARK; Daito Minamimorimachi Building, 2-6, Tenjinbashiri 2-chome Kita, Kita-ku, Osaka-shi, Osaka, 5300041 (JP).


Published:

— with international search report (Art. 21(3))
Description

Title of Invention: Mutual Capacitance Touch Panel Device and Method for Creating a Mutual Capacitance Touch Panel Device

Technical Field

[0001] The present invention relates to touch panel and display devices. In particular, this invention relates to projected capacitance touch panels integrated with liquid crystal display (LCD) devices. Such an LCD device with integrated touch panel may find application in a range of consumer electronic products including, for example, mobile phones, tablet and desktop PCs, electronic book readers and digital signage products.

Background Art

[0002] Touch panels have recently become widely adopted as the input device for high-end portable electronic products such as smart-phones and tablet PCs. Although, a number of different technologies can be used to create these touch panels, capacitive systems have proven to be the most popular due to their accuracy, durability and ability to detect touch input events with little or no activation force.

[0003] The most basic method of capacitive sensing for touch panels is demonstrated in surface capacitive type touch panels (also known as self-capacitance type touch panels), for example as disclosed in US4293734 (Pepper, October 6, 1981). A typical implementation of a surface (self) capacitance type touch panel is illustrated in FIG 1 and comprises a transparent substrate 10, the surface of which is coated with a conductive material that forms a sensing electrode 11. One or more voltage sources 12 are connected to the sensing electrode, for example at each corner, and are used to generate an electric field which extends above the substrate. When a conducting object, such as a human finger 13, comes into close proximity to the sensing electrode, a capacitor 14 is dynamically formed between the sensing electrode 11 and the finger 13 and this field is disturbed. The capacitor 14 causes a change in the amount of current drawn from the voltage sources 12 wherein the magnitude of current change is related to the distance between the finger location and the point at which the voltage source is connected to the sensing electrode. Current sensors 15 are provided to measure the current drawn from each voltage source 12 and the location of the touch input event is calculated by comparing the magnitude of the current measured at each source.

Although simple in construction and operation, surface capacitive type touch panels are unable to detect multiple simultaneous touch input events as occurs when, for example, two or more fingers are in contact with the touch panel.

[0004] Another well-known method of capacitive sensing applied to touch panels can be found in projected capacitive type touch panels (also known as mutual capacitance
type touch panels). In this method, as shown in FIG 2, a drive electrode 20 and sense electrode 21 are formed on a transparent substrate (not shown). The drive electrode 20 is fed with a changing voltage or voltage excitation signal by a voltage source 22. A signal is then generated on the adjacent sense electrode 21 by means of capacitive coupling via the mutual coupling capacitor 23 formed between the drive electrode 20 and sense electrode 21. When a conductive object such as a finger 13 is brought into the proximity of the electrodes, the magnitude of the mutual capacitance 23 is altered according to the distance between the conducting object and the electrodes. A current measurement apparatus 24 is connected to the sense electrode 21 and provides a measurement of the size of the mutual coupling capacitor 23. A touch input event may therefore be detected by monitoring the output of the current measurement apparatus 24. As is well-known, by arranging a plurality of drive and sense electrodes in an array, such as a two-dimensional matrix array, this projected capacitance sensing method may be used to form a touch panel device. An advantage of the projected (mutual) capacitance sensing method over the surface (self) capacitance method is that multiple simultaneous touch input events may be detected. The projected (mutual) capacitance sensing method is also suitable for detecting the proximity of non-conductive objects. In this case, the permittivity of the non-conductive object, if different from the permittivity of the air, results in a change in the magnitude of the mutual capacitance 23.

[0005] Although projected capacitive type touch panel devices such as those described above have been widely adopted in consumer electronic products, it is desirable to further improve their performance by addressing the current limitations of this sensing method. In particular, the accuracy at which the location of objects touching the touch panel surface can be determined and the minimum size of touching object are limited by the relatively low signal-to-noise ratio (SNR) of the mutual capacitance measurements. One known approach to increasing the SNR is to optimize the sensitivity of the touch panel to the proximity of an object, such as a finger or stylus, through the design of the touch panel electrodes. For example, US Patent No. 5543588 (Bisset et al, August 6, 1996) discloses a touch panel comprising drive and sense electrodes patterned into diamond shapes. Alternatively, US Patent Application No. 2010/0302201 (Ritter et al, December 2, 2010) discloses a touch panel comprising inter-digitated drive and sense electrodes which may be formed in a single physical layer. A disadvantage of increasing the sensitivity of the touch panel to the proximity of a conductive object in this way however is that the sensitivity of the touch panel to sources of electronic noise and interference may also be increased and the improvement in SNR that may be achieved by this approach is therefore limited.

[0006] Sources of noise contributing to the SNR include environmental effects such as
changing temperature, humidity and condensation as well as electromagnetic interference emanating from the display device beneath the touch panel and from objects surrounding the device, including the touching object(s) itself. Noise from such sources may be manifested in the touch panel capacitance measurement circuits as correlated or predicable fluctuations in the measured signal. A second approach to increase the SNR is therefore to reduce the effects of these noise sources on the measurement. Typically, the display device is a significant source of interference and one well-known method to reduce the effect of this interference is to synchronize the timing of the display and touch panel functions such that the touch panel is only active to detect touch input when the display function is inactive, for example during the display horizontal or vertical blanking periods. However, such a method does not improve immunity to humidity, condensation or other environmental noise sources and may impose undesirable constraints on the operation of the touch panel and/or the display device which may limit the increase in SNR achievable.

Alternatively, US Patent Application 2009/0135157 (Harley, November 27, 2007) and US Patent Application 2009/0194344 (Harley, January 31, 2008) describe a mutual capacitance sensing device with an additional guard electrode to reduce the sensitivity of the system to humidity and condensation. As shown in FIG 3, the guard electrode 30 is located between a drive electrode 31 and a sense electrode 32 and is connected to a fixed potential, such as the ground potential. A mutual coupling capacitance 35 that varies in the presence of a touching object, such as a finger 13, is formed between the drive electrode 31 and the sense electrode 32 and a guard capacitance 34 is formed between the guard electrode 30 and the drive electrode 31. As described above, a voltage stimulus 33 is applied to the drive electrode and a corresponding current is generated in the sense electrode 32 via the mutual coupling capacitance 35 and measured by a sensing circuit 36. The electrical coupling between the drive electrode 31 and sense electrode 32 may be affected by water or water vapour on the surface of the device. The guard electrode 30 and guard capacitance 34 act to reduce this coupling and, as a result, reduce the sensitivity of the capacitance sensing system to variations in humidity and condensation.

US Patent Application 2010/0079401 (Staton, September 26, 2008) describes a mutual capacitance sensing device with an additional reference electrode to measure the noise injected by the touching object. As shown in FIG 4, the device incorporates a drive electrode 40, a sense electrode 41 and the reference electrode 42. The electrodes are designed so that there is a large mutual coupling capacitance between the drive electrode 40 and the sense electrode 41 but a small mutual capacitive coupling between the drive electrode 40 and the reference electrode 42. Further, sense electrode 41 and reference electrode 42 are designed such that the capacitance between the sense
electrode 41 and a touching object is the same as that between the reference electrode 42 and a touching object. Accordingly, the signal generated on the sense electrode 41 upon application of a voltage stimulus to the drive electrode 40 is larger than that generated on reference electrode 42 but the same amount of noise is injected by the touching object onto both the sense electrode 41 and reference electrode 42. The signal generated on the reference electrode 42 may therefore be subtracted from the signal generated on the sense electrode 41 to provide a measurement free from the noise injected by the touching object. However, the addition of the reference electrode into the touch panel reduces the spatial resolution of the touch panel and limits both the accuracy at which the location of the touching object may be calculated and the size of the touching object that may be detected.

[0009] Although the aforementioned methods reduce the effect of noise from selected sources, there are no known solutions to simultaneously eliminate the effects of noise from all significant sources. Also, the methods described above require the addition of electrodes into the touch panel device. This results in the added disadvantage that the spatial resolution, or accuracy at which the location of objects touching the touch panel surface can be determined, is reduced. A method of improving the immunity of a touch panel device to all significant noise sources without reducing the spatial resolution is therefore sought.

Summary of Invention

[0010] This invention describes a touch panel device which overcomes the aforementioned limitations of the prior art and provides improved noise immunity without a reduction in the accuracy at which the location of objects touching the touch panel surface may be determined.

[0011] A mutual capacitance type touch panel device is provided in accordance with the invention that includes an electrode array comprising drive electrodes and a pair of dual-function electrodes. The first and second dual-function electrodes are arranged substantially symmetrically around each drive electrode such that the first (or second) dual-function electrode is adjacent to a drive electrode whilst the second (or first) dual-function electrode is separated from a drive electrode by the first (or second) dual-function electrode. The first dual-function electrode may be arranged to be adjacent to all even numbered drive electrodes in the electrode array and separated from all odd numbered drive electrodes whilst the second dual-function electrode may be arranged to be adjacent to all odd numbered drive electrodes in the electrode array and separated from all even numbered drive electrodes.

[0012] The first and second dual-function electrodes may be arranged to act as either a sense electrode or a reference electrode depending on the location of the active drive
electrode i.e. the drive electrode to which the voltage stimulus, $V_{DRV}$, is being applied. That is to say, the dual-function electrode that is adjacent to the active drive electrode will be sensitive to the proximity of a touching object whilst the dual-function electrode that is separated from the active drive electrode will be relatively insensitive to the proximity of a touching object. Further, since the first and second dual-function electrodes are substantially symmetrically arranged around each drive electrode, the parasitic capacitance components of each dual-function electrode will therefore be identical. Accordingly, any electrical interference from environmental sources or from the display device on which the touch panel is located will generate identical signals on both dual-function electrodes. The output of the dual-function electrode that is separated from the active drive electrode may therefore be subtracted from the output of the dual-function electrode that is adjacent to the active drive electrode to produce a capacitance measurement that is free from the effects of interference and environmental conditions. As a result, the signal-to-noise ratio of the capacitance measurements in the touch panel system is increased and the accuracy at which the location of objects touching the touch panel surface may be determined is improved.

According to one aspect of the invention, a mutual capacitance touch panel device includes: a substrate; an array of electrode elements formed on the substrate, each electrode element including a drive electrode and a pair of dual-function electrodes, wherein the pair of dual-function electrodes of each electrode element are arranged substantially symmetrically around the drive electrode of the respective electrode element such that a first dual-function electrode of the pair is adjacent to the drive electrode and a second dual function electrode of the pair is separated from the drive electrode by the first dual-function electrode.

According to one aspect of the invention, a method for creating a mutual capacitance touch panel device includes: forming an array of electrode elements on a substrate, each electrode element including a drive electrode and a pair of dual-function electrodes, arranging the pair of dual-function electrodes substantially symmetrically around the drive electrode such that a first dual-function electrode of the pair is adjacent to the drive electrode and a second dual function electrode of the pair is separated from the drive electrode by the first dual-function electrode.

To the accomplishment of the foregoing and related ends, the invention, then, comprises the features hereinafter fully described and particularly pointed out in the claims. The following description and the annexed drawings set forth in detail certain illustrative embodiments of the invention. These embodiments are indicative, however, of but a few of the various ways in which the principles of the invention may be employed. Other objects, advantages and novel features of the invention will become apparent from the following detailed description of the invention when considered in
conjunction with the drawings.

**Brief Description of Drawings**

[0016]  [fig.1] FIG 1 shows a conventional surface capacitance sensor arrangement
[fig.2] FIG 2 shows a conventional mutual capacitance sensor arrangement
[fig.3] FIG 3 shows a conventional mutual capacitance sensor arrangement with an additional guard electrode
[fig.4] FIG 4 shows a conventional mutual capacitance sensor arrangement with an additional reference electrode
[fig.5] FIG 5 shows an exemplary touch panel transducer structure in accordance with the invention
[fig.6] FIG 6 shows the relationship between a location on the surface of the touch panel and the sensitivity of that location to the proximity of a touch object (In region A, field lines couple to drive electrode within device, insensitive to presence of touching object, in Region B field lines to the drive electrode extend beyond device surface, sensitive to presence of touching object, and in region C long field lines to drive electrode, insensitive to presence of touching object)
[fig.7A] FIG 7A shows a plan view of an exemplary electrode pattern in accordance with a first embodiment of the invention
[fig.7B] FIG 7B shows the detail of exemplary electrodes patterned in accordance with a first embodiment of the invention
[fig.7C] FIG 7C shows the cross-section of an exemplary electrode array in accordance with a first embodiment of the invention
[fig.8] FIG 8 shows an exemplary circuit in accordance with a first embodiment of the invention for measuring mutual capacitance
[fig.9] FIG 9 shows a waveform timing diagram illustrating the operation of a first embodiment of the invention
[fig.10] FIG 10 shows a block diagram of an exemplary touch panel system in accordance with a first embodiment of the invention
[fig.11A] FIG 11A shows the detail of exemplary electrodes patterned in accordance with a second embodiment of the invention
[fig.11B] FIG 11B shows the cross-section of an exemplary electrode array in accordance with a second embodiment of the invention
[fig.12] FIG 12 shows an exemplary circuit in accordance with a third embodiment of the invention for measuring mutual capacitance
[fig.13] FIG 13 shows a waveform timing diagram illustrating the operation of a third embodiment of the invention
[fig.14A] FIG 14A shows a plan view of an exemplary electrode pattern in accordance
Description of Embodiments

This invention describes a touch panel device which overcomes the aforementioned limitations of the prior art and provides improved noise immunity without a reduction in the accuracy at which the location of objects touching the touch panel surface may be determined.

In accordance with a first and most general embodiment of a first aspect of the invention, a mutual capacitance type touch panel device is provided that includes an electrode array comprising at least one each of a drive electrode, sense electrode and reference electrode. Signals applied to the drive electrodes are capacitively coupled to the sense electrodes, the current generated on which can be monitored to provide a measure of said coupling capacitance. The reference electrodes provide a measure of the noise signal generated on the sense electrodes and may be used to increase the signal-to-noise ratio of the current measurement, as will be described. FIG 5 shows an exemplary arrangement of the electrode array 100 with drive electrode 101, sense electrode 102 and reference electrode 103 formed on a substrate 104. A first mutual coupling capacitor \((C_{SEN})\) 105 is formed between the drive electrode and sense electrode and a second mutual coupling capacitor \((C_{REF})\) 106 is formed between the drive electrode and reference electrode. The touch panel may also be arranged above a display device 110, for example a liquid crystal display device, such that a first parasitic capacitor \((C_{DR})\) 111 is formed between the reference electrode 103 and the display device 110 and a second parasitic capacitor \((C_{DS})\) 112 is formed between the sense electrode 102 and the display device 110. In order to provide improved noise immunity, the electrodes are arranged to simultaneously fulfil two sets of conditions.

Firstly, the electrodes are arranged such that the capacitance of the first mutual
capacitor (first mutual coupling capacitor) 105 varies with the proximity of a touching object 115, such as a finger, to the surface of the device (i.e., the first mutual capacitor is "sensitive" to the proximity of the touching object relative to the surface of the device) whilst the capacitance of the second mutual capacitor (second mutual coupling capacitor) 106 is substantially insensitive to the presence of the touching object 115. That is to say, the change in capacitance of the second mutual capacitor 106 due to the presence of a conductive object may be less than 10% of the corresponding change in capacitance of the first mutual capacitor 105. Non-conductive objects in proximity to the surface of the touch panel may result in similar changes in capacitance provided that the permittivity of the non-conductive object is not equal to the permittivity of air. The above condition may be achieved in accordance with the method now described. FIG 6 illustrates the relationship between the sensitivity, $S_p$, of a point in the plane of an electrode array to the distance, $x_p$, between that point and the edge of the drive electrode. Electric field lines between points close to the display electrode edge and the display electrode (Region A) do not extend beyond the surface of the device with the result that an electrode - such as the reference electrode - including such points is insensitive to the presence of a touching object. As the point is moved further from the display electrode edge (Region B), field lines from it to the display electrode begin to extend beyond the touch panel surface with the result that an electrode including such points has increased sensitivity to the touching object. For points further distant from the display electrode edge (Region C), the sensitivity to the touch object begins to decrease again as the capacitance associated with long field lines is small. Accordingly, the second mutual capacitor 106 may be made insensitive to the presence of a touching object by ensuring that the reference electrode 103 is located entirely in Region A or Region C. However, if the reference electrode 103 is located in Region C it must necessarily be located far from the drive electrode 101 and therefore has the disadvantage that the spatial resolution of the touch panel device is reduced. Conversely, locating the reference electrode 103 in Region A ensures the second mutual capacitor 106 is insensitive to the presence of a touching object (since all of the electric field lines that emanate from the drive electrode 101 couple to each point on the reference electrode 103 within the substrate 104 and do not extend beyond substrate surface) and allows the spatial resolution of the touch panel device to be maintained. The width of the reference electrode 103 and the separation between the drive electrode 101 and reference electrode 103 may be chosen in conjunction with the distance between the plane of the electrode array 100 and the surface of the substrate 104 so that this condition is fulfilled.

[0020] Secondly, in order that the noise injected by the display device 110 and touching object 115 onto the reference electrode 103 is the same as that injected onto the sense
electrode 102, the reference electrode 103 and sense electrode 102 are designed to have substantially the same parasitic capacitance components. That is to say, the difference in the total parasitic capacitances between a reference electrode 103 and the display and a sense electrode 102 and the display may be less than 1%. For example, if the first parasitic capacitor \((C_{DR})\) 111 has the same capacitance as the second parasitic capacitor \((C_{DS})\) 112 then the noise injected by the display device 110 onto each of the reference and sense electrodes will be equal. This may be achieved, for example, by setting the area of the reference electrode 103 to be the same as the area of the sense electrode 102. Advantageously, by setting the areas of the reference electrode 103 and sense electrode 102 to be substantially equal (i.e. to result in substantially the same parasitic capacitances, as defined above), the noise injected by the touching object 115 onto the reference electrode 103 and onto the sensing electrode 102 will also be equal.

[0021] In practise it may not be possible to simultaneously meet both the first and second conditions by design of the sense and reference electrode patterns alone. For example, in order to ensure that the reference electrode is insensitive to the presence of a touching object, it must typically be made narrow and located close to the drive electrode. Further, in order to maximise the sensitivity of the sense electrode to the presence of a touching object, it is advantageous to make the sense electrode wide. It may therefore be disadvantageous to set the area of the reference electrode 103 to be the same as the area of the sense electrode 102 and the first parasitic capacitor, \(C_{DR}\) may therefore not be equal to the second parasitic capacitor, \(C_{DS}\). Accordingly, in an alternative arrangement, the area of the reference electrode 103 may be different from the area of the sense electrode 102 and the effect of noise injected by the display device 110 and touching object 115 may be made equal by weighting the output signals generated on the reference and sense electrodes and by subsequently calculating the difference between these weighted outputs. Weighting of the output signals may be performed, for example, by the differential amplifier 150 as described in more detail below.

[0022] When the electrode array 100 is arranged as described, the reference electrode 103 both acts as a guard - minimizing direct coupling from the drive electrode 101 to the sense electrode 102 - and receives the same noise from the display device 110 and the touching object 115 as the sense electrode 102. To measure the proximity of a touching object and detect a touch event, a voltage stimulus is applied to the drive electrode 101 which causes charge to be transferred to the reference electrode 103 and sense electrode 102. This transfer of charge may generate a current in each electrode that is measurable by an attached sensing circuit. The current generated on the reference electrode 103 may be subtracted from that generated on the sense electrode 102 by the sensing circuit to give a measurement of the second mutual capacitor 106 that is
immune to the effects of noise injected from the display device 110, noise injected from the touching object 115 and to the effects of changing environmental conditions such as humidity and condensation.

[0023] An example of an electrode array with a set of drive electrodes 116 and a set of sense electrodes 117 and a set of reference electrodes 118 that meet the two conditions stated above is shown in FIG 7A and FIG 7B. Each electrode may be formed on the substrate 104 using standard photolithographic or printing techniques in a transparent conducting material, such as for example Indium-Tin Oxide (ITO), Indium Zinc Oxide (IZO) or a conductive polymer. The set of sense electrodes 117 is arranged in first direction, for example forming columns of the electrode array 100. The set of reference electrodes 118 may be arranged parallel to the set of sense electrodes 117 in the column direction and the set of drive electrodes 116 may be arranged in a perpendicular direction to the set of sense electrodes 117, for example forming rows of the electrode array 100. Each drive electrode 101 in the set of drive electrodes 116 and each sense electrode 102 in the set of sense electrodes 117 are patterned into a series of connected diamonds. Alternatively, the drive electrodes 101 and sense electrodes 102 may be patterned as simple rectangular rows and columns or as other tessellating shapes to improve the signal-to-noise ratio (SNR) of the display. Each reference electrode 103 in the set of reference electrodes 118 is patterned to surround one sense electrode 102 and to occupy the gap between said sense electrode 102 and drive electrodes 101. To avoid electrical contact between the drive electrodes 101 and the sense electrodes 102 or reference electrodes 103, the drive electrodes 101 may be formed on the substrate 104 in a first layer of transparent conductive material and the sense electrodes 102 and reference electrodes 103 formed in a second layer of transparent conductive material above the first layer and separated from it by an electrically insulating layer. Such a structure is well-known in the manufacture of capacitive touch panel devices. Alternatively, as shown in FIG 7C, in another process well-known in the manufacture of capacitive touch panel devices, the drive electrodes 101, sense electrodes 102 and reference electrodes 103 may be formed in the same layer of transparent conductive material 120 and an additional metallization layer 121 used to form bridges to interconnect separate regions of the drive electrode 101. Electrical isolation of the drive electrodes 101 from the sense electrodes 102 and reference electrodes 103 is achieved by forming an electrically insulating layer 122 between the metallization layer 121 and the layer of transparent conductive material 120.

[0024] A sensing circuit may be used to measure the first and second mutual capacitors 105, 106. The sensing circuit may be based on a conventional charge-transfer method or may alternatively utilise other known mutual capacitance measurement techniques.
The schematic diagram of an example sensing circuit 125 suitable for measuring the capacitances of the electrode array 100 and using the charge-transfer method is shown in FIG 8. The sensing circuit 125 may comprise a switching circuit 130, a differential integrator circuit 140, a differential amplifier 150 and an analogue to digital convertor (ADC) 160. The switching circuit includes first and second sampling switches (S1, S2) 131, 132 that are controlled by a first switch control signal, phi, and third and fourth sampling switches (S3, S4) 133, 134 that are controlled by a second switch control signal, phi’2. The differential integrator circuit 140 may be of a well-known design, for example including a first operational amplifier 141 with a first integration capacitor (C15) 142 and a first reset switch (S5) 143 and a second operational amplifier 145 with a second integration capacitor (C16) 146 and a second reset switch 147. The first and second reset switches 143, 147 may be controlled by a third switch control signal, phi3. As an alternative, the first and second operational amplifiers 141, 145 of the differential integrator circuit 140 may be replaced by a single fully differential operational amplifier. The differential amplifier circuit 150 may be of a well-known type and may, for example, further comprise an operational amplifier 151, first and second input resistors (Rs1, Rs2) 152, 153 and first and second feedback resistors (RsF, RsF) 154, 155.

In order to cancel the effect of noise injected from the display device 110 and from the touching object 115, the resistance ratios Rs/R1 and Rs/Fs that set the gain for the positive and negative input paths of the differential amplifier 150 are chosen with respect to the ratio of the first and second parasitic capacitors, CDR, CDS. For example, given a parasitic capacitance weighting factor, beta, where

Math.1

\[ \beta = \frac{C_{DS}}{C_{DR}} \]

then

Math.2

\[ R_{SF}/R_{FI} = \beta \times R_{SF}/R_{SI} \]

In addition to the electrode array 100 and sensing circuit 125, the touch panel device also includes a drive circuit 170 comprising a voltage generator unit 171 that may be arranged to generate a voltage stimulus, VDRV, such as a voltage pulse train.

The operation of the touch panel device is now described with reference to the schematic diagram of FIG 8 and the waveform diagram shown in FIG 9. In a first reset stage at the start of the measurement period, the third switch control signal, phi3, is made active causing the first and second reset switches 142, 147 of the differential amplifier to close. The negative input terminals of the first and second operational amplifiers 141, 145 are now connected to the output terminals of their respective amplifiers and assume a voltage equal to the reference voltage supplied to the positive
terminals of the amplifiers, V_{\text{REF}}, which may be a fixed constant voltage such as the ground potential. The differential integrator circuit 140 is now in its reset state. The first switch control signal, phi_1, is also made active during the reset period causing the first and second sampling switches 131, 132 of the switching circuit 130 to close. The sense electrode 102 and reference electrode 103 are therefore also reset to the reference voltage, V_{\text{REF}}.

[0029] In a second sampling stage, the first to fourth sampling switches 131, 132, 133, 134 of the switching circuit 130 are controlled with respect to the voltage stimulus, V_{\text{DRV}} to transfer charge from the electrode array to the differential integrator circuit 140. The sampling stage is divided into a number of sampling cycles. After the second switch control signal has been made inactive, the first switch control signal is then activated causing the first and second sampling switches 133, 134 to close. The sense electrode 102 is now connected to the negative input terminal of the first operational amplifier 141 and the reference electrode 103 to the negative input terminal of the second operational amplifier 142. The voltage generator unit 171 of the drive circuit 170 now changes the voltage of the voltage stimulus, V_{\text{DRV}} applied to the drive electrode 101 and causes charge to be transferred via the electrode array 100 and switching circuit 130 to the input terminals of the differential integrator circuit 140. The charge transferred via the first mutual capacitor 105 is integrated onto the first integration capacitor 142 and causes the output of the first operational amplifier, V_{\text{SEN}} to increase in proportion to the capacitance, C_{\text{SEN}}, of the first mutual capacitor 105. The charge transferred via the second mutual capacitor 106 is integrated onto the second integration capacitor 146 and causes the output of the second operational amplifier, V_{\text{RG}} to increase in proportion to the capacitance, C_{\text{RG}}, of the second mutual capacitor 105. The differential amplifier 150 subtracts some multiple of the output voltage, V_{\text{SEN}}, of the first operational amplifier 141 from some multiple of the output voltage, V_{\text{RG}}, of the second operational amplifier 145. These multiples are set by the resistance ratios R_{RF}/R_{R1} and R_{SF}/R_{S1} which are chosen with respect to the parasitic capacitance weighting factor, beta, as described above. The first switch control signal, phi_1, is now deactivated and the second switch control signal, phi_2, is made active. This causes the third and fourth sampling switches 133, 134 to close and thereby set the voltage of the sense and reference electrodes 102, 103 to be equal to the ground potential. Finally, the voltage generator unit 471 returns the voltage of the voltage stimulus, V_{\text{DRV}}, to its original potential. Any charge transferred from the drive electrode 101 to the sense electrode 102 or reference electrode 103 via the electrode array 100 due to this voltage change is discharged via the third and fourth sampling switches 133, 134.

[0030] This sampling cycle is repeated N times during the sampling period such that the total sampling time, t_{\text{SAMPLE}} = N*t_{\text{CYCLE}} where t_{\text{CYCLE}} is the time for one sampling cycle.
At the end of the sampling period, the final output voltage, $V_{\text{OUT}}$, of the differential amplifier is therefore proportional to the weighted difference between the capacitances of the first and second mutual capacitors $105, 106$ and is free from the effects of noise injected onto the sense and reference electrodes. The analog-to-digital converter circuit 160 converts this final differential amplifier output voltage, $V_{\text{OUT}}$, into a digital value, $D_{\text{OUT}}$, suitable for further processing to extract the location of objects touching the surface of the touch panel device.

[0031] A touch panel device utilising the electrode array and circuits described above is shown in FIG 10. The touch panel device 180 is connected to a host device 190 - for example a mobile phone, Tablet PC or the like - and comprises a sense circuit block 181, driver circuit block 182 and an interface circuit 183. The sense circuit block 181 may further comprise a plurality of sense circuits 125 and the drive circuit block 182 may further comprise a plurality of drive circuits 170. The sense circuit block 181 may contain as many sense circuits 125 as there are sense electrodes in the electrode array 100. The drive circuit block 182 may contain as many drive circuits 170 as there are drive electrodes in the electrode array 100. In order to measure the mutual capacitance associated with each intersection of drive electrode and sense electrode, the operation method for one measurement period described above may be repeated for each drive electrode in the array. For example, the voltage stimulus, $V_{\text{DRV}}$, may be applied in successive measurement periods to each drive electrode in the electrode array in turn. The interface circuit 183 may generate signals to control the operation of the sense circuit block 181 and drive circuit block 182. The interface circuit 183 may also receive the digital output signals from the drive circuit block 182, calculate the location of objects touching the surface of the touch panel device from this and communicate this result to the host device 190. The host device may then update the image shown on the display device 110 in accordance with the result via a display controller 191.

[0032] A limitation of the reference electrode design illustrated in FIG 7A, FIG 7B and FIG 7C is that, even if noise injected from the display device couples equally to both the sense electrode and reference electrode, noise injected from the touching object may not. For example, depending on the location and size of the touching object, the ratio of the parasitic capacitances formed between the object and the sense and reference electrodes ($C_{0s}, C_{0b}$) may not be the same as the ratio of the parasitic capacitances formed between the display device and the sense and reference electrodes ($C_{DS}, C_{DR}$), i.e.

Math.3

$$\frac{C_{OS}}{C_{OR}} \neq \frac{C_{DS}}{C_{DR}}$$

Further, if the areas of the sense and reference electrodes are weighted such that
then any difference in the injected noise will be multiplied by the weighting factor beta in the sense circuit. Accordingly, in a touch panel device in accordance with a second embodiment of the invention, sense and reference electrodes with improved noise immunity are provided. FIG 11A shows an exemplary arrangement of drive electrode, sense electrode and reference electrode in accordance with the present embodiment. Although the arrangement of this example is based on a conventional tessellating diamond pattern, the concept described herein is applicable to other known pattern types. The reference electrode 203 is separated into first reference electrode section 204 that is located between the drive electrode 201 and sense electrode 202 and a second reference electrode section 205 that is located in the centre of the sense electrode 202 and completely surrounded by it. The sense electrode is therefore located between and separated from the first reference electrode section 204 and second reference electrode section 205. FIG 11B shows a cross-section of an electrode array 100 including said arrangement of electrodes wherein the drive electrodes 201, sense electrodes 202 and reference electrodes 203 may be formed in the same layer of transparent conductive material 120 and an additional metallization layer 121 used to form bridges to interconnect separate regions of the drive electrode 101 and to connect the first reference electrode section 204 to the second reference electrode section 205.

The width of the first reference electrode section 204 and its separation from the drive electrode edge may be arranged such that all points on the section are insensitive to the presence of a touching object (corresponding to Region A in FIG 6). The width of the second reference electrode section 205 and its separation from the drive electrode edge may also be arranged such that all points on the section are substantially insensitive to the presence of a touching object (corresponding to Region C in FIG 6). The width of the sense electrode 202 and its distance from the drive electrode edge may be arranged such that all points on the electrode are substantially sensitive to the presence of a touching object (corresponding to Region B in FIG 6). Further the area of the reference electrode 203 and sense electrode 202 may be chosen in totality such that the components of their parasitic capacitance to the touching object and display device are equal i.e. \( C_{DS} = C_{0R} \) and \( C_{DS} = C_{DR} \). The first reference electrode section 204 therefore acts as a guard to minimize direct coupling from the drive electrode 201 to the sense electrode 202. Since the parasitic components of the sense electrode 202 and reference electrode 203 are matched, there is no need for any weighting to be applied by the sensing circuit. The second reference electrode section 205 therefore acts together with the first reference electrode section 204 to provide a reference that may
be used to accurately cancel the noise injected onto the sense electrode regardless of
the position of the touching object. The touch panel device is therefore immune to
electrical interference from changing environmental conditions, the display device and
nearby objects.

[0036] A touch panel device in accordance with a third embodiment of the invention
includes a sensing circuit that enables the SNR of the mutual capacitance measurement
to be further increased. As shown in FIG 12, the sensing circuit 125 includes a
switching circuit 230 that further comprises first to fourth sampling switches (SI - S4)
231, 232, 233, 234. The operation sequence of the switching circuit 230 is similar to
that described above for the switching circuit 130 of the first embodiment. However, in
the switching circuit 230 of the present embodiment, the first and third sampling
switches 231, 233 are arranged to connect the sense electrode 102 to a first input
terminal of the differential integrator 140 - for example the negative input terminal of
the first operational amplifier 141 - when a first switch control signal, phi, is active
and to a second input terminal of the differential integrator 140 - for example the
negative input terminal of the second operational amplifier 145 - when a second switch
control signal, phi2, is active. The second and fourth sampling switches 232, 234 are
arranged to connect the reference electrode 103 to the second input terminal of the dif-
ferential integrator 140 when a first switch control signal, phi, is active and to the first
input terminal of the differential integrator 140 when a second switch control signal,
phi2, is active. As illustrated in FIG 13, during each sampling cycle of the sampling
period, the first and second mutual coupling capacitors 105, 106 are sampled twice:
once on the falling edge of the voltage stimulus, VDRV, and once on the rising edge. By
alternate application of the switch control signals, phi1, phi2, as shown the voltages, VSEN, VRG, at each output terminal of the differential integrator circuit 140 are therefore
incremented (or decremented) during the sampling cycle by an amount proportional to
the difference between the first and second mutual coupling capacitors 105, 106. Since
two samples are taken during each sampling cycle and since many more samples may
now be made without the operational amplifiers reaching saturation, the SNR of the
sensing circuit is improved.

[0037] However, even though it is now only the difference between the first and second
mutual coupling capacitors 105, 106 that is being measured, saturation may still occur
in the sensing circuit if the baseline capacitance (i.e. the capacitance when no touching
object is in the proximity of the touch panel) of the first and second mutual capacitors
is significantly different - for example when the difference in baseline capacitance is
similar to the maximum difference that is expected to be caused by a touching object.
Although one solution to this problem is to account for this baseline by increasing the
range of capacitances that may be measured, this is undesirable since it must be done
by reducing the sensitivity of the sensing circuit and hence reducing the SNR. In accordance with a fourth embodiment of the invention, the sense electrode and reference electrode are additionally arranged such that the baseline value of the mutual capacitance between the drive electrode and sense electrode is substantially equal to that of the mutual capacitance between the drive electrode and reference electrode (i.e., the difference in the mutual capacitances between the reference electrode and the drive electrode and between the sense electrode and the drive electrode may be less than 1%). In such an arrangement, only the difference in the signal capacitance (i.e. the change in capacitance caused by an object in proximity to the touch panel) is measured by the sensing circuit. The number of sampling cycles may therefore be increased without saturation of the sensing circuit and the SNR of the touch panel is improved.

In accordance with a fifth embodiment of the invention, the most general embodiment of a second aspect of the invention, a mutual capacitance type touch panel device includes an electrode array comprising at least one each of a drive electrode, and a pair of matched sense electrodes. FIG 14A shows an exemplary arrangement of the electrode array 400 with drive electrode 401 and sense electrode pair 402 which comprises a first dual-function electrode 403 and a second dual-function electrode 404. The first and second dual-function electrodes 403, 404 are arranged substantially symmetrically around each drive electrode such that the first (or second) dual-function electrode is adjacent to the drive electrode whilst the second (or first) dual-function electrode is separated from the drive electrode by the first (or second) dual-function electrode. As used herein, the term "symmetrical" refers to symmetry relative to at least one axis. The drive electrode 401 therefore forms a first mutual coupling capacitor (not shown in FIG 14A) with the first dual-function electrode 403 and a second mutual coupling capacitor (not shown in FIG 14A) with the second dual-function electrode 404. The first dual-function electrode 403 may be arranged to be adjacent to all even numbered drive electrodes 401 in the electrode array 400 and separated from all odd numbered drive electrodes 401. The second dual-function electrode 404 may be arranged to be adjacent to all odd numbered drive electrodes 401 in the electrode array 400 and separated from all even numbered drive electrodes 401.

An example of said arrangement based on a conventional tessellating diamond pattern is shown in FIG 14B. As used herein, an odd-numbered drive electrode refers to a drive electrode that is assigned an odd number, and an even-numbered drive electrode refers to a drive electrode that is assigned an even number. For example, a drive electrode closest to a reference position (e.g., an outer edge of the device) may be assigned the number 1, the next adjacent drive electrode may be assigned the number 2, and so on. The number assigned to a drive electrode then determines whether the drive electrode is odd-numbered drive electrode or an even-numbered drive electrode.
The first and second dual-function electrodes 403, 404 may be arranged to act as either a sense electrode or a reference electrode depending on the location of the active drive electrode i.e. the drive electrode to which the voltage stimulus, $V_{\text{DR}}$, is being applied. The dual-function electrode that is adjacent to the active drive electrode will be sensitive to the proximity of a touching object whilst the dual-function electrode that is separated from the active drive electrode will be substantially insensitive to the proximity of a touching object. Since the first and second dual-function electrodes 403, 404 are substantially symmetrically arranged around each drive electrode, the parasitic components of each dual-function electrode will therefore be identical i.e. $C_{ss} = C_{0R}$ and $C_{DS} = C_{DR}$. Accordingly, the dual-function electrode that is adjacent to the active drive electrode may be considered a sense electrode and used to detect the presence of a touching object and the dual-function electrode that is separated from the active drive electrode may be considered a reference electrode and used to measure the noise injected onto the sense electrode. In order to form a continuous electrode across the electrode array 400, the first dual-function electrodes 403 may contain narrow sections 405 (e.g., narrow relative to the dual function electrode) that pass between the second dual-function electrode 404 of the pair 402 and the drive electrode 401. Similarly, the second dual-function electrode 403 may contain narrow sections 406 (e.g., narrow relative to the dual function electrode) that pass between the first dual-function electrode 403 of the pair and the drive electrode 401. The width of the narrow sections 405, 406 and their separation from the drive electrode edge may be arranged such that all points on the sections are insensitive to the presence of a touching object (corresponding to Region A in FIG 6). The presence of the narrow sections 405, 406 does not therefore adversely affect the operation of the touch panel.

A sensing circuit suitable for measuring the first and second mutual coupling capacitors, $C_{M1^*}$, $C_{M2^*}$, and of calculating the difference between these measurements to produce a measurement of the proximity of a touching object with high SNR is shown in FIG 15. The sensing circuit 425 may include a switching circuit 430, a differential integrator circuit 440, a differential amplifier circuit 450 and an analog-to-digital converter 460. The differential integrator circuit 440, differential amplifier circuit 450 and analog-to-digital converter circuit 460 may all be of a conventional design such as previously described. The switching circuit 430 may comprise first to sixth sampling switches (SI - S6) 431, 432, 433, 434, 435, 436. The first and second sampling switches may be controlled by a first switch control signal, $\phi_{1A^*}$, the third and fourth sampling switches by a second switch control signal, $\phi_{1B^*}$, and the fifth and sixth sampling switches by a third switch control signal, $\phi_{1C^*}$. The first dual-function electrode 403 of the electrode array 400 is connected to the first, third and fifth switches 431, 433, 435 and the second dual-function electrode 404 is connected to the
second, fourth and sixth switches 432, 434, 436. The operation of the sensing circuit 425 in conjunction with a drive circuit 470 is now described with reference to the waveform diagram of FIG 16.

In a first measurement period, the first, second, fifth and sixth sampling switches 431, 432, 435, 436 of the switching circuit 130 are controlled with respect to a voltage stimulus, \( V_{\text{DRV}} \), that is supplied to a first drive electrode 401a. The first dual-function electrode 403 is arranged to be adjacent to this first drive electrode 401a and the second dual-function electrode 404 to be separated from it. In a first reset stage of the first measurement period the differential integrator circuit 440 is reset and the first switch control signal, \( \phi_{\text{IA}} \), is made active. The first and second dual-function electrodes 403, 404 are now driven to an initial voltage by the differential integrator circuit 440 via the first and second sampling switches 431, 432. A second sampling stage of the first measurement period is divided into a number of sampling cycles. At the start of each sampling cycle, the first switch control signal, \( \phi_{\text{IA}} \), is activated causing the first and second sampling switches 431, 432 to close. The first dual-function electrode 403 is now connected to a first input terminal of the differential integrator 440 and the second dual-function electrode 404 to its second input terminal. The voltage generator unit 471 of the drive circuit 470 now changes the voltage of the drive signal applied to the first drive electrode 401a and this causes charge to be transferred to the input terminals of the differential integrator circuit 440 in proportion to the mutual coupling capacitors, \( C_{\text{MLA}} \), \( C_{\text{MIB}} \) of the electrode array 400. This transferred charge is integrated by the differential integrator 440 causing a change in the voltages, \( V_{\text{SEN}} \), \( V_{\text{ref}} \) seen at the output terminals of the differential integrator 440. The first switch control signal, \( \phi_{\text{IA}} \), is then deactivated and the third switch control signal, \( \phi_{\text{I2}} \), is made active causing the fifth and sixth sampling switches 435, 436 to close and thereby set the voltage of the first and second dual-function electrodes 403, 404 to be equal to the ground potential. The voltage generator unit 471 of the drive circuit 470 returns the voltage of the drive signal applied to the first drive electrode to its initial value. Any charge transferred to the first and second dual-function electrodes 403, 404 via the mutual coupling capacitors, \( C_{\mu1} \), \( C_{\mu2} \) as a result is discharged via the fifth and sixth sampling switches 435, 436.

This sampling cycle is then repeated N times during the sampling stage such that the total sampling time, \( t_{\text{SAMPLE}} = N * t_{\text{CYCLE}} \). At the end of the sampling period the analog-to-digital converter circuit 460 converts the differential amplifier output voltage, \( V_{\text{OUT}} \), into a digital value, \( D_{\text{OUT}} \).

In a proceeding second measurement period, the third, fourth, fifth and sixth sampling switches 433, 434, 435, 436 of the switching circuit 430 are controlled with respect to the voltage stimulus, \( V_{\text{DRV}} \), that is now supplied to a second drive electrode...
401b. Due to the substantially symmetrical arrangement of the sense electrode pair 402, the second dual-function electrode 404 is adjacent to this second drive electrode 401b and the first dual-function electrode 404 is separated from it. The reset and sampling stages of each sampling cycle proceed as described above except that it is the second switch control signal, phi_m, that is activated and deactivated to transfer charge to the differential integrator circuit 440. Accordingly, the first dual-function electrode 403 is connected to the second input terminal of the differential integrator circuit 440 and the second dual-function electrode 404 is connected to its first input terminal.

[0044] The sequence of operations of the first measurement period may be repeated for all odd numbered drive electrodes 401 in the electrode array 400 and the sequence of operations of the second measurement period may be repeated for all even numbered drive electrodes 401. In this way it is therefore possible to measure the mutual coupling capacitances associated with each intersection in the electrode array whilst simultaneously measuring the noise injected from the display device and the touching object. Thus, a high SNR measurement of the proximity of a touching object may be made. Further, since no dedicated reference electrode is required to be added to the electrode array, the spatial resolution of the touch panel device is increased compared to the prior art.

[0045] A disadvantage of the electrode arrangement described above is that the narrow sections may increase the total resistance of the first and second dual-function electrodes. In particular, if the electrodes are formed in a transparent material such as ITO the resistance of these narrow sections may be considerable and limit the frequency of signal that may be applied to the drive electrodes. The number of sampling cycles and hence the SNR of the touch panel SNR may be reduced. An electrode arrangement in accordance with a sixth embodiment of the invention is shown in FIG 17A and FIG 17B. As shown in FIG 17A, the electrode array 400 includes a drive electrode 401 and sense electrode pair 411 which comprises a first dual-function electrode 412 and a second dual-function electrode 413. As described in the previous embodiment, the first and second dual-function electrodes 412, 413 are arranged substantially symmetrically around each drive electrode such that the first (or second) dual-function electrode is adjacent to the drive electrode whilst the second (or first) dual-function electrode is separated from the drive electrode by the first (or second) dual-function electrode. In order to reduce the total resistance of these electrodes two additional connecting wires are provided than run in the direction of the dual-function electrodes. A first connecting wire 414 is connected to the first dual-function electrode 412 and a second connecting wire 415 is connected to the second dual-function electrode 413. The cross-section shown in FIG 17B illustrates how these connections may be made. The drive electrodes 401 and the first and second dual-
function electrodes 412, 413 are formed in the same layer of transparent conductive material 420. The additional first and second connecting wires 414, 415 may be formed in a low resistance metallization layer, such as typically used in the manufacture of touch panels or liquid crystal displays. The sheet resistance of the metallization layer may be significantly smaller than the sheet resistance of the transparent conductive material used to form the electrodes. The connecting wires may additionally be narrow such that they have negligible impact on the transparency of the touch panel. Electrical isolation of the electrodes from the connecting wires is achieved by forming an electrically insulating layer 421 between the metallization layer and the layer of transparent conductive material 420. Contact holes 416 are formed in the electrically insulating layer 416 to connect the first and second connecting wires 414, 415 to the first and second dual-function electrodes as described above. The connecting wires therefore allow the total resistance of the dual-function electrodes to be reduced and the SNR of the touch panel maintained.

[0046] FIG 18 shows an arrangement of a sense electrode pair 481 in accordance with a seventh embodiment of this invention. In this arrangement, the dual-function electrode separated from the active drive electrode acts as both a reference and guard electrode for the dual-function electrode adjacent to the drive electrode. For example, when a first dual-function electrode 482 is adjacent to the active drive electrode 401 the second dual-function electrode acts as both a reference and a guard electrode. The second dual-function electrode 483 has first and second narrow sections 484, 485 that may be arranged substantially symmetrically to pass between the sides of the first dual-function electrode 482 and the active drive electrode 401. The width of the first and second narrow sections 484, 485 and their separation from the drive electrode edge may be arranged such that all points on the sections are insensitive to the presence of a touching object (corresponding to Region A in FIG 6). The narrow sections do not therefore adversely affect the operation of the touch panel and may act as a guard electrode.

[0047] According to one aspect of the invention, a first mutual coupling capacitor is formed between the drive electrode and the first dual function electrode of each electrode element, and a second mutual coupling capacitor is formed between the drive electrode and the second dual-function electrode of each electrode element, and wherein the drive electrode and pair of dual-function electrodes are arranged such that the first mutual coupling capacitor varies with proximity of an object touching a surface of the touch panel, and the second mutual coupling capacitor is substantially insensitive to an object touching the surface of the touch panel.

[0048] According to one aspect of the invention, the device includes a sensing circuit, the sensing circuit configured to sample the first and second mutual coupling capacitors
twice per sampling period.

According to one aspect of the invention, the first dual-function electrode of each pair is arranged adjacent to even numbered drive electrodes in the electrode array and separated from odd numbered drive electrodes, and the second dual-function electrode of each pair is arranged adjacent to odd numbered drive electrodes in the electrode array and separated from even numbered drive electrodes.

According to one aspect of the invention, the dual-function electrode that is adjacent to an active drive electrode is sensitive to the proximity of a touching object, and the dual-function electrode that is separated from the active drive electrode is substantially insensitive to the proximity of a touching object.

According to one aspect of the invention, the first dual-function electrode includes sections that pass between the second dual-function electrode and the drive electrode, and the second dual-function electrode includes sections that pass between the first dual-function electrode and the drive electrode, and a width of the sections and a separation of the sections from the drive electrode edge is arranged such that all points on the sections are substantially insensitive to the presence of a touching object.

According to one aspect of the invention, the device includes a sensing circuit configured to measure the first and second mutual coupling capacitors, and calculate a difference between the first and second mutual coupling capacitors to produce a measurement of the proximity of a touching object.

According to one aspect of the invention, the device includes a first connecting lead electrically connected to the first dual-function electrode and a second connecting lead electrically connected to the second dual-function electrode, wherein the first and second connecting leads are formed in a metalization layer.

According to one aspect of the invention, the drive electrode and dual-function electrodes are formed in a layer of transparent conductive material.

According to one aspect of the invention, the dual-function electrode separated from the drive electrode acts as both a reference electrode and a guard electrode for the dual-function electrode adjacent to the drive electrode.

According to one aspect of the invention, the device includes a host device coupled to the touch panel device.

According to one aspect of the invention, the first and second dual function electrodes together are patterned to form a series of connected diamonds.

According to one aspect of the invention, the first and second dual function electrodes together are patterned to form tessellating shapes with the drive electrode.

According to one aspect of the invention, a first mutual coupling capacitor is formed between the drive electrode and the first dual function electrode, and a second mutual coupling capacitor is formed between the drive electrode and the second dual-function
electrode, the method including arranging the drive electrode and pair of dual-function electrodes such that the first mutual coupling capacitor varies with proximity of an object touching a surface of the touch panel, and the second mutual coupling capacitor is substantially insensitive to an object touching the surface of the touch panel.

According to one aspect of the invention, the method includes arranging the first dual-function electrode of each pair adjacent to even numbered drive electrodes in the array of electrode elements and separated from odd numbered drive electrodes in the array of electrode elements, and arranging the second dual-function electrode of each pair adjacent to odd numbered drive electrodes in the array of electrode elements and separated from even numbered drive electrodes of the array of electrode elements.

According to one aspect of the invention, forming the array of electrode elements includes forming the first dual-function electrode to include sections that pass between the second dual-function electrode and the drive electrode, and forming the second dual-function electrode includes forming sections that pass between the first dual-function electrode and the drive electrode, wherein a width of the sections and a separation of the sections from the drive electrode edge are arranged such that all points on the sections are substantially insensitive to the presence of a touching object.

According to one aspect of the invention, the method includes forming a first connecting lead electrically coupled to the first dual-function electrode and a second connecting lead electrically connected to the second dual-function electrode, wherein the first and second connecting leads are formed in a metalization layer.

According to one aspect of the invention, forming the array of electrode elements includes forming the drive electrode and dual-function electrodes in a layer of transparent conductive material.

Although the invention has been shown and described with respect to a certain embodiment or embodiments, equivalent alterations and modifications may occur to others skilled in the art upon the reading and understanding of this specification and the annexed drawings. In particular regard to the various functions performed by the above described elements (components, assemblies, devices, compositions, etc.), the terms (including a reference to a "means") used to describe such elements are intended to correspond, unless otherwise indicated, to any element which performs the specified function of the described element (i.e., that is functionally equivalent), even though not structurally equivalent to the disclosed structure which performs the function in the herein exemplary embodiment or embodiments of the invention. In addition, while a particular feature of the invention may have been described above with respect to only one or more of several embodiments, such feature may be combined with one or more other features of the other embodiments, as may be desired and advantageous for any given or particular application.
Industrial Applicability

[0065] The invention may find application in mid-size and large-size display and touch panel devices for industrial and consumer electronics. In particular, the invention may be used in products such as, but not limited to, Tablet PCs, Netbook PCs, Laptop PCs, mobile phones, personal digital assistants (PDAs), electronic books (eReaders), Satellite Navigation systems and the like.

Reference Signs List

[0066] 10 Substrate
11 Sensing electrode
12 Voltage source
13 Finger or other conductive object
14 Capacitor
15 Current sensors
20 Drive electrode
21 Sense electrode
22 Voltage source
23 Coupling capacitor
24 Current measurement apparatus
30 guard electrode
31 drive electrode
32 sense electrode
33 voltage stimulus
34 guard capacitance
35 mutual coupling capacitance
36 sensing circuit
40 drive electrode
41 sense electrode
42 reference electrode
100 electrode array
101 drive electrode
102 sense electrode
103 reference electrode
104 substrate
105 first mutual coupling capacitor
106 second mutual coupling capacitor
110 display device
111 first parasitic capacitor
112 second parasitic capacitor
115 touching object
116 set of drive electrodes
117 set of sense electrodes
118 set of reference electrodes
120 layer of transparent conductive material
121 metallization layer
122 electrically insulating layer
125 sensing circuit
130 switching circuit
131 first sampling switch
132 second sampling switch
133 third sampling switch
134 fourth sampling switch
140 differential integrator circuit
141 first operational amplifier
142 first integration capacitor
143 first reset switch
145 second operational amplifier
146 second integration capacitor
147 second reset switch
150 differential amplifier
151 operational amplifier
152 first input resistor
153 second input resistor
154 first feedback resistor
155 second feedback resistor
160 analogue to digital converter
170 drive circuit
171 voltage generator unit
180 touch panel device
181 sense circuit block
182 driver circuit block
183 interface circuit
190 host device
191 display controller
201 drive electrode
202 sense electrode
203 reference electrode
204 first reference electrode section
205 second reference electrode section
230 switching circuit
231 first sampling switch
232 second sampling switch
233 third sampling switch
234 fourth sampling switch
400 electrode array
401 drive electrode
402 sense electrode pair
403 first dual-function electrode
404 second dual-function electrode
405 narrow section
406 narrow section
411 sense electrode pair
412 first dual-function electrode
413 second dual-function electrode
414 first connecting wire
415 second connecting wire
416 contact hole
420 transparent conductive material
421 electrically insulating layer
425 sensing circuit
430 switching circuit
431 first sampling switch
432 second sampling switch
433 third sampling switch
434 fourth sampling switch
435 fifth sampling switch
436 sixth sampling switch
440 differential integrator circuit
450 differential amplifier circuit
460 analog-to-digital convertor
470 drive circuit
471 voltage generation unit
481 sense electrode pair
482 first dual-function electrode
483 second dual-function electrode
484 first narrow section
485 second narrow section
Claims

[Claim 1] A mutual capacitance touch panel device, comprising:

- a substrate;
- an array of electrode elements formed on the substrate, each electrode element including a drive electrode and a pair of dual-function electrodes,

wherein the pair of dual-function electrodes of each electrode element are arranged substantially symmetrically around the drive electrode of the respective electrode element such that a first dual-function electrode of the pair is adjacent to the drive electrode and a second dual-function electrode of the pair is separated from the drive electrode by the first dual-function electrode.

[Claim 2] The device according to claim 1, wherein a first mutual coupling capacitor is formed between the drive electrode and the first dual-function electrode of each electrode element, and a second mutual coupling capacitor is formed between the drive electrode and the second dual-function electrode of each electrode element, and

wherein the drive electrode and pair of dual-function electrodes are arranged such that the first mutual coupling capacitor varies with proximity of an object touching a surface of the touch panel, and the second mutual coupling capacitor is substantially insensitive to an object touching the surface of the touch panel.

[Claim 3] The device according to any one of claims 1-2, wherein the first dual-function electrode of each pair is arranged adjacent to even numbered drive electrodes in the electrode array and separated from odd numbered drive electrodes, and the second dual-function electrode of each pair is arranged adjacent to odd numbered drive electrodes in the electrode array and separated from even numbered drive electrodes.

[Claim 4] The device according to any one of claims 1-3, wherein the dual-function electrode that is adjacent to an active drive electrode is sensitive to the proximity of a touching object, and the dual-function electrode that is separated from the active drive electrode is substantially insensitive to the proximity of the touching object.

[Claim 5] The device according to any one of claims 1-4, wherein the first dual-function electrode includes sections that pass between the second dual-function electrode and the drive electrode, and the second dual-function electrode includes sections that pass between the first dual-function
electrode and the drive electrode, and a width of the sections and a separation of the sections from the drive electrode edge is arranged such that all points on the sections are substantially insensitive to the presence of a touching object.

[Claim 6] The device according to claim 2, further comprising a sensing circuit configured to measure the first and second mutual coupling capacitors, and calculate a difference between the first and second mutual coupling capacitors to produce a measurement of the proximity of a touching object.

[Claim 7] The device according to claim 2, further comprising a sensing circuit, the sensing circuit configured to sample the first and second mutual coupling capacitors twice per sampling period.

[Claim 8] The device according to any one of claims 1-7, further comprising a first connecting lead electrically connected to the first dual-function electrode and a second connecting lead electrically connected to the second dual-function electrode, wherein the first and second connecting leads are formed in a metalization layer.

[Claim 9] The device according to any one of claims 1-8, wherein the drive electrode and dual-function electrodes are formed in a layer of transparent conductive material.

[Claim 10] The device according to any one of claims 1-9, wherein the dual-function electrode separated from the drive electrode acts as both a reference electrode and a guard electrode for the dual-function electrode adjacent to the drive electrode.

[Claim 11] The device according to any one of claims 1-10, wherein the first and second dual function electrodes together are patterned to form a series of connected diamonds.

[Claim 12] The device according to any one of claims 1-10, wherein the first and second dual function electrodes together are patterned to form tessellating shapes with the drive electrode.

[Claim 13] The device according to any one of claims 1-12, further comprising a host device coupled to the touch panel device.

[Claim 14] A method for creating a mutual capacitance touch panel device, comprising:
forming an array of electrode elements on a substrate, each electrode element including a drive electrode and a pair of dual-function electrodes,
arranging the pair of dual-function electrodes substantially symmetrically around the drive electrode such that a first dual-function electrode of the pair is adjacent to the drive electrode and a second dual function electrode of the pair is separated from the drive electrode by the first dual-function electrode.

[Claim 15] The method according to claim 14, further comprising arranging the first dual-function electrode of each pair adjacent to even numbered drive electrodes in the array of electrode elements and separated from odd numbered drive electrodes in the array of electrode elements, and arranging the second dual-function electrode of each pair adjacent to odd numbered drive electrodes in the array of electrode elements and separated from even numbered drive electrodes of the array of electrode elements.
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

Int.Cl. G06F3/041 (2006.01)i, G06F3/044 (2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

**B. MINIMUM DOCUMENTATION SEARCHED**

Int.Cl. G06F3/041, G06F3/044

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 2011-81578 A (HITACHI DISPLAYS CORPORATION) 2011.04.21, paragraph [0035], Fig. 45 (No Family)</td>
<td>1, 14</td>
</tr>
<tr>
<td>Y</td>
<td>JP 2010-282501 A (SONY CORPORATION) 2010.12.16, paragraph [0035] - [0043], [0062], [0098] - [0106], Fig. 7-20 &amp; US 2010/0309162 A1 &amp; CN 101907794 A</td>
<td>2, 4, 6-13</td>
</tr>
<tr>
<td>A</td>
<td>US 2012/0075220 A1 (MATSUI Yoshikazu) 2012.03.29, paragraph [0075], Fig. 1, 5 &amp; US 2012/0075220 A1 &amp; CN 102411447 A &amp; TW 201214239 A</td>
<td>3, 5, 15</td>
</tr>
</tbody>
</table>

Date of the actual completion of the international search: 13.06.2013
Date of mailing of the international search report: 25.06.2013

Name and mailing address of the ISA/JP

**Japan Patent Office**

3-4-3, Kasumigaseki, Chiyoda-ku, Tokyo 100-8915, Japan

Authorized officer

UCHIDA Masakazu

Telephone No. +81-3-3581-1 101 Ext. 3521

Form PCT/ISA/210 (second sheet) (July 2009)