The invention relates to a hydrophobisation composition, which comprises a hydrophobisation extract, which is obtained by extracting outer bark of birch in an organic and/or polar solvent and which comprises at least 30 weight-% betulinol. The invention relates also to a method for hydrophobisation of a surface, which comprises steps of applying a layer of hydrophobisation composition comprising betulinol on a surface of a substrate, and drying and heat-treating the layer of hydrophobisation composition. Further, the invention relates to a substrate having a surface which is hydrophobised by using the said method.
The present invention relates to a hydrophobisation composition, method for hydrophobisation as well as to a substrate according to the preambles of the enclosed independent claims.

Birch is a family of deciduous hardwood trees of the genus *Betula*. It is commonly used in industrial processes, such as pulping and papermaking and production of plywood. In these processes the tree logs are debarked, and the removed bark is typically burned at the mill, for production of energy. In principle, the removed bark is considered as waste, which has no value except its energy content. It is known that the birch bark as such is a strong and water-resistant material. It has been traditionally used in the northern hemisphere for making storage vessels, canoes, roof coverings, etc.

Hydrophobisation of various surfaces is industrially interesting. For example, there exists a demand for fibre-based packaging materials and wood products with a hydrophobic surface. Conventional hydrophobisation agents are synthetic polymers, or silicon-based substances. There is a need for natural and non-toxic hydrophobisation agents.

An object of the present invention is to minimise, or even completely eliminate, the problems existing in the prior art.

One object of the present invention is to provide a natural hydrophobisation composition, which is environmentally friendly and suitable for hydrophobisation of surfaces of various substrates.

Another object of the present invention is to provide a hydrophobisation method, which is easy, environmentally friendly and cost-effective.
Still another object of the present invention is to provide a hydrophobic substrate, which is easy, environmentally friendly and cost-effective to produce, as well as hydrophobic products thereof.

These objects are attained with the invention having the characteristics presented below in the characterising parts of the independent claims.

Some preferred embodiments of the present invention are presented in the dependent claims.

The embodiments mentioned in this text relate, where applicable, to all aspects of the invention, even if this is not always separately mentioned.

A typical hydrophobisation composition according to the present invention comprises hydrophobisation extract, which is obtained by extracting outer bark of birch in an organic and/or polar solvent and which comprises betulinol.

A typical hydrophobisation extract according to the present invention is obtained by extracting outer bark of birch in an organic and/or polar solvent and comprises betulinol.

A typical method according to the present invention for hydrophobisation of a surface comprises steps of
- applying a layer of hydrophobisation composition or extract comprising betulinol on a surface of a substrate, and
- drying and heat-treating the layer of hydrophobisation composition or extract.

A typical use according to the invention comprises use of extract, which is obtained by extracting outer bark of birch in an organic and/or polar solvent and which comprises at least 30 weight-% betulinol, for hydrophobisation of paper, paperboard, wood, plywood, textile and/or leather surface.
A typical substrate according to the present invention has a surface which is hydrophobised by using a method according to the present invention. Now it has been surprisingly found out that the extract which is obtained by extracting outer bark of birch can be used for hydrophobisation of various substrate surfaces. A mild heat-treatment of the substrate is needed after the hydrophobisation composition or extract is applied on the substrate surface in order to achieve an effective hydrophobic effect. It has been observed that drops of water, which are applied on the surface treated with the extract, are not sucked up by the substrate. The applied water drops are staying even on a porous treated surface, such as paper, for several hours, or in some cases even for several days. The present invention thus provides an effective hydrophobisation, which is easy to achieve. It is clear that the method according to invention is widely applicable to various substrate surfaces. The exact mechanism behind the invention is not yet fully understood, but it is assumed, without wishing to be bound by a theory, that the betulinol in the extract plays an important role in achieving the surprising hydrophobic effect. One theory is that the hydrophobisation effect is obtained as result of a sublimation process of betulinol during the heat treatment.

In this context the term "extract" comprises solutions and/or dispersions which are obtained when the outer bark of birch is extracted in an organic and/or polar solvent.

According to one embodiment the outer bark of birch is extracted in an organic solvent, preferably in an organic polar solvent. According to one embodiment of the invention the organic solvent is selected from ethanol, methanol, acetone, hexane, and isopropanol, preferably from methanol and ethanol. In order to be suitable for application on the surface of various substrates, the organic solvent is preferably odourless as well as available in suitable quantities for industrial production. Most preferably the organic solvent is ethanol.

According to another embodiment of the invention the solvent is inorganic polar solvent, such as supercritical carbon dioxide (CO₂), whereby the extract is
obtained by supercritical extraction. Extraction with a supercritical carbon dioxide (CO$_2$) is a modern technology for isolating components from different raw materials. Instead of conventional solvents, carbon dioxide in the form of fluid or supercritical fluid is used for extracting the components of interest from the natural raw material. Due to the absence of organic solvents and oxygen the extracts are free of solvent residues and oxidative damages. Supercritical CO$_2$ extraction may provide a high extraction efficiency.

The raw material for the extract is outer bark of birch. In context of this application the term "birch" comprises all deciduous hardwood trees of the genus Betula, such as Betula pendula, Betula papyrifera and Betula pubescens. Preferably, the outer bark of birch is obtained as a by-product from an industrial wood processing, such as from plywood industry and/or sulphate pulp production. Birch bark, which is separated from the wood material in production of plywood or sulphate pulp, is first crushed by using a grinder. During grinding the inner bark is ground to powder, whereas the outer bark stays in form of larger particles or shaves having normally a size > 2 mm, preferably > 3 mm. After grinding the outer bark is conveniently separated from inner bark by screening, for example, with a rotary screen. The inner bark may be used for energy production by burning.

According to one advantageous embodiment of the invention the extraction of the outer bark is performed in close connection of the bark source, i.e. at the sulphate pulp mill or plywood mill. The extraction is performed after grinding and screening, and the extraction residue of the outer bark may be used for energy production by burning. The obtained extract may be used for hydrophobisation of produced plywood or paper products.

Betulinol, i.e. Iup-20(29)-ene-3p,28-diol, is a triterpenoid occurring naturally in birch bark. It is also known by the name betulin. The hydrophobisation extract according to one embodiment of the invention comprises at least 30 weight-% betulinol, preferably at least 80 weight-% betulinol, more preferably at least 90 weight-% betulinol. According to one embodiment of the invention the extract comprises 30 - 97 weight-% betulinol, preferably 60 - 97 weight-% betulinol, more
preferably 80 - 95 weight-% betulinol. The weight percentages are calculated as weight-% of dry solid matter in the extract. For determination of betulinol, the extract sample is first dried in the oven and the amount of the betulinol is determined from the remaining dry solid matter.

Hydrophobisation composition may comprise a hydrophobisation extract which is obtained by extracting outer bark of birch. The composition may comprise water at the maximum of 20 weight-%, preferably < 10 weight-%, more preferably < 5 weight-%, even more preferably < 1 weight-%. According to one embodiment of the invention the composition comprises water less than 0.1 weight-%, or even less than 0.05 weight-%. In that case the composition is in practice free from water. The percentages are calculated from the total weight of the composition in form of solution or dispersion.

The hydrophobisation composition or hydrophobisation extract may also comprise additives, such as preservatives, colorants, binders, etc. Additives may be added to the extract to improve the storage properties of the composition or extract, such as anti-crystallization agent, or to improve the attachment of the composition or extract to the substrate, such as binders. Suitable binders are, for example, latex, such as acrylate latex or styrene butadiene latex; drying oil, such as linseed oil or tung oil; or alkyd binders. Glycerol or fatty acid(s), such as tall oil fatty acid, may be added to the composition or extract as a dispersing agent and/or for improving the applicability of the composition or extract on the surface.

According to one embodiment of the invention the composition may further comprise betulinol in particle form. For example, a part of the betulinol in the extract may be precipitated by addition of small amounts of water to the composition. The betulinol particles may improve the hydrophobisation effect and/or provide other advantages.

It is possible that the hydrophobisation composition, which is applied on the surface of the substrate, is obtained by dissolving betulinol powder into an organic solvent or a polar solvent. The same solvents may be used as described above for
extraction of the outer bark of birch. In this embodiment the betulinol powder is mixed with the solvent until it is dissolved, and then the obtained solution is applied on the substrate surface, dried and heat-treated as described in this application.

The hydrophobisation composition or extract may be applied on the substrate surface by using any suitable method. For example, the composition or extract may be applied by dipping, coating, painting or spraying. Any suitable coating or surface sizing apparatus used in paper production may be used for applying the hydrophobisation composition or extract to the substrate surface. The formed composition extract layer is preferably uniform and provides full coverage of the treated substrate surface.

The application step may be repeated a desired number of times in order to achieve a thick hydrophobisation layer on the substrate surface.

After the application of the hydrophobisation composition or extract to the substrate surface the substrate is heat-treated in order to spread and/or attach the composition or extract on the substrate surface. It is possible that the composition or extract is first applied on the substrate surface and then it is allowed to dry tack-free before heat-treatment, or the drying and heat-treatment are performed simultaneously at an elevated temperature. According to one preferred embodiment the drying and heat-treatment are performed simultaneously at a temperature of at least 70 °C, preferably at least 85 °C, more preferably at least 95 °C, even more preferably at least 105 °C. The heat-treatment temperature is typically in the range of 70 - 200 °C, preferably 85 - 175 °C, more preferably 100 - 150 °C, even more preferably 105 - 135 °C. The heat-treatment temperature may be selected depending on the substrate, on which the extract is applied, and on the substrate’s heat tolerance. A higher heat-treatment temperature makes it possible to use a short heat-treatment time, and to speed up the process. A person skilled in the art is able to find out the optimal combination of heat-treatment temperature and heat-treatment time by making a few simple experiments.
The drying and heat-treatment of the substrate is performed simultaneously for at the most 60 min, preferably at the most 30 min, more preferably at the most 15 min, sometimes at the most 10 min. The duration of the heat-treatment is typically in the range of 3 - 60 min, preferably 5 - 50 min, more preferably 5 - 30 min, even more preferably 5 - 20 min. The duration of the heat-treatment is selected depending on the heat-treatment temperature, as described above. For example, when paper substrate is coated with the hydrophobisation composition or extract, the heat-treatment is performed at 85 °C, whereby the duration of heat-treatment is about 30 min.

After the heat-treatment a hydrophobic substrate is obtained. The substrate surface has typically a contact angle with water of at least 90 degrees, preferably at least 100 degrees, more preferably at least 110 degrees, even more preferably at least 120 degrees. The substrate surface may have a contact angle with water in the range of 90 - 140 degrees, preferably 100 - 135 degrees, more preferably 120 - 135 degrees.

According to one embodiment of the invention the substrate comprises fibres, i.e. the substrate is paper, cardboard, textile; plywood or wood, or leather. Preferably, the composition or extract according to the invention may be used for hydrophobisation of paper, paperboard, wood, plywood, textile and/or leather surface. Textile is here understood as fabrics in general, e.g. made of cotton and clothes in particular. For example, the hydrophobisation composition or extract may be applied on the surface of a paper or paperboard surface before drying section of the paper or board machine. The composition or extract may be added to the coating composition or used as a surface size. The composition or extract may be applied on the paper surface by using conventional coating and surface sizing equipment. According to another embodiment, the composition or extract may be applied on sawn wood, e.g. boards, or plywood by spraying before storage or possible heat-treatment. For example, plywood is impulse dried at around 800 °C and the composition or extract may be applied on the plywood surface prior the drying step.
EXPERIMENTAL

Example 1.

Preparation of birch bark suitable for extraction

100 kg of birch bark from a plywood mill was dried to air dryness. The bark was ground with a hammer mill. The bark was screened with a rotary sieve with a sieve with 3 mm wire mesh. The bark not passing through the screen (>3 mm, 28 kg) included 98 % outer bark based on both chemical analysis and manual sorting. The material passing through the screen comprised primarily inner bark and other impurities.

Example 2.

Preparation of a hydrophobisation extract

25 g of air dry birch outer bark prepared according to Example 1 was refluxed in 1000 ml 99 % ethanol for 1 h in a 2 L round-bottom flask. The extract was recovered by filtering the solution through a filter paper. The extract contained 7.49 g of dry solids corresponding to yield of 29.9 % on extracted bark. The composition of the dried extract comprised 70 % betulinol, 6 % lupeol, 3 % betulinic acid as well a smaller amounts of triterpenoids and other birch bark extractives. The concentration of the hydrophobisation extract was 0.75 % weight dry solids.

Example 3.

The temperature and time dependence on hydrophobicity of treated filter paper

A series of pieces of filter paper, 4 cm x 1 cm, were dipped in a hydrophobisation extract prepared in accordance with Example 2. The treated pieces of filter paper were dried in an oven for various lengths of time and temperature. To achieve the same level of relative hydrophobicity, as determined by placing a drop of water on the paper surface and noting that the drop had not absorbed onto the substrate in 1 h, the following temperatures and times were observed. The concentration of
applied dry hydrophobisation extract was 0.5 % of the weight of the paper substrate.

25 °C - several weeks
5 70 °C - 24h
85 °C - 30 min
120 °C - 15 min
150 °C - 3 min

From these results we can clearly see that the drying temperature has an effect on the reaction time needed for obtaining a hydrophobic substrate.

Example 4.

**Application of hydrophobisation extract on filter paper**

A piece of filter paper, 4 cm x 1 cm, was dipped in a hydrophobisation extract prepared in accordance with Example 2. The treated piece of filter paper was dried in an oven for 24 h at 105 °C. The hydrophobic property was evaluated by measuring the contact angle of a 3 µl drop of water with a contact angle measurement device. The contact angle was 126 degrees at 3 seconds after contact and the angle decreased to 118 degrees at 3 minutes. Except for the hydrophobic property the filter paper retained other typical characteristics of an untreated piece of filter paper. SEM imaging of hydrophobic filter paper revealed a thin layer of crystalline material coating the surface, shown in Fig. 1. In addition nodules of crystal a few µm in diameter can be seen.

Example 5.

**Application of hydrophobisation extract on cotton cloth**

A piece of cotton cloth, 4 cm x 1 cm, cut from a white T-shirt was dipped in a hydrophobisation extract prepared in accordance with Example 2. The treated piece of cloth was dried in an oven for 24 h at 105 °C. The hydrophobic property was evaluated by measuring the contact angle of a 3 µl drop of water with a contact angle measurement device. The contact angle was 135 degrees at 3 seconds after contact and the angle decreased to 130 at 3 minutes. Except for the
hydrophobic property the cotton cloth retained other typical characteristics of an untreated piece of cotton cloth.

Even if the invention was described with reference to what at present seems to be the most practical and preferred embodiments, it is appreciated that the invention shall not be limited to the embodiments described above, but the invention is intended to cover also different modifications and equivalent technical solutions within the scope of the enclosed claims.
CLAIMS

1. Hydrophobisation composition, which comprises a hydrophobisation extract, which is obtained by extracting outer bark of birch in an organic and/or polar solvent and which comprises at least 30 weight-% betulinol.

2. Composition according to claim 1, characterised in that the organic solvent is selected from ethanol, methanol, acetone, hexane, and isopropanol.

3. Composition according to claim 1, characterised in that the polar solvent is supercritical CO\textsubscript{2}.

4. Composition according to claim 1, 2 or 3, characterised in that the extract comprises at least 50 weight-% betulinol, preferably at least 80 weight-% betulinol, more preferably at least 90 weight-%.

5. Composition according to claim 1, characterised in that the extract comprises 30 - 97 weight-% betulinol, preferably 60 - 97 weight-% betulinol, more preferably 80 - 95 weight-% betulinol.

6. Composition according to any of preceding claims 1 - 4, characterised in that the outer bark of birch is obtained as a by-product from industrial wood processing, such as from the plywood industry and/or sulphate pulp production.

7. Composition according to claim 1, characterised in that the composition further comprises additives, which are selected from preservatives, dispersing agents, anti-crystallization agents, colorants and binders.

8. Composition according to claim 7, characterised in that the binder is latex, such as acrylate latex or styrene butadiene latex; drying oil, such as linseed oil or tung oil; or alkyd binder.
9. Composition according to claim 1, \textbf{characterised} in that the extract further comprises betulinol in particle form.

10. Composition according to claim 1, \textbf{characterised} in that the composition comprises water at the maximum of 20 weight-%, preferably < 10 weight-%, more preferably < 5 weight-%, even more preferably < 1 weight-%.

11. Use of extract, which is obtained by extracting outer bark of birch in an organic and/or polar solvent and which comprises at least 30 weight-% betulinol, for hydrophobisation of paper, paperboard, wood, plywood, textile and/or leather surface.

12. Method for hydrophobisation of a surface, comprising steps of
   - applying a layer of hydrophobisation composition comprising betulinol on a surface of a substrate, and
   - drying and heat-treating the layer of hydrophobisation composition.

13. Method according to claim 12, \textbf{characterised} in applying the hydrophobisation composition on the surface of the substrate by dipping, coating, painting or spraying.

14. Method according to claim 12, \textbf{characterised} in forming a uniform composition layer on the surface of the substrate, providing a full coverage of the surface.

15. Method according to any of preceding claims 12 - 14, \textbf{characterised} in repeating the application step of the hydrophobisation composition on the surface a plurality of times.

16. Method according to claim 12, \textbf{characterised} in performing the heat-treatment at a temperature of at least 70 °C, preferably at least 85 °C, more preferably at least 95 °C, even more preferably at least 105 °C.
17. Method according to claim 16, **characterised** in performing the heat-treatment simultaneously with the drying of the surface of the substrate.

18. Method according to claim 16, **characterised** in that the duration of the heat-treatment is in the range of 3 - 60 min, preferably 5 - 50 min, more preferably 5 - 30 min, even more preferably 5 - 20 min.

19. Substrate having a surface which is hydrophobised by using a method according to any of claims 12 - 18.

20. Substrate according to claim 19, **characterised** in that it is a substrate which comprises fibres, for example paper, paperboard, textile, wood, plywood, or leather.

21. Substrate according to claim 19 or 20, **characterised** in that substrate surface has a contact angle with water at least 90 degrees, preferably at least 100 degrees, more preferably at least 110 degrees, even more preferably at least 120 degrees.
### A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>INV.</th>
<th>D21H17/02</th>
<th>D21H19/14</th>
<th>D21H21/16</th>
</tr>
</thead>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

- D21H

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

- EPO-Internal, WPI Data

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>wo 2005/090677 AI (M REAL OYJ [FI] ; SI LENIUS PETRI [FI] ; SUORTAMO PI RITA [FI] ) 29 September 2005 (2005-09-29) claims 1-13</td>
<td>1, 4-6, 9-12, 19</td>
</tr>
<tr>
<td>X</td>
<td>FI 102 402 B (UPM KYMME OYJ [FI] ; UPM KYMME OYJ UPM KYMME 0Y [FI] ) 30 November 1998 (1998-11-30) claims 1-7</td>
<td>1, 11, 12, 19</td>
</tr>
<tr>
<td>A</td>
<td>wo 02/38857 AI (SCA HYGIENE PROD AB [SE] ) 16 May 2002 (2002-05-16) the whole document</td>
<td>1-21</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:

- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier application or patent but published on or after the international filing date
- "L" document which may throw doubts on priority claims or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

- "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- "X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- "Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- "Z" document member of the same patent family

Date of the actual completion of the international search: 10 November 2014

Date of mailing of the international search report: 01/12/2014

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040,
Fax. (+31-70) 340-3016

Authorized officer

Karlsson, Lennart
**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 2004/042082 Al (KEMIRA OYJ [FI]; JUrGEns GERMAN [FI]; KOlARi MARKO [FI]; RAI NEY FRED ER) 21 May 2004 (2004-05-21) the whole document</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>WO 2006/048280 Al (RETtenmaier &amp; SoehnE GmbH &amp; CO [DE]; 0ZERS KY ALEX [CA]; REC KnagEL RA LF) 11 May 2006 (2006-05-11) the whole document</td>
<td>1-21</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>WO 2005090677 A1</td>
<td>29-09-2005</td>
<td>CA 2560210 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FI 20040428 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2359077 C2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 0601907 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007131370 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 20Q5090677 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FI 102402 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FI 20021987 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2004040982 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005090677 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002096274 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0238857 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2004042082 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2424293 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008265222 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2006048280 A</td>
</tr>
</tbody>
</table>

Form PCT/ISA210 (patent family annex) (April 2009)