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Description

[0001] The present invention relates to a catheter assembly of the kind disclosed in the preamble of claim 1.

BACKGROUND

[0002] Intermittent catheterization is a good option for many users who suffer from various abnormalities of the urinary
system. A common situation is where single use, individually packaged, sterile catheters are used. An important criterion
for any single use product is the cost of the product, i.e., a less expensive product is desired and valued.
[0003] It is also quite common for catheters to be provided with a surface treatment using a lubricant to reduce friction
in order to allow for easier and less traumatic insertion. Currently, there are two major categories of catheters having
lubricated surfaces, i.e., get coated catheters and hydrophilic coated catheters.
[0004] The gel coated catheters are made easier to insert by application to the catheter surface of a water-based gel
that can be applied by the user, or more conveniently, it can be supplied with the packaged catheter. Typically, a system
is provided with the packaged catheter to apply the gel to the catheter surface. This system may be one where the gel
is put onto the catheter surface just before or during the packaging operation or one where the gel is applied to the
surface as the catheter is being inserted by the user.
[0005] In a hydrophilic coated catheter, the catheter is provided with a thin hydrophilic coating which is adhered to the
outer surface of the catheter. When this coating is activated by swelling in contact with a hydrating liquid such as water,
it becomes an extremely low coefficient of friction surface. The most common form of this product is where a sterile,
individually packaged single use catheter is provided in a dry state or condition. The user opens the package, pours
water into the package, waits 30 seconds, and then removes the catheter from the package, now ready for insertion.
[0006] A more recently introduced version of the hydrophilic coated catheter is where the catheter is provided in a
package that already contains enough loose liquid water to cause it to be immersed. For this product, the user simply
opens the package and removes the catheter ready for insertion without the need to add water and wait 30 seconds.
Other new products provide the amount of liquid water necessary for immersion of the catheter in a separate compartment
of the package. With these products, one must open the separate compartment of the package allowing the liquid
immersion water to enter the catheter-containing chamber for direct contact with the hydrophilic coated surface. De-
pending on the product, and on the amount of water in the separate chamber, the user may be asked to manipulate the
package to bathe the catheter surface in the hydrating liquid in order to activate the hydrophilic coating on the catheter
surface. The catheter is then removed from the package ready for insertion by the user.
[0007] A catheter of such kind is known from US 2001/0001443.
[0008] In all of these existing products, the catheter depends upon direct contact of the liquid swelling medium (e.g.,
liquid water) with the entirety of the hydrophilic coated catheter surface. Moreover, all of these existing products achieve
this direct liquid water contact by providing a package for the catheter that permits liquid water to flow freely within the
cavity of the package, and permits unobstructed access to the catheter surface. Because of the free flow of loose liquid
water within the package and unobstructed access to the catheter surface, it is easy to ensure direct contact of the liquid
swelling medium with the entire surface of the catheter that has been treated with the hydrophilic coating.
[0009] A disadvantage of the hydrophilic coated catheters described above is that the immersion liquid has a tendency
to spill from the package as the user handles the catheter and tries to remove it for subsequent insertion. Another
disadvantage of the hydrophilic coated catheters described above is that the catheter has an extremely slippery surface
which makes it quite difficult for the user to handle during insertion.
[0010] For catheters that are removed from the package and then inserted, there is another disadvantage in that the
handling of the catheter by the user will introduce microorganisms onto the surface of the catheter which can cause
infectious problems after being introduced into the body during catheter insertion. To address this issue, manufacturers
have devised systems whereby the catheter can be inserted by the user without first removing the catheter from the
package, thus requiring the user to touch only the package, and not the catheter surface. These systems tend to work
well for gel coated catheters, and they have the additional advantage that the user does not get gel on his or her hands
as the catheter is being inserted. Another version of the gel lubricated catheter utilizes a sleeve around the catheter
which is attached to a gel reservoir at the insertion end of the catheter whereby the gel reservoir and sleeve come out
of the package attached to the catheter which is inserted by advancing it through the gel reservoir. In this type of product,
the sleeve fits the catheter diameter very loosely, thereby allowing the catheter and the integral funnel which is typically
provided on the distal end of the catheter to slip past the sleeve surface as the catheter is advanced by the user during
insertion.
[0011] For hydrophilic coated catheters, there has also been consideration of delivery of the catheter without first
removing it from the package, but a serious problem for this type of approach is the tendency of the immersion liquid to
spill. Hydrophilic coated catheters with sleeves of any kind have generally not been available, because the presence of
the sleeve interferes with the flow of liquid water to the catheter surface that is required for activation by direct liquid
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contact. Some designs are described in the patent literature where the hydrating liquid is inside of a hose member that
can be used as a no touch delivery vehicle (See, for example, United States Publication No. 2003/0018322 A1, published
January 23, 2003). These described hose members are stiff, though, and require special concertina folds to allow for
advancement of the catheter, and special gripping sections to allow for gripping of the catheter.
[0012] In some of the published patent art, for example, U.S. Patent No. 6,059,107, there is discussion of keeping low
the amount of water placed in the package with the catheter. They propose to do this, however, by simultaneously
providing a narrow cavity around the catheter tube thereby using the design of the cavity to accomplish a reduction in
the amount of water. In this way, the catheter remains substantially immersed in and subject to direct liquid water contact
while contained in the package.
[0013] In one commercial product, the cavity is not completely filled with water, and so recommendation is made to
the user to tilt or otherwise manipulate the package prior to use, to ensure direct liquid water contact with the catheter
in order to fully activate the hydrophilic surface coating. Similarly, some commercial products with a liquid reservoir that
is to be ruptured prior to use do not have enough liquid water to fill the package cavity that holds the catheter. The user
is instructed to tilt the package multiple times to cause liquid water to move over the catheter to activate the hydrophilic
surface coating by direct liquid water contact. As mentioned above, the liquid water in the package cavity presents a
spill hazard for the user when the package is opened to use the catheter. As will be appreciated, the spill hazard is
greater for hydrophilic catheter that more completely fill the package cavity with liquid water, whereas more patient
manipulation is required for hydrophilic catheters that fill the cavity less completely with liquid water.
[0014] There is a tradeoff, then, between undesirable alternatives with existing hydrophilic catheter products. On the
one hand, the package cavity is provided with a quantity of liquid water desired to keep the catheter the catheter
substantially immersed, but there is a significant spill hazard. On the other hand, when there is less liquid water relative
to the overall package cavity volume the user must manipulate the package prior to use to ensure activation of the
catheter coating. The present invention avoids this tradeoff by eliminating any spill hazard while requiring no user
manipulation

SUMMARY OF THE INVENTION

[0015] The invention concerns a catheter assembly according to claim 1.
[0016] The hydrophilic catheter of the present invention is vapor hydrated with a vapor swelling medium such aswater
vapor within the catheter package in such a manner that it is ready for use when it reaches the user with little or no
possibility of liquid spillage. It results in a sterile catheter package that does not require the addition of an immersion
liquid but, rather, already has the hydrophilic surface coating of the catheter activated by reason of vapor hydration. The
catheter package may contain a liquid sequestering element such as fabric or foam sized to contain an amount of liquid
that can produce sufficient vapor to form and maintain a vapor hydration atmosphere within the package cavity. The
fabric or foam liquid sequestering element reliably holds liquid in its interstices to prevent loose liquid from presenting
a spill hazard while permitting vapor to be formed and escape into the package cavity. The catheter package of the
invention also contains a thin, flexible sleeve of polymeric film fitting about the catheter tube. The flexible sleeve serves
to make the very lubricious vapor hydrated catheter easier for the user to handle while also permitting sterile insertion
into the body. This is due to the outer, handling portion of the flexible sleeve of the catheter being much less slippery
than the outer surface of the catheter having the vapor hydrated hydrophilic surface coating. The sleeve can be made
to closely fit the outer surface of the catheter tube, which will reduce the amount of material used for the sleeve and so
lower its cost. A close fitting sleeve will also prevent or at least severely limit the extent of lateral movement of the catheter
within the sleeve. The sleeve can also be made of a material that permits water vapor, but not liquid water, to penetrate,
and this will speed the process of vapor activation of the coating.
[0017] In those embodiments having a sleeve within the package, the relatively small quantity of liquid introduced into
the package during manufacture is located externally of the sleeve. Thus, the hydrophilic surface coating of the catheter
tube is hydrated following manufacture, after the package is sealed, by vapor generated within the package during an
extended and predetermined period of incubation or aging prior to catheter use. Accordingly, the catheter of the invention
is provided in a cost effective, easy to manufacture manner that overcomes the problems heretofore encountered in
providing a hydrophilic coated catheter that is ready for use. When very flexible, narrow sleeves are used, there is a
further advantage in that the user can fully advance the catheter without the need for releasing and "resetting" the sleeve.
[0018] In particular, unlike the wide sleeves of limited flexibility that have been used on gel catheters, the very flexible,
narrow sleeve on the hydrophilic catheter of the present invention can easily be moved from the insertion end toward
the funnel end as the catheter tube is advanced into the urethra in a no-touch sure grip fashion because of the highly
lubricious water vapor hydrated hydrophilic coating and the collapsible nature of the sleeve.
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DRAWINGS

[0019]

Fig. 1 is a top plan view, partially broken away, of a vapor hydrated packaged hydrophilic catheter assembly according
to the present invention;
Fig. 1a is a side elevational view, partially in section, of the hydrophilic coated catheter assembly of Fig. 1 with the
sleeve crumpled against the funnel;
Fig. 2 is a side elevational view, partially in section, of another embodiment of hydrophilic catheter assembly not
according to the present invention;
Fig. 3a is a top plan view, partially broken away, of a basic form of vapor hydrated packaged hydrophilic catheter
assembly without a sleeve;
Fig. 3b is a top plan view, partially broken away, of a basic form of vapor hydrated packaged hydrophilic catheter
assembly with a sleeve;
Fig. 3c is a top plan view, partially broken away, of a vapor hydrated packaged hydrophilic catheter assembly with
a sleeve and introducer tip;
Fig. 4 is a top plan view, partially broken away, of a vapor hydrated packaged hydrophilic catheter assembly not
according to the invention having a vapor donating liquid-containing vapor permeable, liquid impermeable pouch;
Fig. 5 is a top plan view of yet another example of a vapor hydrated packaged hydrophilic catheter assembly not
according to the invention having a catheter insertion port;
Fig. 5a is a cross-sectional view taken along the line 5a - 5a of Fig. 5 illustrating the liquid sequestering material
within the package;
Fig. 6 is a top plan view of still another example incorporating a urine collection bag in a vapor hydrated packaged
hydrophilic catheter assembly not according to the invention,
Fig. 7 is a side elevational view, partially in section, of yet another hydrophilic coated intermittent catheter assembly
similar to that of Fig. 1;
Fig. 8 is a top plan view similar to Fig. 5 of an example of a hydrophilic catheter assembly not according to the
invention without a sleeve and catheter insertion port; and
Fig. 8a is a cross-sectional view taken along the line 8a - 8a of Fig. 8 illustrating the liquid sequestering material
within the package.

DETAILED DESCRIPTION

[0020] Referring to Fig. 1, the present invention comprises a hydrophilic catheter assembly 10 that is adapted for vapor
hydration within the catheter package 12 so it is ready for use when it reaches the end user. The catheter package 12
is liquid and gas impermeable and may be formed of an aluminum foil. The catheter assembly 10 within the package
12 includes a catheter tube 14 having an outer surface with a hydrophilic coating on at least a portion thereof, an optional
soft, rubbery introducer tip 16 adjacent an end 14a of the tube intended for pre-insertion into the urethral opening before
advancement of the catheter tube, and drainage eyes 18 near the proximal insertion end 14a of the tube for draining
the bladder. The catheter assembly 10 may also include a thin, flexible, collapsible sleeve 20 preferably formed of a
polymeric film that is vapor permeable (although it may be liquid impermeable) and through which the hydrophilic coating
can be vapor hydrated. A connector 22 in the form of a tapered funnel is located at the distal end of the catheter tube
for connection by the user to a flexible drain tube leading to a urine collection device (not shown).
[0021] During manufacture, the catheter tube 14 is attached to the funnel 22 and it receives a hydrophilic coating on
its outer surface. The flexible hydrogel sleeve 20 is then placed over the tube 14 and the introducer tip 16, if needed, is
added to complete the catheter assembly 10. The sleeve is attached either to the funnel or to the introducer tip or port,
or to both. The catheter assembly 10 is then inserted into a cavity 12a formed within and defined by the package 12,
together with a small predetermined amount of a vapor donating liquid such as water as at 24, after which the package
is sealed. The presence of water within the sealed gas impermeable package 12 causes water vapor to be formed over
a determinable period of time. The flexible sleeve 20, preferably of a thin, flexible hydrogel material, has a high water
vapor transmission rate. Thus, the flexible hydrogel sleeve 20 permits the water vapor created by the evaporating liquid
located externally of the sleeve to enter and hydrate the hydrophilic coating on the outer surface of the tube 14.
[0022] The hydrophilic coating on the outer surface of the tube 14 therefore becomes hydrated by reason of exposure
to the water vapor. This activates the hydrophilic coating to create a highly lubricious condition on the outer surface of
the tube 14 which places the catheter assembly 10 in a ready-to-use condition. The catheter assembly is aged for a
predetermined period after completion of the packaging process, to ensure complete activation of the coating. The
catheter assembly can then be removed by the user from the package 12 and used immediately. Moreover, this can all
be accomplished without the necessity for the user to add water and without the user encountering the prior art problems
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of water spillage when the package is opened.
[0023] The sleeve 20 may be formed of any of a variety of thin, flexible polymeric film materials, such as polyethylene,
plasticized PVC, or polypropylene, but elastomeric film materials such as polyurethane, and particularly elastomeric
hydrogel materials, are believed particularly suitable. One such material is a polyurethane polyethylene oxide block
copolymer commercially available under the trademark Medifilm 435 from Mylan Labs, St. Albans, VT, but other elas-
tomeric hydrogel films are known and may be used. Most desirably, the film is vapor permeable, since such vapor
permeability promotes distribution of vapor within the package and facilitates vapor hydration of the catheter’s hydrophilic
coating. It is also preferred that the film be impermeable to liquid water, to ensure a complete barrier to microbe penetration,
although a liquid permeable sleeve may in some instances be used.
[0024] The thickness of the film from which the sleeve is formed may vary considerably depending on factors such as
stretchability and flexibility of the material selected but, in general, the thickness will fall within the range of about 10 to
150 microns, preferably about 13 to 50 microns. Similarly, the aging or incubating time required to achieve full vapor
hydration depends on a number of variables such as the moisture vapor transmission rate (MTVR) of the material of the
sleeve, the size of the package as a whole, the diameter of the sleeve in relation to other components such as the
catheter tube, and the ambient temperatures and pressures involved. In any event, the interval between packaging and
use is both substantial and predetermined for any given product to ensure that the vapor donating liquid within the
package has vaporized sufficiently to produce a condition of 100% humidity - with complete vapor hydration of the
hydrophilic coating - by the time the catheter is required for use. At such time, the amount of vapor donating liquid left
within the package should be so slight as to constitute enough to maintain a condition of 100% humidity without presenting
any risk of spillage when the catheter is removed from the package at the time of use. Recognizing the variables given
above, the interval between packaging and use will generally be on the order of 1 to 45 days or more.
[0025] As an alternative to aluminum foil, which is a very good water vapor barrier, other packaging materials may be
chosen for other considerations, such as thermoformability or cost. It is to be understood that the term "gas impermeable"
in regard to the package is a relative term. The package must be enough of a barrier to moisture vapor to maintain a
100% relative humidity condition inside the package to ensure continuous hydration of the hydrophilic coated catheter
for the desired shelf life of the packaged catheter assembly. The barrier properties required for this goal will depend on
the length of the desired shelf life (typically between six months and five years), the amount of vapor donating liquid
placed in the package prior to sealing the package, and the conditions under which the product is stored.
[0026] To use the catheter assembly 10, the user may simply remove it from the package 12 by gripping the sleeve
20 and then gently insert the introducer tip 16 into the urethral opening. Preferably, the catheter assembly 10 is gripped
by the sleeve 20 in one hand for advancement of the formed tip 14a of the tube 14 into and through the introducer tip
16, such introducer tip having a plurality of crossed slits 16a defining a circumferential array of flaps 16b that flex outwardly
to form an opening for allowing passage of the tube 14 therethrough. Thereafter, the tube is gently advanced by using
the other hand to grip the tube between wall portions of the sleeve and urge the tube forwardly or proximally. As the
tube 14 advances through the urethral opening into the body, the sleeve 20 will crumple adjacent the funnel 22 of the
catheter assembly 10 as shown in Fig. 1a.
[0027] Referring to Fig. 2, a catheter assembly 110 is disclosed which is quite similar to the catheter assembly 10
described above. A liquid and gas impermeable package or container, which may be similar to the package 12, encloses
the assembly 110 but is omitted in Fig. 2 for clarity of illustration. As in Fig. 1, a small predetermined amount of vapor
donating liquid such as water is introduced into the package, external to the catheter assembly, for vapor hydration of
the hydrophilic coating during the interval following sealing of the package and prior to catheter use.
[0028] The catheter assembly 110 comprises a tube 114 having an outer surface, drainage eyes 118 for draining the
bladder, and a thin, flexible sleeve 120, preferably of an elastomeric hydrogel film, through which the tube 114 can be
vapor hydrated and it may also include a funnel 122 for connection to a urine collection device. However, the principal
difference in the catheter assembly 110 is the absence of the introducer tip 16 that is present in the catheter assembly 10.
[0029] In use of the catheter assembly 110 of Fig. 2, the sleeve 120 is pulled back slightly to expose the formed tip
114a of the tube 114. The formed tip 114a is then inserted into the urethral opening, and the tube 114 is advanced into
the body by gripping it through the sleeve 120. As before, the sleeve 120 crumples adjacent the funnel 122 of the catheter
assembly 110 similar to what is shown in Fig. 1a.
[0030] Referring to Fig. 3a, the catheter assembly 310 is a simple, less expensive arrangement, which is not in
accordance with the invention similar to the catheter assembly 10 described above. The catheter assembly 310 comprises
a tube 314 having an outer surface, a formed tip 314a, and drainage eyes 318 for draining the bladder, and it may also
include a funnel 322 for connection to a urine collection device if required by the user. However, there are several
differences that are noteworthy in relation to the catheter assembly 10 described above.
[0031] First, it will be noted that a predetermined amount of vapor donating liquid such as water can be provided within
a fabric or open-cell polymeric foam liquid sequestering element 330 that may either be integrally associated with one
of the walls such as 312a and 312b of a gas impermeable package 312 or may be loose within the package 312
surrounding the catheter assembly 310. The fabric or foam liquid sequestering element 330 is sized to contain an amount
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of water that produces sufficient water vapor to form and maintain a 100% relative humidity atmosphere within the
package 312. Since water vapor escaping from the fabric or open-cell polymeric foam liquid sequestering elements 330
is sufficient to form and maintain such an atmosphere within the package 312, the hydrophilic coating on the outer
surface of the tube 314 of the catheter assembly 310 is and remains fully vapor hydrated so the catheter is ready for use.
[0032] In addition to the liquid sequestering element 330, the catheter assembly 310 will be seen to comprise a simple
hydrophilic coated catheter assembly without any sleeve or introducer tip. The catheter assembly 310 is placed in the
gas impermeable package 312 with a vapor donating liquid such as liquid water, and the material from which the liquid
sequestering element 330 is formed is selected to have a high capillary draw to absorb all of the available liquid water
to prevent any loose liquid water from being able to flow within the sealed cavity of the package 312. The liquid sequestering
element is used not only to fully absorb the liquid water but also to give off water vapor after the cavity in the package
312 has been sealed to achieve vapor hydration.
[0033] Depending upon various parameters including the temperature of the liquid water placed in the package 312
and the characteristics of the hydrophilic material selected to coat the outer surface of the tube 314, vapor hydration will
occur over an extended, but determinable, time period after the package has been sealed. The distribution of the
packaged catheter assembly can therefore be delayed for a determinable period of time after completion of manufacture
to ensure formation of a 100% relative humidity atmosphere within the package 312 and full and complete vapor hydration
of the catheter. As for the liquid sequestering element 330, the material may, e.g., be a microfiber meltblown fabric, e.g.,
PF23100PBT manufactured by Hollingsworth & Vose Company which has been surface treated to make it liquid water
wettable.
[0034] By forming the liquid sequestering element 330 of a material having a high capillary draw, the liquid water is
contained in the package and not able to spill when the package is opened. This water serves as a donor to form water
vapor that comprises the vapor swelling liquid for vapor hydration of the hydrophilic coating on the outer surface of the
tube 314 of catheter assembly 310 after the gas impermeable package 312 holding the liquid sequestering element 330,
the catheter, and the water has been sealed following manufacture. The fabric or foam material of the liquid sequestering
element 330 becomes at least partially saturated with available liquid water for this purpose. Then, after the cavity in
the gas impermeable package 312 has been sealed, the liquid water confined within the fabric or foam material is slowly
released as water vapor until the package reaches an equilibrium state in which the air within the sealed package cavity
is fully saturated with water vapor, and the water vapor is available for uptake by the hydrophilic coating on the outer
surface of the tube 314 which causes the hydrophilic coating to swell so the catheter is ready for use.
[0035] Vapor hydration proceeds faster if the source of vapor is closer to the outer surface of the tube of the catheter
having the hydrophilic coating thereon. It will be appreciated by referring to the embodiment of Fig. 3a as well as all of
the other embodiments using a liquid sequestering element (with the exception of the embodiment of Fig. 4) that the
liquid sequestering element has been made substantially coextensive and in alignment with the length of the catheter
to take advantage of this. Otherwise, vapor hydration will still occur although the time for complete hydration will be
longer. If the liquid sequestering element is confined completely to one end of the package, the vapor hydration time
may be considerably longer, and may become so long as to be undesirable, depending on the nature of the hydrophilic
coating.
[0036] With regard to commercially available hydrophilic coatings, the time for them to become fully hydrated varies
significantly. Thus, in actual testing it has been learned that one such coating was fully lubricious after two days whereas
another, under the same conditions, was still not fully lubricious after two weeks. In one case, the coating was not fully
lubricious until approximately six weeks after the package was sealed.
[0037] Despite the wide diversity in time for reaching full lubricity, and the commercial desirability of reaching full
lubricity in a relatively short period of time after manufacture, the advantages of the invention can be enjoyed with any
hydrophilic coating.
[0038] Referring to Fig. 3b, the catheter assembly 310’ is an arrangement, which is not in accordance with the invention,
quite similar to the catheter assembly 110 described above, and it is disposed within a sealed cavity 312a’ of a liquid
and gas impermeable package 312’ defined by the walls 312b’ and 312c’. It will be seen that the catheter assembly 310’
again includes a tube 314’ having an outer surface and drainage eyes 318’ for draining the bladder and, again, the
catheter assembly 310’ may include a funnel 322’ which is suitable for connection to a urine collection device. Also, like
the catheter assembly 110, the catheter assembly 310’ includes a thin, flexible sleeve 320’ preferably of an elastomeric
hydrogel film through which the tube 314’ can be vapor hydrated.
[0039] As with the example of Fig. 3a, a predetermined amount of vapor donating liquid such as water can be provided
within a fabric or open-cell polymeric foam liquid sequestering element 330’ that may either be integrally associated with
one of the walls such as 312a’ and 312b’ of a gas impermeable package 312’ or may be loose within the package 312’
surrounding the catheter assembly 310’. Like the liquid sequestering element 330, the fabric or foam liquid sequestering
element 330’ is sized to contain an amount of water that produces sufficient water vapor to form and maintain a 100%
relative humidity atmosphere within the package 312’. Since water vapor escaping from the fabric or open-cell polymeric
foam liquid sequestering element 330’ is sufficient to form and maintain such an atmosphere within the package 312,
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the hydrophilic coating on the outer surface of the tube 314 of the catheter assembly 310 is and remains fully vapor
hydrated so the catheter is ready for use.
[0040] Unlike the example of Fig. 3a, the thin, flexible sleeve 320’ is interposed between the liquid sequestering element
330’ and the tube 314’ of the catheter assembly 310’. It is generally known that highly flexible sleeves such as 320’
which are formed of an elastomeric hydrogel film are liquid water impermeable which has meant they have generally
been dismissed for use with hydrophilic coated catheters which have heretofore been hydrated by direct liquid contact.
[0041] In other words, it is water vapor hydration that makes it possible to reliably use a sleeve 320’ on the catheter
assembly 310’. Thus, water vapor hydration permits activation of the hydrophilic coating on the outer surface of the tube
314’ of the catheter assembly 310’ to ensure it is ready-to-use, unlike liquid water that could not reliably reach the coating.
Since sleeves such as 320’ prevent direct liquid contact with the hydrophilic coating, they have not previously been
viewed as suitable for use with ready-to-use hydrophilic coated catheters.
[0042] In use of the catheter assembly 310’ of Fig. 3b, which is not in accordance with the invention, the sleeve 320’
is pulled back slightly to expose the formed tip 314a’ of the tube 314’. The formed tip 314a’ is then inserted into the
urethral opening and the tube 314’ is advanced into the body by gripping it through the sleeve 320’. As before, the sleeve
320’ crumples adjacent the funnel 322’ of the catheter assembly 310’ similar to what is shown in Fig. 1a.
[0043] Referring to Fig. 3c, a catheter assembly 310" is disclosed which is also quite similar to the catheter assembly
10’ described above. The catheter assembly 310" will be seen to comprise a tube 314" having an outer surface with a
hydrophilic coating, a formed tip 314a", an introducer tip 316", drainage eyes 318" for draining the bladder, and a flexible
sleeve 320", and it also will be seen to include a funnel 322" for connection to a urine collection device if desired. However,
the principal difference in the catheter assembly 310" will be seen to be the use of a liquid sequestering element 330"
within the sealed cavity 312a" of a liquid and gas impermeable package 312" defined by walls 312b" and 312c".
[0044] In the embodiment of Fig. 1, the liquid water is placed loosely within the cavity of the package 12 to create the
water vapor hydrating atmosphere that will cause the hydrophilic coating on the outer surface of the tube 14 of the
catheter assembly 10 to be activated. The sleeve 20 is impermeable to the loose liquid water within the sealed cavity
of the package 12 but is preferably water vapor permeable. Thus, the loose liquid water forms a water vapor atmosphere
within the sealed cavity of the package 12 which reaches an equilibrium condition and activates the hydrophilic coating
on the outer surface of the tube 14.
[0045] In contrast, the embodiment of Fig. 3c achieves water vapor hydration of the hydrophilic coating on the outer
surface of the tube 314" of the catheter assembly 310" in the manner described in connection with Fig. 3b through water
vapor which is given up by the liquid water in the liquid sequestering element 330" rather than from water vapor formed
from loose water as in Fig. 1.
[0046] Referring to Fig. 4, there is another example wherein the vapor donating liquid such as water is provided within
a water vapor permeable but liquid impermeable pouch 428 that is placed inside a gas and liquid impermeable package
412. The catheter assembly 410 shown in the package 412 has the hydrophilic surface coating on the tube 414 completely
hydrated by water vapor from the vapor permeable pouch 428 which will be sized to contain an amount of water that
can produce sufficient water vapor to form a 100% relative humidity atmosphere within the package 412. In this manner,
it is possible to completely activate the hydrophilic surface coating on the tube 414 with water vapor hydration rather
than direct liquid water contact, and to maintain a 100% relative humidity atmosphere within the package for the desired
shelf life of the product.
[0047] By way of example, the water vapor permeable pouch 428 can be sized to contain, e.g., 20 ml of water. Water
can escape from the pouch in the form of water vapor that will fill the interior of the gas impermeable package 412 to
cause the hydrophilic coating on the outer surface of the tube 414 of the catheter assembly 410 in the package to become
fully hydrated within an easy to determine and control time period following completion of the packaging process.
[0048] Referring to Figs. 5 and 5a, still another example is described wherein a predetermined amount of a vapor
donating liquid such as water is provided within a fabric or open-cell polymeric foam liquid sequestering element 530
that may either be integrally associated with the walls 512b and 512c of a gas impermeable package 512 (as shown)
or may be loose within a sealed cavity 512a of the package 512 surrounding the catheter assembly 510. The catheter
assembly 510 shown in the package 512 is somewhat different from earlier embodiments in that it utilizes a port 532
which, in the illustrated embodiment, takes the form of an annular guide housing located at the end opposite the funnel
522. The port has an axial passage for sliding advancement of the catheter tube 514 therethrough. However, it will be
understood and appreciated that any of the various catheter assembly embodiments could be packaged in a package
such as 512 that has a fabric or foam liquid sequestering element 530 contained therein. The fabric or foam liquid
sequestering element 530 is sized to contain an amount of water that can produce sufficient water vapor to form and
maintain a 100% relative humidity atmosphere within the package 512. Sealingly secured to the outer surface of the
port 532 is a wide, thin-walled sleeve 534 extending distally therefrom to cover the catheter tube 514 substantially along
its entire length into the region of the funnel 522. This wide sleeve allows the funnel to enter the sleeve as the catheter
is being advanced into the body, when the catheter is being used. Water vapor escaping from the fabric or foam liquid
sequestering elements 530 can fully hydrate the hydrophilic coating on the outer surface of the tube 514 of the catheter
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assembly 510 in order to be ready for use.
[0049] More specifically, the water vapor can fully hydrate the hydrophilic coating by passing through the sleeve 534
if it is formed of a material that has a sufficiently high water vapor transmission characteristic and/or by passing through
the open end 534a of the sleeve 534 into the space between the sleeve and the catheter tube 514 whether the sleeve
is vapor permeable or not.
[0050] Still referring to Figs. 5 and 5a, it will be seen that there is a peripheral seal 512d entirely surrounding the
catheter assembly 510 within the sealed cavity of the gas impermeable package 512. The port 532 makes it possible
to open the package 512 at the end nearest the port 532, remove the catheter from the package, and use the port 532
to introduce the catheter tube 514 into the urethral opening. Thereafter, the user may continue the process of further
inserting the tube 514 into the body in a sterile manner by gripping it through the sleeve 534 and feeding it through the
port 532 in a manner previously disclosed.
[0051] Referring to Fig. 6, yet another example is described wherein a predetermined volume of water is provided
within a fabric or foam liquid sequestering element 630 in the form of a thin, elongated strip extending for the entire
length of the catheter. The liquid sequestering element 630 may be integral with one or both of the walls such as 613a
of a urine collection bag 613 that can be contained within a gas impermeable package of the types described above.
The catheter assembly 610 shown in the bag 613 is similar to the embodiment of Fig. 1 in that it utilizes an introducer
tip 616 at the end opposite the funnel 622 through which the catheter tube 614 can be advanced as it is introduced into
the body. The fabric or foam liquid sequestering element(s) 630 may be formed of a non-sticking material such as a
bicomponent fiber through air bonded fabric that has been hot calendered on one side to form a liquid permeable skin,
or may be covered along their inner surfaces with a very thin film (preferably an elastomeric hydrogel film) to prevent
sticking of the liquid sequestering elements on the surface of the catheter tube 614. The liquid sequestering element(s)
630 are sized to contain an amount of water that can produce sufficient water vapor to form and maintain a 100% relative
humidity atmosphere within the package for the urine collection bag 613. In this manner, the water vapor escapes from
the fabric or foam liquid sequestering element(s) 630 through the thin hydrogel elastomer film so that over a predetermined
time interval it can fully hydrate the hydrophilic coating on the outer surface of the tube 614 of the catheter assembly
610 in order to be ready for use.
[0052] While not shown in the drawings, it will be appreciated that embodiments of the fabric or foam liquid sequestering
element where the liquid sequestering element is not integrally associated with the walls of the bag 613 are also possible.
[0053] A feature of the embodiments that utilize a vapor donating liquid such as water in a fabric or foam liquid
sequestering element is that the water is not designed to be capable of hydrating the catheter by direct contact with the
catheter surface. This is because the liquid sequestering element will hold the liquid water in its interstices, thus preventing
loose liquid water from presenting a spill hazard. The liquid sequestering element materials are preferably fabrics or
foams that are not easily compressed, which would tend to expel water from the interstices. They should be fabrics or
foams that are resistant to compression so they will reliably contain the water in their interstices. In preferred embodiments,
the amount of water in the fabric or foam liquid sequestering element will also be not of sufficient volume to immerse
the catheter, even if the water were able to escape from the liquid sequestering element. However, the fabric or foam
liquid sequestering element makes it possible to use a larger volume of water in certain applications such as where it
might be desired to form the packaging of a more permeable material.
[0054] Because of the foam or fabric liquid sequestering element, the larger volume of water can be used without
appreciably increasing the spill hazard even if the package is opened soon after manufacturing.
[0055] As time passes, the amount of water in the more permeable package will gradually decrease as water vapor
escapes from the package which will further reduce or eliminate any possible spill hazard.
[0056] Thus, it will be appreciated that the use of liquid sequestering elements allows for inclusion of larger amounts
of water in the package at the time of sealing, permitting the use of less impermeable packaging materials that may be
desirable for the reasons discussed above. Embodiments that utilize a liquid sequestering element can have larger
amounts of water included in the package without having any significant loose water in the package at the time of removal
of the catheter from the package that would otherwise present a spill hazard at that time.
[0057] Referring to Fig. 7, a catheter assembly 710 is disclosed which is also quite similar to the catheter assembly
10 described above. The catheter assembly 710 will be seen to comprise a tube 714 having an outer surface with a
hydrophilic coating, an introducer tip 716, drainage eyes 718 for draining the bladder, and a flexible sleeve 720 in
accordance with the invention, and it also will be seen to include a funnel 722 for connection to a urine collection device
if desired. However, the principal difference in the catheter assembly 710 is the use of a wider sleeve 720 secured to
the introducer tip.
[0058] To use the catheter assembly 710, the user may simply remove it from its package (not shown) by gripping the
wide sleeve 720 and gently inserting the introducer tip 716 into the urethral opening. The catheter assembly 710 is
gripped by the wide sleeve 720 in one hand for insertion of the formed tip 714a of the tube 714 into the urethra, and the
tube 714 is gently pushed into the body using the wide sleeve 720 to advance the tube through the introducer tip 716.
As the tube 714 advances through the urethral opening into the body, the wide sleeve 720 is of a sufficient size to receive



EP 1 606 196 B2

9

5

10

15

20

25

30

35

40

45

50

55

the funnel 722 which may continue to advance through the sleeve until it reaches the introducer tip 716. This is an
arrangement one could use when a sleeve is made from an inexpensive though relatively stiff material, like polyethylene.
[0059] Although not shown in a package, it will be appreciated that the catheter assembly 710 can be provided in a
package such as any of those described above in order for vapor hydration to ensure complete activation of the hydrophilic
coating on the outer surface of the tube 714 as a result of creation of a 100% relative humidity atmosphere within the
package.
[0060] Referring to Figs. 8 and 8a, an example similar to Figs. 5 and 5a is described wherein a predetermined amount
of a vapor donating liquid such as water is provided within a fabric or open-cell polymeric foam liquid sequestering
element 830 that may either be integrally associated with the walls 812b and 812c of a gas impermeable package 812
(as shown) or may be loose within a sealed cavity 812a of the package 812 surrounding the catheter assembly 810. As
mentioned before, it will be understood and appreciated that any of the various catheter assembly embodiments could
be packaged in a package such as 812 that has a fabric or foam liquid sequestering element 830 contained therein. The
fabric or foam liquid sequestering element 830 is sized to contain an amount of water that can produce sufficient water
vapor to form and maintain a 100% relative humidity atmosphere within the package 812. Water vapor escaping from
the fabric or foam liquid sequestering elements 830 can fully hydrate the hydrophilic coating on the outer surface of the
tube 814 of the catheter assembly 810 in order to be ready for use.
[0061] In this embodiment, the fabric or foam liquid sequestering element 830 will preferably have a thin vapor per-
meable film 830a on the surfaces facing the catheter assembly 810 to prevent the fabric or foam from sticking to the
surfaces of the catheter assembly. More specifically, the water vapor can pass through the vapor permeable film which
is preferably formed of a hydrogel material to thereby fully hydrate the hydrophilic coating by vapor contact with the
surface of the catheter tube 814.
[0062] While not specifically shown in other embodiments, the liquid sequestering elements in each of the embodiments
utilizing this feature can have a film covering over the fabric or open-cell polymeric foam material to prevent the material
from sticking to the coating on the catheter tube. Alternatively, the film can be replaced with a polymeric netting or a
perforated plastic film. Another way to achieve the same goal is to use a fabric for the material of the liquid sequestering
element that is thermally bonded through the use of binder fiber (i.e., through air bonded fabrics) which develops a liquid
permeable skin during manufacture to provide a non-stick surface.
[0063] In another respect, the catheter assembly of the invention can be supplied to the user either sterile or non-
sterile depending upon whether it is subjected to a known sterilization procedure.
[0064] With the present invention, there are at least two significant advancements that have been achieved for the
first time by providing a hydrophilic coated catheter which is ready-for-use, highly lubricious, easy to handle, and cost
effective.
[0065] The first advancement resides in providing a hydrophilic coated catheter that is fully hydrated and ready-for-
use without need for an immersion fluid that could spill when the package is opened. It has been found, surprisingly,
that this can be achieved by simply adding to the gas impermeable catheter package a small amount of water which is
less than what would be required to immerse the catheter, and less than what could cause a spilling problem. The
commercial distribution of the packaged catheter assembly is then managed in such a manner that the product will not
be made available to the user prior to an adequate aging period which is determined to be sufficient i) to create a 100%
relative humidity atmosphere within the package, and ii) to ensure vapor hydration of the hydrophilic coating on the outer
surface of the catheter tube. By using very little water and managing commercial distribution in this manner, it is possible
to provide a fully hydrated, ready-to-use hydrophilic coated catheter that will not be capable of liquid spillage when the
catheter is removed from the package for use.
[0066] The second advancement resides in providing a hydrophilic coated catheter that utilizes a simple sleeve that
is inexpensive to manufacture but easy to use. It has been found that simple sleeves such as those that are typical of
ones that have been used on gel coated catheter products in the past show some disadvantages when they are used
for hydrophilic coated intermittent catheters. However, those disadvantages are overcome by using vapor hydration to
activate the hydrophilic coating in accordance with the present invention.
[0067] What has been achieved with the present invention is the advancement of providing a flexible sleeve with a
fully vapor hydrated hydrophilic coated catheter that has no risk of liquid spillage by reason of prepackaging an assembly
comprised of the catheter and sleeve with a small amount of vapor donating liquid following which the commercial
distribution of the product is managed in a way that ensures the product will not be available to the user prior to complete
hydration as the result of an adequate aging period.
[0068] The required aging period depends on whether a sleeve is used and, if so, the materials chosen for the sleeve.
Inexpensive materials such as polyethylene can be used even in very thin, flexible sleeves provided the aging period is
adequate. However, it has been found that the aging period which is required can be reduced by choosing sleeve
materials that are more permeable to water vapor than polyethylene. For example, a water vapor permeable, but non
water-swellable, elastomer film can be used which does not require as long of an aging period as does polyethylene.
Furthermore, a water swellable elastomer film which is even more permeable to water vapor can be used as a sleeve
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material in order to require an even shorter aging period. In general, the required aging period will be shorter for sleeve
embodiments where the sleeve has higher water vapor permeability.
[0069] As will be appreciated, using a sleeve material having a greater degree of flexibility results in a sleeve that
provides essentially no noticeable resistance to the advancement of the catheter, even as the sleeve is bunched against
the catheter funnel during insertion. This is a significant benefit to the user of the catheter and sleeve assembly. When
a very flexible sleeve material is used, there is no need to release and "reset" the sleeve during the insertion. Instead,
one can fully insert the catheter without releasing one’s grip on the sleeve.
[0070] Test 1 below shows that in using a wide polyetheylene film sleeve with a hydrophilic coated catheter in the
traditional way of adding enough water to the package to immerse the catheter, and waiting 30 seconds, complete
hydration of the catheter is not achieved. Further, as shown in the table for Test 1, it has been found that use of narrower
sleeves having the more desirable characteristics noted above give even worse results for hydration.
[0071] More flexible sleeves, which are capable of allowing the catheter to be inserted without resisting catheter
advance as the sleeve accordions, are also useful. However, the table for Test 1 shows that as the sleeve is made of
thinner material to provide a more flexible sleeve, one gets even worse results in regard to hydration. Thus, the use of
a simple sleeve with a traditional hydrophilic coated catheter provided in the traditional dry format has important disad-
vantages.
[0072] Test 2 below shows the results of aging hydrophilic coated catheters that have narrow, flexible sleeves, and
that are packaged with various small amounts of water. Amounts of water, e.g., on the order of 2 to 3ml, can be added
to the package which, after aging, results in a fully hydrated and fully lubricious catheter (a coefficient of friction of 0.03
or lower is considered indicative of full lubricity). The use of this relatively limited amount of water means the sealed
package cavity containing the catheter will be almost empty, and there will be little or no loose or free liquid water
remaining in the package when it is later opened for use of the catheter. Also, slightly larger amounts of water, e.g., 4
to 5ml, or even higher, can be used if the cavity is sufficiently large in volume, because the limited water left in the
package at the end of aging represents such a small fraction of the overall cavity volume that it is not a significant spill
hazard. Amounts of loose water should be used that occupy less than 20% of the volume of at least the tube-receiving
portion of the catheter receiving cavity of the package.
[0073] In the embodiment illustrated in Fig. 1, the catheter receiving cavity is a single, large open cavity that receives
the entirety of the catheter assembly 10, including not only the catheter tube 14 but also the funnel 22. Preferably, the
loose water should occupy less than 10%, and most preferably less than 5% of the total volume of the tube-receiving
portion of the catheter receiving cavity of the package. This contrasts with the 10 ml or more of liquid normally used for
immersion of catheters, in narrow cavities that are typically filled to 45-60% of their capacity, for liquid activation, thereby
presenting a definite spill hazard at the time the catheter is removed from the package for use.
[0074] Test 3 below shows that after two weeks of aging at room temperature, catheters with a polyethylene sleeve
are not fully hydrated whereas those with water vapor permeable elastomer film sleeves are. These water vapor per-
meable elastomer films have a further advantage over polyethylene in that they have a much greater degree of flexibility
which is a benefit in use of the catheter assembly. However, Test 3 shows that if a long enough aging period is used,
full vapor hydration can be achieved even when a close fitting water vapor impermeable sleeve (e.g., a polyethylene
sleeve) is used.
[0075] Test 4 below shows that in a given aging period, the catheter with the less permeable elastomer film sleeve
(Medifilm 810) is not as fully hydrated as the catheter with the more permeable elastomer film sleeve (Medifilm 435).
[0076] Test 5 below shows that sleeves have yet another advantage when used in conjunction with vapor hydrated
hydrophilic coated catheters. They reduce the rate at which the hydrated catheter will dry out as it is exposed to air when
the user opens the package containing the catheter which, in turn, increases the time that the user may take to insert
the catheter without the risk of a decrease in the lubricity of the catheter. It has been found that this advantage remains
even for sleeves of extremely high water vapor permeability. It will also be appreciated that the more fully the catheter
is hydrated on insertion the less chance for premature drying of the catheter within the body prior to removal.
[0077] Test 6 below shows the results of aging low cost catheters that do not have sleeves that are packaged with a
liquid sequestering element containing vapor donating water. Depending on the hydrophilic coating, it may take a relatively
short time (2 days), or a relatively long time (more than 6 weeks) for the coating to become fully lubricious.
[0078] In the tables which accompany the tests described below, there are values set forth in some instances for the
coefficient of friction. Each coefficient of friction measurement listed in the tables was obtained as follows: Two catheters
were prepared and aged in the same way. Each catheter was then cut into four or six short segments. Two short segments
from a catheter were then placed in a fixture. A sled was pulled across the surface of both segments for one measurement.
This was repeated in five independent trials. The average coefficient of friction is reported in the tables.
[0079] In regard to the percent filling of the tube-receiving portion of the catheter receiving cavity of the package with
hydrating liquid, it is measured as follows. First, the catheter package, as received by the user, is held in a vertical fashion
with the funnel end of the catheter at the top of the package. Then, the funnel end (top) of the package is opened and
peeled to the base of the funnel, where the funnel first meets the shaft of the catheter tube. The hydrating liquid that is
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in the package is poured out and measured, without disturbing the catheter in the package. Next, water is poured into
the package to fill the entirety of the tube-receiving portion of the catheter receiving cavity of the package until the water
begins to spill out. Then, the water in the tube-receiving portion of the catheter receiving cavity of the package is poured
out and measured. This amount of water represents the volume of the tube-receiving portion of the catheter receiving
cavity of the package.
[0080] Once the amount of hydrating liquid or vapor donating liquid that was contained in the package has been
measured, and the amount of water needed to fill the tube receiving portion of the catheter receiving cavity of the package
has been measured, the ratio between these two amounts should be less than 20%, to ensure against a spill hazard for
the user.
[0081] The tests described below and the results derived from those tests demonstrate the advantages to be derived
from the present invention.

TEST 1:

[0082] In this test, dry hydrophilic catheters are immersed in water for 30 seconds including a sleeveless control
catheter and catheters having sleeves. Subsequently, the catheters including the control and those with sleeves were
tested for percent hydration based on wet weight versus dry weight. Commercially available hydrophilic catheters were
used for this test, i.e., LoFric® catheters available from Astra Tech and EasiCath® catheters from Coloplast. The results
are as follows:

TEST 2:

[0083] In this test, hydrophilic catheters are placed in Aluminum foil packages with from 0.5ml to 4ml of water added
to each of the packages. The total volume of the packages is about 80ml. The catheters are Ch 14 catheters with a
12mm wide sleeve of Medifilm 437. They are packaged and then aged at room temperature for three weeks. They are
then removed from the package and tested in order to determine the coefficient of friction (COF). Commercially available
hydrophilic catheters were used for this test, i.e., Lo Fric® catheters available from Astra Tech. The results are as follows:

TEST 3:

[0084] In this test, hydrophilic catheters Chl2 were fitted with 8mm wide sleeves of different materials and packaged
with 5ml of water. The catheters were aged for either one or two weeks (Wk(s)), at either room temperature (RT) or at
40° C and were tested for coefficient of friction (COF). Commercially available hydrophilic catheters were used for this
test, i.e., Lo Fric® catheters available from Astra Tech. In a separate experiment (results not shown), a fabric water

Sample Description Weight Gain Weight Gain

LoFric EasiCath

Control with no sleeve Assume 100% Assume 100%

Catheter with 50 microns thick, 30mm wide Polyethylene sleeve 81% 89%

Catheter with 50 microns thick, 8mm wide Polyethylene sleeve 51% 81%

Catheter with 36 microns thick, 8mm wide Polyethylene sleeve 45% 66%

Catheter with 25 microns thick, 8mm wide Polyethylene sleeve 35% 58%

Catheter with 25 microns thick, 8mm wide Medifilm 435 swellable elastomer 
sleeve

13% Sleeve stuck to 
catheter

Volume of Water Added (ml) Percent of cavity fill COF

0.5 ml 0.6% 0.04

1.0 ml 1.3% 0.03

2.0 ml 2.5% 0.03

3.0 ml 3.8% 0.02

4.0 ml 5% 0.02
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sequestering element as opposed to a small amount of loose water was used. In this arrangement, with a Ch 14 catheter
with a narrow 12mm polyethylene sleeve, we found that after 3 weeks at 40° C, the catheters were fully activated
(COF=0.02). The results are as follows:

TEST 4:

[0085] In this test, hydrophilic catheters were fitted with 8mm wide sleeves of different materials and packaged with
2ml of water. The catheters were then aged at room temperature for 24 hours. Commercially available hydrophilic
catheters were used for this test, i.e., Lo Fric® catheters available from Astra Tech. The results are as follows:

TEST 5:

[0086] In this test, hydrophilic catheters were packaged with 5 ml of water and then aged in an oven for 48 hours at
40 C. After aging, the catheters were removed from the package and exposed to air for a given time. If the catheters
had a sleeve, the sleeve was left on for the exposure time, then pushed back to test for coefficient of friction. Commercially
available hydrophilic catheters were used for this test, i.e., Lo Fric® catheters available from Astra Tech. The results are
as follows:

TEST 6:

[0087] In this test a fabric liquid sequestering element was used in vapor hydration of catheters. Two different types
of commercially available Chl4 hydrophilic coated catheters were used. In some cases these catheters were fitted with
close fitting sleeves of Medifilm 437, a vapor permeable thin elastomer film. Two different test systems were used. In
the "Test Tube" system, catheters were placed in a sealed test tube, where they were separated from the liquid seques-
tering fabric by a metal screen. In this system it is impossible for the water in the fabric to contact the catheter. The
second system, "Package" is a commercial type system where the catheter and the water sequestering fabric are in a
sealed foil package. The results are as follows:

Sample Description COF 1
Wk/RT

COF
2 Wks/RT

COF
1 Wk/40° C

COF
2 Wks/40°C

Catheter with 50 microns thick Polyethylene sleeve tacky surface tacky surface 0.02 0.02

Catheter with 51 microns thick non-swellable 
elastomer film (Medifilm 810)

0.02 0.02 0.02 0.02

Catheter with 25 microns thick swellable elastomer 
film (Medifilm 435)

0.02 0.02 0.02 0.02

Sample Description Percent Hydration
(Based Upon Wet Wt. v. Dry Wt.)

Catheter with 25 microns thick swellable elastomer film (Medifilm 435) Assume 100%

Catheter with 51 microns thick non-swellable elastomer film (Medifilm 810) 67%

Sample Description COF/2 Min. COF/5 Min. COF/10 Min.

Catheter with no sleeve 0.02 0.04 0.09

Catheter with Medifilm 435 Sleeve 0.02 0.02 0.02

Catheter with Medifilm 810 Sleeve 0.02 0.02 0.02

Catheter 
used

Sleeve / No 
Sleeve

Package / 
Test Tube

2 days aged 
COF

1 week aged 
COF

3 weeks aged 
COF

6 weeks aged 
COF

LoFric No Sleeve Test Tube 0.02 0.02 0.02 ND

EasiCath No Sleeve Test Tube 0.07 0.06 0.04 ND
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(The abbreviation ND in this table indicates the test was Not Done for the stated conditions)
[0088] In the foregoing description, the catheter embodiments have incorporated a tube, but the invention can also
be enjoyed with a catheter having a shaft formed to accommodate external urine flow. Also, the various embodiments
utilizing sleeves have described the sleeve as being attached to the funnel, or to the introducer tip or port, or to both.
However, it will be appreciated that yet another possibility is for the sleeve to be disposed about the tube or shaft in such
a manner that it is not attached to the catheter. Finally, this invention allows desirable designs and design features
wherein the liquid water is incapable of reliably hydrating the catheter by direct liquid contact.
[0089] It will be seen that the present invention provides a fully lubricious vapor hydrated hydrophilic coated catheter
which is ready for use, provides no risk of liquid spillage, and may utilize an advantageous sleeve. The sleeve protects
the catheter from finger touch and contamination, and provides a reliable, non-slip gripping surface. It also extends the
time the catheter can be out of its packaging and exposed to air to thereby ensure against premature drying and loss
of lubricity. The sleeve further offers essentially no resistance to the advancement of the catheter into the body as the
sleeve accordions or bunches against the catheter funnel during insertion. With the present invention, a vapor hydrated
hydrophilic catheter has been provided that not only achieves all of these objectives, but it does so with a product that
is inexpensive to manufacture and easy to use.
[0090] While in the foregoing there have been set forth preferred embodiments of the invention, the details herein
given may be varied by those skilled in the art without departing from the scope of the appended claims.

Claims

1. A ready-to-use hydrophilic catheter assembly (10, 110, 310, 410, 510, 610, 710, 810), comprising:

a gas impermeable package (12, 312, 412, 512, 812) having a sealed cavity,
a hydrophilic coated catheter (10, 110, 310, 410, 510, 610, 710, 810) disposed within the sealed cavity, the
hydrophilic coated catheter (10, 110, 310, 410, 510, 610, 710, 810) comprising a tube (14, 114, 314, 414, 514,
614, 714, 814) having an outer surface with a hydrophilic coating on at least a portion thereof to be inserted
into the urethra;
an amount of liquid disposed within the sealed cavity;
characterized in that
the catheter assembly further comprises an introducer tip (16, 316, 616, 716) at a proximal insertion end of the
tube (14, 114, 314, 414, 514, 614, 714, 814), and
a flexible sleeve (20, 120, 320, 720) formed of a vapor permeable material attached to the introducer tip (16,
316, 616, 716) and extending therefrom to a distal end of the tube (14, 114, 314, 414, 514, 614, 714, 814); and
whereby the ready-to-use condition of the catheter is due to the vapor donating liquid producing a vapor atmos-
phere within the gas impermeable package (12) that activates the hydrophilic coated catheter.

2. The catheter assembly of claim 1 wherein the gas impermeable package (12, 312, 412, 512, 812) is formed of a
material having an impermeability sufficient for a product shelf life of between six months and five years.

3. The catheter assembly of claim 1 wherein the gas impermeable package (12, 312, 412, 512, 812) is formed of
aluminium foil.

4. The catheter assembly of claim 1 wherein the hydrophilic coated catheter (10, 110, 310, 410, 510, 610, 710, 810)
further includes drainage eyes (18, 118, 318, 718) formed in the tube (14, 114, 314, 414, 514, 614, 714, 814) near
a proximal insertion end thereof and a connector (22, 122, 522, 622, 722) at a distal end thereof.

5. The catheter assembly of claim 4 wherein the connector (22, 122, 522, 622, 722) comprises a tapered funnel
integrally associated with the distal end of the tube (14, 114, 314, 414, 514, 614, 714, 814) for connection to a device

(continued)

Catheter 
used

Sleeve / No 
Sleeve

Package / 
Test Tube

2 days aged 
COF

1 week aged 
COF

3 weeks aged 
COF

6 weeks aged 
COF

EasiCath No Sleeve Package ND ND 0.04 0.04

EasiCath Sleeve Package ND ND 0.04 0.03
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for collecting urine passing through the tube (14, 114, 314, 414, 514, 614, 714, 814).

6. The catheter assembly of claim 1 including the introducer tip (16, 316, 616, 716) at a proximal insertion end of the
tube (14, 114, 314, 414, 514, 614, 714, 814) having slits to define flaps that flex outwardly to form an opening for
passing the tube (14, 114, 314, 414, 514, 614, 714, 814) therethrough.

7. The catheter assembly of claim 5 including the flexible sleeve (20, 120, 320, 720) formed of a vapor permeable
material attached to the tapered funnel (22, 122, 522, 622, 722) and extending so as to cover the proximal insertion
end of the tube (14, 114, 314, 414, 514, 614, 714, 814).

8. The catheter assembly of claim 1 wherein the sleeve (20, 120, 320, 720) is formed of a vapor permeable, liquid
impermeable collapsible polymeric film material surrounding the tube or shaft in closely spaced relation.

9. The catheter assembly of claim 1 wherein the sleeve (20, 120, 320, 720) is formed of a material selected from
polyethylene, plasticized PVC, polypropylene, polyurethane, and polyethylene oxide block copolymer.

10. The catheter assembly of claim 9 wherein the polymeric film material is Medifilm 435 polyethylene oxide block
copolymer having a thickness within a range of between 10 and 150 microns.

11. The catheter assembly of claim 1 wherein the vapor donating liquid is water comprising no more than 20% of the
volume of the sealed cavity of the package (12, 312, 412, 512, 812).

12. The catheter assembly of claim 11 wherein the water is between 2 and 5 ml which comprises no more than 5% of
the volume of the sealed cavity in the package (12,312,412,512,812).

13. The catheter assembly according to claim 1, wherein the liquid is retained by a liquid sequestering element (330,
530, 630, 830) to minimize the spill hazard, while releasing a vapor to produce the vapor atmosphere within the gas
impermeable package (12, 312, 412, 512, 812), such that the ready-to-use condition of the catheter is due to the
vapor activating at least a portion of the hydrophilic coated catheter, so as to ensure delivery of the hydrophilic
coated catheter to the user in a completely ready-to-use condition.

14. The catheter assembly of claim 13 wherein the hydrophilic coated catheter, the liquid and liquid sequestering element
(330, 530, 630, 830) are contained within the sealed cavity of the gas impermeable package (12, 312, 412, 512,
812) and the liquid sequestering element (330, 530, 630, 830) comprises a material for absorbing the vapor donating
liquid.

15. The catheter assembly of claim 14 wherein the material for absorbing the vapor donating liquid is a fabric or foam
capable of absorbing substantially all available vapor donating liquid and then releasing a vapor from the vapor
donating liquid to produce and maintain a fully saturated vapor atmosphere in a state of equilibrium within the sealed
cavity.

16. The catheter assembly of claim 15 wherein the hydrophilic coated catheter comprises a tube (14, 114, 314, 414,
514, 614, 714, 814) having an outer surface with the hydrophilic coating on at least a portion thereof and the fabric
or foam is substantially coextensive and in alignment with the tube (14, 114, 314, 414, 514, 614, 714, 814) within
the sealed cavity to release the vapor in proximity to the tube for uptake by the hydrophilic coating.

17. The catheter assembly of claim 16 wherein the fabric or foam is loosely positioned within the sealed cavity and is
sized to contain a sufficient quantity of the vapor donating liquid to maintain a fully saturated vapor atmosphere
within the sealed cavity in order to ensure continuous hydration of the hydrophilic coated catheter throughout an
acceptable product shelf life.

18. The catheter assembly of claim 16 wherein the fabric or foam is fixedly positioned within the sealed cavity and is
sized to contain a sufficient quantity of the vapor donating liquid to maintain a fully saturated vapor atmosphere
within the sealed cavity in order to ensure continuous hydration of the hydrophilic coated catheter throughout an
acceptable product shelf life.

19. The catheter assembly of claim 16 wherein the material for absorbing the vapor donating liquid has interstices for
holding the vapor donating liquid and releasing a vapor therefrom, and has a surface facing inwardly of the sealed
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cavity which permits release of the vapor while at the same time preventing the material from sticking to the hydrophilic
catheter.

20. The catheter assembly of claim 19 wherein the material comprises a microfiber meltblown fabric having a high
capillary draw for the vapor donating liquid and the surface is covered with a material selected from a thin elastomeric
hydrogel film, a polymeric netting, and a perforated plastic film.

21. The catheter assembly of claim 20 wherein the material comprises a microfiber meltblown fabric having a high
capillary draw for the vapor donating liquid and the surface is treated so as to cause the microfiber meltblown fabric
to be liquid wettable with the vapor donating liquid.

Patentansprüche

1. Gebrauchsfertige, hydrophile Katheteranordnung (10, 310", 710) enthaltend:

eine gasundurchlässige Packung (12, 312"), die einen geschlossenen Hohlraum hat,
einen hydrophil beschichteten Katheter (10, 110, 310", 710), der in dem geschlossenen Hohlraum angeordnet
ist, wobei der hydrophil beschichtete Katheter (10, 110, 310", 710) ein Rohr (14, 114, 314", 714) enthält, das
eine Außenoberfläche mit einer hydrophilen Beschichtung auf wenigstens einem Abschnitt derselben hat, der
in die Harnröhre einzustecken ist;
wobei sich eine Flüssigkeitsmenge in dem geschlossenen Hohlraum befindet;
dadurch gekennzeichnet, dass
die Katheteranordnung weiterhin eine Einführspitze (16, 316", 716) an einem proximalen Einsteckende des
Rohres (14, 114, 314", 714) enthält,
und durch eine flexible Manschette (20, 120, 320", 720), die aus einem dampfdurchlässigen Material besteht
und an der Einführspitze (16, 316", 716) angebracht ist und sich von dieser zu einem distalen Ende des Rohres
(14, 114, 314", 714) erstreckt; und
der gebrauchsfertige Zustand des Katheters auf die dampfabgebende Flüssigkeit zurückzuführen ist, die eine
Dampfatmosphäre in der gasundurchlässigen Packung (12) erzeugt, die den hydrophil beschichteten Katheter
aktiviert.

2. Katheteranordnung nach Anspruch 1, bei der die gasundurchlässige Packung (12, 312") aus einem Material aus-
gebildet ist, das eine Undurchlässigkeit hat, die für eine Produktlagerzeit zwischen sechs Monaten und fünf Jahren
ausreichend ist.

3. Katheteranordnung nach Anspruch 1, bei der die gasundurchlässige Packung (12, 312") aus einer Aluminiumfolie
besteht.

4. Katheteranordnung nach Anspruch 1, bei der der hydrophil beschichtete Katheter (10, 110, 310", 710) weiterhin
Drainageöffnungen (18, 118, 318", 718) enthält, die in dem Rohr (14, 114, 314", 714) in der Nähe eines proximalen
Einsteckendes desselben ausgebildet sind, und einen Verbinder (22, 122, 722) an einem distalen Ende desselben.

5. Katheteranordnung nach Anspruch 4, bei der der Verbinder (22, 122, 722) einen sich verjüngenden Trichter enthält,
der integraler Bestandteil des distalen Endes des Rohres (14, 114, 314", 714) ist, um eine Verbindung mit einer
Vorrichtung zum Auffangen von Urin herzustellen, der durch das Rohr (14, 114, 314", 714) fließt.

6. Katheteranordnung nach Anspruch 1, enthaltend die Einführspitze (16, 316", 716) an einem proximalen Einsteckende
des Rohres (14, 114, 314", 714), die Schlitze aufweist, um Klappen zu bilden, die sich nach außen von einer Öffnung
biegen, um das Rohr (14, 114, 314", 714) hindurchlaufen zu lassen.

7. Katheteranordnung nach Anspruch 5, enthaltend die flexible Manschette (20, 120, 320", 720), die aus einem dampf-
durchlässigen Material ausgebildet und an dem sich verjüngenden Trichter (22, 122, 522, 622, 722) angebracht ist
und sich so erstreckt, dass sie das proximale Einsteckende des Rohres (14, 114, 314", 714) bedeckt.

8. Katheteranordnung nach Anspruch 1, bei der die Manschette (20, 120, 320", 720) aus einem dampfdurchlässigen,
flüssigkeitsundurchlässigen, zusammenfaltbaren Polymerfolienmaterial ausgebildet ist, das das Rohr oder den
Schaft dicht beabstandet umgibt.
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9. Katheteranordnung nach Anspruch 1, bei der die Manschette (20, 120, 320", 720) aus einem Material ausgebildet
ist, das aus Polyäthylen, plastiziertem PVC, Polypropylen, Polyuretan und einem Polyäthylenoxid-Blockcopolymer
ausgebildet ist.

10. Katheteranordnung nach Anspruch 9, bei der das Polymerfilmmaterial ein Medifilm 435 Polyäthylenoxid-Blockco-
polymer ist, das eine Dicke im Bereich zwischen 10 und 150 mm hat.

11. Katheteranordnung nach Anspruch 1, bei der die dampfabgebende Flüssigkeit Wasser ist, das nicht mehr als 20%
des Volumens des geschlossenen Hohlraumes der Packung (12, 312) umfasst.

12. Katheteranordnung nach Anspruch 11, bei der das Wasser zwischen 2 und 5 ml beträgt und nicht mehr als 5% des
Volumens des geschlossenen Hohlraumes in der Packung (12, 312) umfasst.

13. Katheteranordnung nach Anspruch 1, bei der die Flüssigkeit von einem Flüssigkeitssequestierelement (330") zu-
rückgehalten wird, um die Verschüttungsgefahr zu minimieren, während es dampf abgibt, um die Dampfatmosphäre
in der gasundurchlässigen Packung (12, 312") derart zu erzeugen, dass der gebrauchsfertige Zustand des Katheters
auf den Dampf zurückzuführen ist, der wenigstens einen Abschnitt des hydrophil beschichteten Katheters aktiviert,
um so die Aushändigung des hydrophil beschichteten Katheters an einen Benutzer in einem vollständig gebrauchs-
fertigen Zustand sicherzustellen.

14. Katheteranordnung nach Anspruch 13, bei der der hydrophil beschichtete Katheter, die Flüssigkeit und das Flüs-
sigkeitssequestierelement (330") in dem geschlossenen Hohlraum der gasundurchlässigen Packung (12, 312")
enthalten sind und das Flüssigkeitssequestierelement (330") ein Material zum Absorbieren der dampfabgebenden
Flüssigkeit enthält.

15. Katheteranordnung nach Anspruch 14, bei der das Material zum Absorbieren der dampfabgebenden Flüssigkeit
ein Gewebe oder ein Schaum ist, der/das in der Lage ist, im wesentlichen die gesamte verfügbare dampfabgebende
Flüssigkeit zu absorbieren und anschließend einen Dampf aus der dampfabgebenden Flüssigkeit freizugeben, um
eine vollständig gesättigte Dampfatmosphäre in einem Zustand des Gleichgewichts in dem geschlossenen Hohlraum
zu erzeugen und beizubehalten.

16. Katheteranordnung nach Anspruch 15, bei der der hydrophil beschichtete Katheter ein Rohr (14, 114, 314", 714)
enthält, das eine Außenoberfläche mit der hydrophilen Beschichtung auf wenigstens einem Abschnitt derselben hat
und das Gewebe oder der Schaum im wesentlichen flächengleich und in Ausrichtung mit dem Rohr (14, 114, 314",
714) in dem geschlossenen Hohlraum ist, um den Dampf in der Nähe des Rohres für die Aufnahme durch die
hydrophile Beschichtung freizugeben.

17. Katheteranordnung nach Anspruch 16, bei der das Gewebe oder der Schaum lose in dem geschlossenen Hohlraum
angeordnet und derart bemessen ist, dass es/er eine ausreichende Menge der dampfabgebenden Flüssigkeit auf-
nehmen kann, um eine vollständig gesättigte Dampfatmosphäre in dem geschlossenen Hohlraum beizubehalten
und so eine kontinuierliche Hydrierung des hydrophil beschichteten Katheters im Laufe einer hinnehmbaren Pro-
duktlagerzeit sicherzustellen.

18. Katheteranordnung nach Anspruch 16, bei der das Gewebe oder der Schaum fest in dem geschlossenen Hohlraum
angeordnet und derart bemessen ist, das es/er eine ausreichende Menge der dampfabgebenden Flüssigkeit auf-
nehmen kann, um eine vollständig gesättigte Dampfatmosphäre in dem geschlossenen Hohlraum beizubehalten
und so eine kontinuierliche Hydrierung des hydrophil beschichteten Katheters im Laufe einer hinnehmbaren Pro-
duktlagerzeit sicherzustellen.

19. Katheteranordnung nach Anspruch 16, bei der das Material zum Absorbieren der dampfabgebenden Flüssigkeit
Poren zum Halten der dampfabgebenden Flüssigkeit und zum Freigeben von Dampf aus diesen enthält und eine
Oberfläche aufweist, die von dem geschlossenen Hohlraum nach innen weist und die Freigabe des Dampfes zulässt,
während sie gleichzeitig verhindert, dass das Material an dem hydrophilen Katheter kleben bleibt.

20. Katheteranordnung nach Anspruch 19, bei dem das Material ein schmelzgeblasenes Mikrofasergewebe enthält,
das eine hohe Kapillarwirkung für die dampfabgebende Flüssigkeit hat und die Oberfläche mit einem Material
beschichtet ist, das aus einer dünnen elastomeren Hydrogelfolie, einem Polymergeflecht und einer perforierten
Kunststofffolie gewählt ist.
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21. Katheteranordnung nach Anspruch 20, bei der das Material ein schmelzgeblasenes Mikrofasergewebe enthält, das
eine hohe Kapillarwirkung für die dampfabgebende Flüssigkeit hat und die Oberfläche derart behandelt ist, dass
sie bewirkt, dass das schmelzgeblasene Mikrofasergewebe mit der dampfabgebenden Flüssigkeit flüssigkeitsbe-
netzbar ist.

Revendications

1. Ensemble de cathéter hydrophile prêt à l’emploi (10, 310", 710) comprenant :

un emballage imperméable au gaz (12, 312") ayant une cavité scellée,
un cathéter revêtu hydrophile (10, 110, 310", 710) disposé dans la cavité scellée, le cathéter revêtu hydrophile
(10, 110, 310", 710) comprenant un tube (14, 114, 314", 714) ayant une surface extérieure avec un revêtement
hydrophile sur au moins une partie correspondante à insérer dans l’urètre ;
une quantité de liquide disposée dans la cavité scellée ;
caractérisé en ce que
l’ensemble de cathéter comprend en outre un embout d’introducteur (16, 316", 716) à une extrémité d’insertion
proximale du tube (14, 114, 314", 714) et
un manchon flexible (20, 120, 320", 720) formé d’un matériau perméable à la vapeur fixé à l’embout d’introducteur
(16, 316", 716) et s’étendant depuis celui-ci à une extrémité distale du tube (14, 114, 314", 714) et
moyennant quoi la condition « prêt à l’emploi » du cathéter est due à la production par le liquide donnant de la
vapeur d’une atmosphère de vapeur dans l’emballage imperméable au gaz (12) qui active le cathéter revêtu
hydrophile.

2. Ensemble de cathéter selon la revendication 1, dans lequel l’emballage imperméable au gaz (12, 312") est formé
d’un matériau ayant une imperméabilité suffisante pour une durée de conservation du produit entre six mois et cinq
ans.

3. Ensemble de cathéter selon la revendication 1, dans lequel l’emballage imperméable au gaz (12, 312") est formé
d’une feuille d’aluminium.

4. Ensemble de cathéter selon la revendication 1, dans lequel le cathéter revêtu hydrophile (10, 110, 310", 710)
comprend en outre des oeillets de drainage (18, 118, 318", 718) formés dans le tube (14, 114, 314", 714) près d’une
extrémité d’insertion proximale de celui-ci et un connecteur (22, 122, 722) à une extrémité distale de celui-ci.

5. Ensemble de cathéter selon la revendication 4, dans lequel le connecteur (22, 122, 722) comprend un entonnoir
conique intégralement associé à l’extrémité distale du tube (14, 114, 314", 714) pour la connexion à un dispositif
destiné à collecter l’urine qui passe à travers le tube (14, 114, 314", 714).

6. Ensemble de cathéter selon la revendication 1 comprenant l’embout d’introducteur (16, 316", 716) à une extrémité
d’insertion proximale du tube (14, 114, 314", 714) ayant des fentes pour définir des pattes qui fléchissent vers
l’extérieur, pour former une ouverture pour faire passer le tube à travers celle-ci (14, 114, 314", 714).

7. Ensemble de cathéter selon la revendication 5, comprenant le manchon flexible (20, 120, 320", 720) formé d’un
matériau perméable à la vapeur fixé à l’entonnoir conique (22, 122, 522, 622, 722) et s’étendant de façon à couvrir
l’extrémité d’insertion proximale du tube (14, 114, 314", 714).

8. Ensemble de cathéter selon la revendication 1, dans lequel le manchon (20, 120, 320", 720) est formé d’un matériau
de film polymère affaissable imperméable au liquide et perméable à la vapeur entourant le tube ou la tige, dans
une relation d’espacement étroit.

9. Ensemble de cathéter selon la revendication 1, dans lequel le manchon (20, 120, 320", 720) est formé d’un matériau
choisi parmi le polyéthylène, le PVC plastifié, le polypropylène, le polyuréthane, et le copolymère séquencé d’oxyde
de polyéthylène.

10. Ensemble de cathéter selon la revendication 9, dans lequel le matériau de film polymère est le copolymère séquencé
d’oxyde de polyéthylène Medifilm 435 ayant une épaisseur dans une plage comprise entre 10 et 150 microns.
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11. Ensemble de cathéter selon la revendication 1, dans lequel le liquide donnant de la vapeur est de l’eau comprenant
au plus 20 % du volume de la cavité scellée de l’emballage (12, 312).

12. Ensemble de cathéter selon la revendication 11, dans lequel l’eau représente entre 2 et 5 ml et comprend au plus
5 % du volume de la cavité scellée dans l’emballage (12, 312).

13. Ensemble de cathéter selon la revendication 1, dans lequel le liquide est retenu par un élément de rétention de
liquide (330") pour minimiser le risque de débordement, tout en libérant une vapeur destinée à produire l’atmosphère
de vapeur dans l’emballage imperméable au gaz (12, 312"), de telle sorte que la condition « prêt à l’emploi » du
cathéter soit due à l’activation par la vapeur d’au moins une partie du cathéter revêtu hydrophile, de façon à assurer
la fourniture du cathéter revêtu hydrophile à l’utilisateur dans une condition « totalement prêt à l’emploi ».

14. Ensemble de cathéter selon la revendication 13, dans lequel le cathéter revêtu hydrophile, le liquide et l’élément
de rétention de liquide (330") sont contenus dans la cavité scellée de l’emballage imperméable au gaz (12, 312")
et l’élément de rétention de liquide (330") comprend un matériau pour absorber le liquide donnant de la vapeur.

15. Ensemble de cathéter selon la revendication 14, dans lequel le matériau pour absorber le liquide donnant de la
vapeur est un tissu ou une mousse capable d’absorber sensiblement tout le liquide donnant de la vapeur disponible
et de libérer ensuite de la vapeur à partir du liquide donnant de la vapeur pour produire et maintenir une atmosphère
de vapeur totalement saturée dans un état d’équilibre dans la cavité scellée.

16. Ensemble de cathéter selon la revendication 15, dans lequel le cathéter revêtu hydrophile comprend un tube (14,
114, 314", 714) ayant une surface extérieure avec le revêtement hydrophile sur au moins une partie de celle-ci et
le tissu ou la mousse est sensiblement coextensif et en alignement avec le tube (14, 114, 314", 714) dans la cavité
scellée pour libérer de la vapeur à proximité du tube pour une captation par le revêtement hydrophile.

17. Ensemble de cathéter selon la revendication 16, dans lequel le tissu ou la mousse est positionné(e) de manière
non ferme dans la cavité scellée et est dimensionné(e) pour contenir une quantité suffisante du liquide donnant de
la vapeur pour maintenir une atmosphère de vapeur totalement saturée dans la cavité scellée, afin d’assurer une
hydratation continue du cathéter revêtu hydrophile pendant une durée de conservation du produit acceptable.

18. Ensemble de cathéter selon la revendication 16, dans lequel le tissu ou la mousse est fixement positionné(e) dans
la cavité scellée et est dimensionné(e) pour contenir une quantité suffisante du liquide donnant de la vapeur, pour
maintenir une atmosphère de vapeur totalement saturée dans la cavité scellée et assurer une hydratation continue
du cathéter revêtu hydrophile pendant une durée de conservation du produit acceptable.

19. Ensemble de cathéter selon la revendication 16, dans lequel le matériau pour absorber le liquide donnant de la
vapeur présente des interstices pour conserver le liquide donnant de la vapeur et libérer de la vapeur à partir de
celui-ci, et a une surface orientée vers l’intérieur de la cavité scellée qui permet la libération de la vapeur tout en
empêchant en même temps le matériau de coller au cathéter hydrophile.

20. Ensemble de cathéter selon la revendication 19, dans lequel le matériau comprend un tissu soufflé par fusion en
microfibres ayant un débit capillaire élevé pour le liquide donnant la vapeur et la surface est recouverte d’un matériau
choisi parmi un film d’hydrogel élastomère mince, un réseau polymère et un film plastique perforé.

21. Ensemble de cathéter selon la revendication 20, dans lequel le matériau comprend un tissu soufflé par fusion en
microfibres ayant un débit capillaire élevé pour le liquide donnant la vapeur et la surface est traitée de façon à ce
que le tissu soufflé par fusion en microfibres soit humidifiable par liquide avec le liquide donnant de la vapeur.
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