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To all whom it may concern: 
Beit known that I, ANDREW S. GooDRICH, 

of the city, county, and State of New York, 
have invented a new and Improved Clothes 
Line Supporter, of which the following is a 
specification: 

In the accompanying drawing, Figure 1 rep 
resents a side view, and Fig. 2 a front or end 
view, of my improved clothes-line supporter. 

Similar letters of reference indicate corre 
sponding parts. 
The invention relates to an improved clothes 

line supporter or crane of cheap and simple 
construction, by which the clothes may be 
hung upon the pulley-line with great facility 
from the inside of the window, without re 
quiring the bending out of the same, and with 
out exposing the attendant to danger and in 
clement weather. 
The invention consists of a clothes-line sup 

porter consisting of a supporting-plate, which 
is attached to the window-casing outside of 
the lower sash, and provided with a fixed hori 
Zontal arm, carrying an upright standard and 
outer hook. On the inclined collar of the 
standard or post swings a lever-arm that sup 
ports the pulley-line, the arm being, at the 
end swinging on the post, inclined in similar 
mallner as the collar, and secured by set 
screw in in Ward or outward position thereon. 

In the drawing, A represents the support 
ing or base plate of my improved clothes-line 
supporter, which is attached securely by fast 
ening-screws to the window-casing outside of 
the lower sash, so as not to interfere with the 
closing of the same. The base plate A car 
ries a horizontal arm, B, that runs parallel 
with the sash, and supports the upright post 
or standard C, which is either detachable and 
then secured by a fastening-key, a, or fixed, 
in which case the same is preferably cast in 
one piece with the horizontal arm B and base 
plate A. An inwardly-bent hook, b, is se 
cured or otherwise attached to the outer end 
of the arm B. The upright standard or post 
C forms the pivot for the swinging lever-arm 
D, that is seated by its inclined and perfo 
rated end'd on the inclined collar e at the up 
per end of post C. The supporting collar or 

seat e is inclined toward the window, and pro 
duces the full contact of the end of arm D 
With the collar when the same is swung in 
wardly, so as to extend to the inside of the 
window. The lever-arin D is in this position 
fastened by a binding-screw, f, that turns in 
the rounded-off or pivot part of post O. The 
clothes-line is passed through an eye, hook, or 
pulley, g, at the outer end of arm D, and 
brought to the inside of the room by the arm 
into convenient position for hanging up the 
clothes, and moving then the line forward. 
When the entire line is provided with clothes, 
the arm D is swung into outward position in 
to any suitable angle, and again securely fast 
ened in this position by the thumb or set 
screw f, as shown in Fig. 2. The slack of the 
line in the OutWard position of the airin D is 
taken up and the proper tension given to the 
line by passing the same through the hook b 
of arm B. 
The clothes-line-supporting device may be 

made of wood or metal, and the lever-arm 
readily set into position, for nig no obstruc 
tion whatever to the window, and being, on 
account of its simple construction, manufac 
tured at a low price. 
Baving thus described my invention, I 

claim as new and desire to secure by Letters 
Patent 

1. A clothes-line supporter or crane, con 
structed of a base or supporting plate, A fast 
ened to the window-casing outside of the lower 
sash, of a fixed horizontal arin, B, with outer 
hook b, of an upright post or standard, C, and 
of a swinging lever-arin, D, having outer eye, 
hook, or pulley g, constructed and arranged 
substantially as and for the purpose set forth. 

2. The combination of upright post or stand 
aird O, having inclined collar e and binding 
set-screwf, with the inclined end of swinging 
lever-arin D, to secure the lever-arm securely 
in inwardly and outwardly extending posi 
tion, substantially as and for the purpose set 
forth. 

ANDREW S, GOODRICE, 
Witnesses: 

C. SEDGWICK, 
PAUL GOEPEL. 

  


