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(57) ABSTRACT 

Methods and systems for providing brightness control in an 
interferometric modulator (IMOD) display are provided. In 
one embodiment, an interferometric modulator display pixel 
is provided that includes a microelectromechanical systems 
(MEMS) interferometric modulator having an associated first 
color spectrum, and a color absorber located Substantially in 
front of the interferometric modulator display pixel, in which 
the color absorber has an associated second color spectrum. 
The micro electromechanical systems (MEMS) interferomet 
ric modulator is operable to shift the first color spectrum 
relative to the second color spectrum to control a visual 
brightness of the interferometric modulator display pixel 
independent of a color of the interferometric modulator dis 
play pixel. 

1. 700 
  



Patent Application Publication Mar. 15, 2012 Sheet 1 of 14 US 2012/0062572 A1 

12b 

12a N/ NYS 

19 

4b 18 1 18 14a Y16a 18 

04-0WOS-C 

10 WOItS 

F.G. 1 

  

  

    

  

  



Patent Application Publication Mar. 15, 2012 Sheet 2 of 14 US 2012/0062572 A1 

Processor 

Array Driver 

26 2 

Column Driver ROW Driver 
Circuit Circuit 

22 

4 

  

  



Patent Application Publication Mar. 15, 2012 Sheet 3 of 14 US 2012/0062572 A1 

Voltage 

Stability Stability 
Window Window 

Column 
Output 
Signals 

Vbias Vbias 

Stable Stable 
ROW 
Output 
Signals ree 

  

  

  

  



Patent Application Publication 

Column 1 

Column 2 

Column 3 

ROW 1 

ROW 2 

ROW 3 

H 
OXXXX 

XXXX0 SS RSS&S OOO KX XXX OXXXX00 XOX) XOXXX) S& SSS XXXXXX XXXXX 

ROW 1 ROW 2 
Line Time Line Time 

Mar. 15, 2012 Sheet 4 of 14 US 2012/0062572 A1 

ROW 3 
Line Time 

  

  

  

  

  

  

  

  



Patent Application Publication Mar. 15, 2012 Sheet 5 of 14 US 2012/0062572 A1 

  



Patent Application Publication Mar. 15, 2012 Sheet 6 of 14 US 2012/0062572 A1 

  



Patent Application Publication Mar. 15, 2012 Sheet 7 of 14 US 2012/0062572 A1 

observer side of display 

transparent conductor 

s air gap 

moveable membrane 
X O 

spring (F=k'x) 

Brightness of iMoD pixel with green LED illumination as air gap is 
Varied 

1 

0. 7 7 

9 0.6 
: 0.5 
is 0.4 
g 
5 0.3 

0.2 

0.1 

O 
460 480 

air gap (nm) 

FIG. 8 

  

  



Patent Application Publication 

706 

710 

712 

708 

806 804 

520 

WAVELENGTH (nm) 

FIG. 10A 

808 

FIG. 10C 
816 

Mar. 15, 2012 Sheet 8 of 14 

700 WAVELENGTH (nm) 

1. 800B 

520 

1. 700 

FIG. 9 
804 810 

: 1. 802A 

520 

WAVELENGTH (nm) 

F.G. 10B 

WAVELENGTH (nm) 

814 
1. 804A 

WAVELENGTH (nm) 

1. 804B 

WAVELENGTH (nm) 

US 2012/0062572 A1 

  

  

  

  

  



Patent Application Publication Mar. 15, 2012 Sheet 9 of 14 US 2012/0062572 A1 

1. 900 

902 
PROVIDE SUBSTRATE 

904 
DEPOSIT COLOR ABSORBER 

906 
FORM CONDUCTIVE LAYER 

908 
DEPOSIT OXDE LAYER 

910 
DEPOSIT SACRIFICIALLAYER 

912 
ETCH SACRIFICIALLAYER 

914 
FORM POSTS 

916 
FORM MECHANICAL LAYER 

918 
RELEASE SACRIFICIAL LAYER 

FIG. 11 

  



Patent Application Publication Mar. 15, 2012 Sheet 10 of 14 US 2012/0062572 A1 

FIG. 12A 

1004 

FIG. 12B 

1006 

1002 

F.G. 12C 

1004 



Patent Application Publication Mar. 15, 2012 Sheet 11 of 14 US 2012/0062572 A1 

1008 

100 

1004 

0 2 

FIG. 12D 

1010-S 1008 - 

co-PR 
1002 

FIG. 12E 

N N N 
1004 — — 

FIG. 12F 



Patent Application Publication Mar. 15, 2012 Sheet 12 of 14 US 2012/0062572 A1 

1010 
1008 

E , EAE 
1012 

1004 

F.G. 12G 

to 
/ 1002 

1012 

1014 
1010 
1008 

1004 

FIG. 12H 

1014 

1008 

1004 

F.G. 12 

  

  

    

  

  



Patent Application Publication 

1202 

1014 
1016 
1008 

1006 

1002 

1004 

Mar. 15, 2012 Sheet 13 of 14 

CD /{ MIRROR 1204 
F.G. 13 

US 2012/0062572 A1 

1. 1200 

  



Patent Application Publication Mar. 15, 2012 Sheet 14 of 14 US 2012/0062572 A1 

43 
41 

- S-45 

-- IFIG 54A 48 
46 

40-N. 

NetWOrk 
Interface 

48 

D Conditioning • Processors Input 
D. Hardware - Device 

Buffer Controller Supply 
28 22 5C 

E. Driver - 

Array 

FIG 51413 

30 

  



US 2012/0062572 A1 

METHOD AND APPARATUS FOR 
PROVIDING BRIGHTNESS CONTROL IN AN 
INTERFEROMETRIC MODULATOR (IMOD) 

DISPLAY 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of U.S. patent 
application Ser. No. 12/849,750, filed Aug. 3, 2010, entitled 
METHOD AND APPARATUS FOR PROVIDING 
BRIGHTNESS CONTROL IN AN INTERFEROMETRIC 
MODULATOR (IMOD) DISPLAY,” which is a continuation 
of U.S. patent application Ser. No. 1 1/408,753, filed Apr. 21, 
2006, now U.S. Pat. No. 8,004,743, entitled “METHOD AND 
APPARATUS FOR PROVIDING BRIGHTNESS CON 
TROL IN AN INTERFEROMETRIC MODULATOR 
(IMOD) DISPLAY.” and assigned to the assignee hereof. The 
entire disclosures of the prior applications are considered part 
of and are incorporated by reference in, this disclosure. 

TECHNICAL FIELD 

0002 The present invention relates generally to display 
devices, and more particularly to brightness control in inter 
ferometric modulator display devices. 

BACKGROUND 

0003 Microelectromechanical systems (MEMS) include 
micromechanical elements, actuators, and electronics. 
Micromechanical elements may be created using deposition, 
etching, and/or other micromachining processes that etch 
away parts of Substrates and/or deposited material layers or 
that add layers to form electrical and electromechanical 
devices. One type of MEMS device is called an interferomet 
ric modulator. As used herein, the term interferometric modu 
lator or interferometric light modulator refers to a device that 
selectively absorbs and/or reflects light using the principles of 
optical interference. In certain embodiments, an interfero 
metric modulator may comprise a pair of conductive plates, 
one or both of which may be transparent and/or reflective in 
whole or part and capable of relative motion upon application 
of an appropriate electrical signal. In a particular embodi 
ment, one plate may comprise a stationary layer deposited on 
a Substrate and the other plate may comprise a metallic mem 
brane separated from the stationary layer by a transparent 
medium (e.g., an air gap). As described herein in more detail, 
the position of one plate in relation to the other plate can 
change the optical interference of light incident on the inter 
ferometric modulator. Such devices have a wide range of 
applications, and it would be beneficial in the art to utilize 
and/or modify the characteristics of these types of devices so 
that their features can be exploited in improving existing 
products and creating new products that have not yet been 
developed. 
0004 An interferometric modulator display device gener 
ally comprises multiple pixels, in which each pixel is oper 
able to provide a range of visual colors, for example, by 
changing the position of a corresponding plate (e.g., the 
metallic membrane) in relation to another plate (e.g., the 
stationary layer) to shift a color perceived by a user. Conven 
tional interferometric modulator display devices, however, 
typically do not have a brightness control (for each pixel) that 
is independent of pixel color-i.e., in conventional interfero 
metric modulator display devices the brightness of a pixel is 
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usually controlled by shifting a color of the pixel to an unper 
ceivable color. Consequently, brightness control in conven 
tional interferometric modulator displays is generally lim 
ited. 
0005 Accordingly, what is needed is an improved tech 
nique for providing brightness control in an interferometric 
modulator display. The present invention addresses such a 
need. 

SUMMARY 

0006. In general, in one aspect, this specification describes 
an interferometric modulator display pixel that includes a 
microelectromechanical systems (MEMS) interferometric 
modulator having an associated first color spectrum, and a 
color absorber located substantially in front of the interfero 
metric modulator display pixel, in which the color absorber 
has an associated second color spectrum. The microelectro 
mechanical systems (MEMS) interferometric modulator is 
operable to shift the first color spectrum relative to the second 
color spectrum to control a visual brightness of the interfero 
metric modulator display pixel independent of a color of the 
interferometric modulator display pixel. 
0007 Implementations may provide one or more of the 
following advantages. An interferometric modulator display 
is provided that implements brightness control (for each 
pixel) that is independent of a color associated with a pixel. 
Accordingly, an interferometric modulator display can pro 
vide a greater visual display of color gradations and shade in 
comparison to conventional interferometric modulator dis 
plays. In addition, the range of colors of Such a display 
changes less with changes in spectrum of the ambient illumi 
nation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008 FIG. 1 is an isometric view depicting a portion of 
one embodiment of an interferometric modulator display in 
which a movable reflective layer of a first interferometric 
modulator is in a relaxed position and a movable reflective 
layer of a second interferometric modulator is in an actuated 
position. 
0009 FIG. 2 is a system block diagram illustrating one 
embodiment of an electronic device incorporating a 3x3inter 
ferometric modulator display. 
0010 FIG. 3 is a diagram of movable mirror position 
Versus applied Voltage for one exemplary embodiment of an 
interferometric modulator of FIG. 1. 
0011 FIG. 4 is an illustration of a set of row and column 
Voltages that may be used to drive an interferometric modu 
lator display. 
0012 FIGS. 5A-5B illustrate one exemplary timing dia 
gram for row and column signals that may be used to write a 
frame of display data to the 3x3 interferometric modulator 
display of FIG. 2. 
0013 FIG. 6A is a cross section of an interferometric 
modulator of FIG. 1. FIGS. 6B-E are alternative embodi 
ments of an interferometric modulator. 
0014 FIG. 7 illustrates a graph of an equilibrium equation 
for an interferometric modulator. 
0015 FIG. 8 illustrates the simulated brightness of an 
interferometric modulator using a green LED as the illumi 
nation Source as a function of the air gap size. 
0016 FIG.9 is a cross section of an interferometric modu 
lator according to one embodiment of the invention. 
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0017 FIGS. 10A-10C illustrate color spectra associated 
with an interferometric modulator of FIG. 7. 
0018 FIG. 11 illustrates a flow diagram illustrating a pro 
cess for manufacturing an interferometric modulator display 
according to one embodiment. 
0019 FIGS. 12A-12I illustrate the process of manufactur 
ing an interferometric modulator display according to the 
process of FIG. 11. 
0020 FIG. 13 illustrates a cross section of an interfero 
metric modulator according to one embodiment of the inven 
tion. 
0021 FIGS. 14A-14B are system block diagrams illustrat 
ing an embodiment of a visual display device comprising a 
plurality of interferometric modulators. 
0022. Like reference symbols in the various drawings 
indicate like elements. 

DETAILED DESCRIPTION 

0023 The following detailed description is directed to 
certain specific embodiments of the invention. However, the 
invention can be embodied in a multitude of different ways. In 
this description, reference is made to the drawings wherein 
like parts are designated with like numerals throughout. As 
will be apparent from the following description, the embodi 
ments may be implemented in any device that is configured to 
display an image, whether in motion (e.g., video) or station 
ary (e.g., still image), and whether textual or pictorial. More 
particularly, it is contemplated that the embodiments may be 
implemented in or associated with a variety of electronic 
devices such as, but not limited to, mobile telephones, wire 
less devices, personal data assistants (PDAs), hand-held or 
portable computers, GPS receivers/navigators, cameras, MP3 
players, camcorders, game consoles, wrist watches, clocks, 
calculators, television monitors, flat panel displays, computer 
monitors, auto displays (e.g., odometer display, etc.), cockpit 
controls and/or displays, display of camera views (e.g., dis 
play of a rear view camera in a vehicle), electronic photo 
graphs, electronic billboards or signs, projectors, architec 
tural structures, packaging, and aesthetic structures (e.g., 
display of images on a piece of jewelry). MEMS devices of 
similar structure to those described herein can also be used in 
non-display applications such as in electronic Switching 
devices. 
0024. As discussed above, conventional interferometric 
modulator display devices typically do not have a brightness 
control (for each pixel) that is independent of pixel color. That 
is, in conventional interferometric modulator display devices 
the brightness of a pixel is usually controlled by shifting a 
color of the pixel to an unperceivable color. Thus, brightness 
control within conventional interferometric modulator dis 
play devices is generally limited. Accordingly, this specifica 
tion describes an improved technique for providing bright 
ness control in an interferometric modulator display. In one 
embodiment, an interferometric modulator display pixel is 
provided that includes a microelectromechanical systems 
(MEMS) interferometric modulator having an associated first 
color spectrum. The microelectromechanical systems 
(MEMS) interferometric modulator is operable to shift the 
first color spectrum relative to a second color spectrum to 
control a visual brightness of the interferometric modulator 
display pixel independent of a color of the interferometric 
modulator display pixel. 
0025 Firstly, a description of an interferometric modula 
tor display embodiment will be described which has been 
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conceived and reduced to practice by QUALCOMM Inc. This 
display operates effectively for its stated purpose. However, it 
is always desirable to improve on the performance thereof. To 
describe this modulator and its operation refer now to the 
following description in conjunction with the accompanying 
figures. 
0026. One interferometric modulator display embodiment 
comprising an interferometric MEMS display element is 
illustrated in FIG.1. In these devices, the pixels are in either 
a bright or dark state. In the bright (“on” or “open’) state, the 
display element reflects a large portion of incident visible 
light to a user. When in the dark (“off” or “closed) state, the 
display element reflects little incident visible light to the user. 
Depending on the embodiment, the light reflectance proper 
ties of the “on” and “off” states may be reversed. MEMS 
pixels can be configured to reflect predominantly at selected 
colors, allowing for a color display in addition to black and 
white. 
0027 FIG. 1 is an isometric view depicting two adjacent 
pixels in a series of pixels of a visual display, wherein each 
pixel comprises a MEMS interferometric modulator. In some 
embodiments, an interferometric modulator display com 
prises a row/column array of these interferometric modula 
tors. Each interferometric modulator includes a pair of reflec 
tive layers positioned at a variable and controllable distance 
from each other to form a resonant optical gap with at least 
one variable dimension. In one embodiment, one of the 
reflective layers may be moved between two positions. In the 
first position, referred to herein as the relaxed position, the 
movable reflective layer is positioned at a relatively large 
distance from a fixed partially reflective layer. In the second 
position, referred to herein as the actuated position, the mov 
able reflective layer is positioned more closely adjacent to the 
fixed partially reflective layer. Incident light that reflects from 
the two layers interferes constructively or destructively 
depending on the position of the movable reflective layer, 
producing either an overall reflective or non-reflective state 
for each pixel. 
0028. The depicted portion of the pixel array in FIG. 1 
includes two adjacent interferometric modulators 12a and 
12b. In the interferometric modulator 12a on the left, a mov 
able reflective layer 14a is illustrated in a relaxed position at 
a predetermined distance from an optical stack 16a, which 
includes a partially reflective layer. In the interferometric 
modulator 12b on the right, the movable reflective layer 14b 
is illustrated in an actuated position adjacent to the optical 
stack 16b. 
(0029. The optical stacks 16a and 16b (collectively referred 
to as optical Stack 16), as referenced herein, typically com 
prise of several fused layers, which can include an electrode 
layer, such as indium tin oxide (ITO), a partially reflective 
layer, Such as chromium, and a transparent dielectric. The 
optical stack 16 is thus electrically conductive, partially trans 
parent and partially reflective, and may be fabricated, for 
example, by depositing one or more of the above layers onto 
a transparent substrate 20. The partially reflective layer can be 
formed from a variety of materials that are partially reflective 
Such as various metals, semiconductors, and dielectrics. The 
partially reflective layer can be formed of one or more layers 
of materials, and each of the layers can be formed of a single 
material or a combination of materials. 

0030. In some embodiments, the layers of the optical stack 
16 are patterned into parallel strips, and may form row elec 
trodes in a display device as described further below. The 
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movable reflective layers 14a. 14b may be formed as a series 
of parallel strips of a deposited metal layer or layers (orthogo 
nal to the row electrodes of 16a, 16b) deposited on top of 
posts 18 and an intervening sacrificial material deposited 
between the posts 18. When the sacrificial material is etched 
away, the movable reflective layers 14a. 14b are separated 
from the optical stacks 16a, 16b by a defined gap 19. A highly 
conductive and reflective material Such as aluminum may be 
used for the reflective layers 14, and these strips may form 
column electrodes in a display device. 
0031. With no applied voltage, the gap 19 remains 
between the movable reflective layer 14a and optical stack 
16a, with the movable reflective layer 14a in a mechanically 
relaxed state, as illustrated by the pixel 12a in FIG. 1. How 
ever, when a potential difference is applied to a selected row 
and column, the capacitor formed at the intersection of the 
row and column electrodes at the corresponding pixel 
becomes charged, and electrostatic forces pull the electrodes 
together. If the voltage is high enough, the movable reflective 
layer 14 is deformed and is forced against the optical stack 16. 
A dielectric layer (not shown) within the optical stack 16 may 
prevent shorting and control the separation distance between 
layers 14 and 16, as illustrated by pixel 12b on the right in 
FIG.1. The behavior is the same regardless of the polarity of 
the applied potential difference. In this way, row/column 
actuation that can control the reflective vs. non-reflective 
pixel states is analogous in many ways to that used in con 
ventional LCD and other display technologies. 
0032 FIGS. 2 through 5 illustrate one exemplary process 
and system for using an array of interferometric modulators 
in accordance with the embodiment of FIG. 1 in a display 
application. 
0033 FIG. 2 is a system block diagram illustrating one 
embodiment of an electronic device that may incorporate 
aspects of the invention. In the exemplary embodiment, the 
electronic device includes a processor 21 which may be any 
general purpose single-chip or multi-chip microprocessor 
such as an ARM (Advanced RISC Machine), Pentium(R), Pen 
tium IIR, Pentium III(R), Pentium IV(R), Pentium(R) Pro, an 
8051, a MIPS(R), a Power PCR, an ALPHAR), or any special 
purpose microprocessor Such as a digital signal processor, 
microcontroller, or a programmable gate array. As is conven 
tional in the art, the processor 21 may be configured to 
execute one or more software modules. In addition to execut 
ing an operating system, the processor may be configured to 
execute one or more software applications, including a web 
browser, a telephone application, an email program, or any 
other software application. 
0034. In one embodiment, the processor 21 is also config 
ured to communicate with an array driver 22. In one embodi 
ment, the array driver 22 includes a row driver circuit 24 and 
a column driver circuit 26 that provide signals to a display 
array or panel 30. The cross section of the array illustrated in 
FIG. 1 is shown by the lines 1-1 in FIG. 2. For MEMS 
interferometric modulators, the row/column actuation proto 
col may take advantage of a hysteresis property of these 
devices illustrated in FIG.3. It may require, for example, a 10 
volt potential difference to cause a movable layer to deform 
from the relaxed state to the actuated state. However, when 
the voltage is reduced from that value, the movable layer 
maintains its state as the voltage drops back below 10 volts. In 
the exemplary embodiment of FIG. 3, the movable layer does 
not relax completely until the voltage drops below 2 volts. 
There is thus a range of voltage, about 3 to 7V in the example 
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illustrated in FIG. 3, where there exists a window of applied 
voltage within which the device is stable in either the relaxed 
or actuated state. This is referred to herein as the “hysteresis 
window' or “stability window.” 
0035. For a display array having the hysteresis character 
istics of FIG. 3, the row/column actuation protocol can be 
designed Such that during row strobing, pixels in the strobed 
row that are to be actuated are exposed to a voltage difference 
of about 10 volts, and pixels that are to be relaxed are exposed 
to a voltage difference of close to zero volts. After the strobe, 
the pixels are exposed to a steady state Voltage difference of 
about 5 volts such that they remain in whatever state the row 
strobe put them in. After being written, each pixel sees a 
potential difference within the “stability window' of 3-7 volts 
in this example. This feature makes the pixel design illus 
trated in FIG. 1 stable under the same applied voltage condi 
tions in either an actuated or relaxed pre-existing state. Since 
each pixel of the interferometric modulator, whether in the 
actuated or relaxed State, is essentially a capacitor formed by 
the fixed and moving reflective layers, this stable state can be 
held at a voltage within the hysteresis window with almost no 
power dissipation. Essentially no current flows into the pixel 
if the applied potential is fixed. 
0036. In typical applications, a display frame may be cre 
ated by asserting the set of column electrodes in accordance 
with the desired set of actuated pixels in the first row. A row 
pulse is then applied to the row 1 electrode, actuating the 
pixels corresponding to the asserted column lines. The 
asserted set of column electrodes is then changed to corre 
spond to the desired set of actuated pixels in the second row. 
A pulse is then applied to the row 2 electrode, actuating the 
appropriate pixels in row 2 in accordance with the asserted 
column electrodes. The row 1 pixels are unaffected by the row 
2 pulse, and remain in the state they were set to during the row 
1 pulse. This may be repeated for the entire series of rows in 
a sequential fashion to produce the frame. Generally, the 
frames are refreshed and/or updated with new display data by 
continually repeating this process at Some desired number of 
frames per second. A wide variety of protocols for driving row 
and column electrodes of pixel arrays to produce display 
frames are also well known and may be used in conjunction 
with the present invention. 
0037 FIGS. 4 and 5A-5B illustrate one possible actuation 
protocol for creating a display frame on the 3x3 array of FIG. 
2. FIG. 4 illustrates a possible set of column and row voltage 
levels that may be used for pixels exhibiting the hysteresis 
curves of FIG. 3. In the embodiment shown in FIG. 4, actu 
ating a pixel involves setting the appropriate column to 
-V, and the appropriate row to +AV, which may corre 
spond to -5 volts and +5 Volts, respectively. Relaxing the 
pixel is accomplished by setting the appropriate column to 
+V, and the appropriate row to the same +AV, producing a 
Zero volt potential difference across the pixel. In those rows 
where the row voltage is held at Zero volts, the pixels are 
stable in whatever State they were originally in, regardless of 
whether the column is at +V, or -V. AS is also illus 
trated in FIG. 4, it will be appreciated that voltages of oppo 
site polarity than those described above can be used, e.g., 
actuatingapixel can involve setting the appropriate column to 
+V, and the appropriate row to the same -AV. In this 
embodiment, releasing the pixel is accomplished by setting 
the appropriate column to -V., and the appropriate row to 
the same -AV, producing a Zero Volt potential difference 
across the pixel. 
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0038 FIG. 5B is a timing diagram showing a series of row 
and column signals applied to the 3x3 array of FIG. 2 which 
will result in the display arrangement illustrated in FIG.5A, 
where actuated pixels are non-reflective. Prior to writing the 
frame illustrated in FIG.5A, the pixels can be in any state, and 
in this example, all the rows are at 0 volts, and all the columns 
are at +5 Volts. With these applied voltages, all pixels are 
stable in their existing actuated or relaxed states. 
0039. In the frame shown in FIG. 5A, pixels (1,1), (1,2), 
(2.2), (3.2) and (3.3) are actuated. To accomplish this, during 
a "line time’ for row 1, columns 1 and 2 are setto -5 volts, and 
column 3 is set to +5 Volts. This does not change the state of 
any pixels, because all the pixels remain in the 3-7 volt sta 
bility window. Row 1 is then strobed with a pulse that goes 
from 0, up to 5 volts, and back to zero. This actuates the (1,1) 
and (1.2) pixels and relaxes the (1.3) pixel. No other pixels in 
the array are affected. To set row 2 as desired, column 2 is set 
to -5 volts, and columns 1 and 3 are set to +5 Volts. The same 
strobe applied to row 2 will then actuate pixel (2.2) and relax 
pixels (2,1) and (2.3). Again, no other pixels of the array are 
affected. Row 3 is similarly set by setting columns 2 and 3 to 
-5 volts, and column 1 to +5 Volts. The row 3 strobe sets the 
row 3 pixels as shown in FIG.5A. After writing the frame, the 
row potentials are Zero, and the column potentials can remain 
at either +5 or -5 volts, and the display is then stable in the 
arrangement of FIG. 5A. It will be appreciated that the same 
procedure can be employed for arrays of dozens or hundreds 
of rows and columns. It will also be appreciated that the 
timing, sequence, and levels of Voltages used to perform row 
and column actuation can be varied widely within the general 
principles outlined above, and the above example is exem 
plary only, and any actuation Voltage method can be used with 
the systems and methods described herein. 
0040 FIG. 6A is a cross section of the embodiment of FIG. 
1, where a strip of metal material 14 is deposited on orthogo 
nally extending supports 18. In FIG. 6B, the moveable reflec 
tive layer 14 is attached to Supports at the corners only, on 
tethers 32. In FIG. 6C, the moveable reflective layer 14 is 
suspended from a deformable layer 34, which may comprise 
a flexible metal. The deformable layer 34 connects, directly or 
indirectly, to the substrate 20 around the perimeter of the 
deformable layer34. These connections are referred to herein 
as support posts. The embodiment illustrated in FIG. 6D has 
support post plugs 42 upon which the deformable layer 34 
rests. The movable reflective layer 14 remains suspended over 
the gap, as in FIGS. 6A-6C, but the deformable layer 34 does 
not form the support posts by filling holes between the 
deformable layer 34 and the optical stack 16. Rather, the 
Support posts are formed of a planarization material, which is 
used to form Support post plugs 42. The embodiment illus 
trated in FIG. 6E is based on the embodiment shown in FIG. 
6D, but may also be adapted to work with any of the embodi 
ments illustrated in FIGS. 6A-6C as well as additional 
embodiments not shown. In the embodiment shown in FIG. 
6E, an extra layer of metal or other conductive material has 
been used to form a bus structure 44. This allows signal 
routing along the back of the interferometric modulators, 
eliminating a number of electrodes that may otherwise have 
had to be formed on the substrate 20. 

0041. In the above-identified modulators of FIG. 1, there 
are two states for operation of the device: relaxed and acti 
vated. When the device is actuated Snap-in has occurred, that 
is, the moveable membrane has moved into engagement 
based upon the “hysteresis window’. In one embodiment, a 
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modulator in accordance with the present invention avoids 
this instability to provide stable control of the brightness 
using the applied Voltage. To describe this feature in more 
detail, refer now to the following description in conjunction 
with the accompanying figures. 
0042. At equilibrium, the electrostatic and mechanical 
spring forces will be equal: 

Fmechanical F Felectrostatic 

co. A. V’ 
k . x = 2 

Wadielectric 
2. - Xi. - X 

&dielectric 

where A is the area of the pixel, and e is the permittivity of 
space, e is the relative dielectric constant of the dielec 
tric material, k is the spring constant, V is the applied Voltage, 
and X is the maximum thickness of the air gap. 
0043. A graph of this equilibrium equation is shown in 
FIG. 7. As is seen in this figure, there are two places where the 
slope of X becomes infinite. Finding the Snap-in instability 
point using V as the independent variable is mathematically 
difficult. It is easier to consider V as a dependent function of 
X, then setting the derivative of dV/dx equal to Zero: 

Wadielectri 2 
(W d 2.k ( aafic +xair 

O = 8dielectric 
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0044. After differentiation and a little simplification, this 
becomes: 

Wdielectric 
Wair 

X siders 

0045. Accordingly, it has been found that approximately 
for /3 of the total distance between the two electrodes, the 
members can be controlled. The important point is that the 
control Voltage may extend from 0 either positive or negative 
for Small excursions, as long as the point of instability is not 
exceeded. If the voltage exceeds the instability voltage, then 
the moveable membrane will snap downto the dielectric, and 
there will no longer be a one-to-one correspondence between 
applied Voltage and the membrane position (at least until the 
Voltage is brought close to Zero again). 
0046 FIG. 8 illustrates the simulated brightness of an 
interferometric modulator using a green LED as the illumi 
nation source as a function of the air gap size in accordance 
with one embodiment of the invention. 
0047 Assuming the spring for this interferometric modu 
lator is arranged so its force is Zero at a gap of 540 nm, the 
point of instability is at 540 nm (1/3)=360 nm. Since the 
maximum brightness is at 440 nm, this interferometric modu 
lator may be controlled in an analog fashion from minimum 
brightness (at 540 nm) to maximum brightness (at 440 nm) 
without concern for the Snap-in instability point. 
0048 FIG. 9 illustrates a cross-section of an interferomet 
ric modulator 700 in accordance with one embodiment of the 
present invention. The interferometric modulator 700 
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includes a substrate 702, an optical stack 704, a mechanical 
layer 706, and support posts 708 to support the mechanical 
layer 706. In one embodiment, the substrate 702 is substan 
tially transparent and/or translucent. For example, the Sub 
strate 702 can be glass, silica, and/or alumina. In one embodi 
ment, the optical stack 704 comprises several fused layers, 
including an electrode layer (e.g., indium tin oxide (ITO)), a 
partially reflective layer (e.g., chromium), and a transparent 
dielectric. The partially reflective layer can be formed from a 
variety of materials that are partially reflective such as various 
metals, semiconductors, and dielectrics. The partially reflec 
tive layer can be formed of one or more layers of materials, 
and each of the layers can be formed of a single material or a 
combination of materials. In one embodiment, the interfero 
metric modulator 700 further includes an oxide layer 710 to 
electrically isolate the mechanical layer 706 from the optical 
stack 704 when the mechanical layer 706 is activated. 
0049. The interferometric modulator 700 also includes a 
color absorber 712, for example, to provide for brightness 
control. In general, the color absorber 712 substantially 
absorbs light except light at a peak color, or absorbs light 
except light within a pre-determined range of wavelengths. 
For example, referring to FIG. 10A, the color absorber 712 
can have an associated color spectrum 804 with a peak color 
of green (e.g., a color at a wavelength Substantially near 520 
nm) as shown in graph 800A. Also, the interferometric modu 
lator 700, at some position has an associated (reflectance) 
color spectrum that reflects light at a given peak wavelength. 
0050 For example, as shown in graph 800A, the interfero 
metric modulator 700 in a relaxed position (ignoring the 
effect of the absorber 712), has a peak reflectance color of red 
(e.g., a color at a wavelength Substantially near 700 nm). An 
associated color spectrum 806 centered at approximately 700 
nm is illustrated. A visual brightness of color associated with 
the interferometric modulator 700 is a result of the combina 
tion of the color spectrum 804 (associated with the color 
absorber 712) and the color spectrum 806 (from the interfero 
metric modulator 700 in a relaxed position and ignoring the 
effect of the absorber upon the interferometric modulator) as 
shown in graph 800B of FIG. 10A. In one embodiment, the 
final color, represented by color spectrum 808, is the product 
of the inteferometric modulator reflectance spectrum and the 
square of the absorbertransmittance spectrum, since the light 
has to pass through the absorber twice. As the mechanical 
layer 706 moves closer to the optical stack 704 (through the 
gap 714), the light reflectance properties of the interferomet 
ric modulator changes, and accordingly, the (reflectance) 
color spectrum associated with the interferometric modulator 
700 shifts. 

0051 Referring to the example graphs of 802A and 804A 
of FIGS. 10B and 10C, respectively, as the mechanical layer 
706 moves closer to the optical stack 704, the color spectrum 
associated with the interferometric modulator 700 (ignoring 
for the purposes of this example the effect of the absorber 
712) increasingly overlaps with the color spectrum 804 asso 
ciated with the color absorber 712. The visual brightness of 
color associated with the interferometric modulator increases 
with greater overlap between the color spectrum associated 
with the interferometric modulator 700 and the color spec 
trum associated with the color absorber 712 (as shown by 
graphs 800B, 802B and 804B). In graph 802A, the mechani 
cal layer 706 has moved closer to the dielectric layer 710 and 
narrowed the gap 714, resulting in a reflected color spectrum 
810. The product of the color spectrum 810 with the square of 
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color spectrum 804 results in a color spectrum 812 in graph 
802B. Color spectrum 812 covers a greater area than color 
spectrum 808 and is therefore brighter. Similarly, in graph 
804A, the mechanical layer 706 has moved even closer to the 
dielectric layer 710, resulting in a reflected color spectrum 
814. The product of the color spectrum 814 with the square of 
the color spectrum 804 results in a color spectrum 816 in 
graph 804B. The color spectrum 816 covers a greater area 
than the color spectrum 812 and is therefore brighter. In like 
manner, the visual brightness of color associated with the 
interferometric modulator decreases with less overlap 
between the color spectrum associated with the interferomet 
ric modulator 700 and the color spectrum associated with the 
color absorber 712. Thus, unlike conventional interferometric 
modulators, a visual brightness of the interferometric modu 
lator can be controlled without having to shift a color of the 
interferometric modulator to an unperceivable color. In one 
embodiment, interferometric modulator 700 can be activated 
as described above in connection with FIG. 3. Alternatively, 
the interferometric modulator 700 can be fully controlled in 
an analog manner as described in co-pending U.S. patent 
application entitled “Analog Interferometric Modulator 
Device', application Ser. No. 1 1/144,546, which is incorpo 
rated herein by reference in its entirety. 
0.052 Continuously variable control can be provided in a 
variety of ways. For example, referring again to FIG. 9, one 
way is to size the gap 714 Such that a desired color spectrum 
results from movement of the mechanical layer 706 through 
less than the /3 snap-through point to the oxide layer 710. 
Another example is to use a Switch to pinch off the Voltage 
before the interferometric modulator has gone to its new state, 
the amount of Voltage, or charge, being enough to close the 
gap 714 a desired amount, also without exceeding the Snap 
through point to the oxide layer 710. Another example is to 
put the reference electrode behind the moveable membrane 
(instead of using a transparent conductor like ITO). This 
allows a broader range of gaps before the Snap-through at /3 
of the gap. 
0053 FIG. 11 illustrates a process 900 of fabricating an 
interferometric modulator (e.g., interferometric modulator 
700) in accordance with one embodiment. Referring to FIG. 
11, the process 900 begins with providing a substrate (step 
902). Referring to the example of FIG. 12A, a substrate 1002 
is provided. In one embodiment, the substrate 1002 is sub 
stantially transparent and/or translucent. In one embodiment, 
the substrate 1002 comprises glass. A color absorber is depos 
ited (step 904). As shown in FIG. 12B, a color absorber 1004 
is deposited over the substrate 1002. The color absorber 1002 
can be a thin film that substantially absorbs light for a pre 
determined range of wavelengths. A conductive layer is 
formed (step 906). As shown in FIG. 12C, a conductive layer 
1006 is formed over the color absorber 1004. In one embodi 
ment the conductive layer 1006 comprises one or more layers 
and/or films. For example, in one embodiment the conductive 
layer 1006 comprises a conductive layer (e.g., indium tin 
oxide (ITO)) and a partially reflective layer (e.g., chromium). 
An oxide layer is deposited (step 908). As shown in FIG.12D, 
an oxide layer 1008 is deposited over the conductive layer 
1006. In one embodiment, the oxide layer 1008 comprises a 
silicon oxide compound (SiO,). A sacrificial layer is depos 
ited (step 910). Referring to FIG. 12E, a sacrificial layer 1010 
is deposited over the oxide layer 1008. In one embodiment, 
the sacrificial layer 1010 comprises molybdenum. In one 
embodiment, the height of the sacrificial layer 1010 deter 
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mines the amount of spacing between the conductive layer 
1006 (or conductive plate) and a second conductive plate 
(e.g., a mechanical layer discussed below). 
0054. After deposition of the sacrificial layer, the process 
of forming the Support posts for the mechanical layer begins. 
Accordingly, the sacrificial layer is etched (step 912). Refer 
ring to the example of FIG. 12F, the sacrificial layer 1010 is 
etched at locations where Support posts are desired. In addi 
tion, one or more layers below the sacrificial layer 1010 can 
be etched as well. A plurality of posts is formed (step 914). As 
shown by FIG. 12G, posts 1012 are formed within the etched 
portions of the layers of the interferometric modulator. In one 
embodiment, the posts 1012 are formed using a planarization 
technique followed by photolithography to remove unwanted 
portions of the material that comprise the posts 1012. The 
posts 1012 can comprise a polymer. A mechanical layer is 
formed (step 916). Referring to the example of FIG. 12H, a 
mechanical layer 1014 is formed over the sacrificial layer 
1010 and the posts 1012. In one embodiment, the mechanical 
layer 1014 comprises a movable reflective layer as discussed 
above. In one embodiment, the mechanical layer 1014 com 
prises aluminum/nickel. The sacrificial layer is released (step 
918). Referring to FIG. 12I, the sacrificial layer 1010 is 
released to form an air gap 1016 between the mechanical 
layer 1014 and the oxide layer 1008. The sacrificial layer 
1010 can be released through one or more etch holes formed 
through the mechanical layer 1014. 
0.055 FIG. 13 illustrates a cross-section of an interfero 
metric modulator 1200 in accordance with one embodiment 
of the invention. In the embodiment shown in FIG. 13, the 
color absorber 1004 is deposited on a surface of the substrate 
1002 opposite from conductive layer 1006. The interferomet 
ric modulator 1200 further includes one or more (colored) 
light sources 1202 and one or more mirrors 1204 (e.g., half 
silvered mirrors) to provide a color spectrum for brightness 
control. The techniques for brightness control are similar to 
techniques discussed above. The light sources 1202 can be a 
narrow spectrum light source (e.g., a laser or LED) or a broad 
spectrum light (e.g., a white lamp such as a high pressure 
mercury lamp or a carbon arc lamp). The color absorber 1004 
can be a separate device Such as a color wheel. In an embodi 
ment in which multiple light Sources are implemented, one 
light source can be used to illuminate only /3 of the pixels of 
an interferometric modulator display, and the other light 
Sources could be used to illuminate the remaining pixels of 
the interferometric modulator display. Alternatively, one light 
source could be used to illuminate all of the pixels of an 
interferometric modulator display at one time, and then dur 
ing another period of time, a second light source could be 
used to illuminate all of the pixels of an interferometric modu 
lator display at one time, e.g., in accordance with conven 
tional field sequential color techniques. The embodiment 
illustrated in FIG. 13 may be used, for example, in a projec 
tion display system. 
0056 FIGS. 14A and 14B are system block diagrams 
illustrating an embodiment of a display device 40. The dis 
play device 40 can be, for example, a cellular or mobile 
telephone. However, the same components of display device 
40 or slight variations thereof are also illustrative of various 
types of display devices such as televisions and portable 
media players. 
0057 The display device 40 includes a housing 41, a dis 
play 30, an antenna 43, a speaker 45, an input device 48, and 
a microphone 46. The housing 41 is generally formed from 
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any of a variety of manufacturing processes as are well known 
to those of skill in the art, including injection molding, and 
vacuum forming. In addition, the housing 41 may be made 
from any of a variety of materials, including but not limited to 
plastic, metal, glass, rubber, and ceramic, or a combination 
thereof. In one embodiment the housing 41 includes remov 
able portions (not shown) that may be interchanged with other 
removable portions of different color, or containing different 
logos, pictures, or symbols. 
0058. The display 30 of exemplary display device 40 may 
be any of a variety of displays as described herein. In other 
embodiments, the display 30 includes a flat-panel display, 
such as plasma, EL, OLED, SIN LCD, or TFT LCD as 
described above, or a non-flat-panel display, such as a CRT or 
other tube device, as is well known to those of skill in the art. 
However, for purposes of describing the present embodiment, 
the display 30 includes an interferometric modulator display, 
as described herein. 

0059. The components of one embodiment of exemplary 
display device 40 are schematically illustrated in FIG. 14B. 
The illustrated exemplary display device 40 includes a hous 
ing 41 and can include additional components at least par 
tially enclosed therein. For example, in one embodiment, the 
exemplary display device 40 includes a network interface 27 
that includes an antenna 43 which is coupled to a transceiver 
47. The transceiver 47 is connected to a processor 21, which 
is connected to conditioning hardware 52. The conditioning 
hardware 52 may be configured to condition a signal (e.g. 
filter a signal). The conditioning hardware 52 is connected to 
a speaker 45 and a microphone 46. The processor 21 is also 
connected to an input device 48 and a driver controller 29. The 
driver controller 29 is coupled to a frame buffer 28, and to an 
array driver 22, which in turn is coupled to a display array 30. 
A power supply 50 provides power to all components as 
required by the particular exemplary display device 40 
design. 
0060. The network interface 27 includes the antenna 43 
and the transceiver 47 so that the exemplary display device 40 
can communicate with one ore more devices over a network. 
In one embodiment the network interface 27 may also have 
Some processing capabilities to relieve requirements of the 
processor 21. The antenna 43 is any antenna known to those 
of skill in the art for transmitting and receiving signals. In one 
embodiment, the antenna transmits and receives RF signals 
according to the IEEE 802.11 standard, including IEEE 802. 
11(a), (b), or (g). In another embodiment, the antenna trans 
mits and receives RF signals according to the BLUETOOTH 
standard. In the case of a cellular telephone, the antenna is 
designed to receive CDMA, GSM, AMPS or other known 
signals that are used to communicate within a wireless cell 
phone network. The transceiver 47 pre-processes the signals 
received from the antenna 43 so that they may be received by 
and further manipulated by the processor 21. The transceiver 
47 also processes signals received from the processor 21 so 
that they may be transmitted from the exemplary display 
device 40 via the antenna 43. 

0061. In an alternative embodiment, the transceiver 47 can 
be replaced by a receiver. In yet another alternative embodi 
ment, network interface 27 can be replaced by an image 
Source, which can store or generate image data to be sent to 
the processor 21. For example, the image source can be a 
digital video disc (DVD) or a hard-disc drive that contains 
image data, or a software module that generates image data. 
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0062 Processor 21 generally controls the overall opera 
tion of the exemplary display device 40. The processor 21 
receives data, Such as compressed image data from the net 
work interface 27 or an image source, and processes the data 
into raw image data or into a format that is readily processed 
into raw image data. The processor 21 then sends the pro 
cessed data to the driver controller 29 or to frame buffer 28 for 
storage. Raw data typically refers to the information that 
identifies the image characteristics at each location within an 
image. For example, Such image characteristics can include 
color, saturation, and gray-scale level. 
0063. In one embodiment, the processor 21 includes a 
microcontroller, CPU, or logic unit to control operation of the 
exemplary display device 40. Conditioning hardware 52 gen 
erally includes amplifiers and filters for transmitting signals 
to the speaker 45, and for receiving signals from the micro 
phone 46. Conditioning hardware 52 may be discrete com 
ponents within the exemplary display device 40, or may be 
incorporated within the processor 21 or other components. 
0064. The driver controller 29 takes the raw image data 
generated by the processor 21 either directly from the proces 
sor 21 or from the frame buffer 28 and reformats the raw 
image data appropriately for high speed transmission to the 
array driver 22. Specifically, the driver controller 29 refor 
mats the raw image data into a data flow having a raster-like 
format, such that it has a time order Suitable for scanning 
across the display array 30. Then the driver controller 29 
sends the formatted information to the array driver 22. 
Although a driver controller 29, such as a LCD controller, is 
often associated with the system processor 21 as a stand 
alone Integrated Circuit (IC), such controllers may be imple 
mented in many ways. They may be embedded in the proces 
sor 21 as hardware, embedded in the processor 21 as software, 
or fully integrated in hardware with the array driver 22. 
0065 Typically, the array driver 22 receives the formatted 
information from the driver controller 29 and reformats the 
video data into a parallel set of waveforms that are applied 
many times per second to the hundreds and sometimes thou 
sands of leads coming from the display's X-y matrix of pixels. 
0.066. In one embodiment, the invention is intended to 
avoid the problems created by using a bi-stable display and 
bi-stable display driver. In one embodiment, the driver con 
troller 29, array driver 22, and display array 30 are appropriate 
for any of the types of displays described herein. For example, 
in one embodiment, driver controller 29 is a conventional 
display controller (e.g., an interferometric modulator control 
ler). In another embodiment, array driver 22 is a conventional 
driver (e.g., an interferometric modulator display driver). In 
one embodiment, a driver controller 29 is integrated with the 
array driver 22. Such an embodiment is common in highly 
integrated systems such as cellular phones, watches, and 
other Small area displays. In yet another embodiment, display 
array 30 is a typical display array (e.g., a display including an 
array of interferometric modulators). 
0067. The input device 48 allows a user to control the 
operation of the exemplary display device 40. In one embodi 
ment, input device 48 includes a keypad, such as a QWERTY 
keyboard or a telephone keypad, a button, a Switch, a touch 
sensitive screen, a pressure-or heat-sensitive membrane. In 
one embodiment, the microphone 46 is an input device for the 
exemplary display device 40. When the microphone 46 is 
used to input data to the device, voice commands may be 
provided by a user for controlling operations of the exemplary 
display device 40. 
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0068 Power supply 50 can include a variety of energy 
storage devices as are well known in the art. For example, in 
one embodiment, power supply 50 is a rechargeable battery, 
Such as a nickel-cadmium battery or a lithium ion battery. In 
another embodiment, power supply 50 is a renewable energy 
Source, a capacitor, or a solar cell, including a plastic Solar 
cell, and Solar-cell paint. In another embodiment, power Sup 
ply 50 is configured to receive power from a wall outlet. 
0069. In some embodiments control programmability 
resides, as described above, in a driver controller which can 
be located in several places in the electronic display system. 
In some cases control programmability resides in the array 
driver 22. Those of skill in the art will recognize that the 
above-described optimization may be implemented in any 
number of hardware and/or Software components and in vari 
ous configurations. 
0070 Various embodiments of an interferometric modu 
lator display have been described. Nevertheless, one or ordi 
nary skill in the art will readily recognize that various modi 
fications may be made to the implementations, and any 
variation would be within the spirit and scope of the present 
invention. For example, process steps discussed above in 
connection with FIG. 11 may be performed in a different 
order and still achieve desirable results. Accordingly, many 
modifications may be made by one of ordinary skill in the art 
without departing from the spirit can scope of the following 
claims. 

What is claimed is: 
1. A display pixel comprising: 
a reflective display element having an associated first color 

spectrum associated with a first color; 
a color filter having an associated second color spectrum 

associated with a second color that is different than the 
first color; 

wherein the display element is operable to tune the first 
color spectrum relative to the second color spectrum to 
provide multiple levels of brightness of the second color. 

2. The display pixel of claim 1, wherein the display pixel is 
configured to display at least part of an image by reflecting 
incident ambient light. 

3. The display pixel of claim 1, wherein the display element 
includes an interferometric modulator. 

4. The display pixel of claim 1, wherein the color filter 
includes a color absorber located substantially in front of the 
display element, the color absorber having the second color 
spectrum. 

5. The display pixel of claim 1, wherein the first color 
spectrum has a first peak wavelength and the second color 
spectrum has a second peak wavelength, and 

wherein the display element shifts the first peak wave 
length relative to the second peak wavelength to provide 
the multiple levels of brightness of the second color. 

6. The display pixel of claim 1, wherein the visual bright 
ness of the display pixel increases with greater overlap 
between the first color spectrum and the second color spec 
trum, and decreases with less overlap between the first color 
spectrum and the second color spectrum. 

7. The display pixel of claim 1, further comprising one or 
more light sources to provide light to the color filter. 

8. The display pixel of claim 7, wherein a combination of 
the one or more light sources and the color filterprovides light 
at the second color spectrum. 
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9. The display pixel of claim 7, wherein the one or more 
light sources includes at least one of a laser, a light-emitting 
diode (LED), a high pressure mercury lamp, and a carbon arc 
lamp. 

10. The display pixel of claim 1, wherein the display ele 
ment includes a reflective surface movable between a first 
position and a second position to tune the first color spectrum 
relative to the second color spectrum. 

11. The display pixel of claim 1, wherein the brightness is 
a visual brightness. 

12. A display comprising the display pixel of claim 1, the 
display further comprising: 

a processor that is in electrical communication with the 
display pixel, the processor being configured to process 
image data; and 

a memory device in electrical communication with the 
processor. 

13. The display of claim 12, further comprising: 
a first controller configured to send at least one signal to the 

display pixel; and 
a second controller configured to send at least a portion of 

the image data to the first controller. 
14. The display of claim 12, further comprising an image 

Source module configured to send the image data to the pro 
CSSO. 

15. The display of claim 14, wherein the image source 
module includes at least one of a receiver, transceiver, and 
transmitter. 

16. The display of claim 12, further comprising an input 
device configured to receive input data and to communicate 
the input data to the processor. 

17. A display pixel comprising: 
means for reflecting light having an associated first color 

spectrum associated with a first color, and 
means for filtering light having an associated second color 

spectrum associated with a second color that is different 
than the first color; 

wherein the reflecting means is operable to tune the first 
color spectrum relative to the second color spectrum to 
provide multiple levels of brightness of the second color. 

18. The display pixel of claim 17, wherein the reflecting 
means includes an interferometric modulator configured to 
display at least part of an image by reflecting incident ambient 
light. 

19. The display pixel of claim 17, wherein the reflecting 
means includes a reflective surface movable between a first 

Mar. 15, 2012 

position and a second position to tune the first color spectrum 
relative to the second color spectrum. 

20. The display pixel of claim 17, wherein the filtering 
means includes a color absorber located substantially in front 
of the reflecting means, the color absorber having the second 
color spectrum. 

21. The display pixel of claim 17, further comprising one or 
more light sources to provide light to the filtering means. 

22. The display pixel of claim 21, wherein a combination of 
the one or more light sources and the filtering means provides 
light at the second color spectrum. 

23. The display pixel of claim 17, wherein the brightness is 
a visual brightness. 

24. A method of making a display pixel, the method com 
prising: 

forming a reflective display element having an associated 
first color spectrum associated with a first color; and 

providing a color filter having an associated second color 
spectrum associated with a second color that is different 
than the first color; 

wherein the display element is operable to tune the first 
color spectrum relative to the second color spectrum to 
provide multiple levels of brightness of the second color. 

25. The method of claim 24, wherein forming a display 
element includes forming on an interferometric modulator 
configured to display at least part of an image by reflecting 
incident ambient light 

26. The method of claim 24, wherein providing a color 
filter includes forming a color absorber substantially in front 
of the display element. 

27. The method of claim 24, wherein forming a display 
element includes: 

forming a reflective surface movable between a first posi 
tion and a second position to tune the first color spectrum 
relative to the second color spectrum. 

28. The method of claim 24, further comprising: 
providing one or more light sources to provide light to the 

color filter, wherein a combination of the one or more 
light sources and the color filter provides light at the 
second color spectrum. 

c c c c c 


