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To all-tom it may concern. 
Be it known that. I, Louis M. SPEER, a 

citizen of the United States of America, re 
siding at Cowanshannoc, in the county of 
Armstrong and State of Pennsylvania, have 
invented certain new and useful Improve 
ments in Cabinets and Display-Racks for 
Neckties, of which the following is a speci 
fication, reference being had thereinto the accompanying drawing. 

This invention relates to display racks for 
neck ties and similar Small wearing apparel, 
and the invention has for its primary object 
to provide a novel cabinet for housing and 
protecting a plurality of neck ties. 
Another object of this invention is to pro 

vide a cabinet containing a novel form of 
rack adapted to hold a large number of ties 
whereby they can be easily and quickly re 
moved from the cabinet and each and every 
tie viewed, or inspected, without removing 
the same from its rack. 
A further object of this invention is to 

provide a cabinet for holding neckties, which 
can be easily reversed, to permit of the cabi 
net being conveniently arranged upon either 
side of a bureau or dressing table. 
A still further object of this invention is to provide a simple and inexpensive display 

rack for neck ties adapted for men's furnish 
ing stores or stores where neck ties are sold. 
With these and other objects in view, 

which will more readily appear as the in 
vention is better understood, the same con 
sists in the novel construction, combination 
and arrangement of parts to be hereinafter 
more fully described and then 'specifically 
pointed out in the appended claims. 

Referring to the drawing forming part of 
this specification, like numerals of reference 
designate corresponding parts throughout 
the several views, in which - 

Figure 1 is a E" view of my im proved cabinet for neck ties, illustrating in 
dotted lines a portion of arack in a horizontal 
position, Fig. 2 is a horizontal sectional view 
of the cabinet constructed in accordance 
with my invention illustrating the rack 
thereof on the opposite side of the cabinet 
from that shown in Fig. 1, Fig. 3 is a detail 
perspective view of the free end of the rail 
or bar member of the rack of the cabinet, Fig. 
4 is a horizontal sectional view of the device 
illustrating a slight modification of the cabi 

net wherein the rack is mounted centrally 
of the cabinet, 

struct my improved cabinet of an oblong 
casing 1 having a vertically disposed hinged 
door 2 which is provided with a conven 
tional form of fastener embodying a spring 3 
adapted to hold the door 2 in the closed po 
sition, said spring frictionally engaging the 
side wall 4 of the cabinet. Pivotally mount 
ed, as at 5, upon the side wall 4 is a rack 6 

To put my invention into practice, Icon 
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65 said Tack consisting of a bar 7 having a re 
silient tip or end 8. The bar is provided 
with a plurality of outwardly extending pins 
or hooks 9, said pins extending towards the 
center of the cabinet. . . w 
The side wall 4 Eitely interme 

pin, l0, said pin being adapted to support the 
rack 6 in...a horizontal position, ... the re 
silient tip 8 is adapted to frictionally hold the 
bar in a vertical position within the cabinet 
1 by bearing against the inner surface of the 
top of the cabinet. The neck ties to be held 

pended from the pins or hooks 9, and when 
the rack is in a vertical position within the 
cabinet, the neck ties are adapted to lie 
against one another, and when the rack is 
swung outwardly to a horizontal position and 
rests upon the pin 10, the neckties are sepa 
selected. 
The pins 10 and 5 may be arranged de 

tachably, so that the rack 7 can be disposed 
upon either side of the cabinet, so that the 
cabinet may be inverted. This feature of 
construction pernits of the cabinet being 
used upol, either sile of a bureau or dressing 
table, and of the door 2 being swung whereby 
it will not interfeit with the dressing table or 
wall adjacent, to said table. In Fig. 2 of the 
drawing have illustrated the rack 6 as being 
pivotally mounted upon the side wall 11 car 
rying the hinged door 2, while in Fig. 4 of the 
drawing, I have illustrated the rear wall 12 
of the cabiliet as being provided with brack 
ets 14, and iet weal. said brackets is pivot 
ally mounted a yar 55 having outwardly ex 
tending pins 16 upon each side of the bar. 
This construction provides a rack of double 
the capacity of the one illustrated in Figs. 1 to 
3 inclusive, and in this connection I desire it 
to be understood that the construction illus 

within the cabinet. 1 or ley are Sus 
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rated, whereby they can he easily viewed and 

diate its ends is provided with a detachable. 
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trated in Fig. 4 of the drawing may be made 
upon such a scale as to accommodate other 
articles than neck, ties. 
To support the bar 15 in a horizontal posi 

tion, the brackets 4 are connected by a pin 
17 upon which the lar 5 is adapted torest. 
From the foregoing description taken in 

connection with the drawing, it will be ob 
served that I have devised a simple and in 
expensive cabinet and display rack for neck 
ties, and while I have herein described the 
reversible feature of my improved cabinet, I 
do not care to confine myself to the same as 
the pins to may be made a permanent fix 
tire whereby the Tack 6 will only swing in 
one direction. The calipet and display rack is preferably 
constructed of v htag 
Fable laterial which can be finished to pre 
seat a heat and attractive appearance ac 
cording to one's esthetic tastes. 
Such changes in the size, proportion and 

minor details of construction as are permissi 

ld or similar light and du 

ble by the appended claims, may be resorted 
to without departing from the spirit and 
scope of the invention. 

hat f claim and desire to secure by Let 
ters Patent, is:- 
A cabinet of the class described consisting 

of an oblong casing, a pivot pin extending 
into the cabinet centrally thereof, a rack bar 
Swinging upon said pivot and having a plus 
rality of E. extending pins spaced 
apart and with a resilient stop at its free end 
E. ted to bear alternately against the ends 
of the cabinet to hold the bar frictionally in 
position longitudinally of the cabinet, and 
a stop disposed in the path of the bar to hold 
the same in position at right angles to the 
cabinet. 

In testimony whereof affix my signature 
in the presence of two witnesses. 

LOUIS M. SPEER 
Witnesses: 

MAX H. SROLOVITZ, 
K. H. BUTLER. 
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