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To all whom it may concern: 
Be it known that I, THERON PARK, of 

Brooklyn, in the county of Kings and State 
of New York, have invulnted a new and use 
ful Improvement in Fire-Kindlers, of which 
the following is a specification :- - 
The object of this invention is to ignite fuel 

by saturating the asbestus, which is sur 
rounded by a wire-gauze, in kerosene or some 
other combustible fluid, and after having 
lighted it applying it to the fuel. 

In the annexed drawings, making a part of 
this specification, Figure 1 is an elevation. 
IFig. 2 is an elevation, a portion of the cover 
ing of wire-gauze C being removed so as to 
slow the structure of the cylinder. 
The same letters are employed in all the 

figures in the indication of identical parts. 

I am aware that a fire kindler has been en 
ployed in which asbestus is inclosed in a cast 
iron shell; and also inclosed in a cone of 
spiral wire attached to a cast metal cup. My 
claim is limited to the special construction 
adopted, which cheapens the production of 
the article, and provides sufficiently for the 
protection of the asbestus by merely wrap 
ping it in a piece of common wire-gauze bound 
around it. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
A fire-kindler consisting of a wrought metal 

rod, A, attached to a cylinder of asbestus 
inclosed in a net of reticulated wire-gauze 
wrapped around the cylinder to protect it 
from abrasion, substantially as set forth. 
In testimony whereof I have signed my 

A is a metal rod supporting a cylinder of name to this specification in the presence of 
asbestus, B, surrounded by a netting of wire- two subscribing witnesses. 
gauze C. The wire-gauze O protects the cylin. 
der of asbestus, and prevents it from being 
broken or otherwise injured. The asbestus, 
while, by its nature, resisting all action of 
fire, takes into its pores the fluid, in which it 
may have been submerged, and holds it ready 
for combustion. 

TEHERON PARK. 

Witnesses: 
EDGAR A. EUTCEIINS, 
HATTIE C. HUTCHINs. 


