Title: POINTER CONTROLLING APPARATUS

Abstract: The present invention provides an apparatus, a controlling method, and a controlling program for appropriately moving a pointer to a selection position regardless of alignment and size of function selection area, and improving operability and certainty of function selection in a GUI. The apparatus includes: (1) means for determining whether or not the pointer has crossed over a boundary of a predetermined area from outside to inside based on position information of the pointer; (2) means for determining a speed of the pointer or whether or not an event has occurred, and setting two types of operating modes; (3) means for moving the pointer to a predetermined position within the area when the pointer has crossed over the boundary from outside to inside; and (4) means for changing a moving distance of the pointer, if the pointer moves at a speed less than a predetermined moving speed or the event has not occurred and when it is determined that the pointer exists within the area, based on the speed determined when the pointer existed outside the area.
PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG). Published: — with international search report
Description

POINTER CONTROLLING APPARATUS

Technical Field

[0001] The present invention relates to a controlling apparatus and a method for controlling a graphical user interface (GUI) which includes a pointing device such as a mouse. In particular, the present invention relates to a pointer controlling apparatus and a method for changing a moving speed of a pointer between inside and outside a selected area on a display screen indicated by the pointing device in order to improve GUI operability.

Background Art

[0002] A method of controlling a pointing device such as a mouse, selecting an area with program functions that are indicated by buttons, a slide bar, or the like, and implementing the functions provided to the area (hereafter referred to as 'selection area') has been implemented by various user-friendly controlling apparatuses and methods using generally called GUI. With the GUI, in order to select an area such as a button, and implement a function provided to the area, a user must move a pointer of a pointing device such as a mouse into the area, and ensure selection of the area.

[0003] At this time, a position determining means for determining that a pointer such as a cursor exists within the area is essential. Such position determining means is a well-known technology, and is used on GUI software such as Windows (registered trademark), Mac OS (registered trademark), and the like.

[0004] If the pointer exists within the selection area, it is preferred that the pointer can select not the boundary of the area but the center thereof with certainty in order to ensure selection of the area and prevent erroneous operation. For example, users may select the center of the selection area with certainty by automatically moving the pointer to an area adjacent to the center of the area when the pointer has crossed over a boundary of the area from outside to inside. A technology to automatically move a pointer to a central coordinate position is disclosed in Japanese Unexamined Patent Application Publication No. H8-152971, and has already been put into practical use as a software keyboard.

[0005] Further, there are other methods of ensuring selection of the selection area to prevent erroneous operation. For example, there is a method of making the moving speed of the pointer displayed on the screen slower than the usual movement speed of the pointing device when a pointer exists within the area, or fixing the pointer displayed on the screen until the pointing device moves a predetermined distance or greater. Such technology is disclosed in Japanese Unexamined Patent Application Publication No. H10-133822. This method allows prevention of erroneous operation and selection of a
desired area with certainty because the pointer does not move outside of the selection
area due to shaking of hands, clicking, or the like as long as the pointing device on
hand does not move widely.

There are many screen inputting apparatuses to which GUI is applied. For example,
conventionally, in an image editing field, images have been edited using a video
playback and storing apparatus and a video editing apparatus. However, advancement
of computer technology allows implementation of editing on an editing screen by
selecting a function select button or the like provided on the same screen while
checking an image being edited. FIG. 1 is a block diagram showing a display system
which implements the video editing on a computer display. According to the display
system shown in the drawing, an image filmed by a video camera or the like (not
shown in the drawing) is stored in an image storing means 110. Operators may edit
video images using an editing computer 180 and an edit controlling means 130 while
viewing them on an image displaying means 120. The edited images may be output
from the image storing means 110 using an appropriate method.

FIG. 2 shows an example of an editing screen in the image editing field described
above. In FIG. 2, GUI technology is applied for the selection of input/output channels
(240), setting for selection and duration (230) of editing images, and the like. In
addition, to implement detailed editing operations using an editing means on a
computer screen, it is necessary to display many selection areas for implementing GUI
functions, such as buttons, slide bars, and the like on the screen as illustrated in FIG. 2.

FIG. 3 is a diagram showing exemplary buttons displayed on an actual editing
screen. When many selection areas are provided, the smaller a button-shape selection
area, the more the amount of information to be provided on the screen increases.
However, it becomes difficult to ensure that the pointer moves into an area to select a
function provided to the area due to a decrease in selection area size, resulting in a de-
terioration of operability.

FIG. 4 shows an example where many selection areas are provided in multiple rows
and columns in order to compensate for the deterioration of operability due to the
decrease in selection area size as described above. FIG. 4 shows an example of two
rows x two columns. In such a screen including many selection areas, a problem of op-
erability develops when attempting to select a first area by passing over a second
selection area. For example, when the technology disclosed in the aforementioned
Japanese Unexamined Patent Application Publication No. H10-133822 is used, a
decrease in moving speed and suspension is repeated when moving a pointer to the
center of the selection area and moving it within the selection area for each selection
area along a pointer passing route. Accordingly, it takes time to reach a target selection
area, resulting in an extreme deterioration of operability. In addition, a method of
expanding an area when a pointer of a pointing device enters within the area has been proposed in attempt to improve certainty of function selection; however, this method has a disadvantage that the expanded area covers other areas and other displaying units.

Disclosure of Invention

PROBLEMS TO BE SOLVED BY THE INVENTION

[0010] As described above, it is difficult for the conventional methods to simultaneously meet demands of increase in the number of selection areas displayed on a screen per area, obtained by reducing the size of the selection area, and increase in accuracy when selecting a desired area using a pointer.

[0011] Therefore, in order to solve the aforementioned problems, the present invention aims to provide a pointer controlling apparatus and a method which deploys a pointer at an appropriate selection position without decreasing operability by detecting and controlling position and moving distance of the pointer in given period when a pointing device is moved regardless of alignment and size of selection area.

MEANS FOR SOLVING THE PROBLEMS

[0012] In order to solve the above-described problems, the present invention includes: a means for receiving position information of a pointer and determining whether or not the pointer has crossed over a boundary of a predetermined area from outside to inside; a means for determining change in position information of the pointer per unit time (moving speed) or whether or not an event such as a mouse click or the like has occurred, and setting two types of operating modes; a means for moving the pointer to a predetermined position within the predetermined area when the pointer has crossed over the boundary of the area from outside to inside; and a means for changing a moving distance of the pointer, if the pointer moves at a speed less than a predetermined moving speed or the event has not occurred and when it is determined that the pointer exists within the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area. It should be noted that the "moving distance" is sometimes defined for brevity as the distance in given period that the pointer is to be moved.

[0013] The present invention will be described in further detail below.

[0014] The determining means of the present invention receives position information of a pointer such as X and Y coordinates on a display screen, and determines whether or not the pointer has crossed over a boundary of a predetermined area from outside to inside based on position information of the boundary and information on change in the position of the pointer. Further, when the pointer has crossed over a boundary of the predetermined area from outside to inside, display of the area may be emphasized. For
example, shape of the selection area may be changed (e.g., displays to indicate that a button is pressed), color or design may be changed, or the like.

A means for determining moving speed of a pointer or whether or not an event has occurred, and setting two types of operating modes sets a first control mode when the change in the pointers position information per unit time is less than a predetermined value and a predetermined event has not occurred, and sets a second control mode when the mount of change exceeds or equals a predetermined value or a predetermined event has occurred. Here, the predetermined value, which may be a value preset by a user, may be continuously used, or may be changed according to size, amount, alignment of an area having a selection function such as a button displayed on a screen, or a request by an operator.

The predetermined event is a clicking or a dragging operation of a mouse, for example, and may occur by an input operation using a button, a wheel, or the like provided on the pointing device, or combination of input operations of the pointing device and a key on an input device such as a keyboard and the like. In the first control mode, when it is determined that the pointer exists within the predetermined area, the moving distance of the pointer relative to the change in pointer position information per unit time is changed from the moving distance when the pointer exists outside the predetermined area. In the second control mode, the moving distance of the pointer relative to the change in the pointer position information per unit time is not changed regardless of being inside or outside the predetermined area.

In the first control mode and when the pointer has crossed over the boundary of the predetermined area from outside to inside, means for moving the pointer to a predetermined position within the selection area automatically moves the pointer to the predetermined position within the selection area based on the result determined by a determining means for determining the predetermined position. The predetermined position within the selection area is position information automatically calculated from the position information such as coordinate position information and the like pre-input by a user, and desirably it is a center within the selection area, however, if the center cannot be identified due to the shape of the selection area, an appropriate position may be defined according to on-demand operation. In addition, for example, if functions (e.g., icons such as copy, paste, and the like) provided to the selection area are hidden due to movement of the pointer to the center of the selection area, a position which does not visually intercept the selection area may be intentionally specified in advance.

In the first control mode, when the pointer moves closer to the center of the predetermined area, the moving distance of the pointer relative to the change in the pointer position information per unit time may increase compared to that when the pointer exists outside the predetermined area. In addition, when the pointer moves away from
the center of the predetermined area, the moving distance of the pointer relative to the change in the pointer position information per unit time may be decreased compared to that when the pointer exists outside the predetermined area. Further, when the pointer moves away from the center of the selection area, movement of the pointer may be suspended for a predetermined duration even if change in the pointer position information per unit time occurs. Such behaviors of the pointer movement in the first control mode may be set or changed according to a request of a user.

Another aspect of the present invention provides a controlling method and a controlling program comprising one or more processing steps, each corresponding to the aforementioned means.

Brief Description of the Drawings

[0020] FIG. 1 is a block diagram showing a display system which implements video editing on a computer display;
[0021] FIG. 2 is a diagram showing an exemplary editing screen in an image editing field;
[0022] FIG. 3 is a diagram showing exemplary buttons displayed on an actual editing screen;
[0023] FIG. 4 is a diagram showing a display example when a selection area covers multiple rows and columns;
[0024] FIG. 5 is a functional block diagram explaining a first embodiment of the pointer controlling apparatus of the present invention;
[0025] FIG. 6 is a functional block diagram explaining the first embodiment of the pointer controlling apparatus of the present invention applied to the user interface controlling unit shown in FIG. 5;
[0026] FIG. 7 is a flowchart explaining the first embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6;
[0027] FIG. 8 is a flowchart explaining a second embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6;
[0028] FIG. 9 is a diagram showing a display example of the first embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6;
[0029] FIG. 10 is a diagram showing a display example of the first embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6;
[0030] FIG. 11 is a diagram showing a display example of the second embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6;
[0031] FIG. 12 is a diagram showing a display example of the second embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6; and
[fig. 13] FIG. 13 is a diagram showing a display example of a third embodiment of the present invention carried out by the pointer controlling apparatus shown in FIG. 6.

EXPLANATION OF THE REFERENCE NUMERALS

[0021] 110 Image Storing Means
120 Image Displaying Means
130 Edit Controlling Means
180 Editing Computer
610 Pointer Controlling Apparatus
620 Pointer Position Determining Means
630 First/Second Control Mode Setting Means
640 Pointer Moving Means
650 Pointer Moving Distance Changing Means
660 Storing Apparatus

Detailed Description

[0022] Preferred embodiments of the present invention will be described below with reference to the accompanying drawings.

[0023] FIG. 5 is a functional block diagram explaining a first embodiment of the pointer controlling apparatus of the present invention.

[0024] When a pointer controlling apparatus of the present invention is applied to a video image editing system, it is configured with an input/output monitor 501, a video server 510, a user interface controlling unit 520, a motion controller 530, and a GUI (graphical user interface) 540.

[0025] The input/output monitor 501 is adapted to output images being stored or images and audio signals being edited in the video server 510.

[0026] The user interface controlling unit 520 is adapted to control operating instructions input from the motion controller 530 and the GUI 540 and carry out editing operations on a computer display in combination with the video server 510. The user interface controlling unit 520 includes a pointer controlling apparatus 610 according to the present invention.

[0027] The motion controller 530 is adapted to output necessary images and audio signals to the user interface controlling unit 520 in response to instructions required for editing images input by an operator.

[0028] The GUI (graphical user interface) 540 is adapted to provide the operator with various operating instructions in an easy-to-operate form such as, for example, an icon for the operator to specify and output instructions to the user interface controlling unit 520.

[0029] A video server controlling unit 511 is adapted to execute the instructions supplied
from the user interface controlling unit 520 in combination with an image input/output unit 512 and an image storing unit 513, and output images and audio signals to the input/output monitor 501.

[0030] The image input/output unit 512 is adapted to control input/output images and audio signals based on the instructions supplied from the user interface controlling unit 520 in combination with the video server controlling unit 511.

[0031] The image storing unit 513 is adapted to control input images and audio signals based on the instructions supplied from the user interface controlling unit 520 in combination with the video server controlling unit 511.

[0032] FIG. 6 is a functional block diagram showing the first embodiment of the pointer controlling apparatus 610 in an example where the pointer controlling apparatus 610 of the present invention is applied to the user interface controlling unit 520 of FIG. 5.

[0033] When receiving a pointer position, a pointer position determining means 620 determines whether or not the pointer has crossed over a boundary of a predetermined area from outside to inside, and transmits a determination result to a first/second control mode setting means 630 and a pointer moving distance changing means 650.

[0034] The first/second control mode setting means 630 determines a moving distance of a pointer per unit time or whether or not an event of the pointer has occurred, and checks with conditions stored in a storing apparatus 660, thereby setting a first or a second control mode. Here, conditions stored in the storing apparatus 660 are conditions for setting the first control mode or the second control mode, for example, the moving distance of the pointer per unit time, whether or not an event of a pointer has occurred, and the like. When the first control mode is set, the first/second control mode setting means 630 instructs the pointer moving distance changing means 650 to change the moving distance of the pointer per unit time. When the second control mode is set, the first/second control mode setting means 630 instructs a pointer moving means 640 to move and output a pointer display.

[0035] When the first control mode is set, the pointer moving distance changing means 650 instructs the pointer moving means 640 to move the pointer to a predetermined position within a predetermined area based on information such as shape, size, and the like of a selection area read from the storing apparatus 660.

[0036] The pointer moving means 640 moves and outputs a pointer display based on instructions supplied from the first/second control mode setting means 630 or the pointer moving distance changing means 650.

[0037] The storing apparatus 660 is stored with conditions for setting the first or the second control mode. In addition, programs, data, and the like related to functions given to respective selection areas, such as copying function, pasting function, and the like are stored in addition to information on shape, size, and the like of the selection areas such
as various buttons and the like on the GUI. Programs configured with a series of instructions to activate a controlling apparatus according to the present invention, and data which is created or edited using the controlling apparatus may also be stored.

FIG. 7 is a flowchart of processing by a pointing device according to the first embodiment of the present invention. In this example, when a pointer exists within a predetermined area, and a moving distance per unit time is less than a specified value, the first control mode is set; whereas when the moving distance per unit time is greater than or equal to the specified value, the second control mode is set.

First, in step 705, the pointer controlling apparatus 610 receives pointer position information, and processing proceeds to step 710.

In step 710, the pointer controlling apparatus 610 determines whether or not the pointer position is outside the predetermined area based on the pointer position information received in step 705. If the pointer position is outside the area (Y), processing proceeds to step 715; if the pointer position is not outside the area (N), processing proceeds to step 705.

In step 715, the pointer controlling apparatus 610 determines whether or not the pointer moves. If pointer movement is recognized (Y), processing proceeds to step 720; if pointer movement is not recognized (N), processing proceeds to step 705.

In step 720, the pointer controlling apparatus 610 determines whether or not the pointer has crossed over a boundary of the area. If the pointer has crossed over the boundary of the area (Y), processing proceeds to step 725; if the pointer has not crossed over the boundary of the area (N), processing proceeds to step 705.

In step 725, the pointer controlling apparatus 610 determines whether or not the pointer moves. If the pointer movement is recognized (Y), processing proceeds to step 730; if the pointer movement is not recognized (N), processing proceeds to step 753 in the first control mode 750.

In step 730, the pointer controlling apparatus 610 compares a moving distance per unit time of the pointer caused by the movement of the pointing device to a specified value. If the moving distance per unit time exceeds or equals the specified value (Y), processing proceeds to step 745 in the second control mode 740; if the distance value is less than the specified value (N), processing proceeds to step 753 in the first control mode 750. Here, the specified value is a distance value of a pointer per unit time and may be arbitrarily set according to application and form of a displaying screen, for example, 600 through 700 pixels per second if resolution of the screen is 1280 x 1024 pixels.

In step 745, the pointer controlling apparatus 610 moves the pointer without changing the moving distance of the pointer per unit time, and processing proceeds to step 790 and ends.
In step 753, the pointer controlling apparatus 610 automatically moves the pointer to a predetermined position within the predetermined area, and processing proceeds to step 755.

In step 755, the pointer controlling apparatus 610 changes the distance to move the pointer from the change in the pointer position information per unit time, and processing proceeds to step 757. Here, the change in the distance to move the pointer may be arbitrarily set based on application and form of display screen, size of predetermined area, and the like; however, it is preferred that relationship of the moving distance of the pointer per unit time to a physical moving distance of the pointing device is set to 20 to 30% before changing.

In step 757, the pointer controlling apparatus 610 detects whether or not an event of the pointing device has occurred. If an event of the pointing device has occurred (Y), processing proceeds to step 758; if an event of the pointing device has not occurred (N), processing proceeds to step 760.

In step 758, the pointer controlling apparatus 610 performs appropriate processing for the event of the pointing device, and processing proceeds to step 770.

In step 760, the pointer controlling apparatus 610 determines whether or not the pointer has crossed over the area boundary and exists outside the area. If the pointer exists outside the area (Y), processing proceeds to step 770. If the pointer is not outside the area, processing proceeds to step 760 again.

In step 770, the pointer controlling apparatus 610 restores the change in the moving distance of the pointer per unit time, processing proceeds to step 790 and ends.

FIG. 8 is a flowchart of processing by a pointing device according to a second embodiment of the present invention. In this example, when a pointer exists within a predetermined area, and an event of the pointing device has occurred, the second control mode is set; whereas when no events occur, the first control mode is set. In addition, the processing according to this example is especially effective when the size of the selection area is small. The smaller the size of the selection area, the shorter the duration from when the pointer enters the selection area to when the first control mode is determined. This increases opportunity for the first control mode to be set, with no event occurrence.

The processing procedures in FIG. 8 are the same as those in FIG. 7 described above except for processing in steps 825 and 830. Therefore, the processing procedures in steps 825 and 830 are described below.

In step 825, the pointer controlling apparatus 610 determines whether or not an event of the pointing device has occurred. If an event of the pointing device has occurred (Y), processing proceeds to step 830; if an event of the pointing device has not occurred (N), processing proceeds to step 853 in the first control mode 850.
In step 830, the pointer controlling apparatus 610 performs appropriate processing for the event of the pointing device, and processing proceeds to step 845 in the second control mode 840.

As described above, the pointer may be moved quickly by moving the pointing device at a speed faster than or equal to the specified value or by carrying out an event such as clicking. In particular, in the case where many selection areas are provided over several rows and columns, smooth and reliable pointer operation is possible without being concerned about deterioration of operability due to decrease in movement of the pointer to the center of the selection area and decrease in the moving distance within the selection area for each selection area along a pointer passing route.

Example 1

An example of a screen display according to the first embodiment of the present invention is described below. FIG. 9 shows a pointer 930 existing within a selection area 910. Here, a point 920 is the center of the selection area 910.

FIG. 10 shows behavior of pointer display according to the first embodiment. It is assumed that the pointer moves at a moving distance per certain unit time (hereafter also referred to as 'moving speed' or 'speed') indicated by an arrow 1040 outside the selection area. When the pointer has crossed over the boundary of the selection area from outside to inside, the first control mode is set, and the pointer moves to the center of the selection area as shown by an arrow 1030 if speed indicated by the arrow 1040 is less than a predetermined value. Here, the arrow 1030 indicates the state of the pointer moving to the center of the selection area as if it jumps. An arrow 1020, which indicates a speed of the pointer moving within the selection area starting from the center of the selection area, shows an example where the moving speed of the pointer on the screen is slower than the actual moving speed of the pointing device. In other words, even when the pointing device is moved at the same speed as that indicated by the arrow 1040, it shows that the pointer speed, that is, the moving distance of the pointer relative to the change in the position information per unit time measured when the pointing device is actually moved changes from the moving distance relative to the change in the position information per unit time measured when the pointer is outside the predetermined area, resulting in a slower moving speed of the pointer. If the pointer crosses from inside the selection area to outside, the first control mode is cancelled and the pointer moves at a speed indicated by an arrow 1010 without any change in speed. In addition, if the speed indicated by the arrow 1040 exceeds or equals the predetermined value, the second control mode is set and the pointer speed does not change.

Behavior in the case of FIG. 10 where a pointer exists within a selection area and a predetermined event such as clicking, dragging, or the like has occurred is described below. When the predetermined event has occurred, appropriate processing for the
event is performed and the second control mode is set. The behavior of the pointer in the second control mode is as described above and the pointer speed does not change.

Example 2

An example of a screen display according to the second embodiment of the present invention is described below. FIG. 11 shows a pointer moving at a certain speed indicated by an arrow 1140 outside a selection area. When the pointer has crossed over the boundary of the selection area from outside to inside, the first control mode is set if speed indicated by the arrow 1140 is less than a predetermined value. Further, it shows that if the pointer moves closer to the center of the selection area, the pointer moves at a speed indicated by an arrow 1130, increasing the pointer speed relative to the change in pointer position information per unit time compared to that when the pointer exists outside the predetermined area. An arrow 1120, which indicates speed when the pointer moves away from the center of the selection area within the selection area crossing over the center of the selection area, shows that a speed of the pointer is slower than a speed when the pointer exists outside the predetermined area even when the pointing device is moved at the same speed as that indicated by the arrow 1140. If the pointer crosses from inside the selection area to outside, the first control mode is cancelled and the pointer moves at a speed indicated by an arrow 1110 without any change in speed. In addition, if the speed indicated by the arrow 1140 exceeds or equals the predetermined value, the second control mode is set and the pointer speed does not change.

Behavior in the case of FIG. 11 where a pointer exists within a selection area and a predetermined event such as clicking, dragging, or the like has occurred is described below. When the predetermined event has occurred, appropriate processing for the event is performed and the second control mode is set. The behavior of the pointer in the second control mode is as described above and the pointer speed does not change.

Example 3

An example of a screen display according to a third embodiment of the present invention is described below. FIG. 12 shows a pointer moving at a certain speed indicated by an arrow 1210 outside a selection area. When the pointer has crossed over the boundary of the selection area from outside to inside, the first control mode is set if a speed indicated by the arrow 1210 is less than a predetermined value. Further, it shows that if the pointer moves closer to the center of the selection area, the pointer moves at a speed indicated by an arrow 1220, increasing the pointer speed. If the pointer crosses over the center of the selection area and moves away from the center of the selection area, movement of the pointer is suspended for a predetermined duration even if change in pointer position information per unit time occurs. It is possible to
allow users to select the selection area by implementing event operations such as clicking, dragging, and the like while the movement of the pointer is suspended. In this case, the speed of the pointer may further increase or decrease compared to the speed when the pointer is outside the predetermined area, and is set according to the required operability. If the pointer crosses from inside the selection area to outside, the first control mode is cancelled and the pointer moves without any change in speed. In addition, if the speed indicated by the arrow 1210 exceeds or equals the predetermined value, the second control mode is set and the pointer speed does not change.

[0063] Behavior in the case of FIG. 12 where a pointer exists within a selection area and a predetermined event such as clicking, dragging, or the like has occurred is described below. When the predetermined event has occurred, appropriate processing for the event is performed and the second control mode is set. The behavior of the pointer in the second control mode is as described above and the pointer speed does not change.

Example 4

[0064] An example of a screen display according to a third embodiment of the present invention is described below. FIG. 13, which is similar to the example of FIG. 10, shows behavior of a pointer in multiple selection areas. The behavior (arrows 1310, 1320, and 1330) of when the pointer moves into the selection area from outside the selection area on the left side of FIG. 13, reaches the center of the selection area, and moves to the boundary of the selection area on the right side is the same as that of FIG. 10 described above. If the pointer crosses over the boundary between two selection areas, the moving speed of the pointer increases again, and the pointer moves to the center of the selection area on the right side as indicated by an arrow 1340. Further, as with the above description of FIG. 10, an arrow 1350, which indicates speed when the pointer moves within the selection area starting from the center of the selection area on the right side, becomes slower than the pointer speed. In addition, first and second control mode setting conditions and behavior in the respective control modes are as described above.

[0065] Such various behaviors of the pointer may be set in advance as shown in Table 1 below, and may be stored in a storing apparatus 660. A pointer controlling apparatus 610 may implement a desired pointer's behavior by reading and executing a program specifying necessary behavior from the storing apparatus 660 according to form.
<table>
<thead>
<tr>
<th>Behavior</th>
<th>Selection area coordinate (L1)</th>
<th>Central coordinate of the selection area (L0)</th>
<th>Moving speed threshold within the selection area (V1)</th>
<th>Moving speed of a pointer from L1 to L0 (V2)</th>
<th>Moving speed of a pointer from L0 to L1 (V3)</th>
<th>Pointer suspension duration (sec.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>X11, Y11&lt;br&gt;X21, Y21&lt;br&gt;X31, Y31&lt;br&gt;X41, Y41</td>
<td>(X011, Y011)</td>
<td>(Vx11, Vy11)</td>
<td>(Vx21, Vy21)</td>
<td>(Vx31, Vy31)</td>
<td>0</td>
</tr>
<tr>
<td>2</td>
<td>X12, Y12&lt;br&gt;X22, Y22&lt;br&gt;X32, Y32&lt;br&gt;X42, Y42</td>
<td>(X012, Y012)</td>
<td>(Vx12, Vy12)</td>
<td>(Vx22, Vy22)</td>
<td>(Vx32, Vy32)</td>
<td>t2</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
For example, taking behavior 1 in Table 1 as an example, in the selection area including the boundary of the selection area specified by four points \((X_1, Y_1), (X_2, Y_2), (X_3, Y_3), (X_4, Y_4)\), if the moving speed of the pointer within the selection area is less than a certain threshold \((V_{x1}, V_{y1})\), the first control mode is set. In this case, the moving speed of the pointer from the boundary of the selection area to the central coordinates of the selection area is set to \((V_{x2}, V_{y2})\), and the moving speed of the pointer from the center coordinates of the selection area to the boundary of the selection area is set to \((V_{x3}, V_{y3})\), respectively. As seen from the form of FIG. 12, it is possible to suspend the pointer's movement for a certain duration at the center of the selection area by setting pointer suspension duration \((t_2\) seconds in the case of behavior 2). In addition, with the pointer controlling apparatus according to the present invention, all behavior condition settings described above may be applied, or may be selected according to the user's request or function or form of application software.

For those skilled in the art, the pointer controlling apparatus according to the present invention has a wide application range, and thus can be applied to any devices as long as the devices have a GUI function, such as game machines, information home electronics, televisions, car navigation systems, security systems, touch-panel type inputting devices, and the like, in addition to application software for computer using GUI, as is seen from the aforementioned description.

Although a plurality of embodiments of the present invention have been described in the above, the present invention is not limited to those embodiments. Further, it should be understood that effects described in the embodiments of the present invention are for illustrative purposes only, and the effects of the present invention are not limited to those described in the embodiments.
Claims

[1] A pointer controlling apparatus, comprising:
(a) means for receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;
(b) means for setting an operating mode of the pointer to a first control mode when a change in the position information of the pointer per unit time is less than a predetermined value, and setting the operating mode of the pointer to a second control mode when the change in the position information of the pointer per unit time is greater than or equal to the predetermined value;
(c) means for moving the pointer to a predetermined position within the predetermined area when in the first control mode and the pointer has crossed over the boundary of the predetermined area from outside to inside; and
(d) means for changing a moving distance of the pointer, when in the first control mode and the pointer is determined to exist within the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area.

[2] A pointer controlling apparatus, comprising:
(a) means for receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;
(b) means for setting an operating mode of the pointer to a first control mode when a predetermined event has not occurred, and setting the operating mode of the pointer to a second control mode when the predetermined event has occurred;
(c) means for moving the pointer to a predetermined position within the predetermined area when in the first control mode and the pointer has crossed over the boundary of the predetermined area from outside to inside; and
(d) means for changing a moving distance of the pointer, when in the first control mode and the pointer is determined to exist within the predetermined area, based on a change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area.

[3] The pointer controlling apparatus as set forth in claims 1 or 2, wherein the second control mode does not change the moving distance of the pointer based on the change in the position information of the pointer per unit time regardless of the location of the pointer relative to the inside and the outside of the predetermined area.

[4] The pointer controlling apparatus as set forth in claims 1 or 2, wherein
the predetermined position within the predetermined area is the center of the predetermined area.

[5] The pointer controlling apparatus as set forth in claims 1 or 2, wherein when the pointer has crossed over the boundary of the predetermined area from outside to inside, a display in the predetermined area is emphasized.

[6] The pointer controlling apparatus as set forth in claim 2, wherein the predetermined event is at least one selected from the group comprising: a clicking operation; and a dragging operation.

[7] A pointer controlling method, comprising the steps of:
(a) receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;
(b) setting an operating mode of the pointer to a first control mode when a change in the position information of the pointer per unit time is less than a predetermined value, and setting the operating mode of the pointer to a second control mode when the change in the position information of the pointer per unit time is greater than or equal to the predetermined value;
(c) moving the pointer to a predetermined position within the predetermined area when in the first control mode and the pointer has crossed over the boundary of the predetermined area from outside to inside; and
(d) changing a moving distance of the pointer, when in the first control mode and the pointer is determined to exist within the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area.

[8] A pointer controlling program executable by a computer to implement the steps comprising:
(a) receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;
(b) setting an operating mode of the pointer to a first control mode when a change in the position information of the pointer per unit time is less than a predetermined value, and setting the operating mode of the pointer to a second control mode when the change in the position information of the pointer per unit time is greater than or equal to the predetermined value;
(c) moving the pointer to a predetermined position within the predetermined area when in the first control mode and the pointer has crossed over the boundary of the predetermined area from outside to inside; and
(d) changing a moving distance of the pointer, when in the first control mode and
the pointer is determined to exist within the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area.

A pointer controlling apparatus, comprising:

(a) means for receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;

(b) means for setting an operating mode of the pointer to a first control mode when a change in the position information of the pointer per unit time is less than a predetermined value, and setting the operating mode of the pointer to a second control mode when the change in the position information of the pointer per unit time is greater than or equal to the predetermined value;

changing a moving distance of the pointer, when in the first control mode and the pointer is determined to exist within the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area.

(c) means for increasing a moving distance of the pointer, when the pointer exists inside the boundary of the predetermined area and the pointer moves closer to a center of the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area when in the first control mode; and

(d) means for decreasing the moving distance of the pointer, when the pointer exists inside the boundary of the predetermined area and the pointer moves away from the center of the predetermined area, based on the change in the position information of the pointer per unit time determined when the pointer existed outside the predetermined area when in the first control mode.

A pointer controlling apparatus, comprising:

(a) means for receiving position information of a pointer and determining whether the pointer has crossed over a boundary of a predetermined area from outside to inside;

(b) means for setting an operating mode of the pointer to a first control mode when a change in the position information of the pointer per unit time is less than a predetermined value, and setting the operating mode of the pointer to a second control mode when the change in the position information of the pointer per unit time is greater than or equal to the predetermined value;

(c) means for increasing a moving distance of the pointer, when it is determined that the pointer exists inside the boundary of the predetermined area and the pointer moves closer to a center of the predetermined area, based on the change
in the position information of the pointer per unit time when the pointer existed outside the predetermined area when in the first control mode; and (d) means for suspending movement of the pointer, when in the first control mode, the pointer exists inside the boundary of the predetermined area, and the pointer moves away from the center of the predetermined area, even when change in the position information of the pointer per unit time has occurred.
[Fig. 7]

Start 701

Pointer Position Information Is Received? 705

Is Pointer Position Outside Predetermined Area? 710

YES 715

Has Pointer Moved? 720

YES

Has Pointer Crossed Over Boundary Of Area? 725

NO

Has Pointer Moved? 725

YES 730

Does Moving Distance Value Exceed Specified Value? 730

NO

First Control Mode

Pointer Is Moved To Predetermined Position Within Predetermined Area. 753

Moving Distance Of Pointer Is Changed From Amount Of Change In Position Information Per Unit Time. 755

Has Event Of Pointing Device Occurred? 757

YES 758

Appropriate Processing For Event

NO 760

Does Pointer Exist Outside Area Crossing Over Boundary Of Area? 760

NO

YES 770

Change In Moving Distance Of Pointer Is Restored.

End 790

Second Control Mode 740

Pointer Is Moved Along With Movement Of Pointing Device. 745
Start 801

Pointer Position Information Is Received 805

Is Pointer Position Outside Predetermined Area? 810

YES 815

Has Pointer Moved? 815 NO

YES 820

Has Pointer Crossed Over Boundary Of Area?

YES 825

Has Event Of Pointing Device Occurred? 825 YES

Appropriate Processing For Event 830

NO 850

First Control Mode

Pointer Is Moved To Predetermined Position Within Predetermined Area. 853

Moving Distance Of Pointer Is Changed From Amount Of Change In Position Information Per Unit Time. 855

YES 857

Has Event Of Pointing Device Occurred? 857 YES

Appropriate Processing For Event 858

Second Control Mode

Pointer Is Moved Along With Movement Of Pointing Device. 845

NO 860

Does Pointer Exist Outside Area Crossing Over Boundary Of Area?

YES 860

Change In Moving Distance Of Pointer Is Restored 870

NO

End 890
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. G06F3/048

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

G06F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practical, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>column 3, line 22 - column 6, line 41; figures 3-8</td>
<td>9,10</td>
</tr>
<tr>
<td>Y</td>
<td>WO 96/35161 A (PHILIPS ELECTRONICS NV [NL]; PHILIPS NORDEN AB [SE] PHILIPS ELECTRONIC) 7 November 1996 (1996-11-07) page 4, line 23 - page 5, line 34; figure 1</td>
<td>1-10</td>
</tr>
<tr>
<td>Y</td>
<td>EP 0 665 489 A (MICROSOFT CORP [US]) 2 August 1995 (1995-08-02) figures 3a-3d column 13, line 55 - column 15, line 48; figures 6,7</td>
<td>1-10</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

**Special categories of cited documents:**

- A document defining the general state of the art which is not considered to be of particular relevance
- E earlier document but published on or after the international filing date
- L document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- O document referring to an oral disclosure, use, exhibition or other means
- P document published prior to the international filing date but later than the priority date claimed

**Date of the actual completion of the international search**

16 June 2008

**Date of mailing of the international search report**

23/06/2008

**Name and mailing address of the ISA/ Representative**

European Patent Office, P.B. 5818 Patentlaan 2 NL-2280 HV Rijswijk Tel. (+31-70) 346-3040, Tx. 31 651 epo nl Fax: (+31-70) 340-3016

**Authorized officer**

Cheron, Laurent
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td><strong>US 6 137 487 A (MANTHA MURTHY LAKSHMANA [US]) 24 October 2000 (2000-10-24)</strong> column 4, line 59 - line 65; column 6, line 29 - line 65; figures 3a-3b; column 7, line 51 - column 8, line 34; figures 5a-5c</td>
<td>1, 4, 5, 7, 8</td>
</tr>
<tr>
<td>A</td>
<td><strong>US 2002/003529 A1 (TAKASE HARUMI [JP] ET AL) 10 January 2002 (2002-01-10)</strong> paragraphs [0013] - [0015], [0022]; figure 2</td>
<td>1, 3, 7, 8, 10</td>
</tr>
<tr>
<td>Patent document</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>-----------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>OP 10198520 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69612450 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69612450 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 10503867 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5703620 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69530138 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69530138 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69534237 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69534237 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7234772 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5596347 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5598183 A</td>
</tr>
<tr>
<td>US 6137487 A</td>
<td>24-10-2000</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 535102 B</td>
</tr>
</tbody>
</table>