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To all whom it may concern: 
Be it known that I, JoHN E. STARNES, of 

Asheville, Buncombe county, and State of 
North Carolina, have invented a new and 
useful Improvement in Churn-Dashers, which 
improvement is fully set forth in the following 
specification, reference being had to the ac 
coln panying drawing. 
The object of my invention is to construct 

a good and durable dash that can be used in 
the common old fashioned round churn, and 
upon such principles as will add greatly to 
the speed and ease in churning. The dash is 
illustrated more fully by reference to the drawing. 
The staff B, which is made of good firm 

Wood, is small enough to pass and operate 
through a hole in the lid of the churn. To 
the staff B is attached a handle or hand-hold, 
A by means of a wire or smaller piece of 
Wood inserted and fastened in the staff B, 
and passing through the handle or hand-hold 
A, so as to allow the staff B to revolve freely. 
The staff B is left square, and larger at the 
lower part, as shown at E, to which are at 

i. 
. 

tached the paddles C, which are set at a cer 
tain angle, or at any angle desired, which 
angle causes the dash to revolve when forced 
up and down in the milk. The angle of the 
paddles C also makes it much easier to force 
up and down through the milk, causing at 
the same time the dash to revolve from right 
to left. The grooved angular pegs D are at 
tached to the paddles, and stir the milk as 
the dash revolves from right to left and from 
left to right. 
What I claim as my invention, and desire to 

secure by Letters Patent, is 
1. A dasher consisting of the angular pad 

dles and the grooved angular-shaped pegs at 
tached to the dasher-head, substantially as 
and for the purpose specified. 

2. In combination with the angular paddles, 
grooved pegs, and dasher-head, the halndle 
or hand-hold attached to the top of the staff, 
substantially as described. 

JOHN H. STARNES. 
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