Title: HANDLE ASSEMBLIES FOR INTRAVASCULAR TREATMENT DEVICES AND ASSOCIATED SYSTEMS AND METHODS

Abstract: The present disclosure comprises handle assemblies for intravascular treatment devices. In one embodiment, a handle assembly comprises an actuator for deflection of a distal region of an intravascular treatment device. In another embodiment, a handle assembly comprises a rotator for rotating an intravascular treatment device independently of the handle assembly. Methods and systems for intravascular delivery, deflection and placement of an intravascular treatment device via a handle assembly of the present invention are also provided.
HANDLE ASSEMBLIES FOR INTRAVASCULAR TREATMENT
DEVICES AND ASSOCIATED SYSTEMS AND METHODS

REFERENCE TO RELATED APPLICATIONS

[0001] The present application is a continuation-in-part of Patent Cooperation Treaty (PCT) Application No. PCT/US09/69334, filed December 22, 2009, which claims the benefit of the following applications:

[0002] (a) European Patent Application No. 09168202.1 filed August 14, 2009;
[0004] (c) European Patent Application No. 09167937.3, filed August 14, 2009; and


(e) U.S. Patent Application No. 12/545,648, filed on August 21, 2009; and

[0007] All of these applications are incorporated herein by reference in their entireties.

TECHNICAL FIELD

[0008] The technology disclosed in the present application generally relates to handle assemblies for intravascular treatment devices and associated systems and methods. In particular, several embodiments are directed to handle assemblies for intravascular treatment devices for achieving intravascular, thermally-induced renal neuromodulation.
BACKGROUND

[0009] Hypertension, heart failure and chronic kidney disease represent a significant and growing global health issue. Current therapies for these conditions include non-pharmacological, pharmacological and device-based approaches. Despite this variety of treatment options, the rates of control of blood pressure and the therapeutic efforts to prevent progression of heart failure and chronic kidney disease and their sequelae remain unsatisfactory. Although the reasons for this situation are manifold and include issues of non-compliance with prescribed therapy, heterogeneity in responses both in terms of efficacy and adverse event profile, and others, it is evident that alternative options are required to supplement the current therapeutic treatment regimes for these conditions.

[0010] Reduction of sympathetic renal nerve activity (e.g., via denervation) can reverse these processes. Ardian, Inc., of Palo Alto, CA, has discovered that an energy field, including and comprising an electric field, can initiate renal neuromodulation via denervation caused by irreversible electroporation, electrofusion, apoptosis, necrosis, ablation, thermal alteration, alteration of gene expression or another suitable modality.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] Figure 1 is a partially schematic view of a system for achieving intravascular, thermally-induced renal neuromodulation.

[0012] Figure 2A is an isometric view of a handle assembly for a treatment device configured in accordance with an embodiment of the disclosure.

[0013] Figure 2B is an exploded isometric view of the handle assembly of Figure 2A.

[0014] Figure 2C is a detail isometric view of the actuator and O-ring of the handle assembly of Figure 2B.

[0015] Figures 3A and 3B are side cross-sectional views of the handle assembly of Figure 2A.

[0016] Figures 3C-3E provide detail side cross-sectional views of the handle assembly of Figures 3A and 3B, illustrating coordinated angular rotation of the actuator and linear translation of the carrier relative to the housing assembly.
[0017] Figure 4A is an isometric view of a front portion of the handle assembly of Figure 2A, and Figure 4B is an isometric view of a number of internal components at the front portion of the handle assembly.

[0018] Figures 5A and 5B are side cross-sectional views of the handle assembly of Figs. 2A-2C and 3A-3E, illustrating optional features for limiting caregiver rotation of the actuator 260 and/or for increasing friction during such caregiver actuation.

[0019] Figure 6 is an exploded isometric view of an alternative embodiment of the handle assembly of Figures 2A-5B having an alternative mechanism for friction generation during caregiver actuation.

[0020] Figures 7A and 7B illustrate an alternative rotational limitation element and rotational control mechanism for the handle assembly.

[0021] Figure 8 illustrates operation of the handle assembly to manipulate the treatment device within a renal artery.

[0022] Figures 9A-9D illustrate the intravascular delivery, placement, deflection, rotation, retraction, repositioning, and use of a treatment device including a handle assembly configured in accordance with an embodiment of the disclosure to achieve thermally-induced renal neuromodulation from within a renal artery.

[0023] Figures 10A and 10B illustrate the radial and longitudinal translation of the thermal element upon deflection of the intermediate flexure zone of the treatment device.

[0024] Figure 11 illustrates an alternative embodiment of the handle assembly.

DETAILED DESCRIPTION

1. Overview

[0025] The present disclosure describes handle assemblies for intravascular treatment devices and associated systems and methods.

[0026] Although the following description provides many specific details of the following examples in a manner sufficient to enable a person skilled in the relevant art to practice, make, and use them, several of the details and advantages described below may not be necessary to practice certain examples and methods of the
disclosure. Additionally, the disclosure may include other examples and methods that are within the scope of the claims but are not described in detail.

[0027] Reference throughout this specification to "one example," "an example," "one embodiment" or "an embodiment" means that a particular feature, structure, or characteristic described in connection with the example is included in at least one example of the present disclosure. Thus, the occurrences of the phrases "in one example," "in an example," "one embodiment" or "an embodiment" in various places throughout this specification are not necessarily all referring to the same example. Furthermore, the particular features, structures, routines, steps or characteristics may be combined in any suitable manner in one or more examples of the disclosure. The headings provided herein are for convenience only and are not intended to limit or interpret the scope or meaning of the claimed disclosure.

II. Intravascular Treatment Device Embodiment and Associated System and Methods

[0028] Figure 1 shows a system 10 for thermally inducing neuromodulation, e.g., of a left and/or right renal plexus (RP), through intravascular access. The left and/or right renal plexus (RP) surrounds the respective left and/or right renal artery. The renal plexus (RP) extends in intimate association with the respective renal artery into the substance of the kidney. The system may thermally induce neuromodulation of a renal plexus (RP) by intravascular access into the respective left or right renal artery.

[0029] The system 10 includes an intravascular treatment device 12. The treatment device 12 includes an elongated shaft 16 having a proximal end region 18 and a distal end region 20. The treatment device 12 provides access, e.g., to the renal plexus (RP), through an intravascular path that leads to a respective renal artery, as Figs. 8, 9, and 10 show.

[0030] Different sections of the elongated shaft 16 serve different mechanical functions when in use. The sections are thereby desirably differentiated in terms of their size, configuration, and mechanical properties for (i) percutaneous introduction into a femoral artery through a small-diameter access site; (ii) atraumatic passage through the tortuous intravascular path through an iliac artery, into the aorta, and into a respective left/right renal artery, including (iii) significant flexure near the junction of the left/right renal arteries and aorta to gain entry into the respective left
or right renal artery; (iv) controlled translation, deflection, and/or rotation within the respective renal artery to attain proximity to, and a desired alignment with, an interior wall of the respective renal artery; and (v) the placement of at least one thermal element 24 (e.g., a thermal heating element) carried by the distal end region 20 into contact with tissue on the interior wall. The thermal element 24 is specially sized and configured for manipulation and use within a renal artery.

[0031] The proximal end region 18 of the elongated shaft 16 includes a handle assembly 200. The handle assembly 200 is sized and configured to be securely or economically held and manipulated by a caregiver (see, e.g., Fig. 8) positioned external to the patient, outside the intravascular path traversed by the distal end region 20 of the treatment device 12 in accessing a renal artery. By manipulating the handle assembly 200 from outside the intravascular path, the caregiver can advance the elongated shaft 16 through the tortuous intravascular path and remotely manipulate or actuate the distal end region 20. Image guidance, e.g., CT, radiographic, or another suitable guidance modality, or combinations thereof, can be used to aid the caregiver’s manipulation.

[0032] The distal end region 20 of the elongated shaft 16 can flex in a substantial fashion to gain entrance into a respective left/right renal artery by manipulation of the elongated shaft 16, e.g., via passage within a guide catheter (not shown). Once entrance to a renal artery is gained, further manipulation of the distal end region 20 and the thermal heating element 24 within the respective renal artery establishes proximity to and alignment between the thermal heating element 24 and tissue along an interior wall of the respective renal artery. In some embodiments, manipulation of the distal end region 20 will also facilitate contact between the thermal heating element 24 and wall of the renal artery.

[0033] The system 10 also includes a thermal generator 26 (e.g., a thermal energy generator). Under control of the caregiver or automated control algorithm 102, the generator 26 generates a selected form and magnitude of thermal energy. A cable 28 operatively attached to the handle assembly 200 electrically connects the thermal heating element 24 to the generator 26. At least one supply wire 29 (see, e.g., Fig. 3A) passing along the elongated shaft 16 or through a lumen in the elongated shaft 16 from the handle assembly 200 to the thermal heating element 24 conveys the treatment energy to the thermal heating element 24. A control mechanism, such as
foot pedal 100, optionally is connected (e.g., pneumatically connected or electrically connected) to the generator 26 to allow the operator to initiate, terminate and, optionally, adjust various operational characteristics of the generator, including, but not limited to, power delivery.

[0034] For systems that provide for the delivery of a monopolar electric field via the thermal heating element 24, a neutral or dispersive electrode 38 can be electrically connected to the generator 26. Additionally, one or more sensors 52 (see Figs. 9), such as one or more temperature (e.g., thermocouple, thermistor, etc.), impedance, pressure, optical, flow, chemical or other sensors, can be located proximate to or within the thermal heating element 24 and connected to one or more of the supply wires. With two supply wires, one wire could convey the energy to the thermal heating element and one wire could transmit the signal from the sensor. Alternatively, both wires could transmit energy to the thermal heating element.

[0035] As seen in Figs. 8 and 9 (and described in more detail below), a caregiver may manipulate the distal end region 20 of elongated shaft 16 into a desired intravascular position by manipulating handle assembly 200 that is positioned external to the patient outside the intravascular path traversed by the distal end region. The elongated shaft 16 may comprise force transmitting section 30 that transmits forces from the handle assembly 200 to the distal end region 20. Distal end region 20 may comprise proximal flexure zone 32 that accommodates significant flexure at the junction of the left/right renal arteries and aorta to gain entry into the respective left or right renal artery. Furthermore, the distal end region may comprise intermediate flexure zone 34. Utilizing handle assembly 200, the intermediate flexure zone can be axially translated into the respective renal artery, remotely deflected and/or rotated in a controlled fashion within the respective renal artery to attain proximity to and a desired alignment with an interior wall of the respective renal artery. The distal end region also may comprise distal flexure zone 44 that passively bends to place the thermal energy heating element 24 into contact with tissue on the interior wall of the respective renal artery.

[0036] The complex, multi-bend structure formed by the proximal, intermediate and distal flexure zones 32, 34, and 44 of the distal end region 20 of the elongated shaft 16 create a consistent and reliable active surface area of contact between the thermal heating element 24 and tissue within the respective renal artery. Once
proximity between, alignment with, and contact between the thermal heating element 24 and tissue are established within the respective renal artery, the purposeful application of energy from the generator 26 to tissue by the thermal heating element 24 induces one or more desired thermal heating effects on localized regions of the renal artery and adjacent regions of the renal plexus (RP), which lay intimately within or adjacent to the adventitia of the renal artery. The purposeful application of the thermal heating effects can achieve neuromodulation along all or a portion of the RP.

[0037] The thermal heating effects can include both thermal ablation and non-ablative thermal alteration or damage (e.g., via sustained heating and/or resistive heating). Desired thermal heating effects may include raising the temperature of target neural fibers above a desired threshold to achieve non-ablative thermal alteration, or above a higher temperature to achieve ablative thermal alteration. For example, the target temperature can be above body temperature (e.g., approximately 37°C) but less than about 45°C for non-ablative thermal alteration, or the target temperature can be about 45°C or higher for the ablative thermal alteration.

III. Handle Assemblies for Intravascular Treatment Devices and Associated Systems and Methods

[0038] With reference to Fig. 2A, an illustrative embodiment of the handle assembly 200 of system 10 is described. With the handle assembly 200 positioned external to the patient, the caregiver can translate the handle assembly to translate the distal end region 20 of the elongated shaft 16 through an intravascular path to a position within the respective renal artery. The caregiver then can operate actuator 260 of the handle assembly 200 to remotely deflect the thermal heating element 24 about the intermediate flexure zone 34 to establish contact between the interior wall of the renal artery and the thermal heating element. The caregiver also can operate rotator 230 on the handle assembly 200 to rotate the elongated shaft 16 and its distal end region 20 without rotating the entire handle assembly 200.

[0039] Rotation of the elongated shaft 16 when the intermediate flexure zone 34 is deflected within the respective renal artery causes the thermal heating element 24 to rotate within the respective renal artery, making it easier to achieve contact with the vessel wall, to determine whether there is wall contact (particularly in planes where
there is poor angiographic visualization), and/or to angularly reposition the thermal heating element. Rotation may be combined with translation of the thermal heating element 24 for repositioning of the thermal heating element at a different angular and longitudinal position within the respective renal artery for delivery of energy at multiple locations within the renal artery. Since there are cables and wires running from the handle assembly through the shaft of the device (e.g., actuation wire/cable, electrical transmission wire(s), thermocouple wire(s), etc.), it is desirable to limit rotation of the shaft relative to these wires in order to avoid unnecessary entanglement and twisting of these wires; handle assembly 200 therefore comprises a rotational limiting element, as described in more detail below.

[0040] As seen in the exploded view of Fig. 2B, handle assembly 200 may comprise proximal strain relief 202, distal strain relief 204, inner limiter ring 210, outer limiter ring 220, rotator 230, housing assembly 240 having upper housing 242 and lower housing 244, actuator 260 and carrier 280, as well as optional O-ring 275. The upper and lower housing comprise one or more mating features 246 that join together (e.g., via friction locked male and female mating features and/or via adhesives) to form the handle housing assembly 240. The actuator, O-ring and carrier are positioned between the upper housing 242 and lower housing 244 in the assembled configuration of housing assembly 240.

[0041] As described in more detail below, in the assembled configuration the actuator 260 and carrier 280 are constrained within the housing assembly 240 in a manner that facilitates coordinated angular rotation of the actuator and linear translation of the carrier. As also described in more detail below, proximal linear translation of carrier 280 relative to the housing assembly 240, via caregiver proximal rotation of actuator 260, causes deflection of thermal heating element 24 about intermediate flexure zone 34 of the distal end region 20 of the elongate shaft 16. Optional O-ring 275, positioned between the actuator 260 and the lower housing 244, may provide tactile feedback or resistance to the caregiver during such caregiver rotation of the actuator, and/or may maintain the actuator in proximally rotated position. An alternative actuation mechanism can include a sliding actuator directly or indirectly connected to a control wire, wherein caregiver sliding of the sliding actuator causes linear translation of the control wire relative to the housing assembly and deflection of the thermal heating element about the intermediate
flexure zone. Yet another alternative actuation mechanism can include a rotational actuator directly or indirectly connected to a control wire, wherein caregiver rotating of the rotating actuator causes linear translation of the control wire relative to the housing assembly and deflection of the thermal heating element about the intermediate flexure zone.

[0042] After assembly of the housing 240, the inner limiter ring 210 is positioned concentrically over a distal portion of the housing assembly 240, the outer limiter ring 220 is positioned concentrically over the inner limiter ring 210, and the rotator is positioned concentrically over the outer limiter ring 220. Proximal strain relief 202 is affixed to a proximal portion of the housing assembly 240, while distal strain relief 204 is affixed to a distal portion of the rotator 230. As described in more detail below, the inner limiter ring 210, the outer limiter ring 220 and the rotator 230 act in concert with the housing assembly 240 to facilitate rotation of elongated shaft 16 without rotation of the handle assembly 200, as well as to limit rotation of the elongated shaft.

[0043] Treatment device 12 comprises control wire 40 that extends the length of elongated shaft 16 (e.g., along the length or within a lumen of the elongated shaft) from the handle assembly 200 of proximal end region 18 to the intermediate flexure zone 34 of the distal end region 20. The control wire terminates distally in the distal end region 20 and, as seen in Figs. 3, terminates proximally at carrier 280 of the handle assembly 200. As discussed in more detail below, the control wire may be attached to the carrier 280 by simply being wrapped around one or more cleats or attachment points on the carrier and/or attachment via adhesive or solder. Proximal translation of the carrier 280 relative to housing assembly 240 (and thereby relative to the elongated shaft 16) proximally retracts the control wire relative to the elongated shaft 16, which imparts a bending moment on the intermediate flexure zone 34 that causes the intermediate flexure zone to bend or deflect relative to a longitudinal axis of the elongated shaft 16. This facilitates positioning of the thermal heating element 24 in a desired location relative to a respective renal artery.

[0044] Optionally, the control wire 40 may be elastic and/or may be connected to an elastic element, such as a spring, to dampen the force applied to the control wire by translation of the carrier 280, thereby dampening the buckling or bending moment applied to the intermediate flexure zone 34. This may provide a more consistent
contact force between the thermal heating element 24 and the vessel wall. It also may facilitate maintenance of stable contact as the vessel wall moves relative to the elongated shaft.

[0045] By rotating the actuator 260 proximally, the caregiver may proximally translate the carrier 280 relative to the housing assembly 240 in order to proximally retract the control wire 40 relative to the elongated shaft 16, thereby deflecting the intermediate flexure zone 34 of the distal end region 20. Actuator 260 comprises an actuator body 262 having a pivot 264, as well as a cam 266 that is positioned on the surface of the actuator that faces upper housing 242 and carrier 280 in the assembled configuration.

[0046] Actuator 260 also has as an actuator button 270 that is coupled to the actuator body via an actuator button arm 272. The actuator button arm 272 acts as a lever arm that provides additional torque and mechanical advantage during rotation of the actuator 260. The actuator button 270 optionally has a larger width than the actuator button arm 272 to facilitate tactile manipulation and ergonomic handling of the actuator button by a caregiver. The actuator button 270 initially is positioned in a forward or distal position relative to housing assembly 240. The caregiver may pull back (i.e. proximally) on the button 270 to proximally rotate the actuator 260 relative to the housing assembly and deflect the intermediate flexure zone 34 of the distal end region 20. The range of distances separating the actuator button 270 from the rotator 230 during caregiver manipulation of the handle assembly 200 is specified in a mariner that facilitates single-handed ergonomic use of the handle assembly 200, even when the actuator button 270 is positioned in its proximal-most or distal-most position relative to the housing assembly 240.

[0047] The housing assembly 240 (illustratively, the lower housing 244) comprises an actuator post 248 that is placed within the actuator's pivot 264. The actuator post 248 constrains translation of the actuator 260 relative to the housing assembly 240, while facilitating angular rotation of the actuator about the actuator post 248 and the actuator's pivot 264, which is the actuator's axis of rotation. The actuator post 248 facilitates proper alignment of the actuator 260 relative to the housing assembly 240 and the carrier 280, and may reduce a risk of actuator binding during angular rotation of the actuator. The actuator post 248 also may comprise a mating feature 246 of the housing assembly 240.
Upon mating of the upper housing 242 and the lower housing 244 to form the housing assembly 240, actuator button arm 272 of the actuator 260 is seated within the actuator channel 250 formed through the mating of the upper and lower housings (see Fig. 2A). Actuator channel 250 provides the caregiver with access to the actuator button 270 from outside the housing assembly 240, allowing the caregiver to rotate the actuator 260 relative to the housing assembly via the actuator button while the actuator body 262 is disposed within the housing assembly. Carrier 280 is also positioned within the housing assembly; the carrier interacts with the actuator 260 and the housing assembly 240 to transform rotation of the actuator into translation of the carrier relative to the housing assembly, and thereby translation of the control wire 40 relative to the elongated shaft 16.

The carrier 280 comprises first and second housing posts 282a and 282b that are positioned within first and second longitudinal channels 252a and 252b, respectively, of the lower housing 244 of housing assembly 240. The carrier 280 also comprises fin 281 that is positioned within channel 251 of the lower housing 244. The carrier comprises a cam post 286 that is seated within the actuator's cam 266. Furthermore, the carrier comprises one or more attachment points or features 288 whereat the control wire 40 is proximally coupled to the carrier 280. As seen in Fig. 3B, as the control wire extends proximally, it may remain axial with the elongated shaft 16 until reaching arcuate segment 289 of the carrier, where the control wire changes directions and is attached to the carrier at carrier attachment points 288. The carrier also may comprise a channel or void 284 for passage of the lower housing's actuator post 248 there through (see Figs. 3) and/or for passage there through of a mating feature 246 that extends from the upper housing 242 and mates with the lower housing's actuator post 248.

Positioning of the carrier's first and second housing posts 282a and 282b within the lower housing's first and second longitudinal channels 252a and 252b, as well the carrier's fin 281 within the lower housing's channel 251, constrains rotation of the carrier 280 relative to the housing assembly 240, while facilitating translation of the carrier relative to a longitudinal axis of the housing assembly. Optionally, interaction of the carrier's first and second housing posts with the housing assembly's first and second longitudinal channels may limit a degree of such longitudinal translation of the carrier relative to the housing assembly as the carrier's
housing posts abut the proximal and/or distal ends of the lower housing's longitudinal channels. This, in turn, may limit deflection of the intermediate flexure zone 34 of the distal end region 20 of the elongated shaft 16 via the proximal connection of control wire 40 to the carrier 280 and the distal connection of the control wire to the intermediate flexure zone, and/or may limit rotation of the actuator relative to the housing assembly due to the interaction (described in more detail below) between the carrier's cam post 286 and the actuator's cam 266.

[0051] As mentioned, the carrier's cam post 286 is positioned within the actuator's cam 266. When the actuator button 270 is positioned in its distal-most position relative to the housing assembly 240, as in Fig. 3C, the carrier's cam post 286 is positioned at or near an inferior surface of the actuator's cam 266. As the caregiver rotates actuator button 270 proximally relative to the housing assembly, rotation of the actuator 260 causes the carrier's cam post 286 to move toward a superior surface of the actuator's cam 266, as in Figs. 3D and 3E. As seen in Fig. 3D, a distance D1 between the actuator's axis of rotation (i.e., pivot 264) and the inferior surface of the actuator's cam 266 is less than a distance D2 between the pivot and the superior surface of the cam.

[0052] As the carrier's cam post 286 traverses the actuator's cam 266 from inferior to superior during the caregiver's rotation of the actuator button 270 from a more distal position (as in Figs. 3A and 3C) to a more proximal position (as in Figs. 3B and 3E) relative to the housing assembly 240, the increased distance between the actuator's pivot 264 and the actuator's cam 266 from inferior to superior causes the actuator's cam 266 to apply a force to the carrier's cam post 286 positioned therein. This force increases the distance between the actuator's pivot 264 and the carrier's cam post 286. Since rotation of the carrier 280 relative to the housing assembly 240 is constrained via interaction of the carrier's first and second housing posts 282a and 282b with the lower housing's first and second longitudinal channels 252a and 252b, the force applied to the carrier's cam post 286 by the actuator's cam 266 during proximal rotation of the actuator 260 relative to the housing assembly 240 translates the carrier proximally relative to the longitudinal axis of the housing assembly. This deflects the intermediate flexure zone 34 of distal end region 20 via tension applied by the carrier to control wire 40.
Conversely, as the carrier's cam post 286 traverses the actuator's cam 266 from superior to inferior during rotation of the actuator button 270 from a proximal position to a distal position relative to the housing assembly 240, the decreased distance between the actuator's pivot 264 and cam 266 from superior to inferior causes the actuator's cam 266 to apply a force to the carrier's cam post 286 positioned therein. This force decreases the distance between the actuator's pivot 264 and the carrier's cam post 286 that is positioned within the actuator's cam 266 and translates the carrier 280 distally relative to a longitudinal axis of the housing assembly 240. Such distal translation of the carrier relative to the housing assembly allows the intermediate flexure zone 34 to straighten via removal of tension applied by the carrier to control wire 40. Alternatively, as the carrier translates distally <e.g., due to a restoring force applied to the carrier by the deflected intermediate flexure zone 34 via the control wire 40), the carrier's cam post 286 may apply a force to the actuator's cam 266 that moves the cam post 286 from superior to inferior within the actuator's cam 266 and rotates the actuator button 270 distally.

As will be apparent to those of skill in the art, the length of the housing assembly's first and/or second longitudinal channels 252a and 252b optionally may limit longitudinal translation of the carrier 280 relative to the housing assembly 240. Furthermore, the difference between the distances D2 and D1 (i.e., D2 - D1) optionally may define a maximum translation distance of the carrier 280 relative to the housing assembly 240. Further still, the geometry of the actuator's cam 266 optionally may be altered to alter the amount of linear translation of carrier 280 that results from a given amount of angular rotation of actuator 260, and vice versa.

The geometry of cam 266 optionally may be configured to interact with cam post 286 in a manner that provides variable resistance to the caregiver during rotation of the actuator 260. For example, resistance may increase as the actuator is rotated more proximally. At the limit, such increased resistance may serve as a brake that precludes further proximal rotation of the actuator relative to the housing assembly.

As discussed previously, the control wire 40 extends from the distal end region 20 of elongated shaft 16 to attachment features 288 of the carrier 280. Proximal longitudinal translation of the carrier 280 relative to the housing assembly 240 (i.e., proximal rotation of the actuator 260 relative to the housing assembly)
places the control wire 40 in tension, which deflects the intermediate flexure zone 34. Conversely, distal longitudinal translation of the carrier 280 relative to the housing assembly 240 (i.e., distal rotation of the actuator relative to the housing assembly) reduces or eliminates tension in the control wire, which may reduce or eliminate deflection of the intermediate flexure zone 34. A geometric constraint defined by a length of the housing assembly's actuator channel 250, in combination with a distance between the axis of rotation of the actuator 260 and the actuator button arm 272 as it abuts either end of the channel 250, optionally may define a maximum arc length and degree of rotation that may be traversed by the actuator during its rotation about the housing's actuator post 248, which in turn may define a maximum deflection of the intermediate flexure zone 34 of distal end region 20. Alternatively/additionally, a geometric constraint limiting deflection of the intermediate flexure zone 34 may be defined by interaction of the actuator with the carrier 280 (e.g., the carrier's cam post 286 abutting either end of the actuator cam 266), by interaction of the carrier with the housing assembly (e.g., the carrier's first and/or second housing posts 282a and 282b abutting either end of the lower housing's first and/or second longitudinal channels 252a and 252b, respectively, and/or the lower housing's actuator post 248 or a housing mating feature 246 abutting either end of the carrier's channel 284) and/or by a maximum deflection capacity of the intermediate flexure zone 34 of distal end region 20 as conveyed to the handle assembly via control wire 40 attached to the carrier 280.

[0057] The actuator 260 optionally may comprise male O-ring attachment profile 274 on the surface of the actuator that faces lower housing 244 in the assembled configuration (see Fig. 2C). Profile 274 preferably is concentric with the actuator's pivot 264. The male O-ring attachment profile may have a maximum outer cross-sectional dimension that is just slightly less than the inner diameter of the O-ring 275. The male attachment profile optionally may be slightly non-circular or pointed, e.g., about the ribs of the profile 274.

[0058] Likewise, lower housing 244 optionally may comprise optional female O-ring attachment profile 249. The female O-ring attachment profile may have a maximum inner cross-sectional dimension that is just slightly larger than the outer diameter of the O-ring 275. The female attachment profile 249 optionally may be slightly non-
circular or pointed, as well, e.g., may have a profile similar to that of the actuator's male attachment profile 274.

[0059] Upon mating of the upper housing 242 and the lower housing 244 to form the housing assembly 240, O-ring 275 is positioned within the female O-ring attachment profile 249 of the lower housing 244 and over the male O-ring attachment profile 274 of the actuator 260. With the actuator positioned distally relative to the housing assembly, the non-circular male and female O-ring attachment profiles preferably are concentric, such that the O-ring is in an unstressed state during shipping and storage.

[0060] As the actuator button 270 is rotated from a more distal position to a more proximal position within the actuator channel 250, the actuator's male attachment profile 274 is no longer concentric with the lower housing's female attachment profile 249. This may cause engagement of the O-ring 275 between the relatively pointed sections of the actuator's male attachment profile 274 and the lower housing's female attachment profile 249. Such O-ring engagement increases friction, which may provide tactile feedback to the caregiver and/or may provide a friction lock that temporarily maintains the rotational position of the actuator 260 (and thereby the translational position of the carrier 280 and the control wire 40) relative to the housing assembly 240.

[0061] As the actuator button 270 is rotated proximally within the actuator channel 250, thereby proximally translating the carrier 280 and deflecting the intermediate flexure zone 34 of the distal end region 20 via the control wire 40, the intermediate flexure zone 34 may convey a restoring moment to the actuator 260 through the control wire and the carrier. The restoring moment may seek to reverse deflection of the intermediate flexure zone and rotate the actuator button 270 back to a more distal position within the actuator channel 250. The increased friction provided by engagement of the O-ring 275 may counteract the intermediate flexure zone's restoring moment to temporarily maintaining deflection of the intermediate flexure zone 34. Alternative friction and locking mechanisms known in the art may be provided.

[0062] As discussed previously, cable 28 of system 10 is operatively attached to the handle assembly 200 and electrically connects the thermal heating element 24 at the distal end region 20 of the elongated shaft 16 to the generator 26. The cable 28
may be either removably attached (e.g., via a plug or other cable connector) or permanently attached (e.g., via adhesives and/or solder) to the handle assembly 200. Optionally, the cable may comprise a rotational electrical coupling that facilitates independent rotation of the handle assembly 200 relative to the cable 28. As seen in Figs. 3A and 3B, cable 28 passes through a proximal lumen of the handle assembly 200 formed through proximal strain relief 202 and the housing assembly 240 into the interior of the handle assembly. The cable 28 terminates within the handle assembly and is electrically connected to at least one supply wire 29. The supply wire(s) convey treatment energy from generator 26 and cable 28 to the thermal heating element 24 and/or transmit signal from one or more sensors 52 (see Figs. 9), such as one or more temperature (e.g., thermocouple, thermistor, etc.), impedance, pressure, optical, flow, chemical or other sensors, located proximate to or within the thermal heating element 24 and connected to the supply wire(s).

[0063] In the embodiments of Figs. 3, cable 28 is electrically connected to supply wire(s) 29 via circuit board 290. However, it should be understood that the cable alternatively may be directly connected to the supply wire(s) 29 and/or that the supply wire(s) may extend proximally within the cable 28 proximal of the handle assembly 200, e.g., all the way to the generator 26 without requiring an additional electrical connection to the cable 28. In addition to electrically connecting the supply wire(s) to the cable, circuit board 290 optionally may comprise programming or one or more circuits for controlling, measuring, altering or otherwise interacting with the treatment energy delivered via generator 26 and/or signal transmitted by the supply wire(s) from a distally-located sensor.

[0064] In Figs. 3, housing assembly 240 comprises one or more tortuous path features 245 through which cable 28 is routed prior to its termination at circuit board 290. Features 245 may provide sufficient friction to mount cable 28 within the housing assembly 240 without requiring secondary fixation of the cable to the housing, e.g., via adhesives, though it should be understood that secondary fixation alternatively may be provided. Furthermore, other mechanical locks, such as a clip or sleeve that is crimped or otherwise affixed to the cable and is positioned within the housing assembly 240 in a manner that precludes removal of the clip/sleeve from the housing assembly, also may be provided. Circuit board 290 also may be
friction fit within the housing assembly and/or may be attached to the housing assembly via secondary fixation, such as adhesives.

[0065] Supply wire(s) 29 extend distally from circuit board 290. Along with control wire 40, the supply wire(s) 29 pass through a distal lumen of the handle assembly 200 formed through housing assembly 240, rotator 230 and distal strain relief 204, then along the elongated shaft 16 or through a lumen in the elongated shaft 16 from the handle assembly 200 to the thermal heating element 24. The elongated shaft 16 is coupled proximally to rotator 230 and/or to distal strain relief 204 (and thereby to the rotator).

[0066] As will be discussed later in greater detail, it is desirable to rotate the distal end region 20 of the elongated shaft 16 of the treatment device 12 within the renal artery after the thermal heating element 24 is in contact with the vessel wall. However, it may be cumbersome and awkward for a clinical practitioner to rotate the entire handle assembly 200 at the proximal end of the device 12, particularly given the dimensions of the renal anatomy. Rotation of the rotator 230 relative to the housing assembly 240 causes the elongated shaft 16 to rotate about its longitudinal axis without rotation of the handle assembly 200 (i.e., without rotation of the housing assembly 240).

[0067] Since control wire 40 and supply wire(s) 29 proximally terminate within the housing assembly 240, significant independent rotation of the elongated shaft relative to the housing assembly might cause the wires to become significantly twisted about one another and/or to break. Optionally, one or more mechanical and/or electromechanical rotational couplings may be provided to connect the more proximal portion of the control wire 40 that is connected to the carrier to the more distal portion of the control wire that travels through the elongated shaft 16, and/or to connect the more distal portions of the supply wire(s) 29 in the elongated shaft 16 to the more proximal portion of the supply wire(s) in the housing assembly 240. Rotational couplings may facilitate independent rotation of the elongated shaft relative to the housing assembly without significant control wire and/or supply wire twisting, while maintaining electrical conductivity along the full length(s) of the supply wires.

[0068] Additionally or alternatively, a rotation limiting element may be provided to limit independent rotation of the elongated shaft 16 relative to the handle assembly
200. With reference now to Figs. 2-4, interactions of the housing assembly 240, the rotator 230, the outer limiter ring 220 and the inner limiter ring 210 are described in more detail. These interactions facilitate independent rotation of the elongated shaft 16 relative to the handle assembly 200, while providing a rotation limiting element that limits such independent rotation, thereby reducing a risk of control and/or supply wire entanglement or breakage.

[0069] As discussed previously, the inner limiter ring 210 is positioned concentrically over a distal portion of the housing assembly 240, the outer limiter ring 220 is positioned concentrically over the inner limiter ring 210, and the rotator 230 is positioned concentrically over the outer limiter ring 220. The distal portion of the housing assembly 240 comprises cylindrical segment 254 about which the inner limiter ring 210 is concentrically positioned. The cylindrical segment is of reduced diameter relative to surface 241 of the housing assembly 240 just proximal of the cylindrical segment 254, such that proximal surfaces of the inner limiter ring 210, the outer limiter ring 220 and the rotator 230 abut surface 241 of the housing assembly 240. These abutments may constrain proximal translation of the inner limiter ring 210, the outer limiter ring 220 and/or the rotator 230 relative to the housing assembly 240.

[0070] An inner diameter of inner limiter ring 210 is just slightly greater than an outer diameter of the housing assembly's cylindrical segment 254, such that the inner limiter ring may rotate concentrically about the cylindrical segment. Likewise, an inner diameter of outer cylindrical segment 222 of outer limiter ring 220 is just slightly greater that an outer diameter of inner cylindrical segment 212 of the inner limiter ring 210, such that the outer limiter ring may rotate concentrically about the inner limiter ring. Finally, an inner diameter of a proximal region of the rotator 230 is just slightly greater than an outermost diameter of the outer limiter ring 220 at outer tab 224, such that the rotator may rotate concentrically about the outer limiter ring.

[0071] The geometric configuration of handle assembly 200 facilitates independent rotation of the rotator 230 relative to the housing assembly 240, while constraining longitudinal translation of the rotator relative to the housing assembly. Via its connection to the rotator, the elongated shaft 16 likewise may be rotated without rotating the handle assembly 200 (i.e., without rotating the housing assembly 240), while translation of the handle assembly also translates the elongated shaft. The
distal portion of the housing assembly 240 comprises housing shaft 256 (located distally and of reduced cross-section relative to the housing assembly's cylindrical segment 254) having lumen 257. Rotator 230 comprises rotator shaft 232 having lumen 233 and configured for positioning within the lumen 257 of the housing shaft 256 when the rotator 230 is attached to the housing assembly 240 to facilitate independent rotation of the rotator relative to the housing assembly.

[0072] Rotator 230 optionally may comprise one or more rotator elements 234 that engage or rub against cylindrical segment 254 of housing assembly 240 to provide tactile feedback to the caregiver during rotation of the rotator relative to the housing assembly 240. All or a portion of the cylindrical segment 254 optionally may comprise a surface pattern or engagement features 255 that interact with the rotator elements 234 to provide such tactile feedback (see Figs. 4A and 4B). For example, the surface pattern 255 may comprise alternating segments where the radius of cylindrical segment 254 is slightly increased then decreased. As the caregiver rotates the rotator 230, resistance slightly increases while the rotator elements 234 traverse the increased diameter segments and slightly decreases while the rotator elements 234 traverse the decreased diameter segments. These alternating segments of the surface pattern 255 may traverse known angular segments about the circumference of the cylindrical segment 254. The caregiver may monitor the tactile feedback provided during rotation of the rotator elements 234 about the alternating segments of the surface pattern 255 to monitor the degree of angular rotation of the elongated shaft 16. In one representative embodiment, the surface pattern 255 provides tactile feedback (e.g., transitions between alternating segments of increased and decreased diameter) every 45 degrees of relative rotation between the housing assembly 240 and the rotator 230, though such tactile feedback alternatively may be provided at any other desired degree of relative rotation.

[0073] The rotator elements 234 additionally or alternatively may abut and constrain distal translation of the inner limiter ring 210 and/or outer limiter ring 220 relative to the rotator 230, thereby limiting distal translation of the housing assembly 240 relative to the rotator. Translation of the housing assembly 240 relative to the rotator 230 additionally or alternatively may be constrained via engagement elements 235 that extend radially inward from rotator elements 234 and sit within reduced diameter cylindrical channel 259 of the housing assembly's cylindrical segment 254. The
engagement elements 235 may comprise one-way valves that allow the rotator to be press fit over the housing assembly with the engagement elements 235 locking into position within the cylindrical channel 259. The engagement elements 235 facilitate rotation of the rotator relative to the housing assembly while constraining proximal (and optionally distal) translation of the housing assembly relative to the rotator.

[0074] As another technique for limiting proximal translation of the housing assembly relative to the rotator, a portion of the rotator shaft 232 optionally may flare slightly, while a distal portion of the housing shaft lumen 257 may be of reduced cross-section relative to a more proximal section of the lumen (not shown). The rotator shaft flaring may be of equal or just slightly greater cross-section than the reduced cross-section portion of the housing shaft lumen. During assembly of the handle 200, as the rotator 230 is coupled to the housing assembly 240 with the rotator shaft 232 positioned within the lumen 257 of the housing shaft 256, the rotator shaft flaring may engage and exert friction on the reduced cross-section portion of the housing shaft lumen 257. Continued distal advancement of the reduced cross-section portion of the housing shaft lumen 257 relative to the flaring of the rotator shaft 232 during assembly of the handle 200 may position the reduced cross-section portion of the housing shaft lumen distally of the rotator shaft flaring. In this configuration, the rotator shaft flaring may act as a press fit that constrains proximal translation of the housing assembly 240 relative to the rotator 230, while still allowing the rotator 230 to rotate relative housing assembly 240, i.e., via rotation of the rotator shaft 232 positioned within the lumen 257 of the housing shaft 256.

[0075] Distal translation of the housing assembly 240 relative to the rotator 230 may be constrained in a variety of ways, including those already mentioned. As another example, a distal end of the housing shaft 256 may abut a distal portion of the rotator 230. Alternatively or additionally, a proximal region of the rotator 230 may abut surface 241 of the housing assembly 240. As yet another example, an inner surface of the rotator may comprise one or more features or ridges 236 that extend radially inward from an inner surface of the rotator; the ridges may abut a distal surface of outer limiter ring 220 and/or inner limiter ring 210 to limit distal translation of the outer and/or inner limiter ring relative to the rotator 230, thereby limiting distal translation of the limiter rings and the housing assembly 240 relative to the rotator 230.
[0076] Rotation of the elongated shaft 16 relative to the handle assembly 200 may be limited in a variety of ways, e.g., may be limited to a predetermined or optimal number of rotations of the elongated shaft relative to the handle assembly in a variety of ways. In Figs. 2-4, elongated shaft rotation limitation is achieved via housing nub 258 disposed on cylindrical segment 254 and abutting surface 241 of the housing assembly 240 (see Fig. 4A), via inner arc tab 214 of inner limiter ring 210 that extends both radially outward and longitudinally proximal of inner cylindrical segment 212 of the inner limiter ring, via outer tab 224 of outer limiter ring 220 that extends radially outward and longitudinally along the length as well as proximal of outer cylindrical segment 222 of the outer limiter ring, and via rotator tab 238 that extends radially inward from an inner wall of rotator 230 at or near a proximal end of the rotator.

[0077] As described in more detail below, caregiver rotation of the rotator 230 relative to the housing assembly 240 may cause the rotator tab 238 to abut outer tab 224, limiting further rotation of the rotator relative to the outer limiter ring 220; may cause the outer tab 224 to abut the inner arc tab 214, limiting further rotation of the outer limiter ring relative to the inner limiter ring 210; and may cause the inner arc tab 214 to abut the housing nub 258, limiting further rotation of the inner limiter ring relative to the housing assembly 240 and thereby limiting further rotation of the rotator relative to the housing assembly. As the elongated shaft 16 is coupled to the rotator 230, rotation of the elongated shaft relative to the handle assembly is thus also limited.

[0078] As best seen in Figs. 3A and 4B, in the assembled configuration of handle 200 (i.e., with inner limiter ring 210 positioned concentrically about cylindrical surface 254 of housing assembly 240, outer limiter ring 220 positioned concentrically about the inner limiter ring, and rotator 230 positioned concentrically about the outer limiter ring), inner arc tab 214 of inner limiter ring 210, outer tab 224 of outer limiter ring 220 and rotator tab 238 of rotator 230 abut surface 241 of housing assembly 240. As discussed previously, the inner diameter of inner limiter ring 210 is just slightly greater than the outer diameter of the cylindrical segment 254 of housing assembly 240 about which the inner limiter ring is concentrically positioned, facilitating rotation of the inner limiter ring relative to the housing assembly. However, when the inner arc tab 214 that extends longitudinally proximal of the inner cylindrical segment 212
of the inner limiter ring 210 is in rotational alignment with housing nub 258 that extends radially outward from cylindrical surface 254 of the housing assembly 240, the inner arc tab abuts the housing nub; this abutment constrains further rotation of the inner limiter ring relative to the housing assembly. Note that housing nub 258 on cylindrical segment 254 of housing assembly 240 does not extend radially outward to such a degree that it interacts with outer limiter ring 220 or with rotator 230 (i.e., the housing nub does not extend beyond the outer diameter of the inner cylindrical segment 212 of the inner limiter ring 210).

[0079] As also discussed previously, the inner diameter of the outer cylindrical segment 222 of the outer limiter ring 220 is just slightly greater than the outer diameter of the inner cylindrical segment 212 of the inner limiter ring 210 about which the outer cylindrical segment of the outer limiter ring is concentrically positioned, facilitating rotation of the outer limiter ring relative to the inner limiter ring. However, the outermost diameter of inner limiter ring 210 at inner arc tab 214 is greater than the outer diameter of the inner cylindrical segment 212 of the inner limiter ring (specifically, the outermost diameter of the inner limiter ring 210 at the inner arc tab 214 is roughly equal to the outer diameter of the outer cylindrical segment 222 of the outer limiter ring 220; thus, the inner arc tab does not interact with the rotator 230). Thus, when the outer limiter ring's outer tab 224, which extends longitudinally along and proximal of the outer limiter ring's outer cylindrical segment 222, is in rotational alignment with the inner arc tab 214 of the inner limiter ring 210, the inner limiter ring's inner arc tab 214 abuts the outer limiter ring's outer tab 224; this abutment constrains further rotation of the outer limiter ring relative to the inner limiter ring.

[0080] Again, as discussed previously, the inner diameter of a proximal region of rotator 230 is just slightly greater than the outermost diameter of the outer limiter ring 220 at outer tab 224, facilitating rotation of the rotator relative to the outer limiter ring. The outer diameter of the outer cylindrical segment 222 of the outer limiter ring 220 is less than the outermost diameter of the outer limiter ring 230 at outer tab 224. Rotator tab 238, which may extend longitudinally proximal from one of the ridges 236 on the inner surface of the rotator 230, extends radially inward from the inner surface of the rotator 230. The innermost diameter of the rotator 230 at the rotator tab 238 is smaller than the outermost diameter of the outer limiter ring 220 at the
outer tab 224, but larger than the outer diameter of the outer cylindrical segment 222 of the outer limiter ring 220. Thus, when the rotator's rotator tab 238 is in rotational alignment with the outer limiter ring's outer tab 224, the rotator tab abuts the outer tab; this abutment constrains further rotation of the rotator 230 relative to the outer limiter ring 220.

[0081] Note that rotator tab 238 does not extend radially inward to the same extent as the ridges 236 of rotator 230. As such, whereas a distal surface of the cylindrical segment 222 of the outer limiter ring 220 may abut the ridges 236 in the assembled configuration of the handle 200, the outer cylindrical segment may be positioned within the rotator 230 concentric with the rotator tab 238. However, the outermost radius of the outer limiter ring 220 at outer tab 224 is such that rotation of the rotator 230 relative to the outer limiter ring until the rotator tab 238 is aligned with the outer tab 224 causes the rotator tab to abut the outer tab, thereby limiting further rotation of the rotator 230 relative to the outer limiter ring 220.

[0082] The abutments of rotator tab 238 of rotator 230 with outer tab 224 of outer limiter ring 220, of outer tab 224 with inner arc tab 214 of inner limiter ring 210, and of inner arc tab 214 with housing nub 258 of cylindrical segment 254 of housing assembly 240, limit rotation of the rotator 230 relative to the housing assembly 240. Continued caregiver rotation of the rotator 230 in a given direction relative to the housing assembly 240 causes the rotator tab 238 to abut outer tab 224, limiting further rotation of the rotator in the given direction relative to the outer limiter ring 220; causes the outer tab 224 to abut the inner arc tab 214, limiting further rotation of the outer limiter ring in the given direction relative to the inner limiter ring 210; and causes the inner arc tab 214 to abut the housing nub 258, limiting further rotation of the inner limiter ring in the given direction relative to the housing assembly 240 and thereby limiting further rotation of the rotator in the given direction relative to the housing assembly. Since the elongated shaft 16 is coupled to the rotator 230, rotation of the elongated shaft relative to the handle assembly is thus also limited.

[0083] The rotator 230 can rotate approximately one full revolution in a given direction before rotator tab 238 abuts the outer tab 224 of the outer limiter ring 220. Continued rotation of the rotator 230 in the given direction rotates the outer limiter ring 220 with the rotator until the outer limiter ring's outer tab 224 abuts the inner arc tab 214 of the inner limiter ring 210. Further continued rotation of the rotator 230 in
the given direction rotates both the outer limiter ring and the inner limiter ring with
the rotator until the inner arc tab 214 abuts the housing nub 258 of cylindrical
surface 254 of the housing assembly 240, precluding any further rotation of the
rotator in the given direction. Rotation of the rotator in the opposite direction can
proceed for an equivalent number of revolutions before rotation is limited in that
opposite direction.

[0084] The degree of rotation of the outer limiter ring 220 relative to the inner limiter
ring 210, and of the inner limiter ring 210 relative to the housing assembly 240 is
determined by the arc length of the inner arc tab 214 of the inner limiter ring 210. In
the embodiment of Figs. 2-4, the inner arc tab comprises an arc length of
approximately 180°. As such, the outer limiter ring may rotate approximately ½
revolution relative to the inner limiter ring, and the inner limiter ring can rotate
approximately ½ revolution relative to the housing assembly. Thus, rotation of the
rotator 230 (and thereby the elongated shaft 16) relative to the housing assembly
240 is limited to approximately two full revolutions.

[0085] As will be apparent to those of skill in the art, by varying the arc length of the
inner arc tab 214, the number of full revolutions of the rotator 230 relative to the
housing assembly 240 may be varied to any desired degree between about 1 and 3
full revolutions (an arc length close to 360° would limit full rotations to about 1
rotation, while an arc length close to 0° would allow nearly 3 full rotations). As also
will be apparent to those of skill in the art, the number of revolutions may be further
expanded by utilizing additional limiter rings and tabs.

[0086] As best seen in Fig. 2A, rotator 230 optionally may comprise visual indicator
231 that may, for example, be radially aligned with thermal element 24 at distal end
region 20 of elongated shaft 16. The caregiver may use visual indicator 231 to
monitor the orientation of thermal element 24 and/or to monitor the degree of
rotation of the thermal element.

[0087] Referring now to Figs. 5, handle assembly 200 may comprise one or more
optional features for limiting caregiver rotation of actuator 260 (and thereby limit
translation of carrier 280 and deflection of thermal element 24) and/or for increasing
friction to provide tactile feedback or a friction lock during such caregiver actuation.
As seen in Figs. 5, housing assembly 240 may comprise hard stop distal shim 300
that engages actuator button arm 272 and limits distal rotation of the actuator 260
(see Fig. 5A). Additionally or alternatively, the housing assembly may comprise adjustable proximal hard stop 302 that may be utilized to dynamically adjust the allowable degree of rotation of actuator 260. In Fig. 5A, adjustable proximal hard stop 302 is not extended and does not limit proximal rotation of the actuator. In Fig. 5B, the stop 302 is extended a desired amount and reduces the achievable degree of proximal rotation of actuator 260.

[0088] The housing assembly 240 also may comprise spring brake 310 having a spring 312 (e.g. a cantilevered compression spring) positioned on either side of channel 251 of the lower housing 244. As discussed previously, fin 281 of carrier 280 is positioned within the lower housing’s channel 251. When utilizing spring brake 310, the springs 312 positioned on either side of the carrier's fin 281 press against the fin and increase friction during translation of the carrier 280. The magnitude of the friction force (static or sliding) applied to the carrier 280 may be specified as desired, e.g., through material selection of the carrier and the springs to obtain a desired coefficient of friction, through specification of the spring constant(s) of the springs 312 used in spring brake 310, and/or through the relative positioning of spring brake 310 and the carrier's fin 281 (i.e., through specification of the normal force applied to the fin 281). In another embodiment, spring brake 310 may comprise a single spring 312, which may be positioned on either side of lower housing channel 251 and carrier fin 281.

[0089] With reference to Fig. 6, an alternative embodiment of handle assembly 200 is described having an alternative friction-generating mechanism during caregiver actuation of the actuator 260. In the embodiment of Fig. 6, the handle assembly no longer comprises O-ring 275, the actuator 260 does not have male attachment profile 274, and the lower housing 244 does not have female attachment profile 249. Rather, the actuator 260 comprises friction arm 268 that engages a friction surface 253 of the lower housing 244. As the actuator button 270 is rotated from a more distal position to a more proximal position within the actuator channel 250, the friction arm 268 may engage the housing’s friction surface 253, rub against the surface and/or flex to contact the actuator body 262, thereby increasing friction. Increased friction may provide tactile feedback to the caregiver and/or may provide a friction lock that temporarily maintains the rotational position of the actuator 260 (and
thereby the translational position of the carrier 280 and the control wire 40) relative to the housing assembly 240.

[0090] As the actuator button 270 is rotated proximally within the actuator channel 250, thereby proximally translating the carrier 280 and deflecting the intermediate flexure zone 34 of the distal end region 20 via the control wire 40, the intermediate flexure zone 34 may convey a restoring moment to the actuator 260 through the control wire and the carrier. The restoring moment may seek to reverse deflection of the intermediate flexure zone and rotate the actuator button 270 back to a more distal position within the actuator channel 250. The increased friction provided by engagement of friction arm 268 against friction surface 253 may counteract the intermediate Flexure zone's restoring moment to temporarily maintaining deflection of the intermediate flexure zone 34. Additional alternative friction and locking mechanisms known in the art may be provided.

[0091] As discussed previously, since there are cables and wires running from the handle assembly 200 through the elongated shaft 16 of the treatment device 12 (e.g., control wire 40, and supply wire(s) 29, such as electrical transmission wire(s), thermocouple wire(s), etc.), it is desirable to limit rotation of the shaft 16 relative to these wires in order to avoid unnecessary entanglement and twisting of these wires. The previously described rotational limiting element of handle assembly 200 addresses this need. Figs. 7 illustrate an alternative rotational limiting element and rotational control mechanism for handle assembly 200.

[0092] In the embodiment of Figs. 7, the handle assembly does not comprise inner limiter ring 210 or outer limiter ring 220. Rather, the rotator 230 includes an axial groove 116, and the distal portion of the housing assembly 240 comprises a fitting interface 118 having a helical channel 120. A ball 122 comprising stainless steel or another metal or a polymer is placed within the fitting interface 118 so that it, upon rotation of the rotator, may simultaneously travel within the helical channel 120 of the fitting interface 118 and along the axial groove 116 of the rotator. When the ball 122 reaches the end of the channel and/or groove, the ball will no longer move and, consequently, the rotator will not be able to rotate any further in that direction.

[0093] The rotator 230 and the housing assembly 240 can be configured to allow for the optimal number of revolutions for the shaft 16, given structural or dimensional constraints (e.g., wires). The components of the handle may be configured, for
example, to allow for two revolutions of the shaft independent of the handle. Limiting rotation of the shaft to the optimal number of revolutions may be achieved, for example, by specifying the linear length of helical channel 120 of housing assembly 240 as a desired fraction or multiple of the inner circumference of rotator 230 in the vicinity of axial groove 116 (e.g., the linear length of helical channel 120 may be about twice the inner circumference of rotator 230 in the vicinity of axial groove 116). Additionally or alternatively, an additional ball 122 (not shown) may be positioned within the axial groove 116 spaced apart from the first ball 122, such that the additional ball travels within the helical channel 120 spaced apart from the first ball. In such an embodiment, the additional ball would limit rotation in one direction when that ball reaches one end of the channel, while the first ball would limit rotation in the other direction when that ball reaches the other end of the channel. In this manner, the two balls would limit rotation of the rotator to an arc length less than would otherwise be provided by the linear length of helical channel 120.

[0094] Referring now to Fig. 8, operation of the handle assembly 200 to manipulate the treatment device 12 within a renal artery is briefly described. As has been described and will be described in greater detail later, by intravascular access, the caregiver can manipulate the handle assembly 200 to locate the distal end region 20 of the elongated shaft 16 within the respective renal artery. The caregiver can then operate the actuator 260 on the handle assembly 200 to deflect the thermal heating element 24 about the intermediate flexure zone 34. The caregiver can then operate the rotator 230 on the handle assembly 200 to apply a rotational force along the elongated shaft 16.

[0095] The rotation of the elongated shaft 16 when the intermediate flexure zone 34 is deflected within the respective renal artery rotates the thermal heating element 24 within the respective renal artery, making it easier to achieve contact with the vessel wall and determine whether there is wall contact, particularly in planes where there is poor angiographic visualization. Rotation may be combined with translation of the thermal heating element 24 for repositioning of the thermal heating element at a different radial and longitudinal position within the respective renal artery for delivery of energy at multiple locations within the renal artery.

[0096] As seen in Fig. 8, the caregiver is able to hold the proximal portion of the handle 200 rotationally stationary in one hand and, with the same or different hand,
apply a torsional force to the rotator 230 to rotate the elongated shaft 16. This allows the actuator 260 to remain easily accessed for controlled deflection of the intermediate flexure zone 34 of distal end region 20 of the elongated shaft 16. A rotational limiting element, such as those described previously, limits rotation of the shaft 16 relative to the handle assembly 200 in order to avoid unnecessary entanglement and twisting of the control and supply wires.

[0097] In an additional aspect of the disclosed technology, the handle 200 may be configured to minimize operator/caregiver handling of the device while it is within the patient. As shown in Figs. 2-7, the handle assembly 200 may comprise one or more surfaces 243 that substantially conform to the surface beneath (e.g., operating table). This surface 243, which is shown to be substantially flat in Figs. 2-7, can alternatively be curved, shaped or angled depending on the configuration and/or geometry of the beneath surface. The conforming surface 243 enables the caregiver to keep the handle assembly 200 stable when the treatment device 12 is within the patient. In order to rotate the device when it is inside the patient, the operator can simply dial the rotator 230 without any need to lift the handle assembly 200. When the operator desires to retract the device for subsequent treatments, the operator can simply slide the handle assembly along the beneath surface to the next position. Again, this mitigates the risk of injury due to operator error or over handling of the treatment device. Additionally or alternatively, the surface 243 can engage the beneath surface using clips, texture, adhesive, etc.

[0098] Additional optional enhancements to the rotation mechanism disclosed herein include providing tactile and/or visual feedback on the rotator 230 so that the operator can exercise greater control and care in rotating the device. The rotator 230 also optionally may be selectively locked to the interface, thereby preventing further rotation, if the operator wishes to hold the treatment device in a particular angular position. Furthermore, the rotator 230 optionally may be coupled to the elongated shaft 16 via a rotation gearing mechanism, such that the degree of rotation of the rotator 230 is scaled to create more or less rotation of the elongated shaft 16.

[0099] Another optional enhancement includes providing distance markers along the shaft/handle to enable the operator to gage distance when retracting the treatment device. Yet another optional enhancement includes providing an alternative actuator
that combines control of elongated shaft rotation relative to the housing assembly with control of elongated shaft distal region deflection. Still another optional enhancement includes providing an actuator on the handle assembly for controlling the delivery of energy, taking measurements, or activating a sensor. Another optional enhancement includes providing an audio or visual signal that indicates sensor feedback or amount of deflection or rotation.

IV. Use of the System

A. Intravascular Delivery, Deflection and Placement of the Treatment Device

[00100] Any one of the embodiments of the treatment devices 12 described herein can be delivered over a guide wire using conventional over-the-wire techniques. When delivered in this manner (not shown), the elongated shaft 16 includes a passage or lumen accommodating passage of a guide wire.

[00101] Alternatively, any one of the treatment devices 12 described herein can be deployed using a conventional guide catheter or pre-curved renal guide catheter (not shown).

[00102] When using a guide catheter, the femoral artery is exposed and cannulated at the base of the femoral triangle, using conventional techniques. In one exemplary approach, a guide wire (not shown) is inserted through the access site and passed using image guidance through the femoral artery, into the iliac artery and aorta, and into either the left or right renal artery. A guide catheter can be passed over the guide wire into the accessed renal artery. The guide wire is then removed. Alternatively, a renal guide catheter, which is specifically shaped and configured to access a renal artery, can be used to avoid using a guide wire. Still alternatively, the treatment device can be routed from the femoral artery to the renal artery using angiographic guidance and without the need of a guide catheter.

[00103] When a guide catheter is used, at least three delivery approaches can be implemented. In one exemplary approach, one or more of the aforementioned delivery techniques can be used to position a guide catheter within the renal artery just distal to the entrance of the renal artery. The treatment device is then routed via the guide catheter into the renal artery. Once the treatment device is properly positioned within the renal artery, the guide catheter is retracted from the renal artery.
into the abdominal aorta. In this approach, the guide catheter should be sized and configured to accommodate passage of the treatment device. For example, a 6 French guide catheter can be used.

[00104] In a second exemplary approach, a first guide catheter is placed at the entrance of the renal artery (with or without a guide wire). A second guide catheter is passed via the first guide catheter (with or without the assistance of a guide wire) into the renal artery. The treatment device is then routed via the second guide catheter into the renal artery. Once the treatment device is properly positioned within the renal artery the second guide catheter is retracted, leaving the first guide catheter at the entrance to the renal artery. In this approach the first and second guide catheters should be sized and configured to accommodate passage of the second guide catheter within the first guide catheter (i.e., the inner diameter of the first guide catheter should be greater than the outer diameter of the second guide catheter). For example, the first guide catheter could be 8 French in size and the second guide catheter could be 5 French in size.

[00105] In a third exemplary approach, a renal guide catheter is positioned within the abdominal aorta, just proximal to the entrance of the renal artery. The treatment device 12 as described herein is passed through the guide catheter and into the accessed renal artery. The elongated shaft 16 makes atraumatic passage through the guide catheter, in response to forces applied to force transmitting section 30 of the shaft through handle assembly 200. The proximal flexure zone 32 accommodates significant flexure at the junction of the left/right renal arteries and aorta to gain entry into the respective left or right renal artery through the guide catheter.

[00106] As seen in Fig. 9A, the intermediate flexure zone 34 on the distal end portion of the elongated shaft 16 can be axially translated into the respective renal artery, remotely deflected and/or rotated in a controlled fashion within the respective renal artery to attain proximity to and a desired alignment with an interior wall of the respective renal artery. The distal flexure zone 44 bends to place the thermal heating element 24 into contact with tissue on the interior wall of the renal artery.

[00107] As seen in Fig. 9B, the complex, multi-bend structure formed by the proximal, intermediate and distal zones 32, 34, and 44 of the distal end region 20 of the elongated shaft 16 creates a consistent and reliable active surface area of
contact between the thermal heating element 24 and tissue within the respective renal artery. Thermal energy can now be applied through the thermal heating element 24 to induce one or more thermal heating effects on localized regions of tissue along the respective renal artery.

B. Facilitating Contact with the Vessel Wall

[00108] As previously described, the actuation of the control wire 40 to deflect the intermediate flexure zone 34 helps position the thermal heating element 24 in contact with the vessel wall. This is particularly useful when the distal end region 20 of the treatment device 12 is delivered into the renal artery. Due to the curve and placement of the (optional) renal guide catheter and orientation of the treatment device 12, the distal end region 20 of the treatment device may be oriented up against the superior region of the vessel wall when first delivered into the renal artery. Once the distal end region is positioned at the most distal portion of the main renal artery, the operator may deflect the intermediate flexure zone 34 via the actuator 260, which is coupled to carrier 280 and control wire 40, to position the thermal heating element 24 into contact with the vessel wall at a more inferior location, as shown in Fig. 9A. This deflection of the intermediate flexure zone 34 establishes wall contact and provides, via the distal flexure zone 44, a stabilizing force between the thermal heating element 24 and vessel wall to position the thermal heating element in contact with the vessel wall. The operator can then initiate treatment at this generally inferior (bottom) location or, as shown in Fig. 9C, rotate the treatment device 12 via rotator 230 for an alternate treatment location.

[00109] The active deflection of intermediate flexure zone 34 is facilitated not only by operation of actuator 260, but also by contact between a proximal region of the intermediate flexure zone 34 and a superior region of the renal artery. As shown in Fig. 9A, this contact region 124 generally occurs at the apex of the bend of the intermediate flexure zone 34. This contact region 124 is in radial opposition to the contact between the thermal heating element 24 and vessel wall following deflection of the intermediate flexure zone 34. The stabilizing force provided by the intermediate flexure zone 34 to the thermal heating element 24 is also facilitated by the opposing force at contact region 124. Even when the operator rotates the treatment device to circumferentially reposition the thermal heating element, as shown in Fig. 9C, this opposition contact will be maintained, but at a different
circumferential position. Fig. 9D shows the circumferential rotation of the thermal heating element 24 from a first treatment location corresponding to lesion 98(a) to a second treatment location corresponding to lesion 98(b) and the circumferential translation of the intermediate flexure zone 34 to a new contact region 124. It should be noted, however, that while having such opposition contact at contact region 124 facilitates wall contact and the stabilizing force, it is not generally required to achieve contact between the thermal heating element 24 and the vessel wall.

[00110] In certain embodiments, it may also be beneficial to equip the catheter apparatus with a second thermal heating element (not shown) at or in the vicinity of the intermediate flexure zone. Placement of the second thermal heating element on or proximate to the intermediate flexure zone may enable the creation of a thermally affected tissue region at or around contact region 124 (i.e., the portion of the vessel wall that is in contact with the intermediate flexure zone). Activation of the first thermal element and the second thermal element would allow the operator to create two treatment zones that are circumferentially and longitudinally offset during a single placement of the catheter apparatus.

C. Creation of Thermally Affected Tissue Regions

[00111] As previously described, the thermal heating element 24 can be positioned by bending along the proximal flexure zone 32 at a first desired axial location within the respective renal artery. As Fig. 9A shows, the thermal heating element 24 can be radially positioned by deflection of intermediate flexure zone 34 toward the vessel wall. As Fig. 9A also shows, the thermal heating element 24 can be placed into a condition of optimal surface area contact with the vessel wall by further deflection of the distal flexure zone 44.

[00112] Once the thermal heating element 24 is positioned in the desired location by a combination of deflection of the intermediate flexure zone 34, deflection of the distal flexure zone 44 and rotation of the catheter, the first focal treatment can be administered. By applying energy through the thermal heating element 24, a first thermally affected tissue region 98(a) can be formed, as Fig. 9B shows. In the illustrated embodiment, the thermally affected region 98(a) takes the form of a lesion on the vessel wall of the respective renal artery.
[001 13] After forming the first thermally affected tissue region 98(a), the catheter needs to be repositioned for another thermal treatment. It is desirable to create multiple focal lesions that are circumferentially spaced along the longitudinal axis of the renal artery. To achieve this result, the catheter is retracted and, optionally, rotated to position the thermal heating element proximally along the longitudinal axis of the blood vessel. Rotation of the elongated shaft 16 from outside the access site (see Fig. 9C), e.g., via rotation of the rotator 230 relative to the housing assembly 240, serves to circumferentially reposition the thermal heating element 24 about the renal artery.

[001 14] Once the thermal heating element 24 is positioned at a second axial and circumferential location within the renal artery (e.g., 98(b)) spaced from the first-described axial position, as shown in Fig. 9C and 9D, another focal treatment can be administered. By repeating the manipulative steps just described, the caregiver can create several thermally affected tissue regions on the vessel wall that are axially and circumferentially spaced apart, with the first thermally affected tissue region 98(a) being the most distal and the subsequent thermally affected tissue regions being more proximal (or vice versa). Several circumferentially and axially spaced-apart treatments can provide substantially circumferential coverage and, accordingly, cause a neuromodulatory affect to the renal plexus. Clinical investigation indicates that each lesion will cover approximately 20 - 30 percent of the circumferential area surrounding the renal artery. In other embodiments, the circumferential coverage of each lesion can be as much as 50 percent.

V. Additional Embodiments

A. Maintenance of Longitudinal Position During Deflection

[001 15] As described above, it may be desirable for the clinical treatment provider to use the treatment device to create multiple thermally affected treatment regions along the longitudinal axis of the blood vessel. Typically, the most distal treatment region would be created first and the treatment device would be retracted longitudinally to position the thermal element of the treatment device in subsequent proximal locations along the longitudinal axis of the blood vessel. In certain configurations it may be advantageous to separated sequential treatment regions by a specified distance (e.g., 5mm). To achieve accurate and consistent separation
between consecutive treatment regions, the treatment provider may decide to rely
on the positioning of the thermal element from the previous treatment region as a reference point.

[0016] As shown in Fig. 10A, the thermal element 24 is initially positioned within
the blood vessel at distal location 160 when the distal end region of the treatment
device is in a substantially straight configuration. Upon operation of the actuator
260, the intermediate flexure zone 34 may be deflected to translate the thermal
element and position the thermal element in contact with the vessel wall at location
162. As shown in Fig. 10B, translation of the thermal element has two components:
radially away from the axis of the distal end region (Y) and proximally along the
longitudinal axis of the blood vessel (X). If the distal end region of the treatment
device is returned to a substantially straight configuration (e.g., via returning actuator
260 to its original position) following creation of a treatment region and, accordingly
the thermal element is returned to location 160, the thermal element is now
longitudinally distal to the treatment region by a distance of X (i.e., the longitudinal
separation between location 160 and 162 is X). This distance X might compromise
accurate positioning of the thermal element for a subsequent proximal treatment
since the treatment provider might use location 160 as a reference point.

[0017] This potential positioning concern described above can be addressed by
reconfiguring the design of the handle and, particularly, the housing assembly 240,
elongate shaft 16, control wire 40 and carrier 280. In the previously described
embodiments, carrier 280 is proximally retracted upon operation of actuator 260 to
apply tension to and axially retract control wire 40 relative to the elongated shaft 16.
This tension will cause intermediate flexure zone 34 to deflect and/or buckle, thereby
facilitating translation of thermal element 24. In the alternative embodiment
illustrated in Fig. 11, handle 200 is configured such that control wire 40 cannot move
axially relative to the housing assembly 240. More specifically, elongated shaft 16 is
coupled to carrier 280 such that axial movement of carrier 280 relative to housing
assembly 240 causes axial movement of elongated shaft 16 relative to control wire
40. As shown in Fig. 11, actuator 260 begins in a proximal position such that distal
movement of actuator button 270 causes distal axial movement of carrier 280 and
elongated shaft 16. Distal movement of elongated shaft 16 relative to control wire
40 will create tension in the distal end region of the treatment device, thereby
causing deflection and/or buckling of the intermediate flexure zone. Since control wire 40 cannot move axially relative to the housing assembly 240, deflection of the intermediate flexure zone 34 in this configuration occurs without significant longitudinal translation of the thermal element.

B. Combined Actuator and Rotator

[00118] Although the above described embodiment might facilitate accurate positioning and separation of the thermal element for consecutive treatment regions, coupling the elongated shaft to the carrier of the actuator assembly may compromise independent rotation of the shaft relative to the handle. One potential enhancement to address this concern would be to incorporate a rotational coupling (e.g., slip ring connector) into the handle assembly to allow for rotation of the elongated shaft independent of the housing assembly.

[00119] In an alternate embodiment, the housing assembly may be configured with a distal region and a proximal region wherein the distal region comprises a rotator to facilitate rotation of the distal region independent of the proximal region. In this embodiment, the distal region also includes the actuator assembly, which comprises the actuator and carrier, wherein the carrier is fixedly coupled to the carrier. In this configuration, the distal region of the housing assembly may rotate the elongated shaft independent of the proximal region of the housing assembly.

Conclusion

[00120] The above detailed descriptions of embodiments of the invention are not intended to be exhaustive or to limit the invention to the precise form disclosed above. Although specific embodiments of, and examples for, the invention are described above for illustrative purposes, various equivalent modifications are possible within the scope of the invention, as those skilled in the relevant art will recognize. For example, while steps are presented in a given order, alternative embodiments may perform steps in a different order. As another example, the system 10 may have a different configuration and/or include different features, such as multi-thermal heating element devices, e.g., multi-electrode baskets or other balloon expandable devices that may be implemented to intravascularly deliver neuromodulator/ treatment with or without contacting the vessel wall. The various
embodiments described herein can also be combined to provide further embodiments.

[00121] From the foregoing, it will be appreciated that specific embodiments of the invention have been described herein for purposes of illustration, but well-known structures and functions have not been shown or described in detail to avoid unnecessarily obscuring the description of the embodiments of the invention. Where the context permits, singular or plural terms may also include the plural or singular term, respectively. Moreover, unless the word "or" is expressly limited to mean only a single item exclusive from the other items in reference to a list of two or more items, then the use of "or" in such a list is to be interpreted as including (a) any single item in the list, (b) all of the items in the list, or (c) any combination of the items in the list. Additionally, the term "comprising" is used throughout to mean including at least the recited features) such that any greater number of the same feature and/or additional types of other features are not precluded. It will also be appreciated that specific embodiments have been described herein for purposes of illustration, but that various modifications may be made without deviating from the invention. Accordingly, the invention is not limited except as by the appended claims.
I/We claim:

1. A handle assembly, comprising:
   a housing;
   a rotator coupled to a proximal region of an elongated shaft extending along an axis and having a deflectable distal region; and
   an actuator operatively connected to the deflectable distal region of the elongated shaft,
   wherein the actuator is configured to deflect the deflectable distal region of the elongated shaft,
   wherein the rotator is configured to rotate the elongated shaft about the axis without rotating the housing, and
   wherein the handle assembly comprises a rotational limiting element configured to prevent rotation of the elongated shaft beyond a predetermined number or rotations.

2. The handle assembly of claim 1 wherein the actuator is operatively connected to a control wire that extends along the elongated shaft from the handle assembly to the deflectable distal region.

3. The handle assembly of claim 2 wherein the control wire extends within a lumen of the elongated shaft.

4. The handle assembly of claim 2 wherein the actuator is configured to apply tension to the control wire to deflect the deflectable distal region of the elongated shaft.

5. The handle assembly of claim 4, further comprising:
   a carrier coupled to the actuator,
   wherein the control wire is coupled to the carrier, and
   wherein the actuator is configured to move the carrier relative to the housing to apply tension to the control wire.
6. The handle assembly of claim 5 wherein the actuator is configured to proximally translate the carrier relative to the housing to apply tension to the control wire.

7. The handle assembly of claim 6 wherein the actuator is configured to rotate relative to the housing, and wherein the carrier is coupled to the actuator in a manner that converts rotation of the actuator into translation of the carrier.

8. The handle assembly of claim 7 wherein a coupling of the actuator and the carrier comprises a cam that converts rotation of the actuator into translation of the carrier.

9. The handle assembly of claim 5 wherein the actuator is coupled to the carrier within the housing.

10. The handle assembly of claim 4, further comprising:
    a carrier coupled to the actuator,
    wherein the housing comprises a proximal section and a distal section,
    wherein the elongated shaft is coupled to the carrier at the proximal section of the housing,
    wherein the control wire is coupled to the distal section of the housing, and
    wherein the actuator is configured to move the carrier relative to the housing to apply tension to the control wire.

11. The handle assembly of claim 10 wherein the carrier is configured to axially move the elongated shaft relative to the control wire to apply tension to the control wire and cause deflection of the deflectable distal region.

12. The handle assembly of claim 1, further comprising a connector that connects a thermal element coupled to the deflectable distal region of the elongated shaft to a thermal energy source for delivery of thermal energy to the thermal element.
13. The handle assembly of claim 1, further comprising a connector that is connected to at least one sensor coupled to the deflectable distal region of the elongated shaft for receipt of signal transmitted by the sensor.

14. The handle assembly of claim 1 wherein the rotational limiting element is configured to limit rotation of the elongated shaft to a predetermined number or rotations in the range of about 1 to 3 rotations.

15. The handle assembly of claim 1 wherein the rotational limiting element is configured to prevent rotation of the elongated shaft beyond about 2 rotations.

16. The handle assembly of claim 1 wherein the rotational limiting element comprises a geometric constraint to continued rotation of the rotator that prevents rotation of the elongated shaft beyond the predetermined number or rotations.

17. The handle assembly of claim 16 wherein the geometric constraint comprises an abutment of the rotator and the housing.

18. The handle assembly of claim 17 wherein the abutment further comprises at least one rotation limiter ring positioned between the rotator and the housing and configured to extend rotation of the elongated shaft to the predetermined number of rotations.

19. The handle assembly of claim 17 wherein the abutment further comprises a ball positioned within a fixed length helical channel formed between the rotator and housing.

20. The handle assembly of claim 1 wherein the housing further comprises a conforming surface that substantially conforms to a surface on which the handle assembly is placed during use.

21. The handle assembly of claim 1 wherein the elongated shaft further comprises an intravascular treatment device.
22. A system for intravascular treatment, the system comprising:
an elongated shaft extending along an axis, the elongated shaft comprising a proximal end region and a deflectable distal end region with a thermal element;
a thermal energy source;
a handle assembly comprising a housing, a rotator coupled to the proximal end region of the elongated shaft, an actuator operatively connected to the deflectable distal end region of the elongated shaft, and a connector that connects the thermal element to the thermal energy source for delivery of thermal energy to the thermal element, wherein the actuator is configured to deflect the deflectable distal region of the elongated shaft,
wherein the rotator is configured to rotate the elongated shaft about the axis without rotating the housing, and
wherein the handle assembly comprises a rotational limiting element configured to prevent rotation of the elongated shaft beyond a predetermined number or rotations.

23. A method for intravascular treatment within a patient, the method comprising:
percutaneously delivering a deflectable distal end region of an elongated shaft having a thermal element to an intravascular treatment site by translating a handle assembly coupled to a proximal end region of the elongated shaft external to the patient;
manipulating an actuator of the handle assembly to deflect the distal end region of the elongated shaft to position the thermal element in contact with a vessel wall at the intravascular treatment site;
rotating a rotator of the handle assembly to rotate the elongated shaft without rotating a housing of the handle assembly;
preventing rotation of the elongated shaft beyond a predetermined number or rotations via a rotational limiting element of the handle assembly; and
delivering energy through the handle assembly to the thermal element.