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To all whom it may conceri:
Be it known that I, PereEr KRICKSON, 2

the table,

citizen of the United States, residing at

Whitchall, in the county of Muskegon and
State of Michigan, have invented certain
new and useful lmprovements in Drawer
Attachments, of which the following is &
specification.

My invention relates to improvements in
drawer attachments, and has for its object,
the provision of simple and inexpensive
means for supporting a drawer or tray under
an-ordinary table so as not to intorfere with
the uses of the table, and to ailow gaid
drawer to he extended and held in sueh posi-
tion entirely clear of the table. )

* Another object of my invention, is Yo pro-
vide such an attachmient consisting of bub
few parts, which may be readily applied to
any sort of table or shelf to support & tray ot
drawer theveunder, so that said tray will be
concealed from view and entirely. out of the
way when not i use. '

To attain the desired objects, my inven-
tion cousists of a plurality of levers ada ted
to be pivotally secured to a table or sﬁelf,
said levers having pivotal cennection with
and supporting a drawer or other receptacle
either m extended position or beneath the
table or shelf, and means for loeking the re-
ceptacle in cither position. b

My invention further consists of an at-
tachment for drawers or like receptacles em-
bodying cettain other novel feattires of con-
struction, combination and arrangement of
parts substantially as disclosed herein.

Figure 1, is a side elevition of my im-
proved attachment a lied to the lower side
of a table top, the ta {)e being shown in sec-
tion. Tig. 2, i

is o similar view, with the
draser in the extended position. - Fig. 3, is
an end clevation of the drawer and at-
tachment, showing the mechanism for lock-
ing the drawer oither opén or closed.

Tn the drawings: The numeral 1, desig-
nates a table top, and 2, a portion of the
frame of the table. ~To the lower side of the
table top are secured the pair of supporting
piates or brackets 3, arranged in parallel re-
lution to each other. These plates may be
made i one conlinuous pieco having an
angular base or securing flange 4, through
which suitable screws or other fastenings 5,
are passed.

g .‘Le drawer or tray 6, is

of the proper size
to be conveniently received

under the top of

N

N\

and has secured to two of its oppo-
site lower cdges, the plates 7. Passing undor
the bottom of the drawer and through open-
ings 8, in the plates 7, are the pair of parallel-
arranged bars 9, which at their outer ends,
are bent at 10, on a plane at richt angles to
‘the portion which passes ander the drawer,
and terminating in laterally bent portions
11, which pass through openings 12, in the
supporting plates, and form the pivotal sup-
ports to the drawer. The extreme ends of
the rods or burs are riveted at 13, or pro-
vided with suitable headed: fastenings for
preventing dis-location of the rods from the
plates. The distance between the rods ab
the point of connection with the drawer and
the supporting plates, is the same, so that
the rods ave paraliel in all positions, causing.
the drawer to remain in & horizental plane
while the same is being swung down or up.
The angular supporilng porticus 10, of the
borsmay be formed with & slight bend 14, s0
that the bars will casily clesy the table frame,
and this construciion somewhat strengthens
the bars.

Mounted in bearings 15, on the bottom of
the drawer and passing lengthwise-the same,
is & latch rod 16, having at each end, the up-
turned portions 17, parallet to the ends of the
drawer, and term inating in the angular latch
or hooked portions 15.
19, are secured to the table top
ed to be engaged hy the
Brackets 20, are mounted on the ends of the
drawer, so as to allow lnited swinging mo-
tion of the rod. A tongue or thumb piece
21, extends downward from ihe latel rod
near one end thereof, and in combination
with the stationaty member or thumb picee
22 forms o hand hold by which the 1z1’t.cf1 rod
is given a rocking motion to releass it from
engagement with the keepers. A spring 23,
bears against one end of the lateh rod and
tends to keepitin engagement with the keep-
ors. A keeper or hook 24, is aiso secured near
the lower edge of one of the members of the
table franie, and is adapted to be engnged by
the lateh rod when the drawer 1s projected.
Tt will thus be seen that the drawer may be
locked either in the elosed ov the extended
position, and may be released from such po-
sition by operating the jnteh rod.

From the above description taken in con-
neetion with the drawings, it will be evident:
that I-have provided aw attachment by
means of which a drawer or tray may readily

and are adapt~

Catches or keepers

latehes on the rod.
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be applied to an ordinary table, shelf or simi-

‘lar support in such manner as to be entirel

out of the way when not in use, but which

niay also be quickly swung into full view. It
5 .will also be obvious that 1 have accom-
lished all the objects herein set forth, and.
ave produced a practical and desirable
drawer and means for supporting the sane.

T clain:

1. The combination with a support and
supporting plates secured thereto, of a re-
ceptacle, pivot plates secured to said recepta-
cle, parallel supportitig bars pivoted in the
pivot plates and having their ends journaled N
n the supporting plates, a spring-actuated \

|
!

10

15
lateh rod pivotally mounted on the recepta-
cle, keepers for the lateh rod, said keepers ar-
ranged on the support so as to hold the re-
ceptacle either in folded or extended posi-

20 tion. ' _ :

9. The conbination with a horizontal sup-

276,169

port, of brackets secured thereto, a drawer o
similar receptacle, pivot plates secured O
said drawer, spaced parallel arranged sup-
porting rods journaled in the brackots, said
rods having horizontal portions passing be-
neath the drawer and through the pivot

lates carried thereby, a spring-actuated
latch rod pivotally mounted on the drawer,
means for operating said rod, guards to Hinit
the motion of the latch rod, keepers for the
rod, said keepers being located on the sup-
port so as to hold the drawer either in extend-
ed or it closed position. = ° : g

In testimony whereof I have signed my 3%

names to this specification in the presence of
two subscribing witnesses. - :

" PETER ERICKSON.
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Witnesses: _
<L J L WinniaMs,
WitLa A, Frinw.



