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UNITED STATES PATENT OFFICE. 
GEORGE A, BENOIT, OF CHICOPEE FALLs, MASSACHUSETTS, 

CURAN-HOLDER. 

Specification of Letters Patent, Patented Mar. 18, 1913. 
Application filed January 30, 1911. Serial No. 605,538. 

To all whom, it may concern, 
Be it known that I, GEORGE A. BENOIT, a 

citizen of the United States, residing at 
Chicopee Falls, in the county of Hampden 
and State of Massachusetts, have invented 
certain new and useful Improvements in 
Curtain-Holders, of which the following is 
a specification. . . . 
This invention relates to curtain holders 

and has particular reference to a device of 
this character which is applicable to window 
frames, or like frames upon which the cur 
tain and shades are to be hung and which 
are adaptable for any size shade. 
An object of this invention is to form a 

combined holder which is capable of Sup 
porting not only the curtains but also a pair 
of shade rollers, the shades of which may be 
formed of light and dark material respec 
tively in order to produce the light desired 
within the room. 
The invention has for another object the 

provision of a curtain holder and shade 
bracket combined which is formed in such 
a manner that it comprises but few operative 
parts and that the said parts are so shaped 
as to perform several functions. - 

For a full understanding of the invention 
and the merits thereof, reference is to be 
had to the following description and ac 
companying drawings, in which : 

Figure 1 is a perspective view of the up 
per portion of a window frame having the 
improved bracket applied thereto, the cur 
tains and shades being removed therefrom; 
Fig. 2 is a central vertical section through 
the upper portion of the window frame dis 
closing one of the brackets as applied there 
to, the curtains and shades being disclosed 
in dotted lines in position; and Fig. 3 is a 
perspective view of one of the bracket se 
curing means, the parts thereof being shown 
detached. 

Corresponding and like parts are referred 
to in the following description, and indi 
cated in all the views of the accompanying 
drawings by the same reference characters. 

Referring to the drawings, the numeral 
10 designates a window casing which is 
provided in the usual manner with corner 
blocks 11. Each of the corner blocks 11 
supports a strip 12 which is provided at its 
outer end with an arm 13 extended inwardly 
and engaged against the outer edge of the 
block 11, the arm 13 being retained in such 

position by the provision of a tooth 14 which 
bites into the surface of the block 11. The 
strip 12 extends inwardly of the frame 10 
toward the block 11 and is provided with a 
Series of apertures 15 through which is en 
gaged a locking screw 16. 

Connected to the inner end of the strip 
12 is a locking bar 17 which is provided 
with a biting tooth 18 at its lower extrem 
ity for engagement against the under side 
of the frame 10 at the upper portion thereof 
adjacent the block 11. The bar 17 is pro 
vided with a series of apertures correspond 
ing with the apertures 15, and is secured to 
the strip 12 through the medium of the 
locking Screw 16 which adjusts the relation 
between the two members. A clamping bar 
19 is provided which is engaged with the 
locking screw 16 by the provision of a plu 
rality of apertures formed through the 
clamping bar 19, at the inner end of the 
Same, the bar 19 having a rounded and 
threaded portion 20 formed at its outer ex 
tremity for the reception of a nut 21 to se 
cure a clamp 22 upon the bar 19. The clamp 
22 is formed of a portion of sheet metal so 
stamped as to provide the aperture 23 
formed through the inner end of the same 
through which the rounded portion 20 is 
loosely engaged, the clamp 22 having an in 
tegrally formed tooth 24 disposed at its 
opposite end by the tapering of the portion 
of metal at the said opposite end. The 
tooth 24 is bent at right angles to the body 
portion of the clamp 22 and is adapted to 
engage in the upper edge of the frame 10 
to lock the clamping bar 19 rigidly with re 
spect to the strip 12. 
The bar 19 is formed of a strip of metal 

so stamped as to be of elongated formation 
and provided with a rounded portion which 
is formed integrally therewith as is dis 
closed in the accompanying drawings. The 
bar 17 is also formed of a strip of metal 
which is stamped to form the biting tooth 
18 at one extremity and the apertures at the 
opposite extremity when the member is bent 
into the form disclosed to dispose the biting 
tooth 18 in Wardly and to extend the same 
upwardly to form a hook. The strip 12 is 
formed of a flat strip of metal which is 
apertured as at 15 and formed into hooked 
shape at its opposite extremity to provide 
the arm 13 and tooth 14. 
The means employed for retaining the 
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curtains and shades upon the window frame 
10 comprises brackets engaging upon each 
of the strips 12 and which are formed from 
a sheet of metal so stamped as to provide a 
sleeve member 25 having inturned flanges 
26 for engagement about the edges of the 
strip 12 to retain the sleeve member 25 
upon the strip and to permit of the longi 
tudinal adjustment of the sleeve upon the 
strip. A set screw 27 is disposed in thread 
ed engagement through the outer portion of 
the sleeve 25 and is engaged at its inner 
end against the strip 12 in order to bind the 
flanges 26 against the inner face of the strip 
12 and lock the improved bracket in ad 
justed position. 
The bracket, which is formed of a sheet 

of metal is provided with an arm 28 extend 
ing outwardly from the frame 10 at sub 
stantially right angles to the sleeve 25 and 
carrying a pair of oppositely extending lugs 
29 and 30, the lugs 30 of which are deep 
ened and extend forwardly at a slight angle. 
The lugs 29 extend directly upwardly and 
serve to support the shade roller 31 adjacent 
the inner face of the window casing 10 and 
inwardly of a shade roller 32 which is 
mounted in the lower extremities of the 
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lugs 30. The lugs 29 and 30 are provided 
in the usual manner with a rounded aper 
ture at one side of the device and a slot or 
elongated aperture at the opposite end of 
the same in order to support, the shade roll 
ers and to enable the operation of the 
springs disposed therein. 
Outwardly extended from the arm 28 is 

the curtain support 33 which comprises a 
strip of metal extended outwardly in a for 
ward plane and being twisted into a hori 
Zontal plane as is disclosed in Figs. 1 and 2 
upon the outer extremity of which is pro 
vided a hook by the circular curving of the 
strip of metal to receive frictionally the ex 
tremity of a curtain rod 34. The strip fric 
tionally retains the curtain rod 34 by the 
bending inwardly of the same against the 
face of the strip so as to reduce the passage 
through the hook to considerably less than 
the diameter of the curvature of the same. 
The outer extremity of the strip is disclosed 
as being rolled although any other forma 
tion may be given the same within the scope 
of the invention as it does not materially 
alter the operation of the device. 
In securing the curtain and shade roller 

to a window the strip 12 is engaged against 
the block 11 to insert the teeth 14 in the 
outer edge of the block. The bars 17 and 19 
are now adjusted with respect to the width 
of the frame 10 to engage the teeth 18 in 
the under face of the frame and the teeth 
24 in the upper edge thereof. The lock nut 
is now rotated about the shank 20 when the 
clamping member 22 is fed downwardly and 
inwardly upon the clamping bar 17 to draw 
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the strip 12 inwardly of the frame thereby 
binding all of the teeth of the device in po 
sition. The set screw 27 is now released 
from the strip 12 and the sleeve 25 is lon 
gitudinally adjusted in order to obtain the 
correct adjustment with respect to the 
lengths of the rollers 31 and 32 employed. 

It will be noted from Fig. 2 that the lugs 
29 are positioned inwardly of the lugs 30 
and that therefore the shades 31 and 32 will 
be supported in different planes relative to 
the window casing 10, whereupon two 
shades are positioned against the window, 
one being a light shade while the opposite 
One is a dark shade so that the same may be 
employed in accordance with the light 
which it is desired to admit into the build 
ing. 
Having thus described the invention, what 

is claimed as new is: 
1. A curtain holder including a strip for 

engagement against the outer face of a win 
dow casing, and having an inturned arm 
with a biting tooth upon its outer end and a 
series of apertures through its inner end, a 
pair of diverging bars adjustably secured 
upon the inner end of the strip and having 
biting teeth upon their outer ends to engage 
within the edges of the window casing, a 
locking screw carried through the inner ends 
of the bars and the strip, and a bracket arm 
adjustably mounted for longitudinal move 
ment upon said strip. 

2. A curtain holder including a strip for 
engagement against the outer side of a win 
dow casing, an inturned arm formed upon 
the outer end of the strip, a tooth carried 
upon the inner end of the arm to seat within 
the side of the casing, a pair of diverging 
clamping bars adjustably carried upon the 
inner end of the strip, biting teeth formed 
upon the Outer ends of said clamping bars 
to engage within the edges of the casing, an 
adjustable arm carried by the strip, and 
means carried upon one of the clamping 
bars for binding the same against the edges 
of the casing. 

3. A curtain holder including a strip for 
engagement against the outer face of a win 
dow casing, a tooth carried at the outer end 
of the strip to engage with the edge of the 
casing, a pair of adjustable clamping bars 
carried upon the inner end of the strip to 
bind against the edges of the casing and to 
draw said strip inwardly to engage the tooth 
thereof in the side of the casing, and an out 
Wardly-extending arm adjustably carried 
upon the strip for supporting a curtain. 

4. A curtain holder including a strip for 
engagement against the outer face of a win 
dow casing, and having an inturned arm 
With a biting tooth upon its outer end and a 
series of apertures through its inner end, a 
pair of diverging bars adjustably secured 
upon the inner end of the strip and having 
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biting teeth upon their outer ends to engage 
within the edges of the window casing, a 
locking screw carried through the inner ends 
of the bars and the strip, and a supporting 
means upon said strip. 

5. A curtain holder including a strip for 
engagement against the outer side of a win 
dow casing, an inturned arm formed upon 
the Outer end of the strip, a tooth carried 
upon the inner end of the arm to seat within 
the side of the casing, a pair of diverging 
clamping bars adjustably carried upon the 
inner end of the strip, biting teeth formed 
upon the Outer ends of said clamping bars 
to engage within the edges of the casing, 
and a Supporting means upon said strip. 

6. A curtain holder including a strip for 
engagement against the outer face of a win 
dow casing, a tooth carried at the Outer end 
of the strip to engage with the edge of the 
casing, a pair of adjustable clamping bars 
carried upon the inner end of the strip to 
bind against the edges of the casing and to 
draw said strip inwardly to engage the 
tooth thereof in the side of the casing, and a 
Supporting means upon said strip. 

7. A device of the class described compris 
ing a strip adapted for engagement with the 
outer face of a window casing, a pair of ad 
justable clamping bars carried by the inner 
end of the strip, one of said bars provided 
with an inwardly-extending tooth adapted 
to engage the window casing, the outer end 
of the other of said bars being screw 
threaded, a clamping member provided with 
a perforation for loosely receiving said 
threaded bar end, and a perforated nut upon 
said threaded end adapted for retaining and 
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adjusting said last-mentioned bar with re 
spect to the clamping member. 

8. A device of the class described com 
prising a plurality of relatively adjustable 
strip members, teeth carried by each of said 
members and adapted for engaging a win 
dow casing, an adjustable combined curtain 
and shade roller support mounted upon One 
of said members, said strip members each 
provided at their inner ends with a plu 
rality of perforations adapted for relative 
alinement, the perforations of one of said 
members being internally screw-threaded, 
and a locking screw positioned through 
openings in each of said members and en 
gaging within said screw-threaded opening. 

9. A device of the class described com 
prising a combined curtain and shade roller 
support, flanges positioned upon the base of 
said support, a strip engageable against the 
outer face of a window casing, and said 
flanges mounted thereon, a set screw posi 
tioned through said support and engaging 
said strip, diagonally opposite extending 
clamping bars adjustably carried by the 
inner end of the strip, one of said bars 
having an integral projecting engaging 
tooth upon the outer end thereof and the 
other of said bars having a separable engag 
ing tooth adjustably disposed upon its outer 
end. 

In testimony whereof III affix my signa 
ture in presence of two witnesses. 

GEORGE A, BENOIT. 
Witnesses: 

MICHAEL J. O’CoNNOR, 
FRED S. WILLIAMS. 

Copies of this patent may be obtained for five cents each, by addressing the ' Commissioner of Patents, 
Washington, D.C.' 
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