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To all whom it may concern: 
Beit known that I, ANDREw J. SANFORD, 

a citizen of the United States, and resident of Newark, in the county of Licking and 
State of Ohio, have invented a new and use 
ful Improvement in Lamps; and I do here 
by declare the following to be a full, clear, 
and exact description thereof. 
My invention relates to lamps, and more 

especially to a lamp in which an electric 
light is employed. 
. The object of the invention is to provide 

15 

a lamp in which the column portion is made 
glass with a passage-way extending . of 

through it for the passage of the electric 
light cord, with means at the upper end of 
said column for holding securely in position 
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thereon an outwardly flaring glass member 
adapted to support the shade; the socket for 
the electric bulb acting to hold the glass 
member securely in position on the column 
whereby a very neat and strong construction 
is obtained and one in which the parts are 
not liable to work loose. 
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ing, effect to the lamp. 
30 

and Fig. 2 is an enlarged detail. 

A further object of my invention is to pro 
yide a simple means for suspending prisms 
from the glass member which give a pleas 

In the accompanying drawing, Figure 
is a vertical section of my improved lamp; 

In the drawing, the numeral 2 designates 
the column formed of the glass with the pas 
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sage-way 3 extending through it for the pas 
sage of the electric light cord 4, said cord 
entering the base 5 through the opening 6. 
The upper end of the column is provided 
with the shoulder 7 and the threaded neck 
portion 8. A thimble 9 is threaded inter 
nally and engages the threaded neck 8 of 
the column. This thimble 9 has the thread 
led neck 10 with the opening 11 through 
which the cord 4 passes. The flaring shade 
supporting member 12 rests upon the shoul 

45 der of the column 2, and said member has 
the inside shoulder 13 upon which the plate 

. or washer 14 rests. . The shoulder 13 is so lo 
... cated that when the washer 14 rests thereon, 
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. ... thimble 9. The lamp socket 16 has the 

there is a space 15 between the lower face of 
said washer and the upper face of the 
threaded extension 17 which engages the 
threaded neck 10 of the thimble 9, and said 
extension bears against the washer 14 and 

- Specification of Letters Patent. . . Patented Aug. 17, 1915. 
Application filed September 16, 1914, serial No. 862,087. 

holds the same down onto the seat or shoul 
der 13 of the shade supporting member 12. 
By having the space 15, the tightening up of 
the lamp socket acts to force the shade sup 
porting member 12 down onto the shoulder 
of the column 2, and any looseness may be 

taken up in this way and the shade support 
ing member is always held firmly in place. 
The shade supporting member 12 is pro 
vided with the opening 18 through which 
the chain 19 passes, which operates the 
switch in the lamp socket. The shade sup 
porting member 12 is provided with the seat 
20 and the flange 20, said seat forming the 
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support for the shade 21; the flange 22 of . 
said shade fitting up close to the flange 20 
of the shade supporting member. Counter 
sunk openings 25 are formed in the flat rim 
portion 24 of the shade supporting member, 
and eyelets 26 inserted in said openings, said 
eyelets being formed of wire with the head 
27 riveted thereto. The wire from which the 
eyelets are formed is inserted in the open 
ings 25 with the heads 27 resting therein, 
whereupon the wire is bent around in circu 
lar form to form the eye to support the 
prisms 28. - 
By my invention, I provide a very simple 

and efficient means for holding the shade 
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supporting member securely in position to 
prevent rattling and looseness, and while at 
the same time the parts may be readily dis 
connected for the purpose of cleaning, the 
whole forms a very neat and attractive ap 
pearance. 
What I claim is: 
1. In a lamp, the combination of a hollow 

column, having a shoulder at the upper end, 
a threaded neck portion on said column; a 
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thimble engaging said neck portion, said 
thimble having, a threaded neck portion, a 
shade supporting member resting on the 
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shoulder of said column, and encircling said 
thimble, a retaining member engaging inside 
of said shade supporting member and a 
lamp socket engaging the threaded neck of 
said thimble and bearing against said re 
taining member. - 

2. In a lamp, the combination of a hollow 
column having a shoulder. at the upper end, 
a threaded neck portion formed on said col 
umn, a thimble engaging said threaded neck 
portion, said thimble having a threaded neck 
portion, a shade supporting member resting 
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on the shoulder of said column, a retaining 
member engaging the inside of said shade 
supporting member, a space being left be 
tween said retaining member and the upper 
end of said thimble and a lamp socket en 
gaging the threaded neck of said thimble 
and said retaining member. 

In testimony whereof, I the said ANDREw 
J. SANFORD, have hereunto set my hand. 

ANDREW J. SANFORD. 
Witnesses: 

GEO. E. GRAESER, 
MYRTLE E. GoRBY. 


