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METHOD AND MOBILE TERMINAL FOR 
PROCESSING CONTACTS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of U.S. patent 
application Ser. No. 13/720.444, filed on Dec. 19, 2012, 
which is a continuation of International Application No. PCT/ 
CN2010/080401 filed on Dec. 28, 2010, titled “METHOD 
AND MOBILE TERMINAL FOR PROCESSING CON 
TACTS, the entire content of which is incorporated herein by 
reference. 

TECHNICAL FIELD 

0002 The present disclosure relates to the field of data 
processing technologies, and in particular, to a method and 
mobile terminal for processing contacts in a mobile terminal. 

BACKGROUND 

0003 Mobile terminal (for example, a mobile phone or a 
tablet computer) is an indispensable communication tool in 
people's work and life. People can store information in the 
mobile terminal, for example, people can store contact infor 
mation (Such as mobile phone numbers or Email addresses) 
of friends and colleagues in a contact application of the 
mobile phone according to a preset format. The contact appli 
cation is a program storing specific contact information (Such 
as names, portraits, or mobile phone numbers) of contacts 
according to a preset format. A contact application interface is 
an interface that is displayed on the touch screen of a mobile 
phone after the contact application receives a command 
entered by a user. In the prior art, the following modes are 
available for processing contacts on the contact application 
interface: As shown in FIG. 1, on the contact application 
interface, contacts are displayed in name mode, and are 
arranged in rows simply according to the initial letters or the 
stroke numbers of names; as shown in FIG. 2, contacts are 
displayed in portrait and name mode, and are arranged simply 
to form a 9-block vision, a 12-block vision, and so on. 
0004. However, the modes for processing contacts by the 
mobile terminal in the prior art cannot reflect different con 
tacts in an intuitive manner, which reduces the capability of 
intelligent interaction between the mobile terminal and the 
USC. 

SUMMARY 

0005. An embodiment of the present disclosure provides a 
method for processing contacts in a mobile terminal having a 
processor. The mobile terminal sets a mapping relationship 
between an attribute value of an attribute of a contact and a 
display effect of a contact bubble corresponding to the con 
tact. The mobile terminal obtains the attribute value locally or 
from a network device and determines the display effect of the 
contact bubble according to the mapping relationship and the 
distinctive attribute value. The mobile terminal then displays 
the contact bubble on a screen of the mobile terminal accord 
ing to the attribute value of the contact 
0006. In addition, another embodiment of the present dis 
closure provides a mobile terminal including a radio fre 
quency transceiving antenna, a communication module, and a 
central processing unit. The mobile terminal further includes 
a contact processing apparatus which includes: a storing 
module, configured to store contacts; a setting module, con 
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figured to set a mapping relationship between an attribute 
values of an attribute of a contact and a display effect of a 
contact icon; a distinctive attribute module, configured to 
obtain an attribute of the contact; a determining module, 
configured to determine a display effect of the contact icon 
according to the mapping relationship; and a displaying mod 
ule, configured to display the contact according to the deter 
mined display effect. 
0007 According to the processing method and mobile 
terminal provided in the embodiments of the present disclo 
Sure, different contacts can be displayed intuitively in a 
mobile terminal, which enhances the capability of intelligent 
interaction between the mobile terminal and a user. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008. In order to describe the manner in which the above 
recited and other advantageous features of the disclosure can 
be obtained, a more particular description of the disclosure 
briefly described above will be rendered by reference to spe 
cific embodiments thereof which are illustrated in the 
appended drawings. Understanding that these drawings 
depict only typical embodiments of the disclosure and are not 
therefore to be considered to be limiting of its scope, the 
disclosure will be described and explained with additional 
specificity and detail through the use of the accompanying 
drawings in which: 
0009 FIG. 1 is a schematic diagram of mode 1 for pro 
cessing contacts in the prior art; 
0010 FIG. 2 is a schematic diagram of mode 2 for pro 
cessing contacts in the prior art; 
0011 FIG. 3 is a flowchart of a method according to 
Embodiment 1 of the present disclosure; 
0012 FIG. 4 is a display effect diagram of a contact appli 
cation interface of a mobile terminal according to Embodi 
ment 2 of the present disclosure; 
0013 FIG. 5 is a flowchart of a method according to the 
Embodiment 2 of the present disclosure; 
0014 FIG. 6 is a flowchart of a method according to 
Embodiment 3 of the present disclosure; 
0015 FIG. 7 is a flowchart of a method according to 
Embodiment 4 of the present disclosure; 
0016 FIG. 8 is a flowchart of a method according to 
Embodiment 5 of the present disclosure; 
0017 FIG. 9 is a display effect diagram of contacts 
according to the Embodiment 5 of the present disclosure; 
0018 FIG. 10 is an effect diagram of calling a contact in 
the prior art; 
0019 FIG. 11 is a flowchart of a method according to 
Embodiment 7 of the present disclosure; 
0020 FIG. 12 is a first schematic diagram of a call display 
according to the Embodiment 7 of the present disclosure; 
0021 FIG. 13 is a second schematic diagram of a call 
display according to the Embodiment 7 of the present disclo 
Sure; 
0022 FIG. 14 is a third schematic diagram of a call display 
according to the Embodiment 7 of the present disclosure; 
0023 FIG. 15 is part of a flowchart of a method according 
to Embodiment 8 of the present disclosure; 
0024 FIG. 16 is a display effect diagram of user opera 
tions according to the Embodiment 8 of the present disclo 
Sure; 
0025 FIG. 17 is part of a flowchart of a method according 
to Embodiment 9 of the present disclosure; 
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0026 FIG. 18 is a display effect diagram of a method 
according to the Embodiment 9 of the present disclosure; 
0027 FIG. 19 is a first schematic diagram of a contact 
processing apparatus according to Embodiment 10 of the 
present disclosure; 
0028 FIG.20 is a second schematic diagram of the contact 
processing apparatus according to the Embodiment 10 of the 
present disclosure; and 
0029 FIG. 21 is a third schematic diagram of the contact 
processing apparatus according to the Embodiment 10 of the 
present disclosure. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

0030. In order to make the objectives, solutions and advan 
tages of the present disclosure clearer, the present disclosure 
is hereinafter described in detail with reference to the accom 
panying drawings and embodiments. The exemplary embodi 
ments and descriptions of the embodiments of the present 
disclosure are used to illustrate the present disclosure, but the 
present disclosure is not limited thereto. 

Embodiment 1 

0031 Embodiment 1 of the present disclosure provides a 
method for processing contacts. As shown in FIG. 3, the 
method includes: 
0032 Step 101: Set a mapping relationship between dif 
ferent values of distinctive attributes of contacts and display 
effects of contact icons. The distinctive attributes are specific 
attributes based on which contacts can be distinctively dis 
played on a touch screen. For example, the distinctive 
attributes may be group attributes of contacts, the group 
attributes are contact group information set by a user for 
contacts. The distinctive attribute also may be contact 
attributes of contacts, the contact attributes are times of com 
munication between a mobile terminal user and contacts in a 
preset time. The distinctive attributes also may be location 
attributes of contacts, the location attributes include geo 
graphical location information of contacts. The contact icon 
refers to the icon of contacts displayed on the touchscreen. In 
the embodiment of the present disclosure, the contact icons 
may be in the form of a contact bubble. The contact bubble is 
a display effect of the contact icon displayed on the touch 
screen of the mobile terminal in the embodiment of the 
present disclosure. Definitely, it is understandable that in 
other embodiments, the contact icon may also be in the form 
of a contact block, or may be in other forms that can be 
displayed. 
0033 Step 102: Read contacts; and specifically, read con 

tacts from a local memory of the mobile terminal or a server 
on a network side. 
0034 Step 103: Obtain distinctive attributes of the con 
tacts locally or from the network side. After reading the con 
tacts, specific information about the contacts including the 
distinctive attributes of the contacts can be obtained. 
0035) Step 104: Determine display effects of the contact 
icons according to the mapping relationship and the distinc 
tive attributes. 
0036 Step 105: Display the contacts distinctively accord 
ing to the determined display effects. 
0037. The mapping relationship between different values 
of distinctive attributes of contacts and display effects of 
contact icons is specifically a mapping relationship between 
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contacts with distinctive attributes of different values and 
display effects of icons. For example, specifically, the map 
ping relationship may be a mapping relationship between 
different values of contact attributes of contacts and display 
effects of contact bubbles, or may be a mapping relationship 
between different values of group attributes of contacts and 
display effects of contact bubbles, or may be a mapping 
relationship between different values of location attributes of 
contacts and display effects of contact icons, and so on. A 
distinctive display refers to that contacts with distinctive 
attributes of different values are displayed according to the 
mapping relationship by using different display effects. 
0038. The above solution is different from the display 
mode (contact list) of contacts in the prior art, and displays the 
contacts more intuitively on the touch screen, to enhance the 
capability of man-machine interaction of the mobile terminal 
having a touchscreen, and also improves the user experience. 
The specific solution of the first embodiment of the present 
disclosure is hereinafter described in detail with reference to 
specific embodiments. 

Embodiment 2 

0039 FIG. 4 is one instance of a display effect diagram of 
a contact application interface of a mobile terminal according 
to an embodiment of the present disclosure. In FIG.4, contact 
icons are set to be in the form of circle-like bubbles, all 
contacts are displayed in the form of circle-like bubbles on a 
touch screen. The bubbles are referred to as contact bubbles. 
Contact portraits are displayed in the contact bubbles. Con 
tact information of contacts, such as names and mobile phone 
numbers, may be displayed in the contact bubbles. Contact 
portraits and specific contact information may also be dis 
played in the bubbles together (namely, picture and text dis 
play). It is understandable that in other embodiments, contact 
icons may also be in other forms, for example, in the form of 
a star, a square, or a polyhedron. The embodiment does not 
limit the display mode of contacts. The above solution is 
different from the display mode (contact list) of contacts in 
the prior art, and displays the contacts more intuitively on a 
touchscreen, to enhance the capability of man-machine inter 
action of a mobile terminal having a touch screen. 
0040. In FIG. 4, different contacts may be displayed in 
different forms of contact bubbles. For example, a mobile 
terminal user sets different values for the group attributes of 
the contacts, for example, the value of the group attribute of 
contact A is family (i.e., the contact A belongs to group 
family), and the value of the group attribute of contact B is 
friend (i.e., the contact B belongs to group friend). Different 
groups are displayed in different bubbles. For example, 
because the value of the group attribute of contact A is family, 
and the value of the group attribute of contact B is friend, the 
bubble of contact A is bigger than that of contact B, or the 
bubble of contact A is brighter or displayed at a more notice 
able position on the touch screen, or the bubble of contact A 
is displayed dynamically while the bubble of contact B is 
displayed not dynamically, and so on. Other display modes 
for contact A and contact B may also be included in this 
embodiment. FIG. 5 illustrates a method according to the 
embodiment of the present disclosure: 
0041 Step 201: Preset a mapping relationship between 
different values of the group attributes of the contacts and 
display effects of the contacticons. A group attribute includes 
contact group information set for the contacts, for example, 
the group attribute may be family, friend, colleague, or the 
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like. Specifically, the display policy is set to display contact 
icons distinctively according to different values of the group 
attributes of the contacts. For example, the display policy may 
determine that the contacts whose group attributes are family 
are displayed in the bigger bubbles than the contacts of other 
group attributes (friends, colleagues, and so on), or the dis 
play policy may determine that the contacts whose group 
attributes are family are displayed more clearly than contacts 
of other group attributes. It is understandable that the display 
policy in the embodiment of the present disclosure includes 
but is not limited to the above forms. 
0042 Step 202: Read contacts. 
0043 Step 203: Obtain group attributes of the contacts 
locally or from a network side. When a mobile terminal (such 
as a mobile phone) receives, from a user, a command for 
displaying a contact application interface, the mobile phone 
confirms the group attributes of the contacts. The contact 
application interface is an interface that is displayed on the 
touch screen of the mobile phone after a contact application 
receives a command entered by a user. For example, in a 
Nokia mobile phone, the contact application is named as a 
business card, a contact, a phonebook, and so on. The user can 
See a contact application interface after starting the contact 
application. FIG. 1 shows a contact application interface of a 
mobile terminal in the prior art, and FIG. 4 shows a contact 
application interface in the embodiment of the present disclo 
SUC. 

0044 Step 204: Determine display effects of contacticons 
according to the mapping relationship and the group 
attributes. The display effects may be determined according 
to the above mapping relationship and the group attributes. 
0045 Step 205: Display the contacts distinctively accord 
ing to the determined display effects. 
0046 For example, the user sets different values of group 
attributes of the contacts, for example, the value of the group 
attribute of contact A is family, and the value of the group 
attribute of contact B is friend. Different contact groups are 
displayed in different bubbles. For example, because the 
value of the group attribute of contact A is family, and the 
value of the group attribute of contact B is friend, the dis 
played bubble of contact A is bigger than that of contact B, or 
the bubble of contact A is displayed in a brighter color or 
displayed at a more noticeable position on a touch screen, or 
the bubble of contact A is displayed dynamically while the 
bubble of contact B is displayed not dynamically, and so on. 
Other display modes for displaying contact A and contact B 
may also be included in this embodiment. 
0047. The above solution is different from the display 
mode (contact list) of contacts in the prior art, and displays the 
contacts more intuitively on the touchscreen so as to enhance 
the capability of man-machine interactions of the mobile 
terminal having a touch screen and also improve the use 
experience. 

Embodiment 3 

0048. In the embodiment of the present disclosure, display 
effects of contact bubbles vary according to contact attributes 
of contacts. The contact attribute refers to times of commu 
nication (including phone dialing, short message sending, 
and email) between the user and a contact within a preset 
time. For example, the contact attribute of contact A is 10, the 
contact attribute of contact B is 7, and the contact attribute of 
contact C is 5. Therefore, the display effects of the three 
contact bubbles may be the display sizes of the contact 
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bubbles. According to the above statistics of contact 
attributes, the display sizes of the contact bubbles are 
arranged as follows in descending order: contact A, contact B, 
and contact C; or the display brightness of the contact bubbles 
is arranged as follows from high to low: contact A, contact B, 
and contact C.; or the dynamic display effects of the contact 
bubbles are arranged as follows from strong to weak: contact 
A, contact B, and contact C.; or contact A is displayed at the 
most noticeable position on the touch screen, contact B is 
displayed at a less noticeable position, and contact C is dis 
played at the least noticeable position; or other presentation 
forms may be used. It is understandable that in the embodi 
ment of the present disclosure, different presentation forms 
used for the contacts having different contact attributes 
include but are not limited to the above solution. A solution 
based on which the display effects of contact bubbles vary 
according to different contact attributes of contacts is shown 
in FIG. 6. The specific solution is implemented as follows: 
0049 Step 301: Preset a mapping relationship between 
different values of the contact attributes of the contacts and 
the display effects of contact icons. 
0050 Step 302: Read contacts. 
0051 Step 303: Obtain the contact attributes of the con 
tacts locally or from a network side. The contact attribute 
refers to times of communication (including phone dialing, 
short message sending, and email) between a mobile terminal 
user and the contacts within a preset time. When a command 
(such as a call command and a short message sending com 
mand) of the user for triggering communication with a con 
tact is obtained, oran answer command of the user is obtained 
when the contact communicates with the user actively, a 
counter adds 1 to the contact attribute record of the contact. 
The counter accumulates the times of communication 
between the user and the contact. 
0052 Step 304: Determine the display effects of contact 
icons according to the mapping relationship and the contact 
attributes. 
0053 Step 305: Display the contacts distinctively accord 
ing to the determined display effects. 
0054 For example, for a contact having the highest con 
tact attribute, the biggest contact bubble is displayed, or a 
contact bubble having the most noticeable dynamic effect is 
displayed, or a contact bubble which is brightest is displayed. 
For a contact having a higher contact attribute, a bigger con 
tact bubble is displayed, or a contact bubble having a more 
noticeable dynamic effect is displayed, or a contact bubble 
which is brighter is displayed. For a contact having the lowest 
contact attribute, a Smallest contact bubble is displayed, or a 
contact bubble having no dynamic effect is displayed, or a 
contact bubble which is darkest is displayed. Distinctive dis 
play refers to that the display effects of the contact icons for 
the contacts vary according to different values of the contact 
attributes. For example, as shown in FIG. 4, the contact 
attribute of contact A is 10, the contact attribute of contact B 
is 7, and the contact attribute of contact C is 5, therefore, the 
presentation forms of the three contacts may be the display 
sizes of the contact bubbles. According to the above statistics 
of the contact attributes, the display sizes of the contact 
bubbles are arranged as follows in descending order: contact 
A, contact B, and contact C.; or the display brightness of the 
contact bubbles is arranged as follows from high to low: 
contact A, contact B, and contact C.; or the dynamic display 
effects of the contact bubbles are arranged as follows from 
strong to weak: contact A, contact B, and contact C.; or contact 
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A is displayed at the most noticeable position on a touch 
screen, contact B is displayed at a less noticeable position, 
and contact C is displayed at the least noticeable position; or 
other presentation forms may be used. 
0055. The above solution is different from the display 
mode (contact list) of contacts in the prior art, and displays the 
contacts more intuitively on the touch screen, to enhance the 
capability of man-machine interaction of a mobile terminal 
having a touch screen and also improve the use experience. 

Embodiment 4 

0056. In the embodiment of the present disclosure, display 
effects of contact bubbles vary according to distances 
between geographical locations of contacts and a geographi 
cal location of the user. For example, among all contacts, the 
geographical location of contact A is nearest to the geographi 
cal location of the user, and therefore the displayed contact 
bubble of contact A is biggest or clearest; the geographical 
location of contact B is farthest from the geographical loca 
tion of the user, and therefore the displayed contact bubble of 
contact B is Smallest or vaguest, or other solutions may be 
used. As shown in FIG. 7, the above solution is implemented 
as follows: 
0057 Step 401: Set a mapping relationship between dif 
ferent values of location attributes of contacts and display 
effects of contact icons. 
0058 Step 402: Read contacts. 
0059 Step 403: Obtain the location attributes of the con 
tacts locally or from a network side. The location attributes 
are geographical location information of contacts. In This 
step is to obtain geographical location information of a 
mobile terminal user and geographical location information 
of contacts in a mobile terminal. In the field of technologies, 
the geographical location information refers to geographical 
data provided according to a global positioning system (Glo 
bal Positioning System, GPS) or other geographical location 
services, and indicates the current physical location of the 
mobile terminal. For example, in the embodiment of the 
present disclosure, the mobile terminal may be a mobile 
phone with a GPS transceiving module, and therefore, the 
mobile phone may obtain its own geographical location infor 
mation according to the geographical data provided by the 
GPS system. Contacts are stored in the mobile phone. The 
mobile phone sends a request message for querying geo 
graphical location information of contacts to a network-side 
geographical location server, after receiving the request mes 
sage, the network-side geographical location server obtains 
the geographical location information of contacts registered 
with the server and feeds back the information to the mobile 
phone. In other embodiments, contacts may also actively 
share their respective geographical location information with 
their own contacts and friends in real time through third-party 
location service software. Therefore, all contacts or friends 
share geographical location information of each other. For 
example, a mobile terminal user who logs into a Google map 
service may share the geographical location information of 
the user with its own contacts or friends. 
0060 Step 404: Obtain distances between contacts and the 
mobile terminal user. Relative linear distances between geo 
graphical location information of contacts and geographical 
location information of the mobile terminal user may be 
calculated to obtain distances between contacts and the 
mobile terminal user. For example, a mobile phone obtains 
geographical location information of contact A, and also 
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obtains the geographical location information of a mobile 
phone user (namely, the geographical location information of 
the mobile phone); therefore, the relative linear distances may 
be obtained through simple calculation, and the relative linear 
distances may be used as distances between contacts and the 
mobile terminal user. 
0061 Step 405: Display the contacts distinctively accord 
ing to the determined display effects. 
0062 For example, among all contacts, the geographical 
location of contact A is nearest to the geographical location of 
a user, and therefore the displayed contact bubble of contact A 
is biggest or clearest; the geographical location of contact B is 
farthest from the geographical location of the user, and there 
fore the contact bubble of contact B displayed on a screen is 
smallest or vaguest. Definitely, in the embodiment of the 
present disclosure, the mode for displaying contacts distinc 
tively includes but is not limited to the above modes. 
0063. Further, the mobile terminal may obtain the geo 
graphical location information of contacts in a phonebook, 
and therefore, when the above solution is executed, contact 
bubbles displayed on a contact application interface may be 
updated and adjusted dynamically to provide more intuitive 
experience for the mobile terminal user. In addition, the user 
may learn a distance between the user and a contact or friend 
in the geographical location. For example, when the mobile 
terminal obtains distances between contacts and the mobile 
terminal user again, obtained data may be different from data 
obtained at a last time. In this way, when contacts are dis 
played distinctively according to the obtained distances and a 
preset display policy again, contact display on a contact appli 
cation interface is different from last display. Therefore, the 
contact display mode of a display interface may be different 
each time when a mobile phone user opens the contact appli 
cation interface, thereby reaching an effect of dynamically 
updating the contact application interface and providing more 
intuitive experience for the user. 

Embodiment 5 

0064. In the embodiment of the present disclosure, display 
effects of contact bubbles may vary according to different 
geographical location information of contacts. For example, 
the geographical location information of contact A is Shang 
hai, the geographical location information of contact B is 
Shenzhen, the geographical location information of contactC 
is Beijing, and the geographical location information of con 
tact D is Xi’an. Therefore, during display of a contact appli 
cation interface, the background of the display is a China 
map, and the display positions of contact bubbles on a touch 
screen are consistent with geographical locations marked on 
the map. Besides, contacts may be further displayed distinc 
tively according to distances between geographical locations 
of contacts and a geographical location of a mobile phone 
user. As shown in FIG. 8, the above solution may be specifi 
cally implemented as follows: 
0065 Step 501: Bind a map module with a contact appli 
cation. The map module may be a location service module for 
marking geographical locations. After geographical locations 
are marked in the map module, map location information is 
generated. Specifically, the map location information may be 
name information of cities such as Beijing, Shanghai, and 
Shenzhen, or may be name information of provincial units 
Such as Hubei province, Guangdong province, and Guangxi 
province. The map module may be a hardware device, or may 
implement the relevant marking function of a map through 
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only software, for example, a map widget, which may be a 
visualized China map or a global map. After the binding, 
when a mobile terminal receives a command for opening a 
contact application interface from the user and opens the 
contact application interface, a map module application inter 
face is displayed on the application interface accordingly, and 
may be displayed on the contact application interface as a 
background program. 
0066 Step 502: Obtain the geographical location informa 
tion of each contact in the mobile terminal. The geographical 
location information refers to geographical data provided 
according to a global positioning system (Global Positioning 
System, GPS) or other geographical location services, and 
indicates the current physical location of the mobile terminal. 
For example, in the embodiment of the present disclosure, the 
mobile terminal may be a mobile phone with a GPS trans 
ceiving module, and therefore, the mobile phone may obtain 
its own geographical location information according to the 
geographical data provided by the GPS system. Contacts are 
stored in a mobile phone. The mobile phone sends a request 
message for querying geographical location information of 
contacts to a network-side geographical location server, after 
receiving the request message, the network-side geographical 
location server obtains the geographical location information 
of the contacts registered with the server and feeds back the 
information to the mobile phone. In other embodiments, the 
contacts may also actively share their respective geographical 
location information with their own contacts and friends in 
real time through third-party location service software. 
Therefore, all contacts or friends share the geographical loca 
tion information of each other. For example, a mobile termi 
nal user who logs in to a Google map service may share the 
geographical location information of the user with its own 
contacts or friends. 

0067 Step 503: Display the contacts distinctively on the 
contact application interface according to the map in the map 
module and the obtained geographical location information 
of the contacts. For example, the obtained geographical loca 
tion information of contact A is Shenzhen, and therefore the 
contact is marked in the map location information of the map 
module bound with the contact application interface; contacts 
of different geographical location information are displayed 
at different positions on the contact application interface, so 
that the display positions of the contacts are consistent with 
the map location information in the map module. FIG. 9 is a 
display effect diagram of contact processing of the method 
procedure according to an embodiment of the present disclo 
SUC. 

0068. Further, in step 502, the geographical location infor 
mation of a mobile terminal user may also be obtained, and 
then distances between contacts and a mobile terminal are 
calculated. Contact bubbles are displayed distinctively 
according to distances between contacts and the mobile ter 
minal user. For example, among all contacts, the geographical 
location of contact A is nearest to the geographical location of 
the user, and therefore the displayed contact bubble of contact 
A is biggest or clearest; the geographical location of contact 
B is farthest from the geographical location of the user, and 
therefore the contact bubble of contact B displayed on the 
screen is Smallest or vaguest, and so on. Then the contacts are 
displayed distinctively on the contact application interface 
according to the map location information in the map module 
and the obtained geographical location information of the 
contacts. The display modes are described above. 
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0069. The solution in the embodiment of the present dis 
closure is different from the display mode (contact list) of 
contacts in the prior art, and displays the contacts more intu 
itively on the touch screen, to enhance the capability of man 
machine interaction of a mobile terminal having a touch 
screen and also improve the use experience of the user. 

Embodiment 6 

0070. In the embodiment of the present disclosure, two or 
more types of distinctive attributes of contacts above may be 
combined to distinctively display contacts more efficiently 
and intuitively on a contact application interface. For 
example, when the distinctive attributes include group 
attributes and contact attributes, setting a mapping relation 
ship between different values of distinctive attributes of con 
tacts and display effects of contact icons includes: setting a 
mapping relationship between the Sum of values of group 
attributes and contact attributes of contacts and the display 
effects of contact icons. 
0071. When the distinctive attributes include group 
attributes and location attributes, setting a mapping relation 
ship between different values of distinctive attributes of con 
tacts and display effects of contact icons includes: setting a 
mapping relationship between the Sum of values of group 
attributes and location attributes of contacts and the display 
effects of contact icons. 

0072. When the distinctive attributes include contact 
attributes and location attributes, setting a mapping relation 
ship between different values of distinctive attributes of con 
tacts and display effects of contact icons includes: setting a 
mapping relationship between the sum of values of contact 
attributes and location attributes of contacts and the display 
effects of contact icons. 

0073. When the distinctive attributes include group 
attributes, contact attributes, and location attributes, setting a 
mapping relationship between different values of distinctive 
attributes of contacts and display effects of contact icons 
includes: setting a mapping relationship between the sum of 
values of group attributes, contact attributes, and location 
attributes of contacts and the display effects of contact icons. 
0074. In this way, distinctive contact display is more per 
tinent, and contacts that are distinctively displayed are also 
more specific. For example, contact A whose group attribute 
is marked as family is displayed most clearly, and at the same 
time, because the geographical location of the contact is 
nearest to a mobile phone user, the displayed contact bubble 
of contact A is biggest. Therefore, the contact bubble of 
contact A is clearest and biggest according to the above dis 
play policy. 

Embodiment 7 

0075. The above embodiments describe contact process 
ing methods. The following embodiment describes how to 
perform a series of operations (for example, originating a call, 
editing contact information of contacts, and creating a group) 
for contacts on the above contact application interface, to 
facilitate operations of a user and simplify an operation mode. 
0076. In the prior art, as shown in FIG. 10, on a mobile 
phone having a touch screen, the operation mode of initiating 
a call to a contact is: finding a corresponding contact accord 
ing to the initial letter of a name, clicking a “Call” button on 
a contact interface, and initiating a call to the contact. The 
operation of an existing call mode is too troublesome, causing 
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operation time to be too long, which is rather unfavorable to 
intelligent interaction between a mobile phone and a user and 
greatly decreases the interaction capability of the mobile 
phone. 
0077 Based on the above contact processing methods in 
the embodiments of the present disclosure, as shown in FIG. 
11, an embodiment of the present disclosure provides a pro 
cessing method for calling contacts. 
0078 Step 701: Set a mapping relationship between dif 
ferent values of distinctive attributes of contacts and display 
effects of contact icons. 
0079 Step 702: Read contacts. 
0080 Step 703: Obtain distinctive attributes of contacts 
locally or from a network side. 
I0081 Step 704: Determine the display effects of contact 
icons according to the mapping relationship and the distinc 
tive attributes. 
0082 Step 705: Display the contacts distinctively accord 
ing to the determined display effects. 
0083. The specific solution in the above steps is already 
detailed in the above embodiments and is not further 
described here. 
0084 Step 706: Obtain a contact selection command of a 
user, and determine one or multiple selected contact bubbles: 
in this step, operations of the user are completed on a contact 
application interface. On a mobile phone, tablet personal 
computer having a touch screen, operations of the user are 
generally completed by fingers of the user. In the prior art, the 
touch screen is formed by a touch sensor component and a 
touch screen controller. The touch sensor component is 
installed in the front of a display Screen, and is configured to 
sense a position touched by the user, and send received touch 
information to the touchscreen controller. The main function 
of the touch screen controller is to receive touch information 
from the touch sensor, and convert the information into coor 
dinates to send to a central processing unit (CPU) such as a 
hardware processor. The touch screen controller can also 
receive and execute a command from the CPU. 
0085. In the contact application interface of a two-dimen 
sional display interface, the touch screen is divided into grids 
with an X direction and a Y direction. All application icon 
information (such as icon size and icon location) on the touch 
screen may be indicated by values in the X and Y directions. 
A location of a contact bubble may also be indicated by values 
in the X and Y directions. First, the size of a contact bubble 
may be calculated through junction points between bubble 
edges and grids, and then the contact bubble is simulated into 
a square. The size of the contact bubble is also the size of the 
square. According to calculation of the square size, location 
information (X1, Y1) of the centerpoint of the contact bubble 
is obtained, and the location information (X1, Y1) of the 
center point is used as the location information of the contact 
bubble, where X1 is the value of the center point in the X 
direction, and Y1 is the value of the center point in the Y 
direction. 
I0086. In the contact application interface of a three-di 
mensional display interface, the touch screen may be divided 
into grids having an X direction, a Y direction, and a Z 
direction. All application icon information on the touch 
screen may be indicated by values in the X, Y, and Z direc 
tions. Likewise, a contact bubble with three-dimensional 
space information may also use values of (X1, Y1, Z1) to 
indicate location information of the contact bubble. The prin 
ciple is the same as above and is not further described here. 
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0087. In other embodiments, location information of a 
contact bubble on a touch screen may also be obtained in 
other modes. Embodiments of the present disclosure include 
but are not limited to the above implementation modes. 
I0088. When a finger of a user touches the screen, a mobile 
phone can obtain a touch point of the user, that is, location 
information (X2,Y2) of a touchpoint specifically operated by 
the user. The mobile phone determines whether the location 
information matches location information of a certain contact 
bubble. The purpose of matching is to determine whether the 
operation of the user is to select a contact. Specifically, the 
matching method may be: calculating a distance between 
location information (X1, Y1) of a contact bubble and loca 
tion information (X2, Y2) of a touch point. If the calculated 
result is Smaller than a preset value, it is regarded that the 
matching Succeeds, and a contact selection command is trig 
gered. If the matching does not succeed, it is regarded that the 
touch point is an invalid touch point, and no operation com 
mand is triggered or a prompt command is triggered, where 
the prompt command is used to prompt the user that the touch 
point is an invalid touch point. A specific prompt command is 
displayed through a prompt interface of the touchscreen, or a 
Voice is output through an audio outputting device (such as a 
speaker). 
I0089. In a contact application interface, when a user uses 
a finger to touch a contact on a screen, a mobile terminal may 
obtain an operation command of the user through a touch 
screen, for example, may obtain a contact opening command 
and a contact selection command of the user. In the prior art, 
a user clicks a contact on a screen quickly, and a mobile 
terminal obtains a contact opening command of the user, after 
obtaining the command, the mobile terminal sends a com 
mand to a contact application module, commanding the con 
tact application module to open the contact; the user contin 
ues to touch a contact on the touch screen, and the mobile 
terminal may determine that the command is a contact selec 
tion command. 

(0090 Step 707: Obtain the operation track of a user. The 
operation track may be the drag track of a contact bubble, as 
shown in FIG. 12. 

(0091 Step 708: Move the selected contact bubble accord 
ing to the operation track. 
0092 Step 709: Determine whether the contact bubble has 
an overlapping area with a preset call area; if the contact 
bubble has an overlapping area with the preset call area, 
execute step 710, or if the contact bubble has no overlapping 
area with the preset call area, execute step 711. The preset call 
area is a fixed area defaulted by a system or a fixed area 
defined after the setting of the user is accepted. As shown in 
FIG. 12, an area on the upper right corner of a touch screen is 
a call area, where the call area may be fixedly set at a fixed 
location, or may be in a floating or drifting state. The size of 
the call area on the touch screen may be a known fixed value 
according to the presetting. The location information of an 
edge area of the call area may also be obtained, and the 
location information of all points in the area may also be 
obtained. Actually, location information of the call area may 
be understood as the set of location information of all points 
in the area. In other embodiments, location information (X3, 
Y3) of the center point of the call area is obtained according 
to the known size of the call area, and the location information 
of the center point may be used as the location information of 
the call area. 
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0093. There may be multiple methods for determining 
whether the contact bubble has an overlapping area with the 
preset call area: 
0094 Method 1: Determine whether location information 
of edge points of a contact bubble is location information of 
points in the call area. The edge points are points constituting 
the outer shape of a contact bubble, and the set of edge points 
forms the circle-like shape of the contact bubble, to constitute 
the display effect of a whole contact bubble. It is assumed that 
location information of any edge point a is (X1.y1), and loca 
tion information of the call area is understood as set A of 
location information of all points in the area and is assumed to 
be X,Y. In this case, if the mobile terminal determines that 
the location information of edge points of the contact bubble 
belongs to location information of points in the call area, 
namely, (x1,y1)6DX,Y, that is, the location information of 
edge points of the contact bubble is location information of 
points in the call area, the contact bubble has an overlapping 
area with the preset call area; as shown in the figure, and the 
edge point a of the contact bubble on the touch screen is also 
within the call area, that is, an overlapping area exists. If 
(x1,y1)ÉX,Y), that is, the location information of any edge 
point of the contact bubble is not within the call area, the 
contact bubble has no overlapping area with the call area. 
0095 Method 2: Determine whether a distance between 
the location information (X1.Y 1) of the contact bubble and 
the location information (X3.Y3) of the call area is within a 
preset value. Assuming that the preset value is Q, the above 
determination may be represented by the calculation formula 
FCX,Y)-Vox-x1 +(Y-Y1)-Q-0. If F(X,Y)-0, that is, a 
distance between the location information of the contact 
bubble and the location information of the call area is within 
the preset value, that is, the contact bubble has an overlapping 
area with the call area. If F(X,Y)>0, that is, a distance 
between the location information of the contact bubble and 
the location information of the call area is not within the 
preset value, that is, the contact bubble has no overlapping 
area with the call area. In the method, the location information 
of the call area is obtained in the following way: obtaining the 
location information (X3, Y3) of the center point of the call 
area according to the known size of the call area, and using the 
location information of the center point as the location infor 
mation of the call area. 
0096. It is understandable that other methods may also be 
available for determining whether the contact bubble has an 
overlapping area with the preset call area; embodiments of the 
present disclosure include but are not limited to the foregoing 
two methods. In addition, the overlapping area may be part of 
the overlapping area or a whole overlapping area, which is not 
limited here. As shown in FIG. 13, the contact bubble has an 
overlapping area with the call area. 
0097 Step 710: Call the contact. As shown in FIG. 14, 
when the mobile terminal determines that the contact bubble 
has an overlapping area with the preset call area, the mobile 
terminal triggers a call command, and according to a call 
procedure in the prior art, calls a contact represented by the 
contact bubble. 
0098 Step 711: Terminate processing. When the mobile 
terminal determines that the contact bubble has no overlap 
ping area with the preset call area, no processing is performed 
on the contact. 
0099. In this embodiment, the call area may be regarded as 
another contact bubble, and the location of the contact bubble 
on the touch screen may be fixed or dynamic. Therefore, 
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“determining whether the contact bubble has an overlapping 
area with the preset call area' in this embodiment is deter 
mining whether a contact bubble selected by a user has an 
overlapping area with another contact bubble. In addition, 
two contact bubbles exist: selected contact bubble A and 
another contact bubble B: in this solution, contact bubble A is 
a mobile terminal user, that is, contact bubble A is created for 
the mobile terminal user to facilitate Subsequent operations. 
Contact bubble B is a contact of the mobile terminal. In this 
case, when contact bubble A has an overlapping area with 
contact bubble B, a call command is triggered, and the mobile 
terminal initiates a call procedure to contact B. Or, in this 
solution, contact bubble B is a mobile terminal user, and 
contact bubble A is a contact of the mobile terminal. In this 
case, when the contact bubble A has an overlapping area with 
contact bubble B, a call command is triggered, and the mobile 
terminal initiates a call procedure to contact A. In conclusion, 
on a contact application interface, when a user drags a mobile 
terminal user with a contact bubble and the mobile terminal 
user has an overlapping area with other contact bubbles, or 
when the user drags other contact bubbles and the contact 
bubbles have overlapping areas with a mobile terminal user 
with a contact bubble, the call procedure is initiated. The 
specific implementation of this solution is the same as the 
method in the above embodiments and is not further 
described here. 
0100. In addition, in the embodiment of the present dis 
closure, if the user selects multiple contact bubbles in step 
706, for example, selects three contacts by touching the touch 
screen with three fingers, and drags the three contacts to the 
call area, the call procedure can also be initiated. In this case, 
a mode of multiparty communication is formed. 
0101. In the above embodiment of the present disclosure, 
an operation command Such as a command for sending a short 
message or sending an email may be executed in step 710. 
0102. In the embodiment of the present disclosure, the call 
processing of a contact can be completed by only moving 
fingers simply, which saves the time for a user to perform call 
operations, greatly improves the capability of intelligent 
interaction of a mobile terminal, and improves the user expe 
rience of the user. 

Embodiment 8 

0103. In the prior art, modes for grouping contacts are as 
follows. Mode 1: obtaining a command of a user for creating 
a group, obtaining a command of the user for adding a contact 
on a newly created group interface, and adding at least one 
contact to a group; or mode 2: obtaining a command for 
selecting at least one contact, and adding the selected contact 
to a newly created group. In the prior art, operation steps of 
the mode for creating a contact group are too troublesome, 
causing operation time to be too long, which is unfavorable to 
the intelligent interaction between a mobile phone and a user. 
Therefore, an embodiment of the present disclosure provides 
a method for grouping on a contact application interface, and 
the method greatly simplifies the operation mode of creating 
a contact group. As shown in FIG. 15, the method specifically 
includes: 
0104 Step 801: Set a mapping relationship between dif 
ferent values of distinctive attributes of contacts and display 
effects of contact icons. 
0105 Step 802: Read contacts. 
0106 Step 803: Obtain distinctive attributes of contacts 
locally or from a network side. 
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0107 Step 804: Determine the display effects of contact 
icons according to the mapping relationship and the distinc 
tive attributes. 

0108 Step 805: Display the contacts distinctively accord 
ing to the determined display effects. 
0109 The specific solution in the above steps is already 
detailed in the above embodiments and is not further 
described here. 

0110 Step 806: Obtain location information of multiple 
touch points and location information of a contact bubble on 
a contact application interface, and determine whether the 
operation is to select a contact. If the operation is to select a 
contact, execute step 808; if the operation is not to select a 
contact, execute step 807. 
0111. In the prior art, a multi-point touch technology may 
sense location information of multiple touchpoints on a touch 
screen, which is not further described here. In this step, the 
determining whether the operation is to select a contact may 
be specifically: matching location information of multiple 
touch points with location information of a contact bubble. 
Distances between location information (x,y), (x,y), ..., 
and (x,y) of contact bubbles and location information (X, 
Y), (XY),..., and (X,Y) of touch points are calculated 
one by one; if the calculated result is within a preset value, it 
is regarded that the matching Succeeds, and a contact selec 
tion command is triggered. If the matching does not succeed, 
it is regarded that a touch point is an invalid touch point, and 
no operation command is triggered or a prompt command is 
triggered, where the prompt command is used to prompt the 
user that the touch point is an invalid touch point. The specific 
prompt command is displayed through the prompt interface 
of the touch screen, or a voice is output through an audio 
outputting device (such as a speaker). 
0112 
0113 Step 808: Obtain operation tracks of selected con 

tact bubbles, and determine whether an overlapping area 
between the selected contact bubbles exists, and if an over 
lapping area exists, execute step 805, if no overlapping area 
exists, execute step 806. The method for determining whether 
an overlapping area between the selected contact bubbles 
exists in this step may be the determining method in the above 
embodiment and is not further described here. 

0114 Step 8.09: Execute an operation command, and cre 
ate a contact group according to an existing procedure. 
0115 
0116. The following describes a specific solution in the 
embodiment of the present disclosure in detail from the per 
spective of a mobile terminal user. As shown in FIG. 16, after 
a user opens a contact application interface, the user selects 
three contact bubbles (represented as contacts A, B, and C 
respectively) by touching with three fingers, and folds the 
three fingers to bring the three contacts together on a touch 
screen; a mobile terminal displays a dialog box, saying “Do 
you want to create a group for contacts A, B, and C?' Then the 
user selects yes or no at will. 
0117 The embodiment of the present disclosure reduces 
the operation time caused by the troublesome operation steps 
of the mode for creating a contact group, greatly simplifies the 
operation mode for creating a contact group, improves the 
capability of intelligent interaction between a mobile termi 
nal and a user, and also improves the operation experience of 
the user. 

Step 807: Terminate processing. 

Step 810: Terminate processing. 
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Embodiment 9 

0118. The embodiment of the present disclosure further 
provides another method for creating a contact group on the 
contact application interface. As shown in FIG. 17, specifi 
cally, the method includes: 
0119 Step 901: Set a mapping relationship between dif 
ferent values of distinctive attributes of contacts and display 
effects of contact icons. 
I0120 Step 902: Read contacts. 
I0121 Step 903: Obtain distinctive attributes of contacts 
locally or from a network side. 
I0122) Step 904: Determine the display effects of contact 
icons according to the mapping relationship and the distinc 
tive attributes. 
I0123 Step 905: Display the contacts distinctively accord 
ing to the determined display effects. 
0.124. The specific solution in the above steps is already 
detailed in the above embodiments and is not further 
described here. 
0.125 Step 906: Obtain gesture information of a user on a 
touch screen, and determine whether the gesture information 
is an operation command for creating a contact group, and if 
the gesture information is the operation command for creat 
ing a contact group, execute step 907; if the gesture informa 
tion is not the operation command for creating a contact 
group, execute step 910. Specifically, the gesture information 
is information about a certain area divided by the user on the 
touch screen, for example, the gesture information of the user 
is an enclosed area, an enclosed circle, or a rectangle; the 
mobile terminal may obtain the location information of the 
gesture information. For a specific calculation method for 
obtaining the location information, reference can be made to 
the method in the above embodiments and is not further 
described here. 
0.126 The mobile terminal pre-stores a mapping relation 
ship between the specific gesture information and the opera 
tion command for creating a contact group. Therefore, when 
the gesture information of the user complies with the map 
ping relationship, the mobile terminal obtains the operation 
command for creating a contact group. 
I0127 Step 907: Obtain an operation command of the user 
for selecting a contact and the operation track of the user. The 
above embodiment already details the specific implementa 
tion about how to obtain the operation command of the user 
for selecting a contact and obtain the operation track of the 
user, and therefore detailed description is not provided here. 
I0128 Step 908: Determine whether location information 
of a selected contact bubble is within the area divided by the 
gesture information, and if the location information of the 
selected contact bubble is within the area divided by the 
gesture information, execute step 909; if the location infor 
mation of the selected contact bubble is not within the area 
divided by the gesture information, execute step 910. The 
method for determining whether the location information of 
the selected contact bubble is within the area divided by the 
gesture information is the same as the specific method in the 
above embodiments, and is not further described here. 
I0129. Step 909: Execute a command for adding a contact 
to a contact group. 
0.130 Step 910: Do not execute the operation of adding a 
COntact. 

I0131 The following describes, from the perspective of a 
user operation, how to create a climber group, to describe a 
specific solution in the embodiment of the present disclosure. 
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For example, a mobile terminal user opens a contact applica 
tion interface in the embodiment of the present disclosure, 
and wants to create a contact group named "climber clan'. 
The user divides a circular area on a touch screen first, and a 
mobile terminal identifies that the gesture information is ges 
ture information of creating a contact group, and prompts the 
user to enter the name of the contact group on the touch 
screen. After entering the name "climber clan' of the contact 
group, the user may touch a contact bubble on the touch 
screen with a finger to select a contact and drag the contact 
bubble to the circular area, to complete the operation of add 
ing a contact to the contact group "climber clan'. If the user 
wants to continue adding another contact to the contact group, 
the user may select another contact bubble and drag the con 
tact bubble to the circular area, then add the contact to the 
group. Definitely, multiple contact bubbles may also be 
selected and dragged to a circular bubble simultaneously, so 
that the multiple contacts are added to the group at a time. 
FIG. 18 is a display effect diagram of user operations accord 
ing to an embodiment of the present disclosure. 
0.132. It is understandable that the user may also not enter 
the contact group name but directly select a contact bubble 
and drag it to the circular area. If the user presets a contact 
attribute for each contact, the mobile terminal may generate a 
group name according to the attribute. Contact attributes are 
Some contact tags set by the user, and various characters of 
non-null values entered by the user may be used as contact 
attributes. For example, the user already adds a contact 
attribute colleague or Facebook for the contact when the user 
creates a contact bubble; therefore, when a contact group is 
created according to the embodiment of the present disclo 
Sure, the mobile terminal automatically generates a group 
name with a common contact attribute according to the con 
tact attribute that all contacts dragged to the circular area have 
or a group attribute. For example, if contacts A, B, and C 
dragged by the user to the circular area all have a contact 
attribute family, the contact group is automatically defined as 
“family'; if contacts A, B, and C dragged by the user to the 
circular area all have a contact attribute Facebook, the contact 
group is automatically defined as “Facebook'. In other 
embodiments, if contacts A, B, and C dragged by the user to 
the circular area all have a contact attribute family, and con 
tacts D and E both have a contact attribute Facebook, the 
mobile terminal may automatically divide the five contacts 
into two contact groups: One group is named “family’, and 
includes the following contacts: A, B, and C.; another group is 
named “Facebook', and includes the following contacts: D 
and E. 

0133. The operation of the method for creating a contact 
group according to the embodiment of the present disclosure 
is simple, and greatly improves the capability of intelligent 
interaction between a mobile terminal and a user, shortens 
operation time, and also improves the use experience of the 
USC. 

Embodiment 10 

0134. An embodiment of the present disclosure also pro 
vides a mobile terminal. As shown in FIG. 19, the mobile 
terminal specifically includes a radio frequency transceiving 
antenna, a communication module, and a central processing 
unit, and the mobile terminal further includes a contact pro 
cessing apparatus, where the contact processing apparatus 
specifically includes: 
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0.135 a storing module 1001, configured to store contacts; 
0.136 a setting module 1002, configured to set a mapping 
relationship between different values of distinctive attributes 
of contacts and display effects of contact icons; 
0.137 a distinctive attribute module 1003, configured to 
obtain distinctive attributes of contacts; 
0.138 a determining module 1004, configured to deter 
mine display effects of contact icons according to the map 
ping relationship; and 
0.139 a displaying module 1005, configured to display the 
contacts distinctively according to the determined display 
effects. 
0140. Further, a distinctive attribute include a group 
attribute, where the group attribute is contact group informa 
tion set by a user for a contact; the distinctive attribute module 
is specifically configured to obtain the group attribute of a 
contact; the setting module is specifically configured to set a 
mapping relationship between different values of group 
attributes of contacts and display effects of contact icons. 
0.141 Further, a distinctive attribute includes a contact 
attribute, where the contact attribute is times of communica 
tion between a mobile terminal user and a contact in a preset 
time; the distinctive attribute module is specifically config 
ured to obtain a contact attribute of a contact; the setting 
module is specifically configured to set different mapping 
relationships between different values of contact attributes of 
contacts and display effects of contact icons. 
0.142 Further, a distinctive attribute includes a location 
attribute; the distinctive attribute module is specifically con 
figured to obtain a location attribute of a contact; the setting 
module is specifically configured to set a mapping relation 
ship between different values of location attributes of con 
tacts and display effects of contact icons. 
0.143 Further, as shown in FIG. 20, the contact processing 
apparatus may include: 
0144 a first obtaining module 1006, configured to obtain 
an operation track of a user for a contact in the storing module 
1001; 
0145 a first determining module 1007, configured to 
determine whether the contact has an overlapping area with a 
preset call area; and 
0146 a calling module 1008, configured to call the contact 
when the determining module determines that the contact has 
an overlapping area with the preset call area. 
0147 Further, as shown in FIG. 21, the contact processing 
apparatus may include: 
0148 a second obtaining module 1009, configured to 
obtain an operation command for selecting contacts, and 
obtain operation tracks of the selected contacts; 
0149 a second determining module 1010, configured to 
determine whether an overlapping area between the selected 
contacts exists; and 
0150 a group module 1011, configured to execute cre 
ation of a contact group when the second determining module 
determines that an overlapping area between the selected 
contacts exists. 
0151. Further, the contact processing apparatus may 
include: 
0152 a third obtaining module, configure to obtain ges 
ture information of a user on a touch screen; 
0153 a third determining module, configured to deter 
mine whether the gesture information is an operation com 
mand for creating a contact group; 
0154 the third obtaining module, further configured to 
obtain the operation command of the user for selecting con 
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tacts when the third determining module determines that the 
gesture information is the operation command for creating a 
contact group: 
0155 the third determining module, further configured to 
determine whether location information of the selected con 
tacts is within an area divided by the gesture information; and 
0156 a group module, configured to add the contacts to 
the contact group when the third determining module deter 
mines that the location information of the selected contacts is 
within the area divided by the gesture information. 
0157. It is understandable that the description in the above 
method embodiments is also applicable to the embodiment of 
the mobile terminal. In addition, in the embodiment of the 
apparatus, the contact processing apparatus may be integrated 
in the central processing unit of the mobile terminal to 
become part of the central processing unit. 
0158. The mobile terminal in the above embodiment may 
be a terminal device Such as a mobile phone having a touch 
screen, a tablet computer, a PDA (personal digital assistant), 
a home information display (Home information Display, 
HID), and a mobile Internet device (Mobile Internet Device, 
HID). It is understandable that if the touch screen size of the 
mobile terminal is bigger and the material of the touch screen 
is better, the performance of the processing unit is better, and 
the display effects of displaying contacts distinctively on the 
contact application interface in the above embodiment are 
better. A mobile phone having a touchscreen of more than 3.5 
inches is recommended in the embodiment of the present 
disclosure; definitely, the same effect may also be reached by 
using an existing tablet computer. 
0159. In the case that the mobile terminal is a mobile 
phone, the mobile phone further includes: a radio frequency 
circuit, a microphone, a speaker, and a power Supply to imple 
ment the basic functions of the mobile phone. The following 
describes the radio frequency circuit, microphone, speaker, 
and power Supply: 
0160 The radio frequency circuit is mainly configured to 
set up communication between a mobile phone and a radio 
network, and implement data receiving and sending between 
the mobile phone and the radio network. 
0161 The microphone is configured to collect a voice and 
convert the collected voice into voice data, so that the mobile 
phone sends the voice data to the radio network through the 
radio frequency circuit. 
0162 The speaker is configured to restore voice data 
received by the mobile phone from the radio network through 
the radio frequency circuit to a Voice and play the Voice to a 
USC. 

0163 The power supply is mainly configured to supply 
power for each circuit or component of the mobile phone to 
ensure the normal work of the mobile phone. 
0164 Persons of ordinary skill in the art may understand 
that all or part of processes in the methods of the above 
embodiments may be implemented by relevant hardware 
instructed by a computer program. The program may be 
stored in a computer readable storage medium, and when the 
program is executed, may include the processes of the above 
method embodiments. The storage medium may be a mag 
netic disk, a CD-ROM, a read-only memory (Read-Only 
Memory, ROM), or a random access memory (Random 
Access Memory, RAM). 
0.165. The above description is only about exemplary 
embodiments of the present disclosure, and the present dis 
closure is not limited thereto. Any modifications, Substitu 
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tions, and improvements made without departing from the 
spirit and the principle of the present disclosure shall fall 
within the protection scope of the present disclosure. 
What is claimed is: 
1. A method for processing contacts in a mobile terminal 

having a processor, performed by the processor, comprising: 
setting, a mapping relationship between an attribute value 

of an attribute of a contact and a display effect of a 
contact bubble corresponding to the contact; 

obtaining the attribute value locally or from a network 
device; 

determining, the display effect of the contact bubble 
according to the mapping relationship and the distinc 
tive attribute value; and 

displaying the contact bubble on a screen of the mobile 
terminal according to the attribute value of the contact. 

2. The method according to claim 1, wherein the attribute 
comprises a group attribute that comprises contact group 
information set for the contact. 

3. The method according to claim 1, wherein the attribute 
comprises a contact attribute that indicates time of commu 
nication between the mobile terminal and the contact within a 
preset time. 

4. The method according to claim 1, wherein the attribute 
comprises a location attribute that indicates geographical 
location information of the contact. 

5. The method according to claim 1, wherein the attribute 
comprises a group attribute and a contact attribute, a value of 
the mapping relationship is a sum of values of the group 
attribute and the contact attribute of the contact. 

6. The method according to claim 1, wherein the attribute 
comprises a group attribute of the contact and a location 
attribute of the contact, a value of the mapping relationship is 
a sum of values of the group attribute and the location 
attribute of the contact. 

7. The method according to claim 1, wherein the attribute 
comprises a contact attribute of the contact and a location 
attribute of the contact, a value of the mapping relationship is 
a sum of values of the contact attribute and the location 
attribute of the contact. 

8. The method according to claim 1, wherein the attribute 
comprises a group attribute of the contact, a contact attribute 
of the contact, and a location attribute of the contact, a value 
of the mapping relationship is a sum of values of the group 
attribute, the contact attribute and the location attribute of the 
COntact. 

9. The method according to claim 1, further comprising: 
obtaining and displaying a map; and 
marking a plurality of contacts on the map according to 

geographical location information of the plurality of 
COntactS. 

10. The method according to claim 1, further comprising: 
obtaining a contact selection command of a user of the 

mobile terminal, and determining at least one contact 
bubble; 

obtaining an operation track of the user; 
moving the at least one contact bubble according to the 

operation track; 
determining that the at least one contact bubble overlaps a 

preset call area; 
calling the contact represented by the at least one contact 

bubbles after the determination. 
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11. The method according to claim 10, wherein determin 
ing that the at least one contact bubble overlaps a preset call 
area comprises at least one of the following: 

determining that the at least one contact bubble overlaps 
the preset call area when location information of an edge 
point of the at least one contact bubble is location infor 
mation of a point within the preset call area; and 

determining that the at least one contact bubble overlaps 
the preset call area when a distance between location 
information of the at least one contact bubble and loca 
tion information of the preset call area is within a preset 
value, wherein the location information is physical loca 
tion data on the screen. 

12. The method according to claim 1, further comprising: 
obtaining location information of multiple touch points on 

a contact application interface and location information 
of the contact bubbles; 

determining whether the location information of the touch 
points falls into the contact bubbles, and after determin 
ing that the location information of the touchpoints falls 
into the contact bubbles, selecting contact bubbles that 
the touch points fall into, and obtaining operation tracks 
of the selected contact bubbles; and 

determining whether an overlapping area exists between 
the selected contact bubbles, and after determining that 
an overlapping area exists between the selected contact 
bubbles, executing an operation command for creating a 
contact group. 

13. The method according to claim 1, further comprising: 
obtaining gesture information of a user on a touch screen, 

and determining whether the gesture information is an 
operation command for creating a contact group; 

after determining the gesture information is the operation 
command for creating a contact group, obtaining an 
operation command of the user for selecting contacts; 

obtaining an operation track of the user; and 
determining whether location information of the selected 

contact bubbles is within an area divided by the gesture 
information, and if the location information of the 
selected contact bubbles is within the area divided by the 
gesture information, adding contacts represented by the 
contact bubbles to the contact group. 

14. The method according to claim 13, wherein the deter 
mining whether the gesture information is the operation com 
mand for creating a contact group comprises: 

pre-storing a mapping relationship between the gesture 
information and the operation command for creating a 
contact group; and 

determining, according to the obtained gesture information 
and the mapping relationship, whether the operation is to 
create a contact group. 

15. An electronic device, comprising: 
a Screen; 
one or more processors; 
memory coupled to the one or more processors; 
wherein the processors are configured to: 
set, a mapping relationship between an attribute value of an 

attribute of a contact and a display effect of a contact 
bubble corresponding to the contact; 

obtain the attribute value of the attribute of contact locally 
or from a network device; 

determine, the display effect of the contact bubble accord 
ing to the mapping relationship and the attribute value; 
and 
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display the contact bubble on the screen of the mobile 
terminal with the display effect according to the attribute 
value of the attribute of the contact. 

16. The device according to claim 15, wherein the proces 
sors are further configured to: 

obtaining a contact selection command of a user of the 
mobile terminal, and determining at least one contact 
bubble; 

obtaining an operation track of the user; 
moving the at least one contact bubble according to the 

operation track; 
determining that the at least one contact bubble overlaps a 

preset call area; and 
calling the contact represented by the at least one contact 

bubbles after the determination. 
17. The device according to claim 16, wherein the proces 

sors are further configured to: 
determining that the at least one contact bubble overlaps 

the preset call area when location information of an edge 
point of the at least one contact bubble is location infor 
mation of a point within the preset call area; or 

determining that the at least one contact bubble overlaps 
the preset call area when a distance between location 
information of the at least one contact bubble and loca 
tion information of the preset call area is within a preset 
value, wherein the location information is physical loca 
tion data on the screen. 

18. The device according to claim 15, wherein the proces 
sors are further configured to: 

obtaining location information of multiple touch points on 
a contact application interface and location information 
of the contact bubbles; 

determining whether the location information of the touch 
points falls into the contact bubbles, and after determin 
ing that the location information of the touch points falls 
into the contact bubbles, selecting contact bubbles that 
the touch points fall into, and obtaining operation tracks 
of the selected contact bubbles; and 

determining whether an overlapping area exists between 
the selected contact bubbles, and after determining that 
an overlapping area exists between the selected contact 
bubbles, executing an operation command for creating a 
contact group. 

19. The device according to claim 15, wherein the proces 
sors are further configured to: 

obtaining gesture information of a user on a touch screen, 
and determining whether the gesture information is an 
operation command for creating a contact group; 

after determining the gesture information is the operation 
command for creating a contact group, obtaining an 
operation command of the user for selecting contacts; 

obtaining an operation track of the user; and 
determining whether location information of the selected 

contact bubbles is within an area divided by the gesture 
information, and if the location information of the 
selected contact bubbles is within the area divided by the 
gesture information, adding contacts represented by the 
contact bubbles to the contact group. 

20. The device according to claim 19, wherein the deter 
mining whether the gesture information is the operation com 
mand for creating a contact group comprises: 

pre-storing a mapping relationship between the gesture 
information and the operation command for creating a 
contact group; and 
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determining, according to the obtained gesture information 
and the mapping relationship, whether the operation is to 
create a contact group. 

k k k k k 


