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The present invention relates to a garbage can 
Safety lock and it consists in the combinations, 
Constructions and arrangements of parts herein 
described and claimed. 

Generally there is provided a garbage can 
Safety lock Which ray he quickly and easily at 
tached to the conventional garbage can to thereby 
maintain the cover thereof upon such can de 
Spite the nanipulations of dogs, cats or the 
Weather. 

It is an object of the invention to provide a 
device of the character set forth which is simple 
in construction, inexpensive to nanufacture and 
yet effective and efficient in use. 
Another object of the invention is to provide 

a novel garbage can lock having sinple means 
for attaching and detaching the same from a 
conventional garbage can. 
Other and further objects of the invention will 

become apparent from a reading of the follow 
ing Specification taken in conjunction with the 
drawing, in which: 

figure 1 is a side elevational view of an em 
bodiment of the invention shown attached to a 
Conventional garbage can, 

Figure 2 is a side elevational view of a safety 
hook forming a part of the invention, 

Figure 3 is an exploded elevational view of a 
Spring forning part of the invention, and 

Figure 4 is an elevational view of a permanent 
fastening device which forms a part of the in 
vertion. 

Referring more particularly to the drawing, 
there is shown therein a device of the character 
Set forth which consists of a permanent fasten 
ing men her generally indicated at 8 and which 
is Substantially triangular in form and which is 
formed of a single piece of wire whose free ends 
for a gap f : in the one side of the triangular 
StrictUre, the free ends being indicated at 2. 
To the apex portion of the fastener there 

is connected one end of a tension spring 3 the 
other end being connected to an eye 4 of a 
Safety lock generally indicated at 5. The lock 

is formed of a single piece of wire having the 
eye 4 at one end and a hook 6 at the other end 
while midway of the lock 5there is provided an 
integrally formed outwardly extending handle 7. 
There is also illustrated in Figure 1 of the 

drawing a garbage can 3 provided with a bail 
...: lounted in conventional bail ears 28. A 

COWei 2 is provided for the can 8 and has cen 
trally YouInted atop thereof a handle 22. 
In Operation two of the devices forming the 

present invention are utilized and each is at 
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tached to the garbage can by extending the mern 
ber through the handle 22 and theireafter 
bringing the ends of the rinese: G together 
beiaeath the handie 22 to securely hold the same 
upon such handle. The Spring 3 interconnects 
the reinber and the lock is by being engaged 
With the eye of the lock 5. The hook 6 
Of the lock structure 3 extends heneath the ends 
of the bail 9 adjacent the bail ears 2 and it 
Will be apparent that when it is desired to en 
gage cit disengage the hook 6 from its respective 
portion of the hail 9, it is only necessary to 
imanipulate the handie thereof either up 
Wardly or dowa Wairdly to engage or disengage the 
hook. S. as aforesaid. When the devices are 
isolated upon the garbage can structure as ill 

Stirated in Figure , it will be seen that the 
Springs act to Securely maintain the cover 2 
upon the can 8 to thus foil the attempts of dogs, 
cats and other aniinas or the actions of the 
weather to recove the cover 2 from Such can 3. 
While but one form of the invention has been 

shown and described herein, it will be readily 
apparent to those skilled in the at that many 
raino iodications ray oe alie Without de 
parting from the Spirit of the invention or the 
Scope of the appended claims. 
What is claimed is: 
l. A Safety device for garbage cans and the 

like comprising in combination with a garbage 
can provided with a cover, a handle centrally 
affixed to said cover, a pair of bail ears disposed 
at Opposite sides of Said can near the top edge 
thereof and a bail adapted to engage in said 
ears, a pair of complementary fastening mem 
bers triangular in form and having a gap in one 
side thereof, said members adapted to remov 
ably engage with said handle by means of said 
gap and having the apex opposite the said gap 
positioned outwardly, a pair of safety locks hav 
ing their end portions bent downwardly in hook 
like form and an integrally formed outwardly 
extending handle portion midway of the length 
thereof, means for connecting the said fastening 
members with the said lock means, and means 
for connecting Said lock means with said bail. 

2. A. Safety device for garbage cans or the like 
a.S described in the foregoing claim 1, wherein 
Said Iaeans fo: connecting the said fastening 
means With the Said lock sneans comprises a 
COEngienentary pair of yieldable meinbers each 
adapted to have Cha end thereof renovably at 
3.Ched to the apex of said fastening member and 
the Opposite end removably attached to the up 
per end of Said locking member, and the free 
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end of the said locking member removably at Number 
tached in the eye of the said bail end. 1488,700 
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