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This invention relates to telephone ex change equipment and more particularly to 
circuit controlling devices of a thermostatic 
nature. 
In the establishment of telephone connec 

tions wherein the (? of ringing 
current to a line is effected manually, it is 
necessary that the operator maintain the 
ringing key actuated sufficiently long to in 
sure the proper functioning of the signal 
ing apparatus associated with the line. Ac 
cording to usual practice, this requires the 
operator to keep her hand in engagement 
with the key in the case of non-locking keys, 
for a relatively long period of time. 

It is an object of this invention to insure 
the application of ringing current to a cir 
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cuit for a predetermined period of time sub 
sequent to the actuation of a manually op 
erated key. 
This object is attained in accordance with 

a feature of the invention by the provision 
of a mechanically locking key which, when 
actuated, effects the closure of a circuit 
which controls the operation of a thermo 
static element to release the locking means 
and restore the key to normal. 
A further feature of the invention resides 

in a circuit arrangement whereby the op 
eration of the thermostatic element reduces 
the current in the heating winding thereof, 
to such an extent as to maintain the locking 
means in disengagement with the ringing 
key should the operator hold the key in an 
operated position for an abnormal period of 
time. This arrangement permits a com 
paratively high value of energy to be used in 
the primary operation without danger from 
overheating. 
The invention will be readily understood 

from the following detailed description 
made with reference to the accompanying 
drawing in which: 

Fig. 1 is a side elevation of the structure 
of a ringing key employing the thermo 
static release arrangement involved in this 
invention; 

Fig. 2 is a side elevation of the structure 
of a ringing key employing the thermo 

static release involving the protective cir 
cuit arrangement. 

Referring in general to Figs. 1 and 2 the 
ringing key frame comprises two vertical 
supports 10 and 11 to which are rigidly se 
cured horizontal mounting members 12 and 
13. The member 12 is provided with a 
flange 14 on either side, which serve as a 
means for pivotally mounting the ringing 
key thereon. The key itself comprises a 
disc 15 provided with a knurled handle 16 
and a camming element 17, the particular 
????????ctions of which will hereinafter be speci C. 

Secured to the lower mounting member 18 i? a regular contact mounting block 
which consists of alternate layers of insu 
lating material and contact springs. The 
Springs are divided into two sets, the set on 
the left being actuated when the key is 
moved in a clockwise direction and the set 
on the right being actuated when the key 
is moved counter-clockwise. 
A bracket 20 is secured to the vertical 

frame member 10 in any suitable manner 
and ??????? with the member 10 is provid ed with holes by virtue of which the move 
ment of the pin on bolt 19, under the action 
of the thermostatic metal strip 18 is con 
fined to a straight line. The metal strip 
18 is secured at one end to the contact 
mounting block in the same manner as the 
spring sets, whereas its free end is pro 
vided with a notch which normally engages 
the pin 19, the latter being cut to a smaller 
diameter at its point of contact with the 
metal strip 18. The active or operating 
end of pin 19 is normally biased against the 
edge of the disc 15 by means of a steel 
spring element 21 which is secured at one 
end to the upright frame member 10, the 
other end impinging on the thermostatic strip 18. 

Referring specifically to Fig. 1 the opera 
tion is as follows: Assuming the operator 
to have actuated the key in a clockwise direc 
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tion, the slot 22 in disc 15 is moved until it 
is aligned with the active end of pin 19 
whereupon the pin is forced inwardly under 
the action of spring 21, so that the pin be 00 



5 

0. 

20 

30 

33 

30 

65 

2 

comes recessed in slot 22, locking the key in 
its actuated position. As a result of the 
operation of the key, the cam 17, by virtue 
? its engagement with spring 30 causes the 
contacts of the left-hand set of springs to 
be closed. The inner set of contacts con 
trols the application of ringing current to 
an external circuit (not shown) whereas the 
outer contacts on closing effect an obvious 
circuit from the current source 24 through 
the heating winding 23 of the thermostatic 
element 18. As the thermostatic element 
becomes heated due to the flow of current 
through the winding 23 it deflects in such 
a manner as to force the pin 19 outwardly, 
thereupon disengaging its active end from 
the slot 22. The key then returns to normal. 
The return to normal of the key opens the 
circuit for the heating winding, whereupon 
the thermostatic element resumes its original 
condition. 
Should the operator have occasion to actu 

ate the key to the left or counter-clockwise, 
the outer contacts of the right-hand set 
would close and the active end of pin 19 
would be forced into the slot 25. The clo 
sure of the outer right hand contacts causes 
the heating of the thermostatic element in a 
manner similar to that just described in 
connection with the reverse actuation of the 
key. It is apparent that by adjusting the 
heating winding 23 and varying the dimen 
sions of the thermostatic element 18 the 
key may be caused to release at any prede 
termined period of time after its actuation. 
From the foregoing it is readily understood 
that the operator need only depress the key 
a sufficiently long period of time to effect the 
closure of the key contacts, whereupon she 
may remove her hand from the key; the 
locking means will then hold the key op 
erated until the thermostatic device func 
tions. 

Referring now to Fig. 2, it will be noted 
that upon the actuation of the key, pin 19 
is forced into the slot 22 or slot 25, depending 
in which direction the key is moved, under 
the action of spring 21. The movement of 
the thermostatic element 18 causes the extra 
contacts 27 to be closed, whereupon, current 
flows from the source 24, by way of the 
closed contacts 28, heating winding 23, 
closed contacts 27 to ground. It will be 
noted that the contacts 27 when closed, short 
circuit the high resistance element 29. When 
the heat becomes sufficiently great the ther 
mostatic element 18 deflects to move the 
active end of pin 19 from engagement with 
either of the slots 22 or 25. It may occur 
that the operator holds the key depressed 
after the thermostatic release has functioned, 
in which case the heating current may be of 
such a strength as to cause damage by over 
heating. In Fig. 2 this contingency is pro 
vided for by the provisions of the contacts 
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27. When the thermostatic element operates 
to remove pin 19 from a slot in the disc 15, 
the contacts 27 open, removing the shunt 
from the resistance element 29 and placing 
the resistance in circuit with the heating 
winding 23, thereby reducing the current to 
a value just sufficient to maintain the pin 
19 in its disengaged position. With this 
arrangement the operator may hold the key 
actuated as long as she desires without doing any damage to the equipment. When she 
restores the key the heating circuit is opened 
and the thermostatic element resumes its 
original condition. 
What is claimed is 
1. A ringing key comprising a slotted 

disc, a pin adapted to engage a slot in said 
disc when said key is actuated, and thermo 
static means for disengaging said pin from 
said slot to effect the release of said key. 2. A ringing key comprising a slotted 
disc, a pin, a strip of thermostatic metal 
asSociated with said pin, means engaging 
Said strip of thermostatic metal for movin 
said pin into engagement with a slot in ? 
disc to lock said key in its operated position, 
and means for heating said strip of thermo 
static metal to cause it to deflect in such a 
????er as to disengage said pin from said 

SC. 

8. The combination of a ringing key, locking, means therefor, thermal-controlling 
means for actuating said locking means sub. 
Sequent to the actuation of said key, and 
means for controlling the heat in said ther 
mal-controlling means. 
4. The combination of a ringing key, 

locking means therefor, a thermostatic de 
Vice controlling said locking means, means 
effective upon the actuation of said key for 
causing Said device to function at a certain 
temperature, and means effective upon the 
Operation of said device and the continued 
actuation of said key for varying the tem. 
perature of said device. 
8. The combination of a ringing key, locking means therefor, a thermostatic de 

Vice controlling said locking means, a heat 
ing circuit for said device, means effective 
upon the actuation of said key for com 
pleting said circuit to cause said device to 
function and release said locking means, and means effective upon the operation of said 
device and the continued actuation of said 
key for varying the resistance of said 
Circuit. 
6.The combination of a ringing key, locking means therefor, a thermostatic de 

yice controlling said locking means, a heat 
ing circuit for said device including a low 
resistance path and a high resistance path, 
means effective upon the actuation of said 
key for including said low resistance path 
in Said heating circuit to cause said device 
to function and release said locking means, 
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and means effective upon the operation of 
said device and the continued actuation of 
said key for including said high resistance 
path in said heating circuit. 

7. In combination, a circuit controllin device and thermostatic means rendere 
operable by the actuation of said device to 
automatically restore said device a predeter 
mined period of time after its actuation. 

8. In combination, a key and thermo 
static means incorporated in the structure 
of said key and rendered operable by the 
actuation of said key to automatically re 
store said key a predetermined period of 

is time after its actuation. 
In witness whereof, I hereunto subscribe 

my name this 8th day of September A. D. 
1927. 

IPAUL. B. MURIPHY. 
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