Title: BATTERY-OPERATED APPLIANCES

Abstract: Battery operated appliances are provided. Some appliances include a housing defining a chamber having an interior wall, electronics within the chamber, a battery cover, and a closing system including (a) a first electrically conductive member secured to the battery cover, and (b) a second electrically conductive member secured to the interior wall of the housing and configured to engage the first electrically conductive member and thereby mechanically secure the battery cover to the housing while also establishing electrical contact between the first and second electrically conductive members.

Published:
— with international search report
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
BATTERY-OPERATED APPLIANCES

This invention relates to battery-operated appliances, such as personal care appliances, and more particularly to battery case covers for such appliances.

In many small battery-operated devices, the batteries are replaceable by the user, and are inserted and removed from a battery compartment through an opening having a cover. It is necessary to mechanically secure the cover in place, so that the batteries do not fall out and the cover is not lost. It is also necessary to make electrical contact between the batteries and the electrical circuit within the device.

The present invention provides a simple, efficient mechanism for both securing a battery cover to the housing of a small appliance and at the same time providing a high reliability electrical contact between the battery and electronics of the appliance. Preferred closing systems include very few parts and thus are easy and economical to manufacture and assemble. Moreover, some preferred closing systems are suitable for use with small, space saving housing designs and/or designs that includes non-linear seam lines between the battery cover and housing.

In one aspect, the invention features a battery operated appliance including a housing defining a chamber having an interior wall, electronics within the chamber, a battery cover, the battery cover and/or the housing being configured to contain one or more batteries, and a closing system. The closing system includes a first electrically conductive member secured to the battery cover, and a second electrically conductive member secured to the interior wall of the housing and configured to engage the first electrically conductive member and thereby mechanically secure the battery cover to the housing while also establishing electrical contact between the first and second electrically conductive members.

Some implementations may include one or more of the following features. The first and second electrically conductive members may be configured to engage each other by rotation of the battery cover relative to the housing. For example, the second electrically conductive member may include a circumferentially extending slot having an open end and the first electrically conductive member may include a hook configured to slide into the slot through the open end during rotation. The interior wall of the housing may be generally cylindrical, and/or outer surfaces of the housing and battery cover may
be generally cylindrical. By “generally cylindrical” we mean that the housing and battery cover may each include non-cylindrical elements, e.g., ridges, protrusions, or recesses, and/or may include regions along its length that not cylindrical.

The first electrically conductive member may include a spring element configured to apply an axial force between the housing and battery cover when the first and second electrically conductive members are engaged. The first electrically conductive member includes two or more spring elements, and each spring element may provide an electrical contact between the first and second electrically conductive members.

The first and second electrically conductive members may be secured to the battery cover and housing, respectively, by a snap fit. For example, the second electrically conductive member may include a spring portion that is compressed prior to insertion into the housing and that engages the interior wall of the housing with a radial spring force. The spring portion may be generally ring-shaped. The second electrically conductive element may also include one or more undercuts configured to engage corresponding undercuts on the interior wall of the housing.

The second electrically conductive member may include a portion configured to make electrical contact with an electronic sub-assembly of the appliance, e.g., one or more power rails. Each power rail may include a clip constructed to engage the sub-assembly, and this engagement may mechanically secure the second electrically conductive member to the sub-assembly.

The second electrically conductive member may include engagement regions configured for mechanical engagement with corresponding regions on the first electrically conductive member, and each undercut on the second electrically conductive element may be generally axially aligned with one of the engagement regions.

The appliance may be, for example, a power toothbrush or a razor having an electrically-activated function. Thus, the electronics may be configured to drive a toothbrush head or to drive a vibrating function of a razor for wet shaving.

In another aspect, the invention features a battery operated appliance, such as a razor or power toothbrush, including a generally cylindrical housing defining a chamber having a generally cylindrical interior wall, electronics within the chamber, a
generally cylindrical battery cover, the battery cover and/or the housing being configured to contain one or more batteries, and a closing system including a first electrically conductive member secured to the battery cover, and a second electrically conductive member secured to the interior wall of the housing and configured to engage the first electrically conductive member during rotation of the battery cover relative to the housing, thereby mechanically securing the battery cover to the housing while also establishing electrical contact between the first and second electrically conductive members.

The details of one or more embodiments of the invention are set forth in the accompanying drawings and the description below. Other features, objects, and advantages of the invention will be apparent from the description and drawings, and from the claims.

FIG. 1 is a perspective view of a closing system according to one embodiment of the invention, with the front portion of the housing and battery cover cut away to show the internal components.

FIG. 2 is an enlarged exploded perspective view showing two components of the closing system of FIG. 1.

FIG. 3 is an enlarged perspective view of one of the components shown in FIG. 2, rotated to a different position.

FIG. 4 is a perspective view showing the components of FIG. 2 in an assembled state.

FIG. 5 is an enlarged detail view of a portion of the assembly shown in FIG. 4.

FIG. 6 is a perspective view showing one of the components of FIG. 2 assembled with a further sub-assembly.

FIG. 7 is an enlarged detail view of a portion of the assembly shown in FIG. 6.

Like reference symbols in the various drawings indicate like elements.
Referring to FIG. 1, a battery powered device 10 includes a cylindrical housing 12 and a generally cylindrical battery cover 14. The battery cover 14 is mounted on the housing 12 by the connection of one or more metal spring element(s) 16 to a generally cylindrical metal receiving part 18. Spring elements 16 and receiving part 18 will not be discussed in detail, with reference to FIGS. 2-4.

Two spring elements are shown in FIGS. 2-4. However, more or fewer may be used, as will be understood by those skilled in the art. Generally, the more spring elements used, the higher the electrical reliability and the stronger the connection between the battery cover and the housing.

Referring to FIG. 2, each spring element 16 has a hook 20 at one end. Each hook includes one or more protrusions 22. The hooks are constructed to be received and retained in corresponding slots 24 in the receiving part 18, as shown in FIGS. 1, 4 and 5, with protrusions 22 facilitating insertion, removal, and retention of the hooks. Each slot 24 includes a lead-in 25 having angled walls 26, 28, to guide the hook into the slot as the battery cover is rotated relative to the housing. The engagement of the hooks in the slots provides a secure, twist-on mechanical connection of the battery cover to the housing.

The spring elements are designed to apply a spring force axially along the long axis of the housing. In the embodiment shown, the S-shaped profile of the springs (Fig. 4), along with stretching of the springs during operation, generates this spring force. Thus, as the spring element moves into the slot it is stretched, pulling the battery cover and housing together. This resilient engagement of the battery cover with the housing compensates for non-linear seam lines between the battery cover and housing and other geometry issues such as tolerances.

The spring members and the receiving part are both made of metal, and thus engagement of the hooks with the slots also provides electrical contact between the spring members and the receiving part. The receiving part is in turn in electrical contact with circuitry of the device, as will be discussed below, and the battery is in contact with the spring members, and thus contact of the spring members and electrical part ultimately results in contact between the battery and the circuitry of the device. Accordingly, the spring function of the spring elements is also advantageous because it serves to provide solid and reliable electrical contact between the spring elements and the receiving part.
The spring members and receiving part are easily assembled into the device. The spring members are retained permanently on the battery cover by press-fitting protrusions 34 on the inner wall 36 of the battery cover into slotted openings 32 on each spring member (see FIGS. 1 and 4). The receiving part 18 is retained permanently in the housing 12 by engagement of undercuts 30 on the receiving part with corresponding undercuts (not shown) on the inner wall of housing 12. The engagement of the receiving part and housing is achieved by a spring action of the receiving part. The receiving part has a diameter that, in an uncompressed state, is greater than the inner diameter of the housing 12. During assembly, the receiving part is compressed until its outer diameter, including undercuts 30, is less than the inner diameter of the housing 12. The receiving part is then inserted into the housing, and allowed to spring back to its normal, uncompressed diameter. If desired, the receiving part can be heated, e.g., by inductive heating, prior to insertion into the housing, so that the hot undercuts will dig themselves into the plastic of the housing as the receiving part springs back to its uncompressed state.

Preferably, the undercuts 30 are relatively close to the slots 20, and more preferably are axially aligned therewith, as shown. Alignment of the undercuts with the slots allows forces applied to the slot during and subsequent to closing to be transmitted directly to the attachment points of the receiving part (the undercuts). This arrangement provides an assembly that is very rigid and that is relatively insensitive to tolerances.

Referring now to FIGS. 6 and 7, the receiving part 18 may be used to make electrical connection with a sub-assembly A, for instance a device that causes the appliance to vibrate. In this case, the receiving part 18 includes arms 50 which act as power rails, providing an electrical connection to sub-assembly A. Each arm 50 includes a terminal hook 52, which engages a corresponding structure on sub-assembly A (FIG. 7), typically by press-fitting or snapping the hooks into a groove or recess of the sub-assembly. As is the case with the engagement of the spring elements with the receiving part, discussed above, the engagement of the hooks 52 with the sub-assembly A serves two functions: (a) mechanically securing the sub-assembly in place, and (b) providing electrical connection between the arms 50 (and ultimately the battery) and the sub-assembly A. This dual functionality reduces the number of parts required, saves space, and simplifies assembly of the appliance.
A number of embodiments of the invention have been described. Nevertheless, it will be understood that various modifications may be made without departing from the spirit and scope of the invention. For example, while razors and toothbrushes are mentioned above, the closing systems discussed herein may be used with many other types of appliances, for example flashlights, battery powered scrub-brushes, and cameras. Moreover, while in the embodiments shown in the figures, the battery cover carries a "male" engagement member and the housing carries a corresponding "female" engagement member, this arrangement may be reversed so that the battery cover carries the female engagement member and the housing carries the male engagement member, or other types of cooperative engagement may be used.
CLAIMS

1. A battery operated appliance comprising
   a housing defining a chamber having an interior wall,
   electronics within the chamber,
   a battery cover, the battery cover and/or the housing being configured to
   contain one or more batteries, and
   a closing system, including a first electrically conductive member secured
   to the battery cover, and a second electrically conductive member secured to the interior
   wall of the housing and configured to engage the first electrically conductive member and
   thereby mechanically secure the battery cover to the housing while also establishing
   electrical contact between the first and second electrically conductive members.

2. The appliance of claim 1, wherein the first and second electrically
   conductive members are configured to engage each other by rotation of the battery cover
   relative to the housing.

3. The appliance of claim 2, wherein the second electrically conductive
   member includes a circumferentially extending slot having an open end and the first
   electrically conductive member includes a hook configured to slide into the slot through
   the open end during rotation.

4. The appliance of claim 1, 2 or 3, wherein the interior wall of the housing is
   generally cylindrical.

5. The appliance of claim 1, wherein outer surfaces of the housing and
   battery cover are generally cylindrical.

6. The appliance of claim 1, wherein the first electrically conductive member
   includes a spring element configured to apply an axial force between the housing and
   battery cover when the first and second electrically conductive members are engaged.

7. The appliance of claim 6, wherein the first electrically conductive member
   includes two or more spring elements.

8. The appliance of claim 7, wherein each spring element provides an
   electrical contact between the first and second electrically conductive members.
9. The appliance of claim 1, wherein the first and second electrically conductive members are secured to the battery cover and housing, respectively, by a snap fit.

10. The appliance of claim 1, wherein the second electrically conductive member includes a portion configured to make electrical contact with an electronic sub-assembly of the appliance.

11. The appliance of claim 10, wherein the portion comprises one or more power rails.

12. The appliance of claim 11, wherein each power rail includes a clip constructed to engage the sub-assembly.

13. The appliance of claim 12, wherein each clip is configured to mechanically secure the second electrically conductive member to the sub-assembly.

14. The appliance of claim 9, wherein the second electrically conductive element includes one or more undercuts configured to engage corresponding undercuts on the interior wall of the housing.

15. The appliance of claim 14, wherein the second electrically conductive member includes engagement regions configured for mechanical engagement with corresponding regions on the first electrically conductive member, and each undercut on the second electrically conductive element is generally axially aligned with one of the engagement regions.

16. The appliance of claim 1, wherein the electronics are configured to drive a toothbrush head.

17. The appliance of claim 1, wherein the electronics are configured to drive a vibrating function of the appliance.

18. The appliance of claim 17, wherein the housing comprises the handle of a razor.

19. The appliance of claim 3, wherein the open end of the slot includes a lead-in configured to guide insertion of the hook into the slot.
20. A battery operated appliance comprising
   a generally cylindrical housing defining a chamber having a generally
cylindrical interior wall,
electronics within the chamber,
a generally cylindrical battery cover, the battery cover and/or the housing
being configured to contain one or more batteries, and
   a closing system, including a first electrically conductive member secured
to the battery cover, and a second electrically conductive member secured to the interior
wall of the housing and configured to engage the first electrically conductive member
during rotation of the battery cover relative to the housing, thereby mechanically securing
the battery cover to the housing while also establishing electrical contact between the first
and second electrically conductive members.

21. The appliance of claim 20, wherein the second electrically conductive
member includes one or more circumferentially extending slots.

22. The appliance of claim 21, wherein the second electrically conductive
member includes a circumferentially extending slot having an open end and the first
electrically conductive member includes a hook configured to slide into the slot through
the open end during rotation.

23. The appliance of claim 20, wherein the first electrically conductive
member includes a spring element configured to apply an axial force between the housing
and battery cover when the first and second electrically conductive members are engaged.

24. The appliance of claim 23, wherein the first electrically conductive
member includes two or more spring elements.

25. The appliance of claim 24, wherein each spring element provides an
electrical contact between the first and second electrically conductive members.

26. The appliance of claim 20, wherein the first and second electrically
conductive members are secured to the battery cover and housing, respectively, by a snap
fit.
27. The appliance of claim 20, wherein the second electrically conductive member includes a portion configured to make electrical contact with an electronic sub-assembly of the appliance.

28. The appliance of claim 27, wherein the portion comprises one or more power rails.

29. The appliance of claim 28, wherein each power rail includes a clip constructed to engage the sub-assembly.

30. The appliance of claim 29, wherein each clip is configured to mechanically secure the second electrically conductive member to the sub-assembly.

31. The appliance of claim 20, wherein the second electrically conductive element includes one or more undercuts configured to engage corresponding undercuts on the interior wall of the housing.

32. The appliance of claim 31, wherein the second electrically conductive member includes engagement regions configured for mechanical engagement with corresponding regions on the first electrically conductive member, and each undercut on the second electrically conductive element is generally axially aligned with one of the engagement regions.

33. The appliance of claim 20, wherein the electronics are configured to drive a toothbrush head.

34. The appliance of claim 20, wherein the electronics are configured to drive a vibrating function of the appliance.

35. The appliance of claim 34, wherein the housing comprises the handle of a razor.

36. The appliance of claim 22, wherein the open end of the slot includes a lead-in configured to guide insertion of the hook into the slot.

37. A battery operated appliance comprising a housing defining a chamber having an interior wall, electronics within the chamber,
a battery cover, the battery cover and/or the housing being configured to contain one or more batteries, and

a closing system, including a first closing member secured to the battery cover, and a second closing member secured to the interior wall of the housing and configured to engage the first closing member and thereby mechanically secure the battery cover to the housing while also establishing electrical contact between the first and second electrically conductive members.

38. The appliance of claim 37, wherein the first and second closing members are configured to be engaged by rotation of the battery cover relative to the housing.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
INV. H01M2/10 H01R33/46 H01R13/213

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
H01M F211 H01R

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the International search (name of data base and, where practical, search terms used)
EPO-Internal, PAJ, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2004/095759 A1 (KOCH GREG W ET AL) 20 May 2004 (2004-05-20) paragraphs [0038], [0055], [0056]; claim 1</td>
<td>1,20,37</td>
</tr>
<tr>
<td>X</td>
<td>US 6 777 890 B1 (HUANG CHIN-LIN) 17 August 2004 (2004-08-17) claims 1-4; figure 2</td>
<td>1,2,20, 37,38</td>
</tr>
<tr>
<td>A</td>
<td>WO 01/82825 A (SMITHKLINE BEECHAM GMBH AND CO KG; KRAEMER, HANS) 8 November 2001 (2001-11-08) claims 1-12</td>
<td>1-38</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

*T* Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

*X* document of particular relevance; the claimed invention cannot be considered as novel or cannot be considered to involve an inventive step when the document is taken alone

*Y* document of particular relevance; the claimed invention cannot be considered as involving an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

*Z* document member of the same patent family

Date of the actual completion of the international search
11 August 2006

Date of mailing of the International search report
21/08/2006

Name and mailing address of the ISA/
European Patent Office, P.B. 5816 Patentlaan 2 NL - 2280 HV Rijswijk
Tel.: (+31-70) 340-2040, Tx. 31 651 epo nl,
Fax: (+31-70) 340-3016

Authorized officer

Battistig, M
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4 398 238 A (NELSON ET AL) 9 August 1983 (1983-08-09) column 1, line 55 - column 2, line 10; claims 1-7</td>
<td>1,2,20, 37,38</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>--------------------------------------</td>
<td>-----------------</td>
<td>------------------------</td>
</tr>
<tr>
<td>US 6777890 B1</td>
<td>17-08-2004</td>
<td>NONE</td>
</tr>
<tr>
<td>WO 0182825 A</td>
<td>08-11-2001</td>
<td>AU 6220601 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 20107273 U1</td>
</tr>
<tr>
<td>JP 08117258 A</td>
<td>14-05-1996</td>
<td>NONE</td>
</tr>
<tr>
<td>US 4398238 A</td>
<td>09-08-1983</td>
<td>NONE</td>
</tr>
</tbody>
</table>