METHODS, SYSTEMS, AND SOFTWARE FOR CONTROLLING A POWER CONVERTER DURING LOW (ZERO)-VOLTAGE RIDE-THROUGH CONDITIONS

Inventor: Jeffrey K. Petter, Williston, VT (US)

Assignee: NORTHERN POWER SYSTEMS, INC., Barre, VT (US)

Appl. No.: 13/275,362

Filed: Oct. 18, 2011

Related U.S. Application Data


ABSTRACT

A power converter control system having a phase tracker that is designed and configured to estimate the phase of the voltage on the power network that will be on the network when network recovers from a fault on the network. Such a power converter control system allows a power-network-connected power source to ride-through a fault event and continue supplying power thereto at the designed phase and frequency. In one embodiment, the phase tracker provides this estimate by having a response time slow enough that the voltage drop or sag caused by the fault substantially does not affect the control system. In another embodiment, the phase detector is designed and configured to freeze the frequency of its output upon detection of a fault event on the power network.
COMPUTING SYSTEM

DISPLAY

DISPLAY ADAPTER

INPUT DEVICE

NETWORK INTERFACE

REMOTE DEVICE

MEMORY

PERIPHERAL INTERFACE

INSTRUCTIONS INTERFACE

PROCESSOR

STORAGE DEVICE

MEDIUM

INSTRUCTIONS

FIG. 6
POI VOLTAGE (PU)

NO TRIP ZONE

FIG. 7
METHODS, SYSTEMS, AND SOFTWARE FOR CONTROLLING A POWER CONVERTER DURING LOW (ZERO)-VOLTAGE RIDE-THROUGH CONDITIONS

RELATED APPLICATION DATA

[0001] This application claims the benefit of priority of U.S. Provisional Application Ser. No. 61/422,451, filed on Dec. 13, 2010, and titled “Method And System For Controlling A Power Converter During Voltage Faults And Surges” and U.S. Provisional Application Ser. No. 61/425,510, filed on Dec. 21, 2010, and titled “Inverter Control For Fast Voltage Mitigation And Zero Voltage Ride-Through,” both of which are incorporated by reference herein in their entireties.

FIELD OF THE INVENTION

[0002] The present invention generally relates to the field of power electronics. In particular, the present invention is directed to methods, systems, and software for controlling a power converter during low(zero)-voltage ride-through conditions.

BACKGROUND

[0003] Occasionally, a disturbance occurs on a utility system, or other power network, that results in a significant voltage drop for a short duration (typically less than 500 ms).

Such a disturbance is generally caused by a fault some place in the transmission or distribution system. Faults can be caused, for example, by a single phase conductor being inadvertently connected to ground or the inadvertent connection or short circuiting of multiple phase conductors. These types of faults commonly occur due to equipment failure, bad weather, a vehicular accident, etc. A significant reduction in voltage, sometimes referred to as a sag, can also occur when a large electrical load is energized, such as a large motor, or when a large power plant is suddenly disconnected. Smaller faults, sometimes referred to as “dips,” may also occur as a result of other events such as, for example, the switching of capacitors. In any event, whether the fault is large or small, the fault precipitates low-voltage or zero-voltage conditions at various points on the power network.

[0004] Managing how a power source supplying power to the power network reacts to low-voltage or zero-voltage events is an important consideration for power source operators. FIG. 1 is an exemplary plot of the voltage level over time across the AC terminals of a power source, such as a wind power unit, connected to a utility grid for an exemplary voltage disturbance caused by a fault. In this example, the fault occurs at approximately time 14, here at t=0.00 seconds, at some electrical distance from the power source, and with the voltage beginning to recover at time 18, here at t=0.30 seconds. In general, and as shown in FIG. 1, faults cause a generally square-shaped dip or sag 20 in the voltage level between the pre-fault voltage level 24 and the voltage level during recovery 28. It is noted that since a utility grid is a complex impedance network of transmission lines and generators, the actual voltage after the fault tends to overshoot and ring around the utility grid’s operating voltage, as illustrated by recovery 28. Those skilled in the art will appreciate that the depth of the voltage dip or sag 20 is generally related to the distance, electrically speaking, between power source and the fault locations. Closer faults cause deeper dips and sags.

SUMMARY OF THE DISCLOSURE

[0005] In one implementation, the present disclosure is directed to a method of controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period. The method includes estimating the phase angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and controlling a current of the AC output during the voltage fault as a function of the phase angle estimated.

[0008] In another implementation, the present disclosure is directed to an apparatus for controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period. The apparatus includes a control system designed and configured to: estimate the phase angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and control a current of the AC output during the voltage fault as a function of the phase angle estimated.

[0009] In still another implementation, the present disclosure is directed to a machine-readable storage medium containing machine-executable instructions for performing a method of controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period. The machine-executable instructions include a first set of machine-executable instructions for estimating the phase...
angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and a second set of machine-executable instructions for controlling a current of the AC output during the voltage fault as a function of the phase angle estimated.

**BRIEF DESCRIPTION OF THE DRAWINGS**

**[0010]** For the purpose of illustrating the invention, the drawings show aspects of one or more embodiments of the invention. However, it should be understood that the present invention is not limited to the precise arrangements and instrumentality shown in the drawings, wherein:

**[0011]** FIG. 1 is a graph showing a voltage level change resulting from a fault on a power network;

**[0012]** FIG. 2 is a schematic diagram of a power network having a plurality of power sources connected to a utility grid, including a wind power unit (WPU) connected to the grid according to an embodiment of the present invention;

**[0013]** FIG. 3 is a partial schematic diagram of the WPU of FIG. 2;

**[0014]** FIG. 4 is an electrical schematic diagram of the grid-connected power converter of FIG. 3;

**[0015]** FIG. 5 is a schematic diagram of phase locked loop (PLL) that can be used for the PLL of the power converter of FIGS. 3 and 4;

**[0016]** FIG. 6 is a block diagram of computing environment according to an embodiment of the present invention; and

**[0017]** FIG. 7 is a graph of point of interconnect voltage versus time illustrating exemplary voltage excursion ride-through requirements.

**DETAILED DESCRIPTION**

**[0018]** Referring now to FIG. 2, this figure illustrates an exemplary alternating current (AC) power system 200 that includes a wind power unit (WPU) 204 that delivers electrical energy to a power network 208, which is also supplied power by one or more additional power sources, such as a coal fired power plant 212. A power converter 216 is coupled between WPU 204 and power network 208 for controlling electrical characteristics of the power delivered by the WPU to the network and that is ultimately delivered to end users, for example, utility customers, collectively represented in FIG. 2 by element 220. As described below in detail, power converter 216 provides ride-through capabilities for WPU 204 during certain events that result in low voltage and/or zero voltage on power network 208. In other words, power converter 216 is designed and configured to allow WPU 204 to remain connected, and continue supplying power, to power network 208 during such events. In this manner, power converter 216 can provide support and reliability for AC power system 200 by assisting in the stabilization of the voltage on power network 208 during smaller voltage drops and improving the recovery of the network after larger faults.

**[0019]** Although the present disclosure focuses on WPUs, it will be readily apparent to persons of ordinary skill in the art that certain embodiments of the present invention apply to virtually any device using a four quadrant power converter system. Thus, for example, aspects of the present invention may be applied to power generators such as, but not limited to, WPU, solar power generators, fuels cells, micro-turbines, or flow batteries; energy storage systems such as, but not limited to, batteries, ultra-capacitors, superconducting energy storage, or flywheels; and loads, such as, but not limited to, electronic ballasted lighting systems, motor drives, etc. AC power system 200 can be, for example, a conventional utility grid or an isolated power network. Power converter 216 works for both single and multi-phase systems. In power networks containing groups of WPUs or other power generators, the energy output of a plurality of generators can have their power output controlled by a single inverter control system configured as described herein.

**[0020]** Before describing an exemplary embodiment of power converter 216, for the sake of context FIG. 3 shows some of the mechanical and electrical components of a particular embodiment of WPU 204. In this embodiment, WPU 204 includes a wind turbine 300 that rotates in response to the wind. Wind turbine 300 is coupled to a generator 304, which converts the rotational energy of the wind turbine into electrical energy in AC form. A rectifier 308 converts the AC power produced by generator 304 to direct current (DC), which is then further conditioned by power converter 216 from DC to AC power at a frequency and phase angle appropriate for transmission onto power network 208 (FIG. 2). Power converter 216 is coupled to a transformer 312, which modifies the converter output 316 (i.e., voltage produced by WPU 204) to the voltage on utility grid 208.

**[0021]** Power converter 216 includes converter circuitry 320 and a control system 324 and is capable of regulating currents provided to power network 208 by following a set of reference currents generated by the control system. Power converter 216 is typically a current regulated power inverter. Converter circuitry 320 is electronically coupled to and controlled by control system 324 (an example of which is shown in detail in FIG. 4) using a command signal 328, which is a control signal based on the phase of the voltage on power network 208 (FIG. 2). Control system 324 is configured to essentially provide an estimate of the phase angle of the current at the time of recovery from a fault, for example time 16 in FIG. 1. As exemplified below, such estimate can be achieved by providing a phase tracking system that responds so slowly to voltage changes on power network 208 at all times of operation that it continues at about the same speed (frequency) during the fault, generally not being affected by the voltage disturbance. Such estimate can alternatively be provided by essentially freezing the value of command signal 328 to the value that exists when a voltage drop indicative of a ride-through event occurring on power network 208 (FIG. 2) is experienced. Each of these alternatives is described below in more detail, primarily in the context of control system 324 utilizing a phase-locked loop (PLL) in its control scheme. Those skilled in the art, however, will appreciate that the functionality provided by a PLL (either hardware or software based) can be provided by other means, such as a delay-lock loop.

**[0022]** Turning now to FIG. 4, this figure illustrates exemplary components of one implementation of control system 324 of FIG. 3. At a high level, control system 324 includes a controller 400 and a phase tracker 404. Controller 400 receives several input signals including, but not limited to, a network voltage signal 408 and a current signal 412 representative of the voltage and current at the output terminals of the WPU 204 or converter 216, respectively. Controller 400 also receives a real current command 416 and a reactive current command 420 from system level controls (not shown), as those skilled in the art will appreciate. Controller 400 further receives a controller phase reference signal 424 from phase tracker 404 that is used in an algorithm, along with
Typically, controller 400 implements control code in a digital processor or other digital device; however, those of ordinary skill in the art would recognize that the controller can alternatively be implemented using analog circuitry. In an alternative embodiment, controller 400 may be the controller described in U.S. Pat. No. 6,695,409 to Lynch et al. entitled “Control System For a Power Converter and Method of Controlling Operation of a Power Converter” or the controller described in U.S. Pat. No. 7,492,617 to Petter et al. entitled “Frequency Control and Power Balancing in Disturbed Power Inverter System and Method Thereof,” which are incorporated herein by reference for their disclosure of inverter systems and methods that can be utilized with the features disclosed in the present disclosure.

In one embodiment, control system 324 is made to respond so slowly to changes in the frequency of the voltage on power network 208 at all times during operation that it is largely not affected by a voltage sag or drop. In the context of FIG. 4, phase tracker 404 can be designed to be slow at all times of its operation, i.e., not only during low (zero)-voltage ride through events, but also while tracking the frequency of the voltage when the network voltage is at its normal level. In the following examples, “nominal frequency tracking time constant” is defined as the time constant of phase tracker 404 when the network voltage is nominal. It is noted that this time constant drops proportionally with grid voltage during a low voltage event.

In an example, the present inventor has empirically found that a suitable definition of “slow” relative to the tracking of the frequency of the network voltage is that the response time of phase tracker, i.e., the nominal frequency tracking time constant, should be about 1/4 to about 2 times the maximum ride-through fault period. In this example, the maximum ride-through fault period is defined as the maximum time that the voltage is below 1/2 of nominal for which the system is to stay connected. As those skilled in the art will appreciate, the ride-through fault time over voltage curve is typically defined by one or more utilities or other entities responsible for setting the operating parameters and criteria for the power network at issue, here, power network 208. For example, the maximum ride though fault period for FERC Order 661-A is about 1 second and in some codes as short as 0.3 seconds. Typically, fault disturbances with large voltage-phase shifts are short in duration, typically less than 100 ms and virtually always less than 500 ms. The present inventor has also empirically found that workable values of the nominal frequency tracking time constant for phase tracker 404 in this example range from about 25 ms to about 2 s. In one implementation, the response time is about 300 ms.

In another example, the present inventor has found that the nominal frequency tracking time constant should be from about 1 to about 5 times the length of the desired time that the system is to ride through a very low voltage event. For convenience, this time is referred to herein as the “very low voltage time,” or “VLVT,” for short. The VLVT is the time that the system needs to ride through at a level of less than about 15% to 20% of nominal voltage. To help with this definition, FIG. 7 shows a graph 700 illustrating exemplary voltage ride-through requirements. Those skilled in the art may recognize that graph 700 is taken from the 2009 FERC draft standard PRC-024-1. Graph 700 is a graph of voltage per unit (PU), with the voltage taken at the point of interconnect (POI), versus time, and shows both a low-voltage-event curve 704 and a high-voltage-event curve 708. The region between curves 704 and 708 is the no trip zone, or ride-through region 712. As seen from low-voltage-event curve 704, the VLVT of this example is 0.15 s, such that the nominal frequency tracking time constant according to the teachings of this example should be about 0.15 s to about 0.75 s, i.e., about 1 to about 5 times the VLVT, here 0.15 s.

Those skilled in the art will understand how to adjust the value of the nominal frequency tracking time constant of phase tracker 404 given the conditions and characteristics of the power network at issue, as well as the parameters of phase tracker. Generally the choice of the time constant is a tradeoff between fast response which is needed for fast power changes during normal operation and slower response for good LVRT performance. Importantly, it is noted that this scheme of implementing slow tracking times is contrary to typical conventional power converter control schemes that use fast tracking speeds and various state machines to deal with ride-through requirements. It is noted that an augmentation to the disclosed slow-tracking scheme is to provide phase tracker 404 with the innate ability to slow its response time from an already slow value to a slower value in proportion to the voltage at the terminals of the wind turbine. A simple way of implementing this slowdown feature using a PLL is described below in connection with FIG. 5.

As mentioned above, an alternative to making phase tracker 404 slow in tracking the network voltage is to configure the phase tracker to freeze the frequency of controller phase reference signal 424 to the value it has at substantially the time that a ride-through event is detected. For this feature, phase tracker 404 can be provided with a ride-through-event detector 432 designed and configured, for example, to detect via network voltage signal 408 when the network voltage has dropped below a preset level. The present inventor has empirically determined that values of the preset level useful in the context of this feature include values that fall in the range of about 25% to about 50% of the normal operating voltage level on the power network at issue, here, power network 208. That said, others may find values of the preset level outside of the range provided to be useful.

In one example, ride-through-event detector 432 is a voltage comparator that compares the voltage of network voltage signal 408 to a reference voltage set to the preset level just described. When the network voltage falls below the preset level, ride-through-event detector 432 triggers phase tracker 404 to freeze the frequency of controller phase reference signal 424 at its then-current value. One example of how this freezing can be achieved in the context of phase tracker 404 including a PLL is described below in connection with FIG. 5. That said, those skilled in the art should be able to devise alternative ways of achieving this freezing of frequency of controller phase reference signal 424. It is noted that this feature can be enhanced when the response time of phase tracker is relatively slow, for example, slow enough to keep phase reference signal 424 close to the value it has when power network 208 is operating at normal voltage levels over the time it takes ride-through-event detector 432 to detect a fault event and phase tracker 404 to freeze the phase reference signal. In this manner, controller phase reference signal 424, when frozen during the fault event, will have substantially the same value as it does during periods of normal network voltage. As those skilled in the art will appreciate, controller
phase reference signal 424 can be unfrozen when the voltage recovers back above the preset level.

In one embodiment of control system 324, phase tracker 404 includes a PLL. FIG. 5 illustrates an exemplary PLL 500 suitable for use in phase tracker 404. Similar to controller 400, those skilled in the art that PLL 500 will typically be implemented in software, but can alternatively be implemented in hardware. As seen in FIG. 5, PLL 500 includes three primary components: a controlled oscillator 504, a phase detector 508, and a loop filter 512. As those skilled in the art will understand, controlled oscillator 504 generates an AC reference signal 516 as a function of a phase error signal 520. Phase detector 508 outputs a detector signal 524 that is a function of the phase difference between AC voltage signal 332 and AC reference signal 516. In one example, phase detector 508 is a multiplier that multiplies AC reference signal 516 and AC voltage signal 332 with one another. This simple type of phase error detector has the characteristic of the phase error being proportional to the amplitude of the voltage as well as the phase error. This is what gives the PLL the innate characteristic of having its frequency and phase tracking response time a function of the voltage level. Detector signal 524 is then operated on by loop filter 512 to remove unwanted features of detector signal 524.

In the case of the multiplier example of phase detector 508, loop filter 512 is a low-pass filter designed and configured to rid detector signal 514 of the double-frequency term that results from the multiplication. The output of loop filter 512 is phase-error signal 520.

In some embodiments, as illustrated in FIG. 5, PLL 500 can operate using an optional centering frequency signal 528 generated, for example, by operator-programmable hardware or software (not shown). In such embodiments, centering frequency signal 528 gives PLL 500 a reference point and maintains the output of loop filter 512 near zero. When optional centering frequency signal 528 is present, frequency error signal 520 is combined with the center frequency signal in summation circuit 532, and the resultant signal 536 is output to controlled oscillator 504. Controlled oscillator 504 also outputs a phase reference signal 540 that is the phase of the AC reference signal 516 used in the feedback loop to phase detector 508. When PLL 500 is used in control system 324 (FIGS. 3 and 4), phase reference signal 540 corresponds to controller phase reference signal 424, and controller 400 (FIG. 4) uses the controller phase reference signal to generate current commands 428 (FIG. 4), which include a real current waveform and a reactive current waveform, for converter circuitry 320 (FIGS. 3 and 4).

As described above, in one embodiment phase tracking system 404 (FIG. 4) is designed and configured to track the phase of the voltage on power network 208 slowly so as to largely keep controller phase reference signal 424 unaffected by a fast voltage sag or dip due to a ride-through fault voltage disturbance. In the context of PLL 500, this slowness can be achieved by selecting the appropriate gain constants and other operating parameters of the PLL. Those skilled in the art will readily understand how to tune the response time of PLL 500 according to the guidance provided above on response times of phase tracker 404 (FIG. 4) for a given PLL design. Those skilled in the art will also know how to tune the slow response time of PLL 500 to a given power system that converter control system 216 (FIGS. 2-4) will be a part of.

As also discussed above, phase tracker 404 of FIG. 4 can be enhanced by designing and configuring it to slow its response as a function of the network voltage. In the context of PLL 500 of FIG. 5, this can be achieved by making phase detector 508 an amplitude-sensitive phase detector such that its phase error output is a function of both phase error and voltage level. With a suitable amplitude-sensitive phase detector, the speed of PLL 500 would decrease with the decreased amplitude of the network voltage, represented by AC voltage signal 332, during the sag or drop thus slowing the response time to phase and frequency changes. Amplitude-sensitive phase detectors are known in the art, and, therefore, further details are not needed for those skilled in the art to implement PLL 500 with a suitable amplitude-sensitive phase detector for phase detector 508.

In an alternative embodiment of converter control system 324 (FIGS. 3 and 4) described above, phase tracker 404 (FIG. 4) is designed and configured so that once it detects that the network voltage on network 208 drops below a certain level, it maintains the frequency of controller phase reference signal 424 (FIG. 4) then current at substantially the time of the detection. In an exemplary embodiment, when phase tracker 404 is implemented as a PLL, such as PLL 500 of FIG. 5, the freezing of phase reference signal 540 (which, again, corresponds to controller phase reference signal 424 of FIG. 4 in the context of phase tracker 404) can be achieved by setting the value of either phase error signal 520 or detector signal 524 (FIG. 5) to zero upon detection of AC voltage signal 332 dropping below a preset value, which is described above in connection with PLL 500. Setting phase error signal 520 or detector signal 524 to zero effectively holds the frequency of phase reference signal 540 at the frequency at the time of freezing. If the response time of PLL 500 is suitably slow as described above, the frequency of frozen phase reference signal 540 will be roughly the frequency that was present just prior to the occurrence of the fault that caused the sag or drop.

As those skilled in the art will readily appreciate, this switching of the value of phase error signal 520 or detector signal 424 from a “live” value to zero can be achieved in a variety of ways. For example, if PLL 500 is executed with hardware, a multiplexer (not shown) that selects between a live value of phase error signal 520 and a constant-zero signal as a function of a selection signal, for example from ride-through-event detector 432 (FIG. 4) could be added between loop filter 512 and controlled oscillator 504. Alternatively, if PLL 500 is implemented in software, a register that holds a value of phase error signal could be temporarily loaded with the value of zero during the freezing period. Those skilled in the art will readily understand how to implement these and other schemes for temporarily setting the value of phase error signal 520 to zero in response to a triggering event, such that further explanation is not necessary for those skilled in the art to make and use this aspect of the present invention. Once phase error signal 520 is set to zero in response to a voltage ride-through event, similar techniques can be used for returning phase error signal to live values when appropriate. Similar schemes could be applied to detector signal 424, as well.

As noted previously, after receiving phase reference signal 540 from PLL 500 of FIG. 5 (that corresponds to controller phase reference signal 424 of FIG. 4), control system 324 (FIG. 3) generates command signal 328 that instructs converter circuitry 320 to deliver a current waveform at a particular phase relative to the voltage existing on utility grid 208. Command signal 328 may be generated digitally using lookup tables, using analog circuitry, or it may be a software routine executing, for example, a trigonometric sine and
cosine function. For the PLL implementation described relative to FIG. 5, the strategy is to let the AC current command phase be controlled by the phase of the phase reference signal. Using one or more of the techniques described above, phase tracker 404 (FIG. 4) effectively estimates the value of the phase of the network voltage during a ride-through-fault event. Thus, when power network 208 returns to normal operation after the event, WPU 204 will already be delivering current to power network 208 at a phase and frequency that are very close to the recovery phase and frequency of the voltage on the network.

Control system 324 (FIGS. 3 and 4) can be relatively simple or very complex, incorporating many functions of wind turbine control. Control system 324 may be an independent circuit simply for the functions related to the technique of the present invention or may simply be a part of the converter or some other component of the wind turbine system or aspects of the converter control circuit spread out among components. Control system 324, as shown in FIG. 4, may be embodied as a physical hardware component or it can be implemented in software using, for example, a microprocessor.

It is to be noted that any one or more of the aspects and embodiments described herein may be conveniently implemented using one or more machines (e.g., one or more computing devices that are utilized as a user computing device for an electronic document, one or more server devices, such as a document server) programmed according to the teachings of the present specification, as will be apparent to those of ordinary skill in the computer art. Appropriate software coding can readily be prepared by skilled programmers based on the teachings of the present disclosure, as will be apparent to those of ordinary skill in the software art. Aspects and implementations discussed above employing software and/or software modules may also include appropriate hardware for assisting in the implementation of the machine executable instructions of the software and/or software module.

Such software may be a computer program product that employs a machine-readable storage medium. A machine-readable storage medium may be any medium that is capable of storing and/or encoding a sequence of instructions for execution by a machine (e.g., a computing device) that causes the machine to perform any one of the methodologies and/or embodiments described herein. Examples of a machine-readable storage medium include, but are not limited to, a magnetic disk (e.g., a conventional floppy disk, a hard drive disk), an optical disk (e.g., a compact disk “CD”), a read-only memory “ROM” device, a random access memory “RAM” device, a magnetic card, an optical card, a solid-state memory device (e.g., a flash memory), an EPROM, an EEPROM, and any combinations thereof. A machine-readable medium, as used herein, is intended to include a single medium as well as a collection of physically separate media, such as, for example, a collection of compact disks or one or more hard disk drives in combination with a computer memory. As used herein, a machine-readable storage medium does not include a signal and information carried on a carrier wave.

Such software may also include information (e.g., data) carried as a data signal on a data carrier, such as a carrier wave. For example, machine-executable information may be included as a data-carrying signal embodied in a data carrier in which the signal encodes a sequence of instruction, or portion thereof, for execution by a machine (e.g., a computing device) and any related information (e.g., data structures and data) that causes the machine to perform any one of the methodologies and/or embodiments described herein.

Examples of a computing device include, but are not limited to, an electronic book reading device, a computer workstation, a terminal computer, a server computer, a handheld device (e.g., a tablet computer, a personal digital assistant “PDA”, a mobile telephone, a smartphone, etc.), a web appliance, a network router, a network switch, a network bridge, any machine capable of executing a sequence of instructions that specify an action to be taken by that machine, and any combinations thereof. In one example, a computing device may include and/or be included in a kiosk.

FIG. 6 shows a diagrammatic representation of one embodiment of a computing device in the exemplary form of a computer system 600 within which a set of instructions for causing a control system, such as converter control system 324 of FIG. 3, to perform any one or more of the aspects and/or methodologies of the present disclosure may be executed. It is also contemplated that multiple computing devices may be utilized to implement a specially configured set of instructions for causing the device to perform any one or more of the aspects and/or methodologies of the present disclosure. Computer system 600 includes a processor 604 and a memory 608 that communicate with each other, and with other components, via a bus 612. Bus 612 may include any of several types of bus structures including, but not limited to, a memory bus, a memory controller, a peripheral bus, a local bus, and any combinations thereof, using any of a variety of bus architectures.

Memory 608 may include various components (e.g., machine readable media) including, but not limited to, a random access memory component (e.g., a static RAM “SRAM”, a dynamic RAM “DRAM”, etc.), a read only component, and any combinations thereof. In one example, a basic input/output system 616 (BIOS), including basic routines that help to transfer information between elements within computer system 600, such as during start-up, may be stored in memory 608. Memory 608 may also include (e.g., stored on one or more machine-readable media) instructions (e.g., software) 620 embodying any one or more of the aspects and/or methodologies of the present disclosure. In another example, memory 608 may further include any number of program modules including, but not limited to, an operating system, one or more application programs, other program modules, program data, and any combinations thereof.

Computer system 600 may also include a storage device 624. Examples of a storage device (e.g., storage device 624) include, but are not limited to, a hard disk drive for reading from and/or writing to a hard disk, a magnetic disk drive for reading from and/or writing to a removable magnetic disk, an optical disk drive for reading from and/or writing to an optical medium (e.g., a CD, a DVD, etc.), a solid-state memory device, and any combinations thereof. Storage device 624 may be connected to bus 612 by an appropriate interface (not shown). Example interfaces include, but are not limited to, SCSI, advanced technology attachment (ATA), serial ATA, universal serial bus (USB), IEEE 1394 (FIREWIRE), and any combinations thereof. In one example, storage device 624 (or one or more components thereof) may be removably interfaced with computer system 600 (e.g., via
an external port connector (not shown)). Particularly, storage device 624 and an associated machine-readable storage medium 628 may provide nonvolatile and/or volatile storage of machine-readable instructions, data structures, program modules, and/or other data for computer system 600. In one example, software 620 may reside, completely or partially, within machine-readable storage medium 628. In another example, software 620 may reside, completely or partially, within processor 604. It is noted that the term “machine-readable storage medium” does not include transitory signals, such as carrier-wave based signals and carrierless signals.

Computer system 600 may also include an input device 632. In one example, a user of computer system 600 may enter commands and/or other information into computer system 600 via input device 632. Examples of an input device 632 include, but are not limited to, an alpha-numeric input device (e.g., a keyboard), a pointing device, a joystick, a gamepad, an audio input device (e.g., a microphone, a voice response system, etc.), a cursor control device (e.g., a mouse), a touchpad, an optical scanner, a video capture device (e.g., a still camera, a video camera), touchscreen, and any combinations thereof. Input device 632 may be interfaced to bus 612 via any of a variety of interfaces (not shown) including, but not limited to, a serial interface, a parallel interface, a game port, a USB interface, a FIREWIRE interface, a direct interface to bus 612, and any combinations thereof. Input device 632 may include a touchscreen interface that may be a part of or separate from display 636, discussed further below. Input device 632 may be utilized as a user selection device for selecting one or more graphical representations in a graphical interface as described above.

A user may also input commands and/or other information to computer system 600 via storage device 624 (e.g., a removable disk drive, a flash drive, etc.) and/or network interface device 640. A network interface device, such as network interface device 640 may be utilized for connecting computer system 600 to one or more of a variety of networks, such as network 644, and one or more remote devices 648 connected thereto. Examples of a network interface device include, but are not limited to, a network interface card (e.g., a mobile network interface card, a LAN card), a modem, and any combination thereof. Examples of a network include, but are not limited to, a wide area network (e.g., the Internet, an enterprise network), a local area network (e.g., a network associated with an office, a building, a campus or other relatively small geographic space), a telephone network, a data network associated with a telephone/voice provider (e.g., a mobile communications provider data and/or voice network), a direct connection between two computing devices, and any combinations thereof. A network, such as network 644, may employ a wired and/or a wireless mode of communication. In general, any network topology may be used. Information (e.g., data, software 620, etc.) may be communicated to and/or from computer system 600 via network interface device 640.

Computer system 600 may further include a video display adapter 652 for communicating a displayable image to a display device, such as display device 636. Examples of a display device include, but are not limited to, a liquid crystal display (LCD), a cathode ray tube (CRT), a plasma display, a light emitting diode (LED) display, and any combinations thereof. Display adapter 652 and display device 636 may be utilized in combination with processor 604 to provide a graphical representation of a utility resource, a location of a land parcel, and/or a location of an easement to a user. In addition to a display device, a computer system 600 may include one or more other peripheral output devices including, but not limited to, an audio speaker, a printer, and any combinations thereof. Such peripheral output devices may be connected to bus 612 via a peripheral interface 656. Examples of a peripheral interface include, but are not limited to, a serial port, a USB connection, a FIREWIRE connection, a parallel connection, and any combinations thereof.

Exemplary embodiments have been disclosed above and illustrated in the accompanying drawings. It will be understood by those skilled in the art that various changes, omissions and additions may be made to that which is specifically disclosed herein without departing from the spirit and scope of the present invention.

What is claimed is:

1. A method of controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period, the method comprising:
   - estimating the phase angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and
   - controlling a current of the AC output during the voltage fault as a function of the phase angle estimated.

2. A method according to claim 1, wherein the power converter is required to remain connected to the AC power network during a maximum ride-through fault period having a very low voltage time, and said estimating includes tracking a phase of the network voltage with a time constant equal to about 1 times the very low voltage time to about 5 times the very low voltage time.

3. A method according to claim 1, wherein the power converter is required to remain connected to the AC power network for a maximum ride-through fault period, and said estimating includes tracking a phase of the network voltage with a response time of about 1/4 to about 2 times the maximum ride-through fault period.

4. A method according to claim 1, wherein said estimating includes tracking a phase of the network voltage with a response time of at least 25 ms.

5. A method according to claim 4, wherein said tracking includes tracking the phase with a response time of at least 100 ms.

6. A method according to claim 5, wherein said tracking includes tracking the phase with a response time of at least 1 s.

7. A method according to claim 1, wherein the network voltage has an amplitude, said estimating further including changing the response time in inverse proportion to the amplitude of the network voltage.

8. A method according to claim 7, wherein said changing the response time includes changing the response time using a phase-locked loop having an amplitude-sensitive phase detector.

9. A method according to claim 7, wherein said estimating includes tracking a phase of the voltage with a phase-locked loop having operating parameters that are the same in both the fault period and while tracking when the network voltage is at the normal operating level.

10. A method according to claim 1, wherein said estimating includes tracking a phase of the network voltage with a phase-locked loop.
11. A method according to claim 10, wherein said tracking the phase with a phase-locked loop includes tracking the phase with a phase-locked loop having operating parameters that are substantially the same in both the fault period and while tracking when the network voltage is at the normal operating level.

12. A method according to claim 11, wherein the operating parameters remain unchanged as between the fault period and while tracking when the network voltage is at the normal operating level.

13. A method according to claim 11, further comprising: detecting the fault period; and freezing at least one of the operating parameters in response to said detecting.

14. A method according to claim 11, wherein the power converter is required to remain connected to the AC power system during a maximum ride-through fault period having a very low voltage time, and said estimating includes tracking the phase of the network voltage with a time constant equal to about 1 times the very low voltage time to about 5 times the very low voltage time.

15. A method according to claim 1, wherein said estimating includes:

- determining when the network voltage drops below a preset level, wherein a controller phase reference signal has a frequency having a value when it is determined that the network voltage has dropped below the preset level; and
- in response to said determining, freezing the frequency of the controller phase reference signal to substantially the value.

16. A method according to claim 15, wherein said freezing includes freezing the controller phase reference signal when the network voltage drops below about 25% to about 50% of its normal operating level.

17. A method according to claim 15, wherein the controller phase reference signal is controlled as a function of a phase error relative to the network voltage, said freezing including setting the phase error to zero.

18. An apparatus for controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period, the apparatus comprising:

- a control system designed and configured to:
  - estimate the phase angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and
  - control a current of the AC output during the voltage fault as a function of the phase angle estimated.

19. An apparatus according to claim 18, wherein the power converter is required to remain connected to the AC power network for a maximum ride-through fault period having a very low voltage time, and said control system is designed and configured to track a phase of the network voltage with a time constant equal to about 1 times the very low voltage time to about 5 times the very low voltage time.

20. An apparatus according to claim 18, wherein the power converter is required to remain connected to the AC power network for a maximum ride-through fault period, and said control system is designed and configured to track a phase of the network voltage with a response time of about ¼ to 2 times the maximum ride-through fault period.

21. An apparatus according to claim 18, wherein said control system is designed and configured to track a phase of the network voltage with a response time of at least 25 ms.

22. An apparatus according to claim 21, wherein said control system is designed and configured to track the phase with a response time of at least 100 ms.

23. An apparatus according to claim 22, wherein said control system is designed and configured to track the phase with a response time of at least 1 s.

24. An apparatus according to claim 18, wherein the network voltage has an amplitude, said control system being designed and configured to change the response time in inverse proportion to the amplitude of the network voltage.

25. An apparatus according to claim 24, wherein said control system includes a phase-locked loop having an amplitude-sensitive phase detector designed and configured to change the response time as a function of the amplitude of the network voltage.

26. An apparatus according to claim 25, wherein said phase-locked loop has operating parameters that are substantially the same in both the fault period and while tracking when the network voltage is at the normal operating level.

27. An apparatus according to claim 18, wherein said control system includes a phase-locked loop designed and configured to track a phase of the network voltage.

28. An apparatus according to claim 27, wherein said phase-locked loop has operating parameters that are substantially the same in both the fault period and while tracking when the network voltage is at the normal operating level.

29. An apparatus according to claim 28, wherein the operating parameters remain unchanged as between the fault period and while tracking when the network voltage is at the normal operating level.

30. An apparatus according to claim 28, wherein said control system is designed and configured to:

- detect the fault period; and
- freeze at least one of the operating parameters in response to said detecting.

31. An apparatus according to claim 28, wherein the power converter is required to remain connected to the AC power network for a maximum ride-through fault period having a very low voltage time, and said phase-locked loop is designed and configured to track the phase of the network voltage with a time constant equal to about 1 times the very low voltage time to about 5 times the very low voltage time.

32. An apparatus according to claim 28, wherein said control system is designed and configured to:

- determine when the network voltage drops below a preset level, wherein a controller phase reference signal has a frequency having a value when it is determined that the network voltage has dropped below the preset level; and
- in response to determining when the network voltage drops below a preset level, freeze the frequency of the controller phase reference signal to substantially the value.

33. An apparatus according to claim 32, wherein said control system is designed and configured to freeze the controller phase reference signal when the network voltage drops below about 25% to about 50% of its normal operating level.

34. An apparatus according to claim 32, wherein said control system includes a phase-locked loop controlling the controller phase reference signal as a function of a phase error relative to the network voltage, said control system designed...
and configured to set the phase error to zero in response to determining when the network voltage drops below a preset level.

35. A machine-readable storage medium containing machine-executable instructions for performing a method of controlling the AC output of a power converter connected to an AC power network subject to a voltage fault that causes a network voltage on the AC power network to drop below a normal operating level during a fault period, said machine-executable instructions comprising:

- a first set of machine-executable instructions for estimating the phase angle of the voltage anticipated to be present on the AC power network when the network voltage recovers from the voltage fault; and
- a second set of machine-executable instructions for controlling a current of the AC output during the voltage fault as a function of the phase angle estimated.

36. A machine-readable storage medium according to claim 35, wherein said first set of machine-executable instructions includes machine-executable instructions for tracking a phase of the network voltage with a time constant equal to about 1 times a very low voltage time period to about 5 times the very low voltage time.

37. A machine-readable storage medium according to claim 35, wherein said first set of machine-executable instruction includes machine-executable instructions for tracking a phase of the network voltage with a response time of about ½ to 2 times a maximum ride-through fault period.

38. A machine-readable storage medium according to claim 35, wherein said first set of machine-executable instruction includes machine-executable instructions for tracking a phase of the network voltage with a response time of at least 25 ms.

39. A machine-readable storage medium according to claim 38, wherein said first set of machine-executable instruction includes machine-executable instructions for tracking the phase with a response time of at least 100 ms.

40. A machine-readable storage medium according to claim 39, wherein said first set of machine-executable instruction includes machine-executable instructions for tracking the phase with a response time of at least 1 s.

41. A machine-readable storage medium according to claim 35, wherein the network voltage has an amplitude, said first set of machine-executable instruction including machine-executable instructions for changing the response time in inverse proportion to the amplitude of the network voltage.

42. A machine-readable storage medium according to claim 41, wherein said machine-executable instructions for changing the response time include machine-executable instructions for changing the response time using a phase-locked loop having an amplitude sensitive phase detector.

43. A machine-readable storage medium according to claim 41, wherein said machine-executable instructions for tracking the phase with a phase-locked loop include machine-executable instructions for tracking the phase with a phase-locked loop having operating parameters that are the same in both the fault period and while tracking when the network voltage is at the normal operating level.

44. A machine-readable storage medium according to claim 35, wherein said machine-executable instructions for tracking include machine-executable instructions for tracking the phase with a phase-locked loop.

45. A machine-readable storage medium according to claim 35, wherein said machine-executable instructions for tracking the phase with a phase-locked loop include machine-executable instructions for tracking the phase with a phase-locked loop having operating parameters that are the same in both the fault period and while tracking when the network voltage is at the normal operating level.

46. A machine-readable storage medium according to claim 27, wherein said first set of machine-executable instructions includes machine-executable instructions for:

determining when the network voltage drops below a preset level, wherein a controller phase reference signal has a frequency having a value when it is determined that the network voltage has dropped below the preset level; and

in response to said determining, freezing the frequency of the controller phase reference signal to substantially the value.

47. A machine-readable storage medium according to claim 37, wherein said machine-executable instructions for freezing includes machine-executable instructions for freezing the controller phase reference signal when the network voltage drops below about 25% to about 50% of its normal operating level.

48. A machine-readable storage medium according to claim 37, wherein the controller phase reference signal is controlled as a function of a phase error relative to the network voltage, said machine-executable instructions for freezing including machine-executable instructions for setting the phase error to zero.

* * * * *