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To all ution, it in City CO7 ce7"n. 
Be it known that I, ARTHURT, GOOD, a citi 

Zen of the United States, residing at Hamil 
ton, in the county of Butler and State of Ohio, 
have invented certain new and useful Im 
provements in Polishing-Cones, of which the 
following is a specification. 

Referring to the accompanying drawings, 
which form a part of this specification, Figure 
1 is a perspective view of my device. Fig. 2 
is a longitudinal sectional view of the same, 
showing it upon a spindle; and Figs. 3, 4, and 
5 are views of some of the different Ways in 
which it can be used. 
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In the manufacture of dental plates, after 
the rough face of the interior has been re 
moved by means of the ordinary burr, scraper, 
and emery-paper until it has been reduced to 
the required thickness, the plate is then 
smoothed and polished by means of pumice 
stone and corundum,whiting, &c., placed upon 
a polishing bobbin or cone. These cones are 
usually made of cork or other Soft and yielding 
material, but it has been found difficult to do 
satisfactory work with them, as the point of 
the cone is soon worn. So blunt that it Will not 
grind out the portions of the plate which are 
forced between the teeth by the high pressure 
to which it is subjected. It is also difficult, 
if not impossible, to cause the polishing mal 
terial to stick to the smooth. Surface of the 
cone, but it will collect in the holes in its sur: 
face. These holes are of different sizes and 
are at irregular places in the cone, and Con 
sequently the work is not as nicely finished as 
if the cutting material were more evenly dis 
tributed, as the material which collects in the 
holes cuts faster than the rest of the cone, 
which has but a small amount or material. 
To obviate these defects and to produce an 
improved polishing-cone is the object of my 
invention; and it consists in the improved 
construction and combination of parts, as Will 
be hereinafter more particularly set forth. 
In the drawings, in which the same lette's 

of reference indicate corresponding parts in 
all the figures, Aindicates a cone the base B of 
which may be cut off square or slightly round 
ing. The center of the cone may be of a soft 

rotated upon the spindle. 

material, which may be removed entirely, if 
desired, forming a longitudinal hole b, in 
which is placed a spindle C for supporting 
and operating the cone. The spindle can be 
made round and screw-threaded, or it may be 
provided with longitudinal fins or corners, 
and is preferably made tapering to fit the ta 
pering hole in the cone or the more readily to 
enter the soft center when the cone is placed 
in position for use. The hard portion D of 
the cone surrounding the center has its pe 
riphery at substantially the same distance 
from the center, so that it will run true when 

The tip of the cone 
gradually tapers to a point, while the main 
portion is substantially a right cylinder. The 
exterior surface of the cone is provided with 
small cells or pockets E, the walls of which 
are very thin, and each pocket is preferably 
provided with a small husk or fuZZ. 

I have discovered that the ordinary corn 
Cob possesses all the requisites of a come as 
above described, as its body D is formed of 
a hard durable substance having a soft pith 
in its center, which may be readily removed, 
or the cone can be put upon the spindle by 
forcing the end of the spindle into the pith. 
The exterior of the cob is provided with the 
Small cavities formed by the grains of corn, 
the walls of which are of a hard and tough 
texture, which will give greater life to the 
Cone, and at the same time the Walls are suf 
ficiently yielding to permit of their bending 
over while in use to permit of the materialin 
the cell being brought directly in contact with 
the plate or other object being operated upon. 
Besides these advantages possessed by the 
cob, each cell is provided with the short husks 
or hairs which surround the base of the grain 
Of corn, but which remain in the cells after 
the grain has been removed, thus affording 
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additional means for retaining the polishing 
material in the cells and presenting it to the 
surface to be polished. If desired, the walls 
and hairs may be trimmed off before using 
the cone, although it gives very good results 
in its natural state. 

In use the cone is mounted upon the spin 
dle of any ordinary dental lathe and moist 
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ened sufficiently to make the polishing mate 
rial adhere to it, which can be applied with 
the hand or by means of a brush. After a 
sufficient quantity of the polishing material 

5 has been put upon it the plate is held against 
it in the usual manner, the base cutting 
around the lower portions of the teeth, as 
shown in Fig. 5, the tip cutting between them, 
as shown in Fig. 3, and the main portion of 

1o the cone cutting the larger portion of the 
plate, as shown in Fig. 4. As the cells or 
pockets of the cone are substantially of the 
same size, decreasing from the base to the 
point, the same amount of material is retained 

5 by each one of them for the amount of work 
it has to perform-that is, those nearer the 
base and in the main part of the cone have 
more work to do than those at the apex and 
are correspondingly larger and contain the 

20 more material to do the work required of 
them. After the cone has been used with one 
kind of material it can be also used for a dif 
ferent grade of material by simply Washing 
off the old material and applying the new di 

25 rectly to the moistened surface. 
In preparing the cone for the market it can 

be made without the polishing material, or it 
can have the cells filled with the desired kind 
of material before it is put upon the market, 

3o the material being moistened or formed into 
a paste before it is applied to cause it to ad 
here to the walls of the cells. I find that the 
best results are obtained after the cells have 
been filled comparatively full of the material. 

35 Hence I prefer to fill them before they are 

husk in the pockets remaining, whereby the 
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placed on sale, as in use it takes some time 
for the cells to become filled up. 

I claim 
1. A rotary polishing-cone the main por 

tion of which is substantially a right cylin- 4o 
der, one end of which is cut off substantially 
Square and the opposite end is gradually ta 
pered to a point, the exterior of said cone be 
ing provided with regularly-arranged pock 
ets, the walls of which are thin and yielding, 45 
substantially as described. 

2. A rotary polishing-cone the main por 
tion of which is substantially a right cone, 
one end of which is cut off square and the op 
posite end is gradually tapered to a point, the 
exterior of the cone being provided with pock 
ets gradually decreasing in size toward the 
tip, and each pocket being provided with a 
short husk or fuzz, substantially as described. 

3. As a new article of manufacture, a rotary 
polishing-cone consisting of the tip end of a 
corn-cob, the base of which is cut off square 
and the surface of the cob being trimmed off, 
so as to leave only a portion of the wall and 
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pockets upon the exterior of the cob are 
adapted to receive and retain a polishing ma 
terial, substantially as described. 
In testimony that I claim the foregoing as 

my own invention I have hereunto set my 65 
hand and affixed my seal. 

ARTHUR. T. GOOD. L. s. 
Attest: 

J. N. KUMLER, 
J. N. SLAYBACK. 


