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To all whom it may concern: the thread or threads are drawn into the slot 55 
Beit known that I, ELIAL M. STAPLEs, of C, with the ends attached to the work upper 

Cleveland, in the county of Cuyahoga and State 
of Ohio, have invented certain new and use 

5 ful Improvements in Thread-Cutting Devices; 
and I do hereby declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the 
art to which it pertains to make and use the 
Same. 

- My invention relates to an improvement in 
a thread-cutting device applied to sewing-ma 
chines; and it consists of a slot in the thimble 
end of the presser-foot, in combination with 
the lower end of the presser-bar, all of which 
will be more fully hereinafter described and 
claimed. 
The object of my invention is to make a 

thread-cutter, applicable alike to all kinds of 
sewing-machines, that shall be more simple, 
convenient, and durable in use and of less cost 
in construction than devices for a similar pur 
pose heretofore in use. 
In the drawings, Figure 1 is a view in side 

25 elevation of a presser-bar and presser-foot, 
showing my invention. Fig. 2 is an enlarged 
vertical sectional view of a presser-bar and 
presser-foot, showing one portion of my de 
vice. Fig. 3 is an enlarged horizontal section 

O 

3o of a presser-bar and a presser-foot, showing a 
slot, in combination with a recess inside of the 
thimble of said presser-foot, produced by mak 
ing the presser-bar slightly tapering at and 
near the end. 

35. In the drawings, A represents a presser 
foot; a, the thimble end of the presser-foot, 
and B the presser-bar, passing through the 
thimble a and securely fastened by the small 
screw-bolt al. On the lower edge of said thim 
ble, at C, is shown a slot in and running ob 
liquely through one side of the end of the 
thimble, another view of which is shown in 
Fig. 3 at C. The presser-bar Bismadeslightly 
tapering at the lower end, as shown in Fig.2 

45 at c, and when in its position in the thimble 
a will form, in combination with the sides of 
the bore of the thimble, a small angular re 
cess, as shown at c, Fig. 2. I do not limit 
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myself to making said recess by tapering said 
bar, as aforesaid. Said recess can be made by 
enlarging the lower end of the bore of said 
thimble. 
The operation of my device is as follows: 

When it is desired to use the cutting device, 

work left free, while the ends attached to the 

most, when said thread or threads, coming in 
contact with the cutting-edge c, formed by the 
upper end of the slot C, are severed and the 

6o 
machine are drawn by the slight pressure re 
quired to accomplish the cutting into the W 
shaped recess c’, and are there held in posi 
tion for again commencing work on the ma 
chine. As soon, however, as the work, in 
feeding back, draws slightly on the threads, 

threads are thereby disengaged and left 
e8. 

I do not limit the device to the presser-bar. 
It is equally applicable to a hemmer, corder, 7o 
and all of the attachments to a sewing-machine 
that take the place of a presser-foot in the va 
rious kinds of work done on a sewing-machine; 
nor do Ilimit the device to the exact position 
shown, as the device is applicable to various 
other positions and places. . 
What I claim is 
1. A thread-cutterfor sewing-machines, con 

sisting of a slot formed in the thimble of the 
presser-foot, and adapted to cut the thread or 
threads and hold that portion of the latter 
which is secured to the machine, substantially 
as Set forth. 

2. The combination, with a presser-bar, of 
a presser-foot whose thimble is provided with 85 
a thread-cutting slot connecting with a re 
cess formed between the lower end of said bar 
and the bore of the thimble, substantially as 
set forth. 

3. The combination, with a presser-bar, of 9o 
a thimble having an inclined slot whose cut 
ting-edge is at its upper end, and which is 
adapted to hold the threads connected with 
the machine after the cutting until said threads 
are freed by the operation of the machine, sub 
stantially as set forth. 

4. The combination of a presser-foot and 
presser-bar, the latter having a thimble pro 
vided with a thread-cutting slot, said bar and 
thimble being so constructed as to form a V 
shaped recess between them, substantially as 
set forth. 
In testimony whereof I sign this specifica 

tion, in the presence of two witnesses, this 17th 
day of November, 1882. 

Witnesses: ELIAL M. STAPLES, 
GEO. W. KING, 
ALBERT E. LYNCH, 
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