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Description

[0001] The present invention relates to a method for
attaching rigid plates, especially photovoltaic modules to
a roof structure.

Background of the invention:

[0002] Roofs are an ideal place to install photovoltaic
modules. Rigid Si photovoitaic modules are very well
known but are difficult to handle (they are heavy) and
require expensive heavy frames to install them on the
roof.
[0003] To make a.o. a commercial (i.e. essentially flat)
roof watertight, it is well known to use a polymeric or a
bituminous waterproofing membrane as a top layer of
the roof (commercial buildings). In the case of a roof hav-
ing on its top a waterproofing membrane, many penetra-
tions of this membrane will generally be required to install
the frames for the rigid Si photovoltaic modules. All these
penetrations may lead to leakage and to cold bridges
(leading to condensation inside the roof structure). More-
over not all roof structures are suited to carry heavy
frames, which will catch the wind (sail effect). On a
pitched roof this is also not aesthetical.
[0004] US patent 5,505,788 describes a support sys-
tem of spacers (profiles) and/or insulation panels sup-
porting PV modules. The spacers or panels supporting
the PV modules are loosely laid on the waterproofing
membrane. They are interlocked but need to be further
secured on the roof against wind up-lift forces by pavers
at their perimeter. With such system, the slope of the
modules (tilt angle) is anyway limited due to the wind up-
lift resistance and due to shading issue (the modules are
close to each other because their substrate or support
must be "interlocking"; therefore modules installed with
a high tilt angle will cast shadow on the modules behind).
The weight of the pavers may further be incompatible
with the load bearing capacity of many commercial build-
ings.
[0005] US 6,729,081 describes a light weight photo-
voltaic module which is self-adhesive and can in principle
be glued onto the waterproofing membranes in a cost
effective way and without the use of fasteners which per-
forate the waterproofing membrane and the insulation
panels. Gluing operations are however quite delicate on
the roof. The (self-) adhesive may be further not compat-
ible with the existing waterproofing membrane. Gluing of
such photovoltaic modules directly onto the waterproof-
ing membrane will also block or at least much reduce the
water vapor permeability of the waterproofing mem-
brane, leading potentially to condensation problems in-
side the roof structure and/or to damages to the photo-
voltaic cells and/or to internal delamination of the encap-
sulating layers of the photovoltaic modules. Document
US-A-5 505 788 discloses solar modules mounted on
rooves. WO 2008/101792 A2 describes the mounting of
photovoltaic modules using soft stripes.

[0006] Another way to obtain a roof with flexible pho-
tovoltaic modules attached onto it is to use, as water-
proofing membrane, a waterproofing membrane with fac-
tory laminated flexible light weight photovoltaic modules
on top of it. Such waterproofing membranes are pro-
duced by companies like SIT (Solar Integrated) in the
USA or by Alwitra in Germany. They consist of several
elongated modules supplied e.g. by United Solar Ovonic
(Uni-Solar modules) glued in parallel to the polymeric
waterproofing membrane. The several Uni-Solar mod-
ules are connected in serial under the waterproofing
membrane. The connections / soldering are protected
(encapsulated) by cast polyamide or cast epoxy or cast
polyurethane resin or by similar system. Such photovolta-
ic waterproofing membranes and systems are described
e.g. in DE 29824045 U1 and WO2004066324 A2.
[0007] The known photovoltaic waterproofing mem-
branes suffer from several drawbacks:

- Risk of formation of creases during installation be-
cause of the differential internal tensions.

- the modules are very easy to steal.
- Internal tension as a result of thermal cycli (sun -

night) due to the poor matching of the coefficients of
dilatation of the modules and of the polymeric films,
sheets and glues..

- The water vapor permeability trough the sheet is
partly blocked resulting into:

o Increased condensation into the insulation
panels.
o Increased risk of delamination of the internal
layers of the photovoltaic modules.

- a higher temperature of the photovoltaic module
compared to an installation on a not insulated sub-
strate, and the temperature inside the building will
be increased.

- These membranes are difficult to install as the insu-
lation panels have to be partly cut out (carved) to
encompass the connection and cables.

- Difficulty to access the connections (which are under
the welded membranes when installed, meaning that
the membrane has to be cut).

- The choice of the insulation material is limited to such
with high reaction to fire.

- Parts of the waterproofing membrane cannot be cov-
ered with photovoltaic modules.

- They are expensive because they are produced in
two steps (production of the PV modules in the first
step and lamination in a second step).

[0008] These photovoltaic waterproofing membranes
may also be installed on top of the existing waterproofing
membrane, as a panel, by welding them on the existing
waterproofing membrane.
[0009] Water may accumulate between the photo-
voltaic panel and the waterproofing membrane. This may
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lead to development of micro-organisms which will at-
tack/damage the waterproofing membrane (especially
with plasticzed poly vinyl chloride (P-PVC)) and/or the
module.
[0010] Thus, it is an object of the present invention to
propose a safe (fire-, wind-, strain-safe) and practical
method to attach photovoltaic modules on a roof without
the drawbacks of the existing systems.
[0011] Especially, the used system shall preserve wa-
ter vapor permeability of the roof and reduce the photo-
voltaic module temperature and exposition to humidity,
extending its durability and avoiding exceeding the criti-
cal 85°C at the adhesive level even in the South of Eu-
rope.
[0012] The above mentioned objects are achieved by
using soft profiles with rigid inserts for fixing photovoltaic
modules to a roofing structure as recited in claim 3 and
by a method of fixing as recited in claim 1 comprising the
steps of providing a rigid substrate to which photovoltaic
modules are attached, providing profiles, fixing them on
the roofing structure and attaching the modules to the
profile. To simplify matters the description will refer to
photovoltaic modules it being understood that the pro-
files, method and system of the invention are suited to
attach any kind of rigid plate or mounting frame or tracking
system on a roof.
[0013] The method and used system according to the
invention improves the durability of the photovoltaic mod-
ules, the durability of the glues and connections, the du-
rability of the roofing membranes and reduces the heat-
ing cost and/or electricity consumption for air condition-
ing.
[0014] The method according to the invention will re-
duce the risk of proliferation of micro-organisms which
may damage roofing membranes. It will limit the strain,
e.g. due to wind up-lift, material shrinkage (loss of plas-
ticizer), material swelling (water take-up) and by dilata-
tion, on the modules and connections. It can be made
theft-proof, allowing to easily remove the modules with
a suitable tool, while avoiding unwanted removal by
thieves.
[0015] The object of the present invention is solved in
particular by attaching, preferably by gluing, typically in-
expensive photovoltaic modules/cells, possibly with im-
proved formulation and composition of their back sheet,
on a rigid metal sheet or on an optionally glass reinforced
plastic sheet (composite sheet). Then, these rigid metal
sheets or these preferably glass reinforced plastic sheets
are fastened on the roof to the (partly) soft profiles with
rigid inserts, said profiles being beforehand attached,
preferably heat welded on the waterproofing membrane.
The profiles have to be soft at least at their membrane
facing side because otherwise temperature changes and
other stresses could lead to damages of the membrane
like creases or cracks.
[0016] According to the invention the modules are in-
stalled with the help of profiles. To this end, profiles are
attached to the roof by one of welding, glueing and me-

chanical fixing means like nails, screws or hook and loop.
The waterproofing membrane (and modules) are prefer-
ably sealed with the profiles. The profiles can take the
form of singular molds, e.g. cup-shaped. Alternatively the
profiles can take the form of strips with legs provided on
the modules, e.g. as part of the rigid sheet, the rigid sheet
being possibly equipped at its rear side with feet (profiles
or cup-shaped).
[0017] Preferably, soft profiles with a rigid (e.g. metal-
lic) insert are welded/glued to a previously (also years
earlier) installed waterproofing membrane. The profiles
are preferably equipped with flaps to ease welding, to
improve sealing to the waterproofing membrane and to
spread wind up-lift forces. The rigid, metal or preferably
glass reinforced plastic sheet of the photovoltaic modules
is attached (e.g. with stainless steel screws or with clips
or with glues like MS (modified silicone) polymers) to the
insert (with screws drilling through the plastic profile).
Profiles/rails or punctual fasteners/clamps may be used
to attach the modules, depending on the geometry of the
PV modules. It will be recognized that these methods
consisting of attaching the rigid metal or glass reinforced
plastic sheets with the photovoltaic modules, to profiles
attached to the waterproofing membrane, do not require
to perforate the waterproofing membrane.
[0018] Self drilling screws (corrosion resistant like
stainless steel screws) are preferred and well known in
the art. The screws (self-drilling or not) may also be long
enough to attach the waterproofing membrane to the roof
substrate. In this case the metal or rigid glass reinforced
plastic sheets advantageously replace the pressure
repartition plate of the classical mechanical fasteners.
The welded profile should in this case be a "filled" (not
hollow) profile to keep the roof watertight as the water-
proofing membrane is in this particular embodiment, per-
forated.
[0019] Sealing means like rubber patches (EPDM,
butyl, ...) and/or silicone beads, preferably butyl sealing
patches may be used to improve the waterproofing and
the corrosion resistance of the connection (screws + met-
al sheet) between the metal sheet/rigid plastic sheet and
the profiles/inserts. The upper part of the profile is, if nec-
essary, designed to be compatible with these butyl patch-
es. Thermo-resistant rigid PVC (e.g. wood composites)
as upper part (for soft PVC base) is for instance ade-
quate.
[0020] Preferably the profile has flaps at its bottom to
allow for a sealing of the profile with the waterproofing
membrane. The flaps can be of the same, a similar or
some other material(s) than the profile. The flaps are pref-
erably made from a material compatible with the material
of the waterproofing membrane, i.e. weldable thereto.
They are in one preferred variant made from the same
or a similar material and more preferred integrally with
the profile. They can also be made from a different ma-
terial, e.g. when the material of the profile differs from
that of the waterproofing membrane. The flaps may be
sealed to the membrane by welding or glueing, preferably
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they can be sealed by welding.
[0021] The flaps can also serve the purpose of attach-
ing the profile to the waterproofing membrane and/or the
roof. In one variant they preferably carry a hook and loop
fastener. The second, corresponding part of the hook
and loop fastener is attached to the waterproofing mem-
brane or the roof and the profile attached by pressing
both parts of the fastener onto each other. The profile
can take the from of a strip in this variant. In another
preferred variant the flaps are weldable to the membrane.
With the help of flaps one can also attach a e.g. PVC
profile to a e.g. bituminous waterproofing membrane. The
flaps are made from a material weldable to the membrane
and are attached and/or sealed to the profile. The profile
can then be welded to the membrane with the help of the
flaps.
[0022] The upper part of the profile may be discontin-
uous/interrupted (extrusion flow periodically interrupted
for the upper part or upper part of the profile periodically
cut out) to be more cost effective, more flexible (with less
stress by dilatation and allowing for attachment to curved
roofs), to better fit e.g. with corrugation or ribs or folded
edges of metal substrate and to ease the introduction of
a metallic insert. Such profiles may be produced as fol-
low: During the extrusion process of the profile, the flow
of the part of the profile above the flaps part may be in-
terrupted or the part of the profile above the flaps part
may be periodically cut out (e.g. by a moving knife system
after the die) and the scraps recycled. The rigid part of
the profile is interrupted every length of less than 1 m,
typically of less than 50 cm. The interruption of the upper
part of the profile should match the size (width) of the
rigid sheets to be fastened onto the profile. In case of
use of hollow profiles with inserts, the use of "interrupted
profiles" will additionally help to introduce the insert into
the profile. If the profile has a rigid top part, the interruption
will additionally solve the problem of dilatation of the rigid
top part (with the related stresses). The interruption can
be foreseen for the whole height of the profile in the case
of profiles with flaps, so that the profile is reduced to a
strip between the fixing areas. The interruption can also
relate to part of the profile height. The remaining height
of the profile can advantageously be utilized during fixing
the profile to a roofing structure since a welding machine
can be constructed to be guided by the remaining height
of the profile.
[0023] In one mode the waterproofing membrane is in
the form of a polymeric watertight flexible sheet with in-
tegrated hollow polymeric profiles. The sheet with the
integrated profiles is preferably produced in a one step
extrusion process, by combining flat die extrusion and
extrusion of profiles. Useful techniques, especially re-
garding the extrusion of profiles, tubes and cables
(sheathing), injection of blowing air into tubes, etc are
extensively described in the literature e.g. in "Les mat-
ières plastiques: Structure, Propriétés, Mise en Oeuvre,
Norme. Editions de l’usine".
[0024] It is also possible to lay the metallic inserts (pref-

erably a rectangular insert) on the waterproofing sheet.
To avoid damage to the waterproofing sheet, e.g. double
face self-adhesives sealing strips may be laid between
the sheet and inserts at least at the ends of the inserts
(protection against sharp edges). Strips of sheets like
waterproofing sheets (possibly reinforced) are then laid
and possibly glued around the metallic inserts, with flaps
welded to the waterproofing sheet. The strips form a pro-
file with welded flaps around the metallic inserts. The
metallic inserts may contain a sealing foam. Sealing
strips may be glued between inserts and sheets to im-
prove sealing performances in case of perforation of the
profile, insert and waterproofing sheet by mechanical fas-
teners.
[0025] In an especially preferred embodiment the in-
vention provides the use of a system of profiles compris-
ing soft polymeric profiles with a rigid insert for fixing to
a waterproofing sheet and secondary profiles for attach-
ing and arranging photovoltaic modules. The secondary
profiles are attached to the profiles in an angle, preferably
approximately rectangular to the first profiles. The use of
this system increases the flexibility of arrangement of the
photovoltaic modules on the roof.
[0026] The secondary profiles may be part of the
frames or sheets of the PV modules (module with flaps)
or installed separately. These profiles can have any ap-
propriate shape and length. Preferably they are metallic
or from another rigid material. The length is advanta-
geously chosen so that at least two photovoltaic modules
can be attached to one secondary profile, preferably the
length is such that it covers the’ whole area in which pho-
tovoltaic modules are intended to be installed. Suitable
forms of the secondary profiles are a U-shape or a T-
shape or a L-shaped, or a rectangle shape, which provide
flat parts for fixing of the secondary profiles to the poly-
meric profiles and rims/edges for attaching the photo-
voltaic modules (or their mounting frames). The arrange-
ment and distance of the secondary profiles is adapted
to the size of the photovoltaic modules. The angle be-
tween the polymeric and the secondary profiles can be
chosen as desired. It is advantageous to choose an angle
that brings the photovoltaic modules in an optimal orien-
tation relative to the sun, i.e. approximatekly southwards.
Of course, orientation of the building and other circum-
stances like objects blocking the sunlight from a certain
direction have to be taken into account. The profiles must
also be installed to allow rain water to escape.
[0027] Attaching of the photovoltaic modules is facili-
tated according to the invention. Since the secondary
profiles have no sealing function, the fixing means for the
modules may be much simpler. Positioning is also easier
due to the length of the secondary profiles providing an
extended area for fixing. This will prevent stresses on the
roofing structure, too. Any fixing means known per se
may be used to attach the photovoltaic modules to the
secondary profiles. Communicating forms for clicking the
modules, suitably with its frame onto the profiles, screws,
bolts and so on may be used. Preferably the photovoltaic
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modules are laid on the secondary profiles and attached
to them with fasteners and metallic profiles or clamps or
hinges. The photovoltaic modules may be mounted to
the secondary profiles in the factory (e.g. by a flaps sys-
tem with hinges). The fasteners may perforate the sec-
ondary and also the polymeric profiles. Self drilling stain-
less steel screws are preferred, especially for aluminum
inserts. Hinges, profiles/rails or punctual fasten-
ers/clamps may be used to attach the modules, depend-
ing on the geometry of the photovoltaic modules.To in-
crease electricity production, the modules may be in-
stalled on the roof with an angle with the sheet and pol-
ymeric profiles, i.e. the surface of the module is not par-
allel to the surface of the roof. Especially in this case, the
rigid inserts (figure 1 c) or the secondary profiles (figure
1 b) should preferably have a length of more than 2 m,
preferably of more than 3 m to obtain a load repartition
effect (ski effect) on the roof against the tilting forces of
the wind.
[0028] For a very strong connection (high wind load)
of the secondary profiles and/or PV modules to the roof
structure, it is possible to perforate the soft polymeric
profiles, inserts and waterproofing sheet with adequate
screws to connect the secondary profiles and/or PV mod-
ules to the roof structure. In this case, the polymeric pro-
files must be connected to the waterproofing sheet in a
100 % durable watertight way to avoid water infiltration.
[0029] If the waterproofing sheet is an existing water-
proofing sheet (i.e. the waterproofing sheet has been pre-
viously installed on an existing roof), the soft profiles will
be attached (e.g. welded) on the existing roof on site. In
this case, it is preferred not to perforate the waterproofing
sheet with the mechanical fasteners which are required
to secure the PV modules or secondary profiles onto the
roof. Indeed, it is very difficult to obtain a toltally defect
free connection (i.e. a watertight connection without
some little infiltrations) between the soft profiles and the
waterproofing sheet, as a result of dirt and several pol-
lutants which adhere to the existing waterproofing sheet.
It has been surprisingly discovered anyway that the pol-
ymeric profiles, preferably with soft flaps, spread effi-
ciently the wind up-lift forces on the waterproofing sheet
and assure a strong although soft (no damage to the
waterproofing sheet by dilatation-contraction cycli) con-
nection of the PV modules and/or secondary profiles to
the roof. In most of the case, the PV modules and/or
secondary profiles need only to be attached to the poly-
meric profiles and inserts. The fasteners don’t need to
perforate the waterproofing sheet.
[0030] The photovoltaic modules which are useful for
this invention may consist of any type of photovoltaic cells
and contain, between the metallic back-electrode and
the transparent front-electrode, as active material (junc-
tions) e.g.: a-Si, tandem cell (a-Si, a-Si or a-Si, microc-
rystalline silicon, ...), triple junction a-Si/a-SiGe/a-SiGe,
Organic PhotoVoltaic (OPV), CIGS, and/or Cadmium
Telluride thin films. The photovoltaic modules which are
useful for this invention may be with or without frame.

Thermal solar modules may also be attached to the roof
with the profiles and systems of this invention.
[0031] Typically, the cells are e.g. built or transferred
on a metallic foil (stainless steel, copper, ...) or a plastic
film (PET, PEN, Polyimide, ...) with the right texture, as
known per se. This foil or film is here also called the sub-
strate of the cell.
[0032] For achieving low-cost mass production, the
cells are usually built on plastic films and serial connected
in strips of around 5 to 25 mm, like e.g. described in WO
98/13882 (for example by lift-up, laser, etching and silk
printing of Ag paste processes, ...).These types of cells
and serial connections, while being cost effective, with-
stand only little strain and will be sensitive to storms and
to usual stresses during e.g. works on the roof, etc. es-
pecially if the photovoltaic modules are built (encapsu-
lated) only with plastic films or foils (low rigidity compared
to metal) and installed according to the previous art (DE
29824045 U1 and WO2004066324 A2) and/or on rela-
tively soft insulation panels.
[0033] The cells may also be built on stainless steel
foil, typically 40 cm wide and 120 mm thick. The typically
120 mm foil is cut in rectangles of typically 40 cm * 30 cm
and connected in serial with metal strips and encapsu-
lated to obtain a photovoltaic module. Such modules are
less sensitive to strain. They are available e.g. from Uni-
Solar (United Solar Ovonic). The production process is
more expensive and needs by-pass diodes to function
properly (shadow effect). It may bring higher lightning
risk and electrical breakdown risk. A dielectric film (PET,
PA ...) is required.
[0034] Since the present invention aims to provide cost
effective and safe photovoltaic roof solutions, the photo-
voltaic modules should preferably but not mandatory con-
tain cost effective cells.
[0035] Typically the photovoltaic modules attached to
the rigid metal or preferably glass fiber reinforced plastic
sheet according to this invention have from the top (sky
face) to the bottom (roof face) the following composition
(connections not described):

a) A transparent front sheet preferably of fluoropol-
ymer (typically 50 to 200 mm of ETFE, FEP,
PVDF/acrylic ..., containing required stabilizer and
preferably long lasting UV absorbers) generally sur-
face treated to improve adhesion of layer b)
b) A transparent adhesive layer (EVA, ionomers,
etc.; total thickness 100 to 1500 mm) or layers which
are flexible and impact resistant but usually have
poor fire resistance.
c) A plastic or metallic film/foil which carries the active
layers (TCO - photovoltaic junction - back electrode)
on top of it, if relevant, with serial connections.
d) A back layer comprising:

- an adhesive layer or coextruded layers (tie-lay-
er/TPO/tie-layer), preferably opaque and if re-
quired flame retarded, to provide adhesion of
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the plastic or metallic cell substrate (c) to the
lower metal or rigid plastic sheet (back sheet).
The flame retardant is preferably on base of hal-
ogen flame retardants (e.g. Saytex 8010 ®) with
Sb2O3, acting in the gas phase (flame retardants
releasing substances which "poison" the com-
bustion in the gas phase). Adhesive layers or tie
layers may be EVA films or hot-melts, tie layers
on base of polyolefin copolymers with acrylic ac-
id (EAA) or grafted with maleic anhydride, epoxy
glues, PUR glues, etc, and will be chosen by the
man skilled in the art to obtain good adhesion
between the cell substrate film and the coated
metal sheet or rigid plastic sheet.

- Optionally a dielectric film may be included.

e) A lower metal foil (Aluminum, Epoxy coated
steel, ...) or rigid plastic sheet (glass reinforced PP,
Polyester, Epoxy, ...).

[0036] Alternatively, the photovoltaic modules accord-
ing to this invention may also have from the top (sky face)
to the bottom (roof face) the following composition (con-
nections not described):

a) A transparent, typically 4 mm thick, tempered
glass
b) A transparent adhesive layer (EVA, ionomers, ...;
total thickness 200 to 1500 mm) or layers which are
flexible and impact resistant.
c) Rigid Silicium cells (typically 300 mm thick) or a
plastic or metallic foil which carries the active layers
(TCO - photovoltaic junction - back electrode) on top
of it.
d) A back layer comprising:

e) An adhesive layer or coextruded layers (tie-
layer/TPO/tie-layer) preferably opaque and
flame retarded, to provide adhesion of the silici-
um or plastic or metallic cell substrate (c) to the
lower metal or rigid plastic sheet (back sheet).

f) Optionally a dielectric film may be included.

g) A lower metal (Aluminum, Epoxy coated
steel, ...) or glass (with frame) or rigid plastic
sheet (glass reinforced PP, Polyester,
Epoxy, ...) or a metal frame with classical back-
sheet (Tedlar/aluminium/PET, etc....) preferably
with flaps.

The module may be rigidified and protected against
"edge damage" by an Aluminium protective frame. Such
modules are mounted and fixed to a mounting frame with
e.g. rigid flaps to provide a tilt angle on the roof. Such
mounting frames are known per se. The modules with
their frames and flaps are then attached on the soft profile
with insert as described.

[0037] Layers a), b) and c) may also be instead thin
film photovoltaic cells deposited on glass, like a-Si cells.
[0038] The encapsulating layers are wider and longer
than the cells in both cases, to reduce oxygen and water
ingress to the cells along the edges. Sealing beads may
be further used to obtain a maximal protection against
humidity and oxygen allowing the use of oxygen and
moisture sensitive cells, being understood that the ad-
hesive layers include also barriere films.
[0039] The lamination on the rigid (coated) metal or
glass reinforced plastic sheet may be done according to
any known suitable method and with appropriate adhe-
sives, but preferably during the vacuum lamination/en-
capsulation process of the cells. The metal or plastic
sheet may be equipped at this stage with e.g. rigidifying
profiles or cup-shape pieces at the rear of the sheet (to
avoid excessive deflection when installed on the roof).
[0040] More details about light weight flexible photo-
voltaic cells and modules (and the process of laminating
them in e.g. a vacuum laminator) can be found in numer-
ous patents and patent applications like EP 0769 818
A2, WO 2006/089044, WO 98/13882, and in the patents
from the following companies: Konarka (Organic photo-
voltaic and Graetzel cells and modules), VHF - Flexcell
(a-Si:H cells and modules), Helianthos/AKZO NOBEL (a-
Si:H cells and modules), Powerfilm (lowa Thin Film) (a-
Si:H cells and modules), Canon, (a-Si:H cells and mod-
ules), Fugi, (a-Si:H cells and modules), United Solar
Ovonic, (a-Si:H and triple junction cells and modules).
[0041] Metal sheets suitable as rigid sheet for this in-
vention may be typically:

- 0,5 to 2 mm single sheet metal profile, as made from
Al55/Zn45 type coated steel (Aluzinc, Galvalume,
Galval, Zincalume), AZ185 with e.g. epoxy coating

- 0,5 to 2 mm Aluminium sheets (possibly coated to
further improve corrosion resistance in agressive en-
vironments)

The metal sheet may be partly corrugated to improve its
flexural rigidity. Coatings to improve the adhesion of the
metal sheets with polymeric films may be PVC-Vac, PUR,
Epoxy, Acrylic, etc. based coatings.
[0042] Rigid glass reinforced plastic sheets may be:

- Glass reinforced flame retarded PP, preferably co-
rona treated and/or with a primer (e.g. chlorinated
polyolefin),

- Flame retarded epoxy or unsaturated polyester
glass fiber composites

[0043] The color of the sheets is preferably white (IR
reflecting) except if the sheet is used to heat water. In
the latter case the sheet is preferably dark coloured.
[0044] Adequate glue for adhesion of the rigid metal
or plastic sheet to the photovoltaic module (= layers a)
to d)) is easily selected by the man skilled in the art. Acryl-
ic/epoxy adhesives may be used to pre-coat the metal
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sheets.
[0045] The waterproofing membranes and composi-
tion of profiles used for this invention are known per se.
Conventional sheets and compositions for sheets and
profiles are useful and may consist of any material which
is suitable for roofs. The material must be resistant to
weathering and in particular to UV light (except when the
material is fully protected by the metal or preferably glass
reinforced sheets), be watertight and resistant to temper-
ature variations.
[0046] Common materials are soft (modified) polyole-
fins (polyethylene, chlorinated polyethylene, polypropyl-
ene, ethylene propylene rubber, copolymers of ethylene
and vinyl acetate and their mixtures, etc.), EPDM (ethyl-
ene propylene diene monomer), TPV (thermoplastic vul-
canistes like Santoprene ®), PIB (polyisobutylene), ECB
(ethylene copolymer bitumen), plasticized PVC (phtha-
late plasticizer, polyadipates plasticizers, Elvaloy ® types
resin, PVC-grafted on EVA or polyacrylate, etc.), bitu-
men, and blends of two or more of these. The sheets and
profiles may consist of several layers (obtained e.g. by
coextrusion). For the layer to adhere to metallic inserts,
functionalized polymers may be used containing in their
back-bone and/or as side chains functionalities like
maleic anhydrides and/or acrylic acids functionalities.
Parts of profiles and/or sheets which are perforated may
have a e.g. inner layer containing super-absorbing poly-
meric particulates, possibly at the nano-scale. When per-
forated, such e.g. inner-layer will seal the leakage.
[0047] The sheets are commonly reinforced with pol-
yester scrim (typically 3 * 3, 1100 dTex) and/or glass
fleece (typically 50 g/m2) and may have a polyester back-
ing to attach the sheet to the insulation panels. The
sheets are preferably also fire resistant, either as a prop-
erty of the material used or by addition of suitable fire
retardants. The sheets further contain pigments and pos-
sibly UV light and thermal stabilizers and may be coated
by protective varnishes or barrier coatings (against plas-
ticizer migration ...).
[0048] The profiles have similar composition as the wa-
terproofing membranes.
[0049] Expancel ® from AKZO or other well known
blowing agents may be used to produce a foam core for
the profiles, if desired. e.g. PUR foam and/or mechani-
cals means may also be used in the field to seal the pro-
files.
[0050] Therefore, and as example, if the waterproofing
membrane is a P-PVC waterproofing membrane, the pro-
file will be based on P-PVC.
[0051] Compared to the previous art, the invention of-
fers the following advantages:

- Improved reaction to fire when the modules are at-
tached on a metal sheet and therefore completely
separated from the waterproofing membrane by this
metallic fire barrier sheet, which further works as a
heat sink and therefore greatly limits fire propaga-
tion.

- Possibility to achieve outstanding reaction to fire
when layers d) contain enough halogenated flame
retardant, allowing for the use of a thick protective
transparent EVA adhesive layer b)

- No folds or creases into the module during installa-
tion.

- Low strain of the cells (including barriers layers) and
interconnections during storms and other mechani-
cal stresses

- The modules are difficult to steal as the modules can
mechanically be fastened with special screws (anti-
theft screws)

- There is ventilation under the module and therefore:

• The temperature of the module in use is lower
which means in principle a higher electricity pro-
duction and certainly a higher durability.

• Lower temperature of the waterproofing (WP)
membrane which means lower need of electric-
ity for air conditioning and better aging of the
waterproofing membrane (protected part)

- The ventilation under the module can easily be
closed to achieve when desired annealing of a-Si
modules.

- Less risk that the modules will get submerged by
water (3 cm above the WP membrane)

- Low risk of condensation and formation of vapor at
elevated temperature under the modules (less cor-
rosion of the contacts and less damage to the cells
by elevated temperature vapor) due to the ventilation

- better encapsulation (protection against moisture
and oxygen) of the cells (e.g. by metal and glass)

- No risk of formation of creases in use (high dimen-
sional stability of the metal sheet and separation from
the waterproofing membrane and moving insulation
panels) and reduced risk of delamination between
substrate and module or inside the modules (better
aging resistance of the adhesive between metal
sheet and module as no water vapor at high pressure
may damage the adhesive)

- Higher durability of the photovoltaic modules as the
surface temperature of the modules is reduced

- Possibility to fully cover (protect) large sections of
the plastic roof with the photovoltaic module panels
of this invention while keeping (enough) water vapor
permeability

- Possibly lower cost of installation of the waterproof-
ing membrane as the rigid metal or glass reinforced
plastic sheet (with long screws or mechanical fas-
teners) may be used to attach the waterproofing
membrane (perforated) to the roof surface in a rigid
way. The waterproofing membrane may even be first
fastened to the roof structure with parallel rows of
mechanical fasteners (perforating the membrane) or
with bars. These rows or bars are then covered by
the profiles (instead of usual strips) and sealed by
welding the flaps of the profiles to the waterproofing
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membrane. The PV modules (their substrate, sec-
ondary profiles, etc.) are then fastened to the pro-
files, without need of perforation of the waterproofing
membrane.

- Lower risk to reach module and adhesive tempera-
ture in excess of 85°C, which is the critical temper-
ature for self-adhesive glues and for many useful
glues/adhesive films (e.g. Ethylene Acrylic Acid co-
polymers).

- Ease of installation and of control/replacement of ca-
bles and electrical connections

- Ease of installation of protective elements for cables,
etc (it is possible to perforate with screws the rigid
metal or plastic sheet, without perforation of the wa-
terproofing membrane)

- Protection against weathering of cables and electri-
cal connections (they may be attached under the
photovoltaic panels)

- No development of micro-organisms (plasticizer ex-
traction) thanks to the ventilation of the space be-
tween the waterproofing membrane and the mod-
ules

- No perforation of the roof required
- The profiles, at the roofing sheet side, are soft so no

cracks will form due to dilatation of the profiles in the
waterproofing membrane

- In case of a full plastic module, the lightning risk is
reduced

- The building is kept cooler (less electricity consump-
tion for air conditioning)

- Possibility to use the space between the metallic
base of the modules, the profiles and the insulated
waterproofing membrane to install thermal solar wa-
ter heating systems.

- Possibility to attach all the modules together with an-
ti-theft screws: theft of modules becomes very diffi-
cult.

- Possibility to install curved metallic profiles along the
edges of the area of the roof covered by modules:
limitation of lightning risk and of theft.

[0052] The photovoltaic system remains light weight
(< 15 kg/m2) compared to crystalline silicon modules with
their mounting frames and/or the ski effect allows spread-
ing the load on the roof surface.
[0053] The invention will be illustrated further by refer-
ence to the attached drawings which are not meant to
restrict the scope to the specific embodiments shown.
Other combinations of the preferred features than those
shown are also possible and advantageous. The draw-
ings are showing:

Figure 1a a cross section through modules fixed ac-
cording to the invention
Figure 1b a perspective view of the profile system
with one solar element
Figure 1c several steps of installation of a variant of
the profile system of fig. 1b

Figure 1d installation of a solar module with an al-
ternate profile system
Figure 1e a cross section of modules with flaps al-
lowing for partial sun tracking (1 axis) and possibility
to bring the modules in horizontal position in case of
storm.
Figure 2a a cross section through a soft profile with
rigid insert
Figure 2b a cross section through an alternate profile
Figure 2c a cross section through a weldable hollow
profile with rigid insert
Figure 2d a schematic view of the welding of a profile
to a roofing sheet
Figure 2e an enlarged section of the welding equip-
ment
Figure 2f an interrupted profile
Figure 3 a drawing of a wind up-lift test.

[0054] Figure 1a shows 2 * 2 photovoltaic modules 1
laminated on a rigid sheet 2. The modules may be of the
well known type "Uni-Solar PVL 136" from Uni-Solar.
Cheaper modules 1 may be used and e.g. directly lami-
nated on the rigid sheet 2 during the lamination encap-
sulation process. The stack of layers, from top to bottom,
can be:

A) ETFE or FEP (5, pref. 20 to 200 mm) from DuPont,
surface treated to adhere to EVA
B) EVA Vistasolar 486.10 from company Etimex (50,
pref. 200 to 1500 mm), alternatively other transparent
adhesive resilient film
C) Cells (including electrodes and if required barrier
layers) on PEN or PET or polyimide (pref. KAP-
TON®) (50 mm), with surface treatment to improve
adhesion towards B and D
D) EVA, possibly flame retarded or EEA (Primacor
type), possibly flame retarded or PO with grafted
maleic anhydride (Orevac type), possibly flame
retarded, ... (20 to 200 mm)
E) TPO (a VLDPE Plastomer Exact 0201 or FPP
Hifax CA 10 A, etc.), possibly flame retarded (200 to
1500 mm). VLDPE stand for Very Low Density Pol-
yethylene and FPP for Flexible Polypropylene.
F) An adhesive (copolymer with maleic anhydride,
acrylic acid, hot melt PUR, etc), possibly flame re-
tarded,
G) 0,5 to 3 mm metal sheet (pref. Aluminum or steel,
e.g. epoxy coated and surface activated by e.g.
N2/CO2 Corona treatment) - (2) on the picture, pos-
sibly partly corrugated or rigidified by transverse pro-
files (on the face looking to membrane 10), or pos-
sibly equipped with feet.

[0055] The layers A) to F) are designated 1 in figure
1a, layer G) is designated 2 in figure 1a . The layers D)
to F) may be coextruded. Layers A) to F) may be lami-
nated to G) in a (nearly) R2R process (with the required
interruptions of cells in the lenghth to seal the edges).
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The connections 3 (contacts/solders and electrical
wires, ...) may, as shown, be done and run under the
modules 1 (the rigid sheet 2 is cut through to make the
solders with the wires, and to encapsulate them with state
of the art resins like PA (e.g. PA from Henkel, Macromelt
6240), PUR, Epoxy, etc.). The connections and wiring 3
are protected from the sun and rain.
[0056] The waterproofing membrane 10 is generally
mechanically attached (not shown) to the roof structure
with mechanical fasteners in the overlap between water-
proofing membranes or with a "bar" system. The profiles
4 are attached, preferably welded on the waterproofing
membrane, possibly covering the mechanical fasteners
rows or "bars".
[0057] The rigid sheet 2 is attached on profiles 4, e.g.
with, pref. anti-theft, screws. Module free zones 5 or at
least cell free zones, typically 2 to 6 cm, are foreseen for
attaching by screws. The profiles 4 may be perpendicular
or as shown parallel to the rigid sheet 2. A typical size
for the rigid sheet 2 (aluminum, steel, composites ...) is
1 * 6 m2. The waterproofing membrane is not perforated.
If desired, the open edges may be partly closed with e.g.
metallic profiles attached approximately perpendicular to
the inserts to connect the inserts together (creating a
rigidifying network structure). Big rigid modules (6 m
length of steel) may damage the waterproofing mem-
brane by dilatation-contraction when directly glued with
strong adhesives. Soft (weak) adhesives avoiding that
risk are prone to storm damages.
[0058] Figure 1b shows a photovoltaic module (1) com-
prising a rigid module with a typically 4 mm thick glass
sheet as front sheet. The rigid metal (e.g. aluminum)
frame is provided with rigid flaps (2 bis and 2 ter). Soft
profiles (4) with metallic rigid insert (23 - not shown) are
welded onto the waterproofing sheet (10). Fixing means
like stainless steel self-drilling screws (24 - not shown)
are used to fasten the rigid flaps (2bis) of the frame to
the inserts (not shown) which are inside the soft profiles
(4). Several modules (1) may be connected to the flaps
(2 bis) in the factory and delivered flat on the roof. The
inclination is obtained on the roof as shown in figure 1
with the flap (2 ter). The man skilled in the art will recog-
nize that the advantage of modules with flaps (2 ter) is
the possibility to modify the inclination of the modules
towards the sun (1 axis sun tracking) by moving flaps
2ter (with motor and rod system) along profile (2bis) and
to reduce the slope of the module, possibly to horizontal
in case of heavy storms.
[0059] In an alternative approach, the element 2bis can
also be installed as secondary profile, separately (U pro-
file, rectangular profile, ... in e.g. 2mm thick aluminium;
size of the rectangle = typically 8 * 4 cm2). The module
(1) is attached to the U or rectangular profile (2 bis) with
a rigid element formed by a rigid triangle following the
geometry of (2), (2bis) and (2 ter). Many other possibilities
of mounting the module to the profile are available, as
known by the man skilled in the art.
[0060] In the case of figure 1b, the waterproofing sheet

(1) is fastened to the roof structure with classical me-
chanical fasteners (611) which are laid in the overlap
between the rolls of waterproofing sheet (10).
[0061] One will recognize that the rigid metal frame
with flaps (2, 2 bis and 2 ter) ensures the rigidity of the
connection with the substrate of the roof. The wind up-
lift forces are better spread and transmitted to the me-
chanical fasteners (611). It is therefore not required and
also not preferred to add complementary ballast to the
frame (2) and/or profiles (2bis) to hold the PV module (1)
on the roof.
[0062] It is further preferred to weld the profiles 4 along
or at least in parallel with the seams between rolls of
waterproofing membrane 10 to better transmit the wind
up-lift forces, e. g. to the fasteners 611.
[0063] It has to be recognized that the frame (2) may
be installed (2bis) perpendicular to the profiles (4) with
their insert, as shown on figure 1b, but also with another
angle, if required to obtain the optimal orientation of the
PV modules to the sun.
[0064] It has to be recognized that the profiles (4) with
their insert may be installed, as shown on figure 1b, per-
pendicular (90° angle) to the seams between the several
rolls of waterproofing sheets (10) but also with another
angle, if required to obtain the optimal exposition of the
PV modules to the sun.
[0065] The system of soft profiles (4) with insert (23)
allows for a very strong but at the same time very light
and soft connection between PV modules (1) (with their
mounting and fixing accessories, frames (2) and flaps (2
bis and 2 ter)) and the waterproofing sheet (10). The sys-
tem relies on mechanical fasteners (screws) and welding
operation of soft plastic profiles (4) onto soft plastic
sheets (10). The soft connection with the waterproofing
sheet (10) avoids the risk of damage of the waterproofing
sheet by direct connection to rigid elements which would
contract and expand and would damage the waterproof-
ing membrane. The rigidity of the connection (profiles 4
with insert 23 together with rigid frames (2) and flaps
(2bis, 2 ter)) allows to install modules on the roof even
with an ideal slope (> 15 °) thanks to the "ski effect"
(spread of forces to achieve good tilting resistance when
the PV modules catch wind from behind) and without the
need of heavy weight (pavers) and interlocking the mod-
ules like in US patent 5,505,788.
[0066] The inserts (23) may be connected to each oth-
er in their length, to increase the ski effect, with e.g. me-
tallic connecting pieces allowing free dilatation of the sep-
arate connected inserts in their length. Such connected
inserts (23) are also considered as inserts (23).
[0067] The secondary profiles (2 bis) may be connect-
ed to each other in their length, to increase the ski effect,
with e.g. metallic connecting pieces allowing free dilata-
tion of the separate connected profiles in their length.
Such connected profiles (2 bis) are also considered as
profiles (2bis).
[0068] The inserts (23) and/or profiles (2bis) may be
connected to each other, corresponding to a length of
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the area in which the photovoitaic modules (1) are to be
installed.
[0069] So the proposed system achieves the highly de-
sirable combination of apparently contradictory proper-
ties of strength, light weight and softness.
[0070] Figure 1c shows a variation of figure 1b, where
L profiles 2 bis are attached on the soft profile 4, with
insert (not shown). Triangles 2 quater are further at-
tached on the L profiles 2 bis with adequate screws. The
modules 1 are mounted with usual clips/fasteners on the
triangle 2 quater.
[0071] Figure 1d shows a substrate 2 with ribs 200 to
improve the flexural modulus. Figure 1d show an insert
23 with cuts 223 which is matching the ribs 200. The soft
profile is cut at the level of the cuts in the insert.
[0072] Figure 1e shows a cross section of module (1)
with flaps (2ter) allowing for partial sun tracking (1 axis)
and as illustrated the possibility to bring the module (1)
in horizontal position in case of storm. This system is in
particular useful when the waterproofing membrane is
attached to the roof structure by glues (membrane at-
tached to the roof with an adhered system instead of
mechanically attached system). Adhered systems are in-
deed not always able to transmit to the roof structure the
forces applied on the profiles, e. g., when the PV modules
get wind from behind. Deflectors may be attached to the
profiles to improve wind stability, as will be recognized
by the man skilled in the art.
[0073] Figure 2a shows a cross-section of a first soft
profile 4 with flaps 30, containing a metallic insert 23
which may be used for this invention. First the water-
proofing membrane is laid on the roof and attached to
the roof structure with metallic bars 621 and screws 622
(as shown on figure 2a) or with classical fasteners (611;
figure 1b). The space 623 may be filled with a protective
material to limit wearing effects on profile 4. The profile
4 (typical sizes: wall thickness = 3 mm; internal width =
3,3 cm; internal height = 3,3 cm) with its insert 23 (e.g.
a rectangular aluminium insert; typical sizes: wall thick-
ness = 2 mm; external width = 2,0 cm; external height =
2,5 cm) is welded with hot air along both flaps 30 (typical
total width = 12 a 20 cm) to the waterproofing membrane.
The ends of the flaps, which may be longer (typically 2 *
5 cm) than the profile, are also welded on the waterproof-
ing membrane to seal the bar 623 completely. A typical
length of profile, insert and bar is 3 m or 6 m. Further
profiles are welded on the membrane in parallel. The
distance between parallel soft profiles will typically be
between 0,5 m and 3 m. With a low distance of e.g. 0,5
m, the module substrate or frame don’t need to be at-
tached on each profiles. Profiles may be installed accord-
ing to figure 2f, when it is only required to provide a sup-
port function to the module substrates or frames. On top
of the profile 4, one will attach with screw 24 the rigid
substrate 2 or secondary profiles (2 bis) or frame 2 with
flaps (2 bis). The 2 directions "double arrow" 700 indi-
cates the freedom of movement in the lateral direction,
and in the length of the profile. The arrow shows that the

system can cope with dilatation-contraction of substrate
and frames: a 3 m long Aluminium or 6 m long Steel
substrate 2 (or secondary profile 2bis) will typically ex-
pand about 7 mm between a typical minimal night winter
temperature of -15°C and a typical maximum summer
day operating temperature of 85°C (module and sub-
strate temperature). The proposed system can easily
cope with such dilatation - contractions without damage
to the waterproofing membrane and the modules (inter-
nal tensions). In many cases, the bars 623 and screws
622 are omitted. The soft profiles are simply welded, par-
allel to each other, on the waterproofing membrane 10
which is already fastened to the roof structure with clas-
sical fasteners as shown on figure 1b (611 in the overlap
between membranes). This method is used e.g. for al-
ready installed waterproofing membranes. The thick sole
(3 mm) of the profile protect the waterproofing membrane
10 (typically 1,5 mm) against the wearing action of the
insert 23. It is also possible to attach the waterproofing
membrane to the roof structure with long screws 24 which
perforate the profiles, inserts and membrane. This is use-
ful when the roof has a slope. The profiles 4 are sealed
to the membrane and at the top of the slope to avoid
water ingress.
[0074] Figure 2 b shows a variation with a clip system:
The insert 23 is installed on the waterproofing membrane
10 and is used to mechanically attach the membrane to
the roof structure with screws 622. A strip of waterproof-
ing membrane wraps the insert 23 and forms a profile 4
around the insert 23. The flaps 30 are welded onto the
waterproofing membrane 10. A clip 25 is attached (slip
along) on the profile 4. A protection 623 against the wear-
ing action of the clips may be foreseen.
[0075] Figure 2c shows a cross section of a simple
hollow profile with useful dimensions, all sizes are in cm.
The hollow profile is equipped with an insert (like e.g a
U-shaped aluminum profile (23)) and is soft. The man
skilled in the art will easily recognize the freedom of dil-
atation-contraction of e.g. a substrate (2) attached to pro-
file (4) and insert (23), in the direction perpendicular to
the profile. On figure 2c, the insert has indeed a freedom
of movement in the direction perpendicular to the profile
(4) of at least 1 cm.
[0076] Figure 2d shows an adapted welding machine
(hot air welding), welding a continuous profile 4 of this
invention. The wheel is designed to push on (press) both
flaps 30 of the profile 4 onto the underlaying membrane
10 (not shown) during the welding operation. In this case
the profiles 4 are attached to the membrane 10 by welding
the flaps 30. The flaps can be welded independently (2
steps) or in one step, depending on the design of the
welding machine.
[0077] Figure 2e shows a detailed view of the wheel
adapted to fit the profile 4.
[0078] Figure 2f shows a view of an insert 23 and a
short profile 4 attaching the insert 23 on a waterproofing
membrane. In this configuration the insert is mainly used
to support the rigid substrate 2.
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[0079] Figure 3 shows a drawing of a wind up-lift test
(wind channel of 6.1 m * 2,4 m) performed according to
ETAG 006. On a corrugated metal sheet with insulation
panels (mechanically attached to the corrugated metal
sheet), one installs the waterproofing membrane 10 (me-
chanically attached) as known by the man skilled in the
art. Profiles 4 (only 3 are shown) are welded on the wa-
terproofing membrane 10. The metal substrate 2 is
screwed on the profiles 4.
In function of the expected wind up-lift forces, the mem-
brane may also be attached to the roof by gluing, e. g.
PUR glues. The membrane is in this case equipped with
a polyester backing fleece. Deflectors may be attached
to the profiles to improve wind stability, as will be recog-
nized by the man skilled in the art.
[0080] The installation methods (profiles, substrate,
frames) may also advantageously be used in other com-
binations than the ones described in detail.

Embodiments:

Embodiment 1.1: use of cheap modules

[0081] The invention is of special benefit for cheap
modules because of the improved installation safety, the
excellent wind resistance and the increased durability
and fire safety. For demonstrating the benefits two pho-
tovoltaic cells (2 * 0,4 m * 5,4 m) are produced (and trans-
ferred) onto two plastic films (PEN), e.g. as described in
WO 98/13882. The PEN film is called the (plastic) cell
substrate. The two PEN films (0,4 m *5,4 m), with their
photovoltaic active layers, are encapsulated in a lamina-
tor according to a procedure well known in the art. The
PEN films are laid in parallel in the laminator with 5 cm
between them. The encapsulating layers are 5 cm wider
and longer at each edge than the two PEN films and cells.
These layers have therefore a length of 5,5 m and a width
of 0,95 m (0,05 m + 0,4 m + 0,05 m + 0,4 m + 0,05 m).
The metal plate has also a size of 0,95 m * 5,5 m and
may be slightly corrugated in the zones without PEN films
(without cell) or provided with small ribs. The screws are
drilled into the plate in the 5 cm cell free zones and to
the profiles with insert as shown on figure 1a (5 cm cell
free zones (5)).
[0082] The encapsulated module 1 produced by well
known lamination methods, e.g. according to EP
0769818 A2 comprises the following stack of layers:

a) An ETFE film 55 mm from DuPont (with surface
treatment to adhere to EVA)
b) A stack of two EVA Vistasolar 486.10 films (thick-
ness +/- 460 mm)
c) A 50 mm PEN film, supporting the active layers
(e.g. TCO/pin/back electrode/adhesion layer/adhe-
sive to PEN)
d) A coextruded EAA/VLDPE/EAA film (containing
pigments and migrating stabilizers like HALS and
UV absorbers compatible with layer b); total thick-

ness around 700 mm. Reactive additives like stand-
ard HALS, like Tinuvin 770 ®, are added during the
coextrusion step to the VLDPE layer only, and will
be added to the EAA layers by migration during the
lamination step.
e) A 1 mm Aluminium plate, if required coated as
known per se to further improve corrosion/chemical
resistance..

[0083] Electrical connections are done as known per
se. In order to improve adhesion between layers and im-
prove barriers properties, as will be recognized by the
person skilled in the art, the several layers may be treated
by several surface techniques: Corona, Flame treatment,
Atmospheric plasma activation, Atmospheric of low pres-
sure plasma deposition (aerosol assisted, ...) and/or po-
lymerization, Sputtering (Aluminium, ...). Suppliers: Pla-
to Plasma Technology and surface, Vito, AcXys, Dow
Corning Plasma Solution, AS Coating Star atmospheric
plasma, Plasmatreat, .... The techniques may be com-
bined.
[0084] In field testing: The modules 1, but without the
photovoltaic active layer, are installed at Sevilla, Spain,
in accordance with this invention (figure 1a, 2c and 3) on
a waterproofing membrane (10) equipped with 3 profiles
(4). The substrate 2 is attached to the profiles and inserts
with stainless steel screws (1 per 25 cm). Self-drilling
fastener (24) from austenitic stainless steel with a hard-
ened carbon steel drill point, with EPDM vulcanised seal-
ing washers (diameter: 6,3 mm; length: 25 mm; diameter
sealing washer: 16 mm; material: A2 grade austenitic
stainless steel) are used. The distance between the wa-
terproofing membrane (10) and the metal plate (2) allow-
ing for ventilation is 3,3 cm. It is expected that the stabi-
lized production of electricity of the photovoltaic module
will be nearly not affected by storms, humidity, heat, ther-
mal cycli, ... thanks to the low deformability (high E mod-
ulus) of the rigid metal substrate 2, its barrier and cooling
effect and the capability of the system to cope with ther-
mal expansion and contraction cycli. The maximum tem-
perature which is reached inside the module with an am-
bient air temperature of 45 °C is less than 80°C (meas-
ured at the layer d). This allows with high safety margin
the use of tie-layer on base of EAA like Primacor 1321
or even 1410, as will be recognized by the man skilled
in the art on base of the following data’s:

According to the table, it is required not to exceed 90°C,
preferably not 85°C.
[0085] The wind up-lift resistance of the system is test-

Table:
Primacor 1321 1410

Tm (DSC °C) 101 96
Vicat (°C) 90 81
Comonomer (%) 6,5 9,7
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ed according to ETAg 006. As shown on figure 3, a 1,2
mm Alkorplan F® 35176 waterproofing membrane (10)
is mechanically fastened as well known in the art, on a
steeldeck "106/250/3" (0,75 mm thick and 106 mm high)
with Etanco EHB DF fasteners (diameter = 0,48 mm -
120 mm long ) and Etanco 40 * 82 mm2 plates. The 100
mm thick Rockwool Taurox insulation panels are fas-
tened with the same fasteners. Three profiles (4) as
shown in figure 2c (plasticized PVC - same composition
as the waterproofing sheet) are welded on the water-
proofing sheet (10) and equipped internally with a nearly
rectangular U aluminum profile (2 mm thick) as shown
on figure 2c. The module 1 and its substrate 2 (see 2 on
figure 3), but with a length of 2 m and without the active
layer, is attached on the profiles (4) with stainless steel
screws (1 screw / 25 cm). The wind up-lift test is per-
formed according ETAG 006 up to 4500 Pa underpres-
sure (Q 100%). The waterproofing membrane, substrate
2 and simulated modules are not visually damaged (no
significant strain of the PEN film).
[0086] Modules 1 (on their metallic substrate) without
their photoactive layers are tested for external fire per-
formances according to ENV 1187/1. The modules 1 are
mounted on profiles as defined by the invention. These
modules pass the ENV 1187/1 requirement at 15° and
45°. The quality of the waterproofing membrane and in-
sulating substrate is not critical as the metal sheet acts
as fire barrier.

Comparison 1.2:

[0087] Production of Modules 2 installed according to
previous art: DE 298 24 045 U1: 3 Unisolar PVL 136
modules are laminated in parallel in a membrane press
with an EVA Vistasolar 486.10 film of +/- 460 mm onto a
1.2 mm PVC-Elvaloy 742 sheet (PVC K71: 100 phr; El-
valoy 742 ®: 85 phr; DiDP: 10 phr; Ca/Zn stabilizer and
lubricants: 5 phr; Talcum: 10 phr; TiO2 Kronos 2220: 10
phr). The PVC-Elvaloy 742 ® sheet is 10 cm longer (5
cm at each end) and is wider than the Uni-solar modules.
At the side of the mechanical fasteners, the PVGElvaloy
742 ® sheet is 20 cm wider, and 15 cm at the other side.
Electrical connections are done as known per se.
[0088] In field testing (Spain - Sevilla): The modules 2
are installed in accordance with DE 29824045 U1, with
mechanical fasteners (see embodiment 1.1: installation
similar as the installation of the 1,2 mm Alkorplan F®
35176 waterproofing membrane on Rockwool Taurox in-
sulation board). The photovoltaic membranes (modules
2) are first stored one night on the field (minimum tem-
perature = near 0°C). The photovoltaic roofing mem-
branes are then mechanically fastened under windy con-
ditions at one side of the photovoltaic membrane.and
then welded together at their overlaps. It appears very
difficult to install the membranes without formation of
creases.
[0089] Compared to the modules 1, mounted accord-
ing to embodiment 1.1, the maximum achieved temper-

ature inside the Uni-Solar module is now above 85°C.
The modules show internal tension (differential dilatation
between waterproofing membrane and metallic sub-
strate of the cells).
[0090] For many types of construction, condensation
will occur under the waterproofing membrane and water
vapor will migrate through the waterproofing sheet to af-
fect the PV modules (damages under the metallic cell
substrate). To assess the effect of humidity on the Uni-
soiar PV modules, the rear face of the PV membrane is
submitted to water at 80°C during 6 weeks. Internal dela-
mination occurs within the Uni-Solar module, due to wa-
ter vapor migration, which is blocked by the metal foil. It
is estimated that a dark waterproofing membrane, in-
stalled during a time span of 20 years on insulation
boards, will be submitted to a thermal stress equivalent
to 10 months at 80°C. In case of humid conditions, a
resistance of 6 weeks water at 80°C seems not enough.

Comparison 1.3:

[0091] The modules 1 without metallic substrate are
directly laminated on top of a polyester reinforced TPO
membrane (VLDPE based) containing classical mineral
flame retardants (30% Al(OH3)) and installed on mineral
wool insulation boards like in comparison 1.2.
[0092] This roof structure fails in the external perform-
ance fire test ENV 1187/1 (15° and 45°).
[0093] In the wind up-lift resistance test according to
ETAg 006, the "photovoltaic membrane" (installed width
of the membrane = 1,5 m) is visually deformed at 3000
Pa with risk of damage to the cells.

Embodiment 2: Benefit for Uni-Solar PVL 136 modules

[0094] Two peel and stick Uni-Solar PVL 136 modules
are laminated on a 1 mm AluZink ® metal sheet PVDF
pre-painted with pressing rolls and installed on profiles.
No water from under the modules migrates towards the
modules to affect them (hydrolysis reaction). Module
temperature is reduced by at least 5°C compared to the
situation of comparative embodiment 1.2.
[0095] Further, it is well known that a higher tempera-
ture during exposition to weathering negatively affects
the durability. Therefore, it is expected that the durability
of a photovoltaic module (photovoltaic membrane) direct-
ly installed onto an insulation panel will be lower than of
a photovoltaic module glued on a ventilated metallic
sheet as in this invention. The literature demonstrates
surprisingly high influence. In outdoor durability of PVC-
Plastisols - Journal of Coatings Technology Vol 61, N°
779, December 1989, G. Inge Bäck reports a 60 % in-
crease of durability of uninsulated panels compared to
insulated panels. The UV-aging durability limiting factor
of the Uni-Solar PVL 136 modules (like for the modules
1.1 and 1.2) is that the EVA upper adhesive (layer b) gets
brown during aging and looses transparency. At the end,
the ETFE will delaminate from the degraded EVA layer
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leading to total module failure. As the mechanism of deg-
radation of PVC (formation of conjugated double bonds)
and of EVA are relatively close, it should be reasonably
expected that the lower temperature of modules
achieved thanks to this invention means at least a 20 %
higher durability. WO 99/27588 describes the impact of
aging temperature on the browning of EVA films. While
the evolution of color of the EVA films is hardly or not
observed at 44 °C, it is very marked at 85°C

Embodiment 3: Benefit of the invention for modules 
mounted on frames

[0096] A Trina Solar Module 170 is mounted like shown
on figure 1b (tilt angle = 30°): A 1,2 mm thick, 1,6 m width
Alkorplan F® 35176 waterproofing membrane (10) is first
mechanically fastened (611) and welded in overlap as
well known in the art, on a steeldeck "106/250/3" (0,75
mm thick and 106 mm high) with Etanco EHB DF fasten-
ers (diameter = 0,48 mm - 120 mm long ) and Etanco 40
* 82 mm2" plates. The 100 mm thick Rockwool Taurox
insulation panels are fastened with the same fasteners.
Three soft profiles 4 (see figure 2c) with inserts 23 (2 mm
thick aluminium rectangle inserts - 2 cm width * 2,4 cm
height) are then welded in parallel on the waterproofing
membrane 10 along the seams between the waterproof-
ing membrane rolls (distance between parallel soft pro-
files 4 = 1,5 m).
[0097] Two 2 mm thick 3,5 m long Aluminium (AW
6060) U profiles 2bis (base = 9 cm; height = 4 cm) are
then attached with screws perpendicular to the 3 profiles
4 and inserts 23. The distance between the U profiles is
the length of the PV module to be installed. Two triangle
aluminium elements obtained by sawing, folding and
welding a similar U profile as 2bis (difference = narrower
base of +/- 8.5 cm instead of 9 cm) are then centered
and screwed onto the 2 profiles 2 bis (see figure 1b). The
Trina Solar module 170 is mounted and secured on the
triangle (tilt angle = 30°) with classical fasteners for
mounting PV modules.
[0098] The construction is submitted, in a subsonic
wind tunnel, to a wind of 200 km/hour during 30 minutes
(wind from behind the module). No damage is observed.
The limitating factor was the deformation of the PV mod-
ule itself. The system can cope with dilatation and con-
traction cycli of the U profiles.

Claims

1. Method to attach photovoltaic modules (1) with a rig-
id sheet (2) to a waterproofing membrane (10) com-
prising the steps of:

- providing profiles (4) comprising a soft side (21)
which is attachable to the waterproofing mem-
brane (10) and a rigid insert (23),
- fixing the profiles (4) on the roof structure along

or in parallel with the seams between rolls of the
waterproofing membrane (10)
- attaching the modules (1) with the rigid sheet
(2) to the profiles (4).

2. Method according to claim 1, wherein the soft side
(21) is welded to the waterproofing membrane (10)
and the rigid sheet (2) is mechanically attached to
the insert (23) with screws, nails, bolts or other fixing
means.

3. Use of profiles for attaching a waterproofing mem-
brane (10) to a roof or for sealing rows of mechanical
fasteners (611) or bars (621) attaching a waterproof-
ing membrane (10) to a roof, wherein the profiles
comprise a soft side which is attachable to the wa-
terproofing membrane (10) and a rigid insert (23) for
attaching rigid plates, especially light weight photo-
voltaic modules, thereto, wherein the material for the
soft side of the profile is chosen from the group com-
prising soft (modified) polyolefins - especially poly-
ethylene, chlorinated polyethylene, polypropylene -,
ethylene propylene rubber, copolymers of ethylene
and vinyl acetate and their mixtures, EPDM (ethyl-
ene propylene diene monomer), thermoplastic vul-
canisates, polyisobutylene, ethylene copolymer bi-
tumen, plasticized PVC, bitumen, and blends of two
or more of these.

4. Use according to claim 3, wherein the profile (4) is
attached to the membrane (10) by by welding.

5. Use according to claim 3 or 4 wherein the plates (1)
are attached with mechanical fixing means, prefer-
ably clips or screws, most preferred self drilling
screws, to the profile (4).

6. Use according to claim 3, 4, or 5 wherein the profiles
comprise polymeric profiles (4) with rigid insert (23)
for attaching to the waterproofing sheet (10) and sec-
ondary profiles (2bis) fixed under an angle to the
polymeric profiles (4) for attaching the plates (1).

7. Use according to anyone of claims 3 to 6 wherein
the rigid insert (23) has smaller dimensions in width
and height than the internal space of the profile (4)
allowing dilatation and contraction freedom of move-
ment of the insert (23) within the profile (4).

8. Use according to anyone of claims 3 to 7 wherein
the profile (4) has flaps (30) for attaching and/or seal-
ing to the waterproofing membrane (10).

9. Use according to anyone of claims 3 to 8 wherein
the profile (4) has a non-uniform height along its
length with the upper part being periodically omitted.

10. Use according claim 3 wherein the profiles (4) are
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mechanically fixed to the roof structure thereby at-
taching the waterproofing membrane (10) and the
profiles (4) are waterproof and sealed to the mem-
brane (10).

Patentansprüche

1. Verfahren zum Befestigen von Photovoltaikmodulen
(1) mit einer starren Tafel (2) an einer wasserabdich-
tenden Membran (10), umfassend die Schritte:

- Bereitstellen von Profilen (4), die eine weiche
Seite (21), die an der wasserabdichtenden
Membran (10) befestigt werden kann, und einen
starren Einsatz (23) aufweisen,
- Fixieren der Profile (4) an der Dachkonstruktion
entlang oder parallel zu den Nähten zwischen
Rollen der wasserabdichtenden Membran (10)
- Befestigen der Module (1) mit der starren Tafel
(2) an den Profilen (4).

2. Verfahren gemäß Anspruch 1, wobei die weiche Sei-
te (21) an die wasserabdichtende Membran (10) ge-
schweißt wird und die starre Tafel (2) mit Schrauben,
Nägeln, Bolzen oder anderen Fixierungsmitteln me-
chanisch an dem Einsatz (23) befestigt wird.

3. Verwendung von Profilen zum Befestigen einer was-
serabdichtenden Membran (10) an einem Dach oder
zum Versiegeln von Reihen von mechanischen Be-
festigungsmitteln (611) oder Stangen (621), die eine
wasserabdichtende Membran (10) an einem Dach
befestigen, wobei die Profile (4) eine weiche Seite,
die an der wasserabdichtenden Membran (10) be-
festigt werden kann, und einen starren Einsatz (23)
zum Befestigen von starren Platten, insbesondere
leichten Photovoltaikmodulen, daran aufweisen, wo-
bei das Material für die weiche Seite des Profils aus
der Gruppe ausgewählt ist, die umfasst: weiche (mo-
difizierte) Polyolefine - insbesondere Polyethylen,
chloriertes Polyethylen, Polypropylen -, Ethylen-
Propylen-Kautschuk, Copolymere aus Ethylen und
Vinylacetat und deren Mischungen, EPDM (Ethylen-
Propylen-Dien-Monomer), thermoplastische Vulka-
nisate, Polyisobutylen, Ethylen-Copolymer-Bitu-
men, weichgemachtes PVC, Bitumen und Mischun-
gen von zweien oder mehreren davon.

4. Verwendung gemäß Anspruch 3, wobei das Profil
(4) durch Schweißen an der Membran (10) befestigt
wird.

5. Verwendung gemäß Anspruch 3 der 4, wobei die
Platten (1) mit mechanischen Befestigungsmitteln,
vorzugsweise Klemmen oder Schrauben, beson-
ders bevorzugt mit selbstschneidenden Schrauben,
an dem Profil (4) befestigt werden.

6. Verwendung gemäß Anspruch 3, 4 oder 5, wobei die
Profile polymerische Profile (4) mit starrem Einsatz
(23) zur Befestigung an der wasserabdichtenden La-
ge (10) und sekundäre Profile (2bis) umfassen, die
unter einem Winkel an den polymerischen Profilen
(4) fixiert sind, um die Platten (1) zu befestigen.

7. Verwendung gemäß irgendeinem der Ansprüche 3
bis 6, wobei der starre Einsatz (23) kleinere Breiten-
und Höhenabmessungen aufweist als der Innen-
raum des Profils (4), was dem Einsatz (23) innerhalb
des Profils (4) Bewegungsfreiheit zum Ausdehnen
und Zusammenziehen lässt.

8. Verwendung gemäß irgendeinem der Ansprüche 3
bis 7, wobei das Profil (4) Laschen (30) zum Befes-
tigen an und/oder Versiegeln mit der wasserabdich-
tenden Membran (10) aufweist.

9. Verwendung gemäß irgendeinem der Ansprüche 3
bis 8, wobei das Profil (4) entlang seiner Länge eine
ungleichmäßige Höhe aufweist, wobei der obere Teil
in regelmäßigen Abständen weggelassen ist.

10. Verwendung gemäß Anspruch 3, wobei die Profile
(4) mechanisch an der Dachkonstruktion befestigt
werden, wodurch die wasserabdichtende Membran
(10) befestigt wird und die Profile (4) wasserdicht
und mit der Membran (10) versiegelt sind.

Revendications

1. Procédé destiné à attacher des modules photovol-
taïques (1) avec une feuille rigide (2) à une mem-
brane imperméabilisante (10), comprenant les éta-
pes de:

- fournir des profils (4) comprenant une face sou-
ple (21) qui peut être attachée à la membrane
imperméabilisante (10) et une pièce d’insertion
rigide (23),
- fixer les profils (4) à la structure de toit le long
ou en parallèle aux joints entre des rouleaux de
la membrane imperméabilisante (10),
- attacher les modules (1) avec la feuille rigide
(2) aux profils (4).

2. Procédé selon la revendication 1, dans lequel la face
souple (21) est soudée à la membrane imperméa-
bilisante (10) et la feuille rigide (2) est attachée mé-
caniquement à la pièce d’insertion (23) au moyen de
vis, clous, boulons ou autres moyens de fixation.

3. Utilisation de profils pour attacher une membrane
imperméabilisante (10) à un toit ou pour sceller des
rangées de moyens de fixation mécaniques (611)
ou barres (621) attachant une membrane imperméa-
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bilisante (10) à un toit, dans laquelle les profils com-
prennent une face souple qui peut être attachée à
la membrane imperméabilisante (10) et une pièce
d’insertion rigide (23) pour y attacher des plaques
rigides, en particulier des modules photovoltaïques
légers, dans laquelle le matériau pour la face souple
du profil est choisi parmi le groupe comprenant des
polyoléfines (modifiées) souples - en particulier po-
lyéthylène, polyéthylène chloré, polypropylène -,
caoutchouc éthylène-propylène, copolymères
d’éthylène et d’acétate de vinyle et leurs mélanges,
EPDM (éthylène propylène diène monomère), vul-
canisats thermoplastiques, polyisobutylène, copoly-
mère d’éthylène bitume, PVC plastifié, bitume, et des
mélanges de deux ou plus d’entre eux.

4. Utilisation selon la revendication 3, dans laquelle le
profil (4) est attaché à la membrane (10) par souda-
ge.

5. Utilisation selon la revendication 3 ou 4, dans laquel-
le les plaques (1) sont attachées avec des moyens
de fixation mécanique, de préférence des clips ou
des vis, plus préférablement des vis auto-perceuses,
au profil (4).

6. Utilisation selon la revendication 3, 4 ou 5, dans la-
quelle les profils comprennent des profils en poly-
mères (4) avec une pièce d’insertion rigide (23) pour
attacher à la feuille imperméabilisante (10) et des
profils secondaires (2bis) fixés sous un angle par
rapport aux profils en polymères (4) pour attacher
des plaques (1).

7. Utilisation selon l’une quelconque des revendica-
tions 3 à 6, dans laquelle la pièce d’insertion rigide
(23) présente des dimensions en largeur et en hau-
teur inférieures à l’espace intérieur du profil (4), per-
mettant une liberté de mouvements de dilatation et
de contraction de la pièce d’insertion (23) à l’intérieur
du profil (4).

8. Utilisation selon l’une quelconque des revendica-
tions 3 à 7, dans laquelle le profil (4) présente des
rabats (30) pour attacher et/ou pour sceller à la mem-
brane imperméabilisante (10).

9. Utilisation selon l’une quelconque des revendica-
tions 3 à 8, dans laquelle le profil (4) présente une
hauteur non uniforme sur toute sa longueur, la partie
supérieure étant périodiquement omise.

10. Utilisation selon la revendication 3, dans laquelle les
profils (4) sont fixés mécaniquement à la structure
de toit, attachant ainsi la membrane imperméabili-
sante (10), et les profils (4) sont imperméables et
scellés à la membrane (10).
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