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To all whom it may concern: 
Be it known that I, JOHN D. MoRAN, a citi 

Zen of the United States, and a resident of 
the city, county, and State of New York, have 
invented certain new and useful Improve 
ments in Air Compressing and Refrigerating. 
Apparatus; and I do hereby declare that the 
following is a full, clear, and exact descrip 
tion of the same, reference being had to the 
accompanying drawing, making a part of this 
specification, which is a vertical transverse 
sectional view of an apparatus made accord 
ing to my invention. 
This invention comprises certain new and 

useful combinations of parts whereby the op 
erations of cooling and compressing air for 
use in ice-making, refrigerating, and for other 
industrial purposes are performed by practi 
cally-automatic mechanisms which are not 
liable to get out of order, are comparatively 
inexpensive and capable of effective use, and 
which do not require the high grade of skilled 
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labor in their use and management which has 
heretofore been required with other appara 
tuses for similar purposes. - 
A is a boiler for containing water and air 

under pressure. This boiler is fired from an 
oil-burner or liquid-fuel furnace B, which is 
supplied with fuel from a tank C, which at 
its upper part connects by a pipe or conduit 
a with the upper part of the boiler A. Ex 
tended from the upper part of the boiler is 
an air-inlet pipe or conduit A. To the in 
ner end of this pipe, within the boiler, is pro 
vided a hollow header b, from which depend 
any desired number of tubes c, which are 
open at their lower ends, so that through 
them communication is established between 
the pipe A and the interior of the boiler. 
At a lower part of the boiler is a water-inlet 
pipe or conduit B. The upper part of the 
interior of the oil-tank C-i. e., the space 
above the liquid fuel therein-receives com 
pressed air or compressed air and steam 
through the pipe a from the upper part of 
the boiler. The superincumbent pressure of 
this air upon the fuel forces the same to the 
burner B in the operation of the apparatus. 
To regulate this pressure, which is prefer 

ably, but not necessarily, about thirty pounds 
per square inch, I provide to the pipe as a 
pressure-regulator C, which when the pres 
sure in the tank exceeds that which is de 
sired operates a valve d to close the pipe d', 
but which operates to open passage through 
said pipe when the pressure is reduced below 
that desired. This regulator C may be sub 
stantially a duplicate of that hereinafter de 
scribed with reference to pipes or conduits S 
and g but as pressure-regulators are well 
known no specific description of any is here 
required. A pressure-regulator D is pro 
vided to the pipe A to operate a valve e' to 
close said pipe when the pressure in the 
boiler exceeds the desired degree and to open 
said pipe when the pressure falls and a fur 
ther supply of air under compression is 
needed in the boiler. A water-regulator E 
is provided to the boiler to actuate a valvef 
in the pipe to admit water to the boiler when 
the water-level in the latter falls below the 
point desired and to close said pipe when for 
the time being the boiler is supplied with wa 
ter to the requisite extent. This water-regul 
lator E may comprise a float gin a vertical 
cylinder h, both ends of which communicate 
with the interior of the boiler, the float being 
connected by suitable means with the valve 
to be operated. As water-regulators of this 
type are well known, further description 
thereof is here unnecessary. The pipe or 
conduit A connects the boiler with the com 
pression - chamber I, herein presently de 
scribed, and the pipe or conduit B connects 
the boiler with the water-pipe H and. pump 
F, hereinafter referred to and described. 
From the upper part of the boiler A ex 

tends the pipe D, whicll connects at its oppo 
site end with the valve-chest of a motor or 
pumping-engine E, the pump of which is 
shown at F. In this pipe D is a valve or 
stop-cock a. The outlet of the pump F con 
nects, by the pipe H, with the compression 
chamber I and is there provided with a spray 
ing-head J. The inlet or supply pipe b of 
this pump is arranged in suitable relation 
with any appropriate source of water-supply. 
In the bottom of the compression-chamber I 

So 
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a float 
tappet d on the rod and in its farther up 
ward movement carries the rod with it, thereby 

2 . . . ' 648,422 

is a water-outlet pipe K, in which is a valve as shown in the drawing, comprises a sys 
tem of tubese, with headersf, which form. or stop-cock c. The hand-wheel a' of this 

latter is connected with the corresponding 
hand-wheel g' of the valve a of the pipe D by 
a band d, so that the two valves may operate 
simultaneously and in unison. Placed adja 
cent to the chamber I is a cylindere, the 
lower end of which connects by a pipe c with. 
the water-outlet pipe le. Placed in this cyl 
inder and capable of a vertical movement 
therein is a rod f. The upper end of this rod 
projects beyond the cylinder and is provided : 
with an arm d", the outer end of which con 
nects with the band d, so that the vertical 
movement of the rod actuates the two valves 
c and a. Working freely upon the rod f is 

g, which in rising is carried against a 

actuating the arm d to turn the valves a and 
c to close the pipe D and open the water-out 
let pipe k and conversely when the float, and 
tappet d. By this means the operation of the 
consequently the rod, descends by striking 

motor E, and consequently that of the pump 
F, is stopped simultaneously with the out 
flow of the water from the chamber I only to 
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be set in operation again when the valves are 
returned to their first position by the opera 
tion of the float, so that the operation of the 
chamber I is rendered automatic in further. compressing successive charges of compressed 
air. At the top of the chamber I is a loaded 
check-valve G, which opens outward and which is arranged to yield at a predetermined 
pressure in the said chamber-say at two 
hundred pounds per square inch. From the 
valve-chest of this check-valve extends a pipe 
L to a compressed-air reservoir M. Inter 
posed in the pipe L is a condenser h of any 
approved construction, but preferably com 
posed of a system of tubes continuous with 
the pipe and surrounded by a case or box. 
In this any moisture in the air passed through 

45 the pipeLiscondensed and deposited, thereby 

So 
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drying the air preliminary to its passage into 
the reservoir. The manner in which this con 
denser is kept at a requisite low temperature 
is hereinafter explained. 
At N are two engines. 

the other, and both are coupled to an air 
compressor P to operate in unison in oper 
ating the same. One of these engines--that 
which is shown as connected with the pipe 
S is operated by fluids under pressure from 
the boiler, while the other-that understood 
to be in the drawing secured behind that 
first mentioned-is operated by compressed 

6o air delivered to it from the reservoir through 
the pipe R. The air-compressor thus oper 
ated by the joint action of these two en 
gines is constructed and arranged to receive 
air from a pipe in and to compress the same 
through a pipeg into the chamber I. In this pipe gis interposed a cooling-chest r, which 
may be of any approved structure, but which, 

- In the drawing one 
of these engines is understood to be behind 

multiple passages interposed in and continu 
ous with the pipeg and which are surrounded 
by a casing g', the interior of which, surround 
ing the tubes e, is cooled in a manner here 
inafter-explained. The office of this cooler 
is to absorb heat developed in the air when 
compressed by the compressor P and thus in 
a proportionate degree to lessen the refriger 
ating work in the chamber I, presently to 
be described. One of the cylinders of the 
double engine which actuates the compressor 
Preceives compressed air from the reservoir 
M through a pipe R, so that its engine is ac 
tuated thereby. The other of said cylinders 
receives compressed hot air, with whatever 
steam or vapor under pressure said hot air 
may contain, from the boiler. A through a 
pipe. S, which branches from the pipe D, so 
that the compressor P is worked by the con 
joined action of the two engines, the one en 
gine operated by cold compressed air from the 
reservoir M, the other by hot compressed air, 
&c., from the boiler A. The exhaust of the -engine, operated by the cold compressed air 
from the reservoir, is through a pipe T. 
At R' is a vertical cylinder through which 

plays a vertically-movable rod i, on which 
within the cylinder is a piston c. Connect 
ing the cooler r, or in lieu thereof the pipe 
q, direct with the cylinder R', below the pis 
ton c therein, is a pipeg. The rod t is 
loaded, as at r, to the. determinate degree 
proportioned to the pressure desired within 
the chamber I-say to two hundred pounds. 
It is provided with a rack h, which gears 
with a pinion i, the shaft of which is so con 
nected with two valves, one, a, in the pipe 
S, and the other, b, in the pipe R, that the 
vertical movement of the rod simultaneously 
operates the said valves to open or close pas 
sage through said pipes. The rodt is further 
provided with tappets a, which are so con 
nected with the valve-stem of a valve u in 
the pipe D between the valve a and the con 
nection of the pipe with the boiler that the 
vertical movement of the rod actuates said 
valve to open and close passage through the 
pipe D. s 
V is a refrigerating-room into which is con 

ducted from the pipe T the cold exhaust-air 
from that one of the engines N which is op 
erated by compressed air from the reservoir, 
as hereinbefore explained. With the inte 
rior of the refrigerating-room also communi 
cates the pipe n, said pipe constituting the 
inlet or low supply pipe to said compressor. 

It will be observed that air drawn from the 
refrigerating-room through the pipe in, being 
compressed through the pipeg into the wa 
ter-compressing chamber I and there com 
pressed to a degree which enables it to over 
come the loaded check-valve G, passes thence 
under pressure to the reservoir M, from which 
it again emerges through the pipe R for re 
use in the operation of the air-operated en 
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ties to the troughs through suitable distribut 
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gine and for refrigerating purposes in the re 
frigerating - chamber. The air being thus 
used over and over again and being itself re 
refrigerated by the abstraction of heat there 
from consequent upon the work done by it 
in the operation of the air-operated engine 
combined with the compressor P and by what 
ever abstraction of heat may occur from other 
causes in the operation, as described, of the 
apparatus. 
A is a steam or other suitable pump, the 

inlet to which is the pipe T, while its outlet 
or exhaust is the pipe B", the opposite end of 
which is provided with a perforated air-dis 
tributing pipe or pipes C. When it is de 
sired to manufacture ice in the refrigerating 
room, troughs. E' are provided in such rela 
tion with the distributing pipe or pipes C" 
that Water contained therein may be subject 
ed to the direct action of the refrigerated air. 
Another pump D' (which may be actuated by 
the same motive power as the pump A') is ar 
Iranged to supply water in regulated quanti 

ing-pipes F, fitted with spraying devices a. 
Water may in the first instance be directed 
from a tank. G' and be drawn through suit 
able conduits into a trough J and with which 
the inlet or supply pipe K of the pump D' is 
suitably connected. 

Interposed in the pipe T is a trap K', which 
receives any moisture deposited from the 
cold air in said pipe. From the upper part 
of this trap to the casing of the condenser h. 
extends a pipe or conduit L', by which cold 
air from the trap is passed in proper contact 
With the tubes of the condenser to maintain 
them at the low temperature requisite to the 
condensation of moisture from the air passed 
through the pipe L and the consequent dry 
ing of the same. 
When air from the compressor P has been 

forced into the Water-compression chamber I 
to the desired. degree and pressure, the pump 
F is caused to force water into said chamber 
through the pipe H. This reduces the space 
within the chamber available for containing 
the air within the latter, with the result of 
still further compressing the air and of to 
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some extent cooling the same by reason of 
the absorption of heat rendered sensible by 
reason of the compression of the air. When 
the degree of compression has reached the de 
sired limit, the check-valve Gyields, and the 
compressed and to some extent refrigerated 
air passes to the reservoir M for use iri repeti 
tion, as hereinbefore explained. 

It will be observed that in the operation of 
the apparatus as described the boiler is a u 
tomatically supplied with its proper propor 
tion of air under compression by the same 
means which compress the air into the com 
pression-chamber I; that the supply to the 
reservoir M and to the engine for actuating 
the compressor and to the refrigerating-room 
is also automatic; that the pressure upon the 
liquid fuel in the tank C; requisite to the op 

eration of the burner B in heating the boiler 
is derived from air under compression de 
rived from the boiler and supplied to the 
latter, as just explained; also, that the Water 
supplied to the boiler is derived from the sup 
ply afforded by the pump F when in opera 
tion to supply water to operate as a means 
for compressing air in the chamber I antece 
dent to the passage of the air to the reservoir. 
From the reservoir the air passes to the air 
actuated engine to operate the compressor P. 
This compressor is also actuated by an ein 
gine operated by hot compressed air and 
aqueous elastic fluids from the boiler; also, 
that by means of the header band tubes c, 
connected with the pipe A, the air which 
enters the boiler under compression is caused 
to pass through the water on its way to the 
air-space in the upper part of the boiler and 
is thereby thoroughly saturated with aqueous 
vapor or steam, so that the hot compressed 
air and the steam together form the hotelastic 
fluid which, as hereinbefore explained in the 
working of the compressor P, operates one of 
the engines N, while the other is operated by 
the cold compressed air from the reservoir. 

It will be borne in mind that by the term 
“chamber I for containing air under com 
pression' I intend to include any form or 
structure of such chamber provided either 
immediately or remotely with a valve or 
means for holding the air under compression 
to the degree of pressure required and then 
liberating the same for transit from said 
chamber; also, “pipe’ as used herein is the 
equivalent of the words “conduit or “pas 
Sage,’ as affording conduct or passage to the 
fluids designed to pass therethrough. 
What I claim as my invention is 
1. In an apparatus of the class mentioned 

the combination of the following elements, 
viz: a chamber for containing air under com 
pression, a compressor for forcing air under 
compression into said chamber, means for 
forcing water into said chamber to further 
compress the air therein, an engine for oper 
ating said compressor, a reservoir for holding 
air under compression, a conduit for conduct 
ing air under compression from said chan 
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ber to said reservoir, a conduit for supplying 
air under compression from said reservoir to 
said engine to operate the same, and a mo 
tive power provided to operate conjointly with 
the said engine in operating the compressor, 
substantially as and for the purpose herein 
set forth. 

2. In an apparatus of the class mentioned 
the combination of the following elements, viz: 
a chamber for containing air under compres 
sion, a compressor for forcing air under com 
pression into said chamber, means for forcing 
water into said chamber to further compress 
the air therein, an engine for operating Said 
compressor, a reservoir for holding air under 
compression, a conduit for conducting air un 
der compression from said chamber to said 
reservoir, a conduit for supplying air under 
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compression from said reservoir to said en 
gine to operate the same, a refrigerating-room, 

pression-chamber constructed and arranged 
to receive air under compression from said 
compressor, a pump for forcing water into 
said chamber to further compress the air 

therein, a motor for actuating said pump, a 
boiler for supplying elastic fluids to actuate 

supplying heated compressed air and steam 
to operate said motor, a conduit for supply 
ing air under compression from the chamber, 
I, to said boiler, a regulator for controlling 

a conduit for conducting the cold exhaust-air said motor, means for automatically supply- 76 
from said engine to said room, a conduit for ing air under compression from said chamber . 

5 conducting the air from said room to the in- to said boiler, a valve provided to said cham 
- let of the compressor, and a motive power pro- ber and prearranged to yield when the pres 
vided to operate conjointly with the said en- sure in said chamber has reached a limit, and 
gine in operating the compressor, substan- a conduit for conducting the air, thus com- 75 
tially as herein set forth. . . . . . . . pressed, back to the reservoir for repeated use, 

Io 3. In an apparatus of the class mentioned substantially as herein set forth. 
...the combination of the followingelements, viz: 6. In an apparatus of the class mentioned 

a reservoir for compressed air, an engine con- the combination of the following elements, 
structed and arranged for operation by com- viz: a reservoir for compressed air, an engine 8o 
pressed air from said reservoir, an air-com- constructed and arranged for operation by 

I5 pressor arranged to be operated by said en- compressed air from said reservoir, a boiler 
gine, a refrigerating-room, a conduit for con- for generating elastic fluids from water and 
ducting the exhaust from said engine to said air under pressure, an engine constructed and 
room, a conduit for conducting the air from arranged for operation by said fluids from 85 
said room to the said compressor, a compres- said boiler, an air-compressor constructed 

20 sion-chamber constructed and arranged to re- and arranged for operation by the conjoint 
ceive air under compression from said com-action of the two engines, a refrigerating 
pressor, a pump for forcing water into said room, a conduit for conducting the cold ex 

: chamber to further compress the air therein, haust from the compressed-air engine to said 9o 
a valve prearranged to yield when the pres-room, a conduit for conducting the air from 

25 sure in said chamber has reached a limit, a said room to said compressor, a compression 
conduit for conducting the air, thus com chamber-constructed and arranged to receive 
pressed, back to the reservoir for repeated use air under compression from said compressor, 
and a motive power to coöperate with said en- a pump for forcing water into said chamber 95 
gine in operating the compressor, substan-to further compress the air therein, means for 

3o tially as herein set forth. . ... . . . . . automatically supplying to the boiler water 
4. In an apparatus of the class mentioned from said pump and means for automatically 

the combination of the followingelements, viz: supplying to the boiler air under compression 
a reservoir for compressed air, an engine con- from said chamber, a valve provided to said Ioo 
structed and arranged for operation by com- chamber and prearranged to yield when the 

35 pressed air from said reservoir, an air-eona- pressure in said chamber has reached a limit, 
pressor arranged to be operated by said en- and a pipe for conducting the compressed air 
gine, a refrigerating-room, a conduit for con- from the said chamber back to the reservoir 
ducting the exhaust from said engine to said for repeated use, substantially as herein set Io5 
room, a conduit for conducting the air from forth. . . . 

4o said room to the said compressor, a compres- 7. In an apparatus of the class mentioned 
sion-chamber constructed and arranged to re- the combination of the following elements, 
ceive air under compression from said com- viz: a refrigerating-room for receiving cooled 
pressor, a pump for forcing water into said air, a chamber, I, for containing air under IIo 
chamber to further compress the air therein, compression, a pump for forcing water to said 

45 a motor for actuating said pump, a boiler for chamber to compress and cool the air therein, 
supplying elastic fluids to actuate said motor, a motor for operating said pump, a boiler for 
means for automatically supplying water from supplying an elastic fluid or fluids under pres 
said pump to said boiler, a valve provided to sure to operate said motor, a conduit for in- II5 

I said chamber and prearranged to yield when jecting water into said boiler by the operation 
5o the pressure in said chamber has reached a of the pump aforesaid, a regulator for con 

limit, and a conduit for conducting the air, trolling such injection of water and means for 
thus compressed, back to the reservoir for re-circulating the air from the water-compress 
peated use, substantially as herein set forth. ing chamber, I, through an expansion-engine I2O 

5. In an apparatus of the class mentioned the refrigerating-chamber and returning it 
55 the combination of the following elements, to the said chamber, substantially as and for 

viz: a reservoir for compressed air, an engine the purpose herein set forth. . . . . 
constructed and arranged for operation by 8. In an apparatus of the class mentioned 
compressed air from said reservoir, an air- the combination of the following elements, I25 
compressor arranged to be operated by said viz: a refrigerating-room for receiving cooled 

6o engine, a refrigerating-room, a conduit for air, a chamber, I, for containing air under 
conducting the exhaust from said engine to compression, a pump for forcing water into 
said room, a conduit for conducting the air said chamber to compress the air therein, a 
from said room to the said compressor, a com- motor for operating said pump, a boiler for I3o 
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Said injection of compressed air and means 
for circulating compressed and refrigerated 
air from Said chamber to and through an ex 
pansion-engine the refrigerating-room and 
back to the chamber, substantially as herein 
set forth. 

9. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a refrigerating-room for receiving cooled 
air, a chamber, I, for containing air under 
Compression, a pump for forcing water into 
Said chamber to compress the air therein, a 
motor for operating said pump, a boiler for 
Supplying mingled steam and heated com 
pressed air to operate said motor, a conduit 
for injecting water into said boiler from said 
pump, a regulator for automatically control 
ling said injection of water, a conduit for sup 
plying air under pressure to said boiler from 
the chamber, I, a regulator for automatically 
controlling said supply of compressed air, 
and means for circulating compressed and 
cooled air from said chamber to and through 
an expansion-engine the refrigerating-room, 
Substantially as herein set forth. 

10. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a refrigerating-room for receiving cooled 
air, a chamber, I, for containing air under 
compression, a pump for forcing water into 
Said chamber to compress the air therein, a 
motor for operating said pump, a boiler for 
Supplying mingled steam and heated com 
pressed air to operate said motor, a conduit 
for injecting water into said boiler from said 
pump, a regulator for automatically control 
ling said injection of water, a conduit for sup 
plying air under pressure to said boiler from 
the chamber, I, a regulator for automatically 
controlling and regulating said supply of com 
pressed air, means for transmitting air cooled 
and compressed from said chamber through 
an expansion - engine to the refrigerating 
room, an apparatus placed in said room to dis 
tribute the air therein, a pump for passing 
the air through said apparatus, and means 
for reconducting the distributed air from the 
refrigerating-room to the chamber, I, sub 
stantially as herein set forth. 

11. In an apparatus of the class mentioned 
the combination of the following elements, to 
Wit: a refrigerating-room for receiving cooled 
air, a chamber, I, for containing air under 
compression, a pump for forcing water into 
said chamber to compress the air therein, a 
motor for operating said pump, a boiler for 
supplying steam and heated compressed air 
to operate said motor, a conduit for injecting 
water into said boiler from said pump, a regu 
lator for automatically controlling and regu 
lating said injection of water, a conduit for 
Supplying air under pressure to said boiler 
from the chamber, I, a regulator for auto 
matically controlling and regulating said sup 
ply of compressed air, a reservoir for receiv 
ing compressed air from the chamber, I, an 
air-compressor for forcing air under compres 

sion into said chamber, duplicate pumps for 
operating said compressor, a conduit for con 
ducting steam and hot air from the boiler to 
operate one of said engines, a conduit for 
conducting compressed air from the reservoir 
to operate the other of said engines, a conduit 
for conducting the exhaust-air of the last 
mentioned engine to the refrigerating-room 
and a conduit for conducting the air from the 
refrigerating-room to the inlet of the coln 
pressor which is operated by the two engines, 
substantially as and for the purpose herein 
set forth. 

12. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
compression, an outlet-pipe, K, provided to 
said chamber, a valve or cock, c, provided to 
said pipe, a cylinder, e, communicating at the 
bottom with the chamber, a float, g, arranged 
for operation by the water in said cylinder, 
means for operating the valve, c, from the 
movement of the float, a pump for forcing 
water into the chamber to compress the air 
therein, a motor for operating said pump, a 
boiler for supplying steam and hot compressed 
air to operate said motor, a valve, Cl, for open 
ing and closing communication between said 
boiler and said engine, a conduit for injecting 
water into said boiler from said pump, a regul 
lator for controlling and regulating said in 
jection of water, a conduit for supplying air 
under pressure to said boiler from the cham 
ber, I, a regulator for automatically control 
ling and regulating said supply of compressed 
air and means for actuating the valve, Cl, 
from the float, g, in union with the valve, c, 
in the water-outlet of the chamber, I, Sub 
stantially as and for the purpose herein set 
forth. 

13. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
compression, a pump for forcing water into 
said chamber to compress air therein, a mo 
tor for operating said pump, a boiler for sup 
plying an elastic fluid or fluids under pres 
sure to operate said motor, a conduit for in 
jecting water into the boiler from said pump, 
a liquid-fuel burner for heating said boiler, 
a tank for supplying liquid fuel to saidburner, 
and a conduit for conducting an elastic fluid 
under pressure into said tank to force fuel 
therefrom to the burner, substantially as and 
for the purpose herein set forth. 

14. In a refrigerating apparatus the combi 
nation of the following elements, viz: a cham 
ber, I, for containing air under compression, 
a pump for forcing water into said chamber 
to compress the air therein, a motor for oper 
ating said pump, a boiler for Supplying an 
elastic fluid or fluids to operate said motor, a 
conduit for conducting air under compression 
to said boiler from said chamber, a liquid 
fuel burner for heating said boiler, a tankfor 
supplying liquid fuel to said burner, and a 
conduit for conducting an elastic fluid under 
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pressure to the tank above the fuel therein 
to force the fuel to the burner, substantially 
as and for the purpose herein set forth. 

15. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
compression, a pump for forcing air into said 
chamber to compress air therein, a motor for 
operating said pump, a boiler for supplying 
an elastic fluid or fluids under pressure to op 
erate said motor, a conduit for conducting air 
under pressure to said boiler from said cham 
ber, a liquid-fuel burner, for heating said 
boiler, a conduit for conducting an elastic 
fluid or fluids from the boiler to the tank 
above the fuel in the latter to force by pres 
sure the fuel to the burner, and a regulator 
for controlling said pressure in the tank, re 
gardless of a greater pressure in the boiler, 
substantially as and for the purpose herein 
set forth. 

16. In an apparatus of the class mentioned, 
the combination of the following elements, 
viz: a chamber, I, for containing air under 

25 
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compression, a pump for forcing air into said 
chamber to compress air therein, a motor for 
operating said pump, a boiler for operating 
said motor, a conduit for injecting water into 
said boiler from said chamber, and a regula 
tor for controlling the height of water in the 
boiler regardless of the greater height of wa 

35 

ter in the chamber, substantially as herein 
set forth. 

17. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
compression and having an outlet-pipe and 
valve at its lower part, a pump for forcing 
Waterinto said chamber to compress air there 
in, a motor for operating said pump, a boiler 
for supplying an elastic fluid or fluids under 
pressure to operate said motor, a valve or cock 

45 
interposed between the boiler and the motor, a 
conduitforinjecting water from the pumpinto 
the boiler a conduit for supplying air under 
compression to the boiler from the chamber, 
and means for simultaneously operating the 
two valves aforesaid to open the water-outlet 

5o 
stantially as herein set forth. 
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I from the chamber and shut of the supply of 
elastic fluid from the boiler to the pump, sub 

18. In an apparatus of the class mentioned 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
compression and having an outlet pipe and 

: valve at its lower part, a pump for forcing 
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waterinto said chamber to compress air there 
in, a motor for operating said pump, a boiler. 
for supplying an elastic fluid or fluids under 
pressure to operate said motor, a valve or cock 
interposed between the boiler and the motor, 
a cylinder, g, which communicates at its lower 
portion with the corresponding part of the 
chamber, a float placed in said cylinder, a 
vertically-movable rod placed in said cylin 
der and arranged to be operated by the ascen 
sive movement of the float, a band arranged valve in unison with that in the conduit which 

to simultaneously operate the outlet-valve of 
the chamber and the valve interposed be 
tween the motor and the pump, and means 
for transmitting motion from the float-actu 
ated rod, a conduit for injecting water from 
the pump into the cylinder and a conduit for 
supplying air under compression from the 
chamber to the boiler, substantially as herein 
set forth. . . . . 

19. In an apparatus of the class mentioned 
the combination of the following elements, to 
wit: a chamber I, for containing air under 
compression, an air-compressor for forcing air 
under compression into said chamber, an en 
gine for operating said compressor, a source 
of supply of water under pressure to said 

: chamber, a reservoir for supplying air under 
compression to operate said engine, a conduit 
for supplying air under compression to said 
reservoir, a condenser interposed in said con 
duit to eliminate moisture from the com 
pressed air during its passage to the reser 
voir, a second engine coupled to the said com 
pressor, a boiler for supplying an elastic fluid 
or fluids to saidsecond engine, valves arranged 
to control the inlet-pipes of both engines, a 
regulator for controlling said valves to oper 
ate the same in unison, a conduit from the 
compressor to said regulator to actuate the 
latter, a room for containing the articles, ma 
iterial, or substance to be frozen or refriger 
ated, a conduit for conducting the cold ex 
haust-air from the compressed-air engine to 
said room, and means for returning the air 
from said room to the compressor, substan 
tially as herein set forth. . . . 

20. In an apparatus of the class mentioned, 
the combination of the following elements, 
viz: a chamber, I, for containing air under 
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compression, and having an outlet pipe, and 
valve at its lower part, a pump for forcing 
waterinto said chamber to compress air there 
in, a motor for Operating said pump, a boiler 
for supplying steam and hot air under pres 
sure to operate said motor, a conduit for con 
necting said boiler and chamber, a valve 
placed in said conduit to control passage there 
through, a conduit for supplying water from 
the pump to the boiler, a regulator for con 
trolling the height of water in the boiler-re 
gardless of a greater height of water in the 
chamber, a conduit for supplying air under 
compression to the boiler from the chamber, 
a regulator for controlling the pressure of 
such air within the boiler regardless of a 
greater pressure in the chamber, a liquid-fuel 
burner for heating the boiler, a tank for sup 
plying such fuel to said burner, a conduit for 
conducting fluids under pressure from the 
boiler to said tank above the contents thereof 
to force the latter to the burner, a regulator 
for controlling the pressure of such fluid 
within said tank regardless of a higher pres 
sure of the fluids within the boiler, an outlet 
pipe and Valve at the lower part of the cham 
ber, means for automatically operating said 

. 
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connects the boiler with the pump, When the 
water in the chamber has reached the maxi 
mum height therein, a reservoir for holding 
air under compression, a conduit for conduct 
ing air under compression from the chamber 
to said reservoir, an engine constructed and 
arranged for operation by compressed air 
from said reservoir, a conduit connecting the 
reservoir with said engine, a Valve placed in 
the said pipe to control passage therethrough, 
an air-compressor constructed and arranged 
for operation by said engine, a conduit con 
necting the compressor with the chamber, a 
refrigerating-room, a conduit connecting the 
exhaust of the compressed-air engine with 
said room, a conduit connecting said room 
with the compressor, a second engine coupled 
to the compressor to assist in the operation 

thereof, a conduit connecting with the boiler 
to supply steam and heated compressed air 
to said second engine to operate the same, a 
valve placed in the said conduit, a regulator 
arranged to actuate the said valve and that 
in the inlet-conduit of the compressed-air en 
gine to simultaneously operate the same, and 
a conduit from the compressor to the regul 
lator to actuate the latter to control passage 
of fluids to operate the two engines by means 
of air compressed by the compressor, the 
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whole organized and arranged for joint use 3o 
and operation, substantially as herein set 
forth. - 

JOHN D. MORAN. 
Witnesses: - 

A. J. H. FLETCHER, 
J. A. WHITNEY. 

  


