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UNITED STATES PATENT OFFICE. 

HARRY PEAKE McDONALD, OF LOUISVILLE, KENTUCKY. 

VVAREHOUSE. 

3:CFICATION forming part of Letters Patent No. 372,549, dated Novembel, 1887. 
Application filed January 18, 1887. Serial No. 224,728. (No model.) 

o avv/voni, i 7nvC/ coce77. 
Beit known that I, HARRYPEAKEMCDON 

ALD, a citizen of the United States, residing at 
Louisville, in the county of Jefferson and State 
of Kentucky, have invented certain new and 
useful Improvements in Warehouses, of which 
the followingis a full, clear, and exact descrip 
tion, reference being had to the accompanying 
drawings, forming part of this specification. 
My invention relates to improvements in 

warehouses in which the construction and ap 
pliances used in connection therewith are such 
that the storage and removal of the goods ware 
lhoused are accomplished with a minimum of 
lifting after the goods have been delivered on 
an elevated bridge by vehicles driving up an 
incline or raised by an elevator to the bridge, 
that the space of the warehouse is utilized and 
econonized to the utmost, that fire may be 
prevented or its spread checked by fireproof 
ing devices made possible by the construction, 
that the individual packages of the goods ware 
housed may be stored independently of other 
packages, restindependently, and beindepend 
ently removable, that the location of any in 
dividual package or package - Space may be 
readily determined by the enumeration of the 
compartments and subdivisions springing out 
of the construction, and that the packages 
nnay be locked in their package spaces and in 
the compartmentS. 

Figure 1 is a projection of the Warehouse 
on the horizontal plane vu), Fig. 2. Fig. 2 is 
a projection of the warehouse on the vertical 
plane a c, Fig. 1. 
RRP P of Fig. 3 is a transverse section 

through the incline and two compartments on 
the line y y, Figs. 1 and 2, and P” PS S is a 
projection of part of the interior of the ware 
house on the vertical plane y yº, Figs. 1 and 2. 
The warehouse, as shown in Fig. 1, is di 

vided into compartments, of suitable size, on 
either side of the passage running through its 
length. The spaces AABBare the compart 
mentS. 
A Bare partition walls separating the com 

partments. 
G. Gare walls, which, with doors attached, 

close each compartment at its inner end. 
The spaces A G B Hare storage sections. 

The spaces between the storage-sections are 
passages. 

c care posts or uprights dividing the stor 
age-sections longitudinally into sub-sections. 
TTis a passage running through the length 

of the warehouse and extending, except asin 
tersected by a bridge at E E, Figs. 2 and 3, 
from the floor to the roof of the warehouse. 
The floor of this passage, which is on a level 
with the floor of the passages between the stor 
age-sections, is a roadway leading at either or 
both of its ends out of the warehouse. 
EEEEis a bridge, as viewed from e uc, Fig. 

2, showing spaces between the railing on each 
side of the bridge and the walls G. G. 

o p q r is an incline leading in the direction 
of the arrows from K (an outer door of the 
warehouse) to the bridge. The dotted lines 
eXtended from cc G across the main passage, 
and the dotted lines intersecting these atright 
angles, represent a system of tracks or rail 
ways on which the truck or car H, Figs. 2 and 
3, operates. 

In Fig. 2, TT is the main passage. E E is 
the bridge, carried by the truss m n, so as to 
leave the space below free of posts. 
The dotted line o p q r, accompanied by ar 

rows, indicates the incline and platform lead 
ing from the outer door, IX, to the bridge. 
d d d dare stringers fastened to the posts or 

uprights c cand the walls B Band G. G, Fig. 
l, at suitable distances above one another to 
admit the packages to be stored. The spaces 
between the partition-walls and the stringers 
on each side of the walls are floored or pro 
vided with open grating or frame-work, and 
constitute racks or shelves for the reception 
of the goods to be stored. The floors of the 
racks or shelves are slightly pitched down 
Ward toward the partition-walls. Laddersare 
placed on each of the posts e c, that access 
may be obtained to anytier. At the intersec 
tions of the posts and stringers bars are so 
arranged that they may be slipped across the 
passages between the storage-sections and rest 
supported by the posts and stringers, asshown 
at e e, in Fig. 3. Across the bars and parallel 
With the stringers running boards are laid, so 
asto give a footway to a man desiringto stand 
atanypoint, asshown ati i, in Fig. 3. The run 
ning boards, when not in use, are placed out 
of the way by slipping them into stirrups, 
a, Fig. 3, secured to the posts in such a man 
ner as to permit them to lie along the string 
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ers. The passages between the storage - sec 
tions are free when the bars and running 
boards are not in use. 

b b b is a skylight over the passage between 
5 the storage - sections, similar skylights being 
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placed overeach ofsuch passagesshown atb b b, 
Fig. 3. , º 
I I is a track or railway, located a suitable 

distance above the bridge E E and the racks 
or shelves, carried on the upward prolonga 
tion of the posts cc, and running transversely 
through the warehouse from main wall to main 
wall over the passage between the storage 
sections, as shown further at II, in Fig. 3. 
His a truck or car operating on the track. 

In addition to its propelling-power, this truck 
or car carries a crab, by means of which a 
weight may be lowered or raised. 
R RP P of Fig. 3 is a transverse section 

through the incline and two compartments. 
I Iare the tracks or railways running longi 

tudinally over the passages between the stor 
age-sections. 

i HHare the trucks or cars with crabs op. 
erating on the tracks. Two packages in the 
act of being lowered are shown suspended at 
the ends of the lines reaching from the crabs 
on the trucks. 

e e are the sliding bars at the intersections 
of the posts and stringers, now in place across 
the passages between the storage-sections for 
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i aretherunning boards, which, when not in 
use, rest in the stringers, but which are now 
laid on the bars for use. 

b b b are the skylightsover each passagebe 
tween the storage-sections and over the incline. 
PºP SS of Fig. 3 is a projection of part 

of the interior of the warehouse on the vertical 
plane y', Figs. 1 and 2. M 
KKK K and Kare doors closing the pas 

sages between the storage-sections. The doors 
Kare notched at their lower corners in such 
a way as to obviate interference with the 
tracks or, railways which run through the 
notches, and, being hung in guides or other 
wise connected at the top, they can be raised 
as the trucks or cars pass through, their rais 
ing being aided by weights and pulleys, as 
shown. . W - 

At the right of each door is shown a ladder, 
by which communication between the floor 
and bridge is facilitated and access to the 
doors is given. 
Whether a warehouse of this description is 

built of fire-proof material throughout, par 
tially so, or not at all the construction is such 
as to diminish the chances of fire, or, when 
arising, to check or prevent its spread. This 
is accomplished by the system of Walled and 
closed compartments, each constitutinga sepa 
rating and independent warehouse of itself. 
These compartments are so arranged that 
closed subdivisions may be made in each, as 
by doors at each set of posts oruprights cor 
responding to the doors closing the ends of the 
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running parallel with the stringers and ex 
tending, when closed, across the passages be 
tween the storage-sections, thus further de 
creasing the chances of fire, or, when arising, 
its power to spread, by increasing the number 
of closed sub-compartments. 
The stringers may be fastened to the posts 

- or uprights by a bolted joint or other suitable 
connection. 
- The tracks or railways running from side to 
side of the warehouse over the passages be 
tween the storage-sections may be connected 
with those running with the length of the 
warehouse over the main passage by switches, 
turn-wheels, or other device. By this system 
of railways and means of transfer from track 
to track the trucks or cars may be taken from 
one part of the warehouse to another on the 
plane of the tracks. The tracks are located 
at a sufficient distance above the bridge to en 
able a loaded vehicle on the bridge to drive 
under the tracks. 
The construction of the racks or shelvesis 

such that each package is stored independ 
ently of every other, rests independently of 
every other, and is removable independently 
of every other. By classifying the different 
compartments and the different storage-sec 
tions and sub - sections and numbering the 
package-spaces on the racks or shelves in 
each, any package space or package in any 
part of the warehouse may be located, and a 
register may thus be readily kept of the empty 
and stored spaces. 
The truck or car, which may be of any suit 

able sort, may be propelled by a man on it, 
who may also operate the crab carried on the 
truck or car, orboth may be operated by ma 
chinery or otherwise. 
The incline leading to the bridge, adapted 

to a locality where great economy of space is 
not required, and to a warehouse forgoods the 
character of which renders the use of steann 
undesirable, mayunder suitable circumstances 
be replaced by an elevator. The incline or 
elevator may be duplicated at opposite ends of 
the warelhouse, orelsewhere in the warehouse. 
The sides or railing of the bridge are at a 

requisite distance from the walls closing the 
compartments and bounding longitudinally 
the main passage through the warehouse, to 
leave space enough for packages to be lowered 
from the trucks or cars directly into vehicles 
standing on the edges of the shipment-floor, 
or deposited on the edges of the floor. 
The dispatch of business in an unusually 

large or high warehouse may require addi 
tional bridges at different heights with addi 
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tional tracks or railways and appliances for 
each. By putting the truss m n in the top of 
the warehouse the several bridges couldbe sus 
pended from it, or they may be carried on 
trusses resting on the walls. 

Suitable bracing is introduced, in order to 
stiffen the warehouse throughout. 
. In practice my improvements operate asfol 

compartments, and by doors or sliding shelveslows: A dray loaded, say, with bales of cot 
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floor of the bridge. 

372,549 3 

ton, enters the door K, moves up the incline 
o p q r in the direction of the arrows, andlands 
on the bridge EE, oris lifted to the bridge by 
an elevator. On the bridge, opposite any pas 
sage between the storage-sections, its load may 
be deposited, being prevented from fallingby 
the railing, which is provided with sliding 
gatest t or bars opposite the passages. The 
man on the truck H propels the truck to a 
point over the bale he wishes to take. The 
hooks on the line from the crab are attached 
to the bale. By means of the crab the man 
raises the bale untilit hangs.just clear of the 

Then, by the use of the 
propelling appliance on the truck, he moves 
to any desired point-say to the position un 
der the skylight, (shown in Fig. 2,)-the bale 

i having passed through the opened passage 
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way t t in the railing of the bridge, and now 
hanging in the passage between the storage 
sections. Let it be supposed that the space 
L is to be occupied by this bale. The de 
sired point having been reached, the man on 
the truck, by means of the crab, lowers the 
bale until a man on the running board e e, 
Fig. 3, signals or hails to stop. Then as the 
man above slacks off, the man on the board, 
shoves the bale into its space, the slight pitch 
given to the floor of the rack assisting him to 
do so. When forshipment, sampling, orother 
purpose the bale L isto be rennoved, the truck 
isbrought to the position shown and the line 
lowered, whereupon the man on the running 
board, reaching into the rack, attaches the 
hooks to the bale and signals or hails the man 
above to hoist away. As the strain comes on 
the line, the man on the board is enabled to 
draw the bale from the rack, When it swings 
in the passage. The man above then propels 
the truck to the end of the passage, and there 
lowers the bale to the shipmenti-floor, or upon 
a dray backed to the edge of the roadway to 
receive it, or upon a truck for transportation 
to another part of the warehouse. It will be 
observed that in accomplishing the storage 
and removal of this bale, and what is true of 
the one instance applies generally Without re 
gard to the number orcharacters of the pack 
ages stored, practically the only lifting done 
was done at the outset when the bale was 
hauled up the incline or raised by the elevator 
to the bridge. After the bale reaches the 
bridge, the li?ting consists, first, of the mini 
mum necessary to clear the bale of the floor 
of the bridge, and, second, the minimum nec 
essary to clear the bale of the floor of the rack. 
Otherwise, from the moment the bale is de 
livered by the dray to its final shipment from 
the warehouse, the course of the bale is 
downward from the delivery - bridge to the 
shipment-floor. This feature is a great and 
novel advantage, which my warehouse pos 
sesses over all others with Which I am fanniliar 
or of which I have heard. 
Another great and novel advantage of my 

warehouse consists in the facility with which 

any particular package-space of any particu 
lar tier of racks of any particular storage 
section or sub section of any particular com 
partment may be reached, whether for the 
purpose of storing or removing a package or 
for other purpose, and the readiness with 
which this feature will enable a register to be 
kept, showing the exact whereabouts in the 
warehouse of every package or article stored 
and of every vacant package-space, the exact 
condition of the warehouse as to spaces filled, 
and remaining capacity, cannot fail to make 
this feature a valuable contribution to the 
business of warehousing. 
A still further new, innportanti, and useful 

feature of my warehouse is found in the plan 
of construction by which the utmost economy 
of space consistent with the unimpeded band 
ling of the goods is achieved, in area and from 
floor to roof, by the use of partition-walls hav 
ing storage sections on either side and of the 
passages between the sections, the economy 
being made practical by the devices for reach 
ingall parts of the storage sections, of the de 
liverybridge, system of railways, truck, with 
crab, ladders, bars, and running boards. 
Again, by virtue of the construction of my 

warehouse that part of the business of ware 
housing relating to warehouse-receipts may be 
put on a greatly improved and sounder basis. 
When warehouse-receipts are issued on the 
contents of an entire compartment, the com 
partment may be locked and the key attached 
to the batch of receipts, or deposited with the 
holder of the receipts ora trustee; ora system 
of duplicate keys to be held by the several 
parties to the transaction may be used, one set 
passing, it may be, with assignments of the re 
ceipts. The separate tiers of package-spaces 
nnay also be closed by doors orrods and locked, 
and warehouse-receipts on a small number of 
packages, or on individual packages, may thus 
be protected, keys being used in one of the 
ways pointed out. 
Another striking superiority of my ware 

house consists in the facilities it offers for de 
liveringto a patron of the warehouse, orto the 
patron's consignee, the same goods which the 
patron warehoused, the absence of such facili 
ties in the warehouses now in use rendering 
this practically impossible duringbusy seasons 
in those classes of goods put up in heavy pack 
ages, the general similarity of package to pack 
age in such goods making the deception easyor 
serving as an excuse in the hurry of business. 
The advantages of the construction of my 

warehouse in the prevention and check of fires 
I have aready stated. 
Having fully described my invention, what 

I claim as new, and desire to secure by Let 
ters Patent, is 

1. A Warehouse embracing a main passage 
from Which lead passages into separate com 
partments With storage-sections, an elevated 
delivery-bridge With means-such as an incline 
or elevator-for conveying a vehicle from the 
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ground floor to the bridge, and railways above 
the bridge and passages, substantially as and 
for the purposes described. 

2. A Warehouse embracing an elevated de 
livery-bridge with suitable means-such as an 
incline or elevator-for reaching the bridge 
with vehicles, a shipmenti-floor, and compart 
ments with storage-sections opening on pass 
ages communicating with a main passage in 
which are located the deli very-bridge and 
shipment - floor, substantially as and for the 
purposes described. 

3. A warehouse consisting of independent 
i compartments with walls and doors for closing 
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and locking each to itself, the partition-walls 
separating the compartments forning the 
brace and back of storage sections, each com 
partment having a passagegiving access to tne 
storage-sections, the storage-sections being 
subdivided by intersecting posts and stringers 
into separate tiers of package spaces, substan 
tially as and for the purposes described. 

4. A warehouse consisting of independent 
compartments with walls and doors for closing 
and locking each to itself, the partition walls 
separating the compartments having a pas 
sage giving access to storage-sections, the stor 
age-sections being subdivided by intersecting 
posts and stringers into separate tiers of pack 
age-spaces, each tier of package-spaces being 
provided with suitable means-such as a door 
or rod-for closing and locking the tier to it 
self, substantially as and for the purposes de 
Scribed. 

5. A warehouse consisting of independenti 
compartments with storage-sections and with 
passages giving access to the storage sections, 
the storage-sections being subdivided by in 
tersecting posts and stringers into separate 
tiers of package-spaces, the tiers being pro 
vided with adjustable bars and runningboards 
foraiding the handling of warehoused goods, 
in connection with railways overhead, on 
which operates a car carrying a crab) for hand 
ling warehoused goods, substantially as and 
for the purposes described. 

6. A warehouse embracing an elevated de 
livery-bridge with suitable means-such as an 
incline or elevator-for reaching the bridge 
with vehicles, a shipmenti-floor, independent 
compartments with storage sections and with 
passages giving access to the storage sections, 

i car carrying a crab for handling warehoused 
55 g oods, substantially as and for the purposes 

described. 
7. A warehouse embracing a main passage 

containing an elevated deli verybridge with 
suitable means--Such as an incline orelevator 
for reaching the bridge with vehicles, and a 
shipmenti-floor, independent compartments 
with storage-sections and with passages giv 
ing access to the storage-sections, the storage 

and railways overhead, on which operates a 

sectionsbeing subdivided byintersecting posts 
and stringers into separate tiers of package 
spaces, the tiers being provided with adjust 
able bars and running boards for aiding the 
handling of Warehoused goods, in connection 
with railways overhead, on which operates a 
car carrying a crab for handling warehoused 
goods, substantially as and for the purposes 
described. 

8. A warehouse consisting of independent 
con partments with walls and doors for closing 
and locking each to itself, the partition-walls 
separating the compartments forning the brace 
and back ofstorage-sections, each compartment 
having a passage giving access to the storage 
sections from above and from a main passage 
through the warehouse, the bottom of which 
passage forms the shipment-floor of the ware 
house, and the upper part of which is crossed 
length Wiseby a delivery-bridgereached by suit 
aio e means-Such as an incline or elevator 
and a system of railways overhead for hand 
ling Warehoused goods, substantially as and 
for the purposes described. 

9. A warehouse embracing a main passage 

75 

from which through doors lead passages into 
compartments with storage sections on either 
side of the passages, the main passage being 
intersected length Wise by an elevated delivery 
bridge with spaces on either side of the bridge 
between the sides and the adjacent walls, from 
which bridge packages to be stored are car 
ried by means of a carand crab operating on a 
system ofrailwayslocated above the bridge and 
passages leading from the main passage to any 
given points in such passages opposite the 
package-spaces which are to receive the pack 
ages, the packages being put in the package 
spaces by the aid of running boards taken 
from stirrups on the posts and laid acrossbars 
slipped over the passages from intersection to 
opposite intersection of the posts and string 
ers, and being removed from the package 
spaces by the Same aid and carried by the 
sanne appliances to the Shipmenti-floor of the 
warehouse constituting the bottom of the main 
passage, the storage-sections being separated 
by partition-walls and subdivided by inter 
secting posts and stringers into independent 
package spaces, the package-spaces being so 
constructed that packages in them rest alto 
gether independent of other packages and of 
-one another, and the compartments contain 
ing the storage-sections being independent of 

, other compartments and capable of being closed 
up without communication With the rest of 

purposes described. 
HARRY PEAKE MCDONALD. 

WitneSSeS: 
OSCAR P. REUTEI, 
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the warehouse, substantially as and for the I 2o 

  

  


