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The present invention relates to improvements 
in child's leggingS and ski pants, although the 
Same idea, may be used in other types of gar 
ments for ladies and children, one object of the invention being the provision of a legging or ski 
pants of the drop-seat type provided with ad 
justable means for holding the seat closed and 
the garment properly and confortably upon the 
Weae. 

10 Another object of the invention is the pro 
vision of a legging or ski pants, in which the 
pattern for constructing the same contains and 
provides for a novel guSSet or went in the front 
so that the garment over the abdomen of the 

15 child will automatically adjust itself and will 
not cause any undue preSSure at that point. 

Still another object of this invention is the 
provision of a child's legging or Skipants which is 
readily and quickly donned, Which Will permit 

20 the easy adjustment of the waist line, and which 
will at all times present a neat appearance When 
WO, 
In the accompanying dra Wing:- 
Figure 1 is a plan VieW of the pattern for the 

25 complete legging. 
Figure 2 is a perspective View of the leggings 

taken from the front. 
Figure 3 is a rear plan view thereof. 
Figure 4 is a Section. On line 4-4. Of Figure 3. 
Figure 5 is a fragmentary perspective view of 

the upper edge of the garment With partS in 
dotted lines, showing One means of adjustably 
connecting the belt terminals. 

Referring to the drawing, the numeral 5 des 
35 ignates the front of the garment, composed of 

two pieces 6 and 7, and 8 designates the rear of 
the garment, composed of tWO pieces 9 and 10, 
respectively. 
The rear is provided with the side openings 11 

40 and 12, which provide the drop-Seat i3. 
Attached to the upper edge 14 of the drop 

seat, is a waist-band 15, terminating at its Op 
posite ends in the respective reduced terminals 
or straps 16 and 17, while attached to the upper 

45 edge of the front member is a short Section or 
front waist band 18, having attached thereto, 
(the two external loops or straps 19, one to each 
piece 6-7, that is one upon each side of the cen 
ter line of the garment, so that when the Straps 

50.16 and 17 are passed therethrough and overlap 
therebetween, means is provided for drawing the 
drop-seat closed and maintaining the Waist of 
the legging snugly and comfortably about the 
Wearer. In order that the straps 16 and 17 may 

55 be adjustably attached together in such de 

30 

sired adjustment, many types of fastenings may 
be employed, Such as buckles, patent fasteners 
and the like, but in this instance is shown a male 
member 20 connected to the outer face of the 
Strap 16, with the intermediate latch receiving C9 
abutments 2 and the entering member 22, while 
the Strap 1 is provided with the female mem 
ber 23, here composed of two plates 24 and 25, 
carrying respectively the Spaced guide for the 
members 22 and 21, and the pivoted latch 26, to 65 
engage One abutment 21 at a time to hold the 
Straps in adjusted position upon the Wearer. 
In Order that proper automatic adjustment 

may be obtained and any undue stress upon the 
abdomen just at and below the waist line may 70 
be taken care of, there is provided two pleats 
or Wents 27 and 28. These are formed at the 
juncture of the rear and front members adja 
Cent the Waistline, and by the respective pro 
jections 29 and 30 With their faces adjacent the 75 
edges being Stitched together. 

It Will be noted that the two pieces 6 and 7 when 
Sewn together provide a portion of each leg cover 
ing and the crotch of the garment with the two 
projections 29 well in the front of top of the 
garment, while the two pieces 9 and 10, when 
Sewn together form all of the rear of the gar 
ment and at both sides a portion of the front 
Of the garnent, aS Well as a portion of the leg 
Coverings and the remainder of the crotch. The 
projections 30 thereof are substantially the same 
Size as the projections 29 and when laid upon 
matching pairs and Sewn adjacent their right 
angled portions as shown in Fig. 4, provide two 
pleats at the upper front portions of the garment 
and Substantially on a line with the longitudinal 
center fold Or crease line of each leg member, 
Or Where, the remaining edges of the front and 
rear sections are sewn together. See Fig. 2. 
From the foregoing description taken in con 

junction with the drawing, it is evident, that 
although this garment has been described as a 
child's legging or ski pants and has been espe 
cially designed for Such use, the same can be 
used for ladies' riding breeches, or in fact any 
garment that does not carry a body covering, this 
being particularly desirable in a drop-seat 
breeches or Seat and leg covering garment. 
What is claimed, is:- 
1. A garment composed of four pieces of fabric, 

said pieces being divided into pairs and stitched 
together to form a front and a rear member, the 
latter having a drop-seat formed in the upper 
edge thereof, the juncture at the Waist-line of the 
front member and where it joins the rear member 
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at the top being provided with two pleats directly 
in line with the seams of the two members, one 
upon each side of the front center of the garment. 

2. A garment or skipants as claimed in claim 1, 
wherein the waist line of the rear member has a 
belt like waistband stitched to the upper edge 
thereof to provide two free encircling terminals, 
means carried by the front piece adjacent the 
Waist-line for guiding the respective terminals, 
and separable connector devices carried by the 
terminals for adjustably connecting the same in 
waist encircling position. 

3. A garment or skipants as claimed in claim 1, 
wherein a belt having a relatively wide central 
portion and two reduced terminals has the rela 
tive wide portion stitched to the upper edge of 
the drop-seat to form a portion of the waistband 
of the garment, and is provided with separable 
connector devices upon the terminals to adjust 
ably fasten the terminals to the front piece with 
the drop-seat closed. 
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4. A garment composed of four pieces of fabric, 

said pieces being divided into two pairs, one of 
which pair when sewn together providing a rear 
Section and portions at the sides of the front of 
the garment, the other pair forming the remain 
ing portion of the front of the garment, the pair 
forming the rear section having a drop-seat por 
tion, the abutting edges of respective two pairs 
where the same are joined together by stitchings 
being each provided with a narrow right-angled 
projection, which when mated and sewn together 
provide two pleats at the front of the garment 
at the top of the two seams joining the rear and 
front sections, a waist band attached to the upper 
sedge of the drop-seat and having two oppositely 
extending reduced Waist encircling terminals, 
means for adjustably connecting the terminals in 
waist encircling and drop-seat closed position, 
and guides for the terminals carried by the gar 
ment at the front adjacent the pleats. 

SAMUEL J. BUCHMAN. 
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