Title: EXPANDABLE COMMUNICATION CELL BUS FOR MULTIPLEXING AND CONCENTRATING COMMUNICATION CELL TRAFFIC ONTO HIGH SPEED LINES

A communication interface with an expandable multilane cell bus that enables conversion of communication traffic received over a set of low speed or narrow band communication links according to a first communication protocol into a series of communication cells according to a second communication protocol. The cell bus enables concentration of the communication cells for transfer over a high speed communication link according to the second protocol. The communication interface includes a cell bus master that polls slave service modules while transferring communication cells to the service modules over a unidirectional transmit portion of the cell bus and while receiving communication cells over a unidirectional receive portion of the cell bus.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GE</td>
<td>Georgia</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LR</td>
<td>Liberia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LT</td>
<td>Lithuania</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Republic of Moldova</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>ML</td>
<td>Mali</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>MN</td>
<td>Mongolia</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MR</td>
<td>Mauritania</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MU</td>
<td>Mauritania</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>NE</td>
<td>Niger</td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
EXPANDABLE COMMUNICATION CELL BUS FOR MULTIPLEXING AND CONCENTRATING COMMUNICATION CELL TRAFFIC ONTO HIGH SPEED LINES

1. **FIELD OF THE INVENTION**

   The present invention pertains to the field of digital communications. More particularly, this invention relates to a communication interface system with a cell bus that enables bandwidth concentration and protocol conversion among differing communication links.

2. **BACKGROUND**

   Packet switching or cell switching communication networks such as asynchronous transfer mode communication networks are commonly employed to transfer digital information over long distances. An asynchronous transfer mode communication network enables the transfer of digital voice information, digital video information and digital data over short or long distances via common carrier communication links. Such a communication network enables a wide variety of communication devices to share common carrier communication links on a demand driven basis.

   A typical wide area asynchronous transfer mode communication network can be viewed as comprising an access switching node and a service access multiplexer that multiplexes a variety of lower speed services to a single higher speed interface towards the access switch. The communication links employed in communication networks towards service access typically include communication links such as T1 communication links. A typical T1 communication link provides a maximum data rate of 1.544 megabits per second. The E1 common carrier communication links available in Europe provide a maximum data rate of 2.048 megabits per second.

   In addition, the communication links employed in such asynchronous transfer mode communication networks between the service access multiplexer and the access switches usually include higher speed communication links such as T3 or OC3 communication links which provide a maximum data rate of 45 megabits per second.
(or 155 Mbps for OC3). An example of a high speed common carrier communication link available in Europe is the E3 communication link, which provides a maximum data rate of 34 megabits per second.

A typical wide-area asynchronous transfer mode communication network is comprised of a set of packet switching communication controllers coupled for communication over such common carrier communication links. The topology of such a network typically requires that one or more of the communication networks perform tandem switching among high speed communication links such as T3 or E3 links. A communication controller typically performs tandem switching by receiving a communication cell over one communication link and transmitting the communication cell over another communication link to route the cell to the proper destination in the network.

In such prior networks, the communication controllers that perform tandem switching may also be coupled to various types of customer premises equipment. Such customer premises equipment may include, for example, relatively low speed circuit switching communication devices such as private branch exchanges (PBX) coupled to T1 or E1 communication links. In such a network, the communication controllers that perform high speed tandem switching are typically required to perform protocol conversion and bandwidth matching between the low speed T1 or E1 links and the high speed asynchronous transfer mode links.

Typically, the capacity of such an asynchronous transfer mode communication network is limited by the bandwidth and connectivity of the communication controllers that perform tandem switching among the high speed links. Unfortunately, such low speed circuit switching functions usually limit the ability of broadband communication controllers to perform high speed tandem switching. For example, such low speed communication links typically occupy physical connectivity space in such a broadband switching controller that might otherwise be allocated for high speed tandem switching on a high speed communication link.
Moreover, such broadband communication controllers designed for high speed tandem switching on T3 or E3 communication links provide more bandwidth than is necessary for such low speed circuit switching communication links. Such bandwidth overkill in a communication controller typically increases the cost of connectivity for such circuit switching lower speed customer premises equipment.
SUMMARY AND OBJECTS OF THE INVENTION

One object of the present invention is to provide a communication interface that enables the multiplexing and concentration of low speed communication traffic onto high speed asynchronous transfer mode communication links.

Another object of the present invention is to provide an interface controller that converts between various communication protocols and high speed asynchronous transfer mode communication protocols.

A further object of the present invention is to provide an interface controller that increases the physical connectivity available to broadband tandem switching controllers in an asynchronous transfer mode communication network.

Another object of the present invention is to provide a cell bus that enables concentration of low speed communication traffic onto a high speed asynchronous transfer mode communication link.

Another object of the present invention is to provide a cell bus that enables protocol conversion between differing types of communication links in a communication network.

Another object of the present invention is to provide an expandable multi-lane cell bus that provides a low speed interface to service interfaces, and a high speed interface towards the concentrating end.

Another object of the present invention is to provide an interface controller having an expandable cell bus that enables communication traffic concentration and protocol conversion.

These and other objects are provided by a communication interface with an expandable cell bus. The communication interface includes a network module and a set of service modules coupled to the cell bus that convert communication traffic received over a set of low speed communication links according to a first communication protocol into a series of communication cells according to a second communication protocol. The service module concentrates the communication cells onto the cell bus for transfer to the network.
module. The network module receives the communication cells over the cell bus and transfers the communication cells over a high speed communication link according to the second protocol. The network module is also the cell bus master that polls the service modules while transferring communication cells to the service modules over a unidirectional transmit portion of the cell bus and while receiving communication cells over a unidirectional receive portion of the cell bus.

Other objects, features and advantages of the present invention will be apparent from the accompanying drawings, and from the detailed description that follows below.
BRIEF DESCRIPTION OF THE DRAWINGS

The present invention is illustrated by way of example and not limitation in the figures of the accompanying drawings in which like references indicate similar elements, and in which:

Figure 1 illustrates a communication network which comprises a broadband switching controller and a set of interface shelves that concentrate communication traffic for the broadband switching controller;

Figure 2 illustrates an interface shelf which includes a network module, a shelf controller, and a set of service modules each coupled to cell bus;

Figure 3 illustrates an extended interface shelf for one embodiment which comprises a set of four interface shelves 30-33 coupled to corresponding internal cell busses that function together as an extended cell bus;

Figure 4 illustrates the architecture of a network module cell bus master and a cell bus slave for one embodiment;

Figure 5 illustrates the circuitry of a shelf interface and a shelf extension for one embodiment that together extend a cell bus to other interface shelves;

Figure 6 illustrates the unidirectional transfer of communication cells between a cell bus master and a set of cell bus slaves via the multi-lane transmit bus portion of a cell bus which includes transmit bus lanes 1 through n wherein each transmit bus lane connects to a small number of different cell bus slaves;

Figure 7 illustrates the timing of communication cell transfer via the cell bus wherein a communication cell interval comprises 56 clock periods subdivided into three phases, phase 1 through phase 3, plus two additional clock periods;

Figure 8 illustrates the timing of the poll/grant portion of a cell bus for one embodiment;

Figure 9 illustrates the timing of a poll on the poll/grant bus of a cell bus for one embodiment;
Figure 10 illustrates the transition between communication cell transfer intervals on the multi-lane transmit busses of a cell bus during the two additional clock periods of a communication cell interval;

Figure 11 illustrates a grant sequence to the slave service modules coupled to a multi-shelf cell bus for one embodiment.
**Detailed Description**

According to embodiments described herein, a service access interface shelf is coupled between customer premise equipment (not shown) and a broadband switching controller that provides access to a communication network. Each service access interface shelf performs bandwidth concentration and protocol conversion to allow for communication between the customer premise equipment and the communication network. Each service access interface shelf includes a network module, a shelf controller, and a set of service modules, all of which are coupled as components of a cell bus. The cell bus may be easily expanded without increasing the complexity of the cell bus components. Such expansion is provided by a shelf interface circuit that is coupled to the cell bus as a cell bus component. A second service access interface shelf having a second cell bus may be added to the service access interface by coupling the second shelf to the shelf interface circuit. The linked cell buses of multiple service access interface shelves logically operate as a single cell bus.

Additional advantages are achieved by providing each cell bus with multiple bus lanes for transferring data between the communications network and the customer premise equipment. According to one embodiment, each cell bus includes four bus lanes. Two or more bus lanes may be logically coupled together to act as a single bus lane, or all four bus lanes may operate individually.

**Figure 1** illustrates a communication network 20. The communication network 20 comprises a broadband switching controller 22 that performs high speed tandem cell switching functions via a set of high speed communication links 50-56. The broadband switching controller 22 performs high speed tandem switching according to an asynchronous transfer mode communication protocol. For one embodiment, the broadband communication links 50, 52, and 56 each comprise a T3 communication link.

The communication network 20 further comprises a service access interface shelf 26, a service access interface shelf 28, and an
extended service access interface shelf 34. Each of the service access interface shelves 26 and 28 enables communication between a set of low speed communication links and the broadband switching controller 22. For example, the service access interface shelf 26 enables communication between circuit switching communication devices coupled to a set of T1 communication links 38 and the broadband switching controller 22 via the broadband communication link 56.

The service access interface shelf 26 concentrates communication traffic transferred via the low speed communication links 38 onto the high speed communication link 56. The service access interface shelf 26 also converts between the asynchronous transfer mode communication protocol on the high speed communication link 56 and the communication protocols on the low speed communication links 38.

Similarly, the service access interface shelf 28 enables communication between a set of T1 communication links 39 and the broadband switching controller 22 via the broadband communication link 50. The service access interface shelf 28 enables concentration and conversion from the communication protocol of the low speed or narrow band communication links 39 to the asynchronous transfer mode protocol of the high speed communication link 50. For another embodiment, there are additional service access interface shelves similar to service access interface shelves 26 and 28.

The extended service access interface shelf 34 comprises a set of service access interface shelves 30-33. The service access interface shelves 30-33 each perform communication protocol conversion and bandwidth concentration for communication between corresponding sets of low speed or narrow band communication links 40-43 and the broadband switching controller 22 via the broadband communication link 52.

Each service access interface shelf 26, 28, and 30-33 includes a cell bus that enables bandwidth concentration between the corresponding set of low speed or narrow band communication links and the corresponding high speed communication link coupled to the
broadband switching controller 22. The cell bus internal to the service access interface shelf 30 extends to the service access interface shelf 31 via a cell bus extension 78b. Similarly, the cell bus internal to the service access interface shelf 31 is expanded to the service access interface shelf 32 via a cell bus extension 78c, and the cell bus internal to the service access interface shelf 32 is expanded to the service access interface shelf 33 via a cell bus extension 78d.

Figure 2 illustrates the service accessing service access interface shelf 28 for one embodiment. The service accessing interface shelf 28 comprises a network module 66, a shelf controller 68, and a set of service modules 60-64. The network module 66 is coupled as a cell bus master of a cell bus 76. The shelf controller 68 and the service modules 60-64 are each coupled as slaves on the cell bus 76.

The network module 66 enables communication with the broadband switching controller 22 via the high speed communication link 50 according to an asynchronous transfer mode communication protocol. For one embodiment, high speed communication link 50 is a T3 line. The network module 66 receives communication cells over the high speed communication link 50 and distributes the communication cells to the service modules 60-64 via the cell bus 76.

In addition, service modules 60 through 64 each receive communication cells from respective low speed communication links 39. Low speed communication links 39 are also referred to as narrow band communication links 39. For one embodiment, low speed communication links 39 are T1 lines. The service modules 60 through 64 then send the communication cells to network module 66 via cell bus 76. The network module 66 then transfers the communication cells received from the service modules 60-64 to the broadband switching controller 22 via the high speed communication link 50.

The cell bus includes multiple transmit and receive lanes. Each set of transmit and receive lanes are coupled to a subset of service module or shelf controllers (cell bus slaves) and are shared by such cell
bus slaves. The aggregate bandwidth of the slaves on a cell bus lane is determined by the capacity of that cell bus lane.

The multiple cell bus lanes originating from the master and connected to different slave groups enables simultaneous transfer of multiple cells by the cell bus master. Any single slave transmits no more than one cell at a given time. This architecture minimizes the complexity of the slave module while increasing the overall throughput or capacity of the system. In one embodiment, four such lanes are implemented. Another advantage of such an architecture is that the network module can tie all the lanes together (as done in one embodiment) so that in essence there is only one lane --i.e., there is a simultaneous transfer of the same cell on multiple lanes. The number of such lanes depends on the design of the network module.

The service modules 60-64 enable communication over the low speed or narrow band communication links 39. Each service module 60-64 converts from the communication protocol of the low speed or narrow band communication links 39 into the asynchronous transfer mode communication protocol of the high speed communication link 50. In addition, each service module 60-64 performs communication cell assembly and disassembly functions during protocol conversion to the asynchronous transfer mode communication protocol. For one embodiment, the service modules 60-64 comprise up to 2 shelf controllers and 10 service modules, wherein each service module enables communication via a set of 4 T1 or E1 communication links carrying frame relay data streams.

The cell bus 76 comprises a poll/grant bus 70, receive cell lanes 72, and transmit cell lanes 74. The receive cell lanes 72 and the transmit cell lanes 74 each enable unidirectional synchronous communication between the network module 66 and the service modules 60-64. The network module 66 transfers communication cells to the service modules 60-64 via the transmit cell lanes 74 while polling the service modules 60-64 via the poll/grant bus 70. After arbitrating among the requests from the service modules 60-64, the network module 66 issues grant signals to the service modules 60-64.
via the poll/grant bus 70. Thereafter, the appropriate service module 60-64 transfers a communication cell to the network module 66 via the receive cell lanes 72 while the network module transmits communication cells via the transmit cell lanes 74.

Each of the service modules 60-64 can also act as a router to another service module. For example, service module 60 can receive a series of communication cells from low speed (e.g., T1) link 39 and route those cells to another service module via cell bus 76. For example, service module 60 can receive communication cells from low speed communication line 39 and route those communication cells to service module 64 via cell bus 76.

Figure 3 illustrates the extended interface shelf 34 for one embodiment. The extended interface shelf 34 comprises the service access interface shelves 30-33. Each service access interface shelf 30-33 includes an internal cell bus substantially similar to the cell bus 76. The service access interface shelf 30 includes a cell bus 78a, the service access interface shelf 31 includes the cell bus 78c, the service access interface shelf 32 includes the cell bus 78d, and the service access interface shelf 33 includes a cell bus 78d. The cell bus 78a and the cell bus extension 78b and the cell busses 78c - 78e taken together function logically as a single extended cell bus 78 and includes a poll/grant bus, a receive bus, and a transmit bus.

The service access interface shelf 30 comprises a network module 84, a shelf controller 86, a set of service modules 80-82, and a shelf interface 88. The cell bus 78a enables communication between the network module 84 and the service modules 80-82. The network module 84 is the cell bus master for the logical cell bus 78 and the service modules 80-82 are each a cell bus slave on the logical cell bus 78.

The network module 84 receives communication cells via the high speed communication link 52 according to an asynchronous transfer mode communication protocol. The network module 84 then distributes the incoming communication cells to the appropriate service module 80-82 via the cell bus 78a. The service modules 80-82
each convert communication cells received from the network module 84 from the asynchronous transfer mode communication protocol to the communication protocol required by the low speed or narrow band communication links 40.

The service modules 80-82 each receive communication messages via the low speed or narrow band communication links 40. The service modules 80-82 convert from the protocol of the low speed or narrow band communication links 40 to the asynchronous transfer mode communication protocol of the high speed communication link 52. The service modules 80-82 thereafter transfer the communication cells to the network module 84 via the cell bus 78a. The network module 84 then transfers the communication cells to the broadband switching controller 22 via the high speed communication link 52.

The service access interface shelf 31 comprises a shelf extension 94 and a set of service modules 90-92. The service modules 90-92 enable communication via the low speed or narrow band communication links 41. The shelf interface 88 enables extension of the cell bus 78a to the service access interface shelf 31 via the cell bus extension 78b. The shelf interface 88 and the shelf extension 94 effectively extend the logical cell bus 78 to the service modules 90-92 via the cell bus extension 78b and a cell bus 78c. The shelf interface 88 and the shelf extension 94 electrically isolate the cell bus 78c from the cell bus 78a and provide a one clock cycle delay. The shelf interface 88 and the shelf extension 94 enable the network module 84 to transfer communication cells to the service modules 90-92 as cell bus master, and enables the service modules 90-92 as cell bus slaves to transfer communication cells to the network module 84.

The service access interface shelf 32 comprises a shelf extension 104 and a set of service modules 100-102. The service modules 100-102 enable communication via the low speed or narrow band communication links 42. The shelf extension 104 effectively extends the cell bus 78c to the cell bus 78d. The shelf extension 104 electrically isolates the cell bus 78c from the cell bus 78d and provide a one clock
cycle delay while enabling communication between the network module 84 and the service modules 100-102.

The service access interface shelf 33 comprises a shelf extension 114 and a set of service modules 110-112. The service modules 110-112 enable communication via the low speed or narrow band communication links 43. The shelf extension 114 electrically isolates the cell bus 78d from the cell bus 78e and provide a one clock cycle delay while enabling communication between the network module 84 and the service modules 110-112.

The shelf interface 88 and the shelf extensions 94, 104, and 114 provide the extended logical cell bus 78 for communication between the network module 84 and the service modules 90-92, 100-102, and 110-112. For one embodiment, each set of service modules 90-92, 100-102, and 110-112 comprise a set of 12 service modules wherein each service module enables communication via a set of 4 T1 communication links. The logical cell bus 78 provided by the cell busses 78a-78e enables bandwidth concentration between the low speed or narrow band communication links 40-43 and the high speed communication link 52.

**Figure 4** illustrates the architecture of a cell bus master and a cell bus slave for one embodiment. Examples of a cell bus master includes the network module 84 or 66 and examples of a cell bus slave includes the service modules 60-64, 90-92, 100-102, or 110-112. The network module 84 is the master of the cell bus 78 including the cell bus 78a and the cell busses 78c-78e. The service module 80 is a slave on the cell bus 78a and therefore the logical cell bus 78.

The network module 84 comprises the cell bus master circuit 134, a set of storage buffers 130, and a cell bus clock circuit 132. In one embodiment, these storage buffers are first in first out (FIFO) buffers. Incoming communication cells to the network module 84 are buffered in the FIFO buffers 130 from the physical interface and header translators 239. The cell bus master circuit 134 accesses the incoming communication cells from the FIFO buffers 130 and distributes the communication cells via the unidirectional transmit bus portion of
the logical cell bus 78 through a driver 142. The number of cells simultaneously distributed is a function of the number of cell bus lanes the network module supports. In one embodiment, the network module transmits one cell only. The cell bus master circuit 134 receives communication cells through a receiver 144 via the receive bus of the cell bus 78. The cell bus clock circuit 132 generates a set of clock signals 133. The clock signals 133 are distributed to the service modules 80-82. The clock signals 133 synchronize the transfer of information over the cell bus 78a portion of the logical cell bus 78.

The service module 80 comprises a cell bus slave circuit 138, a set of storage buffers 136, a protocol conversion block 238, a physical interface module 140, a driver 142, and a receiver 147. In one embodiment, these storage buffers are first in first out (FIFO) buffers. The cell bus slave circuit 138 responds to polls over the cell bus 78a from the cell bus master circuit 134. The cell bus slave circuit 138 receives communication cells via receiver 147 and cell bus 78a from the cell bus master circuit 134. The cell bus slave circuit 138 buffers the communication cells in buffers 136. The communication cells then go through a protocol conversion as needed and prepared for transmission (via physical interface module 140) over the low speed or narrow band communication link 41.

In addition, the physical interface module 140 receives communication data via the low speed or narrow band communication link 41 and stores the communication data into the FIFO buffers 136 after protocol conversion. Thereafter, the cell bus slave circuit 138 accesses the communication data from the FIFO buffers 136. In response to a grant from the cell bus master circuit 134, the cell bus slave circuit 138 transfers communication cells to the cell bus master circuit 134 via driver 146 and via the bus receivers 144 of the logical cell bus 78.

Figure 5 illustrates the circuitry of the shelf interface 88 and the shelf extension 94 for one embodiment. The shelf interface 88 and the shelf extension 94 extend cell bus 78a to the cell bus extension 78c for communication with the service modules 90-92.
The shelf interface 88 comprises a pair of drivers 120 and 121 that drive the clock signals 133 from the cell bus clock circuit 132. A set of registers 122 and 123 electrically isolate and delay data transferred via the transmit and receive busses of cell bus 78a.

The shelf extension 94 includes a receiver 125 and a cell bus clock circuit 126 that generates clock signals for the cell bus 78c to the service modules 90-92. A set of registers 127-128 buffer and delay the unidirectional data transferred via the transmit and receive busses of the cell bus extension 78c.

Figure 6 illustrates the unidirectional transfer of data between a cell bus master and a set of cell bus slaves via the transmit bus portion of a cell bus. The diagram shows data transfer between the network module 66 and the service modules 60-62 via the transmit cell lanes 74 of the cell bus 76. The transmit cell lanes 74 comprises multiple transmit lanes (TX_LANE1, ... TX_LANE_N). A cell bus master 150 in the network module 66 concurrently transfers separate communication cells via the transmit cell lanes 74 through a set of driver logic 152 and 154.

The service modules 60-62 each contain circuitry that monitors one of the transmit lanes of the transmit cell lanes 74. For example, the service module 60 includes a set of logic 160 that monitors transmit lanes TX_LANE1 of the transmit cell lanes 74 and the service module 62 monitors TX_LANE_N. The first overhead byte of each communication cell transferred over the transmit cell lanes 74 indicates the destination slave service module for the communication cell on each transmit lane. Even though multiple communication cells are concurrently transferred over the transmit cell lanes 74, any service module monitors only one of the transmit cell lanes. The cell bus master transmits the cells to the appropriate service module on their appropriate transmit cell lanes.

For one embodiment, each communication cell transferred over the transmit cell lanes 74 comprises 56 bytes. The 56 bytes include 52 bytes of a communication cell according to the asynchronous transfer mode communication protocol of the
communication link 50 (with the header error check ("HEC") byte stripped off) and a four byte overhead. The first byte of the four byte overhead of each communication cell transferred via the transmit cell lanes 74 indicates the destination slave service module for the corresponding communication cell.

Figure 7 illustrates the timing of communication cell transfer via the cell bus 76 or the cell bus 78a for one embodiment. The transfer of a communication cell comprises 56 clock periods subdivided into three phases, phase 1 through phase 3, plus two additional clock periods. During phase 1 through phase 3, the cell bus master transfers one communication cell (cell n) via each of the transmit lanes of the transmit bus.

Also during phase 1, the cell bus master polls the slaves coupled to the cell bus. For example, the network module 84 polls service modules 80-82, 90-92, 100-102, and 110-112 via the poll/grant bus of the cell buses 78a-78e.

During phase 2, the cell bus master receives status information from the slaves coupled to the cell bus. For example, the network module 84 receives status information from the service modules 80-82, 90-92, 100-102, and 110-112 via the poll/grant buses of the cell buses 78a-78e. For one embodiment, two bits of status information is collected from the cell bus slaves during each cell period. During phase 2, the poll data is processed for grant during cell n+1.

Thereafter during phase 3, the cell bus transfers a grant for the next communication cell cycle to the slaves coupled to the cell bus. For example, the network module 84 transfers a grant for the next communication cell cycle via the poll/grant buses of the cell buses 78a-78e.

Figure 8 illustrates the timing of the poll/grant buses of the cell bus 76 or the cell bus 78a for one embodiment. The signals include a frame signal, a poll bus signal, a grant bus signal, a grant enable signal, and a status select signal. The poll bus comprises six poll signal lines, each shared by a pair of adjacent service modules. The grant bus signal comprises six signal lines, four representing the physical slot
number, and two representing the shelf number. The frame, poll bus, grant bus, grant enable, and status select signals are synchronized by the clock signal from the network module 66. Communication cell transfer intervals on the cell bus are synchronized by the frame signal. The poll bus signal is used by the slave service modules to return status information to the cell bus master for subsequent arbitration and grant decisions. The grant bus and the grant enable signals are used by the cell bus master to indicate arbitration resolution.

Figure 9 illustrates the timing of a poll on the poll/grant bus of the cell bus 78a with respect to the embodiment shown in Figure 3. The interface shelves 30-33 are referred to as shelf1 - shelf4. Each shelf1 - shelf4 accommodates up to 12 service modules, referred to as links 1-12, 13-24, 25-36, and 37-48, respectively.

The "Poll Data At 1" - "Poll Data At 4" represents the poll data for up to 48 service module or slaves from shelves shelf1 - shelf4, respectively. The "Poll Data At Master" (also referred to as "Poll Data At 1") represents the poll data via the cell bus 78a of shelf1. The "Poll Data At 2" represents the poll data via the cell bus 78c of shelf2, which is then propagated to shelf1. The "Poll Data At 3" represents the poll data via the cell bus 78d of shelf3, which is then propagated to shelf1 via shelf2. "Poll Data At 4" represents the poll data via the cell bus 78e of shelf4, which is then propagated to shelf1 via shelf3 and shelf2.

Figure 10 illustrates the transition between communication cell transfer intervals on the transmit busses of the cell bus 76 or 78 for one embodiment. During clock period 56, the cell bus master transfers byte 56 of a communication cell on each transmit cell lane of the transmit bus.

During clock periods 57 and 58, the active service modules on the cell bus for the communication cell n disconnect from the cell bus while the service modules for the communication cell n + 1 connect to the cell bus. During clock period 58 and clock period 1, the cell bus master transfers byte 1 of a communication cell on each of the transmit cell lanes of the transmit bus.
During clock period 58, each slave service module on the cell bus samples byte 1 of the transmit cell lane they receive. Thereafter, during clock period 1 of cell interval n + 1, each slave service module on the cell bus samples byte 1 again. Each slave service module on the cell bus uses this sampled low to determine whether to receive bytes 2-56 of the corresponding communication cells.

Figure 11 illustrates a grant sequence to the slave service modules coupled to a multi-shelf cell bus for one embodiment. Due to the pipelined nature of the signals, any control information to the shelves has to be issued earlier so that the response ripples through the pipeline and back to the cell bus master in shelf1. For example, a grant to a service module in shelf4 is issued by the cell bus master in shelf1 at clock period 51. This is sensed by the service module at clock period 54. In response to this, it transmits a cell at clock period 56. This propagates through the multi-shelf pipeline and reaches shelf1's cell bus master at clock period1, coinciding with the clock time when the slave in shelf1 would be transmitting. These signals propagate from shelf1 on cell bus 78a to shelf2 on cell bus 78c to shelf3 on cell bus 78d to shelf4 on cell bus 78e and back.

In the foregoing specification the invention has been described with reference to specific exemplary embodiments thereof. It will, however, be evident that various modifications and changes may be made thereto without departing from the broader spirit and scope of the invention. The specification and drawings are accordingly to be regarded as illustrative rather than a restrictive sense.
CLAIMS
What is claimed is:
1. A communication interface having a set of service modules that convert communication traffic received over a set of low speed or narrow band communication links according to a first communication protocol into a series of first communication cells according to a second communication protocol and that concentrates the first communication cells onto a cell bus, and having a network module that receives the first communication cells over the cell bus and that transfers the first communication cells over a high speed communication link according to the second protocol.

2. The communication interface of claim 1, wherein the network module receives a series of second communication cells over the high speed communication link and distributes the second communication cells to the service modules over the cell bus such that the service modules convert the second communication cells to the first communication protocol for transfer over the low speed communication links.

3. The communication interface of claim 1, wherein the cell bus comprises a unidirectional synchronous transmit bus, a unidirectional synchronous receive bus, and a synchronous poll/grant bus.

4. The communication interface of claim 2, wherein a first service module of the set of service modules routes a series of third communication cells received from the set of low speed or narrow band communication links to a second service module of the set of service modules over the cell bus if the destination of the third communication cells is the second service module.

5. The communication interface of claim 3, wherein the network module polls the service modules over the poll/grant bus
while transferring the second communication cells to the service modules over the transmit bus and while receiving the first communication cells from the service modules over the receive bus.

6. The communication interface of claim 5, further comprising circuitry that extends the cell bus to another communication interface by delaying and resynchronizing the polls on the poll/grant bus, the second communication cells on the transmit bus, and the third communication cells on the receive bus.

7. The communication interface of claim 3, wherein the unidirectional synchronous transmit bus has multiple lanes for transmitting the second communication cells in parallel.

8. The communication interface of claim 3, wherein the unidirectional synchronous receive bus has multiple lanes for transmitting the first communication cells in parallel.

9. The communication interface of claim 3, further comprising circuitry that permits (a) a transfer of the second communication cells concurrently over multiple lanes of the unidirectional synchronous transmit bus and (b) a transfer of the first communication cells concurrently over multiple lanes of the unidirectional synchronous receive bus.
Figure 7

Phase 1
- Poll up to 48 Modules (12 Modules x 4 Shelves)

Phase 2
- Collect status information from each service module
- Grant for cell n + 1

Phase 3
- Process poll data for grant during cell n + 1

Cell n

Cell n + 1

1 Cell = 56 + 2 Ck Periods
Figure 9
Figure 10
A. CLASSIFICATION OF SUBJECT MATTER

IPC 6  H04Q11/04  H04L12/403

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 6  H04Q  H04L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>W0,A,95 08887 (TRANSWITCH CORP) 30 March 1995 see abstract see page 15, line 10 - line 18</td>
<td>1,2,4</td>
</tr>
<tr>
<td>A</td>
<td>DATA COMMUNICATIONS, vol. 23, no. 9, 1 June 1994, page 56E/56F XP000048940 GRÖNERT E: &quot;A BUILDING-BLOCK APPROACH TO LAN SWITCHING&quot; see the whole document</td>
<td>3,6-9</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of box C.  
X Patent family members are listed in annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"I" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"Q" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"&" document member of the same patent family

Date of the actual completion of the international search  
11 October 1996

Date of mailing of the international search report  
29.10.96

Name and mailing address of the ISA  
European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer  
Mikkelsen, C
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DATA COMMUNICATIONS, vol. 23, no. 13, September 1994, NEW YORK US, pages 37-38, XP000465387 SAUNDERS S: &quot;NEWCOMER TAKES A NEW TACK ON LAN SWITCHING&quot; see the whole document</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>DATA COMMUNICATIONS, vol. 23, no. 3, 1 February 1994, page 35/36 XP000422741 SAUNDERS S: &quot;A SMOOTHER SEGUE TO SWITCHED NETWORKING&quot; see the whole document</td>
<td>1-9</td>
</tr>
</tbody>
</table>

Form PCT/ISA/218 (continuation of second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO-A-9508887</td>
<td>30-03-95</td>
<td>AU-A- 7838894</td>
<td>10-04-95</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA-A- 2170602</td>
<td>30-03-95</td>
</tr>
</tbody>
</table>