Improvements in and relating to drive mechanisms suitable for use in drug delivery devices

An abstract of a patent application, detailing an improvement in a drive mechanism for drug delivery devices. The mechanism involves a housing, a drive member, and a piston rod, with a rotating means for displacing the piston rod towards the distal end of the device.
Improvements in and relating to drive mechanisms suitable for use in drug delivery devices

The technical field of the invention

The present invention relates to drive mechanisms suitable for use in drug delivery devices, in particular pen-type injectors, wherein a number of pre-set doses of medicinal product can be administered. In particular, the present invention relates to such drug delivery devices where a user may activate the drug delivery device.

Description of related art

Such drug delivery devices have application where persons without formal medical training, i.e., patients, need to administer an accurate and predefined dose of a medicinal product, such as heparin or insulin. In particular, such devices have application where medicinal product is administered on an irregular basis over a short-term or long-term period.

These circumstances set a number of requirements for drug delivery devices of this kind. The device must be robust in construction, yet easy to use in terms of the manipulation of the parts, understanding by a user of its operation and the delivery of the required dose of medicament. Dose setting must be easy and unambiguous. Where the device is to be disposable rather than reusable, the device should be cheap to manufacture and easy to dispose of (preferably being suitable for recycling). To meet these requirements the number of parts required to assemble the device and the number of material types the device is made from need to be kept to a minimum.

User operated drug delivery devices are well known within the medical field.

WO 9626754 A2 teaches a mechanism for accurate dispensing of pre-set quantities of medicament from a syringe wherein a rotatable plunger has a number of parallel racks on its internal surface each of which comes into engagement with a first tooth wheel as
the plunger rotates when a dose is set. The device has a second tooth wheel that
rotates with the first tooth wheel thus driving a thrust rod into the syringe when the
selected dose is delivered. Whilst this device provides a useful embodiment for
administering a pre-set dose the intuitiveness of setting a dose remains unsolved as parts need to be rotated during dose setting.

An injection device is disclosed in WO 01/95959 A1 having a gearbox in which a dose
is set by rotating a dose setting member and the gearbox, and by which an injection
button elevates from an end of the syringe a distance proportional to the set dose and
wherein the set dose can be injected by pressing home the injection button to its not
elevated position. Whilst this device provides a useful embodiment for administering a
pre-set dose once again the intuitiveness of setting a dose remains unsolved as parts need to be rotated during dose setting.

US 5,782,633 teaches an applicator for a dental compound having an elongated
implement body and a gearwheel/pinion pair connected to two moving racks, one rack
located on a pusher rod and another rack located on a ram.

In WO 03/080160 A1 a medication dispensing apparatus having a gear set is disclosed
wherein the gear set consists of a first pinion in meshed engagement with a rack of a
plunger and a second pinion in meshed engagement with a rack of a drive member of
the apparatus to provide the apparatus with a mechanical advantage. The first pinion
and the second pinion are both independent components having a unidirectional
coupling set between.

Surprisingly it was found that the drive mechanism according to instant invention
without having two pinions provides a valuable technical alternative for push-pull drive
mechanisms, wherein reduced force is needed to actuate the mechanism. This is
achieved by the introduction of a piston rod and rotating means as defined by instant
invention. Further the drive mechanism according to instant invention further provides
the advantage of intuitive and easy to use dose setting.
Description of the invention

According to a first aspect of the present invention, a drive mechanism for use in a drug delivery device is provided comprising:

a housing having a proximal and a distal end;

a drive member located within the said housing such that the said drive member is movable longitudinally;

a piston rod adapted to operate through the housing and transfer a force in the longitudinal direction to the distal end of the drug delivery device;

a rotating means releasably engaged with the said piston rod and engaged to the said drive member and engaged to the said housing;

characterized in that,

a) when the said drive member moves proximally with respect to the said housing the said rotating means moves proximally with respect to the said piston rod;

b) when the said drive member moves distally the said rotating means moves distally displacing the said piston rod towards the distal end of the device.

In a preferred embodiment of the drive mechanism of instant invention the said drive member is non-rotatable with respect to the said housing.

In another preferred embodiment of the drive mechanism of instant invention the said piston rod is non-rotatable with respect to the said housing.

In a further preferred embodiment of the drive mechanism of instant invention the rotating means is a gear.

In yet a further preferred embodiment of the drive mechanism of instant invention the gear is free to translate relative to the said piston rod.
In another further preferred embodiment of the drive mechanism of instant invention the engagement between the piston rod and the gear acts through the axle of the said gear.

In yet another further preferred embodiment of the drive mechanism of instant invention the gear is designed to be engaged with a rack located on the drive member and a rack located on the housing.

In a further embodiment of the drive mechanism of instant invention the rotating means is a lever.

In yet another embodiment of the drive mechanism of instant invention the rotating means is a pulley.

In yet a further embodiment of the drive mechanism of instant invention the rotating means is a lever assembly.

The invention further relates to a drive mechanism for a drug delivery device with a lever assembly which comprises a lever which is designed to pivot with respect to a carrier around a rotational axis. The carrier is movable in a proximal direction with respect to the piston rod. The lever is provided with a first pivot and a second pivot. The first pivot interacts with the housing and the second pivot interacts with the drive member such that the lever is pivoted when the drive member is moved axially with respect to the housing. The distance Y between the rotational axis of the lever and the second pivot is different than the distance X between the rotational axis of the lever and the first pivot which results in a mechanical advantage different than 2:1.

The term "drug delivery device" according to instant invention shall mean a single-dose or multi-dose or pre-set dose or pre-defined, disposable or re-useable device designed to dispense a user selectable or pre-defined dose of a medicinal product, preferably multiple pre-defined doses, e.g. insulin, growth hormones, low molecular weight heparins, and their analogues and/or derivatives etc. Said device may be of any shape, e.g. compact or pen-type. Dose delivery may be provided through a mechanical
(optionally manual) or electrical drive mechanism or stored energy drive mechanism, such as a spring, etc. Dose selection may be provided through a manual mechanism or electronic mechanism. Additionally, said device may contain components designed to monitor physiological properties such as blood glucose levels, etc. Furthermore, the said device may comprise a needle or may be needle-free. In particular, the term "drug delivery device" shall mean a disposable needle-based pen-type device providing multiple pre-defined doses having mechanical and manual dose delivery and dose selection mechanisms, which is designed for use by persons without formal medical training such as patients. Preferably, the drug delivery device is of the injector-type.

The term "housing" according to instant invention shall preferably mean any exterior housing ("main housing", "body", "shell") or interior housing ("insert", "inner body") having a unidirectional axial coupling to prevent proximal movement of specific components. The housing may be designed to enable the safe, correct, and comfortable handling of the drug delivery device or any of its mechanism. Usually, it is designed to house, fix, protect, guide, and/or engage with any of the inner components of the drug delivery device (e.g., the drive mechanism, cartridge, plunger, piston rod) by limiting the exposure to contaminants, such as liquid, dust, dirt etc. In general, the housing may be unitary or a multipart component of tubular or non-tubular shape. Usually, the exterior housing serves to house a cartridge from which a number of doses of a medicinal product may be dispensed.

In a more specific embodiment of instant invention, the exterior housing is provided with a plurality of maximum dose stops adapted to be abutted by an axial stop provided on the drive member.

The term "engaged" according to instant invention shall particularly mean the interlocking of two or more components of the drive mechanism/drug delivery device, e.g. a spline, thread, or meshed teeth connection, preferably the interlocking of meshed teeth of components.

The term "drive member" according to instant invention shall mean any component adapted to operate through/within the housing, designed to translate axial movement
through/within the drug delivery device, preferably from an actuation means to the piston rod. In a preferred embodiment the drive member is further releasably engaged with the piston rod. The drive member may be of unitary or multipart construction.

The term "releasably engaged" according to instant invention shall preferably mean that two components of instant mechanism or device are joined for translation of force or movement in one direction only, preferably during dispense.

The term "piston rod" according to instant invention shall mean a component adapted to operate through/within the housing, designed to translate axial movement through/within the drug delivery device, preferably from the drive member to the piston, for the purpose of discharging/dispensing an injectable product. Said piston rod may be flexible or not. It may be a simple rod, a lead-screw, a rack and pinion system, a worm gear system, or the like. The "piston rod" shall further mean a component having a circular or non-circular cross-section. It may be made of any suitable material known by a person skilled in the art and may be of unitary or multipart construction. In a preferred embodiment, the piston rod comprises a series of one or more sets of longitudinally spaced ribs and/or indentations.

The term "rotating means" according to instant invention shall mean any rotating component that transfers force and/or movement from the drive member to the piston rod. It may be made of any suitable material known by a person skilled in the art and may be of unitary or multipart construction. In a preferred embodiment the rotating means may be a gear component, more preferably a spur gear. In another preferred embodiment the rotating means may be a lever. In yet another preferred embodiment the rotating means may be a pulley. In yet a further preferred embodiment the rotating means may be a lever assembly.

The term "gear" according to instant invention shall mean a toothed wheel used in conjunction with a rack and/or another gear, preferably a rack, to transmit force and/or motion. In a preferred embodiment the gear may be a spur gear. In yet another preferred embodiment the term "gear" means a gear wheel mounted within a carrier.
The term "lever" according to instant invention shall mean any beam component pivoted about a fulcrum to transmit force and/or motion. In a preferred embodiment the fulcrum point is located on the housing and load is applied through the drive member. In yet another preferred embodiment the term "lever" shall mean any beam component that moves essentially proximally with respect to the piston rod during dose setting and that moves essentially distally with respect to the piston rod during dose delivery.

The term "pulley" according to instant invention shall mean any wheel and/or belt component that is designed to transmit force and/or motion. In a preferred embodiment the pulley comprises a wheel and belt. In a more preferred embodiment the belt of the pulley is attached to the housing and the drive member and the wheel of the pulley engages with the piston rod and the belt of the pulley. In yet another preferred embodiment the wheel of the pulley is releasably engaged with the piston rod.

The term "lever assembly" according to instant invention shall mean any component consisting of a lever and a carrier designed to transmit force and/or motion.

The term "rack" according to instant invention shall mean any component having a linear array of ribs and/or indentations and/or gear-form teeth. In a preferred embodiment a rack is located in the housing and a further rack is located in the drive member. In a further preferred embodiment one and/or both, more preferably one, of the racks located on the housing or on the drive member is flexible and/or pivoted and/or movable in one or more axis, more preferably one.

The term "graphical status indicator" according to instant invention shall preferably mean any markings, symbols, numerals, etc., e.g. printed on the external surface of a component of the device, for example the drive sleeve or an odometer or a dose dial sleeve, or the like, preferably the drive sleeve, for indicating to the user when the device has been activated and/or is in operation and/or direction of operation and/or a dose of medicament has been delivered.
The "distal end" of the device or a component of the device shall mean the end, which is closest to the dispensing end of the device.

The "proximal end" of the device or a component of the device shall mean the end, which is furthest away from the dispensing end of the device.

A second aspect of instant invention provides an assembly for use in a drug delivery device comprising the drive mechanism according to instant invention.

A third aspect of the present invention provides a drug delivery device comprising the drive mechanism or the assembly according to instant invention.

A fourth aspect of the present invention provides a method of assembling a drug delivery device comprising the step of providing a drive mechanism or an assembly according to instant invention.

A fifth aspect of instant invention is the use of a drug delivery device according to instant invention for dispensing a medicinal product preferably dispensing a pharmaceutical formulation (e.g. solution, suspension etc.) comprising an active compound selected from the group consisting of insulin, growth hormone, low molecular weight heparin, their analogues and their derivatives.

Brief Description of the Drawings:

Without any limitation, the instant invention will be explained in greater detail below in connection with a preferred embodiment and with reference to the drawings in which:

Figure 1 shows a sectional view of a first embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 1A shows a further sectional view of a first embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 2 shows a sectional view of a first embodiment of the drug delivery device in accordance with the present invention in a second, first dose set, position;
Figure 3 shows a sectional view of a first embodiment of the drug delivery device in accordance with the present invention in a third, final dose dispensed, position;

Figure 4 shows a sectional view of a second embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 5 shows a sectional view of a second embodiment of the drug delivery device in accordance with the present invention in a second, first dose set, position;

Figure 6 shows a sectional view of a third embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 7 shows a sectional view of a third embodiment of the drug delivery device in accordance with the present invention in a second, first dose set, position;

Figure 8 shows a sectional view of a fourth embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 9 shows a further sectional view of a fourth embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 10 shows a sectional view of a fourth embodiment of the drug delivery device in accordance with the present invention in a second, first dose set, position.

Figure 11 shows a sectional view of a fifth embodiment of the drug delivery device in accordance with the present invention in a first, cartridge full, position;

Figure 12 shows a sectional view of a fifth embodiment of the drug delivery device in accordance with the present invention in a second, first dose set, position.

Figures 13 to 15 show a sectional view of three further embodiments of a drive mechanism for a drug delivery device according to the present invention comprising a lever assembly.

Detailed Description of the Embodiments:

Example 1

Referring first to Figures 1 to 3, there is shown a drug delivery device in accordance with the present invention.
The drug delivery device (1) comprises a cartridge retaining part (2), and a main (exterior) housing part (3). The proximal end of the cartridge retaining part (2) and the distal end of the main housing (3) are secured together by any suitable means known to the person skilled in the art. In the illustrated embodiment, the cartridge retaining part (2) is secured within the distal end of the main housing part (3).

A cartridge (4) from which a number of doses of a medicinal product may be dispensed is provided in the cartridge retaining part (2). A piston (5) is retained in the proximal end of the cartridge (4).

A removable cap (22) is releasably retained over the distal end of the cartridge retaining part (2). The removable cap (22) may be optionally provided with one or more window apertures through which the position of the piston (5) within the cartridge (4) can be viewed.

The distal end of the cartridge retaining part (2) in the illustrated embodiment, is provided with a distal threaded region (6) designed for the attachment of a suitable needle assembly to enable medicament to be dispensed from the cartridge (4).

In the illustrated embodiment, the main housing part (3) is provided with an internal housing (7). The internal housing (7) is secured against rotational and/or axial movement with respect to the main housing part (3). The internal housing (7) is provided with a rack (8) extending along the main axis of the internal housing (7). Alternatively, the internal housing (7) may be formed integrally with the main housing part (3). Additionally, the internal housing (7) is provided with a plurality of guide lugs (not shown) and pawl means (not shown). The pawl means may be an integrated part of the internal housing (7) or may be a separate component as illustrated.

A piston rod (10) extending through the main housing (3) has a first set of indentations (not shown) extending longitudinally along external surfaces of the piston rod (10). A second set of indentations (11) extend longitudinally along internal surfaces of the piston rod (10). The first set of indentations of the piston rod (10) extend through and
are engaged with the pawl means of the internal housing (7) to prevent movement of the piston rod (10) in the proximal direction during setting of the device. A bearing surface (12) located at the distal end of the piston rod (10) is disposed to abut the proximal face of the piston (5). In the illustrated embodiment the longitudinal spacing of the first set of indentations and the second set of indentations (11) is essentially equal.

A gear (13), consisting of a carrier (28) and a gear wheel (27), free to rotate within the carrier (28), is located within a channel within the piston rod (10). Pawl arms (29) located on the carrier (28) are releasably engaged with the second set of indentations (11) of the piston rod (10). The pawl arms (29) of the carrier (28) are designed to transmit force to the piston rod (10) in the distal direction during dispense and to allow relative movement between the gear (13) and the piston rod (10) in the proximal direction during setting. The teeth of the gear wheel (27) are permanently engaged with the teeth of the rack (8) of the internal housing (7).

A drive member (14) extends about the piston rod (10). The drive member (14) comprises a rack part (15) and an activation part (16). The rack part (15) and the activation part (16) are secured to each other to prevent rotational and/or axial movement there between. Alternatively, the drive member (14) may be a unitary component consisting of an integrated rack part (15) and activation part (16).

The rack part (15) is provided with a rack (17) extending along the main axis of the rack part (15). The teeth of the rack (17) of the rack part (15) are permanently engaged with the teeth of the gear wheel (27).

The drive member (14) has a plurality of guide slots (not shown) in which the guide lugs (not shown) of the internal housing (7) are located. These guide slots define the extent of permissible axial movement of the drive member (14) with respect to the housing part (3). In the illustrated embodiment the guide slots also prevent rotational movement of the drive member (14) relative to the main housing part (3).
The activation part (16) of the drive member (14) has a plurality of grip surfaces (18) and a dispensing face (19).

To increase intuitiveness of the operation of the device, the main housing part (3) may optionally be provided with a window aperture through which graphical status indicators provided on the drive member (14), can be viewed.

Operation of the drug delivery device in accordance with the present invention will now be described.

To set a dose a user grips the grip surfaces (18) of the drive member (14). The user then pulls the drive member (14) in a proximal direction away from the main housing part (3) thereby moving the rack part (15) in a proximal direction.

The proximal movement of the rack part (15) causes the gear wheel (27) to rotate and move proximally by virtue of the engagement of the teeth of the gear wheel (27) of the gear (13) with the teeth of the rack (17) of the rack part (15) and the teeth of the rack (8) of the internal housing (7) thus moving the gear (13) in the proximal direction.

The piston rod (10) is prevented from moving proximally by interaction of pawl means of the internal housing (7) with a first set of indentations on the piston rod (10). As the drive member (14) travels in the proximal direction relative to the piston rod (10), the pawl arms (29) of the carrier (28) are displaced inwardly by interaction with the second set of indentations (11) of the piston rod (10).

The proximal travel of the drive member (14) is limited by the guide slots of the rack part (15). At the end of the travel of the drive member (14), the pawl arms (29) of the carrier (28) engage with the next sequential indentation of the second set of indentations (11) of the piston rod (10) as indicated in Figure 2. The action of the pawl arms (29) of the carrier (28) positively engaging the second set of indentations (11) of the piston rod (10) creates an audible and tactile feedback to the user to indicate that the dose has been set. Additionally, visual feedback regarding dose setting may
optionally be indicated by a graphical status indicator provided on the drive member (14), which can be viewed through an optional window aperture in the main housing part (3).

When the dose has been set, the user may then dispense this dose by depressing the dispensing face (19) of the activation part (16) of the drive member (14). By this action the drive member (14) and the rack part (15) are moved axially in the distal direction relative to the main housing part (3). As the teeth of the gear wheel (27) of the gear (13) are engaged with the teeth of the rack (17) of the rack part (15) and the teeth of the rack (8) of the internal housing (7), the gear wheel (27) of the gear (13) is caused to rotate and move in the distal direction thus moving the gear (13) longitudinally in the distal direction. As the pawl arms (29) of the carrier (28) of the gear (13) are engaged with the second set of indentations (11) of the piston rod (10), the piston rod (10) is caused to move longitudinally in the distal direction with respect to the internal housing (7).

The distal axial movement of the piston rod (10) causes the bearing surface (12) of the piston rod (10) to bear against the piston (5) of the cartridge (4) causing a dose of medicament to be dispensed through the attached needle (not shown).

The distal travel of the drive member (14) is limited by the guide slots (not shown) of the rack part (15). Audible and tactile feedback to indicate that the dose has been dispensed is provided by the interaction of the pawl means (not shown) of the internal housing (7) with the first set of indentations (not shown) of the piston rod (10). Additionally, visual feedback regarding dose dispensing may optionally be indicated by a graphical status indicator, provided on the drive member (14), which can be viewed through an optional window aperture in the main housing part (3).

Further doses may be delivered as required up to a pre-determined maximum number of doses. Figure 3 shows the drug delivery device of instant invention in a condition where the maximum number of doses has been delivered. In this condition the proximal face (32) of the carrier (28) abuts an internal distal face (33) of the piston rod.
(10) to prevent further axial movement of the gear (13) and thus the drive member (14) in proximal direction.

Example 2

Referring to Figures 4 to 5, there is shown an alternative embodiment of the drug delivery device in accordance with the present invention.

The drug delivery device (101) comprises a cartridge retaining part (102), and a main (exterior) housing part (103). The proximal end of the cartridge retaining part (102) and the distal end of the main housing (103) are secured together by any suitable means known to the person skilled in the art. In the illustrated embodiment, the cartridge retaining part (102) is secured within the distal end of the main housing part (103).

A cartridge (104) from which a number of doses of a medicinal product may be dispensed is provided in the cartridge retaining part (102). A piston (105) is retained in the proximal end of the cartridge (104).

The distal end of the cartridge retaining part (102) in the illustrated embodiment, is provided with a distal threaded region (106) designed for the attachment of a suitable needle assembly (not shown) to enable medicament to be dispensed from the cartridge (104).

In the illustrated embodiment, the main housing part (103) is provided with an internal housing (107). The internal housing (107) is secured against rotational and/or axial movement with respect to the main housing part (103). The internal housing (107) is provided with a flexible rack (108) extending along the main axis of the internal housing (107). Alternatively, the internal housing (107) may be formed integrally with the main housing part (103). Additionally, the internal housing (107) is provided with a plurality of guide slots (not shown) and pawl means (121).
A piston rod (110) extending through the main housing (103) has a set of teeth (109) extending longitudinally along a surface of the piston rod (110). The set of teeth (109) of the piston rod (110) extend through and are engaged with the pawl means (121) of the internal housing (107) to prevent movement of the piston rod (110) in the proximal direction during setting of the device. A bearing surface (112) located at the distal end of the piston rod (110) is disposed to abut the proximal face of the piston (105).

A gear (113) is located within a channel within the piston rod (110). An axle (128) of the gear (113) is releasably engaged with the set of teeth (109) of the piston rod (110). The set of teeth (109) are designed to allow force transmission to the piston rod (110) in the distal direction during dispense and to allow relative movement between the gear (113) and the piston rod (110) in the proximal direction during setting. The teeth of the gear (113) are permanently engaged with the teeth of the flexible rack (108) of the internal housing (107).

A drive member (114) extends about the piston rod (110). The drive member (114) comprises a rack (115) and an activation part (116). The rack (115) and the activation part (116) are secured to each other to prevent rotational and/or axial movement there between. Alternatively, the drive member (114) may be a unitary component consisting of an integrated rack (115) and activation part (116).

The teeth of the rack (115) are permanently engaged with the teeth of the gear (113).

The drive member (114) has a plurality of guide lugs (not shown) which are located in the guide slots (not shown) of the internal housing (107). This defines the extent of permissible axial movement of the drive member (114) with respect to the housing part (103). In the illustrated embodiment the guide slots also prevent rotational movement of the drive member (114) relative to the main housing part (103).

The activation part (116) of the drive member (114) has a grip surface (118) and a dispensing face (119).
To increase intuitiveness of the operation of the device, the main housing part (103) may optionally be provided with a window aperture through which optional graphical status indicators, provided on the drive member (114), can be viewed.

Operation of the drug delivery device in accordance with the present invention will now be described.

To set a dose a user grips the grip surfaces (118) of the drive member (114). The user then pulls the drive member (114) in a proximal direction away from the main housing part (103) thereby moving the rack (115) in a proximal direction.

The proximal movement of the rack (115) causes the gear (113) to rotate and move proximally by virtue of the engagement of the teeth of the gear (113) with the teeth of rack (115) and the teeth of the flexible rack (108) of the internal housing (107).

The piston rod (110) is prevented from moving proximally by interaction of pawl means (121) of the internal housing (107) with set of teeth (109) of the piston rod (110). As the drive member (114) travels in the proximal direction relative to the piston rod (110), the axle (128) of the gear (113) is displaced transversely by interaction with the set of teeth (109) of the piston rod (110) thus deflecting the flexible rack (108) of the internal housing (107).

The proximal travel of the drive member (114) is limited by the guide slots (not shown) of the internal housing (107). At the end of the travel of the drive member (114), the axle (128) of the gear (113) engages with the next sequential tooth of the set of teeth (109) of the piston rod (110) as indicated in Figure 5. The action of the axle (128) of the gear (113) positively engaging the set of teeth (109) of the piston rod (110) under the force provided by the flexible rack (108) of the internal housing (107) creates an audible and tactile feedback to the user to indicate that the dose has been set.

Additionally, visual feedback regarding dose setting may optionally be indicated by a graphical status indicator, provided on the drive member (114), which can be viewed through an optional window aperture in the main housing part (103).
When the dose has been set, the user may then dispense this dose by depressing the dispensing face (119) of the activation part (116) of the drive member (114). By this action the drive member (114) and the rack (115) are moved axially in the distal direction relative to the main housing part (103). As the teeth of the gear (113) are engaged with the teeth of the rack (115) and the teeth of the flexible rack (108) of the internal housing (107) the gear (113) is rotated and moved in the distal direction. The axle (128) of the gear (113) is engaged with the set of teeth (109) of the piston rod (110), thereby causing the piston rod (110) to move longitudinally in the distal direction with respect to the internal housing (107).

The distal axial movement of the piston rod (110) causes the bearing surface (112) of the piston rod (110) to bear against the piston (105) of the cartridge (104) causing a dose of medicament to be dispensed through the attached needle (not shown).

The distal travel of the drive member (114) is limited by the guide slots (not shown) of the internal housing (107). Audible and tactile feedback to indicate that the dose has been dispensed is provided by the interaction of the pawl means (121) of the internal housing (107) with the set of teeth (109) of the piston rod (110). Additionally, visual feedback regarding dose dispensing may optionally be indicated by a graphical status indicator, provided on the drive member (114), which can be viewed through an optional window aperture in the main housing part (103).

Further doses may be delivered as required up to a pre-determined maximum number of doses.

Example 3

Referring to Figures 6 to 7, there is shown a further alternative embodiment of the drug delivery device in accordance with the present invention.
The drug delivery device (201) comprises a cartridge retaining part (202), and a main (exterior) housing part (203). The proximal end of the cartridge retaining part (202) and the distal end of the main housing (203) are secured together by any suitable means known to the person skilled in the art. In the illustrated embodiment, the cartridge retaining part (202) is secured within the distal end of the main housing part (203).

A cartridge (204) from which a number of doses of a medicinal product may be dispensed is provided in the cartridge retaining part (202). A piston (205) is retained in the proximal end of the cartridge (204).

The distal end of the cartridge retaining part (202) in the illustrated embodiment, is provided with a distal threaded region (206) designed for the attachment of a suitable needle assembly to enable medicament to be dispensed from the cartridge (204).

In the illustrated embodiment, the main housing part (203) is provided with an internal housing (207). The internal housing (207) is secured against rotational and/or axial movement with respect to the main housing part (203). The internal housing (207) is provided with a fixing point (208) for attaching a pulley (240). Alternatively, the internal housing (207) may be formed integrally with the main housing part (203). Additionally, the internal housing (207) is provided with a guide slot (not shown) and pawl means (not shown).

A piston rod (210) extending through the main housing (203) has a first set of teeth (209) and a second set of teeth (211) extending longitudinally along surfaces of the piston rod (210). The second set of teeth (211) of the piston rod (210) extends through and is engaged with the pawl means (not shown) of the internal housing (207) to prevent movement of the piston rod (210) in the proximal direction during setting of the device. A bearing surface (212) located at the distal end of the piston rod (210) is disposed to abut the proximal face of the piston (205).

A pulley (240), comprising a belt (241) and a wheel (242) is located within a channel within the piston rod (210). An axle (228) of the wheel (242) is releasably engaged with
the first set of teeth (209) of the piston rod (210). The first set of teeth (209) are

designed to allow force transmission to the piston rod (210) in the distal direction
during dispense and to allow relative movement between the pulley (240) and the
piston rod (210) in the proximal direction during setting. The teeth of the wheel (242)

are permanently engaged with the teeth of the belt (241) of pulley (240).

A drive member (214) extends about the piston rod (210). The drive member (214)
comprises a fixing point (215) and an activation part (216). The fixing point (215) and
the activation part (216) are secured to each other to prevent rotational and/or axial

movement there between. Alternatively, the drive member (214) may be a unitary

component consisting of an integrated fixing point (215) and activation part (216).

The belt (241) of the pulley (240) is attached to the drive member (214) at the fixing
point (215).

The drive member (214) has a guide lug (not shown) which is located in the guide slot
(not shown) of the internal housing (207). This defines the extent of permissible axial

movement of the drive member (214) with respect to the housing part (203). In the
illustrated embodiment the guide slot also prevents rotational movement of the drive

member (214) relative to the main housing part (203).

The activation part (216) of the drive member (214) has a grip surface (218) and a
dispensing face (219).

To increase intuitiveness of the operation of the device, the main housing part (203)
may be provided with an optional window aperture through which optional graphical
status indicators, provided on the drive member (214), can be viewed.

Operation of the drug delivery device in accordance with the present invention will now

be described.
To set a dose a user grips the grip surfaces (218) of the drive member (214). The user then pulls the drive member (214) in a proximal direction away from the main housing part (203) thereby moving the fixing point (215) in a proximal direction.

The proximal movement of the drive member (214) causes the wheel (242) of the pulley (240) to rotate and move proximally by virtue of the attachment of the belt (241) of the pulley (240) to both the fixing point (215) of the drive member (214) and the fixing point (208) of the internal housing (207).

The piston rod (210) is prevented from moving proximally by the interaction of pawl means (not shown) of the internal housing (207) with the second set of teeth (211) of the piston rod (210). As the drive member (214) travels in the proximal direction relative to the piston rod (210), the axle (228) of the wheel (242) is displaced transversely by interaction with the first set of teeth (209) of the piston rod (210) thus deflecting the belt (241) of the pulley (240).

The proximal travel of the drive member (214) is limited by the guide slot (not shown) of the internal housing (207). At the end of the travel of the drive member (214), the axle (228) of the wheel (242) engages with the next sequential tooth of the first set of teeth (209) of the piston rod (210) as indicated in Figure 7. The action of the axle (228) of the wheel (242) positively engaging the first set of teeth (209) of the piston rod (210) under the force provided by the belt (241) of the pulley (240) creates an audible and tactile feedback to the user to indicate that the dose has been set. Additionally, visual feedback regarding dose setting may optionally be indicated by a graphical status indicator, provided on the drive member (214), which can be viewed through an optional window aperture in the main housing part (203).

When the dose has been set, the user may then dispense this dose by depressing the dispensing face (219) of the activation part (216) of the drive member (214). By this action the drive member (214) and the fixing point (215) are moved axially in the distal direction relative to the main housing part (203). As the belt (241) of the pulley (240) is attached to the fixing point (215) of the drive member (214) and the belt (241) of the
pulley (240) is also attached to the fixing point (208) of the internal housing (207) the
wheel (242) of the pulley (240) is rotated and moved in the distal direction by the
engagement of the teeth of the belt (241) with the teeth of the wheel (242). The axle (228)
of the wheel (242) of the pulley (240) is engaged with the first set of teeth (209) of the piston rod (210), thereby causing the piston rod (210) to move axially in the
distal direction with respect to the internal housing (207).

The distal axial movement of the piston rod (210) causes the bearing surface (212) of the piston rod (210) to bear against the piston (205) of the cartridge (204) causing a
dose of medicament to be dispensed through the attached needle (not shown).

The distal travel of the drive member (214) is limited by the guide slot (not shown) of the internal housing (207). Audible and tactile feedback to indicate that the dose has been dispensed is provided by the interaction of the pawl means (not shown) of the internal housing (207) with the second set of teeth (211) of the piston rod (210).

Additionally, visual feedback regarding dose dispensing may optionally be indicated by a graphical status indicator, provided on the drive member (214), which can be viewed through an optional window aperture in the main housing part (203).

Further doses may be delivered as required up to a pre-determined maximum number of doses.

Example 4

Referring to Figures 8 to 10, there is shown a further alternative embodiment of the drug delivery device in accordance with the present invention.

The drug delivery device (301) comprises a cartridge retaining part (302), and a main (exterior) housing part (303). The proximal end of the cartridge retaining part (302) and the distal end of the main housing (303) are secured together by any suitable means known to the person skilled in the art. In the illustrated embodiment, the cartridge retaining part (302) is secured within the distal end of the main housing part (303).
A cartridge (304) from which a number of doses of a medicinal product may be dispensed is provided in the cartridge retaining part (302). A piston (305) is retained in the proximal end of the cartridge (304).

The distal end of the cartridge retaining part (302) in the illustrated embodiment, is provided with a distal threaded region (306) designed for the attachment of a suitable needle assembly (not shown) to enable medicament to be dispensed from the cartridge (304).

In the illustrated embodiment, the main housing part (303) is provided with an internal housing (307). The internal housing (307) is secured against rotational and/or axial movement with respect to the main housing part (303). The internal housing (307) is provided with a fulcrum point (308) for attaching a lever (340). Alternatively, the internal housing (307) may be formed integrally with the main housing part (303). Additionally, the internal housing (307) is provided with a guide slots (not shown) and pawl means (345).

A piston rod (310) extending through the main housing (303) has a first set of indentations (309 and 309’) and a second set of indentations (311 and 311’) extending longitudinally along surfaces of the piston rod (310). The second set of indentations (311 and 311’) of the piston rod (310) extends through and is engaged with the pawl means (345) of the internal housing (307) to prevent movement of the piston rod (310) in the proximal direction during setting of the device. A bearing surface (312) located at the distal end of the piston rod (310) is disposed to abut the proximal face of the piston (305).

A lever (340), comprising a plurality of lugs (341) and a first pivot (342) and a second pivot (343), is located within a channel within the piston rod (310). The lugs (341) of the lever (340) are releasably engaged with the first set of indentations (309 and 309’) of the piston rod (310). The first set of indentations (309 and 309’) are designed to allow force transmission to the piston rod (310) in the distal direction during dispense
and to allow relative movement between the lever (340) and the piston rod (310) in the proximal direction during setting. The first pivot (342) of the lever (340) is attached to the fulcrum (308) of the internal housing (307) for pivotable movement there between.

A drive member (314) extends about the piston rod (310). The drive member (314) comprises a slot (315) and an activation part (316). The slot (315) and the activation part (316) are secured to each other to prevent rotational and/or axial movement there between. Alternatively, the drive member (314) may be a unitary component consisting of an integrated slot (315) and activation part (316).

The second pivot (343) of the lever (340) is located within the slot (315) of the drive member (314). The slot (315) of the drive member (314) is designed to allow transverse movement, but not longitudinal movement, of the second pivot (343) of the lever (340) relative to the drive member (314).

The drive member (314) has guide lugs (346) which are located in the guide slots (not shown) of the internal housing (307). This defines the extent of permissible axial movement of the drive member (314) with respect to the housing part (303). In the illustrated embodiment the guide slots also prevent rotational movement of the drive member (314) relative to the main housing part (303).

The activation part (316) of the drive member (314) has a grip surface (318) and a dispensing face (319).

To increase intuitiveness of the operation of the device, the main housing part (303) may be provided with an optional window aperture through which optional graphical status indicators, provided on the drive member (314), can be viewed.

Operation of the drug delivery device in accordance with the present invention will now be described.
To set a dose a user grips the grip surfaces (318) of the drive member (314). The user then pulls the drive member (314) in a proximal direction away from the main housing part (303) thereby moving the fixing point (315) in a proximal direction.

The proximal movement of the drive member (314) causes the lever (340) to rotate about the fulcrum (308) of the internal housing (307) in a proximal direction by virtue of the location of the second pivot (343) of the lever (340) within the slot (315) of the drive member (314).

The piston rod (310) is prevented from moving proximally by interaction of pawl means (345) of the internal housing (307) with the second set of indentations (311 and 311') of the piston rod (310). As the drive member (314) travels in the proximal direction relative to the piston rod (310), the lugs (341) of the lever (340) are displaced transversely by interaction with the first set of indentations (309 and 309') of the piston rod (310).

The proximal travel of the drive member (314) is limited by the guide slots (not shown) of the internal housing (307). At the end of the travel of the drive member (314), the lugs (341) of the lever (340) engage with the next sequential indentation of the first set of indentations (309 and 309') of the piston rod (310) as indicated in Figure 10. The action of the lugs (341) of the lever (340) positively engaging the first set of indentations (309 and 309') of the piston rod (310) under a force provided by the transverse deflection of the lever (340) creates an audible and tactile feedback to the user to indicate that the dose has been set. Additionally, visual feedback regarding dose setting may optionally be indicated by a graphical status indicator, provided on the drive member (314), which can be viewed through an optional window aperture in the main housing part (303).

When the dose has been set, the user may then dispense this dose by depressing the dispensing face (319) of the activation part (316) of the drive member (314). By this action the drive member (314) and the slot (315) are moved axially in the distal direction relative to the main housing part (303). As the second pivot (343) of the lever
(340) is located within the slot (315) of the drive member (314), the lever (340) is rotated about the fulcrum (308) of the internal housing (307) in the distal direction. The lugs (341) of the lever (340) are engaged with the first set of indentations (309 and 309') of the piston rod (310), thereby causing the piston rod (310) to move axially in the distal direction with respect to the internal housing (307).

The distal axial movement of the piston rod (310) causes the bearing surface (312) of the piston rod (310) to bear against the piston (305) of the cartridge (304) causing a dose of medicament to be dispensed through the attached needle (not shown).

The distal travel of the drive member (314) is limited by the guide slots (not shown) of the internal housing (307). Audible and tactile feedback to indicate that the dose has been dispensed is provided by the interaction of the pawl means (345) of the internal housing (307) with the second set of indentations (311 and 311') of the piston rod (310). Additionally, visual feedback regarding dose dispensing may optionally be indicated by a graphical status indicator, provided on the drive member (314), which can be viewed through an optional window aperture in the main housing part (303).

Further doses may be delivered as required up to a pre-determined maximum number of doses.

Example 5

Referring to Figures 11 to 12, there is shown a further alternative embodiment of the drug delivery device in accordance with the present invention.

The drug delivery device (401) comprises a cartridge retaining part (402), and a main (exterior) housing part (403). The proximal end of the cartridge retaining part (402) and the distal end of the main housing (403) are secured together by any suitable means known to the person skilled in the art. In the illustrated embodiment, the cartridge retaining part (402) is secured within the distal end of the main housing part (403).
A cartridge (404) from which a number of doses of a medicinal product may be dispensed is provided in the cartridge retaining part (402). A piston (405) is retained in the proximal end of the cartridge (404).

A removable cap (422) is releasably retained over the distal end of the cartridge retaining part (402). The removable cap (422) is optionally provided with one or more window apertures through which the position of the piston (405) within the cartridge (404) can be viewed.

The distal end of the cartridge retaining part (402) in the illustrated embodiment, is provided with a distal threaded region (406) designed for the attachment of a suitable needle assembly (not shown) to enable medicament to be dispensed from the cartridge (404).

In the illustrated embodiment, the main housing part (403) is provided with an internal housing (407). The internal housing (407) is secured against rotational and/or axial movement with respect to the main housing part (403). The internal housing (407) is provided with a fulcrum (408). Alternatively, the internal housing (407) may be formed integrally with the main housing part (403). Additionally, the internal housing (407) is provided with a plurality of guide lugs (not shown) and pawl means (not shown). The pawl means may be an integrated part of the internal housing (407) or may be a separate component as illustrated.

A piston rod (410) extending through the main housing (403) has a first set of indentations (not shown) extending longitudinally along external surfaces of the piston rod (410). A second set of indentations (411) extend longitudinally along internal surfaces of the piston rod (410). The first set of indentations of the piston rod (410) extend through and are engaged with the pawl means of the internal housing (407) to prevent movement of the piston rod (410) in the proximal direction during setting of the device. A bearing surface (412) located at the distal end of the piston rod (410) is disposed to abut the proximal face of the piston (405). In the illustrated embodiment
the longitudinal spacing of the first set of indentations and the second set of indentations (411) is essentially equal.

A lever assembly (413), consisting of a carrier (428) and a lever (427), free to rotate within the carrier (428), is located within a channel within the piston rod (410). The lever (427) is provided with a first pivot (442) and a second pivot (443). Pawl arms (429) located on the carrier (428) are releasably engaged with the second set of indentations (411) of the piston rod (410). The pawl arms (429) of the carrier (428) are designed to transmit force to the piston rod (410) in the distal direction during dispense and to allow relative movement between the lever assembly (413) and the piston rod (410) in the proximal direction during setting. The first pivot (442) of the lever (427) is attached to the fulcrum (408) of the internal housing (407) for pivotable movement there between.

A drive member (414) extends about the piston rod (410). The drive member (414) comprises a slotted part (415) and an activation part (416). The slotted part (415) and the activation part (416) are secured to each other to prevent rotational and/or axial movement there between. Alternatively, the drive member (414) may be a unitary component consisting of an integrated slotted part (415) and activation part (416).

The slotted part (415) is provided with a slot (417) that is essentially perpendicular to the main axis of the drive member (414). The second pivot (443) of the lever (427) is located within the slot (417) of the internal housing (407). The slot (415) of the drive member (414) is designed to allow transverse movement, but not longitudinal movement, of the second pivot (443) of the lever (427) relative to the drive member (414).

The drive member (414) has a plurality of guide slots (not shown) in which the guide lugs (not shown) of the internal housing (407) are located. These guide slots define the extent of permissible axial movement of the drive member (414) with respect to the housing part (403). In the illustrated embodiment the guide slots also prevent rotational movement of the drive member (414) relative to the main housing part (403).
The activation part (416) of the drive member (414) has a plurality of grip surfaces (418) and a dispensing face (419).

To increase intuitiveness of the operation of the device, the main housing part (403) may be provided with an optional window aperture through which optional graphical status indicators, provided on the drive member (414), can be viewed.

Operation of the drug delivery device in accordance with the present invention will now be described.

To set a dose a user grips the grip surfaces (418) of the drive member (414). The user then pulls the drive member (414) in a proximal direction away from the main housing part (403) thereby moving the slotted part (415) in a proximal direction.

The proximal movement of the drive member (414) causes the lever (427) to rotate about the fulcrum (408) of the internal housing (407) in a proximal direction by virtue of the location of the second pivot (443) of the lever (427) within the slot (417) of the drive member (414).

The piston rod (410) is prevented from moving proximally by interaction of pawl means (not shown) of the internal housing (407) with the first set of indentations (not shown) of the piston rod (410). As the drive member (414) travels in the proximal direction relative to the piston rod (410), the pawl arms (429) of the carrier (428) are displaced inwardly by interaction with the second set of indentations (411) of the piston rod (410).

The proximal travel of the drive member (414) is limited by the guide slots (not shown) of the slotted part (415). At the end of the travel of the drive member (414), the pawl arms (429) of the carrier (428) engage with the next sequential indentation of the second set of indentations (411) of the piston rod (410) as indicated in Figure 12. The action of the pawl arms (429) of the carrier (428) positively engaging the second set of indentations (411) of the piston rod (410) creates an audible and tactile feedback to the
user to indicate that the dose has been set. Additionally, visual feedback regarding
dose setting may optionally be indicated by a graphical status indicator, provided on
the drive member (414), which can be viewed through an optional window aperture in
the main housing part (403).

When the dose has been set, the user may then dispense this dose by depressing the
dispensing face (419) of the activation part (416) of the drive member (414). By this
action the drive member (414) and the slotted part (415) are moved axially in the distal
direction relative to the main housing part (403). As the second pivot (443) of the lever
(427) is located within the slot (417) of the drive member (414), the lever (427) is
rotated about the fulcrum (408) of the internal housing (407) in the distal direction. As
the pawl arms (429) of the carrier (428) of the lever assembly (413) are engaged with
the second set of indentations (411) of the piston rod (410), the piston rod (410) is
caused to move longitudinally in the distal direction with respect to the internal housing
(407).

The distal axial movement of the piston rod (410) causes the bearing surface (412)
of the piston rod (410) to bear against the piston (405) of the cartridge (404) causing a
dose of medicament to be dispensed through the attached needle.

The distal travel of the drive member (414) is limited by the guide slots (not shown) of
the slotted part (415). Audible and tactile feedback to indicate that the dose has been
dispensed is provided by the interaction of the pawl means (not shown) of the internal
housing (407) with the first set of indentations (not shown) of the piston rod (410).
Additionally, visual feedback regarding dose dispensing may optionally be indicated by
a graphical status indicator, provided on the drive member (414), which can be viewed
through an optional window aperture in the main housing part (403).

Further doses may be delivered as required up to a pre-determined maximum number
of doses.

Examples 6A to 6C
The examples 6A to 6C refer to alternative embodiments of drive mechanisms according to the present invention comprising a rotating means which is a lever assembly.

The lever assembly 513 according to figure 13 (example 6A) works essentially similarly to the lever assembly which has been described with reference to figures 11 and 12. It comprises a carrier 528 and a lever 527 which is designed to rotate with respect to the carrier 528 around a rotational axis 555. The carrier 528 is located within a channel within a piston rod 510. The lever 527 is provided with a first pivot 542 and a second pivot 543. Pawl arms 529 located on the carrier 528 are releasably engaged with a second set of indentations 511 which extend longitudinally along internal surfaces of the piston rod 510. The pawl arms 529 of the carrier 528 are designed to transmit force to the piston rod 510 in the distal direction during dispense and to allow a movement of the lever assembly 513 with respect to the piston rod 510 in the proximal direction during dose setting.

The first pivot 542 of the lever 527 is located within a slot 508 of an internal housing 507 for pivotable movement there between. The second pivot 543 of the lever 527 is located within another slot 517 of a slotted part 515 of a drive member 514, the drive member 514 moving axially with respect to a main housing part 503 during dose setting and dose delivery.

The lever 527 has an essentially mirror-symmetrical form. It comprises two opposing flat sides 551 which lie essentially parallel with the longitudinal axis of the drug delivery device before a dose to be dispensed is set and two further opposing flat sides 550 which lie essentially parallel with the longitudinal axis of the drug delivery device when the dose has been set and before it is dispensed. This design of the lever 527 has the advantage of aiding the initial assembly of the drive mechanism. Furthermore, the (except for the flat sides 550 and 551) nearly round form of the lever 527 which provides an area of contact with the internal surfaces of the drive member 514 and the
internal housing 507, thereby providing guidance for the axial movement of the carrier 528.

The lever assembly 613 according to figure 14 (example 6B) works essentially similarly to the lever assemblies which have been described with reference to figures 11 to 13. It comprises a carrier 628 and a lever 627 which is designed to rotate with respect to the carrier 628 around a rotational axis 655. The carrier 628 is located within a channel within a piston rod 610. The lever 627 is provided with a first pivot 642 and a second pivot 643. Pawl arms 629 located on the carrier 628 are releasably engaged with a second set of indentations 611 which extend longitudinally along internal surfaces of the piston rod 610. The pawl arms 629 of the carrier 628 are designed to transmit force to the piston rod 610 in the distal direction during dispense and to allow a movement of the lever assembly 613 with respect to the piston rod 610 in the proximal direction during dose setting.

The first pivot 642 of the lever 627 is located within a slot 608 of an internal housing 607 for pivotable movement there between. The second pivot 643 of the lever 627 is located within a slot 617 of a slotted part 615 of a drive member 614, the drive member 614 moving axially with respect to a main housing part 603 during dose setting and dose delivery.

The distance Y between the rotational axis 655 of the lever 627 and the second pivot 643 is different than the distance X between the rotational axis 655 of the lever 627 and the first pivot 642. Therefore this lever assembly 613 is designed to have a mechanical advantage different to the 2:1 advantage e.g. of a gear assembly. The mechanical advantage of the shown lever assembly 613 is equal to \((X+Y)\) divided by X.

The lever assembly 713 according to figure 15 (example 6C) works essentially similarly to the lever assemblies which have been described with reference to figures 11 to 14. It comprises a carrier 728 and a lever 727 which is designed to rotate with respect to the carrier 728 around a rotational axis 755. The carrier 728 is located within
a channel within a piston rod 710. The lever 727 is provided with a first pivot 742 and a second pivot 743. Pawl arms 729 located on the carrier 728 are releasably engaged with a second set of indentations 711 which extend longitudinally along internal surfaces of the piston rod 710. The pawl arms 729 of the carrier 728 are designed to transmit force to the piston rod 710 in the distal direction during dispense and to allow a movement of the lever assembly 713 with respect to the piston rod 710 in the proximal direction during dose setting.

The first pivot 742 of the lever 727 is located in a slot 708 of an internal housing 707 for pivotal movement there between. The second pivot 743 of the lever 727 is located within a slot 717 of a slotted part 715 of a drive member 714, the drive member 714 moving axially with respect to a main housing part 703 during dose setting and dose delivery.

The distance Y between the rotational axis 755 of the lever 727 and the second pivot 743 is different than the distance X between the rotational axis 755 of the lever 727 and the first pivot 742. Therefore this lever assembly 713 is designed to have a mechanical advantage different to the 2:1 advantage e.g. of a gear assembly. The mechanical advantage of the shown lever assembly 713 is equal to (X+Y) divided by X.

The lever 727 according to this embodiment has a symmetrical design such that it carries features which can be used as first and second pivots 742, 743 on both sides, even though the drive mechanism only makes use of one of these features on each side. The fulcrum 708 of the internal housing 707 interacts with a first pivot 742 which is a feature located at the distance X from the rotational axis 755 of the lever 727 on one side. The slotted part 715 of the drive member 714 interacts with a second pivot 743 which is a feature located at the distance Y from the rotational axis 755 of the lever 727 on the other side. The two remaining features 760 are not used in the assembled drive mechanism. This symmetrical design has the advantage of reducing the costs and the complexity of assembling the drive mechanism because the feeding of the lever to an assembly line in the correct orientation is simplified.
CLAIMS

1. A drive mechanism for use in a drug delivery device is provided comprising:
a housing having a proximal and a distal end;
a drive member located within the said housing such that the said drive member is
movable longitudinally and is non-rotatable with respect to the said housing;
a piston rod that is non-rotatable with respect to the said housing and is adapted to
operate through the housing and transfer a force in the longitudinal direction to the
distal end of the drug delivery device;
a rotating means releasably engaged with the said piston rod and engaged to the said
drive member and engaged to the said housing wherein the rotating means is selected
from the group of (i) to (iii),
(i) a carrier plate having pawl arms and a gear,
(ii) a carrier plate having pawl arms and a lever,
(iii) a lever assembly;
characterized in that,
a) when the said drive member moves proximally with respect to the said housing
   the said rotating means moves proximally with respect to the said piston rod;
b) when the said drive member moves distally the said rotating means moves
distally displacing the said piston rod towards the distal end of the device.

2. The drive mechanism according to claim 1, wherein the engagement between
   the said piston rod and the said gear acts through the axle of the said gear.

3. The drive mechanism according to claim 2, wherein the said gear is designed to
   be engaged with a rack located on the said drive member and a rack located on the
   said housing.

4. The drive mechanism according to claim 1, wherein the said lever assembly
   comprises a lever with lugs.

5. The drive mechanism according to claim 1, wherein the lever assembly
   comprises a lever which is designed to pivot with respect to a carrier around a
rotational axis, the carrier being movable in a proximal direction with respect to the piston rod, the lever being provided with a first pivot and a second pivot, wherein the first pivot interacts with the housing and the second pivot interacts with the drive member such that the lever is pivoted when the drive member is moved axially with respect to the housing, wherein the distance $Y$ between the rotational axis of the lever and the second pivot is different than the distance $X$ between the rotational axis of the lever and the first pivot.

6. An assembly for use in a drug delivery device comprising the drive mechanism as defined in any of claims 1 to 5.

7. A drug delivery device comprising the drive mechanism as defined in any of claims 1 to 5 or the assembly of claim 6.

8. The drug delivery device according to claim 7, which is a pen-type device.

9. The drug delivery device according to any of claim 7 to 8, which is an injector-type device.

10. The drug delivery device according to any of claim 7 to 9, which comprises a needle.

11. The drug delivery device according to any of claim 7 to 9, which is a needle-free device.

12. The use of a drug delivery device as defined in any of claims 7 to 11 for dispensing a medicinal product.

13. The use of a drug delivery device according to claim 12 for dispensing a pharmaceutical formulation comprising an active compound selected from the group consisting of insulin, growth hormone, low molecular weight heparin, their analogues, and their derivatives.
14. The method of manufacturing or assembling a drug delivery device, comprising the step of providing a drive mechanism as defined in any of claims 1 to 5 or an assembly as defined in claim 6.
INTERNATIONAL SEARCH REPORT

International application No
PCT/EP2007/009674

A. CLASSIFICATION OF SUBJECT MATTER

INV. A61M/30

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

A61M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2005/097240 A (LILLY CO ELI [US]; JACOBS ALEXANDER THOMAS [US]; JUDSON JARED ALDEN [U]) 20 October 2005 (2005-10-20) abstract figures 1-11 page 4, line 21 - page 15, line 6 page 18, line 6 - page 19, line 8</td>
<td>1-3, 6-11, 14</td>
</tr>
<tr>
<td>X</td>
<td>WO 03/080160 A (LILLY CO ELI [US]; JUDSON JARED ALDEN [US]; STEWART WILLIAM CHARLES [U]) 2 October 2003 (2003-10-02) abstract figures 1-7 page 7, line 31 - page 19, line 20</td>
<td>1, 6-11, 14</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

* Special categories of cited documents

A document defining the general state of the art which is not considered to be of particular relevance

E earlier document but published on or after the international filing date

L document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

O document referring to an oral disclosure, use, exhibition or other means

P document published prior to the international filing date but later than the priority date claimed

IT later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

X document of particular relevance the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

Y document of particular relevance the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

S document member of the same patent family

Date of the actual completion of the international search

8 February 2008

Date of mailing of the International search report

20/02/2008

Name and mailing address of the ISA/ European Patent Office, P B 5818 Patentlaan 2 NL - 2280 HV Rijswijk Tel (+31-70) 340-2040, Tx 31 651 epo nl Fax (+31-70) 340-3016

Authorized officer

GUIDOIN, M
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 2004/007003 A (NOVO NORDISK AS [DK]) 22 January 2004 (2004-01-22) abstract figures 7,8 page 8, line 1 - page 9, line 2</td>
<td>1,14</td>
</tr>
<tr>
<td>A</td>
<td>WO 98/56439 A (NOVONORDISK AS [DK]) 17 December 1998 (1998-12-17) abstract figure 1</td>
<td>1,14</td>
</tr>
</tbody>
</table>
INTERNATIONAL SEARCH REPORT

Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons.

1. **Claims Nos.:** 12, 13  
   Because they relate to subject matter not required to be searched by this Authority, namely
   Rule 39.1(iv) PCT - Method for treatment of the human or animal body by surgery

2. **Claims Nos.:**  
   Because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be earned out, specifically

3. **Claims Nos.:**  
   Because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows

1. **As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.**

2. **As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.**

3. **As only some of the required additional search fees were timely paid by the applicant this international search report covers only those claims for which fees were paid, specifically claims Nos:**

4. **No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims, it is covered by claims Nos.**

**Remark on Protest**

- **The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.**
- **The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.**
- **No protest accompanied the payment of additional search fees.**

Form PCT/ISA/210 (continuation of first sheet (2)) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2005097240</td>
<td>20-10-2005</td>
<td>CN 1933864 A</td>
<td>21-03-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1732628 A1</td>
<td>20-12-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007530240 T</td>
<td>01-11-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007191784 A1</td>
<td>16-08-2007</td>
</tr>
<tr>
<td>WO 03080160</td>
<td>02-10-2003</td>
<td>AU 2003216521 A1</td>
<td>08-10-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1487520 A1</td>
<td>22-12-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005520646 T</td>
<td>14-07-2005</td>
</tr>
<tr>
<td>WO 2004007003</td>
<td>22-01-2004</td>
<td>AU 2003239785 A1</td>
<td>02-02-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1521607 A1</td>
<td>13-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005532129 T</td>
<td>27-10-2005</td>
</tr>
<tr>
<td>WO 9856439</td>
<td>17-12-1998</td>
<td>AT 256480 T</td>
<td>15-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 733472 B2</td>
<td>17-05-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 7757498 A</td>
<td>30-12-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9809984 A</td>
<td>01-08-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2291341 A1</td>
<td>17-12-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1259057 A</td>
<td>05-07-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69820621 D1</td>
<td>29-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69820621 T2</td>
<td>23-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0988075 A1</td>
<td>29-03-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002503122 T</td>
<td>29-01-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 996025 A</td>
<td>08-02-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6003736 A</td>
<td>21-12-1999</td>
</tr>
</tbody>
</table>