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To al., uhon, it may concern: 
Beit known that I, LEWIS GRAPE, a resident 

of Canajoharie, in the county of Montgomery 
and State of New York, have invented certain 
new and useful Improvements in Carpet 
Clamps; and I do hereby declare the following 
to be a full, clear, and exact description of the 
invention, such as will enable others skilled in 
the art to which it appertains to make and use 
the same. 
My invention relates to an improved carpet 

clamp, the object of the invention being to 
provide a device of this character of simple 
and inexpensive construction, easily operated, 
and which will most effectually secure a car 
pet or other like device or material to a line 
or other support and is especially designed for 
Securing a carpet in position while cleaning or 
beating the same. 
With this object in view the invention con 

sists in certain novel features of construction 
and combinations and arrangements of parts, 
as will be more fully hereinafter described, 
and pointed out in the claims. 

In the accompanying drawings, Figure 1 is 
a view in side elevation illustrating my im 
provements. 
section; and Fig. 3 is a view in elevation, taken 
at right angles to Fig. 1. 
My improved clamp comprises in the main 

two clamping-jaws 1 and 2, both beveled at 
One end, as shown at 3, and dished, as shown 
at 4, to form contacting holding enlargements 
5 between said beveled ends and the dished 
portions. The jaw 1 is approximately straight, 
while jaw 2 has a curved extension 5" at one 
end to meet the end of jaw 1, and a wire spring 
6 is located in longitudinal grooves 7 in the 
outer faces of the jaws, is seated in a groove 
around the curved meeting ends of the jaws 
and has its ends bent through openings 8 in 
the jaws and bent against the inner faces of 
the jaws to firmly secure the spring-wire in 
place. This wire not only serves to open or 
separate the jaws, but also acts to hinge them 
together and hold them in proper formation 
with relation to each other. 
A threaded bolt 9 is secured at one end in 

jaw 1 and extends through an elongated open 
ing 10 in jaw 2 and has a set-nut 11 screwed 

Fig. 2 is a view in longitudinal 

(No model.) 

thereon, and it will be observed that by screw 
ing this nut 11 inwardly the jaws can be 
firmly clamped on the object and be maintained 
at any pressure thereon which may be neces 
sary to perform the service desired. 

Great difficulty has been experienced in se 
curing a clamp or pin of this character capable 
of holding a carpet in position on a line or 
like support while beating or cleaning the 
same, and while my improved clamp was es 
pecially designed for this work it is not re 
stricted to such use and may be employed for 
various other uses, and it will be observed 
that by constructing the clamp as above de 
scribed the spring is so protected by its position 
in the grooves of the jaws that it is out of 
harm’s way and is not liable to become injured 
or disconnected from the jaws. 
A great many slight changes might be made 

in the general form and arrangement of the 
parts described without departing from my 
invention, and hence I do not restrict myself 
to the precise details set forth, but consider 
myself at liberty to make such slight changes 
and alterations as fairly fall within the spirit 
and scope of my invention. 

Having fully described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is 

1. A clamp comprising two jaws, one jaw 
having a curved extension at one end to meet 
the end of the other jaw, a spring-wire project 
ing through openings in the jaws and clamped 
therein and located in grooves in the jaws and 
curved extension and which spring is adapted 
to separate the jaws, and means for clamping 
said jaws together. 

2. A clamp comprising two jaws having lon 
gitudinal grooves in their outer faces, one jaw 
provided with a curved extension having an 
external groove, said curved extension bearing 
against the other jaw, a spring-wire hinge em 
bracing the jaws at one end thereof, the free 
ends of said wire projecting transversely 
through the jaws and secured thereto, said 
spring-wire located in the grooves in the jaws 
and in the said curved extension and operating 
to separate the free ends of the jaws, and means 
for forcing the free ends of the jaws toward 
each other. 
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2. 775,084 

3. A clamp, comprising two members, one through the other member and a nut on the free 
member having a lateral extension at one end end of said bolt. 
bearing against the inner side of the other In testimony whereof I have signed this 
member, said lateral extension serving to space specification in the presence of two subscrib 
said members apart at one end of the clamp, ling witnesses. 
a spring-wire embracing the members and said . 
lateral extension, said spring fixed at its free 
ends to said members and tending to separate Witnesses: 
the free ends of the latter, a threaded bolt se- S. E. PLANCK, 

Io cured to one member and passing freely DANIEL W. WAN WISE. 
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