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(C. 224-28) 2 Claims. 

This invention relates to an article holding 
device especially adapted to be used by beauty 
Shop operators for holding various articles em 
ployed in hair dressing upon the wrist of the 
uSer in Such a manner that they are readily 
available when needed and may be readily re 
moved from the said article-holding device as 
and When required. 

In the operation of dressing a woman's hair 
a number of different articles are employed and 
among these are hair curlers, a comb, and numer 
ous hair pins. It has been common practice 
heretofore for beauty shop operators to allow the 
aforesaid articles used in the operation of dress 
ing a Woman's hair to remain loosely scattered 
and the misplacing of these articles and the find 
ing of the same When needed results in consider 
able loSS of time and annoyance to the operator. 
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This is especially true with reference to hair pins 
of Which a Substantial number are employed in 
the operation of dressing a woman's hair. 

Accordingly, an obect of the present invention 
is to provide a simple and inexpensive article 
holding device by means of which the aforesaid 
Various obects employed in dressing a woman's 
hair may be detachably mounted upon the new 
article-holding device carried on One Wrist of the 
user So as to be readily available as and when 
required for use, thereby expediting the hair 
dressing operation and saving time and annoy 
aCe 

Other and further objects of the present inven 
tion Will be apparent from the following descrip 
tion and claims and are illustrated in the accom 
panying drawings which, by way of illustration, ; 
ShoW a preferred embodiment of the invention 
and the principles thereof and what we now con 
sider to be the best mode in which we have con 
templated applying those principles. Other em 
bodiments of the invention embodying the same 
or equivalent principles may be used and struc 
tural changes may be made as desired by those 
skilled in the art without departing from the 
present invention and the purview of the ap 
pended claim.S. 
In the dra WingS, 
Fig. 1 is a perspective View showing a preferred 

form of the new article holding device in position 
of use.; 

Fig. 2 is a top plan view of the new article hold 
ing device with the Wrist band or strap in ex 
tended or open position; and 

Fig. 3 is a transverse vertical sectional view on 
line 3-3 in Fig. 2 showing the various articles 
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'carried by the new article-holding device in full 
line. 
A preferred embodiment of the new article 

holding device is illustrated in the drawing, 
Wherein it is generally indicated at 3, and com. 
prises an article holding member, generally in 
dicated at , and means generally indicated at 
2 for detachably attaching the said article hold 
ing member upon the wrist of the user, as 
indicated in Fig. . 
The new article-holding member 2 is prefer 

ably made of a strip of flat resilient spring steel 
or other metal or other material suitably formed 
and shaped to provide an article holding arm 
3, a pair of centrally arranged article-holding or 
clamping jaws 5-6, and an article-holding arm 
8. As shown in the drawings, the article-holding 
arm 3 is integrally connected to the clamping 
jaw by means of an interconnecting portion or 
Web 4 and the clamping jaw 6 is integrally con 
nected to the article-holding arm 8 by an inter 
connecting portion or Web . The member 4 3 
also includes an intermediate attaching portion 3 
Which extends between and interconnects the two 
centrally arranged clamping jaws 5 and 6. 
The attaching portion 3 of the article-holding 

member is connected, by a rivet or other suit 
able fastening element 28, to a stiffening plate or 
disc 2, which is preferably made of metal, and 
this stiffening plate or disc 2 is likewise cen 
trally attached, by the fastening element, 2, to 
a flexible wrist band or strap 22 which forms a 
part of the attaching means 2. The Wrist band 
or strap 22 has an enlarged central portion 23 
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which is shaped to fit the stiffening plate or disc 
20 and is attached thereto on the botton side of 
the latter in any Suitable manner as by means of 
an adhesive or the like. 
One end portion of the wrist band or strap 22 

is provided With a conventional buckle 24 em 
bodying a tongue 25 and the other end portion of 
the Wristband or Strap 22 is provided with spaced 
openings 26 for the reception of the buckle tongue 
25. 
In the use of the new article holding device the 

Same may be readily attached upon the Wrist of 
the user by inserting one end portion 27 of the 
strap 22 into the buckle 24 with the buckle tongue 
25 projecting into a selected opening 26, as is, of 
course, readily apparent. When thus applied in 
position of use upon the Wrist of the Wearer, the 
new article-holding device may be employed to 
hold various articles used by beauty shop opera 
tors and certain of Such articles are ShoWn in 
the drawing as being detachably mounted thereon. 
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Thus, for example, a hair curler 28 may be 
mounted on the arm 3 of the new article-holding 
device by slipping the same into position thereon, 
whereupon the Spring tension on the clamping 
jaw 35 of the hair curler 28, due to the action of 
the spring embodied therein, (but not shown) 
Will urge the said clamping jaw 35 of the curler 
28 relative to the body 36 thereof, into releasable 
clamping engagement with the arm 3 of the new 
article-holding device. Hence when the hair 
curler 28 is needed by the operator it may readily 
be removed from the arm 3 of the new article 
holding device by withdrawing it upwardly from 
its position on the arm 3. 
As shown in the drawing, a hair comb, indi 

cated at 29, may be detachably mounted between 
the centrally arranged resilient clamping jaws 5 
and 6 and may be readily inserted into position 
between the two said jaws 5 and 6 by slipping 
it down Wardly between the same so as to spread 
these jaws slightly against the force of their own 
resiliency and which is enhanced by the forma 
tion of the curved interconnecting parts 4 and 
A 9. Thus when needed, the comb 29 may be 
readily removed from the new article-holding 
device by simply pulling it upwardly out of posi 
tion between the centrally arranged clamping 
jaws 5 and 6 which will thereupon be urged 
back together under the force of their own re 
siliency. 
As shown in the drawing, the supporting arm 3 

is shaped in a generally circular form to hold a 
hair pin cushion 30 mounted thereon and which 
is adapted to support hair pins 3 which are thus 
nnade readily available for use as and when re 
quired. 
The hair pin cushion 30 may be inserted up 

wardly into position on the curved arm 8 through 
the open mouth or throat 33 provided at the bot 
ton of the curved arm 8 and when thus dis 
posed will be held by the curved form of the arm 
8. However, since the arm 8 is relatively nar 
row it does not interfere with the operation of 
inserting the hair pins 3 into the body of the 
cushion 30 or their removal therefrom. 
The hair pin cushion 30 may be made of any 

suitable material which will hold hair pins 3 in 
upright position and to this end the cushion 30 
may well be composed of a horsehair body having 
an open inesh fabric netting or cover 32 there 
around through which the blunt arms of the hair 
pins 3i may pass in inserting the hair pins into 
the body of the cushion and removing then there 
from. Thus it will be seen that the hair pins 3, 
like the curler 28 and the comb 29, are readily 
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accessible at all times to the operator when 
needed and hence time and annoyance are Saved. 
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It will thus be seen that the present invention 
provides a new article-holding device for use 
by beauty shop operators embodying means for 
holding various articles employed by a beauty 
Shop operator in dressing women's hair, and thus 
has the desirable advantages and characteristics, 
and accomplishes its intended objects, including 
those hereinbefore pointed out and others which 
are inherent in the invention. 
We claim: 
1. An article-holding device adapted to be worn 

upon the wrist of the wearer and including a 
flexible Wrist-encircling member having a mount 
ing pate attached thereto, a unitary article-hold 
ing member including a fastening portion ar 
ranged between the ends thereof and attached to 
the said mounting plate, the said article-holding 
member embodying a pair of resilient article 
clamping jaws formed therein One at each side 
of the said fastening portion and nortnally urged 
toward each other under the force of their own 
resiliency so as to releasably clamp an article 
therebetween, the said unitary article-holding 
ninenber embodying an article-holding arm 
formed therein as an integral eXtension of one 
of the said resilient article-clamping jaws, and 
the said article-holding member embodying an 
other article-holding arm formed therein as an 
integral extension of the other one of the Said 
resilient article-clamping jaWS. 

2. An article-holding device as defined in claim 
1 in which the said integral extension of the said 
one of the said resilient article-clamping jaWS ex 
tends upwardly and in which the said integral ex 
tension of the other one of the said resilient ar 
ticle-clamping jaws is curved to form a substan 
tially inverted U-shaped article-holding arm. 
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